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PREFACE 


This volume on reinforced-concrete construction treats of the 
design and the construction of retaining walls and buildings. It 
has been prepared to meet the needs of students having varying 
qualifications, and on this account is more comprehensive in 
some respects than the ordinary text-book dealing with these 
subjects. ‘The designing work is given in detail and an effort has 
been made to gain clearness by the selection and arrangement of 
the subject matter and by numerous drawings and photographs. 

Volume I, which treats of the fundamental principles of rein- 
foreed-concrete construction, has been adopted as a text-book in 
a number of technical schools and it is quite probable that the 
present volume will be considered for the same purpose. Since 
engineering courses are commonly subject to severe time limita- 
tions, it is hardly to be expected that the entire book can be 
covered in class-work. The experienced instructor, however, 
will recognize at once that many parts of the text may be omitted 
without seriously interfering with the continuity of the subject. 

The author desires to acknowledge his indebtedness to Mr. 
Leslie H. Allen of the Aberthaw Construction Company for the 
chapters on “‘ Estimating’; and to Mr. A. W. Ransome, Vice- 
President of the Ransome Concrete Machinery Company, for 
the chapter on ‘‘Construction Plant.’’ These chapters should 
prove valuable, not only to engineering students, but to engineers 
in general practice. The author also wishes to express his appre- 
ciation of the excellent work of Mr. Frank C. Thiessen who made 
all the drawings for illustrations with the exception of those 


pertaining to construction plant. 
Information has been obtained from various sources but the 


author wishes in particular to acknowledge his indebtedness to 
the following works on reinforced-concrete construction: 
“Concrete, Plain and Reinforced”’ by Taylor and Thompson 
(Copyright, 1905, 1909, by Frederick W. Taylor); ‘Concrete 
Costs” by Taylor and Thompson (Copyright, 1912, by Frederick 
W. Taylor); ‘Principles of Reinforced Concrete Construction” 
vil 
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by Turneaure and Maurer (Copyright, 1907, 1909, by F. E. Tur- 
neaure and E.R. Maurer). The treatment of bending moments, 
etc., in pages 389 to 410 is taken from ‘Reinforced Concrete 
Design,” by O. Faber and P. G. Bowie (London: Edward Arnold) 
together with the diagrams and formulas, and the complete 
derivation and treatment of the bending moments in continu- 
ous beams and columns may be studied further in this work. 

The author is under obligation to Mr. A. B. MacMillan of the 
Aberthaw Construction Company and to Mr. H. Russell Smith 
of the Otis Elevator Company for critical reading of portions of 
the text and for many valuable suggestions. Grateful acknowl- 
edgments are due to the Universal Portland Cement Co., Turner 
Construction Co., Atlas Portland Cement Co., Ferro-Concrete 
Construction Co., Concrete Engineering Co., C. A. P. Turner 
Construction Co., Aberthaw Construction Co., Otis Elevator Co., 
Unit Construction Co., Raymond Concrete Pile Co., Simplex 
Foundation Co., Blaw Steel Construction ©o., Sterling Wheel- 
barrow Co., Densmore and LeClear, Mr. Arthur Peabody, Mr. 
Benjamin Fox, Mr. Allen Brett, Mr. Harry F. Porter, Mr. W. P. 
Anderson, and Mr. A. C. Chenoweth for the use of plans and 
photographs. 
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REINFORCED 
CONCRETE CONSTRUCTION 


PART I 
RETAINING WALLS 


A retaining wall isa wall of masonry built to sustain the lateral 
pressure of earth or of other material possessing more or less 
frictional stability. 

A reinforced-concrete retaining wall is ideaaty always more 
economical than a retaining wall of gravity section, either of 
stone masonry or plain concrete. In stone masonry and plain 
concrete walls the section must be made heavy enough so that 
the weight of the structure will prevent overturning, while in 
reinforced-concrete walls the weight of a considerable part of 
the sustained material is utilized and, in addition, the sections 
may be designed to more nearly develop the full strength of the 
concrete. 


CHAPTER I 
THEORY OF STABILITY 


1. Earth Pressure.—To determine the effect of the thrust of 
a bank of earth against a wall, it is necessary to know (1) the 
magnitude of the pressure, (2) its point of application, and (3) 
its line of action. We have little exact knowledge, however, 
concerning these three elements of the thrust. 

In.Fig. 1, let AB represent the back of a retaining wall, and 
AC the surface of the ground. The earth has a tendency to 
break away and come down some line, as CB, thus producing 
pressure on the wall. The weight of the earth tends to cause 
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this breaking away while the resisting forces are the friction 
and the cohesion along the line BC, and the resistance of the 
wall. Unfortunately there is a lack of adequate experimental 
data concerning the constants of weight, friction, and cohesion 
of any particular ground, and this lack of information on the 
subject has led to some extent to the use of formulas based 
almost wholly upon purely theoretical considerations. 

Earth pressure theories neglect cohesion of the filling and a 
number of experiments have been made to check up the theo- 
retical deductions, using material approaching as nearly as possible 
to the ideal condition of a granular mass. Clean, dry sand has 
been used extensively in such experiments inasmuch as it has 


Iie es jae, 


little cohesion and is about as good as any material for the 
purpose. However, the experiments that have been made are 
of little value, due principally to the difficulty of devising a 
measuring apparatus that will give the true pressures. Some 
experiments have also been made on cohesive material, but the 
problem here is even a much more difficult one than the deter- 
mination of the pressures of granular materials and the results 
do not help appreciably in the determination of earth pressures 
for the conditions found in practice. Most of the tests on re- 
taining walls have been made with material of limited extent, 
so that the results are not comparable. 

2. Earth Pressure Theories.—All earth pressure theories 
assume (1) that the surface of rupture, BC, Fig. 1, is a plane, 
(2) that the point of application of the resultant pressure. is at 
one-third of the height of the wall from the bottom, and (3) that 
the resultant pressure makes a definite angle with the horizontal. 
Each of these three assumptions has been seriously questioned. 
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Assuming that the surface of rupture is a plane, is equivalent 
to assuming that the soil is devoid of cohesion, and that it is 
homogeneous and non-compressible. Consider for a moment 
a material which is so thoroughly pulverized that all cohesion 
between its particles is destroyed. If this material were 
poured vertically upon a horizontal surface, the surface slope 
would make an angle with the horizontal whose tangent would 
be equal to the coefficient of friction—called the angle of repose 
of the material. The particles on such a slope would be held in 
equilibrium by the force of gravity and by friction. Now 
consider this material placed behind a retaining wall, as in 
Fig. 2. If BC is the plane of rupture, the prism ABC is what is 
called the sliding wedge and the resultant pressure on BC makes 
an angle with the normal to BC equal to the coefficient of friction 
of the material. This angle is called the angle of internal 
friction and experiments show that this angle differs materially 
from the angle of surface slope. The resistance of particles 
moving on an exposed slope is probably rolling friction rather 
than sliding, while the resistance involved in the lateral pressure 
of earth is sliding friction. There seems to be no constant 
relation between the values obtained from these two kinds of 
friction. The angle of internal friction seems to depend upon 
the size of the particles and to increase with the pressure and the 
moisture, but additional experiments are needed to determine 
the law of its variation. 

In a granular mass of earth we have seen that there is a limit 
to the angle which the direction of the pressure on a plane can 
make with the normal to that plane. But suppose the earth is 
not a granular mass. Then its cohesion (meaning the force 
uniting the particles of the earth, whether that force be adhesion 
or true cohesion) acts like the cohesion of a solid body and the 
angle of internal friction may be 90°, or even greater than 90°; 
that is, the earth may be cut to stand vertically, or even over- 
hanging. Cohesion, however, is influenced greatly by the effect 
of moisture and the vibration of moving loads and is partially, 
if not entirely, destroyed when earth is removed from its original 
location. Thus, earth pressure theories, based on a perfectly 
dry granular mass, tend to give maximum conditions and this 
is an argument advanced for their use. 

In a liquid like water, the pressure at any point is exerted in 
all directions with equal intensity, acts normal to any given 
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surface, and depends only upon the depth below the surface, or 
the head as it is called. Let h be the head and w the weight of a 
cubic unit of the liquid. Then at the depth h, one horizontal 
square unit sustains a pressure equal to the weight of a column 
of liquid whose height is h, and whose cross-section is one square 
unit, or wh. Now, since fluid pressure is exerted in all directions 
with equal intensity, the unit pressure on a wall which prevents 
the flow of a liquid will increase directly as the depth, and the 
unit pressures may be graphically represented by arrows which 
form a triangle, as in Fig. 3. If a force P equal to the total 
pressure be applied at the center of gravity of the traingle, or 
th above the base of wall, it will have an effect identical to that 


Fie. 4, 


of all the unit-pressures on the wall. Thus, the total pressure 
on a wall due to a liquid may be obtained by finding the area 
of triangle ABD, Fig. 3, or 


P=wh.th=twh? 


The fluid pressure P and the weight of wall W, Fig. 4, cause a 
force R (which is the resultant of P and W) to act upon the base 
of wall. Now since in all earth-pressure theories, the amount 
_ of the lateral pressure varies as h?—that is, as the square of the 
vertical height of the wall—it is always. assumed that earth 
pressure follows the law of liquid pressure and that therefore 
the point of application is +h from the bottom of the wall. The 
argument advanced against this assumption is that it has not 
been proved beyond question that the lateral pressure of earth 
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varies as the square of the height, and hence that it cannot be 
concluded that the point of application is certainly at one-third 
the height; also, that the prism of earth between the plane of 
rupture and the back of the wall has been assumed, in deducing 
the formula for the amount of pressure, to act as a solid wedge 
sliding on the plane of rupture and there is thus no reason for 
claiming that the pressure will be applied at one-third the height 
any more than at the center of the height. Since earth is 
neither a liquid nor a solid, it is quite probable that the true 
point of application of the resultant pressure is somewhere 
between these two extremes, and experiments tend to show 
some basis for this belief. 

The results by the different earth-pressure theories differ con- 
siderably and this difference is due principally to the different 
assumptions as to the direction of the resultant earth pressure. 
For a level earth surface and a verti- 
cal back to the retaining wall (the 
common case) the ordinary theories 
do not differ greatly and it is gener- 
ally conceded that all give results that 
are considerably on the safe side. 
But if the theories are applied to 
other than common cases, inconsis- 
tencies crop out first in one theory 
and then in another, which shows that 
the underlying assumptions are incon- 
sistent. In fact, most of the theories Rig: 5: 
are at variance with experiments and 
experience, and they all contain logical contradictions. 

A working knowledge of Rankine’s Theory will be given and, 
since this theory considers both active and passive earth pressures, 
an explanation of what is meant by these terms may serve to 
give the student a better grasp of the subject. With a fluid 
like water, the resultant pressure on any plane is normal to that 
plane due to a lack of friction between the particles. With a 
mass of granular material, on the other hand, friction does 
exist between the particles and the resultant pressure may make 
an angle with the normal less than or equal to the angle of 
internal friction, and hence its magnitude consistent with 
equilibrium may vary considerably. In Fig. 5 let rs represent 
the earth surface, and let the mass of earth be divided by the 
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plane ab; also consider the left-hand portion removed. Now, 
if the total pressure on ab before the earth mass was divided 
be designated by P, this force if applied to ab at the center of 
pressure will clearly hold the earth to the right of abin equilibrium. 
Let W equal the weight of a prism such as abc. It is evident 
that the pressure on the plane be will be R, the resultant of P 
and W, and the angle @ which it makes with the normal to bc 
must be less than the angle of internal friction if the earth does 
not slide on bc. This must be true for any plane be passing 
through 6, and there will be one of these planes on which the 
tendency to slide will be the greatest—that is, on the plane of 
rupture—which will require the largest value of P in order that 
B may just equal the angle of internal friction. This is the 
minimum value of P which will hold the earth in equilibrium, 
and it is the pressure which any retaining wall with back ab 
must be capable of resisting. This pressure is called the active 
earth pressure, because the earth is active in pressing against 
the wall, and the wall simply prevents the earth from sliding 
down. If now P is increased in any way, as by letting an arch 
abut against the wall, the angle ? will be reduced and, if the 
magnitude of P is increased sufficiently, this angle will become 
“negative. When the value of P is such that the resultant pressure 
on some plane bc makes an angle above the normal equal to the 
angle of internal friction, the earth is on the point of sliding 
upward. This will occur on the plane having the greatest 
tendency to slide; that is, it will occur on the plane requiring 
the smallest value P in order to cause the resultant to make 
the limiting angle with the normal to bc. This value of P is 
called the passive earth pressure because there is an active force 
existing to force the earth up, instead of passively resisting its 
tendency to slide down. In the case of a retaining wall we 
usually need to deal only with active earth pressure. but in 
some cases passive earth pressure must be considered. 

3. Rankine’s Earth-pressure Theory.—Rankine’s Theory is 
based upon the principles governing the distribution of stress in 
a rigid body. It is assumed that the filling consists of an incom- 
pressible, homogeneous, granular mass, without cohesion; that 
_ the mass is of indefinite extent; that the upper surface is a plane; 
and that on no plane passing through a given point does the ob- 
liquity of stress exceed the angle of internal friction, while on 
one plane it just equals it. 
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The general formulas evolved by Mr. Rankine from the as- 


sumptions given above apply to both gravity walls and reinforced 
walls. 


Let P=resultant earth pressure in pounds on a vertical surface 
for a length of wall equal to 1 ft., Fig. 6. 
h=total height of surface in feet. 
w= weight of earth per cubic foot. 
6=angle of inclination of earth behind the wall. 
@=angle of internal friction of the earth. 


Then 


P=2 wh? cos °% 044/cos? 0—cos? 4 
Se = 


cos 0++/cos? 6—cos? db 


In this equation the negative sign in the numerator should be 
used with the positive sign in the denominator to give the active 
pressure. For passive pressure the signs should be reversed. 


The pressure is assumed to act parallel to the slope of the sur- 
face of the earth, and for walls with no load upon the filling it 
acts at one-third the height of the wall from the base. 

When the earth surface is horizontal, we have 
, 1 Fsin > 

1+sin ¢ 


P=3 wh 


and the pressure is horizontal, 
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The general expression for P which will apply to both cases 
is as follows: 


P=4wh?C 


in which C is a coefficient. 

The above formulas enable us to find the pressure on a vertical 
plane. If the back of the retaining wall is not vertical, as AB, 
Fig. 7, it is necessary to compute the pressure on the vertical 
plane BV passing through the back corner of the, wall and com- 
bine this pressure with the weight of the prism of earth ABV 
(see Fig. 7). 

The weight of earth and the angle of internal friction of earth 
to be used as filling should be known as accurately as possible 
when employing the above formulas. Taylor and Thompson 
give the following weights per cubic foot of dry material before 
excavation. As fills will eventually assume much the same 
character as earth in original excavation, the figures may be 
employed for either natural earth or filled material. 


WEIGHTS PER CUBIC FOOT OF DRY MATERIAL BEFORE EXCA- 


VATION? 
Dani sse dete yes ete cies ahec gine each crepe eevee GE Pr 105 
Gia Vel ss rie aot bean cee cl ace 135 
Gravelly, clays ioscan eta heer eee ee 130 
Troanias Secs 5 isc) oe ire or ok eee oe rar 90 
Hand: pain’, Sarco ctor Per nearer ane 130 
HB) eaten say hol oan) omnes aap ene ion Lunn G ec ng iau tad SlAtylove: 40 


Wet material in original excavation may weigh considerably 
more than dry. Gravel containing ordinary moisture weighs 
only about 2 per cent more than dry gravel, but wet sand if 
very fine may weigh as much as 10 per cent more than dry sand. 
If a soil is not adequately drained, it will become saturated with 
water and in this condition its weight may be 20 to 50 per cent 
greater than in a dry condition, depending upon the character 
of the material. 

The following table gives various values of the angle of in- 


ternal friction: 


1 From Taylor and Thompson’s ‘‘Concrete, Plain and Reinforced,” 2nd edition, page 662. 
Copyright, 1905, 1909, by Frederick W. Taylor. 
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COEFFICIENTS OF INTERNAL FRICTION! 


Tangent of Approximate 
Kind of material Bnele of ere na ne Authority 
internal 
friction Angle Slope 

Coal, shingle, ballast, etc .. 1.423 54° 0.7 to 1 | Baker 
amis sain We tenrect inn eae 1.423 54° 0.7 to 1 | Goodrich 
12H OFA Ota gus Sei ee aaa 1.097 48° 0.9 to 1 | Goodrich 
1 DENG) 0 yay eat eta te eee 1.097 48° 0.9 to1 | Baker 
Quicksand, 100-up......... 0.895 42° 1.1 to1 | Goodrich 
Clay neat, us ee: 0.895 42° 1.1 tol | Baker 
Quicksand, 50-100......... 0.750 37° 1.3 to 1 | Goodrich 
Ae ceese: m : 0.750 Sm 1.3tol1 | Steel 
Pankssand sy: parade tos sf 0.750 37° 1.3 to 1 | Wilson 
Sand oO) OOM cra .e.edeerce 0.549 29° 1.8 to 1 | Goodrich 
Banlkssandiv-s. #.:...2-.:7) 0.549 29° 1.8 to 1 | Goodrich 
(Cle a iol =k Orci HORN Siniareee 0.474 25° 2.1to1 | Goodrich 
Cindersren). oie ne os one 0.474 252 2.1to01 | Goodrich 
(Gravel s-iljne tae et 0.474 25° 2.1 to 1 | Goodrich 
Gravelj-t-in. 7. wes bsceess 0.350 19° 2.9 to 1 | Goodrich 
IB are SAMl sac ej nore cere: secs 0.350 19° 2.9 to 1 | Goodrich 
SANG OOOO Ns ccyicas ct os 0.258 14° 3.9 to 1 | Goodrich 
Sand 207 SO csr ttn ce eyed 0.179 10° 5.6 to 1 | Goodrich 


Illustrative Problem.—Determine the active earth pressure on the sur- 
face AB of the wall shown in Fig. 8. Assume weight of earth =100 lb. per 
cubic foot and the weight of the masonry = 150 lb. per cubic foot. Assume 
O— soe 

cos 9=0.866 cos? 0=0.750 
cos $=0.819 cos? 6=0.671 
a/ cos? 6— cos? ¢=0.281 
iwh? cos 8 = 4(100) (22.31)2(0.866) = 21,550 


cos 6+ +/cos? 6 —cos? 
P =4wh? cos 6 a Is 
cos 6+ V/ cos? 0—cos? 


0.866 —0.281 

0,866 -+0.281 ~ 11,000 1b. 

This pressure P acts on the vertical plane BV and is parallel to the earth 

surface. ‘To determine the pressure on AB, the force P should be combined 

with the weight of the prism ABV. Since the resultant pressure on BV 

acts as 4 BV above the base of wall, the resultant of this and the weight 

of the prism intersect at the wall surface. 

(100) (4) (22.31) 
2 


P =21,550 


The weight of prism ABV = = 4462 lb. 


1. P. Goodrich, Trans. Amer. Soc. of C. E., vol. 53, p. 301. 
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The horizontal and vertical components of the force of 11,000 Ib. are 
9530 lb. and 5500 Ib. respectively; hence the H and V components of the 
resultant pressure on AB are as indicated in Fig. 9. 


When the earth behind a wall is loaded in any way—for ex- 
ample, when the embankment is used as a storage of material 


= 5500 + 4460= 
39960 Ib. 


H= 9530 /b; 


or when a railroad track runs along the wall—the additional 
pressure may be provided for by replacing the load by an equiva- 
lent surcharge of earth. The height of this surcharge may be 
determined by dividing the extra load per square foot by the 
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weight of a cubic foot of earth. This height is shown in Figs. 10 
and 11 as hy. Let h+h,=H. Then the resultant pressure on a 
vertical plane for a wall with height H will be 


P.=4wH?C ‘ 


Bray 


and the resultant pressure for a wall with height hi will be 
[Pos 4wh?,C 
The pressure on the vertival wall AB is the difference of these, 


or P=P,—P, = 3w(A?—h41)C 
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and the distance of the point of application of this force from the 
base of wall 


_ WP 3hhy 
~ 3(h+2hi) 


P acts through the center of gravity of ABDE. 

For a wall with an inclined back and with a load on the filling, 
the pressure (as in the case of a wall with inclined back without 
any additional loading) is the resultant of P and the weight of 
the prism of earth 1 ft. in length, the cross-section of which is a 
trapezoid—for example, ABFG, Fig. 12. 

4. Objections to Earth Pressure Theories.—The theoretical 
formulas for earth pressure are considered by many engineers 
as of little value in designing retaining walls except, perhaps, 
in special cases. The problem of the retaining wall does not 
admit of an exact mathematical solution_and, since something 
must be assumed in any case, these engineers would rather 
assume the thickness at the start than derive this thickness from 
equations based upon a number of uncertain assumptions. It 
is pointed out, for example, that all formulas for earth pressure 
assume that the material to be supported is clean, dry sand—a 
material that is seldom found in practice—while it is known 
that all other soils possess considerable cohesion and that they 
are subject to extensive variation due to moisture, frost, shock, 
etc., which cannot be included in any formula. Another argu- 
ment for abandoning earth-pressure formulas is shown in the 
number of wall failures which have occurred after the walls 
had stood many years with seeming stability. 

5. Methods of Determining Stability of Reinforced-concrete 
Walls.—The stability of a reinforced-concrete wall as regards 
overturning may be determined in either of two ways, namely: 
(1) by using a theoretical formula for the thrust of the earth; or 
(2) by making the stability against rotation equal to that of a 
gravity wall that is known to be safe. For reasons already given, 
the results from the first method may be very misleading unless 
carefully controlled by the results of experience, while the 
second method is probably the more satisfactory when a gravity 
wall has been known to be safe under exactly the same conditions 
as proposed for the reinforced wall In the second method 
the overturning resistance of the lightest gravity wall which 
experience has shown to be safe under the given conditions may 


x 
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be considered the maximum overturning moment of the earth, 
and the reinforced-concrete wall may be designed to have an 
equal stability. 

A reinforced-concrete retaining wall must have stability 
against sliding as well as against overturning. There is very little 
danger from sliding in gravity walls but, in the case of the 
reinforced type, the wall is often so light that, unless vertical 
projections of the base are employed, there is a lack of frictional 
resistance to withstand the horizontal component of the re- 
sultant pressure on the foundation. The resistance offered by 
the soil in front of the wall increases the stability against sliding, 
but this amount is usually disregarded as a matter of safety. 
The friction along the bottom of the wall is equal to the vertical 
pressure multiplied by the coefficient of friction of concrete on 
earth. The following values for the coefficient of friction may 
be safely employed: 


COEFFICIENTS OF FRICTION OF CONCRETE ON 
FOUNDATION MATERIALS 


WDVvECIAy Mee eta mais ot tan, <M pa atinses ty fia sha CER tok at 0.50 
NViGtROLAIMNOISG CLAVE snupdeehe waist choteesipaccials o ata shetnaiale 0.33 
SEG ES Sly Treacy V0 ie ae Al ge eee etre rer here 0.40 
Gravel tee ieee « bislaribe oi vidh va bie eaten 0.60 
Wioodh(with=therenalm) at: mace. osetia. Preunona oe 0.60 
Wind da lAcrOsanthOrpTalmn). ruc set ots sega ns eal 0.50 


For clayey soil it is best to use the value given for wet clay, 
unless it is reasonably certain that water cannot reach the bottom 
of the footing. 

As with all other structures, a retaining wal] should be de- 
signed so that the maximum pressure on the soil is within the 
allowable. ‘This is a much more simple matter with reinforced 
walls than with the heavy walls of gravity section. ‘There is no 
likelihood that the concrete will fail by crushing, but an adequate 
consideration of the maximum pressure on the soil under the 
foundation should not be neglected on this account. The safe 
bearing capacity of soils is given approximately in the following 
table: 
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SAFE BEARING CAPACITY OF SOILS IN SHORT TONS PER 
SQUARE FOOT 


Kind of material Minimum Maximum 


Rock, the hardest, in thick layers in native bed ZOO. i heceoNeaere memtcrese 
Rock equal to best ashlar masonry.......... 25 30 

Rock equal to best brick-masonry........... 15 20 

Rock equal to poor brick masonry.......... 5 10 

Clay in thick beds, always dry.............. 
Clay in thick beds, moderately dry.......... 4 
Clay SsOlteierivesntne ia iagsn oR era Rane Ene il 
Gravel and coarse sand, well cemented....... 8 
Sand, dry, compact and well cemented....... 4 
Sand cleany diy. cn .cws- pod Sues ero 2 
Quicksand, alluvial soils, etc................ 0 


The factor of safety of a retaining wall is the ratio of the weight 
of a filling having an angle of internal friction which will just 


ise cceae co 


Fre. 13; Fie. 14. 


cause failure to the actual weight of the filling. There are two 
factors to be considered, namely: (1) for overturning; and (2) 
for sliding. 

In Fig. 18, let P be the resultant pressure of the earth, and let 
W be the weight of the wall. Then Ob will be the resultant 
pressure & tending to overturn the wall. Draw Oa through the 
point B. For the resultant to pass through B, the wall would 
be on the point of overturning, and the factor of safety against 
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overturning would be unity. Denote the factor of safety for 
the resultant pressure Ob as for. Then 
for=5, 

In Fig. 14 construct the angle nOr equal to ¢’, the angle of 
friction of the masonry on the foundation. Now if R should - 
pass through m, and take the direction Or, the wall would be on 
the point of sliding, and the factor of safety against sliding would 
be unity. Denote the factor of safety for the resultant pressure 
Ob as fsx. Then 

Jsu= = 

6. Walls of Gravity Section.—Trautwine’s “Civil Engineer’s 
Pocket-book” gives a table of empirical values which may be 
used in designing retaining walls of gravity section for average 
conditions. The values were obtained from a set of experiments 
on small wooden models and have been used with good results 
in engineering practice. There are no values given for plain 
concrete walls but they may safely be assumed equivalent to 
those of cut stone laid in mortar. In the following table (taken 
from the book above mentioned) for cut-stone masonry, the earth 
is assumed to slope up from the top of the wall till it reaches a 
leve] at the height indicated by the ratio is the first column. 


Ratio of thick- Ratio of height Ratio of thick- 
ness of base to Sicoartht te ness of base to 
total height of height of wall total height of 


Ratio of height 
of earth to height 
of wall above 


ground wall => above ground wall=> 

1.0 0.35 2.0 0.58 
eal 0.42 2.5 0.60 
12, 0.46 3.0 0.62 
1.3 0.49 4.0 0.63 
1.4 0.51 6.0 0.64 
175 0.52 9.0 0.65 
1.6 0.54 14.0 0.66 
Tre 0.55 25.0 0.68 
1.8 0.56 or more 


Trautwine recommends that when the backing is somewhat 
consolidated in horizontal layers, each of these thicknesses may be 
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reduced, but that no rule can be given for this. He also states 
that since sand and gravel have no cohesion, the full dimensions 
as above should be used with these materials, even though the 
backing be deposited in layers. A mixture of sand, or earth 
with a large proportion of pebbles, bowlders, etc., will exert a 
greater pressure against the wall than the materials ordinarily 
used for backing; and hence when such backing has to be used, 
the above thicknesses should be increased, say, about $ to % part. 

The values in the above table apply especially when the 
batter of the face of the retaining wall is limited (as is customary) 
to 14 in. to the foot, and when the back is 
ae vertical. Mr. Trautwine says—‘‘After a 
: wall abco, Fig. 15, with a vertical back has 
a been proportioned by the above rule, it may 
' L-..; be converted into one with an offsetted back, 
i! V! 1 as aino. This will present greater resistance 
to overturning, and yet contain no more 
material. Thus, through the center ¢ of the 
back, draw any line in; from n draw ns verti- 
7 cal; divide zs into any even number of equal 

eget parts (in the figure there are 4); and divide sn 

into one more equal parts (in the figure there 

are 5). From the points of division draw horizontal and vertical 
lines, for forming the offsets, as in the figure.” 

7. Equivalent Fluid Pressure for Gravity Walls.—In order to 
make the stability of a reinforced-concrete wall, as regards over- 
turning, equal to that of a gravity wall, it will be convenient to 
determine the fluid pressure under which an equivalent gravity 
wall will be stable and then apply this pressure to the reinforced 
type. Since the magnitude, point of application, and line of 
action of fluid pressure is much more accurately known than 
that of earth, results by this method are likely to be in most 
cases a great deal nearer the truth than if use is made of the 
theoretical formulas. 

As shown in Art. 2, the total pressure on a wall due to a liquid 
is given by the formula 


P= swh? 


The fluid pressure P and the weight of wall W, Fig. 4, cause a 
force & to act upon the base of wall. The distribution of pres- 


sure on the base due to the resultant acting at different points 


1 Method advocated in Turneaure and Maurer’s ‘Principles of Reinforced Concrete 
Construction,’’ 2nd edition, page 370. 
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will be explained. Consider the base represented in projection 
by EF, Fig. 16. When R acts at the center of gravity O, the 
intensity of pressure is uniform over the section and is equal 
to the vertical component of R divided by the area of section, 


or La If & acts at any other point, as N, the force W ig equiva- 


lent to an equal W at O and a couple whose moment is Wap. 
At any point distant x from O the intensity of the pressure due 


Fig. 16. 


to this moment is (by the common flexure formula for homo- 


geneous beams) nels in which J is the moment of inertia of 


the section about an axis through O at right angles to the plane 
Page : Wax 
of the paper. At the edges H# and F this intensity = Sa cag 


The intensity of pressure at edge EH is 


ee (1) 
and at edge F it is 
W Wao%1 
re (2) 


In gravity walls it is necessary to limit the value of x in order 
to ensure that at no horizontal section near the base will part of 
the stress be tensile as, without the aid of steel, masonry can- 
not be depended upon to resist tension. This limiting value of 


W W20%1 

Tc see 
yeh 

© Oe Any 
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If ¢ is taken as the width of the base and / the length at right 
angles to the plane of the paper, then 


(5 lt? 
A=l; @1= 9 l= 12 
Later 1t3 t 
and the limiting value of x)= —— =, As 2% may be on 
t 6 
(12) (lt) (5) 


either side of O, it follows that the resultant thrust must fall 
within the middle third of the base in order that there may be 
no tensile stress on any section near the 


base. When 2o= * the value of the in- 


tensity of stress varies from 2 ee ) at 


the edge nearest the resultant to zero at 

L ee - ey the opposite edge (Fig. 17). 
In view of the above, it would seem 
practicable to determine the fluid pres- 
sure under which a gravity wall will be stable by considering 
the resultant of all forces above the base to intersect the base at 
the outer edge of the middle third. If, then, the reinforced 
wall is designed so that it will be equally stable, the two walls 

will be practically equivalent. 


Satter f:/2 


Form (a) Form (b) Form (c) 


Fie. 18. 


Calculations will now be given for the three principal forms 
of gravity walls which are represented in Fig. 18. Form (b) 
is used for relatively low walls. 

Form (a). The batter of the front face will be taken at 1 in. 
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per foot, or 1:12. The weight of the masonry will be assumed 
at 150 lb. per cubic foot. Let P denote the resultant fluid pres- 
sure per linear foot of wall acting at a distance 4h above the base. 
Let w denote the weight per cubic foot of such fluid. Then 
P= 3wh*. Let W, denote the weight of masonry per linear foot. 

Assume that the resultant of P and Wr’, intersects the base 
at the edge of the middle third. Then, equating moments 
about this point, we have 


Lh? (*) = Wik 


 wogll Fe 1 
or w=150(53+45 4 Gaa) (3) 
Form (b). Taking moments as before about the edge of the 
middle third 


{2 
w=150 +5 (4) 


Form (c). The weight of the earth will be assumed at 100 lb. 
per cubic foot. The batter of the front face will be taken at 
1:12 and the top width at one-sixth of the bottom width. It 
will be assumed that the fluid pressure acts against a vertical 
plane AB and the stability of volume to the left of this plane, 
including the weight of the earth, needs to be considered. 
Equating moments as before, 

73t? 5t 1 
w= 150 (sGan+ San 318) 6) 

To show the relative stability of the three forms, the following 

values have been determined for w, or equivalent fluid weight, 


b., : 
by substituting various values of 7, 0 the above equations: 


t 
h WwW 
Pm oy ee eer 19.8 
Form (a) rR ee 28.0 
pie he) 42.7 
Pee BM IEE tes 16.7 
Form (b) f eee Abie 2% 24.0 
A ees pack hy ee 37.5 
Oe i i ee 15.2 
Form (c) ir oe i ee 2101 
, Lo ee re B16 
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It should be noted that the fluid pressures as above determined 
are not necessarily the actual earth pressures, but may be used 
in the design of reinforced-concrete walls to secure stability 
practically equivalent to corresponding walls of gravity section. 
The formulas derived may be used for all the usual or more 
common types of retaining walls since considerable variation in 
dimensions produces only a slight effect on the resultant fluid 
pressure. A fluid weight of 25 lb. per cubic foot may be taken 
as a basis of design under average conditions. 


CHAPTER II 
DESIGN 


8. Principal Types of Reinforced-concrete Walls.—There 
are two principal types of reinforced-concrete retaining walls, 
namely: (1) the cantilever type; and (2) the counterforted type. 
Fig. 19 represents in outline the usual or cantilever type which 
is suitable for low walls. It consists of a vertical stem AC 
attached to a footing BD. The upright portion resists the thrust 
of the earth by virtue of its strength as a cantilever beam, and 
the parts BK and CD act in a like manner. For larger walls 
the counterforted type is employed, the part AC being tied to 
CD at intervals by back walls ACD in 
the form of narrow transverse walls with 
tension reinforcement called counter- 
forts. Sometimes the portion BK is 
connected to the. vertical wall AC by 
means of buttresses. 

In buildings, basement walls to retain 
earth may consist of light walls rein- 
forced vertically from basement floor to 
the first floor, or reinforced horizontally ? 
from column to column. Such walls are 
designed as simply supported slabs—the 
reactions being taken by the basement 
and first floors, or by the columns. 
These walls may be reinforced to carry themselves from footing 
to footing, thus requiring no foundations of their own. This 
type of wall will be treated under Buzldings and will receive no 
further consideration here. 

9. General Method of Procedure.—The general method of 
procedure in the design of reinforced-concrete retaining walls is 
very much the same whether the stability against rotation is 
determined by using a theoretical formula for the thrust of the 
earth, or whether, by employing an equivalent fluid pressure, 
the stability is made equal to that of a gravity wall that is known 
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to be safe. The procedure will be outlined only for the latter 
method of determining stability, but what is given below will 
also apply when the earth pressure formulas are used, except 
that, where the earth thrust does not act horizontally, the 
vertical component of the thrust must be considered when de- 
termining the resultant pressure on the base of wall. A design 
of a retaining wall using Rankine’s formula for earth pressure 
will be given later. This will be done so as to leave no doubt 
in the mind of the student as to the method to be followed in 
such cases. 

An investigation of the two types of reinforced-concrete re- 
taining walls shows that a minimum amount of material is re- 
quired when the middle-third point is approximately under the 
center of the vertical wall—namely, at 7, Fig. 19. This mini- 
mum, however, does not show a great saving over the material 


required with lengths of BT other than iM An investigation 


also shows that the stability of the reinforced wall for a given 
value of ; is about the same as a solid wall of form (c) (Fig. 18), 


A t 
having the same value of : 


Investigation also shows that minimum soil pressure occurs 
when the stem AC is in the center of BD, and that maximum 
pressure occurs when BK is zero. On the other hand, sliding 
stability is found to decrease as BK increases. 

From the above facts, it appears the best plan, if the position 
of the stem with respect to the base is not rigidly fixed, and if 


other conditions do not control, to start a design with a value ; 


for the reinforced wall identical to that of a solid wall of form 
(c), which withstands the same fluid pressure as required for 
the reinforced type, and to make the distance BT about equal 


RE ‘ soe 
to 3° A complete table for form (c) of gravity walls, giving 


i te A : 
values of w for various values of 7; 3s convenient if the above- 


mentioned method of design is followed. Such a table is given 
below, based on a level back-fill, the values being derived from 
equation (5) of Art. 7 in a similar manner to the short table 
previously given. In a wall with sloping back-fill, a somewhat 


greater trial value of ; should be taken than is given by table — 
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that is, of course, considering h as the height of masonry. For 
a loaded back-fill, a trial value of . may be determined by 
considering the height h in the table to include the height of an 
equivalent surcharge of earth . 


t t 

h ” h 7 
0.30 12.6 0.50 31.6 
0.35 16.6 0.55 37.6 
0.40 Pale 0.60 44.1 
0.45 26.1 0.65 51.2 


After trial values for the length of base and length of projec- 
tion BC are decided upon (generally after rough computations 
are made for stability), the thickness of footing should be 
assumed. ‘The forces to be considered upon the three parts of 
the wall—namely, AC, BK, and CD—should next be deter- 
mined. The resultant force on the wall AC may be taken as a 
horizontal force equal to Pi= 4 wh,? and applied a distance 4 hy 
above the top of footing. On any length hz from the top of wall, 
the resultant force is likewise } wh? and is applied at a distance 
2 he below the top. The pressure per square foot at any point 
on the wall a distance he below the top is equal to whe. 

If we let W,; denote the weight of masonry per linear foot and 
W2 the weight of earth per linear foot above the floor CD, Fig. 
19, then the total pressure on the base will equal the total weight 
W.1+Wz and it will be applied at a distance 4¢ from point B if 
the resultant of all forces intersects the base as planned—that 
is, at the outer edge of the middle third. The average unit 
WitWe 

t 
be twice this value. The pressure at D will be zero. The maxi- 
mum unit pressure on the base should be within the safe bearing 
power of the soil beneath, otherwise the length of the base should 
be increased. The length should also be increased if the tendency 
to slide is too great or if the resultant pressure on the base does 
not come within the middle third. 

When determining the point of application of the resultant 
force on the base, or when determining the tendency of the wall 


pressure will be , and the maximum pressure at B will 
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to slide, the total fluid pressure P=4$wh? (Fig. 19) should be 
considered. If this resultant of all forces intersects the base 
within the third point, the exact distribution of earth pressure 
along the base should be determined. Formulas (1) and (2) of 
Art. 7 give the intensity of pressure at each end of the base if 
the proper values are substituted. 


t lt8 
A=lt, i= 5 l= [2 b= dite, 
and the equations above mentioned reduce to the following: 
6x 
Pi= Wea a) 


(8 


Referring to Fig. 20, it is clear that a trapezoid of pressure 
acts upward against the cantilever BK. ‘The center of gravity 
of the trapezoid should be found and the resultant applied at 
that point. The only downward force to consider is the weight 
of the cantilever itself, since the earth back of the wall may be 


2(W + We) -- 2(%+We) ip 
Z Foe 


“" 2(WitWe). C8) 
* 7 


Fie. 20. 


put in place before the outer footing is covered. In addition 
to its own dead weight, there are two forces acting on CD; 
namely, the weight of the earth We above the floor and the up- 
ward pressure against the base. This latter pressure varies as 
shown in Fig. 20. 

The complete wall (including the apateatonies in the counter- 
forted type) may now be proportioned. When a radical change 
is made in the shape of the footing from that assumed, good 
Judgment should be exercised as to whether or not it is necessary 
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to determine the new intersection of the resultant pressure on 
the base. Of course, the intersection should lie within the middle 
third for the final design. 

It is customary to build retaining walls of plain concrete with 
vertical contraction joints 40 to 50 ft. apart, this distance vary-— 
ing according to the thickness of the wall. In reinforced walls, 
however, if sufficient reinforcement (0.2 to 0.4 per cent) is 
employed and placed near the surface, contraction cracks may 
be forced to take place at such frequent intervals as to be quite 
invisible—at least for considerable length of wall. There seems 
to be a difference of opinion as to whether or not shrinkage 
joints are ever needed in reinforced-concrete structures. The 
report of the Joint Committee (see Appendix) should be read in 
this connection. 

10. Required Thickness of Concrete Covering for Steel.— 
Experimental tests have proved conclusively that 14 to 2 in. of 
well-mixed concrete, made in ordinary proportions and mixed 
wet, will effectively prevent the corrosion of steel under extra- 
ordinary conditions—conditions much more severe than occur 
in the ordinary retaining wall or building. For example, steel 
protected by an inch or more of sound concrete has been found 
unaffected when subjected continuously to the action of steam, 
air, and carbon dioxide for a period of three weeks. Unprotected 
pieces of steel exposed to the same test “were found to consist 
of rather more rust than steel.’’ Tests have been made on 

‘loaded beams as well as on concrete unstressed, and it has been 
proved that there is no danger of rusting the steel through the 
cracks formed in the concrete under tension, until nearly the 
breaking point of the steel is reached. No rust has been found 
even on steel stressed to its elastic limit. 

Since we have the knowledge derived from the tests above men- 
tioned, there would seem to be no good reason for allowing more 
than 14 to 2 in. as a protective covering for the steel in retain- 
ing-wall design—especially when the wall is to be well drained, 
and the concrete operations well superintended. In the designs 
which follow, this condition of affairs will be assumed. In cases 
where close inspection of the work is not expected, a greater 
depth of covering should be provided—say, 2 to 4in.—depending 
on the part of wall under consideration. Where steel is to be 
placed near the base of footing 2 in. should be considered the 
minimum thickness of covering for the very best soil conditions. 
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In designs where conditions are not accurately known, at least 
3 in. should be allowed. 

11. Design of Cantilever Type——The design of the cantilever 
type of reinforced-concrete retaining walls resolves itself into 
the design of three cantilevers, each cantilever acted upon by 
approximately a uniformly varying load. This type of rein- 
forced wall is not economical for heights greater than about 
20 ft. 


x 
é 4 
Middle third por A YT ¥ 7* 2400 /b 
a 
: 


ca) 


The notation which will be employed is essentially that recom- 
mended by the Joint Committee, (See Appendix.) 

[Design No. 1.| Design a retaining wall to restrain a level 
earth bank 12 ft. in height. Assume the base of footing to be 
embedded 4 ft.; in other words, assume that this depth will pro- 
tect the foundation from the effects of frost. Maximum allow- 
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able pressure on the soil is 2 short tons per square foot. Coef- 
ficient of friction of concrete on earth=0.40 (angle of friction 
corresponding, 22° approximately). Assume earth to weigh 
100 lb. per cubic foot and the concrete 150 lb. per cubic foot. 
A 2000-lb. concrete with proportions 1:2:4 will be employed 
with the same working stresses as recommended by the Joint 
Committee. Plain round rods of medium steel will be as- 
_ sumed. 

It will also be assumed that the position of the stem with 
respect to the base is not rigidly fixed, that Trautwine’s empirical 
rules have been previously followed in plain concrete wall de- 
sign under similar conditions to those at hand, and that these 
rules have given satisfactory results. In Art. 6 we find that 


Trautwine recommends 0.35 as the ratio ; for a level backfill 


and for a form of wall designated as (a) in Fig. 18. Referring 
to the table in Art. 7, a value of w=21.9, say 22, is found to 


correspond to the given ratio of ; for the (a) form of wall. This 


value of w corresponds to a value of 5 = 0-4 for the (c) form, 
which we have found is a form of gravity wall that we may use 
for comparison with the reinforced type. Since h=16 ft., ¢ 
will be tried at (0.41) (16) =6.56 ft., say 63 ft. (See Fig. 21.) 
BT will be made #¢ or 2 ft. 2in. The thickness of the footing 
cannot be determined in advance but for the present it will be 
assumed at 15 in. 

Vertical Wall—Assuming a 15-in. thickness for the footing 
gives a height of wall above the top of footing of 14 ft. 9 in. 
The total pressure on this vertical stem = }w(14.75)? =3(22) 
(14.75)?= 2400 lb. and is applied at a distance $(14.75)=4.92 ft. 
above the bottom of the stem. (See Fig. 21a.) Thus the 
bending moment at the top of the footing, M= (2400) (4.92) 
(12)=141,700 in.-lb. From Table 2 of Volume I for f.=650 
and fs=16,000, we obtain K=107.4. Then, 

¥141,700 


bd? = 107.4 = 1320 


Taking b at 12 in., the resulting thickness of vertical slab at the 
bottom is 103 in. plus 13 in. (as a minimum to properly imbed 
the steel) or a total thickness of 12 in. Table 2 shows p=0.0077; 
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hence, area of steel as=(0. OOD: 5)=0.97 sq. in. per 
linear foot of wall. Table 4 shows that 2-in. round rods spaced 
5% in. on centers will give the required area. These rods, of 
course, should be placed vertically along the back of the 
wall. 

The bending moments in the vertical beam vary as the cubes 
of the distances below the top while the resisting moments vary 
as the squares of the thickness of the beam. Thus, if a beam 
should have the required thickness at the top of the footing and | 
should taper uniformly to zero thickness at the top of wall, 
it would have more than the required strength at intermediate 
points. However, considerable thickness is needed at the top 
to resist shocks, frost, etc., and for convenience in placing the 
concrete. For simplicity the top thickness in this design will 
be taken as 12 in., although 10 in. may be quite sufficient. 

nian a point 10 ft. below the top of wall, the bending moment is 


2 1 199) (10)2 (= °) (12) = =44,000 in.-lb., and at 5 ft. below it is 


9 5 (22)(5)2(2) (12) =5500 in.-lb. The corresponding values of 


K are Peete Ue. 

(12) (10.5)? 
be seen that less than 4 and 2 of the reinforcement used at the 
footing (p=0.0077) will be sufficient at these points respectively. 
For example, the p corresponding to K=33.3 is 0.0023, while 
% of 0.0077= 0.0026. Although the table does not include a 
value for K as low as 4.2, it can be Paes shown that using a 


= 33.3 and 4.2. Referring to Table 3, it will 


rough value for 7 in the formula pane a value of p will be 


Ey) 
obtained which will be considerably smaller than + of 0.0077 = 


0.0013. Thus if every third rod is carried up to within 5 ft. 
of the top and one out of every six to the top of the wall, the 
vertical wall is sure to be safely designed. 
Maximum shear on the vertical stem occurs at the top of 
footing and equals 2400 lb. The corrpapanaing unit shear 
V 2400 
ma (12) (0.874) (10.5) = 22 lb. per square inch 
which may easily be carried by the Goto woa? and thus no stirrups 
are needed. 
Since bond stress varies as shear, the maximum bond stress 
also occurs at the bottom of the vertical stem. 
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yay 2400 
ave (34) (2.36) (0.874) (10.5) 


U = 51 lb. per square inch 


and thus the bond stress is within the allowable. 

Each vertical rod should have a length sufficient to prevent 
pulling out and Table 16 shows this length to be 50 2=373 in. 
(The Joint Committee recommends a distance somewhat 
greater than this. See report at end of this volume.) Thus, 
the vertical rods must extend at least about 38 in. into the 
footing, or be anchored in a substantial manner. The anchorage 
may be provided by bent ends; by looping the rods around 
anchor-bars near the bottom of the footing; or, when a projec- 
tion is needed below the footing to prevent sliding, this projec- 
tion may be so placed as to aid materially in providing length of 
grip for the vertical rods. Rods up to 1 in. in size are readily 
bent to any desired angle and it is common design to obtain the 
grip of the vertical rods by bending them into the outer cantilever 
where they may serve as horizontal reinforcement. 

Longitudinal rods should be inserted in the vertical wall to 
prevent large cracks. Cracking is more liable to occur near the 
top and on the outside, so these parts should be the more heavily 
reinforced against shrinkage and temperature stresses. About 
0.4 of 1 per cent of horizontal steel will be employed, based on 
the total cross-section of the concrete and approximately two- 
thirds of this will be placed on the front wall. (See Art. 27 of 
Volume I.) The Joint Committee recommends an amount of 
reinforcement generally not less than one-third of 1 per cent. 

as = (0.004) (12) (12) = 0.58 sq. in. 
Table 4 shows a 4-in. spacing sufficient for }-in. round rods. 
This average will be maintained if the spacing be 6 in. in front 
and 12 in. at the back of the wall. 

Footing—Before the trial footing can be investigated in order 
to determine whether or not it has a length sufficient to give 
satisfactory stability to the wall, the total pressure acting upon 
the bottom of the footing should be computed—also the point of 
application of this pressure. Referring to Fig. 21, let 


W, denote weight of concrete represented by area abcd. 
W. denote weight of earth represented by area cfed, 
W1’ denote weight of concrete in footing. 
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Then, 
W1 =(14.75) (150) =2210 lb. 
We. =(38.83) (14.75) (100) = 5650 Ib. 
= (6.5) (1.25) (150) = 1220 lb. 


Now the distance from the toe B to the line of action of the resul- 
tant vertical force W (considering the weight of the earth above 
the outer cantilever.as negligible) may be found by multiplying 
the distance from B to the center of gravity of each area by the 
respective weight and dividing the sum of such moments by the 
sum of the weights. Thus 


_ (2210) (2.17) + (5650) (4.59) + (1220) (8.25) _ 34,710 
a 2210+5650-+ 1220 ~ 9080 


and W=9080 lb. The line of pressure drawn for P and W 
intersects the base practically at the middle third point as 
planned. <s 

Fig. 21(b) shows that the factor of safety against overturning 
(see Art. 5) 


= 3.82 ft. 


A factor of 1.5 to 2 may usually be considered as ample for 
reinforced walls because the stability of wall is increased by the 
resistance of earth to shear along the line ef (Fig. 21) and by the 
passive pressure of the filling in front of the wall when this 
earth is put in place before that behind the wall. 


The average pressure per square foot on the foundation is 
9080 


65 = 1400 lb., and the maximum pressure at B is twice this 
value, or 2800 lb., which is within the allowable. The pressure 
at Diszero. Fig.21(c) shows the distribution of pressure through- 
out the length of the base. © 

Fig. 21(d) shows the factor of safety against sliding (see 
Art. 5) to be 


f Lal Son ick _ (Coeff. of friction) (W) 
SE SL 
P 
(0.4) (9080) 
7 SOS OU ane ie 


It should be remembered that this factor of safety does not take 
into account the fact that resistance is offered against sliding 
nor the fact that if the wall slides, the cohesion of the earth along 
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the line ef (Fig. 21) must be destroyed. For the above reasons 
the wall will be considered safe against a sliding failure. 

Inner Cantilever—Fig. 21 shows the length of this cantilever 
to be 3.83 ft. There are three forces acting—the upward pressure 
of the soil and the downward weights of the cantilever and 
earth filling. At C the shear 

V =5650-+ (3.83) (1.25) (150) — aes (3.83) 


= 5650+ 720—3160 =3210 lb. 


and the moment at the same section 
3.83 3.83 
M= | (5650+720) (=) — (3160) (=) |i2 
= (12,200—4030) (12) = 98,000 in.-Ib. 
and is negative. , 
The minimum depth to steel by moment is (Table 2) 


98,000 _ 

(12)1074) 

This depth is undoubtedly too small to satisfy the bond stress 
which is considered below. 

The approximate depth to satisfy bond stress may always be 

obtained by using the average value 7 for 7. From the formula 


9 in. 


» we have d= Taking 2-in round rods, same size 


ah V 
Ue eid Soup 
as employed in the vertical stem, and assuming an 8}-in. spacing 
(14 times the spacing of the vertical rods), we have as the approxi- 


mate depth to satisfy bond stress 


d= paeY = 133 in. 


(4, (2.36) (80) (3) 


2 0.442 
If we use d= 133 in. (total depth 15 in.), then PS (gno5) 305) 


0.0040 and Table 3 gives 7=0.903. The resulting bond stress 
3210 
(g-5) (2.36) (0.908) (13.5) 
8.25/-=—— 
which is less than the allowable. 
3210 
°= (72)(0. 903) (13.5) 
and no stirrups are necessary. Rather than use stirrups which 


=77 lb. per square inch 


= 22 lb. per square inch 
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are troublesome in construction, it is better in nearly every case 
to increase the thickness. 

The stress in the steel 

Wl et 98,000 
fs= pjbd? (0.0040) (0.903) (12) (13.5)? 
and the length of embedment necessary to prevent slipping 
fi _ 12,400) (2) 
4u_—-(4)(80) 
The stress in the concrete is clearly less than the allowable since 
the moment depends upon the steel. 

It is seen from the above computations that bond is the 
controlling element. Since bond varies as shear, a shear diagram 
may be used to determine how much the footing may be tapered 
toward the inner end. Fig. 22 is such a diagram, with ordinates 
plotted at 1-ft. intervals. The end of the footing cantilevers 
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should have a minimum practical thickness of at least 12 in., 
since inequalities in the character of the soil may increase the 
unit pressures at some points. The problem, then, is to deter- 
mine whether the footing may be tapered to this thickness at the 
end; if not, a greater end depth must betaken. The amount of 
shear needed at each end of the cantilever to cause u to equal its 
allowable value should next be determined, and the ordinates 
representing these values should be plotted to the same scale as 
the rest of the diagram. A straight line joining the upper ends 
of these ordinates represents the allowable shear throughout the 
beam considering the amount of steel as constant. 
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The ordinates to the allowable shear curve may be found by 
sai a into the form V =u ojd, 


and substituting for w its allowable value. Thus the ordinate 
at: the left in Fig. 22 is found, accurately enough, as follows: 


= (80) (;* =.) (2.36) (2) (13.5) = 3240 Ib. 


Outer Cantilever—The computations for the outer cantilever 
are similar to those for the inner cantilever. Fig. 21 shows the 
length of this cantilever to be 1.7 ft. Since the earth back of 
the wall may be put in place before the outer footing is covered, 
the weight of earth above this part of the footing will be neg- 
Jected. The downward weight is that of the cantilever itself 
and the upward pressure is represented by the trapezoid ghzj in 
Fig. 21(c). Z 
_ The downward weight is (1.25) (1.7) (150) =319 lb. with a lever 
arm about the front of the vertical wall of 0.85 ft. ; moment corre- 
sponding = (319) (0.85) (12) =3250 in.-lb. The moment of the 
upward forces about the same section is 


[ (2070) (1. a(t +2) 4.(730) Ge) (5) (1.7) ]12=44,300 ale: 


The total moment 

M = 44,300 —3250 = 41,050 in.-lb. 
Referring to Table 2, the minimum depth to steel (for moment) 
at the front of the vertical wall should be 


M_ | 41,050 a 

bK (12)(107.4) | 
and the area of steel as =(0.0077) (12) (6.0) =0.55 sq. in. The 
depth to satisfy bond stress or shear will undoubtedly control. 
It is common design to bend the vertical rods into the horizontal 
to form the reinforcement of the outer cantilever. If all the 
steel in the vertical wall is used in this way, we should have 0.97 


sq. in., which is more than sufficient as regards moment. 


ee (1.7) —319= 3820 Ib. 


transposing the bond formula u= 


Assuming 7 for 7, we Sib as the approximate depth to satisfy 


bond stress 


d= ooey ==,11 Im: 


(575) (2.36) (80)(8) 
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If we use d=13 in. with a total depth of 15 in. (2 in. protective 
covering at the bottom of footing should be considered a mini- 
mum), then P= Gaya) = 0.0002 and Table 3 shows 7=0.884. 
The resulting bond stress 


Uu= sea0 = 65 lb. per square inch 


(F%.) (2.36) (0.884) (13) 


which is satisfactory. The stress in the steel 
ig oi 41,050 is oer 
Js ibd? —, (0.0062) (0.884)(12)(13)2 hoe 1h Per Saute mp 
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and the length of embedment necessary to prevent slipping 
fi_(3700)@)_,, 
4u (4)(80) 9 
This distance can be easily secured. 
The maximum unit shear involving diagonal tension 
3820 : ; 
v= (12) (0.884) (13) = 28 lb. per square inch 
and no stirrups are needed. 
Plate I gives the complete design of wall. The footing is 
poured first and, after this becomes hard, the forms are erected 
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for the vertical wall. A 2-in. by 4-in. notch should be made in 
the footing, as shown in Plate I, so that in case there is no bond 
between the vertical wall and the footing, the direct shear may 
be properly provided for. Rough computations, using one-half 
the allowable compressive strength of the concrete as the allow- 
able stress in direct shear, show that the notch is more than 
ample even when friction and the bearing value of the rods are 
disregarded. 


PROBLEM 


1. A cantilever reinforced-concrete retaining wall is to be designed to have 
the same stability as the standard plain-concrete wall of the New York 
Central and Hudson River Railroad, shown in Fig. 23. Take 16 ft. as 
the height of wall above ground and design the wall assuming all other 
data (except w) the same as in the preceding example. Make the ends 


yep - 


‘90 


cerrter Of Gravity 
of area . 


cerrrver oF 
Gravity OF 
area 4 


Hig, 24. 


of the three cantilevers 12 in. in thickness and design the wall proper 
with a vertical front face and with a uniform batter at the back. Assume 
the trial thickness of base at 18 in. In the design of the reinforced wall 
a fluid should be considered which weighs the next larger whole number 
of pounds than that obtained from the Standard New York Central 
wall. In finding weights and centers of gravity in Fig. 23 work about a 
vertical plane passing through the rear end of footing. Submit all 
computations, also the completed design neatly drawn in ink. 


Note.—It is convenient in retaining wall design to have the following 
formulas at hand; 
a?+ab+b? 


Xc.g. in Fig, 24 = Sgr byt 
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Using Rankine’s formula for earth pressure, 


design a retaining wall to be 15 ft. high above the ground and 
to support an earth bank whose surface has an upward 30° 
slope from the top of wall. Consider the safe bearing power of 
the soil at 3 short tons per square foot. Angle of internal 
friction of the earth filling is 35°. Coefficient of friction of the 
concrete upon the earth foundation is 0.40. The earth filling 
weighs 100 lb. per cubic foot and the concrete 150 lb. per cubic 
foot. A 1:2%:5 concrete is to be employed with f.=500 lb., 
fs =16,000, w=80, and v=80 lb. per square inch; also n=15. 
Some type of round deformed bar will be assumed in order to 
allow 80 lb. per square inch in bond. 

It will also be assumed that the foundation is to be 3 ft. below 
the ground surface and that the face of the wall is to be brought 
as close as possible to a given property line. 

The length of the base will be tried at 9 ft. 8 in. and the thick- 
ness of the footing will be assumed at 30 in. 

Vertical Wall.—The height of the vertical wall assuming a 
30-in. footing is 153 ft. (See Fig. 26.) Referring to Art. 3 we 
find that the total pressure on the vertical stem 


0.866 — 0.281 
on 2 Fe EA GORY 
P,=43(100) (15.5)? (0.866) 0.866-+0.281 


= 5310 lb. 
H,=P, cos 30° = 4600 lb. 
Thus the bending moment on the vertical wall at the top of the 


footing 
M = (4600) (5.17) =23,780 ft.-lb. 


From Diagram 1 of Volume I for f-=500 and f,=16,000, we 
obtain K=71. Then 


= ae = 18.3 in., say 183.in. 


total depth 20 in. The effective depth may, with sufficient 
accuracy, be taken equal to the horizontal depth to steel. Dia- 
gram 1 shows p=0.0050; hence, area of steel as = (0.0050) (12) 
(18.5) =1.11 sq. in. per linear foot of wall. Diagram 3 shows 
8_in. round rods spaced 4% in. on centers will give an area of 1.18 
sq. in. The wall will be tapered to 12 in. at the top. 
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At a point 10 ft. below the top of wall the bending moment is 
76,700 in.-lb. and at 5 ft. below it is 11,000 in.-lb. The values 
76,700 _o9 rae _-_ 9,600 
(12)(17.16)2. ~~” (12) (14.58)2 
=3.8. Diagram 1 cannot be used to find the corresponding val- 
ues of p, but, using 0.93 as a rough value for 7 and substituting 


in the formula P= we have the values 0.0015 and 0.0003 


of K which correspond are 


respectively. The actual values of p, assuming one-third of the 


total steel at the 10-ft. point and one-sixth at the 5-ft. point, 
are one-third of 0.0050=0.0017 and one-sixth of 0.0050=0.0008. 
Thus if every third rod should be carried up to within 5 ft. of 
the top and one out of every six to the top of the wall, the design 
will be safe. 

The shear on the vertical stem is due to the horizontal com- 
ponent of the earth pressure P;. The shear is a maximum at 
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the top of the footing, and equals 4600 lb. The corresponding 
unit shear (j=0.898,Diagram 2) 


4600 
ay (12) (0.893) (18.5) = 23 lb. per square inch 


which may be easily carried by the concrete. 
The bond stress 
4600 


Z (75) (2.36)(0.893) (18.5) 


= 44 lb. per square inch 


and is within the allowable. 

Each vertical rod should either extend at least 50 2=373 in. 
into the footing or be securely anchored. Approximately the 
same percentage of shrinkage and temperature reinforcement 
will be employed in the vertical stem as in Design No. 1. 

Footing—The resultant pressure on the base of wall and the 
point of application of this pressure will need to be determined. 
Referring to Fig. 26, 


Wi= a ptt STs. 5) (150) =3100 Ib. 
(1.0)?+(1.0)(1.67)+ (1.67)? 
3(1.0+1.67) 

W’,= (2.5) (9.67) (150) =3630 lb. 
lever arm=4.83 ft. 


W2= = tae cg 5) (100) = 12,920 Ib. 


Ai ces ane (8.00)?+(8.00) (8.67) +(8.67)? _ 
3(8.00+8.67) 
W’'.= (8.67) 4(8.67 tan 30°) (100)=2170 lb. 
lever arm=1.00+ 3(8.67)=6.78 ft. 
The weight of the coping will be neglected. 


_ (8100) (0. 68) + (3630) (4.83) + (12,920) (5.50) + (2170) (6.78) 
3110-+3630+ 12,920-+2170 


=0.68 ft. 


lever arm= 


=5.50 ft. 


_ 105,421 
21,830 | 


and total weight is 21,830 Ib. 
The total earth pressure on the plane ab should now be com- 


puted, or 


0.585 


= 3(100)(23.00)2(0.866) aan = = 11,700 lb. 
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The line of pressure drawn for P and the resultant weight inter- 
sects the base 3.07 ft. from the toe c. 


The factor of safety against overturning is greater than 4. 
: oa BS 27, 680(05 4) 

The factor of safety against sliding is TAU TsO The 
tendency of the wall to slide is 10,130 lb., while the frictional 
resistance to sliding is 27,6800.40=11,070 lb. It would 
probably be wise to construct a 12-in. projection on the under- 
side of the footing, as shown in Plate II, to increase the bearing 
against the soil in front of the 
wall. This projection may be 
placed in the middle of the 
base or at either end. 

It should be noticed that the 
resultant pressure on the base 
strikes just outside the middle 
third. his, it should be un- 


g derstood, is not serious in a 
\ eral reinforced-concrete wall when 
Fig. 27. ‘the earth-pressure theory is 


used. However, for this case 
formulas (1) and (2) of Art. 7 cannot be employed to give the 
intensity of pressure on the soil beneath the footing. Since the 
resultant does not cut the middle third, only a part of the base 
is under pressure. There is what might be considered a neutral 
axis, as shown in Fig. 27. Two equations may be determined. 
One equation results from equating the total pressure on the 
foundation to W, and the second from equating the moment 
of that pressure about the gravity axis to Wz.. From these 
equations we obtain 


n= 30-5 and pn=5 . = 
(-) 


In the problem at hand 2.=4.83—3.07=1.76 ft., t=9 ft. 8 in. 
and W= 27,680 lb. Substituting, 
203 27,680 


2=3(1.76)—4.83=0.45 ft. and pi=3 - Gogg” 1 7q = 6010 lb. 


This value of p; is practically the allowable soil pressure. Very 
often in a design of this kind it is more practicable to rest the 
wall upon piles than try to increase the length of footing so as 
to bring the maximum soil pressure to a safe value. 
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Another method of finding the maximum soil pressure when 
the resultant strikes outside the middle-third point is as follows: 
Determine the distance from the toe of the wall to the point 
where the resultant cuts the base. This distance in the case at 
hand is 3.07 ft. Now since the center of gravity of the pressure 
triangle (shown in Fig. 26) is vertically below the point where 
the resultant intersects the base, the length of the base under 
pressure is three times the length determined above—in this 
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Fig. 28. 


case 9.21 ft. The average pressure may now be found by divid- 
ing the total load by the length of effective base, and this multi- 


plied by 2 gives the maximum pressure, which occurs at the 
(27,680) (2) 
toe of the wall. In the problem at hand pi= (ei) fe 


6010 Ib. 
The second method given is much simpler than the first, put 


the first method is general and shows the manner of solving for 
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pressures on foundations where the part of the base under pressure 
is not of a rectangular shape. 

When comparison is made with a plain concrete wall by the 
equivalent fluid. pressure method, the resultant pressure should 
strike the base within the middle third, otherwise the reinforced 
wall will not have equal stability to the plain wall. This is not 
necessary, however, when the earth pressure theory is used; 
provided, of course, that the pressure on the soil is not greater 
than the allowable and provided that the wall has sufficient 
stability against overturning and against sliding. 
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Footing Cantilever—Fig. 26 shows the length of this canti- 
lever to be 8.00 ft. The forces acting on this part of the footing 
are the upward pressure of the soil, the downward weight of the 
earth filling, and the vertical component of the earth pressure. 

Fig. 29 gives the diagrams for shear and moment which may 
be easily obtained if a figure is first constructed similar to Fig. 
28. In Fig. 28 the quantities shown are the amounts of the 
forces represented by the respective areas. The arrangement is 
such that the forces to consider in finding shear and moment 
at any given section may be conveniently determined. The 
vertical component of the earth pressure to be taken into consid- 
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eration is the vertical component of the pressure P2 acting upon 
the plane fg. The value of V2 is shown at the right of Fig. 28 
for convenience. 

It is not necessary for the student to construct the moment 
diagram, since it is evident from Fig. 29 that the footing is 
sufficiently strong as regards moment if it is tapered from the 
required depth at the section de, Fig. 26, to zero at the inner end. 
However, this cannot be said in regard to the shear diagram since 
it is important that the variation of the shear should be considered 
in every case. The shear is not a maximum at the section de 
when the cantilever is of any considerable length and much 
error could result if the maximum shear were not determined. 
Fig. 29 illustrates this. 

The minimum depth to steel for moment is (Diagram 1) 


|(44,440) 440) (12) ; 
(71) (12) = 25 in. 
or a total depth of 27 in. te 

as = (0.0050) (12) (25) =1.50 sq. in. per linear foot of wall. 
The footing, however, will need to be deepened at the vertical 
stem to a total depth of 38 in. (d=86 in.) to provide for shear. 
The effective depth may, with sufficient accuracy, be taken 
equal to the vertical depth to steel. Then 
(44,440) (12) 

(1d) (36)? = 34.2 
and Table 3 gives p=0.0023. 

as = (0.0023) (12) (36) =1.00 sq. in. per linear foot of wall. 
Thus the same size and spacing of rods may be employed as in 
the vertical stem. Fig. 29 shows that the shear is satisfactory 
if a uniform taper is given to the footing to a depth of 14 in. 
(12 in. to steel) at the end. (See Plate II.) 

The rods in the footing should extend at least 374 in. to the 
left of the point d, Fig. 26, in order to obtain sufficient grip on 
the concrete. To the right of d, it is proposed to stop off every 
other rod at the half-way point; namely, at h, Fig. 26. This 
arrangement would give sufficient grip for all rods in the footing. 
Maximum bond stress, however, should be investigated before 
the design is accepted. 

The critical bond stress will occur at one section hk, Figs. 26 


K= 
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and 29, since at this section the shear is a maximum and only 
every other rod can be taken into consideration. 


7500 
U=—"T5 = 107 lb. per square inch. 


Ca (2.36) ($) (25.5) 


This stress is above the allowable and all the rods must be 
carried through to the end of footing. 

The complete design is shown in Plate IT. 

12. Design of Counterforted Type.—In a counterforted type 
of wall the vertical slab is supported at intervals by vertical ribs 
or counterforts. These counterforts act as cantilevers and are 
securely tied to both the vertical 
wall and the footing. The project- 
ing toe of the footing is a cantilever 
- while the inner portion is a slab sup- 
ported by the counterferts. 

Since the cost of constructing the 
forms for this type of wall is greater 
than that for the cantilever type, te 
results show the counterforted wall Cross-section Elevation 
to be the more economical when the Fia. 30. 
height is greater than about 20 ft. 

The economical spacing of counterforts should be determined for 
each case. In the designs to follow, this spacing will arbitrarily 
be made 8 ft. 

In designing, the curtain wall AC, Fig. 30, is usually considered 
as made up of a series of horizontal strips and treated as slabs 
partly continuous and uniformly loaded. The pressure against 
this wall changes with the height so that the pressure upon the 
different strips increases with the depth. 

' The footing slab marked CD, Fig. 30, may also be considered 
as composed of narrow strips uniformly loaded. The loading 
consists of the dead weight of the slab, the downward weight 
of the earth, and the upward reaction of the soil. 

The projecting toe of the footing—namely, BC—should be 
treated in the same manner as the corresponding part in the 
cantilever type of wall. Itis sometimes more economical when 
the projection is large to introduce small buttresses and con- 
struct also this part of the footing as a partly continuous slab. 

The load on the counterforts comes from the curtain wall 


A A 
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which in turn takes the earth pressure. The thickness of counter- 
forts must be sufficient to insure rigidity and give necessary 
space for the reinforcing rods. 
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Fig. 31. 


Design No. 1.) Design a reinforced-concrete retaining wall 
with counterforts to support a level bank of earth and to be 


DESIGN 47 


24 ft. high above the ground. Maximum allowable pressure 
on the base is 5000 lb., or 24 short tons per square foot. Coef- 
ficient of friction of concrete on the earth foundation is 0.60. 
The weight of earth and concrete, and the working stresses for 
the concrete, will be taken the same as in the preceding design. 
Deformed rods will also be assumed. The equivalent fluid 
weight will be taken at 25 lb. per cubic foot. Counterforts 
will be made 16 in. in thickness and spaced arbitrarily 8 ft. on 
centers. 

The base of wall will be placed 4 ft. below the ground level, 
making h=24+4=28 ft. The trial value of a from the table 
of Art. 9 is 0.44, so that t=12 ft. 4 in. BC, Fig. 31, will arbi- 
trarily be made 4 ft. The tables of Volume I will be used in 
the design. 

Vertical Wall—The thickness of the footing will be assumed 
at 30 in. Then the height of the curtain wall above the top of 
the footings will be 253 ft. The pressure at a depth of 253 ft. 
is wi=(25) (25.5) =638 Ib. per square foot. Considering a 


horizontal strip of the curtain wall at this depth and employing 
2 


the formula M@ -" for a partly continuous slab, 


pte 
1) ae oe 5) = 4080 ft.-lb. per foot of width. 
Then 
d= a3 =76 in., say 8 in. (total thickness 10 in.) 


and 
as = (0.0050) (12) (7.6) =0.46 sq. in. per foot of width. 


Round rods # in. in diameter and spaced 5 in. center to center 
will be sufficient. In any design, the vertical wall should have 
a thickness of at least 8 in., as it is difficult to properly place 
concrete where the wall is very thin. 

The bending moment at the counterforts is negative and 
numerically equal to the positive moment at the middle of the 
span.. The moment is negative for about one-fifth of the span 
on each side of the counterforts and may be provided for by 
introducing short rods or by bending the main slab rods to the 
inner edge at these points. The first method will be adopted 
in this problem. The short rods should have a length on each 
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side of the counterforts of 504=25 in. for straight bond, and 
this length in this case is greater than one-fifth the span. 

The thickness of the vertical wall as determined for moment 
must now be tested for bond and for shear. From the nature 
of the loading and the connection of the slab with the footing, 
and also from the fact that the maximum bond and maximum 
shear will occur only at the bottom of the lowest strip, the span 
of slab, as far as shear and bond is concerned, will be taken as 
the clear distance between counterforts. The same span might 
be considered for moment, but moment does not control. The 
total shear 


V = (638) (4.00—0.67) = 2130 lb. 


Then, assuming the same size and spacing of rods over supports 
as at the center of span, 


Uu= set =79 lb. per square inch 


(=) (1.571) (0.894) (8) 


NSN 


which is satisfactory. The unit shear ' 


2130 , 
3 (12) (0.894) (8) = 25 lb. per square inch 


which is allowable. 

For ease in construction the thickness of the curtain wall will 
be made the same throughout and the spacing of the horizontal 
rods will be increased with the decreasing pressure toward the 
top, as shown in Plate III. As the temperature stresses increase 
toward the top, the spacing of the rods for the upper one-half 
of the height will be kept uniform. At a point one-fourth the 
height of wall above the footing, the required spacing is 5x 4=6.7 
in., and at one-half the height it is 5x2=10 in. 

The wall is fully reinforced for shrinkage and temperature 
stresses in a horizontal direction by the main reinforcement. 
Round rods } in, in diameter and spaced 24 in. center to center 
wil be placed vertically to take the temperature stresses in that 
direction and also to serve as stress distributors. 

Footing—By proceeding as in the previous designs, the re- 
sultant weight is found to be 28,010 lb. for 1-ft. length of wall, 
and acts at a distance 7.52 ft. from the toe B. The difference 
in weight between a counterfort and that of an equal volume 
of earth backing is neglected, as this amounts to very little pres- 
sure on the base assuming a reasonable distribution along the 
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length of the wall. The resultant pressure drawn for P and W 
cuts the base just inside the middle third point. The distance 


from the toe B to this intersection scales 4.26 ft., or analytically, 
(9.33) (9800) 


98010 =4.26 ft. Thus the computations show a slightly 
greater safety than the necessary conditions for our design. 
The thickness and shape of the footing, however, have not 
yet been definitely determined. 

The intensity of pressure on the soil at each end of the base 
_ may be found by using the formulas 


of Art. 9. In this design 
%o=1.91 ft.. W =28,010 lb., and t=12,33 ft. 


Substituting, 
28,010 6x<1.91 
Bae agit 5-33 
28,010 61.91 
Pa F593 \1- 5.38 
Fig. 31 shows the distribution of pressure throughout the length 
of the base. 

The wall is safe against sliding, having a factor of safety of 
(28,010) (0.6) 
752-4526" Sede 

Inner Floor Slab.—The loading on the horizontal footing slab 
CD, Fig. 31, is the difference between the downward forces and 
the upward pressure of the soil. This difference is a maximum 
at D and decreases toward C, so a strip of footing at D 1 ft. wide 
will be considered. 


i 4380 lb. per square foot. 


) = 160 lb. per square foot. 


=1.7. The factor of safety against overturning is 


Sa 


The upward pressure is =330 lb. and may be con- 


sidered as uniformly Rice while the weights of the earth 
and footing are 2550 lb. and 375 lb. respectively. Thus the 
uniform load on an end strip 12 in. wide is 2550+375—330= 
2595 Ib. per linear foot. The maximum bending moment in this 


slab (considering it as partly continuous) 
4 
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yr = 2329) (60) _ 16600 rth 
Then d= a 15% in. (total depth 17% in.) 


The depth of the slab is generally controlled by shear. The 
total shear at the edge of the counterfort is (2595) (4.00—0.67) 
1 ig 


= 8640 Ib. and the necessary depth for shear, assuming 7 =, 


d= ___98 in, (total depth 30 in.) 


(12) (2) (80) 
Thus the total thickness of the slab should be made 30 in. instead 
of 174 in. as required for moment. It seems reasonable here 
(as in the vertical wall) to consider the span of slab for shear and 
bond as the clear distance between counterforts. Only the end 
strip receives maximum stress and this is strengthened by the 
strips adjoining. 

Negative bending moment will be provided for by separate 
short rods at the top of slab at counterforts. Since maximum 
bond stress will occur in these rods, it is the intention to design 
the bottom rods simply for the bending moment, giving a sufficient 
spacing to the top rods to take care of the bond stress. 

The size and spacing of the bottom rods will now be determined 
for moment. 

eee 600 _ 

~ bd? (28)? 
Table 3 cannot be used to find the corresponding value of p, 
but using 0.93 as a rough value for 7 and substituting in the 


formula p= iy we have 


21.2 
P= (16,000) (0.93) ~ 20014 
Thus as = (0.0014) (12) (28) =0.47 sq. in. 
and $-in. round rods spaced 11 in. on centers is sufficient for 
moment in the bottom rods 
Rods of the same size will be used over supports. Bond will 
control. 


= (6.540 


Spacing = (80) (12) oe 93) (28) 


A 6-in. spacing at the edge of footing will be considered satis- 
factory. 
The thickness of the slab will be made uniform and the spacing 
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of the rods will be increased as the load decreases toward the 
vertical stem. Since bond and moment vary directly with the 
load, the spacing for both top and bottom rods will vary in the 


same ratio. For each 1-ft. strip along the footing, the unit load 
is decreased by aa 842 lb. At 2 ft. from the end the 
unit load is 2250 Ib., and the required spacing in the top rods 
a(6.8)( 2095). gn : (11) (2595) _ 
IS pong =7.8 in. and in the bottom rods 9950. 12-7 
in.; at 4 ft. from the end the unit load is 1570 lb., and the 
required spacing in the top rods is 11.2 in. and in the bottom rods 
18.2 in. Asa general rule the spacing of the rods should not 
be increased much beyond 18 in. center to center. 

The top rods should have a length on each side of the center 
of counterfort sufficient to prevent failure by bond. 


0.44 
=7 7501 = 0.0026 
P™ (6)(28) 7 
j3=0.919 (from Table 3) 
ua (16,600) (12) " : 
fs= (0. 0026) (0. 919)(12)(28)2~ 8900 lb. per square inch 
te (8900) (Bini a. 
4u~ (4)(80) = 21 in. 
Thus 21 in. on each side of counterfort is sufficient. This 
length is practically one-fifth the span. 
Using the exact value for 7, we have 


8640 
”="q9)(0.919)(28) °° lb. per square inch 


which is satisfactory. 
Outer Cantilever—The computations for this part of the 
footing are similar to those for the corresponding part of the 
cantilever wall footing. Fig. 31 shows the length to be 3.58 
ft. The downward weight is that of the cantilever itself and 
the upward pressure is represented by the trapezoid abcd. The 
distance of the center of gravity of this trapezoid from the line 
bc is 
3.58 2(3150) +4380 


3.58— 3 Ne 3150-4380 ~= 1.89 ft. 
The moment close to the vertical wall is 
150 3.58 
= (8804919) (3.58) (1.89) — (8.58) (2.5) (150) (2°) 


= 23,100 ft.-Ib. 
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The minimum depth to steel for moment should be 
23,100 100 _ 
dics 


and the area of steel as = (0.0050) (12) (18.0) =1.08 sq. in. Round 
rods 2 in. in diameter and spaced 4% in. on centers will suffice. 
The total shear 


ae 


V= (3.58) — (3.58) (2.5) (150) = 12,160 lb. 


Assuming { for j, the depth to satisfy shearing stress 
12,160 


(12) (30) (8) 


For this depth with the same sized rods and same spacing as 
required for moment, the approximate bond stress 


Us Behe = 57 lb. per square inch. 


G?) 2.30 (an 
0.442 


A 6-in. spacing will be tried. p= (6)(39) =0.002 approximately, 


ds 


= 39 in. (total depth 41 in.) 


hence 7 =0.928. Then 


t= aay = 72 lb. per square inch 


(=) (2.36) (0. 928)(39) 


which is within the allowable. The unit shear is obviously less 
than the allowable since the value of 7 is greater than ~. The 
thickness of the footing may be reduced to 12 in. at the outer 
end. 
The stress in the steel ° 
(23,100) (12) ; 
fs= (0.0019) (0. 928) (12)(39)2— 8620 Ib. per square inch 


and the length of embedment necessary to prevent slipping 


ft _ (8620) (4) 
4u_ (4)(80) 
The rods will have sufficient grip on the concrete if they are not 
formed into hooks in front, while more than 21 in. is available in 
the rear. 
Counterfort—The total force transmitted to a counterfort is, 


2-21 in. 
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with sufficient accuracy, 4 (25)(25.5)2(8) =65,000 lb. Since the 
resultant force acts at one-third the height, the bending moment 


25.5 
236 
The tension in the counterfort along the edge AD, Fig. 31, will 
be carried by rods near this edge and the stress in these rods at 
any point may be found accurately enough by an equation of 
moments taken about the center of the front wall at the top of 
footing. Allowing 2 in. from center of steel to edge of counter- 


fort, the moment arm y of the maximum stress in the rods scales 
7.80 ft. 


M = (65,000) ( ) (12) = 6,630,000 in.-Ib. 


7c 76,630,000 = 
~ bd? (16)(7.8)2(12)? 


Table 3 shows p=0.0032. Thus as =(7.8)(12) (16) (0.0032) = 
4.79 sq. in. and five 13-in. round rods will be needed: The 
thickness of the counterfort is sufficient to properly provide 
for these rods if a spacing of 2% diameters is allowed.! At 
16 ft. below the top the bending is 1,638,400 in.-lb., and at 8 ft. 
below the top it is 204,800 in. The effective depths of the 
counterfort at these points are 5.00 ft. and 2.60 ft. respectively. 
The required values of p approximately corresponding are 0.002 
and 0.001. If we consider 3 of the rods to be carried above the 
(0.994) (3) 
6)(5.00) (12) 
=0.0031 and 0.0040 respectively. These values are greater 
than those required and the rods may be stopped off as planned. 
In addition to the inclined bars placed near the edge of the 
counterfort, horizontal and vertical bars are necessary to tie 
the vertical and horizontal slabs to the counterfort, and to 
transfer the stresses. Since concrete is assumed to be incapable 
of taking tension, these rods must be considered to take all the 
shear along the horizontal and vertical edges of the counterfort. 
At the top of the footing the shear on 1 ft. in height is 
(25) (25.5) (6.67) =4260 lb. If $-in. round rods are used, the 


47.3 


16-ft. point, and 2 above the 8-ft. point, then p= al 


These rods should be placed in pairs, each hooked around the 
outer horizontal reinforcing bars in order to obtain a satisfactory 


1The Joint Committee in their second report recommends 3 diameters; see report at 
the end of this volume. 
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bond. The spacing of these pairs at the footing will be — 
=171in. The spacing of the rods at other points in the vertical 
wall may be determined in a similar manner. The arrangement 
of the pairs of rods is shown in Plate III. 

The spacing of the vertical bonding rods may be determined 
in a somewhat similar manner to the above. At D, Fig. 31, the 
downward tension on the counterfort caused by the shear from 
the floor slab on both sides of the counterfort is (2595) (6.67) 
= 17,300 lb. on 12 in. of length. On the succeeding 12-in. strips 
cs clade ee 67) = 2280 lb. for every 

12:33 
foot distant from D. The diagonal rods at the extremity of 
the footing will be considered to take the tension for only the 
first 12 in. For the second foot strip the total tension is 15,020 
lb. and two 3-in. round rods will be considered sufficient if placed 
at the center of this strip—namely, 14 ft. from the end of footing. 
The tension coming from the third foot. strip is 12,740 lb. and 
two 3-in. round rods will also serve here if placed 2% ft. from the 
end. Two 3-in. round rods will serve the next or fourth strip, 
two 2-in. round rods the fifth strip, and two ?-in. round rods for 
the remaining length of 2.92 ft. 

The vertical and diagonal rods of the counterfort should be 
extended 50 diameters into the footing or, if desired, the vertical 
rods may be hooked around the lower reinforcement. 


the tension is decreased by —~, 


(Loads in thousands of pounds per axle) 
2&5 $0 50 50 60 3esS ie RS325 25 50 £050 50 325 325 a S25 


(Distance between loads in feet) 


Higiwose 


Design No. 2.| Design a counterfort retaining wall to have a 
total height of 20 ft., and to carry a sand filling which weighs 100 
lb. per cubic foot. The wall is also to carry’a surcharge due to 
Cooper’s E50 standard train loading (Fig. 32) on each track shown 
in Plate IV. The weight of the fluid to give the same pressure 
as that of the filling will be taken at 25 lb. per cubic foot. It 
will be assumed that the face of the retaining wall is to be placed 
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on the right-of-way line where it is not possible to extend the toe 
of the foundation beyond the face of the wall. <A pressure of 
6000 Ib. per square foot is allowable on the soil, and the coefficient 
of friction of concrete on the earth toundation is 0.40. The 
counterforts will be spaced arbitrarily 8 ft. on centers. The 
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Fig. 33. 


working stresses for the concrete will be taken the same as in the 
two preceding designs. Round deformed rods will be assumed 
as before. : 

A little investigation will show that maximum conditions 
will occur with a train load on each track and with the drivers 
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of the locomotives directly opposite each other. It will be 
assumed that each track load is distributed laterally over a width 
equal to the distance between track centers, namely, 13 ft. If 
we consider a distance of 10 ft. in the direction of the rails, the 
maximum load on each track may be taken as 100,000 Ib. occur- 
ring under the locomotive drivers. This load is thus assumed to 
act over an area of 10X13=180 sq. ft giving a weight per square 


foot of = 770 lb., or about 800 lb., considering the weight 


of rails and ties. This is equivalent to a surcharge of 8 ft. and 
our problem, then, is to design a counterforted wall to sustain a 
sand filling and an 8 ft. surcharge of the same material, as shown 
in Fig. 33. 

Vertical Wall.—The thickness of the footing will be assumed 
at 30 in., making the height of the curtain wall 173 ft. The 


woe 


A 
T\ : 
EAN surcharge =i 


a 638 
Fig. 34. 


total force acting upon this slab is represented by the area abcd - 
in Fig. 34.. At any given depth the pressure is wh; that is, if h 

is taken as the total depth, including surcharge. For ex- 

ample, at the top of the footing the pressure per square foot 

P=wh = (25) (25.5) =638 lb.; and, at the top of wall, P= 

(25) (8) = 200 lb. 

The pressure at the bottom of the vertical slab is the same as 
in the preceding design and, since the counterforts have the same 
spacing in both designs, the thickness of slab and spacing of 
the rods at the bottom may bethe same. At a point one-fourth 
the height of wall above the footing, the required spacing is 
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Footing.—The total force P acting upon the retaining wall is 
represented by the area efgh, Fig. 35. By referring to Art. 3 it 
is clear that P=4 wh (h+2h,) =4(25) (20) (36) =9000 lb. and acts 
h?+3hhi _ (20)?+3(20)(8) 
3(h+2h1) — 3(36) 
=8.15 ft. The same distance z may be obtained by finding the 
distance from eh to the center of gravity of efgh by the formula 
20 | (2)(200)-+700 
3 200+700 


at a distance above the base x= 


employed in the preceding designs, or x= 


= 8:15 ft. 

The resultant weight is found to be 34, 310 Ib. for 1-ft. 
length of wall, and acts at a distance 6.14 ft. from the toe. The 
resultant pressure drawn for P and W cuts the base exactly at 
the middle third point. 


aoe = 2860 lb., and 
the maximum pressure at the toe is twice this value, or 5720 lb., 
which is within the allowable. The pressure at the inner 
extremity of the footing is, of course, zero. 

The wall is safe against overturning and sliding, the factors of 
safety being 2.8 and 1.5 respectively. 

Floor Slab.—We have essentially the same forces acting on the 
foot strip at the inner extremity as in the preceding design. The 
load on this strip determines the thickness of slab and d=28 in. 
will be taken as before, with 2-in. round rods and the same rod 
spacing. The uniform load on the end 1-ft. strip is 2550+375 
— tt ati = 2685 Ib. as against 2595 lb. of the preceding design. 

The total shear at the edge of the counterfort is (2685) (4.00— 
0.67) =8940 lb. The resulting bond stress 

8940 


a (2.36) (0.919) (28) 


The average unit pressure on the base is 


=74 lb. per square inch 


and 
i 3940 
°= (12) (0.919) (28) 


These values are within the allowable. 
For each foot strip toward the vertical wall, the unit load is 


decreased by oe = 477 lb. The shear changes sign at 6.6 ft. 


= 29 lb. per square inch. 


from the inner a of the footing. The long rods should be 
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placed in the top of slab from this point on and thus interchange 
with the short rods. The top and bottom rows of rods should 
overlap to some extent because of the approximations in re- 
taining wall design. 

Counterfort—The total force transmitted to a counterfort is 
(7330) (8) =58,640 lb. (see Fig. 34) and the bending moment 


M = (58,640) (7.23) (12) =5,090,000 in.-Ib. 


Assuming a thickness of 16 in. and, allowing 2 in. from center of 
steel to edge of counterfort, the moment arm y of the maximum 
stress in the rods scales 9.40 ft. 


_ M_ 5,090,000 _ 
K=7 = (16)0.4)12)2 


Table 3 shows that a value of » somewhat less than 0.0020 may 
be used. Five 1-in. round rods will be sufficient. 

The size and spacing of the horizontal and vertical bonding 
rods may be determined in the manner described in the preceding 
design. 

Plate IV gives the complete design of this wall. 

13. Special Types of Reinforced-concrete Walls.—Fig. 36 
shows the cellular type of reinforced-concrete retaining wall. 
This wall is formed of two longitudinal curtain walls (A) and 
(B), connected by transverse walls (C). The vertical space 
between the parallel longitudinal walls and the transverse walls 
is filled with earth. This type of wall gives a lower maximum soil 
pressure than either the cantilever or counterforted types, but 
under average conditions its cost per linear foot is greater. Its 
use would seem to be restricted to poor soil with no opportunity 
to drive piles and where the wall must be built as close as possible 
to a given property line—conditions which often occur in rail- 
way work. 

Fig. 37 shows a design of wall which gives a maximum soil 
pressure even less than the cellular type and which costs approxi- 
mately the same per linear foot of wall. This design was 
employed by the Chicago, Milwaukee & St. Paul Ry. in a long 
retaining wall at Elgin, Ill., and was chosen in preference to the 
design shown in Fig. 36 on account of.the much lower bearing 
pressure on the soil. The wall consists of a footing (Y) which 
supports a longitudinal wall (7) and the cross walls (U). The 
cross walls at the outer end support the girder (X), which spans 
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from one cross wall to another. The slabs (V) are supported at 
one end by the girder and at the other end by the longitudinal 
‘wall. The great reduction in soil pressure is brought about 
mainly by eliminating the weight of the earth directly above the 
footings, the space between the cross walls (U) being an open 
and empty space in this design. In this type of wall, and in 
the cellular type as well, stability against sliding should be 
carefully investigated. 


CHAPTER III 
CONSTRUCTION 


14. Back-filling and Drainage.—Quite as much attention 
should be paid to the earth filling and to its drainage as to the 
design and construction of the retaining wall proper or to the 
matter of providing a suitable foundation. If the earth is 
deposited in layers inclined from the wall, the pressure will be 
small compared to that resulting if the layers are sloped toward 
the wall. It is quite often the case that by depositing the back- 
filling so as not to slide against the wall, a light wall may be 
made to stand where, under the same conditions, if the earth is 
dumped so as to slidé against the wall, even a heavy wall will 
fail. ; 

When placing a back-fill near a steep undisturbed slope of 
earth or rock, care should be taken that the earth does not 
arch, or does not form a wedge. If the proper precautions are 
not taken, a heavy lateral thrust will occur near the top of wall. 

Water behind a wall is a frequent cause of failure. It adds to 
the weight of the backing and softens the material so that the 
lateral thrust is increased. Also, undrained back-filling will 
freeze and create lateral thrust due to the consequent expansion. 
To drain the backing, weepers or weep holes should be left through 
the wall just above the footing. ‘Tile, 3 or 4 in. in diameter is 
generally used and, in the North Central States, placed usually 
not more than 10 to 15 ft. apart. The tile should be connected 
with a longitudinal drain in front of the wall. If the backing 
is retentive of water, a vertical layer of broken stone, coarse 
gravel, or cinders should be placed next to the wall to act as a 
drain. The filling in front of the wall should also be carefully 
drained. 

15. Forms.—Form work as applied to buildings will be treated 
in detail in Part II, Chapter XIX. Since the method of con- 
structing forms and the directions for their removal are very 
much the same for different types of structures, very little need 


be said under this heading. 
61 
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The lumber used for forms should have a nominal thickness of 
at least 13 in. before surfacing and should be of a good quality 
of Douglas fir or Southern long-leaf yellow pine. The lumber 
for face work should be dressed on one side and on both edges to a 
uniform thickness and width. The lumber for backing and 
other rough work may be unsurfaced and of an inferior grade of 
the kinds above mentioned. 


These four boards forming a 
panel 7o be set at workirig place Runway vor loaded wheelbarrows 
only 70 prevent spilling of concreré:. i 
i ¢ Place boards for crossover 
x Ty ib {Opposite working place 
abel Runway Tor empty 
Brak n d ~ , Wheelbarrows 
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Bracing ‘of Wall Forms 246"C. 1C. 
Fie. 38. 


Forms should be substantial and unyielding, and built so that 
the concrete will conform to the dimensions shown on the de- 
signer’s plans, and they should also be tight so as to prevent 
the leakage of mortar. Forms may be either continuous or 
sectional, or a combination of both, depending upon the economy 
of the work. The concrete in any given section should be allowed 
to harden for 36 hours before the forms are removed and, in 
freezing weather, extra care must be taken to make sure that 
the concrete has had sufficient time to become thoroughly set. 
Material once used for forms should be cleaned before being 
used again. 


A design of a form for a cantilever wall is shown in Fig. 38, 


CONSTRUCTION 63 


This design was made by the engineers of the Isthmian Canal 
Commission, Pacific Division, for a reservoir wall and accom- 
panies the Commission’s annual report for the fiscal year end- 
ing June 30. 1910. 


Courtesy of Atlas Portland Cement Co. 
Fig. 39.—Reinforcement in place, Buffalo retaining wall. 


Fig. 39 shows the method of constructing and reinforcing the 
counterforts of a retaining wall at Buffalo, New York. Fig. 40 


shows the finished wall. 


PROBLEMS 


2. Design a cantilever retaining wall to be 18 ft. high above the ground 
and to support an earth bank whose surface has an upward 1} to 1 slope 
from the top of wall. The face of the wall is to be placed on a property 
line and the foundation is to be 4 ft. below the ground surface. Assume 
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the same weights for the earth and concrete as in the designs given for 
illustration, and take 3 short tons per square foot as the safe bearing 
power of the soil. The coefficient of friction of the concrete upon the earth 
foundation is 0.40. Assume plain round rods of medium steel. Employ 
the working stresses recommended by the Joint Committee for a 2000-lb. 
concrete and design by the equivalent fluid-pressure method, using 25 
lb. per cubic foot as the equivalent fluid weight. Take a length of base 
which will bring the resultant pressure within the middle third of the base 
and assume the thickness of the footing at 30 in. Use tables of Vol. I. 
When finding the pressure on the vertical plane passing through the rear 
end of footing, treat the wall (for this consideration only) as acted upon 
by a surcharge (instead of the sloping backfill) equal to from 34 to } the 
actual depth of earth above the top of wall at this plane. 


Courtesy of Atlas Portland Cement Co. 
Fic. 40.—Buffalo retaining wall, D. L. & W. R. R. 


3. Design the wall of the preceding problem using Rankine’s formula for 
earth pressure. Take the angle of internal friction of the earth filling 
at 45°. 

4, Design a counterforted wall to be 30 ft. high above the ground and to 
support a level bank of earth. The wall is also to sustain an additional 
5-ft. surcharge. Place the vertical slab so as to give a minimum amount 
of material in the wall. Space counterforts 8 ft. center to center. All 
other data is to be taken the same as in Problem 2. 


PART II 
BUILDINGS 
INTRODUCTION 


This treatise will deal principally with reinforced-concrete 
buildings of the skeleton type of construction; in other words, 
it will be assumed in the discussions which follow (unless other- 
wise stated) that the student has in mind the usual type of con- 
crete building (Fig. 41), in which there is an exterior as well as 
an interior frame of reinforced concrete and in which the walls 


2 


Courtesy of Turner Construction Co. 
Fic. 41.—Model factory. Bush Terminal Co.’s buildings, Nos. 19 and 
20. Total floor area 23 acres. This is the largest reinforced-concrete 
building constructed in the East. 


(if any) are simply light curtain or panel walls of either concrete 

or brick, built at some convenient time after the adjacent frame- 

work is completed. Outside bearing walls with few openings are 

sometimes employed in reinforced-concrete construction, but it 

is in the former type of structure that the present-day builder 
5 65 
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is particularly interested, because it is the easier to build and the 
more economical. 

Sometimes only the basement walls of buildings are of the bear- 
ing type. In a common form of such construction, described in 
Art. 53, the basement wall between any two consecutive piers is 
made sufficiently deep to act as a beam and to distribute the 
load over the entire bay from column to column. 


Courtesy of Turner Construction Co. 


Fig. 42.—Candy factory. Wallace & Co., Brooklyn, N. Y. Note 
pleasing effect of combined brick and concrete finish, using brick curtain 
walls and brick veneer. 


The skeleton type of construction is not always apparent in 
completed buildings (Fig. 42), especially at first glance, since, 
from an architectural standpoint, it sometimes becomes necessary 
to cover the exterior columns and walls with brick, terra-cotta, 
marble, limestone, or other material. The methods of tying 
a brick or stone facing to the concrete will receive attention in 
Art. 55. 
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Reinforced-concrete slabs are quite often employed in the 
floors and roofs of steel-frame buildings. The different ways 
of placing the concrete slab with reference to the steel frame and 
the manner of covering the beams and girders for fire protection 
will be described in Art. 20. 

In order to obtain the fire-proof and sanitary features of con- 
crete construction, it is quite common to employ an interior 
frame of reinforced concrete with the ordinary brick bearing- 
wall structures which are common to every community. The 
methods of design given in this text will apply to every part of 
this type of construction except the simple details of the brick 
walls. 


SECTION 1 
DESIGN 
CHAPTER IV 
FLOORS 


16. General Types.—There are four general types of rein- 
forced-concrete floors: (1) monolithic beam and girder construc- 
tion, (2) flat slab construction, (3) unit construction, and (4) 
steel frame construction with concrete slabs. In the fourth 
type mentioned, the beams and girders are usually covered 
with concrete for fire protection. 

17. Monolithic Beam and Girder Construction.—The monoli- 
thic beam. and girder floors may be divided into two groups— 
the first including solid concrete floors, and the second what is 
known as terra-cotta hollow-tile floors. he arrangement of 
beams and girders in the solid type has been considered in 
Art. 58 of Volume I, and much has been said of this type as to 
methods of design. This is by far the older of the two types, 
but the hollow tile is now used quite entensively for light 
buildings such as modern store buildings and office structures. 

Fig. 43 shows a typical one-way hollow-tile slab and Fig. 44 
a two-way tile construction. No cross-beams are employed in 
the one-way type except the small ribs of the floor slab formed 
between the rows of hollow tile. In the two-way type, cross- 
beams are placed at the columns. The tiles are placed directly 
upon the forms with the reinforcing rods in the spaces between 
them, and the concrete is filled in between the tiles and poured 
over the top to form the floor. The ribs form a series of com- 
paratively light T-beams side by side with flanges usually two 
or more inches in thickness. The main beams or girders are also 
of T-shape. The flanges of these beams or girders are usually 
of the same thickness as the floor slab, but lighter tiles are some- 
times used near the stem, in which case the flange becomes 
thinner than when the tiles are entirely omitted at this part of 
the floor. The function of the tiles is simply to create a void in 
the concrete and thus to decrease the dead weight of slab, and 
they do not enter into the calculations for strength of floor. 
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Hither hard-burned or semi-porous tile may be used in rein- 
forced-concrete floor construction. Hard-burned tile, due to 
its density, has a higher crushing strength and will, therefore, 
undergo a greater stress without any sign of failure, but it does 


not seem to be as good a fire-resisting material as the semiporous. 


The following table gives average weights of the common sizes 
of hollow tile: 
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WEIGHTS OF HOLLOW TILE 


BUR lO estan tera len tnt dias twa este, ni canes ames allah alae 16 Ib 
SEZ C2 Seth cis ae are eS ea heel 20 lb 
GCE PL DSN, 5s arse oaemserceuke mene poeta) aeioaere rue Seta 22 Ib 
TA SAOAS APRs CoRR PERE ea SOLS oF ions eee 27 Ib 
SL ep tier ssoay sad a iis aus Sth ea lama ee cans 2 30 lb 
USES. € 1103 ccee a tar Con Pa MRE DEBS 3e) a SAT eRe 33 Ib 
LOPEZ IAT ak Lie cork ars ane Rene MOL Nc eRe ests Miers 35 lb 
2X LD ee everest Me eee nue Meee I 5 Oke 40 Ib 


The commercial sizes of tiles are usually 12 in. by 12 in. in 
plan and vary in depth from 4 in. to 16 in. The depth of a 
tile concrete floor should be designed so as to allow for these 
commercial sizes. The standard sizes manufactured by the 
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National Fire Proofing Company are all 12 in. by 12 in. in plan 
with the following depths: 4 in., 5 in., 6 in., 7 in., 8 in., 9 in., 
10 in., 12 in., 15 in. Special sizes of tile may be obtained if the 
order is of sufficient size to warrant the manufacturing of the same. 

Tiles are likely to vary 2 in. from the dimensions specified so 
that the plans should show the full thickness of the floor and 
the minimum amount of concrete topping. If the tiles are 
small, due to shrinkage in burning, the thickness of floor should 
be made up in concrete. 
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Section A-A' 
Fig. 44. 


Unless the tile is thoroughly sprinkled before the floor is poured, 
slight depressions will occur over the ribs. This is because the 
hollow tile absorbs the moisture in the concrete of the top coat, 
causing it to set more quickly than the rib with its greater body 
of concrete and greater shrinkage. Sprinkling of the tile should 
be insisted upon, especially in hot weather. 

Hollow-tile floors are generally plastered on the underside 
as it is only in the roughest kind of work that this is not done. 
The surface of the tiles should be deeply scored so that the 
plaster will bind firmly. 


Ordinary hollow tile is open at both ends and cannot be used 


—S 
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when the floor is reinforced in both directions. For such floors 
two-way tile should be procured. 

Hollow-tile floors are gaining in favor for long span construc- 
tion, and where the loads are light and distributed. The reason 
for this is the small dead load, the flat ceiling, and the simplicity 
of the form work. The cost of the solid type of beam and girder 
construction for the conditions of long span and light loads is 
generally much greater than for hollow tile. 


“Galvanized Iror7 
covering 


Perspective View of Floor Boxing 
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Fic. 45.—System of floor construction used at The University of 
Wisconsin. 


A system of floor construction which compares favorably with 
the hollow tile, if not superior to it under certain conditions, 
is that used at The University of Wisconsin (Fig. 45). For the 
purpose of forming ribs, inverted wooden boxes covered with 
sheet metal are employed (instead of the usual forms) and these 
boxes can generally be used thirty times or more. The boxes 
which have slightly flaring sides and ends are laid face down 
upon a system of supporting planks upheld by shores and the 
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intervals between these boxes or cells, when filled with concrete, 
constitute the beams and cross-braces of the floor. 

The following is quoted from a paper read by Mr. Arthur 
Peabody, Supervising Architect of The University of Wisconsin, 
at the third annual convention of the Engineering Society of 
Wisconsin: 


“Other systems approach the practical value of this one in some 
degree, as for instance that one where hollow tiles are used in place 
of the wood cells. Where but one building is to be constructed, the 
cost of the cells might excel the cost of the tile. Where the build- 
ing is of several stories, or in buildings of large enough area so that 
one part can be constructed before another, thus permitting the re- 
peated use of a reasonable number of cells, the cost of the tile would 
probably exceed the proportionate cost of wood cells. The tiles serve 
no useful purpose except as forms between which the beams are cast, 
and their weight adds to the dead load of the floor construction. 

“There is room for trouble in constructions where a certain beam 
supports a considerable area. Such a beam is usually calculated to 
do the work intended, with a good margin of safety, but suppose the 
casting of the beam proves to be faulty, or in some manner the beam 
suffers slight damage. At once the entire area is threatened. This 
suggests the arrangement of many beams of small size, each support- 
ing a small floor space. To this there arises the objection of increased 
cost. Beams of long span and narrow width suggest cross bracing, 
and again the comparison with wood construction suffers as regards 
expense. The good elements of wood construction are, however, pre- 
cisely those of advantage in concrete. Wood beams are of long span, 
slight dimensions, and are set closely together. Each beam is braced 
to its neighbor by cross bridging. Under the beams all sorts of pip- 
ings are extended, and a flat ceiling is placed beneath. Upon the 
beams the floor is laid. What could be more reasonable and conven- 
ient? Should a pipe fail it requires only the removal of the ceiling for — 
its repair. Should it be necessary to change the dimensions of rooms, 
the necessary readjustments are readily made. Should a beam be 
slightly defective, or suffer injury, the beams adjacent will support 
the load, or if necessary, a section can be replaced without removing a 
large area of the floor. None of these advantages are to be had in 
the factory type of reinforced-concrete floor construction. (By the 
factory type, Mr. Peabody means the ordinary type of beam-and-girder 
construction dealt with in Volume I.) 

“The system employed at the University of Wisconsin has been 
found practical, economical, and effective, and for buildings intended 
for ordinary use more satisfactory than the factory type of construc- 
tion. In competition with other systems it has been found less expen- 
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sive where the requirements of the specification for the steel and other 
elements forming a necessary part of good construction have been con- 
served. This has been put to proof by obtaining alternate proposi- 
tions on the same work, imposing only the requirements that the steel 
shall be strained not to exceed a certain amount, that spaces shall be 
provided for pipes, etc., and that the ceilings shall be flat. 

“By the system described, spans from 12 to 26 ft. have been suc- 
cessfully cast at the University during the past two years. It is pro- 
posed to cast beams of 28-it. span this year. These will require joists 
8 in. wide on the bottom, 14 in. deep and 10 in. wide on top. With 
a spacing of 3 ft. 4 in. from center to center of joists the amount of con- 
crete employed does not seem excessive. The cross braces in the floor, 
due to the intervals between the lengths of cells, have not been con- 
sidered in the estimated strength of the floor. Their value in holding 
the joints against lateral strain is unquestionable and they serve also 
to distribute the load upon the floor. The increased width of the beams 
at the top, due to the flaring sides of the molds gives increased resist- 
ance to crushing, while the narrow bottom, enclosing the steel, is suffi- 
cient and economical. 

“For attaching the ordinary ceilings to this construction small strips 
of wood are cast into the bottom of each joist and secured by bent 
nails, thus affording a ready means of applying the furring strips for 
the ceiling. These in turn give the needed spaces for pipes, etc. Upon 
the furring strips wire lath or plaster board is nailed and the plaster- 
ing is applied. 

“The most convenient size of cells appears to be 2 ft. 8 in. wide X 
6 ft. 6 in. long. Beyond this size they cannot be so easily handled. 
Some cells were made 8 ft. long and a few 5 ft. At times it is neces- 
sary to build special cells to finish out a span. 

“Variation in strength of floors was made by spacing the cells farther 
apart, making the concrete joists wider for the heavier floor. The per- 
centage of steel was then increased according to rule. The joists were 
sometimes left exposed over laboratories, and made a very presentable 
appearance. 

“The floor sheet, 2} in. thick including the sand finish, seems frag- 
ile. Experience, however, shows that except for the mechanical 
difficulty of casting, the floor could be thinner. Floors have been 
broken during construction, but by blows which would break other 
floors considered amply strong. On one instance a scaffold plank fell 
about 16 ft., striking on end. At another time a piece of sandstone 3 
ft. long, weighing about 450 lb. fell the same distance upon the floor. 
Each of these accidents made a break about a foot square, leaving the 
steel fabric but little damaged, and the repair of the floor very easy. 
Drilling through the floor for extending steam risers or setting anchor 
bolts shows the strength to be ample if not excessive. 
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“With the present depth of 14 in. for the cells, there is of course an 
economical limit to spans. Deeper cells would bring a new set of cal- 
culated values, however, so that there is no reason why long spans 
should not be used.” 


Fig. 46 is an actual view of the floor construction employed 
at the University of Wisconsin. Note the wood cells in the 
foreground ready to be removed. Note also the wood strips 
in the bottoms of the beams. 


Fie, 46.—Construction view of the floor system used at the University of 
Wisconsin. 


Floor-bay designs will now be given for both solid and hollow- 
tile constructions. 


Design or Froor Bay—Two IntTEeRMEDIATE BEAMS 


Design an interior floor bay to support a live load of 250 lb. per 
square foot with the columns spaced 21 ft. by 21 ft. on centers. 
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These floor-bay dimensions make an extra heavy construction but 
they will be adopted to bring out some special features in design. 
The working stresses recommended by the Joint Committee for 
a 2000-lb. concrete will be employedthroughout. (See Appendix.) 
Plain round rods of medium steel will be assumed, and the ratio 
of the unit cost of steel in place to unit cost of concrete in place, ! 
r, will be taken at 60. 
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Cross-section A-A' 
Fic. 47. 


Since an interior floor bay has been assumed, the bending 
2 


moment - may be employed for the three parts of the floor 


bay—namely; the slab, the beam, and the girder. Fig. 47 
shows the proposed arrangement of beams and girders. Pail 
The floor surface will be given what is called a granolithic 


1 The cost of concrete need not include form construction since a variation in depth 
affects this but slightly. 
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finish, consisting of a layer of 1:2 mortar, 1 in. thick, spread 
upon the surface of the concrete slab before it has begun to 
set, and troweled to a hard finish. For simplicity, the weight 
of finish will be assumed as included in the specified live load of 
250 lb. per square foot. Of course, it should be readily under- 
stood that in practice, where a definite live load is required, the 
finish should be considered separately as a superimposed dead 
load. 

The writer is aware that, under certain conditions, the mortar 
finish may be considered to act with the slab proper in taking 
the stresses under loading. Usually, however, the designer 
has no way of finding out whether the finish will be placed at 
the same time as the concrete, or run a number of hours later, 
and this alone should call for caution on the part of the designer 
in figuring the finish as a part of the slab. If the superintendent 
on the job is known as a careful man and if there is to be very 
careful supervision, the floor may be sometimes figured in this 
way, but never without putting an underscored note on the draw- 
ing to the effect that the finish shall be run immediately after 
the pouring of the concrete slab. Also the surface of the floor 
should be blocked off only along the center line of columns and 
no joint should be made between column lines, as such joints 
would affect the needed strength of the slab. 

Where care in construction is not assured, or where any ap- 
preciable wear on the floor is expected, the finish should properly 
not be included in the effective slab thickness. It is also advis- 
able not to figure this way for a winter job under any conditions. 

It is possible, by taking great precautions, to bond a wearing 
surface to a concrete slab after the concrete in the slab has set. 
This requires special treatment including thorough cleaning and 
soaking of the old concrete, providing a bond layer of neat 
cement mortar, and placing the surface before this neat cement 
has begun to harden. Poor joints occur quite frequently, how- | 
ever, and it is advisable not to figure the finish as a part of the 
slab in a case of this kind, even though considerable care is as- 
sured at the time of construction. 3 

If it is deemed advisable in any given design to consider the 
finish as an integral part of the slab, the maximum fiber stress 
in compression may be determined by the method outlined in 
Fig. 48. The distance b is made equal to the maximum allowable 
stress on the ordinary concrete, and the distance a which repre- 
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sents the maximum stress on the cement finish is then computed 
on this ratio. This later stress, however, should not be in excess 
of the maximum allowable stress for cement finish. 

Slab.—The main reinforcement will be placed in the direction 
AA’ Fig. 47, and the span of slab will be 7 ft. Slab is to be fully 
continuous and its total depth will be taken to the nearest 3 in. 

Table 6 of Volume I shows that a 44-in. (d=33 in.) slab with 
span of 7 ft. will sustain a load (live plus dead) of (269) (1.2) = 


v) able Fiber 
© (stress in 


| Max. allow- 
“" — concrete 


Fie. 48. 


323 lb. per square foot. Corresponding weight of slab is 56 lb. 
per square foot, and the total load per square foot for the slab 
to carry is therefore 250+ 56 = 306 lb. 

For a 43-in. slab, Table 6 gives as =0.323 sq. in. Referring 
to Table 4, it is evident that 2-in. round rods spaced 4 in. on 
centers will give sufficient steel area. Since the depth is taken 


somewhat greater than is theoretically necessary, a rod spacing 


: ; ; : ; sii 
of 43 in. will be tried. For this spacing, P= CB Ca B= 0.0070. 


Using the safe load formula of Table 7, w=296 lb. which is less 


Fia. 49. 


than the required load and the proposed 43-in. spacing cannot 
safely be employed unless the span is considered less than the 
distance between centers of supports. If desired, the span of 
a slab may be taken as the clear span plus the depth of slab. 
Four round rods 2 in. in diameter will be placed transversely in 
each 7-ft. panel to prevent shrinkage and temperature cracks, 
and to bind the entire structure together. 

Fig. 49 shows an arrangement of steel such that there is the 
same steel area at the top of slab over the cross-beams as at the 
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bottom of the slab midway between these beams. All rods are 
bent and are identical in shape—namely, straight at one end, 
bent up at the center over a beam, and bent over a beam at the 
other end. The required arrangement is effected by shifting 
alternate rods 7 ft. ahead. Some designers bend up all the rods 
over supports, but a better method is to continue some steel at 
the bottom of slab and thus make sure that no point in tension 
is unprovided with steel. The rods arranged as in Fig. 49 may 
be carried over three spans and still obtain the same amount of 


Fra. - 50° 


steel over supports as in the center of span, but the amount of 
steel at the bottom of slab near the supporting beams becomes 
very small. 

Fig. 50 shows another arrangement for the slab steel. Both 
straight and bent-up rods are employed, each rod extending over 
three slab spans. The joints in the bent rods occur over supports 
and the steel is lapped a sufficient distance to provide adequate 
bond strength. This lapping is so arranged that two-thirds as 
much steel occurs over the supports as in the center of span. 


Fig. 51. 


Fig. 51 shows an arrangement of steel which gives three-fourths 
the center-of-span area over supports. The arrangement is 
similar to that shown in Fig. 50 except that the rods extend over 
only two spans. 

The arrangement shown in Fig. 50 requires the least steel and 
that shown in Fig. 49 requires the most. Fig. 49 shows undoubt- 
edly the best design for spans over 6 or’7 ft. 

[Procedure using Diagrams.—The weight of slab will be assumed 
at 56 lb. per square foot making a total weight (live plus dead) of 
306 lb. per square foot. Diagram 5 shows the bending moment 
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24 
resulting from 306 lb. for a 7-ft. span (M = ey scale at bottom 


of diagram) to be 15,000 in.-lb. 

Diagram 6, Part I shows that a 44-in. (d=83-in.) slab 
will support a load somewhat larger than that required. The 
area of steel is between 0.3 and 0.4 sq. in. per foot of width. 
Interpolation gives the value 0.31 sq. in. Diagram 3 shows this 
amount of area may be obtained with 3-in. round rods spaced 
4 in. on centers.] 

Cross-beams.—The cross-beams have a span of 21 ft. The 
beams and slab will be poured at the same time and thoroughly 
tied together so that a T-beam section may be considered. The 
distance between beams is 7 ft., and the dead and live loads of 
the slab per foot length of beam is equal to 7X306=2140 lb. 
Assume dead load of the stem of beam at 240 lb. per linear foot. 
Then the total loading per foot of length equals 2380 lb. The 
maximum shear 


V= Pe = 25,000 lb. 
and the maximum moment 
2 
M= be) ae ae = 1,050,000 in.-lb. 
The required cross-section of web as determined by shear= 
25,000 _ : 
a(n 238 sq. in. 


The following formula of Art. 60, Volume I, gives the most 
economical depths for various assumed web widths: 


Fi Ma a 
d= 7b! +5 
With r in this design as 60, then 
for b’= 9-in. d=23.1 in. 
for b’=10 in. d= 22.0 in 
for b’=11 in. d=21.2 in., etc, 
In order to provide for most of the diagonal tension by means of 
bent-up rods, it is proposed to use 8 rods placed in two rows, 
4 rods toarow. <A value of b’=10 in. may be satisfactory as 
_ regards rod spacing, but b’ Xd as given above is not great enough 
to provide for shear. It will be more economical to deepen the 


beam of 10-in. width to a depth of 234 in. than to adopt a width 
of 11 in. and a depth of about 21.2in. Fig. 52 shows the arrange- 
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ment of the steel which will be tried in the bottom of the beam 
at the center of span. This exact arrangement will also be tried 
at the top of beam over supports. It is quite likely that there 
will be 8 rods in the girder of about 1-in or 14-in. diameter and, 
since the cross-beam rods should fit nicely with the girder rods - 
over supporting columns, the two layers of rods will be placed 2 
in. center to center as shown. 
(10) (22.5) (150) 
144 
and the weight assumed is thus satisfactory. 
The width of the flange of the T-beam is controlled in this 
design (see Art. 59, Volume I) by eight times the thickness of 
slab plus the width of stem, or 46 in. Then 


The weight of the stem is = 235 Ib. per foot, 


M _ 1,050,000 _ 

ba? ue Gyan oes 
Ronit hiseral denotes ond ¢ 34°) 0.19, Table 9, Part, sh 
or 18 value O bo ors= 557s 5 able ar SnOWS 


» to have a value between 0.002 and 0.004, and f, to have a 
satisfactory value somewhere between 297 and 484. 


11.6 
9 
» = 0.002 2+959 4 1 
7=0.92 


= (46) (23.5) (0.0028) =3.03 sq. in. 


Four 3-in. round rods and four 3-in. round rods will be selected 
(Fig. 52), having a total area of 3.00 sq. in. (See Table 138.) 
Hight 44-in. round rods would 
do, but the 2-in. and 3-in. rods 
are more likely to be found in 
stock. The four #-in. rods 
will be placed in the lower row 
and it will be sufficiently ac- 
curate to consider the center of 
gravity of the steel area as 
midway between the two rows. 
Cross-section of Crossbeam It ig evident now that the 
Fra. 52.° width of beam for rod spacing 
was correctly assumed. (Note 

the rod spacing recommended by the Joint Committee.) 
Four rods will be bent up and lap over the top of the support. 
The other four will be continued straight and lap over support at 


(0.002) = 0.0028 
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the bottom of beam. (See Fig. 53.) The bond stress along the 
8 rods at the top of beam near support 

25,000 . 
(4)(2. 356) + (4)(1.964)](0.85)(23.5) ~ /2 I. per sq. in. 
which is satisfactory. 

(The average value of 7 is taken in the above equation, see 
Art. 62, Volume I.) The allowable bond stress could be increased 
50 per cent for the proposed arrangement of rods shown in Fig. 
53. (See Arts. 38 and 63, Volume I.) 


He 


Elevation of Crossbeam 


Plan of Crossbeam 
(Bent bars not shown) 


Fig. 53. 
The rods at the top of beam over supports will have the same 


effective depth (d) as the rods at the bottom of beam at the 
center of span. (Figs. 53 and 54.) Then, 


815 
3.00 


SO - — , 
p= (10) (23.5) 0.0128=p 


The following values may be obtained from Table 11, Part 2: 


L=0.266 
K=0°0111 
Then, 
1,050,000 | . 
So= Gpy(a3..5)2(0. 266) ~ 71° Ib. per square inch. 
fe a = 17,100 lb. per square inch. 


~ (10)(23.5)2(0.0111) — 
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Allowable compression in concrete at the support may be 750 lb 
per square inch, and hence no haunch or extra steel is necessary. 
(See Art. 40, Volume I.) The tensile stress in the steel is greater 
than the allowable but will be considered as satisfactory here 
simply for the purpose of presenting several comparative designs 
using different numbers of rods. If a little more than the re- 
quired amount of steel had been selected at the center of span— 
say eight 3-in rounds—the stress in the steel over supports would 
not have figured out greater than the allowable. (See Art. 63, 
Volume I.) 


One third point 
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The formula given in Art. 45 of Volume I, namely, 


I wits 
m= or<5(1—4/5™) 


may be employed to find the points in the beam where the lower 
horizontal rods may be bent up. The first two rods may be 
bent at 
21 E _ [(8)(2)(0.307) 
2 (12) (8.00) 
The next two rods may be bent at 
21 F __ | (8)(4) 
2 (12) (8) 
(Note.—Areas are used in the first of the two preceding equations instead 
of the number of rods, since rods are of two different sizes.) 


| 12=79 in. from center of support. 


|2- 53 in. from center of support. 
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The rods at the top near support should be bent down as 
explained in Art. 63 of Volume I; the first two rods at a distance 


(2)(0.442) 1 


not less than 3 00 of 3 = 25 in. from the center of support; 


. and the next two at a distance 3 of : = 42 in. from the same point. 


(See Fig. 54.) 
The distance from the support to the point where web rein- 
forcement is not needed, 
acs 21 (40)(10) (0.92) (23.5) 
iy? 2380 


= 6.86 ft.=82 in. 


Also, 
2. 25,000 
3 (0.85)(23.5) 


Fig. 54 shows the diagonal-tension triangle. The points A 
and D are taken on a center line of beam, considering the depth 
of beam as the effective depth. This center line is approxi- 
mately midway between the neutral axes for positive and 
negative moments. 

The points to bend rods at the top of beam control the design, 
as shown in Fig. 54. The tensile value of one 3-in. rod = (0.4418) 
(16,000) = 7070 lb. Hence stirrups will be needed to take the 
diagonal tension represented in the triangle ABC by the area 
bcBC, if the area abcd is made equal to 7070 Ib.1_ This is due to 
the fact that it is not reasonable to suppose that the two rods 
acting along da will be of use as regards diagonal tension more 
than one-half their value on either side. Diagonal tension near 
to the point A will be cared for by the additional stirrups which 
will be inserted to secure good T-beam action. The horizontal 
distance between bent rods is about the allowable—namely, 
about 3d. The distance from the center of support to the point 
where stirrups are not necessary scales 27 in. The stirrups will 
be looped about the upper rods, and hence will be in an inverted 
position to those in a simply supported beam. 

Table 15 shows that the maximum diameter of stirrups to use 
is (0.012)(23.5)=0.282 in. We shall use U-shaped stirrups 
bent at the ends and, on account of this bending, 3-in. round rods 
will be considered secure against slipping when fully stressed. 
The minimum spacing of stirrups will occur at the supports, 


BC= 


= 830 lb. 


1 Note that the Joint Committee recommends that the stirrups be figured to take all 
the diagonal tension, 
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and this spacing (average value of j7=0.85, see Art. 62, Vol- 
ume I) 


_ Baxf.jd _ (3)(0.11)(2)(16,000) (0.85)(23.5) _ 4 99 3 


righ A Sass (2) (25,000) 
4 . 
Ata distance : from the center of support, S=3 (4.22) =5.6 in.° 
At a distance ? s = (2) (4.22) =8.4 in. A smooth curve through 


the points thus determined (Fig. 55) gives the spacing over the 
distance required. The first stirrup will be placed 2 in. from 
the edge of girder, assuming the girder to have a less width than 


{one half width 
{lof girder 


__ Center line of support 


IME ae 


the column. In all designs the distance to the first stirrup will 
be made 2 in. as this is usually not greater than one-half the 
minimum stirrup spacing. In order to secure good T-beam 
action, the web and flange will be tied together with vertical 
stirrups placed about 18 in. on centers and looped about the lower 
rods for the center half of beam. 

The bars bent over the support should run to the third point 
of the adjoining span to provide thoroughly for negative moment. 
The allowable stress in the compression rods at the support is 
715 X15 = 10,725 lb. per square inch, and the necessary length for 


(10,725)(0.75)_.. . 
(4)(80) =25 in. This length 


bond of 2-in. round rods is 


is shown in Fig. 53. 
[Procedure using Diagrams.—For the dimensions of T-beams 
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chosen, be ths and qi 0-19. Diagram 8 shows fe=870 lb. 


per square inch and 7=0.92. Then 
1,050,000 : 
“(ico w)Css) 


a 


At the supports *=0. 149 and p=p’=0.0128. For no com- 
M _ 1,050,000 2 
bd? (10)(23.5)2> 190. Diagram 1 
shows the stress in the concrete to be much above 800, and it 
will be necessary to employ Diagram 2 and do some computing. 
For p=0.0128, 7 =0.848 and k=0.457. Then 
1,050,000 s s 
je (0.0128) (0. 848) (10) (23.5)? ~ 17,500 lb. per square inch. 


2 ; 
ie at oo ow) = 982 lb. per square inch. 


pressive reinforcement, K = 


The problem is now to find what stress results in the concrete 
after the introduction of 1.28 per cent of compressive steel; also, 


what stress results in the tensile steel. 
/ 


Using Diagram 10 for _ 0.149 and p’=p=0.0128, the rela- 


tive reduction in the stress in the concrete is found to be 27 
per cent, or the resulting stress equals (0.73)(982) =716 lb. 
per square inch. Using Diagram 11, the relative reduction in 
the stress in the tensile steel is about 2 per cent; that is, the maxi- 
mum tension in the steel is 17,100 lb. per square inch.] 


The method of designing the above beam using 6 rods will 
now be explained. Four 7-in. round rods and two 3-in. round 
rods will give the required area of 3.02 sq. in. 
The arrangement shown in Fig. 56 will be 


. j aT "@ 
adopted. 293 zs ug 
The 3 rods in the upper row will be bent : 
up and lap over supports as shown in Fig. 57. 2 "p 
The other 3 will lap over support at the Fie. 56. 


bottom of beam. The bond stress along the 
6 rods at the top of beam near support 
25,000 
U="(4)(2.749)-+(2) (1. 964)](0. 85) (23.5) 
The allowable bond stress could be increased about 30 per cent 
for the arrangement of rods shown in Fig. 57. 


= 84 1b. persquareinch. . 
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The first $-in. rod may be bent at 
ae __ {(8)(0.307) 


ae TD = ORT ter of rt. 
5 el 12=93 in. from center of suppo 


The next two %-in. rods may be bent at 


at A nee | 12=53 in. from center of support. 


NIGseods 


The two {-in. rods may be bent down at a distance not less 


than we ; ed of 5=33 in. from the ceriter of support, and 


A l : ; 
the 3-in. rod at 4 of 3 =42 in. from the same point. 


Fig. 58. 


The points to bend rods at the top of beam control the location 
‘of the bends of the two 7-in. rods. The $-in. rod will be so 
placed as to take the greatest possible amount of diagonal tension. 
(See Fig. 58.) The spacing of stirrups, and the distance from 
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the center of support to the point where stirrups are not necessary, 
may be found in the same manner as before. 


If desired, the cross-beam may be designed using only 4 
rods. Four j-in. square rods will give an area of 3.06 sq. in. 
which is only slightly more than is required. These rods will 
all be placed in one row as shown in Fig. 59.1 . Fig. 60 shows the 
complete design. Stirrups are provided to take all the diagonal 
tension—the strengthening action of the bent rods 
not being considered. The student should be able to 
check this design by the method outlined above. It 
should be noted, however, that the design is not con- 5 
servative with respect to the negative-tension rein- 4-3 "bars 
forcement, since the upper rods run only to the fourth 
point and the curve for negative moment has not been 
considered in bending down the rods. (See Page 162, Volume I.) 
Nevertheless a design of this kind is generally considered good. 
In fact, it is all that is desired under ordinary conditions in roof 
design because of the character and amount of the live load. 

Of course, the student should realize that some latitude may 
generally be allowed in that part of beam design referred to 


Fre. 59% 


above, on account of the improbability of obtaining maximum 
conditions, but it is a good idea to have some conservative plan 
in mind, as suggested in Volume I, and to live up to that plan as 
nearly as circumstances will permit. At any rate, designs should 
never become so radical as to include rods bent up close to the 
support in the computations for negative reinforcement. 

Fig. 61 shows a common continuous-beam design using sepa- 


The beam is slightly narrow according to the rod spacing recommended by the 
Joint Committee. 
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rate straight rods over the supports. All the diagonal tensile 
stresses are cared for by vertical stirrups. 

Girder—The girder has a span of 21 ft. with concentrated 
loads at the third points. The weight of the stem wili be as- 
sumed at 500 lb. per linear foot. Reaction of concentrated 
loads = 2 X 25,000 = 50,000 Ib. 


its, (Ge Secale spit es Se eee 
4M fi 
5 Pstin Gone fe a F"O pars - 10-6 Mong 
SOC TERER RRC ARR OR eek PA NL STV PEO 
| 4-g)"*bars}/ See 


Che ORT KT ATR SKSES KASH OA 
rae Ol, 


Maximum moment of concentrated loads with ends of beam 
simply supported would be 


(50,000) (7)(12) = 4,200,000 in.-Ib. 


: wl? 
Taking M = 79° this moment reduces to 


* (4,200,000) = 2,800,000 in.-lb. 
Moment of dead load= 220,500 in.-lb. 
Total moment =3,020,500 in.-lb. 
This moment is fairly exact although the unsymmetrically dis- 
tributed weight of a small portion of the floor slab with its live 
load which bears directly upon the girder has not been paren, 


considered. 
By the method suggested in Art. 57 of Volume I, the beam may 


ee a () +500 = 7640 


lb. per linear foot. The bending moment corresponding equals 
3,370,000 less ten per cent or 3,033,000 in.-lb. This moment 
will be employed in the computations which pollony: 

The total maximum shear 


V =50,000+ 10.5(500) = 55,300 Ib. 
The cross-section of web as determined by shear= 55,300 


105 
sq. in. Using the formula for economical depths, we have 


be considered as uniformly loaded with 


= 527 
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b’ d b’ xd 
ie in ee AO OO ORT eee 33.1 in. 397 sq. in. 
14 Meee eee eee eee eee eee eee 30.8 in. 431 sq. in. 
15 Meee cece ee eee eee eee eens 29.8 in. 447 sq. in. 
TGS Sa os Reerels ceed tana leew ea ane 29.0 in. 464 sq. in. 


It is quite probable that a breadth of 12 in. will give proper rod 
spacing, but the corresponding depth of oT 4 in. is likely to 


be too great when the cost of columns and walls is taken into 
consideration.! Besides, the depth would be great in proportion 
to the breadth of stem and would be relatively weak at the junc- 
tion of stem and flange. Illumination from windows must also 
be considered. The following cross-section will be taken as 
satisfactory: 5 
b’=15 in, ad=32> in. 

The breadth of the flange of the T-beam is controlled in this 
case by eight times the thickness of slab ad the width of stem, 
or 51 in. Then 


M _ 3,033,000 _ 
bd? (51) (82.5)? 0? 
M Ge) 5 
For this value of ba? and for d =39 570: .14, Diagram 8 shows 
fc = 550 Ib. per square inch, andj=0.93. Then 
20008) =6.3 sq. in. 


“s* (16,000) (0. 93) (32.5) 
Eight 1-in. round rods (total area 6.28 sq. in.) will be chosen. 
The bond stress along the 8 rods at the top of beam close to the 
support, 
his 55,300. 
~ (8)(3. 14)(0. 85) (32.5) 
which is satisfactory. 


= 80 lb. per square inch 


1 In order to include the effect of columns and walls in the formula d= Nee +3 first 
s 

determine the total horizontal area covered by the stems of the T-beams under considera- 
tion and the total horizontal sectional area of the columns and walls at the level of the 
beams. If the cost per cubic foot of the columns and walls is greater or less than the 
cost per cubic foot of the T-beam stems, increase or decrease their area in proportion to 
the difference in cost. Then increase the cost per cubic foot of the T-beam stems in the 
ratio which the total corrected area bears to the area of the T-beam stems in order to 
obtain the unit cost c which is used to determine the ratio r, 
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Fig. 62 shows sketch of adopted cross-section. 


the stem is 


(15) ee Oe: 492 lb. per linear foot 


and the value assumed is on the safe side. 


{ 


2 Sapa ase EEE 
etecee = 36! 


yi 


Co A ee 


Fie. 62. SOE: 


Fig. 63. 


The rods at the top of girder over supporting columns will be 
placed as shown in Fig. 63 in order to fit in nicely with the cross- 
beam rods. It should be noticed that the value of d at the support 
is 33.5 in., or 1 in. more than at the center of span. Then 


ad’. 2.5 
33.5 = 9:075 3 
a = 0.0125 


PY (16) (83.5) 
p’=0.5 p (see Fig. 64) 
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The following values are obtained from Table 11, Part 1: 


L=0/244 
K=0.0111 
Then 
3,033,000 . : 
fe= (15) (33.5)2(0.244) = 740 lb. per square inch. 
3,033,000 


fr= (15) (33.5)2(0.0111) = 16,200 lb. per square inch. 


These values will be considered satisfactory. 

It is proposed to have bent rods take as much of the diagonal 
tension as possible. The total maximum shear=55,300 lb. The 
shear on the support side of the third point =55,300—500 (7) = 
51,800 lb. On the side of the third point toward the center of 


Ly 


¥ "9 STITT UPS 


(Bent bars not shown) 
Fia. 64. 


span, the shear = 51,800 — 50,000 = 1800 lb., or v=4 lb. per square 
inch. Thus, web reinforcement is needed only from the sup- 
port to the point where the beam intersects the girder. 

Horizontal shear (measures diagonal tension) at the support 
A 55,300 

jd (0.85) (33.5) 

and at the third point, it is 
51,800 


(0.93) (82.5) . per linear inch. 
(0.93) (32.5) 1720 lb. per linear inc 


= 1950 Ib. per linear inch 
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The total diagonal tension is represented by a trapezoid, the 
parallel sides of which are 1950 lb. and 1720 lb., and the length 
7 ft. Hence, total diagonal tension is 


a 


(7.0) (12) = 154,100 lb. 


Two-thirds of this ined or 102,700 lb., will be taken by the web 
reinforcement. If six rods are to be bent, their tensile value is 
(6) (0.785) (16,000) 
0.7 
which is in excess of the stress to be provided for. 

Now shear is nearly uniform between the supports and the 
third point, and, as far as diagonal tension is concerned, it would 
be sufficiently accurate to give equal spacing to the inclined rods. 
Since the size of columns is not given, an 18-in. diameter of column 
will be considered. The spacing suggested above, then, would be 
taken between a point 9 in. from the center of support (that is, 
at the edge of column) and a point where the center of the beam 
intersects the girder. The plan proposed is to bend 6 rods, two 
at a time, and the points to bend for diagonal tension should be 
laid off on a line approximately midway between the neutral axes 
for positive and negative moment—as MM, Fig. 64. These 
points (1, 2,and 3) may be determined by dividing the distance 
mentioned above into three equal parts and locating a point at 
the center of each part. 

An investigation must now be made to determine whether or 
not the tensile stresses in the beam will permit the bending of the 
rods as above suggested. From a study of moment curves of 
continuous beams loaded at the third points, for different condi- 
tions, it is found sufficiently on the safe side, as regards bending 
up rods, to consider the point of zero moment to occur at a dis- 


= 108,000 lb. 


tance 2 of 5 3 from the third point measured toward the support. 


(A study i this kind will be presented in Art. 68.) Also, when 
considering the bending down of rods, the same distance, or 2 of 


a ee 
3 (56 in. in this case), may be safely taken as the distance out from 


the support to the point of zero moment. Thé curve of bending 
moments in each case is to all practical purposes a straight line. 
Thus, the point where the first 2 rods may be bent up, using 


oe (2) _ 


the above data, is about — 14 in. from the center of the 
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intersection of the cross-beams. Allowing say 4 in. beyond the 
theoretical point for bending, this distance becomes 18 in. 

As regards diagonal tension, the rod to intersect the center line 
at point 1 should be bent at r, as shown by the dotted line. 
Since rods cannot be bent at r, stirrups will be employed to take 
the diagonal tension between the bent rods and the cross-beam. 
(Stirrups will also be placed at occasional intervals throughout 
the girder to bind together the web and flange.) Round rods 
of 3-in. diameter may be used for stirrups if bent at the upper 
end. ‘The tensile value of each stirrup (U-shape) is (2)(0.196) 
(16,000) =6270 lb. The shear to be provided for in 1-in. 
length of beam is 1720 lb. and it will be necessary to space the 


627 f 4 iets 
stirrups Tap 36 in., say 34 in., apart as shown in Fig. 64. 


It should be noticed that in bending up the lower rods attention 
should be paid to the points where the upper rods may be bent 
down. In the design at hand, using 45 degree angle bends, the 
rods may be bent approximately as planned and the design will 
be accepted. The horizontal spacing of the bent rods should 
not be greater than the distance between points 1 and 2, or 
between points 2 and 3, unless stirrups are provided where such 
spacing occurs. 

The rods at the top of girder should extend each side of the 
center of support far enough to obtain their full strength in bond, 
which is 50 in. 

The maximum stress in the compression rods at the support is 
740 X15=11,100 lb. per square inch. The necessary length for 


bond of 1-in. rods is CSeaoy =35 in., say 36 in. This length is 


shown in Fig. 64. 

The top of the slab over the girder will be reinforced trans- 
versely with 3-in. rods spaced 12 in. center to center, in order to 
provide for the negative bending moment produced with the 
bending of the slab next to the girder. 


Plates V to VIII inclusive give different complete designs for 
the 21-ft. by 21-ft. floor bay in question. If desired, all the 
cross-beam and girder reinforcement may be made into frames, 
except the cross-beam reinforcement running into columns in 
the designs of Plates Vand VII. Even for these beams, however, 
the stirrups may be rigidly spaced if wired at the upper turns to 
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longitudinal rods of small diameter.. After the stirrup steel is 
suspended in the forms, the bent rods can then be easily slipped 
in place and wired. 

Fig. 65 and Plate VI show a girder design such that both 
girder and cross-beam reinforcement may be built into frames. 
In the arrangement shown, the girder frames (with the exception 
of the rods over supports) would be put in place first, then the 
cross-beam frames running into columns, next the negative 
tension rods of the girders, and finally the two intermediate 
cross-beam frames. The arrangement as regards strength is 
not as ideal as in the girder design of Plates V, VII, and VIII 
since the bent-up rods do not extend over supports, but in the 


6" Colum oa 
eZ "brods 5" long 


design shown there is a surplus of diagonal-tension reinforce- 
ment which offsets this weakness. To be sure the bent rods are 
anchored by transverse rods placed between layers of steel, but 
the danger lies in the liability of these bars to slip horizontally 
when a force inclined to the vertical is exerted upon them. It 
seems to the writer, however, that the additional amount of 
diagonal-tension reinforcement over and above that figured 
will make the design a safe one. The liability to slip applies 
more especially to the lower transverse rods, as the upper rods are 
long and well anchored in the slab. , 

If the cross-beam steel in Plate VII could have been placed 
over the top of the girder steel at columns, then all reinforcement 
shown on this plate could have been made up into frames before 
being placed in the forms. The reason why the cross-beam rods 
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were not placed above the girder rods in the design in question 
was because the cross-beam rods would then interfere with the 
main reinforcement of the slab. To prevent this, the girder 
rods over supports would need to be lowered and this could not 
be accomplished in the design in question because of the com- 
pressive stress in the concrete being already a maximum at this 
point. It could be accomplished, however, by either forming a 
flat haunch, by inserting extra compressive steel, or by deepening 
the girder. A similar cross-beam design to that shown on Plate 
VII, but where the upper reinforcement passes over the top of 
the girder steel at columns, will be given in Art. 38 in connection 
with the design of an interior roof bay. 

Placing of the reinforcement in the forms in frames insures 
accurate location of all steel. If a loose rod method is used, 
great care is required in construction to make sure that the steel _ 
is not disturbed during the pouring of the concrete. Usually 
small diameter rods aré needed to make the frames, in addition 
to the main reinforcement. 

The placing of inverted stirrups near the supports has not been 
considered in the above discussion. These are placed after all 
other reinforcement is in its proper position and are slipped 
down over the negative-tension steel and wired to it. The 
continuous stirrup shown in some of the designs is convenient 
for this purpose. In schemes 3 and 4 the continuous stirrup is 
also used in place of some of the upright U-stirrups. 

Spacing rods should be placed in all beams and girders between 
the upper and lower rows of steel. These are plain rods of the 
desired size and should be placed transversely not more than 
5 ft. on centers. Special frame supports may be provided, if 
desired, or U-shaped stirrups may be employed if the length of 
hook is made sufficient to permit the stirrups to rest on the slab 
form. If special supports are used, they should be spaced about 
5 ft. on centers. In the steel schedules given, special frame 
supports and spacing rods are omitted for simplicity. 

The width of stirrups is given in the bending schedules as 
the clear width inside of the outer strands, and the vertical 
height is given inside the turns. A little thought will make clear 
that these are the dimensions needed in bending. 

In the building design to follow, the steel arrangement on 
Plate V is employed. As already explained this is not entirely a 
frame system, but it is thought that the design is so much 


REINFORCED CONCRETE CONSTRUCTION 


96 


-l SW3HOS 


AVd YOO YOIMaLNI NV 
dO stiviazd 


MI p:2:[ afasuop 
0 PayJOll 21D SANJIUS PaltaAU]  24ON 


au 


$y! 8 HGH NO 


O78 yl O™ 
1278 =40 7 
hujowds Anssus 


—] 


Japa Ul jag Jo uauabuasy 


WbEQSSOLD Lil [2215 yO Luauabuosiy 


t vs 
: MOL SEMOT A 
A 3 ; 
S001 40 M01 addy 


(pabinjuz) 
X-X UOlLDeS-SsOuD 


Se eee Ysilli. 
NIN S UL OLED, | 
(8 HH AD 


oD 


; stots $y Z 


ysitiig. # 
UY LOLELE , | 


nO7k ‘ LO7k 


g 
Heal o OFF POF 4 yhe%0l - 
ea ie wh (=) 


4 yal OF 
tH 7 


-!-_—=——— 


jeuiod chee) 
UW S004 $7 §-2: 
UBWIISIOLUJOL 

|i _asvensuel, 


iT 
i 


MERLE BLtLUa 


SST 
D% g 
SONLALS é 


A ALVId 


A9N0 Gols Jo 
aot to| | buoy ,0, 


OF 


FLOORS 


| SWAHOS 


AVd YOO1d YOIMSLNI NV 
yo. 
31NG3HSS ONIGN3G 7331S 


se 


inl 
wioeq 
O4 


Sdngylis 


ex} 
i 
0 
- 


(VY) A ALWIa 


a 


.$d0e AwqdeIO GNV wvag 


7Olkl Udbiy jase, peas quog £ 


REINFORCED CONCRETE CONSTRUCTION 


98 


-2@ 3WSHOS 


AVG YOOIS HYOIMALNI NV 
Jo silviaa 


XI $:2:/ afasIUoD 
D PayJOll B1D'SANILMUS P2fA2Alf 


“nw 


7 ALON 


by l-8 yIEGT - 


19 


Uap Ut 122g yo suauabuossy 


A 


O-F,AOS 
N Na 


‘ysis 


097k 


S ysyuny 
DUUeYfJOUBLD, | 


IA €LVId 


DWUYLOUBLO {| 


Ubaqssol) Ul [aes fo tuauabubliy 


aA , amo7 7 ! 
“spor JO Mos taddp-“ | 
8 

(pabsejuz) 4,2 Bas 

X-X uoljoes-ssou5 


C1 sug 
S “QUULU/OLOLE) al 
SI 1D 


wel 
Se 
ZA 
Z 


byl 8 794 


4 


@SSIASUDL, 


wapsibh astiua 
4aN0_Qo/S§ JO 


COL 40 


99 


FLOORS 


@ SW3HosS 


ay 3 


AV@ YOO1s YOIUS.LNI NV 
y4Os dassits 
3ING3HOS ONIGNAG 73z1S ec ae 


e 


Lu0/ jt, LI PHS 9/5 o£ 


Vice ada OA en 
“Saat 


De 
hi : 


patuom] wioeq [ON [A] i 
“oN | YODO yi6ua7| Szislsieo0d¢ 
1o401 | soxon | wed | 


sdnaaiss -q sdoa¥ wagaio GNy Wvag 


REINFORCED CONCRETE CONSTRUCTION 


100 


-€ SWSHSS 


Ava YyOO1sd YOIWSLNI NV 
dO Siiviad 


JEPIIO Ul [2G JO 1uauabudsipy WUDEQSSOL) Lil [aalg fo Luaulabuolly 


XI f:2:] AafBIiouo7 
IDL BID SONLS/, ALIBALIT +340 
meee ead f ON. {bs Mas Jedd ' 


pur 79649 NO (pabiyuz) 
a ; X-X uo11d9S-Sso45 


YO1E yl OP \GO9| 6.65605 
buisods dass / a (gore 


YSilig 
* QUMMOUBLO y | 


SOD LIU one 


S YSilily 
DULL OUBLA, / 


yor ust auayouiesby |». 
LINIUI| qos g. 
a, Et gh2%/0l aol alas 


l f 


i 


re paobds Dye 


AUAUIBIIOLLEY 


Hepsi 
B414U9 AAAO_ Gb/s JO 
BuO 7075 
Cus 
DWYL/OUDLD , | 


IIA HLV Id 


101 


FLOORS 


5 SP ae Se eS =a 
€ SN3HOS MntdS sronuiploy 7h “pbliay /PLOL, (2x5 VOUS by F 


AVG YOOTs YOINSLN!I NV 
t= [or] ; 
S3TNGSHIS ONIGN3G 13a3.LS 


setae 


elt 


: a! 762 Ney 


Sdnealis-a sdow asqddiO dNV WVdad 


_ (Vv) IIA ALVId Sie pe om 


REINFORCED CONCRETE CONSTRUCTION 


102 


- 3AW3HOS 


AVG YOO1d MYOINSLNI NY 
40 Siiviaa 


SARNO Ul fas Jo uawabuasypy WULAqS5OL) UI [2ALS JO LUaluabUubsiy 


ar sano7 j= — 
Xepos f2 MOS Jadd/) 


al -8 sHEYGU AND (pebipjuz) 
Gal X-X Uuolloes-ssousd 


XI! f:2:[ afasouoj 
D2 PaYSO 21B SANIIUS PALJAALT +22.0N 


«< 


1978 =F OI 
Grats atiils 


sao b= 


ysiity: 


! = 

H DUULOUBLO | wey Or;/ SoS 

a S 
«9, PAY1OUL SLLIOd Lo = Je 2 — NA > Soa 
SCNL{S PafSOAL] pli doje ‘ re os re USIUiL| aiypyoubsb| | yf NS ag § 
4UbIIaN Ud0g :a1ON Ag 2 buspnjout| quis2¢ x} | <& yg 
ayl-% LZ%,O/ ES JES 4 
yl a NI 

\ 72 y+ byl lad eae Fey 

,FOF LO) e| 7 9>/ ae 1 LB5) FOF] ee 

x AUALa2IOfUlay 


tle bllp.la 
SHO GL/S fo 
ao 4o| \6L00/,055 


20L9\, PSpolg) £ 


P'SONIIS a 2 


S ysietig 
DUM OUBLE , | 


IIIA ALVId 


vy AW3HSS MNANYS SNOALILLOD pel Yebual /O¢aL /BHAS IOYS g, 2 


Avd YOOTs YOINS.LNI NV 
y4o4 


SINGSHOS SNIGN3E 133.LS 


103 


' FON TSA] 
: uova | 49P419|y,6ue7| azis |suad0d 
[OLOL | HOF ON [40 Widag 


FLOORS 


2 


Px] 
~lupBueq] ezis spuag : -{yp6uay} az1¢ spuag ‘ 


Sdnyalss-n Sdow aaqddio GNV Wvad 


(VY) IIIA ALVId 


104 REINFORCED CONCRETE CONSTRUCTION 


superior to that shown on Plates VI, VII, and VIII that the 
inconvenience of using 8 rods in the cross-beam and placing 
some of the rods loose will be more than offset by the ideal 
conditions as regards strength obtained in both cross-beam and 
girder. The cross-beam reinforcement could be made up into 
frames in some such manner as illustrated in Fig. 66. The 
girder steel could be arranged in a somewhat similar fashion. 


Fig. 66. 


The writer realizes that the frames employed would be long and 
heavy and that they would need to be built close to the forms in 
which they would be placed, but it would seem that any in- 
convenience in the placing of the frames would also be offset by 
the excellence of the design. 


PROBLEM 


5. Make a complete design of an interior floor bay with a 1-in. granolithic 
finish to support a live load of 200 lb. per square foot, columns to be 
spaced 18 ft. by 20 ft. on centers. The girders are to span 18 ft. and the 
distance between centers of cross-beams is to be made 6 ft. Use work- 
ing stresses recommended by the Joint Committee for a 2000-lb. concrete 
and arrange details as shown in illustrative designs. Assume plain 
round rods of medium steel. Take ratio of unit cost of steel in place to 
cost of concrete in place, r=60. The 1-in. finish is not to be included 
as a part of the effective slab thickness and its weight is to be added to 
the dead load of slab. 


Design or FtoorR Bay—Oner-way Houtuow True 


Design an interior panel of a one-way hollow tile floor to carry a 
live load of 100 lb. per square foot with the rows of girders spaced 
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21 ft. on centers. As in the preceding design, the recommenda- 
tions of the Joint Committee will be followed for a 2000-lb. con- 
crete. The ratio of the unit cost of steel in place to unit cost of 
concrete in place (r) will be taken at 70, with 20 cents as the 
cost of concrete per cubic foot. 

The finished flooring will consist of 3-in. maple boards nailed 
to 2 X3-in. sleepers. The sleepers will be placed on the concrete 
slab and cinder concrete in proportions 1:3:6 filled in between 
them. The following weights will be taken in pounds per square 
foot of floor area: wooden floor, 5; sleepers or nailing strips, 2; 
concrete filling, 15; plaster, 5. 

Ribs 4 in. wide will be assumed making a 16-in. width of flange 
for the small T-beams. The concrete topping will be made 2 in. 
If a 9-in. tile is assumed, the total load per linear foot of beam will 
be 274 lb., made up of the following items: 


livé load = 10055 = 133 lb. 
wood floor= 5X - 7 Ib. 
sleepers= 2X .= 3 Ib. 
concrete filling= 15x .= 20 lb. 
concrete topping= 25X := 33 lb. 
tile =" Ib. 

_{4)(9) C 
stem = 144 (150) = 38 lb. 

4 

plaster= 5X ac 716; 


Total =274 lb. 


The bending moment, 
_ wi? _(274)(21)(21) 02) 
Sat 
The economical depth of floor now needs to be determined. 
Using the same notation as in Art. 60 of Volume I and, in addition, 
using the term c; to represent the variation in cost of tile in place 


per l-in. change in depth, we have 
M 

C=cb'd’+ a tee 

fula'+5) 


= 121,000 in.-Ib. 
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as the total cost of the small T-beams per unit length. The fol- 
lowing expression has been deduced from the preceding equation 
by the aid of the Calculus and will give the value of d for minimum 
cost when the value of b’ is fixed: 
es ee Si) ane +5 
ve ('e,-14de,) © 

The term c, in this formula means the cost = concrete per cubic 
foot. A value of 14 cents will be given to c. Then 


d= ee (70) (121,000) , 2 


(16,000)(260) 127 /°*™ 


The effective depth d must be taken so as to provide for a 
commercial depth of tile. A 73-in. effective depth will be tried 
with a 13-in. fireproof covering below the center of steel. This 
assumption would permit of a 7-in. tile. 

Proceeding with the design, however, we find that 


M — 121,000 _ 
TECUOT aT yaaa cee 
non 
and an 7.B 79: 27 


Diagram 8 shows the stress in the concrete to be above 650 lb. 
per square inch, which cannot be allowed. By trial it is found 
that a 93-in. effective depth is needed to bring the concrete stress © 
to an allowable value. For this depth, 


M 121,000 
ba? (69.8) oe 
2 
a7 008 ana” 
From Diagram 8, 7=0.91. Then 
121 
a= lt = 0.88 sq. in. 


(16,000) (0.91)(9.5) 

Two #-in. round rods will be employed in each rib—one will lie 

straight and the other will be bent up at both ends and extend 

along the top of beam to the quarter point of the adjoining span. 

This arrangement will give the same steel over supports as in the 

center of span. 
The total shear close to support 


274) (2 
mete) ae 1) _ 9880 Ib. 
The bond along the two rods at the top over supports 


2880 
~ (2)(2.36)(0.85)(9. Be Ib. per square inch. 
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The distance from the support to where stirrups are unnecessary 
ra 21 (40)(4)(0.91)(9.5) 
wee” 274 


All the diagonal tension not taken by the concrete will be pro- 
vided for by vertical stirrups; in other words, the strengthening 
action of the bent rod will not be considered. Round stirrups 
q-in. diameter will be employed, bent at the ends. Stirrup spac- 
ing near the support 
«3. (00-049) (2)(16,000) (0. 85)(9. 5) 
2 2880 


The spacing adpted is shown in Plate IX. 

The moment, shear, and bond considerations given above do 
not take into account the strengthening action of the flange of 
the T-shaped girders, and allowance may be made for this when 
thought necessary. Itis quite evident that the concrete is not 
over-stressed in compression over supports, but the stress at the 
edge of girder flange should be investigated. For the width of 
girder flange shown in Plate IX, the bending moment may be 
taken at £ (121,000) =104,000 in.-lb. This value is obtained by 
considering the point of zero moment at the third point. 

oe ess 
Ge O.8 


= 5:4 ft.=65 in. 


prey ee 
= 63 In. 


=0.158 


pave eR AP 
P= P= (4)(9.5) 
Table 11, Part 2, shows LD =0.374 and K=0.0195. Then 
104,000 
fo= (9. 5)(0. 374) 
104,000 
Ss=ay(9.5)2(0. 0195) 


= (0,023 


= 770 lb. per square inch. 


= 14,800 lb. per square inch. 


12 
The load on the floor is (274) =e) = 205 lb. per square foot, and 


the girder therefore carries a load of (205)(21) =4300 Ib. per 
linear foot, to which should be added the weight of the girder 
itself. This weight will be assumed at 360 lb. making a total 
load, which may be considered uniform, of 4660 lb. per linear 
foot. The bending moment 


9) 
Me ay 21) 72) _ 9 955,000 in-lb. 
fa. 


Assume the total depth of girder to be limited to 36 in., effective 
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depth to 323 in. Then t= 99 570.84. Diagram 8 shows that, 
rt 
for 47 0-34 and f. = 650, bg 107, or 
2,055,000 


JER (82.5)2(107) allie bale 


An arbitrary value of 24 in. will be adopted for b, which makes 
M 
bd? 
Table 3 or Diagram 1 shows p=0.0057, or 
as = (0.0057) (24) (32.5) =4.4 sq. in. 

Hight 7-in. round rods will be selected, with a total area of 
4.81 sq. in. The width of stem will be made 14 in. to provide 
properly for shear. The remaining computations for stresses 
in the steel and concrete at the support, and for shear and bond, 
are similar in every way to those given under cross-beam design 
in two-intermediate beam construction. In Plate IX an 18-in. 
column is assumed for convenience. ie 

As in solid concrete floors, the proper depth for girders in hollow- 
tile construction depends upon the use to which the building is 
to be put, and the cost of all columns and walls in the building 
per unit increase in height. The cost of form work should also re- 
ceive attention. Of course, as regards the materials in the girder 
itself, cost decreases with depth. The problem resolves itself 
into finding the limiting depth of the girder in view of the many 
conditions which must be considered. Very often a perfectly 
flat ceiling is desired, and very wide girders must then result. 

The following table has been prepared to simplify the computa- 
tions in the design of the small T-beams of a hollow-tile floor. 
The table shows at a glance, for any given thickness of concrete 
topping, the minimum depth of tile needed for any given bending 
moment, and the corresponding steel area required. Greater 
depths of tile may sometimes prove more economical. 

It is quite evident from a study of the table that different 
thicknesses of concrete topping should be considered in order to 
arrive at the most economical design. When the rib width does 
not change in the economical considerations, the economy of the 
various designs may be based on the cost per foot length of floor 
having a width, the distance center to center of ribs; but when 
the steel area is such that the width of rib varies, the economy 
of the designs should be based on the cost per square foot of 


=81. Diagram 8 shows the neutral axis to lie in the flange. 
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floor. For practice, the student should work through similar 
computations to the foregoing using 3-in. and 4-in. toppings. 
TABLE FOR HOLLOW TILE FLOORS 


Based on fe = 650; fs = 16,000; n=15 


(13 in. allowed from center of steel to bottom of slab) 


Bending moments and steel areas for various depths of tile and concrete 


(Moments in thousands of inch pounds; steel areas in square inches) 


s 
3 
A 4-in. rib ; 
os For any other width of rib multiply all values in table by distance center to 
bre) center of ribs and divide by 16 
zo) 
a Thickness of concrete topping (inches) 
o 
Q a 
1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 
* * * * 
27/ 35/ 43/ 52/ 
ade / Pee] 
/0.49 /0.55 /0.62 /0.68 
oi * * * 
41/ 52/ - a 
Sie / 
/0..58 /0.68 /0.74 /0.80 /0.86 
oA ‘ * * * 
56/ 71/ 84/ me Sa sal 
ae / 
/0.65 /0.78 /0.86 /0.92 /0.98 /1.04 
es f * * * 
71/ 90/ 107/ 124/ ay ep ioe 
mle / 
/0.70 /0. 84 /0.96 /1.04 /1.10 Habit /1.23 
itt * * * 
86/ 110/ 131/ 152/ vy me aw, au 
8 / 
/0.73 /0.90 /1.03 Hoiere! /1.23 /1.29 /1.35 /1.41 
ma * 
104/ 130/ 156/ 181/ a ae ap ai 
9 / 
/0.76 /0.94 /1.09 /1.21 /1.32 /1.41 /1.48 /1.53 
117/ 150/ 181/ a Ki oh ar Bi 
10 
/0.78 /0.98 /1.14 /1-28 /1.40 sieges /1.59 /\.67 
147/ 190/ . | 231/ 269/ 509) ans ce ey 
12 / 
/0.81 /1.03 fit oe: /1.38 /1.52 /1.65 /L77 /1.87 


* Neutra] axis in flange. 
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PROBLEM 


6. Design an interior panel of a one-way hollow-tile floor to carry a live 
load of 120 lb. per square foot with the girders spaced 19 ft. on centers. 
Use same unit stresses and same floor construction as in the design given 
in the text. Make the concrete topping 2} in. thick and use 4-in. ribs for 
the small T-beams. Employ an economical stem for the T-girders and 
choose an arbitrary value of 36 in. for the breadth of flange. 


18. Cantilever Flat-slab Construction.—The cantilever flat- 
slab type of floor construction was originally introduced by Mr. 
C. A. P. Turner of Minneapolis. The construction consists of 
columns and a floor slab, without beams or girders. The loads 
are transmitted from the floor slab directly to the columns, the 
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Fic. 67.—Mushroom system. 


head of the column being curved out at the top to increase the 
circumference at the line of maximum stress in the slab. The 
floor is usually of uniform thickness throughout. 

The reinforcement of the slab consists of bars running in four 
directions radially from the column as shown in Figs. 67 and 68. 
The vertical reinforcing steel in the column is sometimes bent and 
carried into the slab to form what is known as a spider, which aids 
in preventing shear and adds to the rigidity of the connection. 
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This is the arrangement found in the original mushroom type, as 
shown in Fig. 67. 

Certain features of flat-slab reinforcement are covered by 
Letters Patent Nos. 985,119 and 1,003,384 of C. A. P. Turner. 
The following extracts cover the subject matter of these patents: 


‘Turner patent 985,119, granted Feb. 21, 1911: ‘‘A flat-slab and 
- column construction of concrete, including a cantilever head formed 
of elbow rods having portions thereof embedded in the slab, and other 


Courtesy of Mr. C. A. P. Turner. 


Fria. 68.—Cantilever flat-slab construction. John Deere Co.'s warehouse, 
Omaha, Nebraska. 


portions thereof extending into the columns a distance less than the 
height of the columns.” 

Turner patent 1,003,384, issued Sept. 12,1911: “An arrangement of 
reinforcement for a column-supported flat-plate floor of concrete, com- 
prising a plurality of circumferential cantilever members, respectively 
situated in the upper part of the slab at the columns and projecting 
therefrom, and reinforcing means extending from member to member 
in multiple directions through the space between said members, and 
filling, or substantially filling, such space. 

“An arrangement of reinforcement for a column-supported flat-plate 
floor of concrete, comprising a plurality of circumferential cantilever 
frames, each composed of crossed rods situated in the upper part of the 


slab at the columns, respectively, and extending across and outward. 
3 
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therefrom, and belts of rods extending from frame to frame in multiple 
directions, and filling or substantially filling the space between them.” 

The advantages claimed for the flat-slab floor, as stated by 
Mr. Turner, are as follows: 

“By my construction, wherein a capital or enlargement is formed on 
the column, or in one piece therewith, and by the employment of my 
reinforcement, I am able to dispense with the use of beams on the under 
side of the floor slab. This is an immense advantage in every way. It 
is economical in the use of concrete; it is also economical in that it 
renders unnecessary the expensive forms for making the beams, and it 
means greater rapidity of work. As far as the finished structure is 
concerned, the absence of beams on the under side of the floor slab 
enables partitions to be placed anywhere that it may be found desirable 
to place them. It results in better illumination from the windows, and 
there are no dirt-collecting corners, which exist where beams or girders 
are employed. 

‘‘ Another very important advantage resulting from the provision 
of a ceiling that is smooth, or free from beams or projections, is in the 
matter of fire protection. In fighting a fire with a stream of water from 
a hose, the obstruction offered by ribs or beams is obviously serious, 
since a rib may stop short a stream of water, whereas a flat, smooth 
surface against which the stream is directed at an angle, will deflect and 
spread the water, causing it to descend to the floor over a wide area and 
to the best possible advantage. Where sprinkler heads are used in a 
ceiling, the cost of equipment by such a system of fire protection is 
substantially reduced, because fewer sprinkler heads are required with 
a flat or smooth ceiling than one where there are beams or ribs on the 
under side of the ceiling. In warehouses, or similar buildings, my in- 
vention is of special value because in order to afford aisles or passage- 
ways, the load is naturally concentrated around the columns, and it is 
at these points, where the load therefore is greatest, that the greatest 
strength of the structure exists, by reason of the enlarged capitals of 
the columns, and their integral construction or formation with the slabs, 
and the heavy reinforcements of the structure immediately at and ad- 
jacent to the column. The provision of the capitals on the columns 
by gradually increasing the diameter of the columns at the top, and 
making them and the slab an integral mass, takes care of the com- 
pression of the concrete which is the greatest over the columns.” 


The structural action in the flat-slab type of floor is not fully 
understood and the several attempts which have been made 
at analysis have not met with any general acceptance. Recently, 
however, tests have been made of the actual structure in com- 
pleted buildings and in this way considerable information has 
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been gained by which at least some of these methods of analysis 
may be controlled so as to give safe results. (See Art. 28.) 

The student will get a general idea of the direction of the 
stresses in a flat-slab floor by referring to Fig. 69. This contour 
diagram appears in a pamphlet issued by the Corrugated Bar 
Co. of St. Louis and is the result of measurements on the de- 
flections of a rubber plate supported by small columns and under 
load. The diagram shows the plate bending downward around 
the columns, forming contour lines approximately circular in 
form. The suspended-span portion of the plate is seen to have 


Fig. 69. 


an opposite deformation, being concave downward in all direc- 
tions about a center formed by the intersection of the diagonals 
of the panel. Fig. 70 shows that with any radial deformation, 
a deformation also occurs in a circumferential direction. For 
example, if the top fibers around the column head are elongated 
an amount 4 R, then the enlargement of the plate on the top 
causes a deformation in a circumferential direction of 27 4 R. 
Thus it is evident that there are positive deformations in a flat 
slab under bending which have certain fixed geometrical ratios 
to each other. 

It is contended that reinforcing rods in four directions, being 
tangent to the circular sections at eight points, are in better 
position to resist circular as well as radial stresses over supports 
than rods arranged in two directions. Tests, however, do not 
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seem to bear out this contention. Some designers advocate 
placing a flat spiral form of reinforcement both over the columns 
and in the center of panel, and combining this with the four-way 
reinforcement. Of course from a theoretical standpoint, suffi- 
cient reinforcement could be placed in a hooped or spiral shape 
so that the cross and diagonal bars could be dispensed with. 
-This is not possible, however, in actual practice owing to the fact 
that concrete shrinks when setting and would pull away from the 
hoops; the hoops would therefore exert no pressure against the 
concrete until considerable, and perhaps dangerous, deformation 
had taken place. 


Fia. 70. 


A number of methods of analysis have been proposed for the 
cantilever type of flat-slab construction. Perhaps the three 
methods which have been most generally advocated are as follows: 

1. The division of the slab into beams, or beam strips, which 
we shall call the beam method of analysis. 

2. To consider the slab around the head of the column, out to 
the point of inflection, as a flat circular plate supporting a uniform 
load over its surface and also supporting a vertical load along its 
edge equal to the remaining part of the load tributary to the col- 
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-umn. In other words, the whole floor is considered as a series of 
flat circular slabs concentric with the columns and firmly clamped 
to them, and the rest of the floor is considered as supported along 
the edges of these circular slabs. The slab between the circular 
plates is considered as a square plate supported on all edges. 

3. To consider the slab as a homogeneous plate fixed on a sys- 
tem of equidistant points. 

The division of the slab into beams, or beam strips, is perhaps 
the most logical method of analyzing this type of floor. It must 
be recognized, however, that at least the steel stresses indicated 
by this analysis are reduced by slab action and by arch action to a 
very considerable degree, the amount of reduction probably 
depending upon the depth of the slab and upon the details of the 
head and slab reinforcement. Unfortunately, at the present 
time, it is not possible to state coefficients for this reduction. It 
may safely be concluded, however, that the stresses as found by 
this analysis will at least represent maximum values. 

The second method of analysis above mentioned is based by 
Taylor and Thompson! upon Prof. H. T. Eddy’s analysis of 
stresses” in homogeneous circular plates. In deriving the formu- 
las of this method, the effect of lateral stresses has been taken into 
account, this being expressed by Poisson’s ratio, which is the ratio 
of the lateral deformation to that in the direction of stress. The 
meaning of this ratio as applied to a loaded column is the lateral 
deformation per unit of width divided by the longitudinal defor- 
mation per unit of length. In aslab supported on columns there 
is a similar condition of deformations caused by horizontal 
stresses at right angles to each other. But few tests, however, 
have been made to determine the value of Poisson’s ratio and even 
the results which have been obtained vary considerably. Since 
Poisson’s ratio has an important bearing on the value of the com- 
puted stresses, it has been pointed out that this is one objection to 
using the formulas of this method. Another objection lies in the 
fact that the analysis by Eddy assumes certain relations in both 
shear and moment curves which do not seem to be applicable to a 
plate supported over a considerable area at its center. 

The third method of analysis mentioned is based on general 
deductions made from Grashof’s analysis of the stresses in a 
homogeneous plate supported at rows of points forming squares. 
It has been pointed out that the expression found by Grashof is 

1 From Taylor and Thompson’s ‘‘Concrete, Plain and Reinforced,” 2nd edition, page 483 
and Turneaure and Maurer’s ‘‘Principles of Reinforced Concrete Construction,’’ 2nd edi- 


tion, page 272. 
2 Year Book, Engr’s. Soc., Univ. of Minn., 1899. 
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indeterminate for other than square panels and also that this 
method gives the maximum stress at the center of the cross band, 
when actual tests show this is at the support. We also find, as 
in the second method of analysis, that Poisson’s ratio has an 
important bearing on the results. It would seem, then, from the 
above, that with our present knowledge of flat-slab design, the 
expressions derived from Grashof should not be considered of real 
practical value. Only the first two methods will receive con- 
sideration in this text. It must be understood that various 
results may be determined from each method, depending upon 
the assumptions made. 

Tests and the results obtained by the first two methods of 
analysis indicate that the moment is greater over the support than 
at the center, and that the critical section is at or near the edge 
of the capital. When the column head is flared so that it be- 
comes comparatively thin at its outer circumference, then a part 
of it is flexible and should be considered as part of the slab. For 
ordinary conditions, however, the edge of the capital may well 
be considered as the line of maximum bending moment. 

It is common practice to maintain the same slab design for all 
floors. If this is done, the design should be based on a minimum 
size of column capital. The size of the column capital is clearly 
a function of the floor slab and not of the column, and should 
depend on the floor load and the panel size. Instead of arbi- 
trarily assuming the size of capital, this dimension should prefer- 
ably be based on computations for diagonal tension. 

The shearing stresses in flat slabs seem exceedingly high, ‘but 
there should be a distinction made between the so-called punching 
shear, and shear which measures diagonal tension. Punching 
shear may properly be figured along the periphery of the capital 
and this shear is readily borne by the concrete and steel if the 
structure is properly- proportioned for diagonal tension. It 
should be noted in this connection that the Joint Committee 
recommends an allowable value in punching shear of 120 lb. per 
square inch for a 2000-lb. concrete. 

Shear as measuring the tendency to diagonal tension may be 
computed at some distance out from the column capital. Froma 
number of footing tests at the University of Illinois, Prof. A. N. 
Talbot concludes that, as an indication of the tendency to diagonal 
tension, the intensity of shearing stress should be computed on a 
section at a distance out from the pier or column equal to the 
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depth of the footing to the steel. The footings tested were of a 
uniform depth throughout and reinforced in a similar manner to 
the flat slab over a column head and it seems reasonable to apply 
Prof. Talbot’s conclusion to the case of the flat slab. It may 
be pointed out that the portion of the floor slab inside the line of 
inflection is in effect an inverted footing with a uniform load 
over the base and a concentrated load all along the edge. 

- By referring to Fig. 67, the student will notice that the rods 
in a band do not all pass over the column head. It has been held 
that the beam strips in the outer part of a band serve only to 
carry load to other strips which they intersect and which pass 
over the capital. This contention has been disproved by tests 
made at the University of Illinois on wide beams, with the ratio of 
depth to width of about +4,, or somewhat in excess of the usual 
ratio of depth to steel to width of band in the flat slab. The beams 
were 36 in. wide, 4 ft. 10 in. long, and 3 in. deep to the steel. 
They were loaded across their full width at the ends and were sup- 
ported at the third points, in some cases for their full width, in 
others for one-half their width, and in still others for one-fifth of 
their width. All the beams had ten 3-in. round rods placed longi- 
tudinally, and the beams supported for only one-fifth their width 
had 4-in. round rods 4 in: on centers crosswise of the beam. A 
study of the tests shows that there was only a very small falling 
off in the load carried when the beam was supported for only one- 
fifth its width, as compared to the load carried when the beam was 
supported its entire width. The deflection curves showed also 
that the steel at the edges took practically the same stress as did 
the rods in the beam supported for its full width. What amounts 
to the same result was observed in the footing tests above men- 
tioned. Prof. Talbot concluded as a result of these footing tests 
that the width of the resisting section, as governing the stress in 
the steel, was composed of the width of the pier, plus the depth 
to the steel on each side of this, plus one-half of the remaining 
width of the footing. If this same conclusion is Applied to a flat- 
slab floor, the width described includes all the steel in both the 
cross and diagonal bands in all ordinary designs. Thus it is 
evident that all the steel in the bands may be counted on to take 
its full resisting moment and not just the steel which passes over a 
column head. Actual tests bear out the same conclusion, the 
stress being found nearly constant across the entire band. The 
reinforcement in the footings previously mentioned was laid 
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sometimes in two bands and sometimes in four bands without 
any noticeable effect on the strength or stresses in the footing. 

Tests have indicated that the moment at the center of a band 
for uniform loading is somewhat less than one-half that at the 
support. It may be possible, however, that, when only a single 
panel is loaded, the stress at the center reached this amount. It 
would seem, then, that this fraction may be considered a maxi- 
mum for purposes of design. 

Cracks were found in the field tests at a distance of about 2 in. 
on the average outside of the edge of the capital. This would 
seem to indicate that moments may safely be figured about a 
section at the edge of capital as giving a maximum condition. 

The line of inflection has been found by test to le between 
a square (having the column at its center) and its inscribed circle. 
Tests have also indicated that the diameter of the inscribed circle 
may be taken at 0.56 ZL; where L is the length of panel side. This 
diameter is the least dimension of the line of inflection, and occurs 
in the cross band direction. 'The maximum dimension of the line 
of inflection occurs along the diagonal band and was observed in 
the test to be about 0.64. It would seem from these figures that 


the line of inflection may, with sufficient accuracy, be considered 
to lie on a circle with a diameter of ee oe F _ 0.60 L. 
The variation in this dimension would undoubtedly be small 
for the conditions found in practice, and, if columns are not 
permitted to have unduly small capitals, the value 0.60 L 
may safely be used. If the panel is not square, but nearly 
so, it is perhaps safe to consider L as the mean of the two panel 
dimensions. 

The compression in the concrete at the under face of the slab 
surrounding the column is the absolutely vital and critical point 
in every flat-slab design. It is contended, and tests seem to indi- 
cate, that the tension in the concrete acts to reduce the tensile 
steel stresses over the supports very materially, even at high over- 
loads. Arch action, which tests have clearly shown to exist, is 
another reason why steel stresses are low in a flat-slab floor. Both 
of these factors which reduce steel stresses tend to increase 
rather than decrease the compression in ‘the concrete at the 
support. Using a method of design which does not call for more 
than one-half the amount of steel at the center of span that is 
required over support, it would seem from the results of tests that 
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a value of 750 lb. per square inch in the boucrets at this point 
may be permitted for a 2000-lb. concrete. 

When a spider is employed over the column head, the column 
or radial rods should be brought near the top of the slab ‘at their 
extremity. It should be clear that hoops fastened to such rods 
cannot help in carrying tensile stress except as they lie above the 
neutral plane. It is the practice to-day to keep these rings and 
radials just as high as possible, consistent with allowing the 
slab rods to sag to the bottom toward the center of span. This 
was made necessary by the numerous slabs that showed circum- 


Courtesy of Universal Portland Cement Co. 


Frg. 71.—Larkin warehouse, Chicago, Ill. Note the depressed head 
design; also the floor sleepers and cinder-concrete fill. 


ferential cracks that on investigation could be attributed in a 
larger measure to the steel being too low to take care of the nega- 
tive bending moments than perhaps to any other cause. 

Some buildings have recently been built with what is called a 
depressed head design—that is, the slab is deepened for a con- 
siderable distance around the column capital. Tests made by 
Mr. Arthur R. Lord on a building of this type—the Chicago 
warehouse of Larkin Co. (Fig. 71)—tend to show that the critical 
stress section may be expected at the edge of the depressed head, 
although, with the proportions used in the Larkin warehouse, 
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there was little difference between the.stresses found atthis 
point as compared with those found at the edge of the capital. 
The deflection readings, compared with those of other tests, 
show that a flat-slab floor with a substantial depressed head design 
is stiffer and stronger than the straight flat slab as ordinarily 
designed, with anywhere near the same amount of materials. 

Cracks are liable to occur in flat-slab floors along rectangular 
lines between columns unless cross reinforcement of small rods 
is placed in the top of the slab. These cracks occur only along 
the cross-bands due to the fact that the span is shorter and the 
deflection is less than in the center of the slab. 


Dersien oF INTERIOR FLOOR Bay 


Design an interior bay for a flat-slab floor to support a live 
load of 200 lb. per square foot with columns spaced 16 ft. by 16 ft. 
on centers. Use working stresses recommended by the Joint 
Committee for a 2000-Ib. concrete. Assume plain rods of medium 
steel. 


ree (2* 


The width of each set of rods should be at least great enough 
so that no portion of the slab will be without reinforcement, as 
shown by the triangular areas a, b, c, d, in Fig. 72. The arrange- 
ment shown in Fig. 73 has no such gaps, and requires that 

A ed FED 
All) = L205 
or D=0.4142 
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It would be better to take a value of D slightly greater than this 
in order to assure a slight overlap of the reinforcing rods, say 
0.42L 

Beam Method.*—The diameter of the column capital will be 
assumed 54 in. For a continuous beam of span L, and carrying 
a total uniform load of amount W, the moment at the supports 


. WL , : ‘ 
IS Jo whereas the moment at midspan is one-half this amount, 


WL : : 
or og: Assuming that each of the four sets of slab rods carries 


one-fourth the total load (which is not far from the truth since 
the load at the center of a panel is divided between two diagonal 
bands, whereas the load at the center of a cross band is taken by 
only one set of rods) the bending moment from which to deter- 
mine the thickness of the slab and amount of reinforcement at 
the edge of column head becomes 


W 

Zig: WL 

i as 
For a width D=0.42L, the moment per foot of width, say M,, is 
therefore WL W 


Ms = 4801491) 20 1&1 
By a preliminary calculation it is found that the floor slab will 
be about 8 in. thick, giving a dead load of 100 lb. per square foot. 
The total live and dead load is therefore 300 lb. per square foot. 
Consequently, W = (16)2(300) = 76,800 lb. and 


76,800 
Sas 7) tans 3840 ft.-lb. 
aa M_ [3840 
a= ee eae in. 
(The value of K is for fs =16,000 and f-=750. See Table 2 of 
Volume I.) 


ds = (0.0097) (12) (5.4) =0.63 sq. in. per foot. 
Since the width of bands is assumed as D=0.42L =6.72 ft., 
say 6.75 ft., the total area of steel required for one radial system 
is (0.63) (6.75) =4.25 sq. in. As previously stated, the moment at 


* Method described is that proposed by Professor 8S. b. Slocum of the University of 
Cincinnati, in Engineering News, issue of April 18, 1912. The same method is also given 
in Professor Slocum’s ‘‘ Resistance of Materials,’’ published by Ginn & Co. 
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the center of the slab is one-half as great as at the supports. 
Thus, since the slab is to be of the same thickness throughout, 
only one-half as much steel is required in the bands at the center 
between columns as is required over the column tops. The 


; . 4.25 : 
required area of slab rods in one system is 9 = 2.13 sq. in., 


equivalent to 11 round rods, 3-in. diameter, spaced 8 in. on 
centers. Over the columns, the rods should be lapped to double 
the area at this part of the floor. 

The four sets of rods occur in layers where they cross the column 
top, and d=5.4 in. is the distance from the extreme fiber in com- 
pression to the center of the ee rod. The total thickness of 
slab should be d+(3)($) +2 in. =72 in. 

The thickness of the slab at the supports controls itis thickness 
of slab throughout the floor. It is advisable in many cases to 
reduce the depth by using steel in both top and bottom at the 
supports, and by employing a rich concreté im the vicinity of the 
columns. 

The area of concrete in shear at a distance out from the cir- 
cumference of the column capital equal to the depth of slab to 
steel is 7(64.8) (5.4) =1100 sq. in. The total load on one column 
= (16) (16) (300) =76,800 lb. Subtracting the load out to the 
section in question, which is approximately 6800 lb., the total 


shear to be sapere is 70,000 lb. This gives a shearing stress 
0,000 


on the section gee 1100 = 64 lb. per square inch. If all the rods 
are properly bent up, it would seem that this shear, as measuring 
diagonal tension, is not excessive. This value, however, should 
be about the maximum allowed. 

The floor has more than the necessary strength against punch- 
ing shear. 

Circular Plate Method—The analytical processes involved in 
the analysis of stresses in homogeneous circular plates are very 
complex and only the results of such investigation will be consid- 
ered here. The formulas adopted in preparing the diagrams of 
Figs. 74 and 75! apply to circular slabs free on their outer edge and 
clamped around the column. 


Let M,=bending moment, per unit width of section, causing ~ 
radial fiber-stress at any distance r. 


1From ‘‘Principles of Reinforced Concrete Construction,’ by Turne- 
aure and Maurer. 
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M,.=bending moment, per unit width of section, causing 
circumferential fiber-stress at any distance r. 


q=load per unit area. 
R,=ordinate to proper solid curve, Fig. 74. 
C,=ordinate to proper dotted curve, Fig. 74. 
» =load along circumference per unit length. 
R,=ordinate to proper solid curve, Fig. 75. 
C,.=ordinate to proper dotted curve, Fig. 75. 
Then 
M,=Ryqro? and M,=R2pro 
M.,=Cyqro? and M,.=Co2pro 


Fig. 74 gives the values of Ci and R, for five different ratios 
of 7; to ro, or radius of plate to radius of column capital. For 
other ratios interpolations may be made. Similarly, Fig. 75 
gives the values of C2 and Re. In each case the full lines give the 
coefficients for the radial bending moments (M;) and the dotted 
lines those for the circumferential bending moments (M.). 

In deriving the above formulas the effect of lateral stresses has 
been taken into account, this being expressed by Poisson’s ratio, 
which is the ratio of the lateral deformation to that in the direc- 
tion of stress. The value of this ratio is taken at 0.1, which has 
been shown by experiments to be a fair value for concrete of 1:2:4 
proportions. 

It should be clear that the load assumed around the circumfer- 
ence of each plate, due to the load on the portion of the slab 
between these plates, may be determined per unit of length by 
dividing the load on the panel minus the load on one plate by the 
circumference of one plate. 

Referring to Figs. 74 and 75, it is found that the radial maxi- 
mum moments occur at the circumference of the enlarged column 


if : : : : 
where esc 1. The circumferential moments at this point are a 
0 


minimum and very much smaller than the radial moments, 
hence these latter only need be computed for maximum stress and 
the circumferential moments may be disregarded. The total 
maximum equals the sum of the radial moment at the edge of the 
column taken from Figs. 74 and 75 or from the following table 


for the proper value of ae 
0 
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VALUES OF CONSTANTS R; AND R, BASED ON POISSON’S RATIO 
OF 0.1 AND WITH a1 
0 


(Ph 
Values of — 
To 


2.0 |2.2 |2.4 |2.6 |2.8 |3.0 |3.2 |3.4 |3.6 13.8 [4.0] 4.5 | 5.0 


Ri. .|0.72)1.08)1.52/2.04/2.66/3.37/4.17/5.06/6.05/7.15/8.35| 11.77] 15.99 


Re.. ee ae 4.02 4.54.5.07.5.60.17 6.73 Sel Z | On iz, 


In the problem at hand, assuming the diameter of the column — 
capital at 0.2 L, r= 208) 4.8 ft., and y= O-7318) 16 
ft. The dead load will be assumed at 125 lb. per square foot, mak- 
ing the total load 325 lb. per square foot. 

Area of slab (16X16) >. \ = 256:8q. ft: 

Area of circular plate 4.823.14 = 72 sq. ft. 

184 sq. ft. area of 
slab outside of 
assumed circu- 
lar plate. 

(184) (325) 
(2)(3.14) (4.8) 


=1990 circumferential unit loading in pounds 
per foot. 
4.8 
=16 =3.0, and from the above table 


R,=3.37, R2=4.02 
Employing formulas for maximum moments, 
Total M,= (8.37) (825) (1.6)?2+ (4.02) (1990) (1.6) =15,600 in.-lb. 
per inch of circumference. 

Some authorities advise placing only the two diagonal layers of 
steel in the top of the slab for tension and the two rectangular 
layers in the bottom of the slab to aid in compression. In the 
present case 2 per cent of steel will be placed diagonally in two 
layers at the top and 1 per cent of steel rectangularly in two layers 
at the bottom. It will be assumed that this amount of steel is 
economical and the resulting thickness of slab satisfactory. 


Ty 
Now, — 
T9 


ek a 
Using Table 11 of Volume I, assuming i =0;175 


MM POEGO eae. 
d=4/ fb (750) (0.278)(1) eee 
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We will take d= ie 75 in. and a total depth of 10in. For this depth 
the dead load is 75 (150) = 125 lb. per square foot, the same as as-~ 


d’ : 
sumed. Also— Figs ate 875 7 0-172, practically the same as assumed. 
The corresponding stress in the tensile steel is 
15600 


fe= (0.0167) (8.75)2> 12,200 Ib. per square inch. 
Since an increase of reinforcement for a short length over the 
columns decreases the thickness of entire slab, several trials should 
be made in any given design to determine the most economical 
relation of the amount of steel and concrete. A rich concrete 
mix, allowing a higher stress in the concrete, would undoubtedly 
be of advantage here. It would be well to limit the stress in the 
concrete to 800 lb. per square inch for any mix. 

The total amount of steel required in the top of slab over col- 
umn is a,=bdp=(2)(3.14)(1.6)(12)(8.75) (0.02) =21.2 sq. in. 
Each layer is effective on both sides of colunin and hence must 


have a = 5.3 sq. in. of steel. Since the width of band is 6.75 ft., 


4-in. round rods spaced 3 in. apart will give sufficient reinforce- 
ment. At the bottom of slab at column, the $-in. round rods will 
be placed 6 in. on centers. 

If we let 1, equal the distance between lines of pene it 


why? 
would appear amply safe to adopt a value of M = 12 at the center 


of the cross-bands. For the Gapone) reinforcement, the steel 


wl? 
runs in two directions and M= ="p4 may be safely employed. 


Tests indicate that the moment is even less than this. 
The diagonal distance between the circles of inflections is 
22.6—9.6=13 ft., and the bending moment in the middle of the 


. ; wl, A 
panels, using the conservative formula M=——-) is 


24 
wl ; 

M= ea ss) = = 27,400 in.-lb. per foot of width. 
Considering 1% in. of concrete below the center of steel, the 
effective thickness of the slab is 8.75 in. 

2 27400 
K= FR (12)(8.75)2 = 298 
In Table 3 for K = saat p =0.0020, and thus only 0.20 per cent of 
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steel in each diagonal direction will be necessary, or 4-in. round 
rods 10 in. apart. As a matter of convenience, the rods would 
naturally be placed 9 in. apart. The spacing of the rods in the 
rectangular bands may be determined in like manner. 

The strength of the slab against diagonal tension may be deter- 
mined in the same manner as in the beam method. 


PROBLEM 


7. Design an interior bay for a flat-slab floor to support a live load of 150 
Ib. per square foot with the columns spaced 18 ft. by 18 ft. on centers. 
Design by the two methods described in the text. Use working stresses 
recommended by the Joint Committee for a 2000-lb. concrete and 
medium steel. 


19. Unit Construetion—In the unit system of reinforced- 
concrete construction, all members (except the floor slabs in the 
Ransome System) are cast in forms on the ground and set in 
place, when hard, by a derrick (Figs. 76 and 77). The difficulty 
of securing rigid connections between girders, beams, and columns 
has been the most serious defect in this type of construction, 
but much has recently been accomplished in this respect. 

Economy can be the only reason for employing the unzt type of 
construction, as it is not any stronger or better looking than the 
monolithic construction; in fact, in these respects its highest 
expectation can be but equality. In the matter of cost, however, 
considering ordinary cases, it seems to have the better of the 
argument for three main reasons: (1) the greatly reduced amount 
of falsework required as compared with the monolithic type, 
(2) the reduction in the number of men required for the work of 
construction, and (3) the chance to carry on the work under cover 
in all kinds of weather. 

With the exception of structures built by the Ransome Unit 
System, each member in a wnt floor is designed as an individual 
carrying element, quite separate from the superimposed slab, 
and receiving no assistance therefrom. This necessitates the 
use of extra deep beams or the use of T-beam sections in order to 
get the required compressive strength. With the exception of 
the Ransome System just noted, the units are tied together by 
virtue of bars projecting into pockets or open spaces in which 


concrete is poured. 
9 
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The Ransome Unit System differs principally from the other 

_ unit systems in that the slab is poured in place after the unit 
beams, girders, and columns have been erected. If the tests 
described in Art. 28 are any criterion, it is possible to so unite 
the slab and beam that they may be considered as working as a 
unit—thus making possible, where continuity is not considered, 
just as economical a design from the standpoint of material as in 


Courtesy of Universal Portland Cement Co. 


Fie. 76.—Unit construction. Sturges & Burn Mfg. Co.’s building, 
Bellwood, Il. 


the monolithic type. In this system the slab serves to tie the 
entire building together—a feature lacking in the other unit 
systems. 

It should be quite evident that the greatest advantage obtained 
from the use of separately molded members occurs when a large 
number of the same size of beams, columns, and girders are to be 
employed. ‘The same forms can then be used over and over again. 
From this it follows that the unit type of construction is not 
likely to have universal application due to the multiplicity of 
shapes in complex structures. Study of designs, however, should 
in most cases reduce the number of shapes to a workable mini- 
mum. Restriction in sizes of discontinuous members is also 
likely to be a controlling factor and, under some conditions, 


FLOORS 131 


narrow the application of this system to certain layouts governed 
by the capacities of the handling apparatus. 

Shrinkage cracks do not usually occur in buildings of unit 
construction since all the shrinkage has taken place in the 
individual units before their incorporation into the structure. 
It is probable that unit methods will advance concrete construc- 
tion to a par with steel construction in that every element may 


Courtesy of Unit Construction Co. 


Fig. 77.—St. Louis Lead & Iron Works, St. Louis, Mo. Constructed by 
the unit method. 


be inspected and approved before it is placed, or, if desired, a 
given percentage of the units may be tested before erection. 
The principles of unit construction are well illustrated in recent 
types of structures built by the Unit Construction Company of 
St. Louis (Unit-Bilt System), and the Ransome Engineering Co. 
of New York—types which will now be described. It may as 
well be said here that the Unit Construction Company has very 
recently acquired the patents covering the Ransome Unit System 
and thus both systems are now controlled by one company. 
Figs. 78 to 81, inclusive, and Plate X show the principle of 
construction of the Unit-Bilt System. The columns are provided 
with brackets for the support of the girders, and the girders are 
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set on a mortar bed at a distance back from the center of column 
sufficient to allow the column rods to overlap. The girder rods 
to take negative moment over supports project into the space 
over the columns—the girders being cut back so as to give the 
necessary length for embedment (Fig. 79 and Plate X). The 
ribbed slabs rest on shelves or ledges on the sides of the girder, 


Floor Slab ~, 


Fig. 78.—Part section of building on the ‘Unit System” of reinforced- 
concrete construction. 
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Side Elevation 
Fic. 79.—Typical girders for “Unit System.” 


with the top of slab above the top of girder so as to permit the 
slab reinforcing-rods to project into the space thus formed and 
provide for negative tensile stresses. The outer face of each side 
rib of slab has a groove, so that the two grooves of adjacent slabs 
will form a key for the grout filling. When the spaces over col- 
umns and between the floor slabs are filled with concrete, a very 
rigid construction results, No attempt is made in the field to 
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obtain a complete bond between the filled concrete and the 
concrete of the separately molded members, since the filled 
concrete is used either in direct shear or in compression, or as a 
means for bonding the projecting rods in the space between the 
units. 

The column brackets are designed for shearing and bending, 
and proportioned to the bearing area required by the girder. 
The girders are figured as rectangular in section, although after 
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Fig. 80.—Typical floor slab for ‘‘Unit System.” 


the grout has been poured, the girder compressive area is largely 
augmented by the concrete filling and the adjoining end beams 
of the slab. In some work the girders have been figured as 
simply supported. Where continuous action has been considered, 
the girder is figured continuous only for the live load, since this 
load comes upon the girder after the connections are grouted in. 

The main details of the Ransome Unit System are shown in 
Plate XI. The usual reinforcement is placed near the sides of 
the columns and, in addition, a longitudinal rod is inserted in a 
central cored hole extending lengthwise through the column. 
The grouting of the column is done from the top after the setting 
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of the girders and beams. ‘The cored hole is enlarged and flared 
out at the bottom in order to insure an even bed for the column. 
The main column reinforcement is not continuous from story to 
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Fig. 81.—Details of column con- 
struction, “Unit System.” 


story and the caps and bases of 
the columns are enlarged so that, 
at these points, the concrete 
alone will be able to transfer the 
weights. 

The main girders are placed on 
top of the columns—the ends of 
each girder being enlarged so as 
to almost cover the cap of the 


). column. The beams are made 


with dove-tailed ends and fit 
into pockets in the girders (Plate 
XI). In the design of this sys- 
tem, the*vertical stirrups must 
be arranged so as to thoroughly 
bind the slab and beam, and 
make these members act as a 
unit. The beams and girders 
are usually cast of a depth equal 
to the distance from the bottom 
to the neutral axis only (Plate 
XI). The slab forms are erected 
between the beams (which are 
usually spaced about 4 ft. on 
centers) and rest upon ledgers 
bolted to the sides of the beam. 
The beam and girders are joined 
to the slab with a beveled joint, 
giving a slight draft to the 
forms, thus affording consider- 
able concrete around the con- 
necting rods. 

There is no shoring placed un- 
der the floor during construction 


so that the beam and girder units should be designed strong 
enough to carry their own weight plus that of forms and wet 
concrete slabs, in addition to an allowance for impact from buck- 
ets and so forth. The slab panels may be removed in a much 


135 


FLOORS 


X ALVTd 


*ANYAWOD NOLLIAMLSNOD LINA - 
NOILAYLSNOD ONIATIAG 
40 


STIVLId LIN qois pork, 
a-@ uolLoaS 


So11dS uWNjo> 
3d uoipse¢g 


ABP4I9 4BAO Bd1\dS QuIS ) 
2D UolLDeS 


136 REINFORCED CONCRETE CONSTRUCTION 


PLATE XL 
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shorter time than would be permitted on monolithic construction, 
since the previously molded beams and girders take care of the 
entire load up to the time when the full live load is brought on 
the floors. 

The beams in some buildings have been connected by means 
of tie bars as shown in Fig. 82. At about the quarter points 
and in the top of each beam and girder a hole was cast, extending 
down into the beam about 3 in. From this to the end of beam a 
slot was formed. With two beams end to end, a rod with a right- 
angle bend at each end could then be slipped in place before the 
slab was poured. In the more recent developments of the system 


Fie. 82. 


(Plate XI), the ends of the reinforcing rods project above the 
tops of the beam and girder units and a loose rod is inserted in 
the slab to provide for negative moment. The beams and 
girders are figured as simply supported although, with proper 
design, the continuity might probably be taken advantage of to 
some extent. 

20. Steel Frame Construction with Concrete Slabs.—The 
steel skeleton consists of columns, girders and cross-beams—the 
same arrangement as in the monolithic beam and girder construc- 
tion—the beams usually being spaced about 6 ft. on centers. 
The many styles of this type of construction differ from each 
other in the form of slab steel used, the position of the concrete 
relative to the beam, and in the use of curved or flat slabs. 

I-beams completely enclosed in concrete should be wrapped 
with wire, wire mesh, or metal lath, to prevent the concrete 
below the bottom flange from cracking and dropping off. The 
material used should be of sufficient size to render efficient ser- 
vice even though it should, by some accident, become corroded. 
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It should be wrapped securely to the I-beam flange, and, at the 
same time, sufficient space should be left to effect a concrete 
clinch between the wrapping material and the beam. 

Fig. 83 shows the floor slab placed directly on the tops of the 


Hand nut. 
24.6" Wood washer 
Fig. 83. Fie. 84. 


steel beams. The reinforcement of the slab may be either small 
rods, a wire fabric, or a sheet reinforcement. The slab as shown 
must be calculated as a simple beam, since reinforcement is not 
provided for negative moment over the supports. The method of 
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figuring such slabs and a discussion relating to the reinforcement 
for negative moment is given in Chapter V of Volume I. 

Fig. 84 is a very common form of concrete floor supported by 
steel girders. The form for constructing same is also shown. 
The haunches of the slab are carried down to the lower flange of 


Fig. 87. Fig. 88. 


the I-beam, the under surface of which may be covered with 
metal lathing and plaster for fire protection. (See Figs. 85 and 
86.) The I-beam is sometimes entirely encased in the concrete 
as shown in Fig. 89, but it is difficult to place the material under 
the lower flange. © 
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Cross-section 


bar 
Fic. 89.—Columbian slab floor. 
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Fria. 91.—Roebling flat-slab floor. 
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Concrete floors are sometimes laid as continuous slabs with only 
the upper part of the I-beams in the concrete, and sometimes the 
slab is so located with reference to the I-beams that the metal is 
placed between the beams instead of running over them, as in 
Figs. 87 and 88. Still another type of floor consists of arches 
sprung between the lower flanges of the I-beams and filled to 
the floor level with cinders. 

In Fig. 89 is shown the Columbian slab floor. The reinforcing 
bars are suspended from the top flange of the I-beam by a hanger, 
as shown in Fig. 90, or they are riveted to the web of the beam as 
shown in Fig. 89. 

The Roebling slab floor is of many types, a common form being 
shown in Fig. 91. The reinforcement is flat bars, which are bent 


Fig. 92.—Roebling segmental concrete arch floor. 


at the beams so as to connect with the flange as shown. Spacers, 
which supply the place of distributing rods, are fitted into slots 
in the bars. A 16-ft. span may be constructed with this type of 
floor. A flat ceiling is obtained by suspending metal lathing 
from beam to beam and plastering. A Roebling segmental con- 
crete arch floor is shown in Fig. 92. 

21. Floor Surfaces.—A concrete floor usually has a mortar 
or granolithic finish as wearing surface. Such a surface if not 
allowed to set rapidly is hard and practically impervious to 
water. 

The usual proportions for granolithic finish are one part 
Portland cement, one part sand, and one part crushed stone which 
passes through a {-in. mesh screen. This mortar surfacing is 
laid over the concrete slab and troweled to a hard finish. If 
placed before the concrete below has set, it may be from 2 in. 
to 1 in. thick, but where the concrete of the slab becomes old before 
- the granolithic finish is laid, the thickness should be at least 2 in. 
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Granolithic finish is screeded to grade with a straight edge, 
smoothed with a wooden float, and finished with a steel trowel. 
It is often marked off into blocks, or sections, of suitable size by 
shallow grooves. The object in dividing the surface into panels 
is purely ornamental, since reinforcement against shrinkage 
cracks is provided in the lower portion of the concrete slab. 

Some engineers prefer to lay a cinder concrete base, not less 
than 2 in. thick, before placing the cement finish. The advantage 
of this method is that should there be any reason fer removing a 
section of the finished floor, it can be accomplished without injury 
to the reinforced-concrete slab. On account of the porosity of the 
cinder concrete it is difficult, however, to obtain a satisfactory 
cement finish if the same is placed before the cinder concrete base 
has set. 

It is quite often necessary in warehouses and factories to 
protect concrete floors against heavy trucking. Discussing the 
methods which have been employed by the Aberthaw Construc- 
tion Co., Mr. M. C. Tuttle writes as follows in the Cement Age, 
issue of February, 1912: 


“We have used several methods for this, particularly in paper mills 
where the wet stock is handled in big boxes which are supported by small 
iron wheels. Here we have used cast-iron plates which were bedded in 
the concrete, and have also used a rack made of flat bars of steel with 
washers between them; in general, like a rack for a head gate in a canal. 
The edges of the flat bars take up the wear of the trucking and have 
proved quite satisfactory. This is probably the cheapest form of steel 
wearing surface which we have used.” 


If a wood floor is desired, 2 <3-in. or 2 4-in. sleepers are usually 
laid on top of the rough concrete slab, and cinder concrete or 
stone concrete poor in cement is run between these nailing strips. 
For ordinary cases, }-in. to 1%-in. maple flooring nailed to 
23-in. sleepers, 16 in. apart, isfound satisfactory. The propor- 
tions of cinder concrete specified vary considerably—average 
proportions, 1:3: 6. The sides of sleepers are usually beveled, 
but this does not prevent them from becoming loose when the 
wood shrinks. ‘The best method of holding the sleepers in place 
is to drive 40d nails in the sides of the sleepers at intervals of three 
feet, on alternate sides. These nails key with the concrete and 
prevent any movement of the sleeper. 

There has been much dissatisfaction with the above method of 
constructing wooden floor surfaces on account of the liability of 
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the sleepers to decay by dry rot. To avoid decay the sleepers 
should be well seasoned, and care should be taken to permit no 
moisture to reach them even after the top flooring is in place. 
Sufficient time should be allowed the concrete to dry out before 
the finished flooring is laid. Dry rot is a fungus disease of wood 
that thrives in the presence of moisture and absence of circulating 
air. It makes little difference whether the moisture is the sap of 
the green wood, or water that soaks into the wood after it has been 
dried. 

Sleepers are sometimes laid in dry cinder fill. In such construc- 
tion the chance of dry rot is probably small, since there is some 
opportunity for air circulation through the porous cinders. 
Cinders would also tend to absorb the moisture. 

A sand-and-tar base for plank flooring on reinforced-concrete 
floor slabs has been employed to some extent to avoid any danger 
from dry rot. A layer of sand mixed with coal tar is spread about 
14in. thick on the floor slab and leveled whilesstill warm and soft 
with a straight-edge. On this layer is then placed first a layer of 
2-in. plank, then j-in. rough pine board, and finally a wearing 
surface of 7-in. to 14-in. maple. The different layers of planking 
should be placed in different directions. 

The following construction has been used in school-house floors 
with satisfactory results: At the completion of the floor slab, a 
1-in. footing of sand is placed on top of the same and brought to a 
true level by screeding. On top of the sand are placed 13-in. 
boards laid diagonally and nailed together at the edges. The form 
lumber used for centering is generally employed for this work. 
On top of the 1}-in. boards is then placed building paper, which in 
turn is covered by the finished flooring. 

Tn hotels and similar establishments, linoleum or carpeting over 
a fairly smooth cement base seems to give satisfaction. The fol- 
lowing discussion by E. J. Ruxton! in Concrete Cement Age for 
October, 1912, should be of interest: 

“In regard to the sawdust concrete floors laid at Springfield Public 
Library, the conditions and results in this work are approximately as 
follows: : 

“Several preliminary samples were made up of cement, sand and saw- 
dust in the following proportions: 1:2:2,1:2:3, 1:4:4, 1:34:43, 
1:3:3, and 1:24:34. 


Member of the firm of Birnie, Adams & Ruxton Construction Co., 
Springfield, Mass. 
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“The cement used was both Lehigh and Iron Clad cement on which 
no previous tests had been made. The sand was a clean, sharp sand 
secured locally, and the sawdust was that obtained from a local box fac- 
tory, consisting of the sawdust from native pine wood, most of which 
probably was green wood. These samples were made in a box 1 ft. 
square and 38 in. high, having no bottom, and resting directly on rein- 
forced-concrete floors that had been installed. After allowing these to 
set about 2 weeks, it was found that of all the samples made, the 
only two which seemed at all possible to use were the mixtures 1:2:1 
and 1:2:2, although the architect had specified a 1:2:3 mixture. 

“Tn laying the floors a 2-in. base course of cinder concrete, mixed 
in proportions of 1:3:5 was first placed on the reinforced-concrete 
floor, and on this was placed a 1-in. finish course of 1: 2:2 saw-dust mix- 
ture. The first day’s run we installed about 265 sq. yd., but because 
of rainy weather we had to discontinue operations for about 4 days. 
At the end of this time, it was seen that this original 265 sq. yd. had not 
hardened sufficiently to sustain any weight, and also showed no hold- 
ing power for nails, which were to be driven into it finally. It was 
then decided to change this top mixture to 1:2:1, and when the opera~ 
tions were continued this mixture was used, which gave better results. 

“‘ However, it was seen that this top mixture might possibly be made | 
still better by changing it to the proportions of 1:2:2, this latter mix- 
ture being used for the remainder of the 5000 sq. yd. installed. 

“The writer would state that in laying this floor it was not the in- 
tention to construct a floor which would stand the ordinary wear on 
its surface, as it was the intention to produce a surface on which a cork 
carpet could be laid, providing strong holding power for the nails and 
at the same time producing a softer surface for a carpet than the ordi- 
nary 1:2 cement-sand mixture would produce. It was found that with 
the mixture of 1:2:% it was practically impossible to drive nails in it, 
but in the mixture 1:2:2 no difficulty was noticed in driving the nails 
and at the same time they had good holding power. 

“Tn working this top finish, it was the intention to place it not later 
than 50 minutes after the bottom cinder concrete was placed. This re- 
sult, however, could not always be obtained because of rainy weather, 
so that in the event of a longer time having elapsed between the placing 
of the finish coat on the bottom course, a wash of cream cement and 
water was first applied, before the top or finish coat was placed. 

“Tn regard to the troweling or finishing of this coat, 1 in. X 2 in. 
screeds were placed on the bottom or cinder concrete, and leveled, and 
the top course placed and screeded down with a straight-edge having 
a steel face. The object of this was to secure a smooth surface requir- 
ing no troweling, as this top course set very slowly, thus delaying 
any opportunity for troweling. Wherever there were any rather rough 
spots these were usually rubbed down the next morning, the top course 
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having set sufficiently to sustain the weight of a man and allow 
troweling. 

“For the troweling, we used an ordinary wood float instead of a steel 
trowel. This gave a smooth enough surface for laying a cork carpet, 
and prevented unnecessary travel over the green floor to secure this. 
About two weeks after this surface of sawdust concrete was laid, the 
interior decorating and plastering of the library building was done. 
This necessitated the floor carrying heavy horses for platforms, and 
heavy traffic, and at the end of the plastering period it was necessary 
to remove all surplus plastering from the floor. Even with this hard 
usage very little patching had to be done before the cork carpet could 
be laid. 

“Tt, will be two years this fall since this floor was installed, but as it 
is covered with the cork carpet, we have no way of telling in just what 
condition it may be. We have, however, heard no complaint in regard 
to the carpet becoming loose or the nails pulling out.” 


Flat tiles are sometimes employed as a floor surface in reinforced- 
concrete construction. The most durableand sanitary tile is the 
vitreous-clay tile. The ceramic tile is perhaps the most often 
used and is a vitreous-clay tile manufactured in square, hexagonal, 
and round shapes. The squares range in size from # in. to 3 in 
and the hexagonal shapes from 2 in. to lin. ‘Tiles are laid some 
little time after the floor slab is poured and, if set in Portland- 
cement mortar, should be embedded in a layer not less than 2 to 
2% in. thick in order to prevent curling of the tile due to shrinkage 
of the base. There are now on the market, however, some 
patented bases which seem satisfactory and which will allow a 
bedding thickness of only 1 in. over and above the thickness of 
the floor slab proper. 

22. Loading.—The following loading for floors, extracted from 
the Boston building laws, represents first-class modern practice: 


“All new or renewed floors shall be so constructed as to carry safely 
the weight to which the proposed use of the building will subject them, 
and every permit granted shall state for what purpose the building is 
designed to be used; but the least capacity per superficial square foot, 
exclusive of mates shall be: 

“For floors of dwellings and for apartment floors of apart and 
public hotels, 50 Ib. 

“For office floors and for public rooms of apartment and public 
hotels, 100 lb. 

“For floors of retail stores and public buildings, except school- 
houses, 125 lb. 
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“For floors of schoolhouses, other than floors of assembly rooms, 80 
Ib., and for floors of assembly rooms, 125 lb. 

“For floors of drill rooms, dance halls and riding schools, 200 lb. 

“For floors of warehouses and mercantile buildings, at least 250 Ib. 

“The loads for floors not included in this classification shall be 
determined by the Commissioner, subject to appeal, as provided by law. 

“The full floor load specified in this section shall be included in pro- 
portioning all parts of buildings designed for dwellings, hotels, school- 
houses, warehouses, or for heavy mercantile and manufacturing pur- 
poses. In other buildings, however, certain reductions may be allowed 
as follows: In girders carrying more than 100 sq. ft. of floor, the live 
load may be reduced by 10 per cent. In columns, piers, walls, and 
other parts carrying two floors, a reduction of 15 per cent of the total 
live load may be made; where three floors are carried, the total live 
load may be reduced by 20 per cent; four floors, 25 per cent; five floors, 
30 per cent; six floors, 35 per cent; seven floors, 40 per cent; eight 
floors, 45 per cent; nine or more floors, 50 per cent.” 


In a factory or warehouse it is often possible to calculate ac- 
curately the maximum weight which a floor will be called upon to 
carry. For the very heaviest loading fhe problem is frequently 
the simplest since such loading is apt to be due to certain definite 
weights, such as the weight of merchandise. The loading, how- 
ever, must often be assumed without actual computation, and 
the dynamic effect of the live load will often require considera- 
tion. Mr. Sanford E. Thompson in ‘Reinforced Concrete in 
Factory Construction,’”’ published by The Atlas Portland Cement 
Co., suggests the following values as a guide to the selection of 
floor loads: 


@ fii ceHOOES. desi he) es Gc daalss doa 100 Ib. per square foot. 
Light running machinery........ 200 lb. per square foot. 
Medium heavy machinery...... 200 lb. per square foot. 
Heavy machinery.............. 250 lb. per square foot. 


Storage of parts of finished pro- 
ducts, depending upon actual 
calculated loads............... 150 to 500 lb. per square foot. 


Slabs and beams in floor construction should always be calcu- 
lated for full loading, but girders and columns are sometimes de- 
signed for a slightly smaller load if the loading at any given time 
occurs over only a part of the floor. 

The working stresses usually employed, and those recommended 
by the Joint Committee (see Appendix) are intended to apply to 
static loads. Proper allowance for the dynamic effect of the 

10 
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live load should be taken into account by adding the desired 
amount to the live load to produce an equivalent static load before 
applying the unit stresses in proportioning parts. An allowance 
for impact will be necessary only in special cases, as in the case 
of floors supporting heavy machinery. The amount to add to the 
live load because of impact will vary all the way from 25 per cent 
to 100 per cent depending upon the proportion of the specified 
live load which may be subject to motion. 

The dead load of any floor may be estimated from the following 
approximate data—weights are per square foot of floor surface: 

Wooden wearing surfaces, 4 to 6 lb. 
Screeds or nailing strips, 2 lb. 
Cinder-concrete filling (2 in. thick), 15 lb. 
Hollow tile, see Art. 17. 

Plaster, 5 lb. 

Suspended ceiling, 10 lb. 

Cinders, 7 lb. ~ 

23. Economical Considerations.—The size of floor bays de- 
pends upon the loading, the uses to which the building is to be 
put, and the size and shape of the ground area. In a large build- 
ing it is frequently worth while to make several comparative 
estimates with different layouts of the beams, girders and columns, 
so as to obtain the most economical arrangement under the given 
conditions. 

The cost of changing forms to meet changes in sizes of beams 
and columns in different stories must be kept constantly in mind. 
It is more economical to vary the depths of beams from floor to 
floor than the widths, on account of the slab panels; and to vary 
square columns in one dimension rather than in two, both on 
account of the columns themselves and the beams which frame 
into them. It is not advisable to change the size of members 
from floor to floor for small differences in computed dimensions; 
nor is it advisable on any floor, if simplicity in field work is 
desired, to make slight changes in the sizes of beams and in the 
thicknesses and reinforcement of the slabs, unless such variations 
occur over large areas. When slabs of considerable variation 
in span alternate, it is better to vary the thickness and keep 
the reinforcement the same, than to vary the reinforcement 
and use the same thickness of slab. Although slight differences 
in dimensions are not desirable, the designs made should be con- 
sidered carefully in every detail. 
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24. Small Floor Openings——The methods of arranging slab 
reinforcement around small openings, such as for chimneys and 
ventilators, needs some consideration. Both a wrong and a 
right method are shown in Fig. 93. The openings are shown 
against a wall, and the floor slab is reinforced in only one 
direction. 

The method shown of placing the reinforcing rods parallel to 
the opening makes a neat looking job, but it should be evident 
that no proper provision is necessarily made to carry the load 
which would ordinarily come on the wall at the openings. The 
right method shown in less artistic, but, as a general rule, is 


Wrong Method Right Method 


Fic. 93.—Method of placing reinforcement around small floor openings. 


vastly more efficient. The cross rods serve only to reinforce the 
slab locally. All. such designs should be carefully studied to 
make sure that the required strength is secured at all points. 
Slab rods should never be curved horizontally to dodge floor 
openings as a curved rod will tend to rotate. 

Wrought-iron and galvanized-iron sleeves are built into the 
construction work for all steam, return, sprinkler, sewer, gas, and 
similar pipes. All floor sleeves should be flush with the ceiling 
line and should extend about 2 in. above the floor line. Pipe- 
risers should not be allowed to come up through columns as 
repairs and alterations are difficult, if not impossible, under such 
90 arrangement; electric conduits, however, form an exception 
to this rule. Special shafts with fire-proof walls are sometimes 
used for plumbing and vent pipes, and this practice has much to 
commend it since a floor to be a perfect fire cut-off should be 
solid from wall to wall, with stairways, elevators, and all openings 
enclosed in vertical fire-proof walls. 
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25. Provision for the Attachment of Shaft-hangers and 
Sprinkler Pipes.—There are many different methods of attaching 
shafting, sprinkler pipes, and machinery to the under side of a 


Shaft hanger 
lag screwed 
to 4" 6" 


Section Elevation 
Fic. 94. 


Holes punched and 
‘bolts dropped 
through before Lis 
bolted to beam 


Section Elevation 
Fie. 95. 


ex a ieee ig 
oO (Tin sleeve £" larger 


} thar bo/t (irside dam) 
|i a 


| 
7 


ae 
Fe Fhe F "Di (tapped) 


Fig. 96.—Detail of socket and bolt. 


concrete floor. The method adopted should be as flexible as 
possible in order to accommodate future changes in the line of 
shafting, additions, or improved machinery. All bolts and 
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sockets should be placed before the concrete is run, as drilling is 
expensive and reinforcing bars are liable to be encountered, which 
would cause more or less difficulty and might lead to serious 
trouble if cut off. 


eb 
\ Hard Pine 


GY 


Pipe 


\ ee: 
an a Attaching & 
Holding’ down “Half round iror bolt 
bolt 


Fig. 100. 


A convenient method is to place suitable bolts at intervals, 
usually 4 ft. on centers, with their threaded ends projecting from 
the concrete. By means of these projecting bolts, timbers may 
be fastened wherever desired and the shaft-hangers lag-screwed 
in place. 
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Fig. 101. 


res wlO2: Fie. 103. 


thickness 


Socket 


Elevation Plan 
Fig. 105. 
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The heads of bolts projecting into concrete should be enlarged 
or bent so that the bolt will not tear out. If desired, a washer 
or plate may be employed for this purpose underneath the head 
of the bolt. Figs. 94 and 95 illustrate the use of large washer 
nuts. These are temporarily held in position by a thin iron tube 


BA's yg Washer 


\. 3” bolt 


We nee : 
“With oblong head ae 


a Sleeve 
Fie. 106. Fra. 107. 


resting on the centering and by a bolt projecting through the 
hole in the bottom of the beam box. The washer nut is tightened 
down to the top of the tube which secures it firmly in an upright 
position (see Concrete Engineering Co’s. detail shown in Fig. 96). 


“Mood Fillers 
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“Cast irom Clamp 
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“T "headed attaching 
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Z"bolr’ 3B 
4 


Fig. 108. 


When the beam boxes or centering are removed the bolts are 
easily unscrewed from the nut, leaving a clear passage through 
the concrete to the nut above. The stirrups shown are to 
prevent excessive deformation in the beam. By the method 
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shown in Fig. 95, the shaft-hangers may be securely fastened by 
bolts. 

When projecting bolts are used, it is seldom that all are made 
use of, and those not used present an unsightly appearance. 
This is the main objection to the scheme shown in Fig. 97. 
Saddles and check nuts serve to hold the long bolts in position. 

The Unit socket is shown in Fig. 98. This device serves also 
as a support and spacer for the beam rods, keeping them all 


Courtesy of Mr. H. F. Porter, Mfg. Editor of ‘‘ Factory.’’ 


Fic. 109.—Interior Philadelphia Watch Case Co., Riverside, N. J. 
Inserts for holding sprinkler pipes similar to the insert shown in Fig. 99. 
Sliding door at the right should be noted. 


properly spaced from each other and from the beam box or 
centering. 

A form of adjustable socket for use in beams, principally, is 
shown in Fig. 99. These castings are made in convenient lengths 
and the slot in the bottom makes it possible to place hangers or 
bolts at any desired location along the length of the insert. The 
casting can be anchored as securely in the concrete as may be 
necessary by the use of stirrups passed through the open spaces. 
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Figs. 100 and 101 illustrate two other methods used for attach- 
ing shaft-hangers to beams. Fig. 100 is what is known as a pipe 
slot hanger. Fig. 101 can be made a strong and serviceable ~ 
support for motors and machinery. 

The schemes shown in Figs. 102 and 103 have been used quite 
extensively by the Turner Construction Co. of New York. 

Fig. 104 shows a hanger socket mainly for use in slabs. The 
casting varies in length with the depth of the slab and is made 
smaller at the tapped end than at the top, so there will be no 


Courtesy of Turner Construction Co. 

Fic. 110.—Press room, Robert Gair Factory, Brooklyn, N. Y. Note 
heavy machinery loads supported on floors designed for 200 lb. per square 
foot. Also, note sprinkler and wiring connections. 


possibility of the binding of the tap-screw when screwed in. 
The cross-pin shown passes transversely through a cored hole 
in the upper end of the casting. Fig. 105 shows a somewhat 
similar type of socket. A bolt through a hole in the form secures 
it in position during concreting. Figs. 106 and 107 show two 
other methods used for slabs between beams. 

A flexible method of attachment is shown in Fig. 108—a 
method used in the shops of the United Shoe Machinery Co., 
Beverly, Mass. The anchor bolts were spaced 3 ft. on centers 
in all transverse floor and roof girders. A transverse line of 
bolts alternately spaced 1 ft, and 6 ft. centers was also built in 
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the middle of each floor and roof panel. In the girder arrange- 
ment, the nuts on the lower ends of the anchor bolts engage cast- 
iron saddles which clamp against pairs of angles with wood 
fillers. Fig. 108 shows how the ‘T”’-headed attaching bolts 


Courtesy of Turner Construction Co, 


Fie. 111.—Paper-cutting machines in Gair Building. Note method of 
attaching shafting. 


may move freely along the slot formed ‘by the angles. In the 
floor panels, the bolts have simple heads or nuts upon the upper 
ends which bear upon flat washers. In thin slabs the heads bear 
upon washer plates in the upper surface of the slab (Fig. 108). 
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Tt is not good practice to depend upon reinforcing rods for 
direct support of shaft-hangers, as thereby too great a strain is 
placed locally on the rods and the concrete under them will 
become loosened from the continuous pull and vibration of the 
shafting. 

Figs. 109 to 112, inclusive, will give the student a better idea 
of the manner of attaching shaft-hangers and sprinkler pipes. 


Courtesy of Universal Portland Cement Co. 


Fie. 112.—Factory building of the Minnesota State Prison, Stillwater, 
Minnesota. Mushroom system. Note the attachment of sprinkler pipes 
and shafting. : 


26. Bedding Machinery.—Machines can readily be connected 
to the concrete by drilling small holes in the floor at the proper 
points and setting lag-screws or through-bolts. If through-bolts 
are required, the holes should be located before the floor is con- 
creted. A permanent level base may be obtained by leveling 
the machine an inch or two above the foundation proper and 
grouting it in place. A dam of sand is first built around the 
machine. Then the grout, in proportions one part cement to one 
or two parts of sand mixed to the consistency of thick cream, 
is poured so as to run under the casting. As the mortar hardens 
it is continually rammed with a rod to prevent shrinkage. 

In most cases machinery runs better and lasts longer if placed 
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on solid foundations, but there are exceptional cases where 
machines seem to require more or less give on their bases, as in 
certain textile mills. In such cases a wood-finished floor can be 
laid or wooden timbers fastened to the concrete floor. Sheet 
cork and linoleum carpet have also been used for this purpose. 

27. Waterproof Floors for Fire Protection.—In case, of fire, a 
watertight floor in factory buildings prevents damage from water 
to the machinery or materials in the stories below. According to 
Insurance Engineering, the damage from 
water after a fire in fireproof factory build- 
ings is much greater than that from the fire 
itself. A concrete floor with granolithic sur- 
face is practically impervious to water but 
unless a floor is made self-draining, water will 
get down through the floor openings. Raised 
sills should be provided around all openings, 
whether or not a cement finish is used, and 
scuppers of ample size should be placed in the 
sie outside walls to carry water from the floors to 
the outside of the building. Fig. 113 is a 
detail of wall scuppers used in the Liberty 
Silk warehouses, New York City. The waterproofing of floors 
may be accomplished by using an impervious finished flooring 
or by using an under coating of asphalt felt laid in hot asphalt. 

28. Tests.— Within the last few years full-sized floor panels of 
both the monolithic beam and girder and the flat-slab types, 
have been tested (Fig. 114) for the elastic deformation of the 
concrete and the steel under increasing loads. The tests con- 
sisted in loading, with an increasing load, a number of consecutive 
panels of a reinforced-concrete building, and of observing the 
exact contraction or expansion of certain portions of the steel 
and of the concrete by means of delicate instruments. In order 
to make such observations, the concrete was removed from the 
steel in given places, and drill holes were made in the steel thus 
uncovered. Into these holes the extensometer points were 
placed. Small holes were also drilled in the concrete for the same 
purpose. From the elastic deformations obtained as above 
described and from values obtained for moduli of elasticity of 
the steel and concrete, the stresses in the members were computed 
and the results compared with those for which the building was 
designed. 


Opening 4'12" 


Pres Le. 
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Only experienced observers were employed in making the tests 
above described on account of the small deformation in the mate- 
rial. This small deformation makes great care necessary in the 
manipulation of the instruments if reasonable accuracy is to be 
obtained. The possibilities of this method have not yet been re- 
alized, but it is expected that in the near future important results 
will come from an analysis of the stresses obtained from a number 
of these tests. 


Courtesy of Ferro-concrete Construction Co. 


Fig. 114.—Test of floor in the Wenalden warehouse, Chicago, Ill. 


The presence of arch action in flat-slab floors is very clearly 
shown in Figs. 115 and 116. The diagrams -were made from 
measurements taken in the test of the Chicago warehouse of 
Larkin Co. (Fig. 71) by Mr. Arthur R. Lord, structural and test- 
ing engineer of Chicago. The building was designed in accordance 
with Chicago’s building ordinance which governs flat-slab con- 
struction. Fig. 117 shows the location of the gage points on the 
upper surface of the slab. The diagrams show the upper and 
lower surfaces of the slab to be in compression for a considerable 
distance on either side of the point of inflection. The average 
compression on the section at the point of inflection is indicated as 
from 150 to 250 lb. per squareinch. As in other tests for actual 
stresses it is evident from the measured stresses that a great deal 
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‘Fie. 115.—Point of inflection readings in diagonal direction across wall 
panel. 
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Fie. 116.—Point of inflection readings in long cross direction of wall panel. 
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of the load is carried by the moment of the plain concrete slab and 
by arch action. The compressive stresses are altogether greater 
than the tensile stresses in the steel would lead us to expect. 

In the Larkin test, deflections were measured at 24 points. 
In Fig. 118 three important readings are plotted for the entire 
period of the test and for one week subsequent to the removal of 
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Fig. 117. 


the load. These readings were taken at the centers of panels and 
are very instructive. Mr. Lord in a paper given before the 
Ninth Annual Convention of the National Association of Cement 
Users, states: 


“Four sets of readings were taken under full load (twice the dead and 
live design load) and three sets after the load was removed. In Fig. 
118 note that the deflection decreased during the last five hours that the 
full load remained on the floor. A few days after the test load was 
removed it became necessary to place the cinder fill and floor strips for 
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the maple flooring and these were held in place by posts and wedges 
driven hard against the slab above. A material increase in the deflec- 
tion resulted. At the time the last reading was taken, the posts had 
been removed a short time, and the weight of the cinder fill and sleepers 
alone was on the floor.” 
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Fia. 118.—Deflection diagram. 


In connection with the introduction of the Ransome Unit 
System (see Art. 19), a series of very interesting tests were made 
in the Harvard University Laboratory on T-beams of both the 
monolithic and unit types, reinforced with straight rods only, and 
with both straight and bent rods. The top of the stem of some of 
the unit beams were left fairly smooth, as would occur in every- 
day practice, and, in the other unit beams, deep corrugations 
were made. All the beams had U-stirrups which extended well 
up into the slab. In the unit beams, the slab was cast from four 
to nine days later than the stem. Twenty-eight beams were pre- 
pared, but only eleven have so far been tested—the balance being 
held for a longer-time test. 
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Professor L. J. Johnson, who made the experiments, expects to 
publish in due season a complete report of both the short- and 
long-time tests. Some of the conclusions arrived at by Ransome 
and Saurbrey (eye-witnesses of these tests), as given in their book 
“Reinforced Concrete Buildings,” are as follows: 


“The unit beams stood up as well under the load as the monolithic 
beams, so that the joint between slab and stem was perfectly adequate, 
whether corrugated or plain. The general behavior of all these beams 
up to the point of failure was so much the same that no one, from 
observation of the beams in the machine, could have pointed out which 
beams were unit and which monolithic. In fact, they all failed in the 
customary manner, exhibiting the usual inclined and vertical cracks, 
and no sliding was noticeable between slab and stem, although care- 
fully looked for. 

“The feasibility of the unit beam was established beyond doubt, 
contrary to what many engineers would probably have expected. In 
fact, many building regulations throughout the country specify posi- 
tively that the beam and its superimposed slab must be concreted in 
one continuous operation. Where improperly designed (or otherwise 
inadequate), U-bars are used, this rule is undoubtedly highly benefi- 
cial, but where proper U-bars are used, the rule is wholly unnecessary. 
The progress report of the special committee of the American Society 
of Civil Engineers recommends that the slab be considered effective 
in compression ‘when “proper bond” is provided between slab and 
stem; it will be appreciated that this is a much more consistent require- 
ment, although somewhat indefinite. The beams tested so far have 
shown that the bond provided was adequate, whether the more elabo- 
rate method of corrugating the top of the stem was used, or whether 
the top of the stem was simply left as it was upon completion.” 


During the last few years a number of experiments have been 
made to determine the possibility of damage to reinforced con- 
crete structures by stray currents from electric railways and other 
power sources. A summing up of the general results of these 
experiments is given in the Joint Committee’s report at the end 
of this volume. 

29. Basement Floors.—A basement floor in dry ground is 
usually made of 1:3:5 concrete, 3 or 4 in. thick. Usually no wear- 
ing surface is needed other than the ordinary concrete troweled 
to a hard finish, but, where considerable wear is expected, the 
usual mortar-coat may be laid as on the upper floors. To pre- 
vent shrinkage cracks, the floor should be divided into blocks 
about 8 or 10 ft. square. This may be accomplished by laying 

11 
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alternate blocks, and then filling in the intermediate ones after the 
adjoining concrete has set. 

It is not safe to depend upon the concrete itself being water- 
tight. If the basement is below tide water or ground ‘water level, 
a layer of waterproofing consisting of three to six layers of 
waterproof felt (cemented together and to the concrete by coal- 
tar pitch or asphalt) should be spread on the concrete and carried 
up in continuous sheets on the walls to above water level. The 
whole surface should then be covered with another layer of con- 
crete at least 3 or 4 in. thick. 

The earth under the basement floor should be well drained, and 
drains of tile pipe, or of screened gravel and stone, may be placed 
in trenches just below the floor. Sometimes it is necessary to 
cover the entire area with cinders or stone; and sometimes the 
concrete must be made extra thick, or reinforcement added, to 
resist the upward pressure of the water. 


~S 


CHAPTER V 
TYPES OF REINFORCEMENT 


This chapter is inserted with the intention of giving the 
student an idea of the different types of reinforcement that he 
will find in practice. No claim is made that all the types or 
systems are included. It is thought, however, that those shown 
are representative and that the student will be able to discern 
for himself any advantages or disadvantages which may be found 
in the different types. 

30. Wire Fabric.—This material is used to a considerable 
extent in floor and roof slabs and has been found to possess many 
valuable qualities. Wire fabric is made of steel wires crossing 
generally at right angles and secured at the intersections. The 
heavier wires run lengthwise and are called carrying wires; the 
lighter ones cross these and are called distributing or tie wires. 
One distinct advantage in the use of fabric is that it preserves 
uniform spacing of the steel. 

Wire fabric is also used to some extent as reinforcement for 
walls, partitions, and conduits. 

The steel-wire gage used by practically all the steel-wire manu- 
facturers of the United States under various names is given in the 
following table: 


STEEL WIRE GAGE 


Diameter | Steel-wire | Diameter | Area square} Pounds Feet per 
inches gage inches inches per foot pound 
ra 7 PRUNES ese Wan AAS 0.500 0.19635 0.6625 1.50 
ra 0.490 0.18857 0.6363 1.51 
Pama torcipeee crea 0.468 0.17202 0.5804 1.72 
i 0.460 0.16619 0.5608 1.78 
cael gl een Rae 0.437 0.14998 0.5061 1.97 
$ 0.430 0.14532 0.4901 2.04 
Tak Watuchilsy fs 0.406 0.12946 0.4368 2.28 
$ 0.393 0.12130 0.4094 2.44 
SIGN eee 0.375 0.11044 0.3726 2.68 
3 0.362 0.10292 0.3473 2.87 
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STEEL WIRE GAGE—Continued 


Diameter | Steel-wire | Diameter | Area square| Pounds Feet per 
inches gage inches inches per foot pound 
Sas WA [ts tern ee 0.343 0.09240 0.3117 3.20 
2 0.331 0.08604 0.2904 3.44 
rab PAS hatetn gat eee 0.312 0.07645 0.2579 3.87 
0 0.307 0.07402 0.2497 4.00 
1 0.288 0.06290 0.2123 4.71 
Perea ee 0.281 0.06210 | 0.2092 4.78 
2 0.263 0.05432 0.1834 5.45 

ree Hl attotee  t 0.250 0.04908 0.1656 6.03 — 
3 0.244 0.04675 0.1578 6.33 
4 0.225 0.03976 0.1342 7.45 
AR vebe| Mac ibeaueR Ni 0.218 0.03732 0.1259 7.94 
5 0.207 0.03365 0.1135- 8.81 
6 0.192 0.02895 0.0977 10.238 
ey ity? cial Riese s arenes 0.187 0.02746 0.0926 10.79 
Uf OL 177 0.02460 0.0830 12.04 
8 0.162 0.02061 “| 0.0696 14.36 
A Mh ee hee 0.156 0.01911 0.0644 15.52 
9 0.148 0.01720 0.0580 17.24 
10 0.135 0.01431 0.0483 20.70 
. pad Gere aes 0.125 0.01227 0.0414 24.15 
11 6.120 0.01130 0.03882 26.40 
12 0.105 0.00865 0.0292 34.24 
Sees es ee ae: 0.093 0.00679 0.0229 43.66 
13 0.092 0.00664 0.0224 44.64 
14 0.080 0.00502 0.0169 59.17 
15 0.072 0.00407 0.0137 72.99 
16 0.063 0.00311 0.0105 95.23 


The manner of securing the intersections of wire fabric has 
given rise to a number of different types, several of the principal 
ones of which are given below. - The manufacturers of each of 
these forms will furnish fabric in special size of wire and mesh if 
desired. Much of that which follows is taken directly from 
catalogs. 

Welded Wire Fabric—Welded wire fabric, Fig. 119, manufac- 
tured by the Clinton Wire Cloth Co., is a wire mesh made up of 
a series of parallel longitudinal wires, spaced a certain distance 
apart and held at intervals by means of transverse wires, arranged 
at right angles to the longitudinal ones, and welded to them at the 
points of intersection by a patented electrical process. Longitudi- 
nal wires can be spaced on centers of 2 or more inches, in steps of 
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1 *. . 
2 In. ‘Transverse wires can be spaced on centers of 1 to 18 in. 


inclusive, in steps of 1 in. 


The following table shows the sizes and 
tensile strength of the wire used. Rolls kept in stock vary in 
length between 150 and 200 ft. and between 62 and 86 in. in width. 


Fig. 119.—Welded 


wire fabric. 


Fig. 120.—Triangle-mesh 
wire fabric. 


WELDED WIRE FABRIC 


' Tensile strength of longitudinal 
Size Seetional Weight Tensil wires only, in 1 ft. of the width of 
per Diam. tas per lin- eae welded fabric, when spaced as below: 
steel | of one Bests ear foot cerener 
2 : of one of one 
wire wire aes of one ee . ‘ 
gage in, ee wire lb 2-in. 3-in. 4-in. 5-in. 6-in. 
No. i lb. 7 centers | centers | centers | centers | centers 
lb. lb. lb. lb. lb. 
0 0.3065 | 0.07378 | 0.2506 4721 | 28,326 | 18,884 | 14,163]....... 9442 
i 0.2880 | 0.06290 | 0.2136 4025 24,150 16,100) | 12,075. |... <... 8050 
2 0.2625 | 0.05411 | 0.1838 3463 | 20,778 | 138,852°|.10,389 |....... 6926 
3 0.2437 | 0.04664 | 0.1584 2984 17,904 | 11,936 8,952 7161 5968 
4 0.2253 | 0.03986 | 0.1354 2551 | 15,306 | 10,204 | 7,653 6122 5102 
5 0.2070 | 0.03365 | 0.1143 2153" | 12,918 8,612 6,459 5167 4306 
6 0.1920 | 0.02895 | 0.0983 1852 | 11,112 | 7,408 | 5,556 4445 3704 
% 0.1770 | 0.02460 | 0.0835 1574 9,444 | 6,296 | 4,722 38777 3148 
8 0.1620 | 0.02061 | 0.0700 1319 7,914 | 5,276 | 3,957 3165 2638 
9 0.1483 | 0.01727 | 0.0586 1105 6,630 | 4,420 | 3,315 2652 2210 
10 0.1350 |, 0.01431 | 0.0486 915 5,490 | 3,660 | 2,745 2196 1830 
11 0.1205 | 0.01140 | 0.0387 729 4,374 | 2,916 | 2,187 1749 1458 
12 0.1055 | 0.00874 | 0.0296 559 3,304 gl 2, 23601) 1,677 1341 1118 


Triangle-mesh Wire Fabric.—Triangle-mesh 


steel-wire fabric, 
manufactured by the American Steel and Wire Co., is made with 
both single and stranded longitudinal or tension members. 
with the single wire longitudinal is made with one wire varying 
in size from a No. 12 gage up to and including a 3-in. diameter, and 
that with the stranded longitudinal is composed of two or three 
wires varying from No. 12 gage up to and including No. 4 wires 


That 
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stranded or twisted together with a long lay. These longitudi- 
nals either solid or stranded are invariably spaced 4 in. centers, 
the sizes being varied in order to obtain the desired eross sectional 
area of steel per foot of width (see Fig. 120). 

The transverse or diagonal cross wires are so woven between 
the longitudinals that triangles are formed by their arrangement. 
These diagonal cross or transverse wires are woven either 2 or 4 
in. apart, as is desired. Triangle-mesh wire reinforcement is 
made in lengths of 150 to 600 ft. and in widths from 18 to 58 in. 
The table following shows the number and gage of wires and the 
areas per foot width when the longitudinals and cross-wires are 
spaced 4 in. on centers. 


TRIANGLE-MESH WIRE FABRIC 


Sectional area ; 
Gitaog SHINE bide Sectional area| Cross-sec- 
Style 1 6 di Gage. of 1 Rieee in sq. in. of | tional area 
number uae *"leross-wires ongsuciial ~ eross-wires | in sq. in. per 
nal wires wires per fio width |e Conk alee 
foot width | P&** ™ epee 

4 6 14 0.087 0.025 0.102 
5 8 14 0.062 0.025 0.077 
6 10 14 0.0438 0.025 0.058 
i 12 14 0.026 0.025 0.041 
23 d-in.| ° 12% 0.147 0.038 0.170 
24 4 124 0.119 0.038 0.142 
25 5 124 0.101 0.038 0.124 
26 6 124 0.087 0.038 0.110 
27 8 123 0.062 0.038 0.085 
28 10 12% 0.043 0.038 0.066 
29 12 124 0.026 0.038 0.049 
31 4 124 0.238 0.038 0.261 
32 5 123 0.202 0.038 0.225 
33 6 124 0.174 0.038 0.196 
34 8 12} 0.124 0.0388 0.146 
35 10 123 0.086 0.038 0.109 
36 12 123 0.052 0.038 0.075 
38 4 123 0.358 0.038 0.380 
39 5 12% 0.303 0.0388 0.325 
40 6 123 0.260 . 0.088 0.283 
41 8 123 0.185 0.038 0.208 
42 10 123 0.129 0.038 0.151 
43 12 123 0.078 0.038 0.101 
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Tie-locked Wire Fabric—Tie-locked fabric, Fig. 121, is manu- 
factured by the Cargill Manufacturing Co., in stock lengths 
from 50 to 200 ft. and stock widths of 4, 5, and 6 ft. This fabric 
is used in combination with steel cable distributing members. 


| Detail of Lock 
Fig. 121.—Tie-locked fabric. 


In the construction after the centering or falsework is in place, 
the cables are anchored to a wall or beam (see Fig. 122) and extend 
to the opposite end of the building. They are spaced according 
to the size of spans and the desired carrying capacity of the 
slabs. After drawing the cables reasonably tight, they are then 
secured to other anchors provided for that purpose and the wire 


eo'wire Fabric 


Fig. 122.—The International system. 


fabric is placed directly upon the cables. The anchors are 
provided for the sole purpose of holding the materials to their 
exact position while the concrete is being placed, and upon the 
completion of the construction the anchors have no further 
duty to perform. 

The following table shows the stock styles of tie-locked wire 
fabric. The standard cables used are composed of 7 strands 
No. 9 gage steel wire and 4 strands No. 7 gage. 
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TIE-LOCKED WIRE FABRIC 
Gage of : 
See Gage of Mesh in 
Style | ore — cross-wire inches 
wire 
DCE RRR en ty on Siete eee ee 9 il 6x6 
Die sep PONTE OEY ooe, Soka ak 9 11 5X6 
A ie yori tee eMC eas as ate rents 9 11 4x6 
[BEI ge hee a eaten en ea ee 7 9 6X6 
BE Dh teats eee tse aiais eta 7 9 5X6 
Be Bhivie eictcve tweets cocks schoust ore eicta 7 9 4X6 
Tare rchore NES Cok IE ERE 9 11 6X12 
(CSD ate eet eer estan 9 11 5X12 
CaS aeRO aly Munpokinomlortokee ws 9 11 4X12 


Lock-woven Wire Fabric.—Lock-woven. wire fabric, Fig. 123, 


Lock- Woven Wire Fabric 


Fig. 123.—Lock-woven wire 
fabric. 


is made by W. N. Wight & Co. It is 
similar to the welded wire fabric, ex- 
cept that instead of electric welding 
the intersections are bound together 
by winding them with soft wire. 

This fabric is made from 56 to 88 
in. wide and is put up in rolls of from 
330 to 500 lin. ft. The wire used is 
of high carbon steel. The longitudi- 
nal wires are usually spaced 4 in. on 
centers and the transverse wires 5 in. 


The table which follows gives the different styles in stock. 


LOCK-WOVEN WIRE FABRIC 


Gage of 
Style longitudinal ate a ; pipet 
; cross-wires in inches 
wires. 
CALE PE a'ls, oh. ans eaghe oa aa 10 9 4x6 
Be Sey S a0s,c 8 10 4x6 
ORS a ONT oe To otc oe 6 10 4x6 
1D tie 2S MRE RUC Nec 8 ee 4 10 4X6 
RR 2 a ees 3 10 4x6 
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Staple-locked Wire Fabric.—A rectangular-mesh staple-locked 
fabric (Fig. 124) is manufactured by the American System of 
Reinforcing. The wire used is of high carbon steel and is secured 


Fig. 124.—Staple-locked wire fabric. 
at the intersections by No. 14 wire. Standard sizes are shown in 
the following table. The fabric comes in standard widths of 
3, 4, and 5 ft., 200 lin. ft. in a roll. 


STAPLE-LOCKED WIRE FABRIC 


Gage of longitudinal Gage of Mesh in 

wires cross-wires inches 
9 11 4X12 
9 11 4X6 
9 11 6X6 
a 11 4X12 
7 11 4x6 
a ot 6x6 


31 Expanded Metal.—Expanded metal invented by Mr. 
John. T. Golding is one of the oldest forms of sheet reinforcement 
(Fig. 125). Sheet steel is slit in a special machine and then pulled 


Fig, 125.—Expanded metal. 


~ out or expanded so as to form a diamond mesh. The standard 
sizes and gages as adopted by the Associated Expanded Metal 
Companies are shown in the following table: 
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EXPANDED METAL 


sew ee ey Weight, as No: of | No. of sa. 
Section in Size of stand- f 
x per sq. sheets | ft. in bun- 
Mesh | Gage Strand Bo ne Doe meres ard jose. ina bun-| dle of 8 ft. 
inches No. standard | foot width pounds hee dle length 
or extra 
3 18 Standard... 0.209 0.74 4or5X 8 Bea Os erect 
2 13 Standard ... 0.225 0.80 6 X8 or 12 5 240 
1} 12 Standard ... 0.207 0.70 4 X8 or 12 5 160 
2 12 Standard ... 0.166 0.56 5 X8 or 12 5 200 
3 16 | Standard... 0.083 0.28 6 X8 or 12 10 480 
3 IQ: |Shightics, 37 0.148 0.50 6 X8 or 12 5 240 
3 10 | Standard... 0.178 0.60 6 X8 or 12 5 240 
3 TO} |b eavyii, coe 0.267 0.90 4 <8 or 12 5 160 
3 10 Ex. heavy .. 0.356 1.20 6 X8 or 12 3 144 
3 6 Standard ... 0.400 1.38 5 X8 or 12 3 120 
3 6 Heavy...... 0.600 2.07 5 X8 or 12 53 120 
4 16 | Old style... 0.093 0.42 448 or 12 6 216 
6 4 Standard ... 0.245 0.84 5 8 or 12 5 200 
6 4 Heavy-t on sos 0.368 1.26 5 X8 or 12 3 120 
UN 


32. Rib Metal.—Rib metal is manufactured by the Trussed 
Concrete Steel Co., and consists of nine longitudinal ribs rigidly 
connected by light cross members. It is made from a sheet of 


SpeaClipiter i 
M Splicing sheets fy 
SE orate 


Fia. 126.—Rib metal. 


metal, flat on one side and corrugated‘on the other. Strips of 
the metal adjacent to the ribs are stamped out, and the sheet is 
drawn out into square meshes (Fig. 126). The standard sheets 
are manufactured with meshes of from 2 to 8 in. and in lengths 


TYPES OF REINFORCEMENT 171 


12, 14, and 16 ft. The properties of rib metal are given in the 
table which follows. 


RIB METAL 


Width of | Sq. ft. per Area Ult. tensile Safe tensile 

Size | standard | linear foot per ft. strength strength per 

No. sheet of standard | width per foot foot of width 

inches sheet sq. in. of width pounds 

2 16 133 0.54 38,880 9,720 
3 24 2.00 0.36 25,920 6,480 
4 32 FOL 0.27 19,440 4,860 
5 40 3.33 0.216 15,552 3,888 
6 48 4.00 0.18 12,960 _ + 38,240 
7 56 4.67 0.154 11,088 2,002 
8 64 . 5.33 0.1385 9,720 2,430 


Area of one rib =0.09 sq. in. 
Ultimate tensile strength =6480 lb. 
Safe tensile strength =1620 lb. 


33. Reinforcing Systems.—Following are a number of rein- 
forcing systems in common use: 

Hennebique System.—One of the pioneers in concrete construc- 
tion in Europe is Mr. Hennebique, in France, and the system 
which still bears his name is shown in Fig. 127. 


Fic. 127.—Hennebique system. 


Columbian System.—The Columbian system as applied to the 
monolithic beam-and-girder type of construction is shown in 
Fig. 128. 
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Kahn Trussed-bar System—The Kahn Trussed Bar, Fig. 129, 
named for its inventor, is rolled with flanges, which are bent up 
to resist the shear in the beam. For continuous beams, inverted 


Cross-Section 
of Bar 


Fig. 129.—Kahn trussed bars. 


bars are placed over the supports in the upper part of the beam, 
extending over the region of tension. Properties of Kahn trussed 


bars are shown in the following table: 
KAHN TRUSSED BARS 
Length of diagonals 


Size in inches Ween in in inches 
aoeh pounds per Area 
foot 
Standard Special 
SQUARE SECTION BARS 
4X1} 1.4 0.41 6 8, 12 
3x23 2.7 0.79 12 8, 18, 24, 30 
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NEW SECTION BARS 


13 X2¢ 4.8 1.41 24, 30 12, 18, 36 
13 X2¢ 6.8 2.00 30 18, 24, 36 
2 X32 10.2 3.00 39 24, 36, 48 


N ole.—8, 12, 18, 24, 30, 36, and 48-in. diagonals are sheared alternately. 
6-in. diagonals only are sheared opposite. 


Cummings System—The Cummings System is shown in Fig. 
130. U-shaped stirrups are used on the girder frame shown. 
They are shipped flat with the longitudinal reinforcement, but 
are bent up to an inclined position on the work. The rods are 


Fig. 130.—Cummings system. 


held together by means of a patented chair. In the Cummings 
hooped column, each hoop is securely attached to the upright 
rods. The hoops are made of flat steel, bent to a circle, with the 
ends riveted or welded together in such a manner that the ends 
of the hoops protrude at right angles to keep them the proper 
distance from the mold. 

Unit System.—Fig. 131 shows the Unit System of Reinforcing. 
The girder frames are not stock frames but are built to meet the 
engincer’s or architect’s plans. Unit girder frames are provided 
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Overlapping rods to 
secure continuity 


vier oer be 


“Metal fabric 


Section AA 
Fie. 1383.—Merrick floor system. 


Fie. 134. 
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with overlapping rods for continuous beams to reinforce against 
negative moment. 

Mushroom System.—See Figs. 67 and 68. 

Pin-connected System.—Reinforcement in the Pin-connected 
System consists of bars made into a truss and ready for placing 
in the forms. (See Fig. 132.) 


Section through Girder 


Fia. 135.—Corr-tile floor applied to wide girder system of reinforced- 
concrete framing. 


Merrick Floor System.—The Merrick System is designed to 
lighten the weight of the concrete slab by using a hollow floor 
construction, as shown in Fig. 1338. Directly upon the forms 
a 2-in. layer of concrete is placed, and before this has set, oblong 


Fig. 1300 truss. 


boxes of metal fabric of small mesh are laid horizontally, with the 
reinforcing rods in the spaces between them. The concrete is 
filled in between the boxes and around the reinforcing rods, and 
then poured over the top to form the floor. 

Corr-tile System.—Corr-tile Two-way' Floor Construction is 
shown in Figs. 134 and 135. Fig. 134 shows the Corr-tile used in 


176 REINFORCED CONCRETE CONSTRUCTION 


connection with steel frame construction, and Fig. 135 shows it 
applied to a wide girder system of reinforced-concrete framing. 
In Corr-tile construction the standard arrangement of tile known 


none Method of 

Spacer { providing for 
+ continuity over 

Seca. | SUpPOinh 


Cross section of bar y i : 


Fig. 187.—Xpantruss system. 


Fig. 138.—Akme system.’ 


as System A, consists of flanged tile, block tile, and channel tile, 
in aiternate rows. Small squares of tile are employed to fill the 
voids at the intersections of ribs and provide an unbroken tile 
ceiling surface. Except for the flanges, the block tile are similar 
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in shape and section to the standard floor and partition tile in 
common use. The flanges occurring on two sides, as indicated 
in Fig. 134 are 1} in. in width, and serve to properly space the 
tile in one direction and to effectively fire-proof the concrete ribs 
formed above them. Flanged block tile are manufactured in 
4, 6, 8, 9, 10, and 12-in. depths, and are sufficiently scored on all 
exterior surfaces to insure thorough bond with concrete or plaster. 


Courtesy of Universal Portland Cement Co. 


Fria. 139.—Reinforced-concrete Automobile Bldg., Studebaker Auto- 
mobile Co., Chicago, Ill. Akme system of floor construction. 


Tile of 5-in. and 7-in. depth can be obtained on special demand. 
Channel tile are obtainable in various depths, corresponding to 
the several depths of block tile. A uniform width of 3 in. between 
sides is observed in all sizes of channels. 

Luten Truss.—The Luten truss is shown in Fig. 136. The bars 
are rigidly locked together to form the truss by a clamp, with a 
wedge that is self-locking when driven home. The truss is espe- 
cially adapted to highway culverts and bridges and is put out by 
the National Concrete Company. 

Xpantrus System.—The truss by this name is shown in Fig. 


137 and is applicable chiefly to beams, girders, and heavy slabs. 
12 
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This system is patented by The Consolidated Expanded Metal 
Companies. 

Akme System.—This system (Figs. 188 and 139) is a form of 
girderless floor construction. In this system of construction all 
the stresses, due to the weight of the structure and the loads to be 
carried, are determined by the usual methods of calculation, as 


End View 
Fie. 140.—Johnson system. 


the reinforcement is placed in two directions only. The Akme 
System is controlled by the Condron Company of Chicago. 

Johnson System.—The Johnson System Floor is constructed 
chiefly of terra-cotta hollow-tile blocks, as shown in Fig. 140. 
The steel reinforcement is in the form of steel wire mesh, em- 
bedded in a course of concrete under the tile. 


PROBLEM 


8. Design an interior floor bay to support a live load of 200 lb. per square 
foot with the columns spaced 16 ft. by 16 ft. on centers and with one 
intermediate beam equally spaced. Make the same assumptions and 
use the same working stresses as are employed in the two-intermediate- 
beam design of Art. 17. 


CHAPTER VI 


ROOFS 


Reinforced concrete roofs are designed in the same manner as 
floors and the complete design of a roof bay in Art. 38 will give all 
that is necessary on the subject of general design. Fig. 141 is a 
construction view of a one-way hollow-tile roof. 

34. Concrete Roof Surfaces.—Although concrete roofs have 
been designed to be impervious without a covering of any other 


Courtesy of Ferro-concrete Construction Co. 


Fic. 141.—Construction view of hollow-tile roof, Heekin Building, 
Cincinnati, Ohio. 


material, it seems to be the general opinion that it is difficult to 
secure absolute imperviousness in this type of roof because of the 
likelihood of shrinkage cracks. Some engineers, however, believe 
that the cracks may be kept so minute, by properly reinforcing 
against all the tensile stresses due to expansion and contraction, 


that the roof will stay waterproof. In fact, during the past few 
13 179 
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years some large buildings have been erected on this theory, and 
so far have shown no signs of leakage; but it is conservative to 
say that a longer test is needed to give conclusive results. There 
is no doubt, however, that a concrete roof without a special cover- 
ing of any sort is at least well adapted to all structures where 
absolute imperviousness is not essential, as in train sheds, reser- 
voir roofs, and in out of door structures in general. 

Shrinkage joints are sometimes introduced in concrete roof 
slabs. These joints are made water-tight by the introduction of 
a trough-shaped strip of copper or lead which will take contrac- 
tion and expansion. If asufficient number of joints of this nature 
are made, shrinkage cracks will undoubtedly be reduced to a 
minimum. To make shrinkage joints the slab must be poured 
separately from the beams and girders, and no bond should be 
allowed between the slab and the roof framing. If steel beams are 
used, there is no danger, but in all-concrete construction, galvan- 
ized strips, well oiled, or some equivalent, should be introduced. 

A maximum amount of reinforcement against shrinkage cracks 
will be of little avail in a concrete roof unless the concrete itself 
is impervious. Methods of waterproofing concrete may be 
roughly classified as follows: (1) Use of a rich-concrete mixture; 
(2) use of waterproof coatings or washes; (8) admixture of 
substances designed to produce impermeability. It is often 
advisable to combine two or more of these methods. 

A roof slab without protective covering should preferably be 
of a rich mix of concrete of such proportions of sand and stone as 
to produce maximum density. The method of obtaining maxi- 
mum density outlined in Art 8, Volume I, may be employed to 
secure impermeability, if the work is of considerable magnitude. 
For maximum water-tightness, however, a mortar or concrete 
may require a slightly larger proportion of fine grains in the sand 
than for maximum density or strength, but otherwise the general 
principles discussed in the article on proportioning by mechanical 
analysis are applicable. Proportions 1:2: 4 will generally give 
satisfaction if the aggregates are well graded. Gravel is prefer- 
able to broken stone in making water-tight concrete 

Experiments show that permeability of concrete decreases with 
time and that ordinary wet mixtures-are much less permeable 
than dry mixtures. It has also been found that the light joggling 
which is necessary to compact a wet concrete, greatly increases 
its impermeability. Cracks must be prevented, and if the entire 
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roof slab cannot be laid in one continuous operation, an effective 
bond should be made between successive days’ work. 

Plastering a concrete roof surface with a layer of rich mortar has 
been found effective when care has been taken to place the same 
before the concrete has taken its final set. If such care is not 
exercised, variation in temperature and moisture between the 
concrete and plaster will be almost certain to cause a separation. 
Troweling concrete to a dense, hard surface, in the same manner 
that granolithic work is troweled, makes concrete impervious 
and nearly equal to a surfacing of rich mortar.. 

The methods employed to waterproof concrete by using washes 
or by introducing foreign ingredients into the mixture will be 
considered in Chapter XXIII. The general remarks made there 
will apply to roofs as well as to other types of structures. 

A hard wearing surface is sometimes required in roof con- 
struction—for example, when it forms the floor of a roof garden. 
The roof surface in such a case should have a granolithic finish 
the same as in floors, and a form of bitumen emulsion mixed with 
cement mortar may be used in making the surface impervious. 

It is not good practice to use a concrete roof without covering 
on steep slopes, as the slabs must then either be laid quite dry 
(which does not favor imperviousness) or else top forms must be 
used to retain the concrete. The latter method is slow and 
expensive. 

35. Separate Roof Coverings.—The felt- and gravel-roof is the 
most common and efficient form of roof covering. The covering 
is composed of layers of waterproof felt, cemented together and 
to the concrete by coal-tar pitch or asphalt. The method fol- 
lowed is to lay from four to eight thicknesses of felt over the roof 
surface, each ply being cemented to the preceding layer, and the 
entire surface then floated with a heavy, flowing coat of pitch or 
asphalt, in which (while hot) clean, dry, uniformly screened 
gravel or slag is embedded, sufficient in quantity to cover the sur- 
face thoroughly. 

Asphalt has in the past been preferred to coal-tar pitch as a 
binding medium, but at the present time coal-tar products appear 
to be satisfactory when made to contain a large percentage of 
carbon, and are being used by many in preference to asphalt. 
Asphalt, however, seems to be much superior to coal-tar pitch 
in ready roofings. 

The following specification for a five-ply tar and gravel or slag 
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roof has been taken from the Proceedings of the American Rail- 
way Engineering and Maintenance of Way Association, 1910, and 
is essentially the Barrett Company’s specification. 

“There shall be used five (5) thicknesses of saturated felt weighing not 
less than fourteen (14) lb. per one hundred (100) sq. ft., single thick- 
ness; not less than two hundred (200) lb. of pitch; and not less than 
four hundred (400) lb. of gravel or three hundred (300) lb. of slag from 
1_ to $-in. size, free from dirt, per one hundred (100) sq. ft. of completed 
roof. 

“The material shall be applied as follows: First, coat the concrete 
with hot pitch mopped on uniformly. Second, lay two (2) full thick- 
nesses of tarred felt, lapping each sheet seventeen (17) in. over the pre- 
ceding one, and mop with hot pitch the full width of the seventeen (17)- 
in. lap, so that in no case shall felt touch felt. Third, coat the entire 
surface with hot pitch, mopped on uniformly. Fourth, lay three (3) 
full thicknesses of felt, lapping each sheet twenty-two (22) in. over the 
preceding one, mopping with hot pitch the full width of the twenty- 
two (22) in. lap between the plies, so that in no case shall felt touch 
felt. Fifth, spread over the entire surface of the roof a uniform coat 
of pitch, into which, while hot, imbed the gravel or slag. The gravel or 
slag in all cases must be dry.” 

The coal-tar pitch or asphalt is the life of the roof, particularly 
in the topcoating. The gravel or slag should be applied liberally, 
in order to completely bury the coat of waterproof material and 
protect it from injury due to walking on the roof, and from the 
action of the sun. In the following statements asphalt only will 
be mentioned, but it must be understood that the same statements 
will apply to coal-tar pitch. 

In waterproofing, the object of using saturated felt is merely to 
provide a medium to hold the asphalt together, and thus allow for 
expansions, contractions and settlings. The greatest care and 
judgment must be exercised in laying felt to see that it is properly 
stretched, laid smoothly, and that no wrinkles appear. All of the 
roofing felts on the market are made of wool or flax, saturated 
with a preserving material that will harmonize with the asphalt. 
Saturated wool roofing felts are compact, and although they ab- 
sorb little of the asphalt, they hold it in repeated layers to consti- 
tute the body material of the roof. The flax felt is porous and of 
strong texture, and absorbs the asphalt, holding it within its 
fibers. Unsaturated burlap or canvas can be made to hold asphalt 
if first run through a bath of liquid asphalt or tar. 

The greater the amount of felt and asphalt used, the greater 
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the life of the roof. However, if too much asphalt is used on top, 
it will run; hence the flatter the roof, the greater the life. No 
roof should have less than 100 Ib. of asphalt per 100 sq. ft. 

What is known as a felt and gravel roof should not be used in 
cold climates, on a surface of greater pitch than about 3 in. 
to the foot. In hot climates 1 in. to the foot is about the proper 
maximum. Where the roof is of greater pitch, the gutters may 
be put in with galvanized iron, copper, tin or plies of felt and 
asphalt, and the steeply pitched surface covered with clay tile 
or slate shingles with lap joints. Vitrified clay tile are made in a 
great variety of forms, flat, ribbed, and corrugated; but those of 
some interlocking pattern are best. Nailing strips (1 in. X2 in.) 
should be inserted in the concrete under each row of tile or slate, 
but it is important that they should be so placed as not to affect 
the strength of the roof slab. Slate or tile should not be used 
on a surface with a pitch of less than 6 in. to the foot. 

A most durable roof covering for flat surfaces (slope not exceed- 
ing 4 in. to the foot) is vitrified roofing tile embedded in asphalt. 
The tile consists of flat rectangular terra-cotta tile about 1 in. 
to 14 in. thick, bedded in hot asphalt, on top of four to six thick- 
nesses of felt of the kind mentioned above. The joints between 
the tiles should be filled with asphalt. Slate tiles also make a 
good wearing surface. They are usually jin. to 1 in. thick, by 
12X12 in. in area. 

Tin, corrugated iron, and copper roofings are sometimes placed 
on reinforced-concrete buildings. These roofings do no have 
a long life if laid directly on the concrete, but seem to give satis- 
faction when a wooden sheathing is used as a separator. Copper 
is expensive as compared with other types of roofing and is usu- 
ally employed only on very costly buildings. 

There are many roofings on the market which come ready to 
lay, made on the principle of the built-up roof. These roofings 
are especially valuable for use in small and isolated buildings, as 
they do not require the expert help which is necessary for a built- 
up roof. In a preparation which comes rolled, however, it is 
impossible to obtain a great deal of waterproof material, and there 
is an additional weakness in some coverings of this type due to 
the fact that the waterproofing sheets are nailed together with 
a short exposed lap. Expansion and contraction of the body 
material in the course of time opens holes alongside the nails and 
permits water to enter. In spite of adverse criticism, however, 
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there are many ready roofings which seem to give satisfaction 
and are used frequently on pitched surfaces, and to some extent 
on flat slopes. 

A number of types of metal and composition shingles are on the 
market. Reinforced-concrete slabs from 5 to 6 ft. long have been 
used for this purpose. 

36. Drainage.—Felt and gravel roofs should have a pitch of at 
least 2 in. to 1 ft. in order to provide proper drainage. Flat 
tile, however, may be employed on surfaces with a very slight 
pitch—preferably not over ¢ in. per foot. 

Gussets in flat roofs are generally formed by placing a well- 
tamped cinder filling over the concrete slab and then laying a 
1- to 2-in. surface of cinder or stone concrete. This type of roof 
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Tia. 142.—Suspended ceiling construction. 


generally permits the use of the floor forms without much change 
and there is the advantage of having all the column heights of the 
top story the same. Stone-concrete surfacing seems to be the 
most satisfactory but a cinder mixture is sometimes specified. 

If a flat ceiling is not required, or if it is the intention to employ 
a suspended ceiling (Fig. 142), the roof beams and roof girders 
may be so inclined as to give the required roof pitch. This 
method is advantageous when cold weather is likely to overtake 
the work before it can be closed in, for, with the use of cinders 
as a filling, there is delay in placing the final roof surface. 

Where concrete walls project above the roof proper, grooves or 
reglets about 1 in. by 13 in. must be left in the concrete wall in 
which to insert the edge of the flashing (see Fig. 143). To make 
a reglet, a strip of wood is nailed to the forms and the strip is 
taken out when the forms are removed. The flashing is keyed 
with the reglet, as shown, and cemented up with a rich cement— 
sometimes rubber cement. 
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When metal standing flashing is specified on felt roofs, it is 
necessary to nail through the metal and felt into wooden strips 
embedded in the concrete slab in order to hold the flashing in 
place (see Fig. 143). Since expansion and contraction will soon 
loosen the nails, the nails and the flange of the flashing should be 
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covered with a felt strip prior to coating the roof with the top 
coat of asphalt and gravel. A reinforcement of flax felt, mopped 
on solidly, appears to be as satisfactory as metal flashing in every 
way (see Fig. 144). All such felt flashings should be turned up at 
the parapet walls and curbs at least 4 in. at the highest points of 


Flashing 


Flat Tile 
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the roof, and not less than 12 in. high as the outlets are ap- 
proached, in order to avoid overflows should the outlets become 
clogged. 

Fig. 143 shows the method employed in applying a galvanized 
iron flashing for a felt and gravel roof on a large reinforced-con- 
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crete warehouse. The reglet was made to taper slightly—that is, 
wider at the outside—in order to permit the easy withdrawal of 
the wood strip that was nailed to the forms. The groove was 
made 10 in. above the roof line. When the concrete was being 
poured for the roof floor, a heavy strip of wood was laid with its 
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upper surface flush with the top surface of the concrete, and 6 in. 
from, and parallel with, the parapet wall. This strip was 
employed to nail the edge of the flashing to the roof after the roof 
had been covered with felt and asphalt. The nails and the 
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flange of the flashing were covered with a felt strip prior to coat- 
ing the roof with the top coat of asphalt and gravel. 

The flashing was secured in the reglets by band-iron clips, as 
shown. These bands (2 in. long) were bent midway to an angle of 
about 30°. After insertion they were struck with the hammer 
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on the bend, which straightened them out and jammed them in 
place, thereby holding the flashing. The reglet was pointed up 
with a rich cement to insure a watertight connection. Figs. 144 to 
147 inclusive, show different methods of flashing which may be 
employed. The sketches explain themselves. 
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In flat-roof construction with parapet walls, all valleys in the 
roof surface should lead to drain boxes. Fig. 148 shows the 
drainage scheme for part of the roof of the Shoe Factory at Cam- 
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bridge, Mass., built by the Concrete Engineering Co., for The 
Cambridge Building Trust. 

Drain boxes, or conductor boxes as they are usually called, 
have been made in many ways—lead or copper being generally 
used. Fig. 149A shows a double copper box for conductors used 
on a factory building for A. M. Lyon, Esq., Roxbury, Mass. 
Fig. 149B is a sketch of a conductor box installed by the Aber- 
thaw Construction Co. in a warehouse for the Portland Savings 
Bank, Portland, Maine. Wire screens or strainers should always 
be specified since they prevent the down spouts from becoming 
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\ used for” anchors 


5"- /60z. Copper. ™. 
Gurrer .y 
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clogged by leaves, etc. The down-spouts may be carried down 
inside or outside the building—depending upon preference and 
sewer conditions. The conductors should be cast iron when 
carried inside the building, while corrugated iron, due to its ability 
to expand without breaking, is better on the outside of the build- 

ing where freezing of water in the conductors may be expected. 
- All vapor and soil pipes extending through the roof should have 
an expansion sleeve soldered on and counter-flashed with an 
inverted copper cone attached to pipe. 

Fig. 150 shows the method of draining a roof surface of con- 
siderable pitch—a condition under which parapet walls could not 
be used. This is called hanging gutter construction. The gutters 
should have a slope of about 1 in. in 16 ft. 

The following table will serve as a guide by which to proportion 
the size of gutters and down-spouts: 


Span of roof Gutter . Conductor 
UpitobO:ftvs. os este ero ee 6 in. 4 in. every 40 ft 
HOMOnLOM Grae a. Sect eee eee 7 in. 5 in. every 40 ft. 
7TO:toslOOiithy: Geeta noe aoe ee 8 in. 6 in. every 40 ft. 
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There is wide variation in practice in the number of square feet 
of roof surface to 1 sq. in. of leader opening, but the above table 
should give some idea of the general practice. 

37. Loading.—The roof of a reinforced-concrete building should 
be designed to carry the weight of roof covering and snow which 
may come upon it. If the roof has considerable pitch, wind 
pressure should also be considered. A roof load commonly 
assumed in temperature climates for flat roofs is 40 lb. per square 
foot, in addition to the weight of the concrete itself. 

The snow load varies with the latitude and the humidity. Asa 
maximum it is approximately 30 lb. per horizontal square foot in 
Canada and northern Wisconsin, 20 lb. in the city of Chicago, 10 
lb. in Cincinnati, and rapidly diminishes southward. 

The wind load, which acts horizontally, varies with the velocity 
of the wind. A pressure of 30 lb. per square foot of vertical sur- 
face is usually assumed. Several formulas are in existence for 
determining wind pressure on inclined surfaces. Duchemin’s 
formula, which follows, is preferred by many engineers as it is 
based upon carefully conducted experiments: 


2 sin A 
P= Pap sintA 


normal pressure of wind in pounds per square foot 

of inclined surface. 

P, = pressure of wind in pounds per square foot on a 
vertical surface. 

A = angle of inclination of the roof. 


where P 


I 


The dead load of any roof may be estimated quite closely from 
the following data—weights are per square foot of roof surface: 


Five-ply felt and gravel roof, 6 lb. 

Four-ply felt and gravel roof, 53 lb. 

Three-ply ready roofing, 0.6 to 1 lb. 

Slates, 32; in. thick, 74 lb.; % in. thick, 9.6 lb. (the common 
thickness is 3°; in. for sizes up to 10 in. by 20 in.). 

Shingle clay tiles, 11 to 14 lb. 

Spanish tile, 8 lb. 

Vitrified roofing tile, 1 in. thick, 9 lb. (including asphalt and 
five thicknesses of felt, 11} lb.). 

Slate tile, 2 to 1 in. thick, 13 lb. (including aphalt and felt, 153 
lb.). 

Tin roofing, sheets or shingles, 1 1b. 
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Copper roofing, sheets, 14 Ib.; tiles 12 Ib. 

Corrugated iron, 1 to 3 lb. 

Skylights with galvanized-iron frames, }-in. glass, 43 lb.; 

zs in., 5 lb.; 2 in., 6 lb. 

Plaster, 5 lb. 

Suspended ceilings, 10 lb. 

Cinders, 45 lb. per cubic foot. 

Cinder concrete, 112 lb. per cubic foot. 

38. Design of Roof Bay.—Problem is to design an interior roof 
bay of a five-ply felt and gravel roof to support a 30-lb. snow load. 
Assume a 2-ft. cinder fill with a 2-in. concrete surfacing. Make 
same assumptions and use same working stresses as in the two- 
intermediate-beam design of Art. 17. The same column spacing 
and arrangement of beams and girders will be adopted as in the 
design mentioned. 

The computations given below are without much explanation. 
The order of design followed is identical.with the design of floor 
bay already referred to in Art. 17 and the student should have no 
difficulty in understanding the equations and figures given. 

Slab.—Total load per square foot exclusive of dead weight of 
Blab is 150 lb., made up of the following items: 


five-ply felt and gravel covering = 6 lb. 


2 ft. of cinders = 90 lb. 
2-in. concrete surfacing =25 lb. 
snow load = 30 lb. 

Total 151 lb., say 150 lb. 


A 3}-in. slab (d=23in.) will sustain a load (live plus dead) 
of 165 (1.2) =198 lb. per square foot. Load for slab to carry is 
150+44=194 lb. persquarefoot. as;=0.254sq.in. #3-in. round 
rods—5 in. on centers. Three 3-in. round rods transversely 
in each 7-ft. panel. 

Cross Beams.—Assume dead load of the stem of beam at 175 Ib. 
per linear foot. Total loading per foot of length = (194) (7) +175 
= 1535 lb. 


V= vo) = 16,000 Ib. 
15 2 ¥ 
M= eI = 677,000 in.-lb. 
16,100 


roe = 153 sq. in. 
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Economical depths for various assumed web widths: 


b’ d b’x<d Depth for shear 
8 in, 19.6 in. 157 19.2 
9 in. 18.6 in. 167 17.0 

10 in. 17.7 in. 177 15238 


The dimensions b’=10 in. and d=19 in. (total depth 21 in.) 
will be adopted. This web width is the same as for floors, thus 
necessitating no change in width of slab forms. The depth of 
21 in. is necessary to give a four-rod design. The same arrange- 
ment of rods will be employed as is shown in Plate VII except 
that the bent rods will extend over the girder rods.!_ (See discus- 
sion concerning this arrangement in, Art. 17.) 


weight of eae (17.5) (10) (150) 


ida =182-lb. O.K. 
b= 10+8(3.5) =38 in. . 
M _ 677,000 | 
bd? (38)(19)2 7)? 

fo) 3-5 

qa ro" 0-18 

fo=425 

7=0.92 


= SEO 0 APG ih 
Os IEEGI000) (019219) ae 
4 —4-in. round rods. 
16,000 : 
= : = : S h. 
“= (qy (@.75) (0.85) (19.5) 88 lb. per square inc 


Since it is proposed to provide thoroughly for diagonal tension by 
means of vertical stirrups with the bent rods as so much additional 
web reinforcement, this bond stress will be allowed. (See Arts. 
38 and 63, Volume I.) 


dé 2 
T= 1957 0-103 

2.41 ; 
ae 0 012— 
= NCO bie a P 
L=0.283 
K=0.0110 


1The beam is slightly narrow according to the rod spacing recommended by the Joint 
Committee. ; 
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677,000 

fo= (10) (19. 5)2(0. 283) 
677,000 

fo= (10) (19. 5)2(0. 0110) 


m=or< E (8) (2) 12=83 in. 


= 628 Ib. per square inch. 


= 16,200 lb. per square inch. 


~ VG2)4) 

_ 21 (40)(10)(0.92)(19) _ “Sg 
t= "5 1535 = 9.95 ft; = 72 in. 
(0.012)(19) =0.23 in. 3-in. round stirrups bent at upper 

ends O.K. 

BgS)K02 11) (2) (16,000) (0.85) (19.5) aa 

ss (2) (16,100) pre : 

l 4 : 
At 8 s=,X5.4=7.2 in. 
At 2 s=(2)(5.4)=10.8 in. 


Length for bond of compression rods « . 
_ (628)(15) (0.875) _ 0. . 
= (4) (80) = 26 in. 
Girder.—Reaction of concentrated loads = 216,100 = 32,200 
lb. Assume dead load of stem at 375 lb. per linear foot. 
(32,200) (3) 


Equivalent total loading per foot of length= a1 +375 
=4975 lb. | 
V =32,200+10.5 (375) =36,200 lb. 
2 
ot = 4979) 20") (9 90) =1,975,000 in-Ib. 
36,200 _ : 
TOS. = 345 sq. In. 
Economical depths for various assumed web widths: 
b’ d o’ Xd Depth for shear 
12 26.5 318 28.8 
14 24.7 346 24.6 
15 24.0 360 23.0 


The dimensions b’=12 in. and d=29.5 in. (total depth 33 in.) 
will be adopted since greater widths require nearly the same depth 
to keep fe within the allowable. 
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PLATE XII 


THE WISCONSIN CONSTRUCTION CO. 
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bd? 


AT LEFT SUPPORT: 
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PLATE XIII 


Sheet No. Be Bert 


Wall= me ClID]EP V2). 677000 


Stem= Mihek v= 
Total= (535 Area for Shear=~ £620 « 7/23 


: i ak Celi 50) « 2 Ok. 
AT LEFT SUPPORT: ee Sie 7B. isles 
m M 677000 _. yo3 


apie 22 ep. _ _24/ .9, E. bd’ (Ff) (/gJ2 
¢ FF 0-103 nm pp BE 0.0124 = P GE) (/9) 
t= 0883 4. 0.0/0 m-b677000 | t= 425 iz 0.92 


f= — 677000 _ 2624 ;==/6700 oe 677000  _ =o2ge2 
COUGEF (0.263) 4 %6000)(0.92Z)(/4) 


* Le/o. =G@8 
‘chee Bersjes AG) ~~ WEB REINFORCEMENT: i 
AT RIGHT SUPPORT: Ke = ord 7 = V ig Jie = 33 


ra DE 1 

} a tollelagEed) a 29s’ (72") 
Le K= M= 2 753 
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S= eee coelo 88/9.) g ie 
os | BD7é 100, 22e 


2 ’ ” 
WG, S=$(5d)=72° HE, Se Job 


Bent Rode {ty Seale 


LOAD (per lin. foot); CROSS SECTION: 
Slab= 9A) D = 1/9568 v= age? 2 46/00 
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PLATE XIV 


LOAD (per lin. foot): 


Slabs 

Wall= 

Stem= 37 
Total B200UI) 375 = 4975 


AT LEFT aes 
_ 25 2008S 
4 15 oe AEE P0055 0.5 0 
L= 0.252 K= 0.0/20 M=/9775000 


080 ats 
= THA g ete 780 t= (F800 
JEZOO 


“Terese —~ © 


AT RIGHT SUPPORT: 
c= p= 


L= K= Lo M= 


ran 


HBcale 
Bent Rods |¥ Bc2's 


THE WISCONSIN CONSTRUCTION Co. 
ens A23__vate...2/8//F/3___... 


Sheet No. Re. 


CROSS SECTION: 
ve 22004 (10-5375) = 86200 


GZ Zee WE) (2-90)=197G000 


Ve 
200 : 
7OR = 748 


C27 B50). 770 
(04 


M,_ L£277000 - 570 
rd 4Y(29-.8)* 
0.95 


t- 600 fis 
=24 


Avrea for Shears 


‘Weight of Sten= 


49-7000 
Caooe) 0 IE) PT 


WEB REINFORCEMENT: 


# or! = /450 af eupporh 


a 26200-3750) £1200 at by ied point, 
ja" OF5)(242) 
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eo. ZoNeoee) I2500 
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29.5)(150 
weight of stem eniek oo ) 370 Ib. O.K. 
b=12+8(8.5) =40 in. 
M _ 1,975,000 _ 
bd? (40)(29.5)2 9 
t 
aie 0.12 
fc = 600 
j=0.95 
URAL =4.4 sq. in. 


%= (16,000) (0. 95) (29.5) 
8—-in. round rods. 
36,200 
~ (8)(2.759) (0. 85)29.5) 


= 66 lb. per square inch. 


1,975,000 
f= (12) (29 .5)2(0. 252) ~ 750 lb. per square inch. 


1,975,000 * ; 
ie= (12) (29..5)2(0. 0120) ~ 15,800 lb. per square inch. 


At support 
V 36,200 
jd (0.85)(29.5) 
At third point 
V_ 36,200 — (375) (7) 
jd (0.95) (29.5) 
Total diagonal tension to be taken by six bent rods: 


ae A 0)(12. n(5 I 74,200 lb. 


Tensile value of bent rods: 
(6)(0.601) (16,000) 
0.7 


= 1450 lb. per linear inch. 


= 1200 lb. per linear inch. 


= 82,500 Ib. 


(0.012) (29.5)=0.35 in. 4-in. round stirrups bent at upper 
end O.K. 
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At third point 
_ (2)(0. 196) (16,000) 


erik, aes 
Length for bond of compression rods 
_ (750) (15) (0.875) sry ge 


(4) (80) 

Plate XII is a suggested form for use in designing beams. 
Plates XIII and XIV show this form filled out for the above roof 
beams and roof girder respectively. Plate XV shows the details 
of the roof bay in question. 


8x/A" Beams... go! — 1L9 


/A"'» 3e? Girder.A 
if 3g "- 40 |b. Crane Rail > 


Section B-B 
Fie. 151A. 


The rectangle shown in Plates XII to XIV inclusive is inserted 
merely for convenience. It, however, permits all graphical work 
relating ‘to the location of diagonal-tension reinforcement to be 
checked up. 
39. Saw-tooth Construction.—Saw-tooth roofs, in general, 
have been found especially well adapted for machine shops and 
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factories, where it is desirable to have a uniform daylight illumina- 
tion over the entire floor area. In reinforced concrete, unfor- 
tunately, this type of construction is expensive because of the 
irregularities of the forms, and has been employed only to a limited 
extent on that account. Typical designs of saw-tooth roofs 
are shown in Figs. 151, 152 and 153. The skylights are usually 
arranged to face the north, as the sun’s rays would be undesirable 
and would cause excessive heat in the building in the summer time. 


<= Flange of 
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3749" 10 Finished 
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Top of Rall. 
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Fig. 153 is a sketch of a saw-tooth roof used in the new Maver- 
ick cotton mill (Hast Boston, Mass.) and designed by Lockwood, 
Greene & Co. The girders supporting the saw-tooth were made 
of sufficient stiffness so that no horizontal tie rods were necessary. 
The lines of columns for the saw-tooth span are 20 ft. center to 
center and two girders are located in each bay. 
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The saw-tooth roof construction shown in Fig. 153A was 
designed by Densmore & LeClear, Architects and Engineers, 
for the A. M. Lyon factory at Roxbury, Mass. 
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A saw-tooth roof construction using separately molded mem- 
bers has been developed by the Unit Construction Co. of St. 
Louis. Fig. 154 is a cross-section showing the typical arrange- 
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ment of units. The roof portion of the saw-tooth rests at its 
lower end on a ledge in the girder and at the upper end on a ledge 
in the skylight frame. The lower end of the frame also rests on 


Courtesy of Densmore & LeClear. 


Fia. 153A.—Saw-tooth construction in Roxbury Shoe Factory. 


F Skylight 
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‘< 
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Fia. 154.—Cross-section showing typical arrangement of units in saw-tooth 
construction, ‘Unit System.” 


a ledge in the girder and the horizontal beams are provided in 
order to tie in the building, and for the possible support of shafting 
or other installations. ‘The skylight frame extends from column 
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Courtesy of Universal Portland Cement Co, 


Fia. 155.—Saw-tooth construction by the ‘‘ Unit”? method, Factory build- 
ing for Sturges & Burn Mfg. Co., Bellwood, IIL. 


Courtesy of Universal Portland Cement Co. 


Fie. 156.—Details of saw-tooth roof, Sturges & Burn Mfg. Co.. 
Bellwood, Ill. 
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to column and consists essentially of a large flat plate into which 
the window frames are cast. The connections are made in 
practically the same manner as the floor connections for this 
system of unit construction as described in Art. 19. 

Saw-tooth roofs of the unit type were employed in the plant 
of the Sturges & Burn Mfg. Co., Bellwood, Ill. A general view 
of this plant during construction has been shown in Fic. 76. 
Figs. 155 and 156 show the details of the saw-tooth roofs. 

Saw-tooth skylights are usually glazed with wire glass, held 
in metallic frames, so that the entire construction is fire-resisting. 


PROBLEM 


9. Design an interior roof bay of a five-ply felt and gravel roof to support 
a live load of 30 Ib. per square foot. Assume a 1}-ft. cinder fill with a 
2-in. concrete surfacing. Column spacing and all other conditions to be 
the same asin Problem 5. Use designing forms supplied you, and send in 
computations and roof-bay details. 


CHAPTER VII 
COLUMNS 


40. Details of Design—Columns exceeding 15 diameters in 
length should be avoided as very little is known from tests con- 
‘cerning columns of such slender proportions. Fortunately, 
however, columns longer than 15 diameters are quite rare except, 
of course, in roof stories where a light roof load often requires 
very light sections. Where long columns are required, it is 
better to make the column a little larger rather than use any of the 
existing formulas which, necessarily, are based entirely upon 
theoretical considerations. Owing to the difficulty of filling 
columns of small diameter, an 8-in. column should be the mini- 
mum size allowable. 

A high percentage of longitudinal reinforeement—say above 
4 or 5 per cent—is undesirable on account of the uncertainty of 
the strength of such columns. In fact, increase in the proportion 
of cement is usually much to be preferred to a high steel percent- 
age, not only because the cement gives a more definitely-known 
increase in strength, but also because it is a cheaper column 
reinforcement than steel. In no case should a leaner concrete 
mixture than 1:2:4 be used. 

All columns of any. considerable length should be reinforced 
with at least four 3-in. rods, whether or not such reinforcement is 
theoretically required. This should be done to guard against the 
possibility of eccentric loading and for safety in construction. 
The Joint Committee recommends that the length of a plain 
concrete column be limited to 12 diameters. 

The present Building Ordinance of the City of Chicago requires 
that, where longitudinal rods are not theoretically needed, rein- 
forcing rods shall be used, equivalent to not less than 4 per cent of 
the cross-sectional area of the column; provided, however, that 
the total sectional area of the reinforcing steel shall not be less 
than 1 sq. in., and that no rod or bar be of smaller diameter or 
of less dimensions than 3 in. 

Wherever there is a small eccentricity of column loading, 
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extra rods should be inserted to take care of the stress due to 
bending. If, however, the loading is appreciably eccentric, 
the stresses and amount of reinforcement may be determined as 
explained in a general way in Chapter IX of Volume I. The 
method in detail will be given in Chapter XIV of this volume. 
If a special fire-proofing is not provided around concrete col- 
umns, 1% in. on all sides should be considered as protective.cover- 
ing and then this thickness should not be included in the calcula- 
tions for strength. A less thickness than 14 in. should be suffi- 
cient where the contents of a building are not especially inflam- 


Courtesy of Ferro-concrete Construction Co. 


Fig. 157.—Spiral column reinforcement. 


mable. In no case, however, should the steel be nearer the sur- 
face than 13 to 2 in. since it is desirable to prevent any tendency 
of the vertical rods to buckle under working loads. 

It is advisable in all cases to place occasional horizontal 
hoops around the vertical steel. Although tests do not show that 
they are absolutely necessary if a 13-in. to 2-in. concrete covering 
is provided, yet it is good practice to employ them as an addi- 
tional precaution against any buckling of the rods under small 
loads. Such hoops, also, serve to keep the rods in place during the 
pouring of the concrete and should not be farther apart than 18 
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in. nor exceeding about 20 times the diameter of the vertical 
rods. For columns of moderate size, j-in. wire hoops are gener- 
ally used 12 in. on centers. 

Bands, hoops or spirals (Fig. 157) to be considered effective 
should have a clear spacing not greater than one-sixth (preferably 
one-tenth) the diameter of the enclosed column—in no case, 
however, more than 2% in.—and should be equal in amount to at 
least 1 per cent of the volume of the column inside the hoops. 
(See second report of the Joint Committee given in the Appen-- 
dix.) It is always better to use longitudinal rods in connection 
with hooping, as the use of lateral reinforcement alone does not 
seem altogether advisable. It should be noted that the Joint 
Committee recommends an increase in the allowable working 
stress on the concrete of hooped columns only when the ratio of 
the unsupported length of column to the diameter of the hooped 
core is not greater than 8. 

It should always be kept in mind that hoops and spirals are 
tension reinforcement and subject to all the rules governing the 
design of such steel. If hoops are used, the ends should lap a suf- 
ficient distance to secure the requisite grip, or else the ends should 
be bent toward the center of the column to accomplish the same 
purpose. When spiral reinforcement is employed, it is important 
to have one continuous piece from top to bottom, or else joints 
should be made as just explained. 

Hooping should extend from the bottom of the column to the 
under side of the slab above and adequate means should be pro- 
vided to hold it rigidly in place so as to form a column, the core of 
which will be straight and well centered. For ordinary percent- 
ages of hooping, tests show that wire of high-carbon steel gives a 
much larger increase in the ultimate strength of column than wire 
of mild steel. 

The core of a hooped column should preferably be circular in | 
cross-section, but square and rectangular hoops are sometimes 
employed in practice (the Joint Committee recommends that only 
circular hoops be employed). In such cases, the hoops are prob- 
ably less effective, but it is not known how much. The ideal 
condition, theoretically, is hooped columns of circular cross-sec- 
tion with circular cores. The expense incidental to the use of 
circular forms, however, is quite likely to be prohibitive. Columns 
are commonly made square or octagonal in section with the cir- 
cular form retained for the hoops. 
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When light vertical rods are used they may be spliced by lap- 
ping a sufficient distance above the floor level (about 30 diameters) 
to develop the requisite bond strength. They should be bent 
slightly inward at the top in order to come just within the rods of 
the column above, thus preventing any tendency of the load com- 
ing down from the upper rods to bulge the column. Rods much 
over an inch in diameter should be milled square and butted 
together in asecure manner. Some authorities advise this method 
of splicing for all rods except those which are not figured as taking 
stress. 

The splicing of large rods may be effected by joining them in 
rather closely fitting pipe-sleeves. All such splices should be 
made just above the floor level and not more than 12 in. above the 
same. Since each rod should find a bearing on a rod below, the 
number of rods increases downward in the building and, unless 
the loading is eccentric, great care should be taken to have the 
rods symmetrically arranged in each story. Rods may extend 
through several stories if so desired, but it is difficult to hold them 
in place while concreting the lower lengths. 

At the bottom of the columns, the loads from the rods should 
be distributed over the footing by means of a steel bearing plate. 
In order not to overstress the concrete in the column, the concrete 
immediately below the plate should be enlarged so as to bring the 
average pressure within the allowable. Tests described in Art. 
69 of Volume I show that if considerable lengths of the longitudinal 
reinforcing rods are bent outward into a reinforced-concrete 
footing, the strength of column will be about as great as when 
these rods are bedded on a metal plate. The results, however, 
also show that the use of metal plates leads to greater uniformity 
and strength. Base plates should be set in a thin grout of pro- 
portions about 1 : 2 in order to prevent hollow places under the 
plates. 

In our modern city buildings where the floor space on the first 
floors is valuable, the use of a steel column core (Figs. 158 and 159) 
presents a very economical and efficient construction. To be able 
to count upon the concrete in such columns the steel itself should 
be sufficiently rigid to act as a column and the concrete should be 
well enclosed either by the steel form itself or by means of bands 
or hooping. However, if the amount of steel is very large, the 
relative value of the concrete is more uncertain, and its element 
of strength should be neglected. Structural steel reinforcement 
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is sometimes employed in the form of a cross in the center of the 
column or, more often, angles are employed connected by riv- 
eted latticing. The best connection between column and beam isa 
structural steel seat riveted to the column, and of sufficient size 
to carry the entire load in bearing. These seats do not appear 
in the finished surface of rooms and their stiffness is considerably 
assisted by the concrete shell. 


Courtesy of Turner Construction Co. 


Fia. 158.—Arbuckle Brother’s Warehouse, Brooklyn, N. Y. Structural 
steel columns used in the first three floors to economize floor space and carry 
the very heavy floor loads used in this building. 


Where structural steel columns are used, the floor beams and 
girders should be figured as simply supported unless the usual con- 
tinuity rods are run through the column. The structural steel 
and concrete column shown in Fig. 160 was designed by the 
Aberthaw Construction Co. of Boston for the Storage Building 
of the Winchester Repeating Arms Co. It is a typical design 
of this type of column. 

Wherever concrete walls are to be built against concrete columns 
at some later time, weather breaks or keyways should be formed 
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in the columns. This is accomplished by nailing small strips on 
the inside of the forms. Where windows are to be set into column 
reveals, window ties should be embedded. In order to obtain a 
low cost for form work it is better to vary square columns in one 
dimension rather than in two, both on account of the columns 
themselves and the beams framing into them. 

Cinder-concrete cylinders have been used to some extent as a 
protective covering for reinforced-concrete columns and also to 
take the place of column forms. In Factory No. 1 of the plant 
of the Bush Terminal Company, South Brooklyn, New York, the 
interior columns are cylindrical and composed of an outside shell 
of cinder concrete 24 in. thick. These cinder-concrete cylinders 
were prepared in advance in 2-ft. lengths, in a zinc mold, with 
spiral hooping and expanded metal forming the inner surface. 
After hardening, they were set one upon another in the building, 
and filled with concrete. 

Separately molded columns are described in Art. 19. Typical 
details of such columns are also shown. 

41. Loading.—Column loading has already been considered to 

some extent in Art. 22. 
In addition to its own dead weight, a column should be designed 
to carry the live and dead loads of the roof and floors above. 
The full live load on floors must be used in designing columns for 
warehouses or buildings for heavy mercantile and manufacturing 
purposes. In other buildings, however, where it seems reasonable 
to suppose that a full live load will never occur on all floors 
simultaneously, reductions should be made as follows: 


For columns carrying Reduce total live load 
OD WORT OOPS greases! ofa contest jeep etengre arene 15 per cent. 
MNRECEHOOTS orcs de.sccele «lero. «ates Phe gee 20 per cent. 
SOUR OORS feet. nyc tycteetene ate Gisernnn «shane bere 25 per cent. 

PI VCRELOOES PRR! Lah. c teres, chalet athe eee 30 per cent. 
RSI SELOORS terete. os MEN tn alse bane aeeng, aun ae 35 per cent. 
SEVCUIEH OOLS ae Ader tris. a= ebay ote eset cae P ages agate 40 per cent. 
IBIS orn beth OMS yang serectrwe ie wikis: alle) ols taleys setetoza) thet 45 per cent. 
INE rors MOre qlOOLS. «acc. hare an liie guerrest 50 per cent. 


42. Column Brackets.—Column brackets, such as are shown 
in Fig. 161, are serviceable in stiffening the building frame and 
in decreasing the stress in the girders. They should not, however, 
be considered as decreasing the girder span, but simply as so much 


additional protection against failure. 
15 
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Brackets are usually required in high buildings in order to brace 
the frame properly against wind stresses. If, however, buiidings 
are both high and narrow, the stresses in the members due to wind 
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should be figured and proper provision made for the same. The 
method of computing such stresses will be explained in Art. 75. 
A column supporting a roof may also serve as a crane post or 
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Fig. 162.—Data on bracket tests. 


carry a heavy load on a bracket. The method of computing the 
bending moment due to such eccentric loading will be explained 
in chapter XIV, Art. 73. 
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In order to develop and demonstrate unit construction methods ‘ 
the Unit Construction Co. of St. Louis has equipped a laboratory 
with a 50,000-Ib. testing machine and other necessary apparatus. 

_ Among the experiments that have been made are a number that 
were devised to throw some light on the subject of bracket design. 
The following description of these tests has been taken from a 
paper presented by Mr. John E. Conzelman, Chief Engineer of the 
Unit Construction Co., before the National Association of Cement 
Users, Pittsburg, January, 1913: 
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Fig. 163.—Data on bracket tests. 


“The dimensions of the specimens are shown in Fig. 162. The 
concrete was a 1:2:4 mix, the aggregate being Meramec River sand 
and gravel. The specimens were tested in an inverted position on 
account of greater ease in handling. The load was applied through a 
hardened-steel ball, bearing in a cup-shaped depression in a heavy 
steel plate. The brackets rested on l-in. X 4-in. steel plates carried 
on rollers as indicated in sketch. Even bearing between plates and 
concrete was assured by means of plaster-of-Paris joints. Seven types 
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of brackets were tested; type No. 1 being without reinforcement—the 
others reinforced as shown. 

“Three types of reinforcement were used, singly and in combina- 
tion. Type X is a short length of bar bent downward at each end; 
type Y consists of a single bar bent in the shape of a rectangle; type Z 
consists of a single bar bent to follow the shape of the bracket. The 
type Z reinforcement is as you know, the type usually employed. © 

“The specimens were tested at the age of six weeks as near as pos- 
sible, except type No. 7 specimens, which were tested at the age of 62 
days. Two specimens of each type were tested, and the photographs 
of Figs. 162 and 163 show clearly the condition of the specimens after 
failure. The load causing the first noticeable crack, and the load 
causing failure are also shown. ‘The position and extent of the cracks 
are shown in the sketch of each type. 

“‘ As was to be expected, none of the specimens failed through tension 
in the steel. The failures were due to shearing or diagonal-tensile 
stresses, and insufficient bond. The action is similar to that which 
exists at the end of a beam; the condition is aggravated, however, by 

the difficulty of securing sufficient bond to develop high stresses in the 
steel. 

“Although the conclusions that are derived from these tests are 
not final, yet the fact is brought out that the type of bracket ordi- 
narily used is the least efficient of the forms tested. The failure is 
fairly sudden and the concrete is almost completely destroyed. The 
most satisfactory form is type Y, or closed loop. With a number of 
loops spaced close together the failure is slow and even after the con- 
crete is partially destroyed considerable load-carrying capacity exists. 
This feature is shown by the photographs of type No. 3. 

_ “The average shear per square inch on the vertical plane of junc- 
tion with the column at first load and at failure is given in the following 
table: 


Type Shear at first crack Shear at failure 
1 100 lb. per sq. in. 100 lb. per sq. in. 
2 400 lb. per sq. in. _ §30 lb. per sq. in. 
3 410 lb. per sq. in. 490 lb. per sq. in. 
4 285 Ib. per sq. in. 375 lb. per sq. in. 
5 400 lb. per sq. in. 460 lb. per sq. in. 
6 345 lb. per sq. in. 465 lb. per sq. in. 
@ 330 lb. per sq. in. 470 lb. per sq. in. 


‘““A study of these tests leads to the conclusion that the most effi- 
cient reinforcement would be the Y-type loop bars, some of which would 
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be bent downward into the bracket. Another series of tests to deter- 
mine this point is now being made.” 

43. Design of Typical Interior Column for Three-story Build- 
ing.—In order to show in detail the method of column design, 
the computations will be given for the design of a typical 
interior column of a three-story building. The columns will be 
spaced 21 ft. on centers both ways and the two-intermediate beam 
design of Plate V will be adopted as the typical floor-bay design 
for all three floors. The design shown in Plates XIII, XIV, and 
XV will be adopted for the typical roof bay. 

The height from finished floor to finished floor will be made 13 
ft., except the basement which will be made 11 ft. A concrete 
mixture of 1 : 14 : 3 will be used, which will allow a working stress 
of 560 lb. per square inch when longitudinal steel only is employed 
and 810 lb. per square inch when effective hooping is provided. 
As recommended in the second report of the Joint Committee, the 
concrete will be assumed to have a modulus of elasticity one- 
twelfth of that of the steel. The size of octagonal columns will 
be given in terms of the short diameter. 

The load coming from the roof may be found by multiplying 
the total shear on both girder and cross-beam by 2, and adding; 
or 


(2) (36,200) + (2) (16,100) = 104,600 Ib. 
Similarly, each floor load is 
~ (2)(55,300) +2(25,000) = 160,600 lb. 


The building in question will be considered as for manufactur- 
ing purposes and no reduction in live load will be made. The 
complete design of column is given on page 216. Tables 12 and 
13 of Volume I were used in the design. 

The recommendations of the Joint Committee have been fol- 
lowed and the amount of vertical steel is in every case less than 
4 per cent and more than 1 per cent. The pitch of the spiral 
hooping is given to the nearest $ in., as the mills that fabricate 
spirals can manufacture them to such a pitch. The weight of 
column has been figured for a length 2 ft. less than the story height 
in order to compensate somewhat for taking the weight of beams 
and girders as extending from center to center of supports. It 
is the intention to splice all rods, not lapped, by means of a tightly- 
fitting pipe sleeve about 12 in. long. 
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COLUMN SCHEDULE 


: Spiral (core 
Kind of | Amount Bee a rernc 3 in. less 
Story size of steel : 
load of load than dia. of 
column (rounds) 
column) 
Third Roof 104,600 | 16 in. 8-3 
Column 2,500 | octagonal 
Total 107,100 
Second | Floor 160,600 | 21 in. 12-3 (lap | dia. =3 in. 
Column 4,200 | octagonal | above 27 in.)| pitch = 23 
SS in. 
Total 271,900 
First Floor 160,600 | 26 in. 8-13 dia. =} in. 
Column 6,500 octagonal | 8—} (lap pitch =33 
Toy nee above 27 in.)| in. 
Total 439,000 
Base- Floor 160,600 | 30 in. | 16-14 dia. =} in. 
ment Column 7,000 | octagonal pitch =23 
=e in. 
Total 606,600 


PROBLEM 


10. Make a complete design of a typical interior column for a three-story 
building using the floor and roof loads determined from Problems 5 and 
9. Follow the recommendations of the Joint Committee throughout. 
Take the same story heights as given in the above design. 


CHAPTER VIII 
FOUNDATIONS 


Reinforced concrete is well adapted to the construction of 
foundations. As compared with plain concrete, its advantages 
for spread footings are a reduction in the amount of excavation 
required, a saving in material, and a reduction in the weight of 
the foundation itself. 

44. Bearing Capacity of Soils.—A detailed discussion of the 
bearing capacity of different soils is not within the province of 
this treatise, but a few general remarks on this important sub- 
ject may prove of some value. 

The bearing capacity of soils depends upon their composition, 
the degree to which they are confined, and the amount of mois- 
ture which they contain. An approximate idea of the loads 
which may be safely placed upon uniform strata of considerable 
thickness may be obtained from the table in Art. 5. 

There are many kinds and mixtures of soils and it is not always 
possible to judge the safe bearing capacity of any given soil by 
reference to a table such as that above mentioned. When there 
is any doubt, tests or borings should be made. After opening 
the trenches, the best method is to load known areas and observe 
the settlement, but, in interpreting the results, the fact should 
not be overlooked that a small area will bear a larger load per 
unit of area for a short time than a larger area will perpetually. 
Thus, the area tested should be as large as practicable and the 
test should continue for some time. 

Ordinary soils will usually bear more weight the greater the 
depth, owing to the fact that they become more condensed 
from the superincumbent weight. With clay, depth is especially 
important as there is less liability of its being displaced laterally 
due to other excavations in the immediate vicinity, and also 
because at greater depths the amount of moisture in it is not 
subject to so much variation. In any soil, the bed of the founda- 


tion should be below the reach of frost. 
VAL G 
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It is safe to say that any rock in its native bed will bear the | 
heaviest load that can be brought upon it by any masonry con- 
struction. It scarcely ever happens that rock is loaded with the 
full amount of weight which it is capable of sustaining. In 
preparing a rock bed, all loose and decayed portions should be cut 
away and the bed dressed to a plane surface as nearly perpendicu- 
lar to the direction of the pressure as is practicable. Any fissures 
or seams in the rock should be filled with concrete. A sloping 
surface should be stepped or the foundation designed with suffi- 
cient toe to prevent sliding. 

Sand when dry, or wet sand when prevented from spreading 
laterally, forms one of the best beds for a foundation. However, 
porous, sandy soils are easily removed by running water and 
require extreme care at the hands of the constructor. 

Piles are used in such soils as are not able to bear the weight of 
structures without an excessive spread of the footing base. If 
a pile is driven so that its lower end restg upon a hard stratum, 
the loading is limited by the strength of the pile considered as a 
column. The load on an ordinary bearing pile is carried by the 
friction of the earth on the sides of the pile. The only formulas 
in anything like general use for friction piles are the following, 
known as the Engineering News formulas: 


For a pile driven with a drop hammer, P= aa 
vase sed 2Wh 
For a pile driven with a steam hammer, f= eae 


in which P is the safe load in pounds, W the weight of the hammer 
in pounds, h the fall of the hammer in feet, and s the penetration 
or sinking in inches under the last blow, assumed to be sensible 
and at an approximately uniform rate. ~The above formulas 
were deduced for wood piles, but they are the best there are for 
concrete piles. They are also claimed to be safe, for ordinary 
weights of hammer and the usual height of fall, for a pile that 
acts as a column. 

In the driving of piles, Mr. Joseph R. Worcester, consulting 
engineer, of Boston, advises for piles which meet a hard resist- 
ance, a penetration of 1 in. under a 2000-lb. hammer falling 10 ft.; 
and for piles held by friction a penetration of 3 in. under a 2000- 
lb. hammer falling 15 ft. Ordinary piles of spruce and Norway 
pine will usually sustain 10 tons by friction and 15 tons in bearing. 
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These piles should never be less than 6 in. in diameter at the small 
end and never more than 18 in. at the large end. They may be 
driven 2 to 3 ft. apart depending upon their length, the hardness 
of the soil and the size of the butts. It has been found that little 
or no additional bearing power is secured if the spacing is much 
less than 2 ft. on centers. Concrete piles are manufactured in dif- 
ferent sizes and shapes, and their bearing capacity should be 
thoroughly considered for each case. 

45. Pressure on the Soil.—A column or wall footing must be 
spread until the safe bearing capacity of the soil is not exceeded. 
An effort need not be made to eliminate all settlement, but 
rather to so plan the building that whatever settlement does take 
place will be uniform. In other words, to prevent cracks in a 
building, the center of the loads from the columns or other por- 
tions of the structure should coincide with the center of gravity 
of the base, and the unit-pressures under the footings should be 
such that uniform settlement will result. 

In buildings subject to shock or constant live load, the area of 
the footings should be proportioned for the full live and dead loads. 
In other buildings, that footing should be chosen in which the live 
load bears the highest percentage to dead load and its area deter- 
mined for the total load at the allowable bearing in the soil; the 
pressure of the dead load per unit area should then be determined 
and the area of all other footings should be proportioned for dead 
load only with this unit pressure. Of course, the preceding state- 
ment applies without change only when the soil is uniform 
throughout. 

The pressure on the foundation of a tall building should be con- 
siderably less than that which may be allowed on the foundation 
of a low one-story structure. In the former case a slight inequal- 
ity of bearing power, and consequent unequal settling, might 
imperil the safety of the entire building; while in the latter case 
no serious harm would result. 

46. Types of Column Footings.—Foundations for columns 
may be divided into three principal forms: single footings; 
combined footings, including two or more columns; and raft 
foundations covering the whole foundation area. 

47. Single Column Footings.—A single symmetrical slab is 
the most common form of spread footing. Two illustrative 
problems will serve to show the different methods of design. 
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DEsIGn OF FooTinG FoR INTERIOR COLUMN 


Design a single square footing for the column of Art. 43 
(octagon 30-in. short diameter) carrying 610,000 lb. Consider 
the safe bearing capacity of the soil at 24 tons per square foot. 
Use a 2000-lb. concrete, with medium steel reinforcement. 

It will be assumed that good soil may be found at the required 
depth below the basement floor. A base plate will be provided 
under the column rods, and this plate will be placed on top of 
the finished footing. The top of the footing will be made with 
an area about twice that of the column and a bearing pressure 
of 650 lb. per square inch will be permitted. (See Arts. 10 and 
40, VolumeI.) Investigation shows that this stress is but slightly 
exceeded, and thus the base of the column need not be enlarged 
on this account. If desired, the base plate may be placed some 
distance down in the footing, but under such an arrangement 
the column rods for the first story must be placed while the 
footing is being poured, which is troublesome. Sometimes, how- 
ever, this is avoided, especially where the footing is at con- 
siderable depth, by inserting only short column rods of such a 
length that they may be properly spliced immediately above 
the basement floor. If this is done, the first floor can be laid 
entire and the first-story columns started above it. 

The top of the footing will be made square, 42 in. on a side. 
This provides a 6-in. ledge all around so that, if it is desired to 
erect the first-story columns before pouring the basement floor, 
the column forms will have some place on which to rest. In 
computing stresses in the footing, the column may be assumed 
to have a 30-in. square section, without any appreciable error. 
The dead weight of the footing will be taken at 45,000 Ib. 

The required area of footing is found by dividing the total 
load by the safe bearing capacity of the soil. 


655,000 
(2.5) (2000) 
We shall select an area 11 ft. 6 in. square. 

A common construction for single column footings is shown in 
Fig. 164.. After deducting the area of the column base, the re- 
mainder of the footing slab is considered as eight cantilevers, 
four running parallel to the sides and four on the diagonals. 

Area of assumed 30-in. square column =6 sq. ft. approximately. 


132 —6= 126 sq. ft., net area. 


= 131 sq: ft: 
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The pressure on one-fourth of this net area—that is, on area 
ABCD, Fig. 164—may be assumed to be carried to the line BC 
where the bending moment will be a maximum. The distance 
out from BC to the center of gravity of the area A BCD—distance 
az, Fig. 165—may be found by the following formula: 


Ha a+c 
which the student can easily verify. In the problem at hand, 
x=2.74 ft. 


It will be assumed that sufficient accuracy may be obtained if 
we consider the entire load of 24 tons per square foot as causing 


A goolk 


Fic. 164. Fig. 165. 


moment in the footing; that is, the weight of the footing beyond 
the face of the column will not be considered as opposing the 
upward thrust of the earth. Thus, the total moment acting 
around the entire column perimeter is 


(126) (2.5) (2000) (2.74) (12) =20,700,00 in.-lb. 


| With f,=16,000, f-=650, and n=15, Table 2, Volume I, 
shows p=0.0077 and K =107.4 


20,700,000 _ 
(107.4) (30)(4)— 


We shall try d=40 in. (least depth for any set) 
as = pbd = (0.0077) (80) (4) (40) =37 sq. in, 


M ; 
M = Kbd? or ae = 40 in. 
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This total amount of steel will be divided by eight in order to 
determine the amount of steel in each band. If desired, more 
rods can be placed parallel to the sides of the footing than in a 
diagonal direction. In this design six 1-in. round rods will com- 
pose each set of rods. 

In view of the footing tests made by Prof. Talbot and referred 
to in Art. 18, it would seem that the rods need not all pass directly 
under the column. In fact, if the width of bands needs to be 
increased in order to cover the entire area of the footing, it would 
be conservative to say that this may be done provided that the in- 
crease in the width of each band is not great. Until more tests 
have been made along this line, it would seem wise (especially in 
footings in which the depth decreases toward the outer edge) 
not to be too radical in the design of such important structures 
as footings. Where a small increase in the width of bands does 
not suffice to cover the entire area of footing, a few short cross- 
rods may be employed to span the open spaces. Increase in 
band width should preferably be made in the bands parallel to 
to the sides of the footing as, in these bands, the lengths of the 
rods do not change. 

It should be noticed that the diagonal rods have a greater 
length subjected to cantilever action than the rods parallel to the 
sides of the footing. Since it is difficult to calculate accurately 
the stresses in a square footing, it does not seem proper to attempt 
any but equal division of moment between the rods in the different 
directions. Some designers prefer an octagonal shape of footing 
so that all rods will have approximately the same length. The 
rods should be cut from 2 to 4 in. shorter than the total width of 
footing, but if desired, the rods may be cut considerably shorter 
and staggered so as to allow for the decrease in bending moment 
from the column toward the edges of the footing. 

The above method of finding stresses due to moment may be 
called the cantilever method—that is, the footing is figured as a 
free cantilever. It should be clear that the resulting stresses 
in a symmetrical footing computed by this method are higher than 
actually exist since the resistance in a circumferential direc- 
tion is disregarded. (See Art. 18.) 

The thickness of the footing may be decreased by judgment 
toward the edges without reducing the effective strength. In 
the problem at hand, the depth at the outer edge will be made 
12 in. 
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The footing tests described in connection with the discussion of 
flat-slab floors show that, as an indication of the tendency to diag- 
onal tension, the intensity of shearing stress should be computed 
on a section at a distance out from the face of column or pier 
equal to the depth of the footing to the steel. 

This fact does not appear strange when it be 
is considered that column action or diagonal 
compression exists for some distance from 
the face of the pier. For example, if cracks 
should tend to form as shown in Fig. 166, Wee ee 
the short columns between the cracks e029 
would be in position to receive direct compression. As we 
know, these cracks make an angle of approximately 45° with the 
horizontal. A somewhat similar condition to this exists at the 

supports of flat-slab floors. If properly designed for continuity, 
continuous beams at the inner supports (and the end supports, 


x 
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Fig. 167. 


if fixed) might also be included, but the ratio of span of beam 
to depth is much less than in flat-slab floors, and the point of 
inflection is likely to be so close to support as to affect any 
application of the above principle in the finding of the proper 
section to measure diagonal tension. Until we have more 
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experimental data along this line, the placing of stirrups close 
to the supports of continuous beams should continue and the 
maximum shear should be used in the computations for stirrup . 
spacing at these points. 

Referring to Fig. 167, it should be clear that the footing in 
question should be figured for shear (as measuring diagonal 
tension) on a vertical plane through the footing at a distance of 
40 in. from the face of the column—as in EF, for example. The 
reaction of the soil on the cross-hatched area is what causes shear 
on the vertical planes through EFGH. 


2 
d’=40—k=40— Selb 16 in. 
Total shear on HF=V= uz sheet ala = 60,000 lb. 


s 60,000 
°= (110) (0.875) (16) 


Thus the footing as designed needs no stirfups. 

Whenever the unit shear is found too great at the given 
distance out from the face of column, the plane where the shear 
is 40 lb. per square inch should be found by trial. Then the 
area requiring stirrups may be easily determined. Two-thirds 
of the unit shear on EFGH would be carried by the steel, and 
this amount multiplied by one-half the area requiring stirrups 
would give the total amount of tension for which to provide 
web reinforcement. This total tension divided by the tensile 
value of one stirrup would give the number of stirrups required. 

In nearly all cases a slight deepening of the footing at the 
outer edge is all that is necessary to avoid using stirrups. The 
placing of stirrups is troublesome and footings should be designed 
so that web reinforcement will not be needed, if this can be done 
without greatly increasing the dimensions. 

The bond stress along the horizontal tension rods must now 
be investigated. This should be determined on a plane passing 
through the face of the column and caused by the load on the 
footing area exclusive of the area directly below the column. 


Lt V ok ald 26) 225) (2000 iat 
U= Sojd~ (48) (3.14) (0.875) (40) ~ 120 lb. per square inch. 


Deformed bars are advantageous in footings because of increased 
bond strength. A good type of deformed bar will carry 150 lb. 
per square inch on a 2000-lb. concrete. If desired, 13—3-in. plain 


= 39 lb. per square inch. 
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round rods could be employed in each direction in the footing 
design under discussion, but this arrangement gives a great deal 
more steel than is needed for moment. 

The punching shear on a column footing, on an area equal to 
the perimeter of the column times the depth to the steel, should 
not exceed the allowable value. In the problem at hand: 

(126) (2.5) (2000) . 
= (4) (30) (0.875) Cis 145 lb. per square inch 
which is high but will be considered satisfactory here in order not 
to confuse the text by changing the footing pout, A value of 
120 lb. per square inch is per- 
missible for punching shear. 

Where, on account of soil 
conditions, a greater depth is 
needed below the basement floor 
than that required for the foot- 
ing, the pier or column between 
the top of the footing and the 
basement floor should be flared 
in a similar manner (but in- 
verted) to the flare in columns 
just below flat-slab floors, as by 
so doing the bending moment 
and shear on the footing may 


“WY Grods 9'c toc 
Vy i hl nee ree 


be decreased. ‘This should be 
clear from the discussion on (~—QWSERRA NY 
flat-slab floors. 
Tests have shown (Art. 18) 
cers 


that it makes little or no differ- 
ence whether rods in a footing 
are placed in two or in four 
directions. If employed in two 
directions, the two sets of rods 
should be placed at right angles to each other and should lie 
parallel with the sides of the footing. Each set should be dis- 
tributed over a distance somewhat larger than the diameter 
of the base of column. Extra rods will usually be needed by 
this method in each direction between the end rods of each set 
and the sides of the footing. The spacing of these rods may 
very well be made double that which is employed directly below 
the column. 


Plan 


Fia. 168. 
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The complete design is shown in Fig. 168. 


A single symmetrical column footing may be considered as a 
flat slab loaded by the uniformly-distributed upward pressure 
of the soil and fixed rigidly to the column. The formulas given 
in Art. 18 for a circular plate may be applied to a square footing 
without appreciable error. The radii to be used in the formulas 
are the averages of the radii of the circumscribed and inscribed 
circles. In the problem we are considering 

: ~ 11.5+(1.41)(11.5) 


1 4 = 6, 93: ft. 
Sg ae ACERT gl RY 
4 To 
From the table of Art. 18, 
1 = PAIL 
Then ‘ 
M = (2.5) (2000) (1.51)?(12.61) = 144,000 in.-lb. per inch of 
circumference. 


Total moment around the column base 
M = (144,000) (2) (3.142) (1.51) (12) = 16,400,000 in.-lb. 


This total bending moment by the flat-slab method is only about 
four-fifths of that given by the cantilever method. 

The remainder of the computations by the flat-slab method 
will not be worked out, since they would be similar in every 
respect to the computations previously given. 


PROBLEM 


11. Using 1-in. round deformed rods, design a single square footing to sus- 
tain the load determined in Problem 10. Allowable pressure on the 
soil is 2 tons per squarefoot. Employ the working stresses recommended 
by the Joint Committee for a 2000-lb. concrete and medium steel. 
Design completely by the cantilever method and compare the bending 
moment thus determined with the bending moment from the flat-slab 
method. 


DESIGN OF FooTING FOR WALL CoLUMN 


Design a single rectangular footing to support a wall column 
carrying a load of 400,000 lb. Consider the column rectangular 
in shape with dimensions 24 in. by 38in. A 1:14:3 concrete with 
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medium steel will be employed and the safe bearing capacity of 
the soil will be taken at 23 tons per square foot. 

The dead weight of the footing will be assumed at 25,000 lb., 
_ making a total load on the soil of 425,000 lb. 

425,000 
(2.5)(2000) — 85 sq. ft. 

We shall spread the base of the footing to cover a rectangular 
area of 9 ft. 8 in. by 8 ft. 6 in. 

Since this footing design will be used later on in the design of 
a three-story building, it might be well to describe here the 
reinforcement in the column. A 1:13:3 concrete will permit a 
compressive strength in the concrete of 560 lb. per square inch. 
Allowing 1} in. on all sides for fire protection, a plain-concrete 
column of the same dimensions would carry a total load of 


Area A” ¥ 


Pe LPs eee 


17.15qFf. 
~ ; 
ay 
“ : 


412,000 lb. (If there is no possibility of the erection of an ad- 
jacent building, a 13-in. protective covering need not be pro- 
vided on the outside of the column.) Thus, no vertical steel is 
theoretically required. The three-story building to be designed 
later will cover considerable ground area and will be square 
in shape. Thus wind stresses will not be considered. It is 
possible to compute the stress due to eccentric loading (as will 
be explained in Chapter XIV), but the computations are long 
and, in order not to make this treatment too complex, the 
assumption will be made that eight 1-in. round rods will give 
ample provision in this respect. Hoops, 3-in. rounds, will be 
16 
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placed 12 in. apart the entire height of the column. The ver- 
tical rods will rest upon steel plates 3 in. square, which will 
distribute the compression from the steel to the concrete. Rods 
will be made to lap above each floor. 

Let the areas and distances out from the face of the column to 
the centers of gravity of these areas be as represented in Fig. 169. 
Also let it be assumed as in the preceding design that the weight 
of footing beyond the edge of the column need not be considered 
as opposing the upward thrust of the earth. Then we have the 
following (see preceding design) : 


Os : 
OLE PIXEL 


50” : ‘ 


LEE EEE 


Fia. 170. 
8-25) 5% 95) 

o8-38 
(3: oe 2s 2 


LA = =1.96 ft. 


+5(8.25)? 
p= 5. eae = 1.90 ft. 


M4 = (17.1)(2.5) (2000) (1.96) (12) =2,010,000 in.-lb. 
Mp = (20.9) (2.5) (2000) (1.90) (12) =2,380,000 in.-Ib. 


2010000 rat ae 
AN (107.4)(24) reals 
dp =» | -22380:000 _ 949 in, 


(107 .4)(38) 
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The depth of the footing is controlled by the moment of the A 
areas, and the rods in the longitudinal direction will be placed 
28 in. down from the top of the footing and 3 in. from the bottom 
—making a total depth of footing of 31 in. The rods in a cross- 
wise direction will be placed on top of the longitudinal rods. 


(See Fig. 170.) 
Longitudinal direction: 
as = (0.0077) (24) (28) =5.2 sq. in. 
Nine 3-in. round rods O.K. 


_ (91)(11) (2.5) (2000) 
ry 144 


34,800 


4 = 34,800 lb. 


oe (80) (0.875) (15.3) =33 lb. per square inch. 


(17. 1)(2.5)(2000) 


E(Gy(2 THO BTS) OS) many 1 Pet Sauare neh. 
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Crosswise direction: 
2,380,000 
~ (38)(27)? ~ 
p =0.0061 
as = (0.0061) (38) (27) =6.3 sq. in. 
Eleven -in. round rods O.K. 


86.0 
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(105) (11) (2. 5)(2000) 
144 
40,000 iM , 
y= (94)(0.875) (14.3) = 34 lb. per square inch. 
__(20.9)(2.5)(2000) __ } 
u= (11)(2.75)(0.875)(27) ~ 147 lb. per square inch. 


A good type of deformed rod will be employed. Punching shear 
is not much more than the allowable. The complete design is 
shown in Fig. 171. 


V= 


= 40,000 Ib. 


PROBLEM 


12. Design a wall column footing to sustain a rectangular column 24 in. by 
36 in., carrying 400,000 lb. Take the allowable pressure on the soil 
at 2 tons per square foot. Use 1-in. round deformed rods and employ 
the working stresses recommended by the Joint Committee for a 
2000-lb. concrete with medium steel reinforcement, 


48. Combined Column Footings.—It is sometimes necessary 
to support a column on, or very near, the edge of a property line 
in order not to encroach upon adjacent property. In such a 
case a single symmetrical footing cannot be used. The nearest 
interior column is usually selected and a combined footing 
constructed under both columns. Sometimes a combined footing 
will include more than two columns. The following problem in 
design will show the general manner of determining the shape of 
such footings, also the necessary depth and amount of steel. 


DESIGN OF COMBINED FOOTING 


Design a combined footing for columns 1 and 2, Fig. 172. 
Column 1 is 20 in. square and sustains a load of 280,000 lb. 
Column 2 is 24 in. square and sustains a load of 380,000 lb. 
Distance between centers of columns is 14 ft. Consider that a 
soil pressure of 3 tons per square foot is somewhat below the 
safe bearing capacity, so that the dead weight of footing need 
not be considered. Assume a 2000-Ib. concrete with medium 
steel reinforcement. 

The design of combined footings consists in constructing a 
base, the center of gravity of which coincides with the center of 
gravity of the two unequal loads. In addition, the base must 
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have sufficient area so that the allowable pressure on the soil 
will not be exceeded. 
Load on column 1 = 280,000 lb. 
Load on column 2=380,000 lb. 
Total = 660,000 Ib. 


660 
al ale) 110 sq. ft. 


G is RE /4.0" Shee ca 


sesteee teens Os 16/8. ate 


Fig. 172. 


The lengths of the parallel sides are unknown and two equations 
will be needed to solve. First equation may be obtained from 
the formula that the area of a trapezoid equals the average of the 
sum of the parallel sides multiplied by its length. Thesecond equa- 
tion may be found from the principle stated above—that the center 
of gravity of the trapezoid must coincide with the center of 
gravity of the combined column loading. This must be so in 
order that the pressure on the soil, and the consequent settling 
(if any), may be uniform—also to prevent dangerous transverse 
stresses in the columns. 


Area of footing = snes) =110 
280,000 i 
1,—1.5= 660,000°2* = §.94 


or ba AAt. 


Using the common equation for the center of gravity in a trape- 
zoid (Cambria Handbook) 


_ 16.83; bi+2bs 
HE! Seelam (2) 
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Solving equations (1) and (2) for b; and be 
bi =8.82 it., and be = 425 ft: 


To find the necessary depth of footing and amount of steel re- 
quired, we must find the section of maximum moment (which is 
the section of zero shear) and then determine the center of gravity 
of the area to one side of this section as an aid in finding the value 
of this maximum moment. 


8.82 l.— on aay a 6000 = 380,000 
lz —0.0154 1?.= 7.18 
l= 8.22 
And by trial, 
bi, —be= 8.82 — 4.25 = 4.57 
b3—be = 16.83 —8.22 
Sy naeeata (Boe: 
b3—be= 2.34 
b3= 2.84+4.25 = 6.59 yi 


ly bst+2bi_ 8.22 6.59-+2(8.82) 
3 bstbi 3 6.59+8.82 


We can now compute the value of the maximum moment. 
M =380,000 (8.22—1.5—4.31) =915,800 ft.-Ib. 
or M = (915,800) (12) = 10,989,600 in.-lb. 
The moment for 1 in. of width along the line of maximum 


10,989,600 _ ; ; 
(6.59) (12) = 139,000 in.-lb. The footing must be 


considered as an inverted beam at this section, and the required 
depth and the area of the steel may be computed by the usual 
methods. 

If the moment had been taken about a line through the center 
of gravity of the entire trapezoid, the result would be 133,000 
in.-lb., or an error of only about 2.2 per cent. This approxi- 
mate solution is often used in practice as the error is small. 

From Table 2, Volume I, K=107.4 and p=0.0077 for the 
stresses as recommended by the Joint Committee. 


139,000 ie 

107.4 = 36.0 in. 
as = (0.0077) (12) (6.59) (36) =21.9 sq. in. for the whole width. 
Referring to Table 1, eighteen 14-in. round rods will be needed. 
The bond stress along the main tension rods must now be in- 


ec 


= 4.31 


moment, M= 


FOUNDATIONS 233 


vestigated. The maximum shear comes from column 2 and 
equals 380,000 lb. 

Assuming that deformed rods are used, then the number of rods 
required for bond will be (assuming u= 150) 

380,000 

(3.93) (0.874) (36) (150) 
Thus bond controls the number of horizontal rods required and 
21 rods will be employed. (See Fig. 173.) 


iA 
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Transverse reinforcement should be provided to prevent bend- 
ing of the projections of the footing. Considering column 2, the 
width of distributing beam will be taken at 3 ft. Now the load- 


ing for which this cantilever should be designed is equal to one- 


half of the column loading multiplied by ae The moment 


arm equals one-half of the length of the projection, and 


M= em é ae *) A) (12) =3,010,000 in.-Ib. 


3,010,000. 
i Ve resis 
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The depth is smaller than the depth of the whole slab and, since 
a greater depth is used, the percentage of steel is found as follows: 


M _ 3,010,000 
bd? (36) (36)(36) 


K= = 64.6 


From Table 3, 
p=0.0045 


Then, 
as = (0.0045) (36) (36.0) = 5.84 sq. in. 


Referring to Table 13, fourteen 3-in round rods will be needed. 
In the same mannev, the distributing reinforcement for column 
1 is determined. 


Me ee) (eel 


7a v{_£58;000 
~ V(107.4)(36) 


Since the depth of the whole slab must be used, the necessary 
percentage of steel is found as above. 


_M _ 658,000 
~ bd? (36) (36)? 


Only about 0.1 per cent of steel is required and three ?-in. 
round rods will suffice. 

It sometimes happens that the required depth of the distribut- 
ing beam may be larger than the depth of the whole slab. In 
such cases the footing may have an increased thickness under the 
column or else steel may be introduced at the top and bottom. 
Double reinforcement, however, should not be employed when 
excavation can readily be made. 

The bond stress along the rods of the distributing beams must 
now be investigated. Considering the beam under column 2, 
the maximum shear is. 


ca (6: a = 147,000 tb, 


Assuming that deformed rods are used, then the number of rods 
required for bond will be (w=150) 


) ( 2 °) (12) = 658,000 in.-Ib. 


Beg aoe 


K =14.2 


147,000 i. 
(2.36) (0.898) (36) (150) — 


Vv 
U= oid! or number of rods = 13; 
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Thus the number determined for moment controls. In a similar 
manner, 8 rods are needed in the distributing beam under column 
1 but in this latter case the number is greater than that required 
for moment. 

Fig. 173 shows the spacing of the transverse reinforcement. 
Steel should be introduced between the end distributing beams 
about 24 in. center to center in order to make the footing more 
rigid and more capable of directly transmitting the loads. 

Certain assumptions must be made in order to determine the 
amount of reinforcement required for diagonal tension, but the 
assumptions which will be made will be at least on the safe side. 
Referring to Fig. 174 it will be assumed that the shear at the 
section mn is due to the load from column 2 minus the pressure 
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on the soil over the area mrsn. Web reinforcement is not needed 
in the distributing beams, as each distributing beam and column 
has a similar load to that of a single footing, and for such footings 
we know that the intensity of shearing stress, as measuring diag- 
onal tension, may be computed on a section at a distance out 
from the face of column equal to the depth of the footing to the 
steel. In a longitudinal direction, however, shear should be 
computed on a section close to the support, as mn, Fig. 174, 
since in this direction the tension steel is at the top of the footing 
and cracks may open up in the web as in simple beams. 

In order to determine the number of stirrups required in a 
longitudinal direction at column 2, it will be necessary to find 
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the section where the shear is 40 lb. per square inch. This sec- 
tion may be determined approximately as follows (Fig. 174): 


(6.59) (q)6000) = (36) (6.59) (12) (40) (F) 
q=2.5 ft. 


This value is sufficiently accurate for all practical purposes. If 
desired, the distance gq may be determined by trial and by 
scaling from an accurate drawing of the trapezoid. The distance 
mn=8.14, determined directly by scaling. Also, in the same 
manner, ss’ =7.26. At mn the unit shear is 


380,000 —(8.14)(2.5)(6000) _ 
(8. 14)(36)(12) (4) = 84 lb. per square inch. 


The total shear to be taken by vertical stirrups is 


(=a) (=) (* sea : = 


Using 3-in. round rods, the number of single stirrups required is 


79,000 
(16,000) (0. 196) 


The spacing is given in Figs. 173 and 174 (27 stirrups shown). 
In a similar manner the number of stirrups may be determined 
at column 1. 

The loads beyond the centers of the columns in a longitudinal 
direction cause negative moment at the supports; that is, the 
load to the left of column 1 and to the right of column 2 cause 
tensions in the bottom of the footing at the sections AB and CD 
respectively (Fig. 172). This tension, however, does not ex- 
ceed the tensile strength of the concrete. At column 2, using 
the flexure formula given in Art. 29, Volume I 


f= ye = eee) Sou see G2) = 33 lb. per square inch. 


(3.22)(144) = 79,000 lb. 


=25 . 


A few rods 4 ft. long will be placed at the bottom of footing across 
the sections AB and CD in order to provide for any possible 
defects in the bed of the foundation. 

There is ample provision for punching shear around the 
columns. ; 


Whenever it becomes necessary to employ a combined footing 
which will include two columns carrying practically the same 
load, then an inverted T-beam will answer and the method of 
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design shown in the illustrative problem following Art. 61, 
Volume I, should be used. 


PROBLEM 


13. In Fig. 173 consider a load of 200,000 Ib. on column 1 and a load of 
300,000 lb. on column 2. Take a distance of 15 ft. between the centers 
of columns. Design the combined footing considering an allowable 
pressure on the soil of 2 tons per square foot. Use the working stresses 
as recommended by the Joint Committee for a 2000-lb. concrete and 
medium steel. 


49. Cantilever Construction—The cantilever type of con- 
struction may be employed in place of a combined footing under 
the usual conditions; that is, when encroachment upon adjacent 
property must be avoided and when, at the same time, it becomes 
necessary to make use of the land close to the property line. In 
cantilever construction, the wall-column footing and the footing 
of the nearest interior column are connected by a beam or strap, 
and this strap is extended so as to support the wall column. 
To save excavation, the top of the strap is usually placed at the 
same level as the tops of the footings. 


DESIGN OF FooTiInGs IN CANTILEVER CONSTRUCTION 


Let’ us assume the size of columns and column loading as 
shown in Fig. 175. The distance from the center of interior 
column to the property line will be made 12 ft. and the outer 
edge of the wall column will be placed on the property line. 
In addition to the above, we shall consider that piles are necessary 
and that it is not feasible to drive such piles closer than 2 ft. 
apart in any direction. The safe bearing capacity of each pile 
will be taken at 10 short tons. The working stresses as recom- 
mended by the Joint Committe for a 2000-lb. concrete and medium 
steel will be adopted. 

Approximate figuring shows that about 12 piles will be needed 
under the wall footing, and 18 piles under the interior footing; 
that is, if the center of the wall footing is placed about as shown 
in Fig. 175. Knowing the number of piles required, the shape 
of the footings may be easily determined. The arrangement 
shown for the piles insures a spacing of at least 2 ft. in every 
direction. 

On account of cantilever action, the uplift on the interior 
column may be due to the combined live and dead load of the 
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wall column, but, since the live load may not always be present, 
the uplift from the dead load only should be considered. Dis- 
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regarding the strap weight to the right of the center of wall foot- 
ing, this uplift is 


(130,000) (2.33) — (1200) (9) (4.5) 
9.00 


= 28,000 Ib. 
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The strap will now be designed for the total live and dead load 

on the exterior column since this loading gives maximum con- 
ditions. The total load on the wall footing is 


(175,000) (11.33)-+(1200) (12) (6 
9.00 : 


The uplift on the interior column may be found in a similar 

manner to that for dead ioad only, or more accurately (taking 

moments about the outer edge of the wall column) 

(230,700) (3.00) — (175,000) (0.67) — (1200) (12) (6) 
12.00 


= 230,700 lb. 


= 40,700 lb. 


Total 175000 Ib. 


40700 sb. 


Fig. 176. 


The loads on the strap are shown in Fig. 176. The maximum 
moment occurs where the shear is zero or, accurately enough, 
(175,000) (6) _ 
*~930,700 = 4,5 ft. 


from the outside edge of wall column. 
2 
M = (175,000)(3.83)— ( oe (4.5) (2.25) = 281,000 ft.-Ib. 


6 
= 3,372,000 in.-lb. 
Then, assuming b=89 in., 
7, | 3:372,000 

~ \(107.4)(39) 
The shear in the strap at the inside edge of wall column should 
not exceed 120 lb. per square inch with an effective system of web 
reinforcement. ‘This is due to the fact that tension exists in the 


= 28% In. 
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upper portion of the strap; in other words, the inward spread 
of the wall-column load will not aid to any appreciable extent 
in reducing the tendency to fail through diagonal tension. For 
the dimensions determined for moment 


230,700 


(175,000) — (“2 ) (1.33) 
(39) aa (28.5) 


()— 


123,900 
= (89) (0.875) (28.5) ~ 127 Ib. per square inch. 


The strap will be deepened so that d=30 in. and total depth 
=32 in. Stirrups will be needed from the inner edge of the 
exterior column to a point 3.5 ft. from the property line where 
the shear becomes 40 lb. per square inch. ‘Triple-looped 3-in. 
round stirrups will be employed and these will be spaced 6 in. 
on centers, or 

3 asfejd_ 3 (6)(0.196) (16,000) (0.875) (30) _ 

+ OL RAE oe 123,900 

The unit shear at the inner edge of wall fated is 


(40,700) + (1200) (6) 
(39)(0.875)(30) 47 lb. per square inch. 


Two triple-looped 3-in. round stirrups placed just to the left of 
this point will make the design satisfactory. 
The number of horizontal rods will now be determined. 
_ 3,372,000 _ 
~ (39)(30)? ~ 
p =0.0069 
as = (0.0069) (39) (30) =8.1 sq. in. 
Fourteen $-in. round deformed rods O.K. 
123,900 
= 44)(2.75) (0. 879) (30) > = 122 lb. per square inch. 


The horizontal tension rods should have a sufficient length for 
straight bond on each side of the section of maximum moment. 
In the problem at hand, if deformed bars are assumed having a 
bond strength of at least 150 lb. per square inch, then 27 diameters 
or 24 in. is sufficient. It is advisable, however, in a construction 
of this kind to bend the ends of the rodsasshown. Alternate rods 
may stop off at 10 ft. from the property line, which is about 5 in. 
beyond the point where they are no longer needed in tension. 
The interior footing may be designed in the same manner as 
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explained in Art. 47, except that in this problem we have the 
moment from concentrated loads instead of from uniform loads. 


M = (80,000) (2.37) (2) + (20,000) (0. 62) (2) + (20,000) (1.87) (2) 
+ (40,000) (0.87) (2) 
= 548,400 ft.-lb., or 6,581,000 in.-lb. © 


The depth to steel will be made 30 in. in order to provide properly 
for the strap. Web reinforcement is not needed. 


6,581,000 
K= (975 (4)(30)2= 88 
p =0.0048 


as = (0.0048) (27) (4) (30) =15.6 sq. in. 


The steel will be placed in two directions. Thus, for moment, 
3.9 sq. in. or seven }-in. round rods will be needed in each band. 
Let us now determine the number of {-in. round rods in each set 
that will be required for bond. 
(16)(20,000) 
4 


Vy 
uU= Ser or number of rods= (150) (2.75) (0.895) (30) = 8 
This number controls. 

The weight of footing, as designed, deducting the weight of 
strap already considered, is approximately 22,000 lb. This 
gives a total pressure on the piles of 360,000+ 22,000 — 28,000 = 
354,000 lb. Thus the number of piles was correctly chosen. In 
this design there is no danger of failure by direct shear above the 
tops of the piles as for this kind of shear about one-half the 
compressive strength of the concrete may be allowed. There is 
also no danger from punching shear around the base of the 
column. 

The footing under the wall column acts as a simple cantilever. 
The moment on each edge of strap 

M = (60,000) (17) = 1,020,000 in.-lb. 
As in the interior footing, the depth to steel will be made 30 in. 


1,020,000 
K=(ay (a0)? + 18 
p=0.0011 


as = (0.0011) (72) (30) = 2.4 sq. in. 
Twelve 4-in. round deformed rods. 
60,000" 2-7" 
“*(12)(1.57)(0. 93) (30) 


=115 lb. per square inch, 
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A few cross-rods will also be employed to better distribute the 
load. 

The weight of wall footing deducting the weight of strap is 
approximately 10,000 lb., giving a total pressure on the piles of 
230,700+ 10,000 = 240,700 lb., or almost exactly 10 tons per pile, 
as planned. 

It is generally considered good practice to lay the concrete 
directly upon the heads of the piles. The ground is usually 
excavated around the piles, the depth depending upon soil 
conditions, and then a layer of broken stone is spread and 
rammed before the concrete is laid. The supporting power of 
the soil between the piles is thus utilized. 


PROBLEM 


14. Design a cantilever type of construction for. the conditions of Problem 
13 using piles with an allowable load of 20,000 lb. per pile. 


50. Raft Foundations—The raft foundation in building 
construction may be considered as an extension of the single or 
combined footing until the foundation covers at least a con- 
siderable, if not the entire, area of the building. Its use is limited 
to sites where the allowable pressure on the soil is very small or 
where the building is supported by piles sustained by friction. 

Raft foundations may be divided into the following three 
general classes: 

1. Flat slabs of plain or reinforced concrete. 

2. Beams or girders with a slab underneath. 

3. Beams or girders with a slab on top. 

A flat-slab foundation may be designed in the same manner 
as a flat-slab floor using either of the methods described in 
Art. 18. The foundation is considered as an inverted flat slab 
loaded by the reaction of the ground and supported by the col- 
umns. The column base should be made large enough to prevent 
excessive moments and shears in the concrete. 

Fig. 177 shows a design of a raft foundation of the second class. 
The action of forces is exactly as in an inverted floor and calls for 
similar treatment in designing. As compared with Class 3, 
Class 2 permits a T-beam design but, on the other hand, requires - 
an extra fill and separate floor surface in the basement. 
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51. Examples of Column Footings.—Fig. 178 shows a design 
of a single footing for the typical interior columns of a factory 
building for the Bradley Knitting Co., Delavan, Wis. The 
design of the top of footing should be noted. 

Fig. 179 is an example of a combined footing otaplowedl in an 
automobile depot in Boston. 
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Fig. 180 is a special foundation of novel design used in the 
Garage Building of the Decanville Automobile Co., New York 
City. 

Figs. 181A to 181E inclusive show an interesting foundation 
arrangement employed in a storehouse for the Winchester 
Repeating Arms Co., New Haven, Conn. The combined 

17 
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footings and the cantilever footings for the bearing walls should 
be noted. The building was designed for a pressure of 6000 lb. 
per square foot on the earth under the foundations. The entire 
wall and footing arrangement will be considered more in detail 
in Art. 53. 


Basemert Floor Leve/ 


atl 
4 


Fire. 178. 


Interior Col. Wall Co/., 


4aserment Floor Lire 


eG LQuees| 
Se ge 
\ SS 
SS 
7] ae 
f:___¢4-$"¥rods S\N > 
Ly U ©. " 
Sy 


* 39-5" rods 64"c toc 
aA 


Elevation of Foundation Beam Section AA 
Fig. 179. 


52. Concrete Piles.—Reinforced-concrete piles are usually 
employed where wooden piles would be subject to decay or to 
destruction by the action of marine worms. They may be used 
generally under the same conditions as wooden piles, but are 
especially advantageous for foundations on land where the per- 
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manent ground water is at a considerable depth. Wooden 
piles must be cut off under water as, when subjected to an 
atmosphere which is alternately wet and dry, they will decay. 
This is unnecessary with concrete piles, and foundations under 
such conditions need not start so low as would be the case if 
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timber piles were employed. Concrete piles cost somewhat more 
than timber piles, but under many circumstances the saving in 
foundation material and in excavation will more than offset the 
extra cost of the concrete pile. 

Reinforced-concrete sheet piling is sometimes used when it is 
desirable to leave it in place as a part of the permanent structure, 
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Fig. 181C.—Winchester Repeating Arms Co.’s building, New Haven, Conn. 
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In this type of piling, grooves are left in adjacent edges of the 
piles, and these grooves are filled with grout after the piles are 
driven. 
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Reinforced-concrete piles are of two general types, those 
molded in place and those molded before driving. 
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Pitts Mouprep In PLAcE 


The Simplex and the Raymond piles are the only forms of 
concrete piles molded in place which are widely used. 
_ Simplex Pile—In the Simplex pile a hollow cylindrical steel 

tube or form, 16 in. in diameter and 2 in. thick, is driven to a 

suitable bearing. When the required depth is reached, the form 
is filled with concrete to a sufficient height, and then withdrawn. 
The driving point, depending on soil conditions, may be either 
a conical cast-iron point (Fig. 182) that is left in place, or a 
hinged cutting edge called an alligator point (Figs. 183 and 184) 
which opens as the tube is withdrawn. Fig. 185 shows the stand- 
ard Simplex pile which fills the great majority of requirements 
and is adaptable in all ordinarily unreliable ground. ‘The method 
shown is termed “Standard” as about 75 per cent of Simplex 
piling stands on the detachable cast-iron point. The alligator 
point is limited in its’ use to a certain class of soil—that is, one 
that stands well after penetration. As generally used, no rein- 
forcement is required, but the system admits of placing any de- 
sired reinforcing members within the form. In very wet soil a 
permanent casing of slightly less diameter than the inside of the 
cylindrical form is used to prevent washing or displacement of 
the concrete. Sometimes a pile is molded on the surface and 
lowered through the form, which is then withdrawn, leaving the 
molded pile in position. 

Raymond Pile—Raymond concrete piles are made by driving 
a tapering sheet-steel shell to refusal by means of a collapsible 
steel core, withdrawing the core, and thereupon filling the shell 
with concrete. ‘There is thus a shell or form for every pile and 
the concrete within the shell may be reinforced or not, as desired. 
Fig. 186 shows a partly and an entirely completed Raymond pile. 
The dimensions of the standard sizes of Raymond concrete piles 
are as follows: 


20 ft. long, 20 in. at top and 6 in. at the point 
25 ft. long, 20 in. at top and 8 in. at the point 
30 ft. long, 20 in. at top and 8 in. at the point 
35 ft. long, 18 in. at top and 8 in. at the point 
40 ft. long, 18 in. at top and 8 in. at the point 


Where rock or hardpan is overlaid by a stratum of soft or un- 
stable material and a pile must be considered to act as a column, 
cores are used which are more nearly straight. In soft material, 
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Courtesy of Simplex Foundation Co. 


Fia. 182.—Setting driving form on cast-iron point. Simplex conrerete 
piles. 
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Courtesy of Simplex Foundation Co. Courtesy of Simplex Foundation Co. 
Fig. 183.—Alligator point closed Fie. 184.—Alligator point open 
in position for driving. Simplex while pulling. Simplex concrete 


concrete piles. piles. 
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however, a tapered pile appears to have a greater bearing capac- 
ity than a straight pile of the same average diameter. 

The shell of a Raymond pile is made of sheet steel of a thick- 
ness depending on the elasticity and crushing tendency of the 
earth. The sections are approximately 8 ft. long, telescoping 
into each other from 9 to 18 in. A boot made of pressed steel 
is placed on the end of the core or mandrel. ‘This is designed 
to withstand the cutting effect of rock and other obstructions 


ke--Pulling Cables 


“Pulling Clainp 


---- Steel Driving 
Form 


Fie. 185.—Method of constructing Simplex concrete piles. 


encountered in driving. After the core is collapsed and with- 
drawn, the shell is inspected to see that a perfect shell has been 
secured, and the form is then filled with concrete. 

A mechanical problem that for several years taxed the ingenu- 
ity of engineers connected with the Raymond system, was to pro- 
vide a shell of sufficient strength to withstand the back pressure 
of ground ofanelasticnature. A successful method of overcoming 
this difficulty is illustrated by the shell shown in cross-section in 
Fig. 187, termed a ‘‘spiral shell.” The method consists of en- 
casing a spiral made of No. 3 wire in a No. 24 gage shell, and to 
do this, special machines have been built. 
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Fig. 188 shows a typical Raymond pile-driving outfit. Note 
the core in the leads and the sections of permanent shell on the 
ground. These shells are placed upon the core before driving. 
Fig. 189 is a view of a pile driver similar to that shown in the pre- 
ceding figure, but with a different size of core. 


Fig. 186.—Raymond pile core 
collapsed and partly withdrawn. 
Completed Raymond pile with- 
out reinforcement. 


Pites Moupep Brrorr Drivine 


Cast piles should be reinforced to permit of handling and the 
reinforcement may be any of the forms used for reinforced-con- 
crete columns. In driving, a molded pile is provided with a cast- 
iron point, and a driving head is generally used in which a cushion 
of sand, rope, or other material is placed between a driving block 
of wood and the concrete in order to prevent the crushing of the 
pile. Concrete piles are quite often sunk by means of a water jet. 
This method is made possible by inserting an iron pipe in the 
center of the concrete. 


Fig. 190 shows the details of the concrete piles employed in 
the construction of ore docks for the Pennsylvania Railroad 
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Courtesy of Raymond Concrete Pile Co. K 


Fig. 188.—Raymond pile-driving outfit, core swung in leads. Several sec- 
tions of permanent shell on the ground. 
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Courtesy of Raymond Concrete Pile Co. 


Fig, 189.—Raymond pile-driving outfit. Note the tapered core. 
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Company at Cleveland, Ohio. The piles, octagonal in shape 
and reinforced with eight 1-in round rods, were cast vertically 
in steel forms, a cast-iron shoe being fitted into the form and be- 


coming a part of the finished pile. A 1:2:4 mixture of both 
gravel and broken stone was used. The forms were removed in 


Section AA 


10% 10'"3" Plate 


24'Sheet Pile 30'& 40! Pile 
Fig. 190.—Details of piles used in ore dock construction at Cleveland. 


from 12 to 24 hours after pouring, depending upon the weather. 
No pile was driven before it was at least 30 days old. Sheet 
piles were also used, as shown in Fig. 190. - 


In a paper by Sanford E. Thompson and Benjamin Fox which 
was read before the Boston Society of Civil Engineers and which 
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was also reproduced in the Journal of the Association of Engineer- 
ing Societies, Vol. XLII, 1909, there is a complete analytical 
description of the design, construction, and driving of the con- 
crete piles used in the pile foundations of the Boston Woven 
Hose & Rubber Co’s powerplant. The paper is in part as follows: 

“The piles as designed by Mr. Fox were made 80 ft. 6 in. long, 14 
in. square at the butt end, and in general 9 in. square at the tip. A 
number of soundings were taken at the site of the power house which 
indicated a fill of from 6 to 8 ft.; below this to a depth of 29 ft. 7 in. to 
31} ft. from the surface, fine sand and mud (practically all may be con- 
sidered sand); and below the sand a clay hard pan was reached which 
was tested to a depth of 13 ft. These tests, together with a considera- 
tion of the requirements, determined the length of the pile. 


Courtesy of Mr. Benjamin Fox. 


Fic. 191.—Pile reinforcement ready to place in form. 


‘Piles were reinforced with four }-in. corrugated steel rods extend- 
ing to within 2 in. of the ends of the pile, and embedded 2 in. from the 
face near the butt and 1% in. from the face at the tip. Loops of $-in 
corrugated bars were placed around the principal steel, spaced about 12 
in. apart, except near the butt where the spacing was decreased to 4 
in., there being 34 loops in all. The butts of the piles were also extra 
reinforced, some with $-in. and some with 3-in. rods, varying in length 
from 2 to 3 ft. A 4-in. rod about 5 ft. long was imbedded in the con- 
crete with a loop sticking out through the concrete near the top of the 
pile on one side for hooking with derrick. Fig. 191 shows a view of the 
reinforcement wired up and ready to place in theform. Fig. 192 shows 
the reinforcement in the form ready for the concrete. 

‘A galvanized iron pipe was cast in the center of the pile for the 
water jet. For experimental purposes the sizes of pipes were varied, 
being 2 in., 13 in., 1} in. and 1in. To carry out the experiment still 

18 
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further some of the piles were made with one of the larger-size pipes for 
about half the length of the pile and there connected with one of the 
smaller pipes which extended down to the tip. 

“The friction of water running through pipe of small size is very great, 
so that it is known without experimenting that the largest-size pipe 
which is practicable to insert in a pile will give the least loss of head and 


Courtesy of Mr. Benjamin Fox. 


Fic. 192.—Form with reinforcement in place ready to pour concrete. 


therefore be the best. To increase the velocity of the water, and thus 
increase its power to loosen earth (note that it is the velocity, not the 
pressure which is increased) the size of the tube should be reduced near 
the tip. The reduction must be made far enough from the pile to pre- 
vent clogging under heavy blows. There is no danger of the nozzle 
filling while the water is flowing freely, and therefore no danger while 
the pile is being churned down in the first few blows. The danger is 
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apt to occur when the driving becomes hard, and the penetration per 
blow is small. 

“A 2-in. pipe is probably as large as is practicable, and it is there- 
fore suggested that this size be used to within 12 in., or if preferred, 24 
in. from the tip, and there reduced to 1 in. 


Courtesy of Mr. Benjamin Foz. 


Fra. 193.—Finished piles on casting platform, showing handling hook, 
jetting pipe and the manner in which reversed ends economize space. 


“The method of construction is as follows: A 2-in. platform of 
rough plank is built on ground of sufficient area to hold all of the piles. 
On this platform chalk lines are struck and V-strips to form a 1-in. cham- 
fer nailed so that the lines of the piles are about 6 in. apart, alternating 
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points and butts. The casting of the piles with tips and butts alter- 
nating is economical of space, but where the piles are cast so as to be 
handled directly by the pile driver, without any intermediate hand- 
ling, it is best to cast them all with the butts toward the machine on 
account of the saving of time in getting the pile in the gins. Two 8-in. 
unplaned (to assist in skin friction) spruce planks form the sides of each 
pile. The piles are made in lots of about five. The outside form is 
cleated with 2 by 4’s and the other sides have the plank simply set on 
edge with pairs of wedges between them. There are 7 cleats or wedges 


Courtesy of Mr. Benjamin Fox. 


Fie. 194.—Completed piles after driving. 


in the length, and 7 pieces 2 by 4 nailed across the top of each. After 
setting the plank sides, beveled pieces are nailed to locate the upper 
surface and form achamfer. The reinforcement when made is sus- 
pended in form by 2 wires attached to each of the 2 by 4 cross-pieces. 

“Fig. 193 shows a view of piles with the forms removed. Two days 
were usually allowed before striking theforms. Fig. 194 shows the com- 
pleted piles after driving. 

“The concrete was mixed by hand in the proportion of 1:2:4, using 
{-in. trap rock, the sand and cement being first made into a mortar and 
the stone added. A thorough mix is, of course, essential. Mixing 
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was started in March, precautions being taken at night against possible 
frost and the piles wet down every day for 2 weeks. ' : 
“The age of the piles when driven ranged from 30 to 41 days, the 
larger part of them being nearer the shorter age. The first pile was 
molded on March 24 and driven on April 24, and during this period the 
temperature was low, averaging between 40° and 50° F., so that the 
piles had not attained nearly their full strength. After the driving was 
commenced the weather became much warmer, and the piles after the 
first few were noticeably harder and entirely satisfactory, even although 


Courtesy of Mr. A. C. Chenoweth. 


Fig. 195.—“‘Chenoweth”’ machine, used in casting rolled concrete piles. 
Pile being rolled. 


the age was practically the same, that is, about 1 month. It may be 
said that a period of 1 month for seasoning piles is sufficient during, 
say, the months between May 1 and October 1, but during the colder 
months a longer period should be alllowed unless artificial heat can be 
used to hasten hardening.” 


There have been a number of inventions in the concrete-piling 
field developed along the lines of the made-up pile. The princi- 
pal systems are the Gilbreth and the Chenoweth. 
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Gilbreth Pile—The Gilbreth pile is a corrugated reinforced- 
concrete pile tapered so as to develop the full bearing power of 
the soil throughout its entire length. A hole is made through 
the center of the pile to receive a 2-in. jet pipe, which is used to 
sink (or assist in sinking) the pile. 

Chenoweth Pile—The following is taken from an article in 
The Journal of the American Society of Engineering Contractors, 
April, 1912, written by Mr. Alexander C. Chenoweth, inventor 
of the Chenoweth concrete pile: . 


“The Chenoweth concrete pile is of what has been termed the molded 
type, but differs materially from other piles of that class by being 
rolled into shape instead of cast. The process is shown in Fig. 195. 


Courtesy of Mr. A. C. Chenoweth. 


I'ta, 196.—View of “Chenoweth” machine, showing wire mesh placed on 
movable table and attached to pile mandrel. 


“This pile is made by the machine illustrated in Figs. 195 and 196, 
which consists of a platform over which is suspended longitudinally the 
mandrel around which the material is rolled, and above it the heavy 


longitudinal roller that aids in compressing the materials while being 
rolled, 
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“On the platform is placed a sheet of wire cloth of the proper dimen- 
sions. This is then attached to the mandrel and coated with a layer of 
gravel concrete 2 in. or more in thickness, in which are embedded 
the longitudinal reinforcing rods. The mandrel is now revolved and the 
concrete-covered sheet wound around it mechanically. The heavy 
roller, resting upon it all the time, insures a uniform and compact 
pile. 

“At the completion of the rolling, the pile rests on a series of rollers 
at the edge of the platform. It is then wrapped around every eight or 
more inches with wire, to prevent if from unrolling, on the completion 
of which the pile is rolled on to the cars and taken to the seasoning yard. 


i = 


Bars 
End Cross Section 
for all Piles 


Section of Cast Iron Cap 
Driving Cap 


x Wire Mesh 
=> Reinforcing 
Bars 
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for Long Piles 


Driving Cap 
Half Section and_Elevation of Cap 


Courtesy of Mr. A. C. Chenoweth. 
Fic, 197. 


At no time during this formative period is it necessary to lift the pile 
and thus produce any disturbance of the materials of which it has been 
made. 

“The concrete when applied to the wire cloth is moderately wet and 
is sprinkled with water. When the compression rolls come into opera- 
tion the surplus water oozes out. The resultant material is very 
dense. 

“The machine can be set up when the piles are to be used or it can 
be located at some central point and the piles transported to the work. 
One strong feature of this pile is that it can be made in very long lengths 
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The general scheme of the reinforcement admits readily of modifica- 
tions and is, therefore, adaptable to the various conditions met with 
in concrete pile work. In some form of dock construction the pile is 
unsupported for a long distance and must be sufficiently reinforced to 
meet this condition. This pile is driven or jetted into place as the situ- 
ation demands. The driving cap or cushion is shown on Fig. 197.’ 


CHAPTER IX 
WALLS AND PARTITIONS 


53. Bearing Walls.—As suggested at the beginning of this 
Section, the two principal types of reinforced-concrete buildings 
differ only in the character of the outside walls. A skeleton 
form of construction is assumed in most of the discussions in 
this text, but bearing-walls should have some consideration. 

Although the bearing-wall type of construction is naturally 
the only type employed in concrete residences, it has not been 
found in much favor_for manufacturing and commercial build- 
ings in general. Of course, a building with monolithic wall 
construction possesses great rigidity when properly designed and 
reinforced, but it cannot be erected as rapidly as buildings with 
other wall types, and, unless great care is employed in con- 
struction, there is a likelihood of defects occurring in casting the 
work. There is also difficulty in obtaining a uniform color for 
the wall surfaces. 

Concrete walls are either of single thickness, or of double 
thickness with an air space between. A common method of 
obtaining an air space is by building in a central course of hollow- 
tile blocks. Double walls render the interior of the building less 
subject to changes in temperature and more completely moisture- 
proof, but, in the majority of commercial and manufacturing 
buildings, single walls are not objectionable and make a great 
saving in floor space. Occasional projections or pilasters im- 
prove the appearance and add to the strength of a single wall. 
Fig. 198 shows the front elevation of a warehouse for the Port- 
land (Me.) Savings Bank which, for the bearing-wall type of 
structure, is quite ornate. Note the cornice, belt courses, ete. 

Except in residences, bearing-wall footings must usually be 
reinforced. A cantilever projection is formed on each side of the 
wall and the amount of reinforcement may be determined as for 
a simple cantilever beam. 

Sometimes only portions of a wall are made to carry floor 
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Fig. 198.—Front elevation of warehouse for Portland Savings Bank, 
Portland, Maine. 
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loads. Walls of this kind are shown in Figs. 181C, 181D, 199A, 
and 199 B. 

In designing the bearing wall shown in Fig. 181D, Section BB, 
the offset was made 12 in. on the inside in order to carry a 12-in. 
brick wall above. The 8 in. on the outside is to allow for bearing 
for floor slab in future extension. The wall had originally been 
laid out for a thickness of 16 in., and the footing was placed with 
this in mind. When it was decided to make the wall thicker, it 
was impossible to change the location of the footing so as to 
center it, but the difference was so small it was not considered 
important. The walls were reinforced horizontally between 
piers to take care of the earth pressure—the idea being to make 
the pier act as a beam, supported by the basement and first 
floor. 

The footings rested on a very soft rock. It was the belief of 
the designers that the wall was sufficiently deep to act as a beam 
and to distribute the load from the piers over the entire bay 
from column to column. This wall was cast integrally with the 
piers and was reinforced with four 1}-in. rods near the top as 
shown. The footings then were reinforced in one direction with 
the same spacing of rods from column to column. 

54. Curtain Walls.—In the usual type of construction, wall 
girders are placed at each floor and the reinforced-concrete walls 
(called curtain walls) are designed merely to fill in the panels 
between the columns and girders which form the skeleton frame 
of the building. They are not intended to carry any weight 
but need to be strong enough to withstand wind pressure, which 
is usually considered to be 30 lb. per square foot. Such walls may 
be designed as slabs carrying a uniformly distributed load and 
supported on all four sides. Figuring in this way, using the 
above value for the wind pressure, a wall in ordinary building con- 
struction will never exceed 34 to 4 in. in thickness, which is the 
practical limit for ease in construction. In fact, 6-in. walls will 
generally be required in order to obtain sufficient imperviousness 
to moisture. Also, a 6-in. wall is usually cheaper than a 4-in. 
wall owing to the greater ease of pouring the concrete and 
placing the reinforcing steel in position. A 4-in. wall, however, 
is all that is needed for fire protection. 

In addition to the consideration of wind pressure, concrete 
walls are reinforced generally for the purpose of preventing cracks 
and guarding against accidents during or immediately after 
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Fig. 199 A.—Factory addition, Bradley Knitting Works, Delevan, Wis. 
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construction, except, of course, where lateral pressures occur, 
when the beam action must be considered. The reinforcement 
generally consists of {- to }-in. rods placed both horizontally 
and vertically from 12 to 24 in. apart. 

Slots in the columns are made by nailing a strip on the inside 
of the column forms. In this way the curtain walls are mortised 
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Fic. 199 B.—Factory addition, Bradley Knitting Works, Delevan, Wis. 


into the columns and a contraction joint is formed, so that the 
contraction to be provided for is due only to the curtain wall 
itself. 

When curtain walls are employed with a small percentage of 
window area, it is customary to use both horizontal and vertical 
- reinforcement, the same as when the wall covers the entire panel, 
and to place one or more rods near the edge of the slab about all 
openings. When wire fabric is used for reinforcement, the edges 
of the openings are stiffened by bending back the fabric into a U 
shape. 
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Where a large percentage of the outside wall of a building is 
used for windows, as is generally the case in factory buildings, 
the wall proper consists of little more than columns with deep 
wall beams or wall girders forming belt courses between them. 
The spandrels, which we shall call the walls directly beneath the 
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Fig. 200.—Lang building, Haverhill, Mass. 


window sills, may be reinforced so as to act as the upper part of 
the wall beams, but the usual method is to consider this portion 
as separate from the beam and merely reinforce with small 
rods (in some cases with wire fabric) so as to prevent cracks and 
to reinforce the construction during the setting of the concrete. 
If this is done, the spandrels may be put in after the main struc- 
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tural parts have been cast, in the same manner as complete 
curtain walls. This saves time in the erection of the building 
and allows the use of more care in obtaining a neat finish on the 
spandrel walls. 
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Fig. 203.—Details of Lang building, Haverhill, Mass. 


4 


In Fig. 203 two spandrel sections are shown, one where wall 
beams are employed and the other where only the floor slab 
and spandrels form the exterior belt course. It may be stated 
here that Figs. 200 to 207 inclusive show many of the details of 
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Fic. 204.—Details of Lang building, Haverhill, Mass. 
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Fig. 206.—Details of Lang building, Haverhill, Mass. 
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the Lang Building at Haverhill, Mass. built by the Concrete 
Engineering Co. for the Haverhill Building Trust. Many of 
the details shown will be referred to later, but the student should 
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Fic. 207.—Details of Lang building, Haverhill, Mass. 


look through all the details at this time so as to become some- 
what familiar with them. Note, for example, the elevations of 
the building and its general shape; also the nailing strips in the 
columns and lintels. 
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Courtesy of Mr. C. A. P. Turner. ; 
Fig. 208.—International Harvester building, Fort William, Canada. 


S ee, 


Courtesy of Mr. H. F. Porter, Mfg. Editor of 


Se tat 


“Factory.” 


Fig. 209.—Warehouse, Dodge Mfg. Co., Mishawaka, Ind. 
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Reinforced concrete is well adapted to the construction of 
walls where considerable strength is required, but in very thin 
walls, such as curtain walls, it becomes a relatively expensive 
building material on account of the cost of forms. Brick, con- 
crete blocks, or terra-cotta are often used on this account, not 
only for spandrel walls, but to cover entire wall panels (Figs. 208 
and 209). 

For curtain walls in Unit construction, reference should be 
made to Figs. 78 and Plate XI. 

55. Brick and Other Veneer.—From an architectural stand- 
point it sometimes becomes necessary to cover the exterior 


Courtesy of Universal Portland Cement Co. 


Fig. 210.—J. K. McIntyre building, Dayton, Ohio. 


columns and walls with brick, terra-cotta, marble, limestone, 
or other material. The facing or veneer is usually laid after the 
structural frame is completed (Figs. 210 to 212 inclusive). 

A brick veneer generally consists of one thickness of brick, 
and this is tied into the concrete work by means of copper or 
galvanized-iron ties. These ties are usually about ¢ in. wide and 
are tacked to the form boards in such a manner that about 4 in. 
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of the tie will be embedded in the concrete work. When the 
forms are removed, the portion of the tie lying flat against the 
forms is bent out as shown in Fig. 213. A tie should be provided 
for about every 4 sq. ft. of wall surface. Brick facings should be 
supported, at least at every floor, by a ledge formed in the con- 


Courtesy of Universal Portland Cement Co. 


Fria. 211.—Rogers and Hall Co.’s building, Chicago, Ill. 


crete. Angle irons are usually employed to’ carry stone and 
brickwork over door and window openings (Fig. 214). 
Fig. 215 shows one method of supporting a stone lintel. The 
anchor at the top should be noted. 
The arrangement of the ties and supports for terra-cotta varies 
greatly with the design. The facing is usually supported by 
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projections in the concrete fitting into openings in the terra- 
cotta, forming a sort of dovetailing. Iron anchors then tie the 


Courtesy of Universal Portland Cement Co. 


Fia@. 212.—Primus building, Hammond, Ind. 
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Fig. 213. 


two together. It is very important that suitable play be pro- 

vided for, as terra-cotta cannot be made to exact dimensions. 

Stone facings are also supported by projections in the concrete, 
20 
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the same as terra-cotta, but the stone can be made to more nearly 
fit any simple shape given to the concrete ledge. 

56. Window Openings.—The arrangement of floor slab and 
wall beam in Fig. 215 makes it possible to obtain the maximum 


Courtesy of Ferro-concrete Construction Co. 


Fig. 214.—Christ Church parish house, Cincinnati, Ohio. 


amount of light within the building; that is, the window frames 
are run as close as possible to the underside of the floor slab. 
It should be noted that to accomplish this, the beams should 
either be run parallel with the walls of the building, so that none 


WALLS AND PARTITIONS 285 


of the beams will take bearing on the lintel, or else the floor 
arrangement should be similar to that shown in Fig. 202 where 
only parallel girders are employed spaced relatively close to- 
gether. If beams run parallel with the walls, the spacing of the 
beams may be returned at the corners by a diagonal girder as 
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illustrated in Fig. 216. By so doing the windows may be made 
the same height throughout. 

Reinforced-concrete buildings to be considered fire-resisting 
should have windows of wire glass, held in metallic frames. 
Wire glass is either ribbed, rough, maze, or polished plate having 
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Fig. 216. 


wire embedded in its center during the process of manufacture. 
The wire netting used for this purpose is similar to ordinary 
chicken. netting with about a l-in. mesh. It is embedded in the 
glass at a very high temperature which insures adhesion between 
the netting and glass, and the two materials become one and 
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inseparable. If the glass is broken by shock or by intense heat, 
it remains intact. It is this property which gives wire glass its 
fire-retarding qualities. 

Metal frames are made in a great variety of forms to meet all 
purposes. Sashes may be stationary, sliding, pivoted either 
horizontally or vertically, hinged, or double hung with weights 
like an ordinary window. Sash may also be obtained which 
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Fig. 217. 


will close automatically and lock under fire by the fusing of a 
link or other means to accomplish the same result. A number 
of sections of steel-sash windows are shown in Figs. 217, 218, and 
219. These sections are included in this text to show a few of 
the different methods of fastening metal frames to the walls or 
wall columns. Fig. 220 shows steel sash in place, ready for the 
placing of the sill. Fig. 221 shows the building completed. 
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When properly constructed, a tin-covered wood shutter is a 
most effective window protection. There is one objection, how- 
ever, to the use of shutters on window openings and that is, they 
must necessarily be open while the building is in use, and, when 
the need comes for them, they are apt to be overlooked and not 
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Fig. 218: 


closed. They, moreover, hide a fire and are unsightly for many 
locations. Frames and sash of wood covered with metal are 
sometimes used—the wood furnishing the strength and the 
metal the protection. Note the combination of wood, tin, and 
steel in the window design shown in Fig. 222. 


Grout 
$ Glazing Clip 


Jamb Sill 
Fig. 219. 


Automatic steel rolling fire shutters, placed either on the 
outside of window openings or in the window reveals immediately 
in front of the window frames and sash, form the least objection- 
able appearing type of shutter protection for windows, and seem 
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SN 
Courtesy of Ferro-concrete Construction Co. 


Fie. 220.—Watkins medical building, Memphis, Tenn. 


Courtesy of Ferro-concrete Construction (60 


Fig. 221.—Watking medical building, Memphis, Tenn, 
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to be entirely adequate for all ordinary conditions. Open 
sprinklers, or water curtains as they are frequently called, are 
sometimes used in connection with shutters or wire glass windows, 
but do not seem to be very efficient in themselves except in very 
moderate exposures. 

Fig. 223 shows a window construction with ordinary wooden 
sash employed in a large hospital in the Middle West. Figs. 
201 and 202 show the details of window construction in the 
Lang Building at Haverhill, Mass. The nailing strips that 
must be placed in the concrete should be noted. Fig. 224 shows 
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the window construction in a shoe factory at Cambridge, Mass. 
built for the Cambridge Building Trust. Double-hung window 
details for a building at the corner of Commonwealth Avenue 
and Beacon St., Boston, Mass., which we shall call the Cross- 
Roads Building, are shown in Fig. 225. A detail of a basement 
window opening is given in Fig. 199B. Fig. 226 shows a common 
window and wall construction. The details are those of the 
Truck Garage, Pacific Mills, Lawrence, Mass. 

57. Door Openings.—Doors in a reinforced-concrete building 
should be fire resisting, the same as windows, and may be of 
either the hinged, sliding, or rolling type. If tin-covered wood 


WALLS AND PARTITIONS 291 


doors are provided on openings in interior partition walls, they 
are generally hung on inclined tracks so that they will close 
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Fig. 226.—Truck garage, Pacific Mills, Lawrence, Mass. 


automatically (Figs. 109 and 227). Where it is desirable to 
keep them open, an automatic release operated by a fusible 
link is provided. 
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Courtesy of Turner Construction Co. mS 


Fig. 227.—Arbuckle Brothers’ warehouse, Brooklyn, N. Y. Note verti- 
cally operated door at elevator shaft and sliding doors in the background. 


Courtesy of Aberthaw Construction Co. 


Fig. 228.—Interior cartridge storage building, Winchester Repeating 
Arms Co., New Haven, Conn. Live load, 800 lb. per square foot. 
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Sliding and rolling doors are generally used only for large open- 
ings such as driveway and freight-elevator entrances and are 
usually arranged to close automatically in case of fire. Sliding 
doorsshould have the rails on which they operate protected by 
metal shields to prevent obstruction. Steelrolling doors aremade 
in horizontal, jointed, sectional strips, which wind up on a roller 
placed in a pocket above the opening, the ends moving in metal 
grooves to hold them in place (see Frontispiece and Figs. 226 and 
228). There are a number of types of vertically operated doors. 
A common type for freight elevators is shown in Fig. 204. 

Fig. 229 shows the details of an ordinary outside wooden 
door. Fig. 230 gives the details of large swinging driveway 
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Fia. 231. 


doors used in the Cross-roads Building at Boston, Mass. The 
arrangement around the main-street entrance doors to the same 
building is shown in Fig. 231. Similar door details in the Lang 
Building (Fig. 205) should also be noted. 

58. Parapet Walls and Cornices.—Figs. 143 to 147 inclusive, 
198, 199A, 224, and 226 give some idea of the possibilities in 
parapet wall and cornice construction. 

59. Basement Walls.—Basement walls to sustain earth may 
be designed as simply supported slabs, the earth-pressure reac- 
tions being usually taken by the basement and first floors. The 
common construction is to employ curtain walls at least 8 in. 
thick between wall columns, and, in addition to reinforcing them 
vertically to take the earth pressure, to place rods near the bottom 
of the wall so as to make the wall carry itself as a beam from 
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footing to footing. This type of wall thus requires no founda- 
tion of its own and may be built in the same way as the curtain 
walls in the upper stories. Sometimes it becomes necessary to 
reinforce horizontally for the earth pressure. This brings a 
lateral force on the columns, but the resulting eccentricity of 
column loading may be disregarded for ordinary cases unless a 
very light wall column is used. It is customary in the design 
of basement walls to assume the earth pressure as due to a fluid 
weighing 30 lb. per cubic foot. 

In Fig. 232 is given a complete basement plan of the Cross- 
roads Building, Boston, Mass. The details of the basement 
walls are shown in Fig. 234. The foundations (Fig. 233) con- 
sisted of wells 3 ft. in diameter flared at the bottom and sunk 
to a good gravel subsoil. The top soil was of a peat formation 
and it was decided that the wells were about as cheap to build 
as spread foundations with piles. Steel tubes were employed 
3 ft. in diameter which were withdrawn as the wells were filled 
with concrete. The wells were excavated by hand; a windlass 
on a tripod was placed over the hole and used to hoist the ex- 
cavated material. A space 3 ft. in diameter is about the mini- 
mum area in which one man can work to advantage and that is 
the reason for the adoption of the 3-ft. wells. In nearly all the 
wells, the dare at the bottom was made without bracing of any 
kind because of the nature of the material. On account of the 
high banks, it was necessary to do considerable trenching along 
the street sides before the tubes could be started. Elevations of 
the ground surface before excavation was begun is shown in the 
location plot. 

The building was erected up to the adjacent property line, and 
cantilever footings were employed. The basement walls on this 
side were figured for earth pressure since it appeared quite prob- 
able that the adjacent ground might be filled in at some future 
time. The floor designs of this building are quite complicated 
since the building is separated near its center by a 6-in. terra- 
cotta wall and the floors on each side are at different levels. A 
driveway also runs through the building at the first floor level 
just to one side of the separating wall, and, since the streets at 
this point are at different elevations, the driveway is on a grade. 
This explains to a certain extent the peculiar cross-sections 
shown for the basement walls. The basement columns and the 
entire first floor were finished before the basement was thoroughly 
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Fic. 233.—Cross Roads building, Boston, Mass. 
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excavated. In order to proceed with the work in this manner, 
the Concrete Engineering Co., who were the contractors for this 
building, designed lintel beams along the Beacon St. side to 
support the first floor temporarily. These lintel beams finally 
became part of the basement walls, as the details clearly show. 
The basement wall was made to act as a beam between columns 
16 and 18 and to support a column 17 which starts at the first 
floor level. This was done because it was not considered a 
feasible proposition to connect column 17 with the next interior 
column by means of a cantilver footing. 

Basement walls under a sidewalk are shown in Figs. 235, 236, 
and 237. Walls are also shown for a driveway which runs from 
street level to an automobile repair pit below the basement 
floor. The student should note that the floor of the driveway 
and the outside wall form an L-shaped retaining wall and may 
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Fig. 238. 


be figured by means of the principles explained in Part I of this 
volume. As the depth of wall increases the thickness at the 
bottom of the upright portion increases and the steel is varied 
accordingly. The basement walls proper are held at the top 
by the sidewalk slab and at the bottom by either the basement 
floor or the floor of the pit. The expansion joints over the 
footings should be noted. The details shown are not complete, 
but it is thought that sufficient data is given to indicate the 
method of construction. : 

The sidewalk lights are formed of circular pieces of plate 
glass set in reinforced-concrete slabs, and supported by steel 
beams. A typical vault-light construction, using concrete 
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beams, is shown in Fig. 238. The spacing of the beams should 
be governed by the thickness of the slab—the usual spacing being 
3 to 4 ft. P 

60. Partitions.—Solid concrete partition walls may be made 
3 or 4 in. thick if reinforced in a similar manner to exterior 
curtain walls. Extra rods should be placed near the edges of 
all openings, and rods should project into the floor and ceiling 
for anchorage. It is usually convenient to pour the concrete 
after the floors are laid, and, where partitions are not located 
under beams, this may be done by leaving a slot in the floor at 
the proper place. 

Concrete blocks have been used to some extent, but their 
thickness is often objectionable.. In the Wholesale Merchants’ 
warehouse at Nashville, Tenn., concrete blocks were employed 
8 by 8 by 24 in. in size with two hollow spaces. The blocks 
around the elevators were 4 by 4 by 6 in. solid. Rabbets were 
formed in each end and in top and bottom surfaces, and these 
were filled with cement mortar as the blocks were laid, in order 
to secure as perfect a bond as possible. 

A solid concrete wall 4 in. thick makes a very efficient fire- 
resisting partition, but is heavy, and difficult to install. For 
this reason metal lath and plaster, terra-cotta tile, and plaster- 
block partitions are generally used in preference to concrete. 

Metal lath and plaster partitions are extensively employed in 
concrete buildings and make a fairly good (although not first- 
class) fire-resisting construction. Some tests of plaster parti- 
tions in actual fires have shown such constructions to be reliable 
under fairly severe conditions, while other tests have shown 
failure, due to the difficulty of obtaining sufficient bond between 
‘the plaster and the metal lath to resist successfully the combined 
action of fire and water. 

The ordinary form of metal lath and plaster partition consists 
of channel-iron or other steel studding set crosswise of the parti- 
tion, and connected at the top and bottom with the floor. The 
metal lath is then fastened to both sides of the studding and each 
side plastered with a mixture of lime and cement mortar. Three 
coats of plaster are generally applied—the first or scratch coat 
containing the usual quantity of hair or fiber. Openings are 
cased on all sides with a steel framework to which the lath is 
firmly fastened. This type of partition is usually made from 4 
te 6 in. thick, and made either hollow or with a central body of 
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cinder concrete. A 2-in. solid partition, however, is sometimes 
used and consists of only one thickness of metal lath wired to the 

' steel uprights. 
Metal lath and plaster partitions made by the Roebling Con- 
struction Co. are shown in Figs. 239, 240, and 241. The studs 
are fastened top and bottom by means of knees. Where flats 
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are used for uprights, the knees are formed,by simply bending 
the ends of the studs. Where cement-finished floors are used, 
wood plugs or expansion bolts are inserted for fastening. Wood 
furrings, where required for nailing purposes, are attached to the 
studs by means of staples. Furrings are usually required to 
receive the base-boards, chair rail, and picture molding. They 
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are not needed, however, where cinder concrete is filled in between 
the lath since cinder concrete will receive nails readily. The ver- 
tical members at door openings are made to extend the full 
height from floor to ceiling. Such members around openings are 
punched at intervals with holes to permit the fastening of wood 
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frames or other trim. Of course, from a standpoint of fire- 
resistance, metal or plaster trim is preferable to wood. 

Two types of plaster partitions erected by the Expanded 
Metal Companies are shown in .Figs. 242 and 243. A metal 
and plaster partition known as the hy-rib construction is shown 
in Fig. 244. The ribs of the hy-rib take the place of studs and 
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eliminate the necessity of attaching sheets of lath to studs. 
The manner of attaching a hy-rib partition to floor and ceiling 
is shown. Where hollow partitions are required, two thick- 
nesses of hy-rib are used, separated by means of rib studs. 


Expanded Meral or 
stiffened Wire Lathing 


Fig. 241. 


Terra-cotta tile partitions are very satisfactory light-weight 
partitions if made of semi-porous or porous material. Partition 
blocks are made in thicknesses varying from 2 in. to 12 in., the 
4-in. block being the most common. Plaster on both sides of 


Expanded Metal. 


Br@. 242. 


a terra-cotta partition increases the thickness by 1} in., that is, 
2 in. to aside. Two-inch and three-inch tile partitions are not 
recommended for dependable efficiency in case of fire. The safe 
height of a terra-cotta partition may be approximated by multi- 
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plying the thickness of the block in inches by 40. This will 
give the safe height in inches. 


Full-porous terra-cotta blocks are slightly more expensive than 
semi-porous, as they weigh more per square foot, and have 
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heavier faces and webs, but they make a partition which is de- 
cidedly more dependable under fire test. At least a portion of a 
partition should be built of full-porous blocks in order to provide 
for the nailing on of wood trim. 

Terra-cotta partitions should be securely braced with slate at 
the ceiling. The blocks should be wet before being laid and also 
before being plastered, and should be laid in a mortar composed 
of one part lime-putty, two parts cement, and two or three 
parts sand. 
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Fig. 244. 


Plaster blocks as used in partition construction are made 
principally of gypsum or plaster of Paris, with an admixture of 
wood fiber, reeds, or other suitable material. They are extremely 
light, easy to handle, and can readily be cut and sawed, but 
possess several disadvantages in actual use. They also offer 
poor resistance to hose streams in case of fire. 

The table on page 308 gives weights of various forms of par- 
titions. The weights for the block partitions do not include the 
plastered surfaces. If a partition is to be plastered on both 
sides, add 10 lb. per square foot. 
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WEIGHTS OF PARTITIONS 


Weight (Ib. per sq. ft. 
of partition) 


Kind of partition Thickness (inches) 


20 

32 

22 
12. to 14 
15 to 17 
16 to 18 
18 to 20 
24 to 26 
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Large buildings should be divided by ~firewalls of either con- 
crete or brick, so that if fire occurs in any part of the structure 
it will be kept from spreading. A firewall to be thoroughly 
effective should run from basement to roof and be provided with 
automatic fireproof doors. Severe exposures require fire doors 
on each side of such walls. 

Stairs and elevator shafts should be enclosed in either concrete 
or brick partitions. Where considerations of appearance or 
light prevent the use of opaque enclosures, the fire hazard should 
be reduced by using wire glass in metal frames. Open grille- 
work around passenger elevators should be of this construction. 


PROBLEM 


15. Design an 8-in. basement wall, 10 ft. high, to extend between wall 
columns (16 in. by 24 in.) which are spaced 16 ft. on centers. Consider 
that the wall is to sustain earth level with the top of the wall and rein- 
force vertically for the earth pressure. The wall is to have no footing 
of its own, but will rest on the wall-column footings. Assume the earth 
pressure as due to a fluid weighing 30 lb. per cubic foot. 

16. Design the wall of Problem 15 reinforcing horizontally for the earth 
pressure. : 


CHAPTER X 
STAIRS 


61. General Design.—The usual type of reinforced-concrete 
stairway consists of an inclined slab with the steps molded upon 
its upper surface. ‘The design of such stairs is a simple problem, 


Courtesy of Ferro-concrete Construction Co. 


Fic. 245.—Stairs in MacDonald & Kiley factory, Cincinnati, Ohio. 


since the thickness and reinforcement may be calculated as for a 
slab freely supported at the ends. Transverse reinforcement is 


used only for stiffening and to prevent shrinkage cracks. A 
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common load used in designing stairs in commercial and manu- 
facturing buildings is 100 lb. per horizontal square foot. 

A simple method of design is to support the ends of a stairway 
slab directly on floor beams or floor girders, or on some special 
beam or beams inserted for the purpose. This, however, cannot 
always be accomplished conveniently and it is common design to 
make the span of a stairway slab to includea platform slab as well 
(Fig. 245). Stresses in slabs of this type are somewhat inde- 
terminate on account of the angle which occurs at the edge of the 
platform; but many such slabs, however, have been computed 
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Fia. 246.—Stair details, factory building, Cambridge Building Trust. 


as simple slabs freely supported and, as far as the writer knows, 
have given satisfaction in every case. 

In stairway design, some arrangement is usually made where- 
by short spans may be employed, as slab construction is not 
suitable for long flights. When it becomes necessary to use 
stair spans of great length, however, without any chance of 
intermediate support, a side girder construction may be em- 
ployed. The girders may be calculated as simple beams with 
the reinforcing steel near the lower surface. A small rod is run 
across from girder to girder at the foot of each riser so that the 
risers are practically reinforced beams, 
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Stairways should be enclosed in fire-resisting partitions in 
order to prevent the spread of fire. (See Art. 60.) 

62. Methods of Supporting Stairs—The slab method of 
construction is usually the cheaper and employed wherever 
possible. In long straight flights, a beam is often used to 
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shorten the span. This beam may run between the regular 
columns which make up the structural frame, or additional short 
posts may be provided. Fig. 206 shows a stairway supported 
in this way. The design is that employed near columns 1 and 2 
of the Lang Building, Fig. 200. 
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Where a stairway must be broken into two or more runs to 
the story, it is customary to employ either rod hangers or beams 
intermediate in the story height. Figs. 246 and 247 show stair- 
ways supported by rod hangers only. In Fig. 248 both inter- 
mediate beams and rod hangers are employed. 


Courtesy of Universal Portland Cement Co. 


Fie. 247.—Stair design. Rogers & Hall Co.’s building, Chicago, Ill. 


Stairways are generally constructed at some convenient time 
after the structural frame is completed: Where stair-runs start 
from floor beams or floor girders, a plank should be nailed to the 
side of the beam forms to cause rabbets in the concrete, and 
dowels should also be provided. 
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Frc. 248.—Stair details. The Bobbs-Merrill building, Indianapolis, Ind. 
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The ends of a stairway slab are usually fixed to more or less 
extent and the dowels provided in the course of construction may 
well be made of such length and in such numbers as to give a suf- 
ficient reinforcement for negative moment. In short spans fixed 
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Fig. 249.—Stair details. Warehouse for Portland oe Bank, Portland, 
Maine. 


in this way, it seems to the writer that the moment at the center 
> 2 
of slab may be computed with safety using the formula M =" 
A stairway supported by brick walls is shown in Fig. 249. 
The same arrangement would be employed with concrete bearing 


walls. 
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Steps are sometimes molded after the rough concrete stair 
slab is in place. The steps may then be molded separately and 
set on the slab, or they may be poured in place. In the former 
case, rods should be embedded in each step to permit of handling 
without injury, while in the latter case the steps are all poured 
at once in a similar manner to the way the pouring is done when 
they form an integral part of the slab. Fig. 250 shows this type 
of stairway in process of construction. The rough slabs only 
have been poured. 


Courtesy of Universal Portland Cement Co. 


Fig. 250.—Reinforced-concrete theater building, Milwaukee, Wis. 


Fig. 251 shows a bold design in reinforced-concrete stair 
construction. 

63. Stair Details.—In factory construction stair treads are 
usually surfaced with a 1-in. or 1}-in. cement top finish. A 
method of constructing the steps is illustrated in Fig. 252. The 
form board for the riser is arranged as shown at A and the top 
of this board is beveled so that by placing an upper form board 
on the outside, a nosing or projection in the concrete work is 
formed. 


Another type of step with cement finish is shown in Fig. 248. 
22 
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This step makes a good appearance, but is a trifle more difficult 
to construct than the step previously mentioned. 

The outer edge of concrete steps are protected in many cases 
by a light steel angle which runs the entire width of the stairs. 


Courtesy of Universal Portland Cement Co. 


Fie. 251.—Spiral stairs. Chicago Union Lime Works, Chicago, Tl. 


When linoleum is used, this angle is raised so as to have the 
upper leg flush with the finished tread. Metal non-slipping 
treads embedded in the concrete are sometimes employed. 

Fig. 246 shows the method of connecting concrete stairs with 
a wood-finished floor. Fig. 253 gives the details of wood- 
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covered concrete stairs employed in a fireproof residence. In the 
best buildings, treads and risers are often covered with marble 
slabs having plaster soffits. 

The rise of a stair is the height from the top of one step to the 
top of the next. The run is the horizontal distance from the 
face of one riser to the face of the next. The run is usually less 
than the width of tread on account of the nosing. ‘To secure a 
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comfortable stair, the run must bear a certain relation to the rise. 
One rule is that the sum of the rise and run should be equal to 
from 17 t0 174 in. For ordinary use, a rise of 7 to 73 in. is about 
right. Stairs having a rise greater than 72 in. are steep. Prop- 
erly designed stairs without nosings should have at least 12-in. 
treads to be comfortable and the above rule does not apply to this 
type of stair. 
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The common railing is of galvanized-iron pipe put together 
with malleable-iron fittings and having the stanchions rigidly 
secured in sockets in the concrete work. Fig. 207 gives details 
of a railing of this type used in the Lang Building. The hand- 
rail should be placed at a height of about 2 ft. 6 in. above the 
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tread on line with the face of riser. Rails monolithic with the 
stairs are sometimes used. 


PROBLEM 


17. Assume the floor design of Problem 5. Use a part of a floor bay in the 
interior of the building for a stair shaft and provide enclosure partitions. 
Take the height from finished floor to finished floor at 15 ft. and design 
the stairs through one story using three runs. Submit computations 
and complete design. 


CHAPTER XI 
ELEVATOR SHAFTS 


64. Elevators in General.—In order to appreciate the detailed 
design of elevator shafts, it is necessary to have a general idea of 
the different types of elevators and the chief points concerning 
their construction. 

As the matter stands at the present day, elevators installed 
are either electric or hydraulic. The hydraulic is the older of 
the two main types, but the electric elevator possesses several 
advantages over the hydraulic type and seems to be more 
universally used. 


ELEctTRic ELEVATORS 


Electric elevators are of either the drum or traction type. 
The machine for the drum type (Fig. 254) consists of a worm and 
gear wheel actuated by an electric motor, the gear wheel being 
attached to a winding drum or spool. Four cables wind upon 
the drum, two of which lead to the car and two to the machine 
counterweight. The drum type is not suitable for buildings of 
great height because the drum length required would make a 
machine too large to be installed under ordinary conditions. In 
many cases, also, the deflection of the cables would be greater 
than could be accommodated in the size of the elevator shaft. 
Then, too, the development of the drum type of apparatus has 
not been such that suitable speed for any great amount of travel 
could be obtained. 

A typical installation of the drum type with the machine 
located in the basement is shown in Fig. 255. In order for the 
student to appreciate the arrangement of the cables, the method 
of what is called cownterbalancing should be understood. 

The simplest way to counterbalance a car is to attach a cable 
(other than the lifting cable) to the top of the car frame, leading 
this cable over one or more overhead sheaves (Fig. 256) and sus- 
pending the counterweight therefrom. In order that the car may 
descend when empty, the counterweight must, when so attached, 
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always be less than the weight of the empty car with its fixtures. 
No power is needed for the down trip of the car, but on the up 
trip, the motor must develop enough power to raise the maximum 
load plus the unbalanced weight of the car. 

In all drum elevators, however, the motor and drum are revers- 
ible and power can be applied during the down trip as well as 
during the up trip. Under these conditions it becomes possible 
to counterbalance, not only for the full weight of the car, but 
also for the average load. This may be accomplished by 


Courtesy of Otis Elevator Co. 
Fie. 254. 


attaching the counterweight to the drum and winding the cable 
in an opposite direction to that of the lifting cable (Fig. 257), so 
that when the lifting cables are unwound, the counterweight cables 
are wound on the drum and vice versa—thus allowing the lifting 
and counterweight cables to travel in the same groove. ‘The 
advantage of this method of counterbalancing (called over- 
balancing) compared with the first method is apparent. If the 
load on the car is equal to the average load, no power is needed 
besides that necessary to start the machinery and keep it moving 
against frictional resistances. If the load is equal to the maxi- 
mum load and the car is going up, the motor must furnish power 
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sufficient to raise the difference between the maximum and the 
average load. If the car is empty and going down, the other 
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extreme, the motor must raise the counterweight with a force 
equal to the weight of the average load. 


322 REINFORCED CONCRETE CONSTRUCTION 


Fig. 258 shows a scheme of overbalancing by which the stress 
in the cables and the pressure on the drum-shaft bearings may be 
diminished. This scheme is essentially that shown in Fig. 255 
with the exception of the arrangement of the sheaves. The 
number and location of the sheaves, however, do not in any way 
change the principle involved. Two counterweights are shown, 
one attached directly to the car and the other to the drum. The 
car counterweight must be less than the weight of car in order 


Courtesy of Otis Elevator Co. 


Fig. 259.—Elevator machine of the gearless traction type. 


to allow the car to descend when empty. The other counter- 
weight is equal to the remainder of the car weight plus the 
average load. 

The weight of the cables is a considerable item, especially for 
high lifts. A varying counterweight, usually in the form of a 
chain composed of heavy links, is provided for the purpose of 
balancing the varying weight of the cables on the two sides of 
the overhead sheaves and thus to counteract any variation in 
power requirements. One end of the chain is fastened to the 
bottom of the car, while the other end is made fast to the bottom 
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Courtesy of Otis Elevator Co. 


Fic, 260.—General arrangement of roping for traction elevator installation. 
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of the regular counterweight. 


Courtesy of Otis Elevator Co. 
Fie. 261. 


As the car ascends, more and 
more of the weight of the chain 
is transferred from the counter- 
weight to the car, and as the 
car descends the reverse occurs. 
In the drum type of electric 
elevator, the machine must be 
provided with limit switches 
which cut off the power from 
the motor and apply the brake 
when the car reaches the top 
or bottom of the shaft. There 
is always danger of the motor 
continuing to revolve after the 
car has reached the end of the 
up-travel. For this reason a 
sufficient over-run should be 
provided between the top of 
the car frame (when the car 
platform is flush with the top 
landing) and the lowest point 
of the overhead work. It may 
be valuable to note here that 
most cities of any size and some 
states have passed ordinances 
governing the minimum over- 
head work, and these require- 
ments are usually in excess of 
what has heretofore been con- 
sidered fairly good practice. 
The traction type of electric 
elevator (Figs. 259 and 260) 
was brought forward some eight 
or nine years ago, designed 
with the idea of eliminating the 
drum winding and thus remoy- 
ing the limitation upon the 
height of travel which the drum 
winding imposed. This type 
of elevator now promises to 
become the standard for high- 


ELEVATOR SHAFTS 325 


rise, high-speed work. The operating mechanism of this elevator 
is extremely simple, consisting of a slow-speed motor direct- 
connected to a grooved wheel or sheave. Vertically above or 
below this wheel, depending upon whether the motor is located 
at the bottom or top of the shaft, is placed an idler. The cables 


-Courtesy of Otis Elevator Co. 
Fig. 262.—Otis patented spring return oil buffer. 


connecting the car and the counterweight are wrapped around 
this grooved wheel, as shown in Fig. 261 which is an overhead 
installation. The weight of the car and the counterbalance 
produce sufficient adhesion between the cables and grooved wheel 
to cause the cables to move at the same speed as the circum- 


ference of the wheel. 
One of the striking advantages resulting from this arrangement 
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Fie. 263.—General arrangement of roping for 2:1 traction elevator 
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of cables and the method of driving the same is the decrease in 
traction which occurs when either the car or the counterweight 
strikes the bottom of the shaft. Suppose the motor should con- 
tinue to revolve after the car has reached the end of the up- 
travel. The counterweight would then be at the bottom of the 
shaft and the cables would slacken, allowing the motor to revolve 
without causing any further movement of the car. The same 
conditions would result from the car reaching the lower end of 
its travel. The decrease in tractive effort is a valuable and 
effective safety feature inherent in this type of elevator. 


Courtesy of Otis Elevator Co. 


Fig. 264. 


Since the traction type is usually selected where the speed and 
rise are high, the usual safety devices installed in connection 
with modern high-grade apparatus are used with this type of 
elevator. An automatic stop device is usually the principal 
safety feature and is designed to be entirely independent of the 
brake that is operated in the car. This device is so designed in 
connection with the motor that the car is initially retarded and 
finally brought to a positive stop at the upper and lower ter- 
minalsof travel. The car operating device may be left in the full- 
speed position and still the automatic device would be effective. 
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Other safety devices include speed governors; wedge clamps for 
gripping the rails in case of the car attaining excessive speed; and 
oil-cushion buffers (Fig. 262) placed at the bottom of the shaft, 
one under the car and one under the counterweight. The rate of 
speed at which cither the car or counterweight is brought to a 
positive stop, through the telescoping of the buffer, is regulated 
by the escape of oil from one chamber of the buffer to another. 
The buffers have proved capable of bringing a loaded car safely 
to rest from full speed. 

Fig. 263 shows the general arrangement of roping for what is 
called a 2:1 traction elevator installation—the latest modifica- 
tion in traction apparatus. By the arrangement shown, a tackle 
is formed which permits of slower car speeds, and at the same 
time permits the use of a motor of somewhat higher speed than 
in the ordinary traction type. 

The worm-gear or geared traction machine (Fig. 264) grew 
out of the drum type of apparatus. It permits the use of a 
motor of standard speed, thereby resulting in a somewhat higher 
motor efficiency and a lower motor cost. This machine is similar 
in principle to the direct traction type with the exception that 
the worm-gearing is interposed between the motor shaft and the 
shaft carrying the grooved wheel over which the cables pass. 


Hypravutic ELEVATORS 


Hydraulic elevators are of either the vertical-cylinder, hori- 
zontal-cylinder, or plunger types. The vertical-cylinder is per- 
haps the most common form of hydraulic elevator although the 
plunger type several years ago enjoyed a considerable degree of 
popularity for high-rise work. As far as new installations for 
this class of work are concerned, the plunger type has been 
practically superseded by the traction type of electric elevator. 
The horizontal-cylinder elevator is but little used. 

In the vertical-cylinder type of hydraulic elevator, the cylinder 
is usually located along one side of the elevator shaft, but some- 
times it is placed in a separate shaft nearby.. The cylinder con- 
tains a piston which is connected by rods to a traveling frame in 
which sheaves are mounted. Water under pressure, admitted 
by means of suitable valves, causes the piston to move from one 
end of the cylinder to the other. As shown in Fig. 265, fixed 
sheaves are located ata sufficient height above the traveling 
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sheaves to accommodate the piston stroke, and the cables which 
are attached to the car pass over sheaves at the top of the elevator 
shaft, then down around the traveling sheaves, then up and 
around the fixed sheaves, down again to the traveling sheaves 
and then up to the fixed sheaves where their ends are anchored. 
js By this arrangement of the 
So) () cables, a tackle is formed 
ro} | which multiplies the stroke of 
7 the piston. The cylinder it- 
self is usually limited in 
height to approximately 30 
ft. but, by means of the 
tackle, or gear as it is called, 
this type of elevator has been 
employed for exceedingly high 
rises. 
The horizontal-cylinder el- 
evator is similar in principle 
to the vertical type and is 


574 Floor 


Trave/ir 
Sheaves 
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Counterpolse Wejghts 


187 Floor 


Fig. 265. Fie. 266. 


found in two forms known as the pushing and pulling types. In 
order to save space, the gear of these machines is usually con- 
siderably higher than that commonly found in the vertical type 
machines. The plunger elevator is represented sufficiently in 
Fig. 266 and needs no description. 

All elevators of the hydraulic type depend upon gravity to 
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effect retardation on the up-trip and to cause the car to descend. 
The method of counterbalancing in every case is similar to 
that shown in Fig. 256. The counterweight in the vertical type 
is provided in part by the weight of the moving parts. 

The valves of hydraulic slow-speed freight elevators are com- 
monly operated by a hand rope (Fig. 265) passing through the 
car and over small sheaves at the top and bottom of the shaft, 
and connected with the main valve in the basement. Running 
ropes and standing ropes, either of which may be operated by 
means of a lever or wheel in the car, are generally used for ma- 
nipulating the water valves of high-speed elevators. 

Compensating chains are used for the geared type of hydraulic 
machines in the same manner as explained for electric elevators. 
In connection with plunger elevators, the counterweights them- 
selves are attached to the car frame by cables of sufficient size 
and weight to compensate for the difference in head as the 
plunger travels through the cylinder—that is, they make up for 
the weight displaced. 


SELECTION OF ELEVATOR TYPE 


The very large majority of elevators installed at the present 
day are of the electric type for both freight and passenger service. 
Hydraulic elevators are occasionally used where conditions seem 
to make them desirable, but, unless the installation is to consist 
of a large enough number of elevators to warrant the installation 
of a good-sized pumping plant, the cost of operating an hydraulic 
elevator is considerably more than the cost of operating an 
electric elevator, and would require also the installation of a 
boiler plant in the building, which is not always desirable. In 
hotels, hospitals, and in some office buildings where a power 
plant for lighting and heating is essential, hydraulic elevators 
are sometimes used, and, if there are enough of them, they can 
be run probably with as great economy as electric elevators. 
Under other conditions, however, the electric elevator has almost 
entirely supplanted the hydraulic. 


EXAMPLES OF ELECTRIC-ELEVATOR INSTALLATIONS 


Figs. 267 and 268 indicate the usual arrangements for ordinary 
freight elevators, with speeds up to about 150 ft. per minute, 
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Fig. 269.—Two electric freight elevators. 
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where the usual type of drum machines are used. In Fig. 267 
the electric machine is located over the shaft, and in Fig. 268 
the machine is located in the basement or first floor. 


It should be noted that the loads are indicated where they 
occur in connection with the overhead work. The beams are 
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Fie. 270.—One electric passenger elevator. 
1000 lb. at 100 ft. per minute 


also indicated for carrying the sheaves or machines, and these 
beams transmit the loads to the structural frame of the building. 
These loads are all actual loads and should be doubled on account 
of the shock of stopping and starting the elevator car. 

Fig. 269 represents freight elevators where the speed is con- 


ELEVATOR SHAFTS 330 


siderably higher, the machines being of the traction type with 
2:1 roping, as shown in Fig. 263. This machine is much heavier 
than drum machines, for the same load to be lifted. This type 
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of installation is employed where the travel of the elevator is 
considerable, as in office buildings and large warehouses. 
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Figs. 270 and 271 show passenger elevators with drum machines 
located in the basement, and Fig. 270 shows a frequent arrange- 
ment of overhead work which is desirable on account of the 
small amount of overhead height which it occupies. The arrange- 
ment shown in Fig. 271 is mechanically more desirable but 
requires more height, which makes it less acceptable to architects 
in general. 

Fig. 272 shows passenger elevators of the gearless traction 
type of machine with 1:1 roping, as shown in Fig. 260. The 
loads for this machine are very heavy compared to those shown 
with other types. This is due to the fact that the motor of this 
machine is exceedingly slow speed, consequently all parts are 
rather heavy. This machine is used for high rises and confined 
generally to office buildings and large hotels. 

Fig. 273 represents passenger elevators with the geared trac- 
tion type of machine, similar to that illustrated in Fig. 264. 
This machine is considered one step in advance of the drum 
machine and is used for higher rises and usually higher speeds 
than the drum machines. The loads are approximately the same, 
but where machines are placed in the basement, which is rarely 
done, the loads are somewhat greater than for machines of the 
drum type. 

The drawings shown are somewhat conventional and sketchy. 
They are proposal layouts put out by the elevator contractor to 
indicate to the architect or engineer what is required in the way 
of preparation at the building for the accommodation of the 
elevator apparatus. Architects and engineers preparing build- 
ing plans should consult with elevator contractors as early as 
possible in order that each situation may be considered, and in 
order that proposal drawings similar to those shown above may 
be obtained before the building is planned in detail. When it 
is the intention to install either the plunger or geared hydraulic 
type of elevator, the manufacturer should be consulted without 
delay, as to the space required for the machinery, boilers, tanks, 
cylinders, etc., in order to provide ample room for them on the 
plans. 

65. Elevator-shaft Pits——Elevator-shaft pits should not be 
less than 3 ft. below the basement floor. When oil-cushion 
buffers are employed, however, the pit depth should vary accord- 
ing to the speed of the elevator and the stroke of the buffer 
designed for that particular speed. With a car speed of 600 ft. 
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per minute, the pit should be about 11 ft. deep at the center 
where the buffer is placed. 

If the first floor is made the bottom landing, a pit pan may be 
suspended from the first floor, and buffers, if used, may be placed 
on the basement floor and arranged to project up into the pit 
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through special openings in the pan. This method is generally 
employed when it is advantageous to gain headroom in the base- 
ment underneath the pit pans. All footings for columns and 
foundations adjoining elevator shafts should be kept below the 
floor of the elevator-shaft pit, and the pit itself should be finished 


to plumb-line dimensions. 
24 
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In localities where the water level in the soil is very high, or 
where there are underground springs, the pits should be thor- 
oughly waterproofed. This may be done in the same manner as 
for basement floors. (See Art. 29.) If the water pressure is 
very great, waterproof pans may be employed, as shown in 
Fig. 274. 
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The sides of the pits are usually made of concrete 6 to 8 in. 
thick and the bottom of the pit is made a slab of the same thick- 
ness as the basement floor. (See Fig. 232.) The sides of the 
pit are supported at the top and bottom, and may be figured as 
a simple slab acted upon by the earth pressure and by a pressure 
due to the live load on the basement floor. The steel used in 
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the side walls should be run into the basement floor in order to 
take the reaction at the upper end of the slab. 

66. Pent Houses.—The heights of pent houses over elevator 
shafts vary according to the number of sets of sheave beams 
and the size of the sheaves. If the machine is located in the 
basement or on any intermediate floor, the height of the pent 
house will vary according to the location of the counterweights 
with respect to the machines. If the machine is placed over the 
shaft, the size and height of the pent house may be affected by 
the dimensions of the machine itself. Figs. 275 and 276 give 
details of actual pent-house constructions. 

In all machine rooms, doors should be provided of sufficient 
size to permit any part of the machinery to be removed in case of 
repairs. The construction should also be such as to admit of 
easy access for the purpose of oiling sheave bearings, etc. 

Local regulations of some localities require that a grating be 
installed in all elevatorshafts, just below the overhead machinery. 
This grating should be constructed and properly supported to 
sustain the weight of a number of men. 


CHAPTER XII 
PROVISION FOR CONTRACTION AND EXPANSION 


67. Methods Employed.—There is no well-established practice 
of providing for contraction and expansion in reinforced concrete 
buildings as a whole. Many engineers construct curtain walls 
into keyways leaving only the wall beams and wall girders 
subject to contraction, and it has been found that these can 
usually be reinforced sufficiently to prevent cracking. ‘Tempera- 
ture reinforcement in wall beams should be placed horizontally 
near the outer surface and should 
be well distributed throughout the 
beam depth. This longitudinal 
reinforcement should be well lapped 
at the corners of the building. 
|... Position of Jead Mr. Chester J. Hogue, Construct- 

es Ue SNS ing Engineer for the Concrete 

Engineering Co., Boston, Mass., 

B states that buildings built by his 

company at Haverhill, Mass., in 

the fall of 1911, are 300 ft. in 

c length, have no expansion joints, 

and have not yet cracked. (The 

Lang Building previously described 

Fig. 277. °° is one of the buildings referred to.) 

Expansion joints to be a success 

should completely separate the building from bottom to top. 

They should preferably be made by means of a double column 

supporting a double girder, and the joints should be water- 

proofed. Some engineers specify that a complete separation 
shall be made every 100 ft. in length of the building. © 

Rather than provide sufficient steel to take contraction in 
long walls, expansion joints are often resorted to. Fig. 277 
shows different methods of making such joints. In type A 
grooves are simply cast in the end of one section and coated 
with cold-water paint or pitch. In building the next section a 
tongue is formed fitting the groove. This type of joint is 
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generally reinforced with burlap when placed in front of an earth 
fill. (See Fig. 235.) In type B, Fig. 277, sheet lead is used. 
The projecting portion of the sheet is bent up against the form 
while concrete is being placed in the first section. After re- 
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moving the forms it is bent down parallel with the wall surface so 
as to extend into the abutting concrete. A U-shaped bend is 
formed in the lead sheet at the concrete joint. In type C the 
tongue and groove is formed as in A, and in addition a bent lead 
or copper strip is inserted. 
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Fig. 278 shows the manner of providing expansion joints in 
the United Shoe Machinery Co.’s factory at Beverly, Mass. 

Fig. 279 shows expansion joints in a sawmill at Waycross, Ga.., 
built by the Hebard Cypress Co. An expansion joint occurs 
directly on every column line. This was done by pouring 
columns and all transverse beams on column line monolithic, and 
by making all intermediate beams and girders distinct members. 
Recesses were made to receive these. The slab was also an 
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after consideration and was poured independently of beams and 
girders. The walls were poured after the columns had been 
stripped. The monolithic feature of concrete construction was 
entirely eliminated. This was done not only for contraction and 
expansion, but to permit the pouring of the concrete at convenient 
times. The roof slabs were cut on all column and ridge lines for 
movement, and afterward capped. No other covering than 
concrete was used for the roof and this was waterproofed by 
introducing a foreign ingredient into the concrete mixture. 

The following taken from the Engineering Record, issue of 
March 16, 1912, should be of interest: 


“Severe cracks developed in the exterior piers of a ee reinforced- 
concrete building during construction, which, according to the consult- 
ing engineers on the work, were due to a nthe unusual cause. The 
building was 600 ft. long, 60 ft. wide, and 4 stories high, without an 
expansion joint, and the upper stories were built mainly during the 
summer months. An investigation conducted subsequent to the 
appearance of the cracks showed that the piers at the center of the 
building were perfectly sound, while with increasing distances from the 
center the piers were more seriously affected, those at the ends of the 
building showing the greatest displacement. As this condition sug- 
gested that temperature expansion. was responsible for the trouble, 
measurements were taken by plumbing down from the third floor 
level to the basement floor. These measurements showed that the 
third floor expanded, under the direct rays of the sun during a hot 
summer’s day, a sufficient amount to swing the columns out from a 
perpendicular to an inclined position. The amount of this displace- 
ment, it is stated, was in some cases as high as 1} in. at each end of the 
building.” 


CHAPTER XIII 


SHEAR AND MOMENT CONSIDERATIONS IN CONTINUOUS 
BEAMS 


It is the intention in this chapter to give the facts which have 
led to the selection of the general bending moment coefficients 
as recommended by the Joint Committee, and at the same time 
to give sufficient information and data whereby the student may 
be able to design continuous beams for special cases. In ordi- 
nary building construction, the span lengths of continuous beams 
do not vary greatly and the recommended bending moments are 
entirely satisfactory. But cases sometimes arise—such as the 
occurrence of unequal spans, spans of unusual length, and in- 
stances of heavy concentrated loading—which require special 
calculations to be made, and the writer feels that the student 
should have sufficient grasp of the method of figuring continuous 
beams to be able to cope successfully with such cases. 

The continuous beam formulas treated in the next article 
apply to beams with a uniform moment of inertia throughout. 
Although this is not the case in continuous beams of reinforced 
concrete, the formulas given apply directly to either rectangular 
or T-beams having approximately the same amount of steel 
over supports as at the center of span. 

68. Beams with Uniform Moment of Inertia—As explained 
in Art. 54 of Volume I, the bending moments and shears of con- 
tinuous beams cannot be derived from the principles of statics, 
but they may be determined from the relation which exists be- 
tween bending moment and deflection at any given section of a 
loaded beam. ‘The position taken by the neutral surface under 
loading is called the elastic curve and the deflection at any given 
point is the ordinate between this curve and the neutral surface 
of the unbent beam. 

An attempt will be made to give a general outline of the steps 
taken in the derivation of the theorem of three moments—the 
theorem by which continuous beams are figured. The student 
who understands calculus will appreciate the method in its 
entirety, but it is thought that the student without this mathe- 
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matical preparation will obtain a sufficient idea of the elements 
involved to be able to appreciate the application of the above- 
named theorem. For the student who has already studied the 
methods of figuring continuous beams, the following may prove 
a helpful review. 

Consider first a homogeneous beam. In Fig. 280 let Al repre- 
sent the original distance between the planes ABCD and EFGH, 
or the distance MS in the figure. Consider a filament of cross- 
sectional area A A (A in every case will be taken to mean an 
extremely small part of the total) connecting these planes at a 
distance r above the neutral surface. In the part of the beam 


Neutral 
. Surrace 


Front 
Elevation — 
Fig. 280. 


concave upward (the case shown) the filament is shortened an 
amount rAJ@, expressing the angle of shortening (AQ) in circular 
measure. Likewise for a filament similarly placed below the 
neutral surface, there is a lengthening of the fibers by this same 
amount. The unit deformation is the ratio Bs pe total deforma- 


tion to the original length, and thus equals ~ The unit stress 


ate 
in a filament is the product of the unit deformation by the 
modulus of elasticity, or 


A@ 
baa car 


The total stress on a filament of area AA is the product of the 
unit stress by the area; that is, 


total stress on AA=Ers (AA) 


The moment of this stress with respect to the neutral axis MN 
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is the product of the total stress on AA by the moment arm r, or 
moment of stress about axis=Er? (AA) —— 


The total moment of all the filaments which make up the beam 
is the summation of all such bending moments over the section 
ABCD. By the definition of the moment of inertia of a plane 
surface, the summation of r?(A A) is equal to J, or 


Ad 


In a reinforced-concrete beam the I for steel would be taken n 
times that for an equal area of concrete situated at the same 
distance from the neutral axis. It should be noted that A@ in 
the above equation is the change in slope of the tangent to the 
neutral surface in the length Al. 

Fig. 281 shows the neutral surface of a continuous beam with 
the vertical deflection exaggerated. A point will be chosen with 
coordinates x and y, and with x starting from the support A at 


Fre. 281. 


the left. For the extremely small length AJ along the neutral 
surface, as shown, the value x increases by the amount Az and 
the deflection diminishes by the amount Ay. The angle @ may be 
measured from any fixed line. For convenience, we shall measure 
é from a line parallel to the line of the unbent beam—that is, AA. 
The angle @ is then the angle which the tangent to the curved 
beam makes with the original direction of the beam. The 
angle A@ is the change made in this angle for an extremely short 


Ad, 
distance Al along the neutral surface, and Ars the rate of change 


of the angle 0 at the given section. 
Referring to Fig. 281 it is seen that where Az and Ay are con- 


sidered extremely small 
tan? = Ax (2) 
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Also 
Az=Al cos 4 (3) 
and 


cos 0 = a= ney (4) 


It is now possible by calculus, making use of the four equations 
given above, to obtain an expression for the elastic curve by 
which the deflection y at any given section may be determined, 

- provided the bending moment, modulus of elasticity, and moment 
of inertia at this section are known. Ina continuous beam, how- 
ever, moment is not known nor can it be found directly. Fortu- 
nately the equation for the elastic curve above mentioned gives 
us the necessary help to find the moments at the supports, since 
for one thing we know that deflection is zero at these points. In 
fact, we have been discussing deflection only in order to express 
the relation of the moments at successive supports of a continu- 
ous beam in terms of the length of the intervening spans and the 
loads which they carry. 

To indicate in a general way how this may be done, consider 
any two consecutive spans. The equation of the elastic curve 
as expressed for any given section in the left span will contain 
the value of the moment at the left support modified by the loads 
between this support and the given section. Likewise for any 
given section in the span to the right, the equation of the elastic 
curve includes the value of the moment at the middle support 
modified by the loads between this support and the section in 
question. Knowing among other things that the deflection is 
zero at the supports and that the rate of change in slopeof the 
tangent to the neutral surface at the center support with respect 
to both spans is identical, it is possible to derive an expression 
containing the moments at the three supports, together with the 
lengths of the two intermediate spans and their loading. This 
expression is known as the theorem of three moments. In beams 
of uniform moment of inertia, as assumed, the terms # and I 
are the same throughout both spans and they cancel. In beams 
with variable moment of inertia, however, thisis not the case and 
a very complex expression results. 


CONSIDERATIONS IN CONTINUOUS BEAMS 349 


THEOREM OF THREE MoMmENTS 


By means of the theorem above mentioned, the moments at 
the supports of a continuous beam may be deduced. The 
theorem, which assumes level supports and uniform section, is 
in its general form as follows (Fig. 282): 


Mol2+2M 3(12+1s) +Ml3 = 
—2JPol22(kK—k?) — SP 3l32(2k—3k2+k3) (5) 
As above expressed, the theorem refers to the spans M,—M; 
and M;—M,. By increasing all subscripts by unity it will 
refer to spans M;—M, and Mi—M;, and soon. Each equation 
includes one new moment and it is in this manner, not consider- 


"i - “4 < - > 
Mp Mz = =Mt Ms Me 
Fre. 282. Fig. 283. 


ing beams with fixed ends for the present, that there are ob- 
tained as many equations as there are unknown moments—the 
end moments being known. Where there is no overhang, end 
moments are zero. The theorem in its general form, as given 
above, applies directly to concentrated loads and 2 preceding 
the last two terms means the summation of these terms for the 
various loads which act in the spans considered. The value of 
k changes for each load. 

Suppose, for example, that it is desired to write an equation 
for span M,—M; and M;—M,, Fig. 283, with loads on the two 
spans as shown. Then, the theorem may be written for this case 
as follows: 

Mola +2M3(let+l3) +M als = —Pole?(k —k?) — 
P'o122(k’ —k!*) —Pal3?(2k"’ —3k’"2-+ hk’). 


For two spans uniformly loaded, the theorem has the following 
form: 
Mole +2M 3(lo+1s) + Mals = — fwale’—tuss° (6) 
where (es) =the uniform load per foot in span py If there is 
3 3 


no load in span Iz, then wz becomes zero; likewise with ws. 
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When the spans of a continuous girder are all equal, the ex- 
pression for concentrated loads becomes, by dividing through by 
the length of span, 

M2+4M3+M4= —2Pol(k—k3) —2P3l(2k—3k? +k) (7) 
and, for two spans uniformly loaded with the same load w per 


linear foot, 
M2,+4M3+M.4=—}wi? (8) 


G 
pater oar ht 


Pa _ Wa per FF 
=< Lp + >K- -- ¢3 +3 (e) 


Me Mg Mg 


Pe lata 


W3 per Fr: 
(F) 


Fig. 284, 


When either span (or both) is only partially covered with a 
uniform load, the expression for the theorem to the right of the 
equality sign takes other forms. Fig. 284 shows the various cases 
which may arise, and below are given the corresponding expres- 
sions. If no load occurs in a span considered as fully loaded in 
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the figure, then the term in the theorem to the right of the equality 
sign representing this span becomes zero. The proper value of k 
is to be substituted in each case. 

Let Mel2+2M 3(l2+13) +M 4s be denoted by 1150 


ke? kes 
Then (a) r= — Wale? (5-7) — jl’, 
1 


Ay: dG? = BA 
(b) r= —walst (7-5 +7) quale? 


1 4 
(c) r= — qvala? —wals? (n2—n04) : 


1 A 
(d) r= ae (j KK") . 
4 
(e) r= —wWole? a) —wWal3? (x be ks +""), 


+2) a cree Gk +he—"), 


5 

(f) r= —woele ee 

() r=—wils (F a Leone eae ey, 
1 


(h) r= —wol,3 (Gee in) —wel3° (i? k2 4) : 


(i) r= '—2 Poly? — —W3l3° (G—keth ~4) 


4 
(j) r= —2P la? (kK) —wala® (“E—*Y) ~Faoal’ 


The student should notice that spans similarly located and 
similarly loaded have the same representative term. Cases (i) 
and (j) are given to show how concentrated loads may be con- 
sidered with uniform loads and the student should be able to 
supply the terms for the other cases of such a combination. 
When a continuous beam has fixed ends the theorem of three 
moments may also be used to determine the bending moments at 
the supports. In thistype of beam there are two more unknown 
moments then wherethe endsare simply supported. An additional 
span should be considered to exist at each end of such beams. 
Then twomore equations may be written than if these spans were 
not added. After the equations are written, the lengths of the 
two added spans are made zero and theneutral surface becomes 
horizontal at the ends of the beam. This is the condition of the 
neutral surface at fixed ends as pointed out in Art. 53 of Volume I. 
In order to show how a continuous beam may be figured by 
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the theorem of three moments, consider a beam of three spans 
with ends simply supported, as shown in Fig. 285(a). The 
beam is loaded with a uniform load over the entire structure. 
The equations which may be written for each support are as 
follows (see formula 8): 


M,+4M.+M3= —twl? 
M2+4M3+ M.i= — jul? 


Since the ends of the beam merely rest upon the supports, M,= 
M,=0. Hence the two equations furnish the means of finding 


W= 2000 /b. per Ft W= 2000 /b. per Ff 


Fic. 285. 


the two unknown moments M2 and M;.° ‘The solution may be 
abridged by the fact that M2=M3;, which is evident from the 
symmetry of the beam and of the loading. 


M;= —4ul?—4M, 
M.,+4(—4wl?—4M 2) = —tuwl? 
— M2=M,=— pywl? = — 64,800 ft.-lb. 


Taking the center of moments at Ro, 


18 Ri— (2000) (18) (9) = —64,800 
Ri=Rs=14,400 lb. 


With the center of moments at R3, 


14,400(36) + R2(18) — (2000) (86) (18) = — 64,800 
R2=R3;=39,600 lb. 


Now that the reactions are all known, the shears and moments 
at any section may be determined in a manner similar to the 
ordinary beam. 

Consider the ends of the beam to be fixed (Fig. 285-b). The 
equations become by formulas (6) and (8) 


M lo +2M (lo +:) +MI= —iwi 
M,+4M2+M3= — jul? 
M.+4M;+M,= —tul? 
Mil+2M,(I+1)+ MT = —4wl3 
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Now, My and M’ are zero since the ends are supposed to merely 
rest upon the supports. Also, by making J)=0 and l’=0, the 
equations become 


2Mi+M.=— juli? 
M,+4M.+M;3=—twil? 
M2+4M;+M,= —twl? 
M3+2M4= — iwi? 


Solving these equations: 


M,=M.,=M;=Mi4= —zywl? = — 54,000 Tigsalloy 
Ri=R.4=18,000 lb. 
R2=R3;=36,000 lb. 


For simple beams, the determination of shear (V) and moment 
(M) for any special section is easily accomplished, as the left 
reaction can be readily found for any given 
loads. For continuous beams, however, it Pe 
is not always such a simple matter, especi- yi ) 
ally when a beam has fixed ends. Let Fig. 
286 represent one span of a continuous beam. 
Let V be the shear for any section at the dis- 
tance x from the left support, and V’ the Fig. 286. 
shear at a section infinitely near to the left 
support. Also let Pi denote the sum of all the concentrated 
loads on the distance x, and wx the uniform load. Then 


V=V'—wr-— Pr. 


Hence the shear V can be determined for any section in the span 
as soon as V’ is known. 

Since the shear V’ in Fig. 286 is equal to the resultant of all 
the vertical forces on the left of a section taken at the right of 
the left support, let 7 be the distance of the line of action of that 
resultant to the left of that support. Then the moment at any 


section is 
M=V' (r+) —wa.t2—2Pi(x—Kkl). 


But the quantity V’r is the resultant moment of all the forces to 
the left of the left support, with respect to that support, and 
equals M’. Hence 


M=M'+V'x—tuwx?—2Pi(2—kl) (9) 


from which M can be found knowing M’ and V’. 
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The shear V’ may be easily determined if M’ and M” are known. 
Thus in (9) make x=1, then M becomes M”, and 


WSS ie , 
yam ™ bul Pik) (10) 
UntrorM LoAap OVER ALL SPANS 


In Fig. 287 are given the moments in continuous beams for a 
uniform load over all spans. Supported ends and equal spans 
are assumed. The shears on each side of the supports are given 


ns y/ ee 


Fre. 287.—Moments in continuous beams; supported ends; uniform load 
on all spans; spans all equal. Coefficients of (wi?). 


in Fig. 288. The reaction at any given support is the sum of 
the two shears at that support. 

The maximum moments at (or near) the center of many of the 
interior spans are not given, as they are small and do not vary 
greatly from those given for the continuous beam of four spans. 
Maximum positive moment occurs for zero shear as in simple 
beams. 

In continuous beams with fixed ends, and with uniform load 
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and equal spans (the same as above), the maximum positive 


moment occurs at the center of each span and its value in every 
2 2 


140k : l 
case 18 57. The negative moment over each support equals oe 


Shears close to the supports are all equal with a value of 4 wl. 


Fixep anp Moving ConcentTRATED LoApDS 


Data sheets 1 to 7 inclusive give the preliminary work which is 
necessary for the plotting of influence lines! for continuous beams 
—both fixed and supported ends. The tables, which are made 


O1// 17 \ 75 73 \/3 15 \/7 to 


28 28 28 £28 2g 


1 2 3 4 5 
NONE 123| ZOMG BIE | ION IGN 201 25) ISTO 
38 38 38 38 38 38 


1 2 3 4 5 6 


Olije-triss tel. sass. sr twg ” sstex ado 


/04 /04 /04 1/04 /04 /04 104 


4 2 3 4 5 6 7 
Oiees) 66175 e717 Jelm size. rolhez yetes) seto 


(42 /9 2 /4L /42 /42 /42 /42 /42 


Fic. 288.—Shears in continuous beams; supported ends; uniform loads 
on all spans; spans all equal. Coefficients of (wil). 


out for 10-ft. spans, are needed for the convenient plotting of 
results. Figs. 289 to 293 inclusive are the corresponding influ- 
ence lines. Continuous beams of one, two, and three equal 
spans and any span length may be figured for concentrated loads 
by means of these lines as hereafter explained. 


1 Influence lines are treated in ‘‘The Elements of Structures.”’ 
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DATA SHEET NO. 1 


One Span—Fixed Ends 
Concentrated load as shown. 


Fr. Pe 


M,=—Plk(1—2k+k?) 
M.=—Plk?(1—k) 

Ri =P(1—3k? +2k3) 
R2 =Pk2(3 —2k) 


Spans, 10 ft. Load, unity 


Values of k 


0.6 ORG 0.8 


~ Mi —0.810|—1.280) —1.470|—1.440 


Ri 0.972) 0.896) 0.784) 0.648) 0.575 
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DATA SHEET NO. 2 


Two Spans—Supported Ends 


Concentrated load on left-end span as shown. Let B denote the quantity 
(k —k’) 


Ms = —jPUB) 


R,=P(1—-k sip) 
Ra=Phk+5(B) 


P 
R= —7(B) 


Spans, 10'ft. Load, unity 


Values of k 
0.1 0.2 OSS: 0.35 0.4 0.45 0.5 0.6 0.7 0.8 0.9 
— 0.247) —0.480| —0.682]....... —0.840)....... — 0.937) —0.960} —0.892| —0.720| —0.427 
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DATA SHEET NO. 3 


Two Spans—Fixed Ends 


Concentrated load on left-end span as shown. Let A denote the quantity 


(2k —3k?-+Lk) and let B denote the quantity (k —k) 


P 
Mi= ee (7A —2B) Ri=P(1—k) +4 (3A —2B) 
M=e(A =2B) R.=Pk—P(A—B) 
Pl P 
M;3= —{g (A —2B) Ra=GlA —2B) 


Spans, 10 ft. Load, unity 


Values of & 


0.8 0.9 
M; |—0.832|—1.360) —1.627| —1.680|] —1.639) —1.562) —1.454) —1.320) —0.997| —0. 640) —0.292 
is — 0.045; —0.160) —0.315 0.480 an Baran =O O2 Diner enayare — 0.720) —0.735) —0.640| —0.405 
M3 0.023} 0.080) 0.157 0. 2401 Rc isheetee OFSTZ esr he cers 0.360; 0.367; 0.320) 0.202 
Ri 0.979 0.920), 0.831) 0.720 0.658) 0.594 0.527| 0.460} 0.326) 0.200) 0.089 
R2 |- 0.028 0.104| 0.216), 0.352 Rane O2500) ire: sane. 0.648) 0.784; 0.896) 0.972 
Rs |—0.007 —0.024 0.047 = OOF 2 Ni teskeresacs 550.2094 nei —0.108)—0.110| —0.094| —0.061 
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Concentrated load on left-end span as shown. 


DATA SHEET NO. 4 


Three Spans—Supported Ends 


B as before. 


4 3 
M,= —;,PUB). Ra =Pk+5P(B) 
yeah 2 
=7.(B eee 
4 iP 
= —k)—~~P(B Ra==>(B 
Spans, 10 ft. Load, unity = 
Values of k 
0.1 0.2 0.3 0.35 0.4 0.45 0.5 0.6 0.7 0.8 0.9 
Mz |—0, 264|—0.512|—0.728).......| —0.896)....... —1.000| —1.024| —0.952| —0.768| —0.456 
| — 
M3| 0.066) 0.128 O82) Rreite oysc3 (08221: | rie a 0.250} 0.256} 0.238] 0.192} 0.114 
Ri 0.874| 0.749} 0.627) 0.568) 0.510} 0.454] 0.400} 0.298} 0.205) 0.123) 0.054 
R2 ORT59)"" O.315) ~ 0.464). 0... . ONGO 2 sete eas 0.725) 0.830} 0.914) 0.973} 1.003 
R3z |—0.040|—0.077/—0.109)....... Oa hey aia lols —0.150} —0.154| —0. 143) —0. 115) —0.068 
| — 
Is 0,007; ' 0: 013}- 0.018|....:-. (CAO PPA Air ai Bre 0.025) 0.026) 0.024); 0.019] 0.011 


a Mie —— = — - Se See a = = 
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DATA SHEET NO. 5 


Three Spans—Supported Ends (Continued) 


Pl 

M:= ae 75 44—B) 
Pl le 

M;= 75 (4-48) R3=Pk—| QA —3B) 


P PB: 
Ri=— 7p(4A —B) Ry=7p(A —4B) 


R,=P(1—k) +4 (84-23) 
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Concentrated load on center span as shown. A and B as before. 


Spans, 10 ft. Load, unity 


Values of k 
0.1 0.2 0.3 0.4 0.45 0.5 0.6 OR 0.8 0.9 
M2 — 0.390] —0.640|—0.770|—0.800| —0.784|—0.750|—0.640| —0.490) —0.320|—0.150 
Ms — 0.150] —0.320) —0.490/ —0. 640) —0.701| —0. 750] —0.800| —0.770| —0.640) —0.390 
Ri —0.039| —0.064) —0.077| —0.080| —0.078| —0.075| —0.064| —0.049| —0.032|—0.015 
R2 0.963) 0.896) 0.805} 0.696} 0.637) 0.575} 0.448} 0.321) 0.200} 0.091 
Ra 0.091} 0.200} 0.3821) 0.448]....... 0.575} 0.696! 0.805) 0.896) 0.963 
Rs —0.015|—0.032|—0.049/—0.064|....... —0.075| —0.080| —0.077| —0.064|—0.039 
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DATA SHEET NO. 6 


Three Spans—Fixed Ends 


Concentrated load on left-end span as shown. A and B as before. 


My | a 

i eae ee ee 
M.= me (264A —7B) RiP a an) +4 (1A —7B) 
Mp = PU(A —2B) Ry= Pk ~ 74a —13B) 
Mis ~Z PUA —2B) Rs = P(A —2B) 
Mi=15(A —2B) R= Hd —2B) 


1 


Spans, 10 ft. Load, unity 


Values of & 


M2 |—0.042/—0.149| 0.294) —0.448)....... —0..583)... 0... —0.672| —0.686| —0.597, —0.378 
es 0.012} 0.043} 0.084) 0.128)....... OR YAl OR oe ang 0.192} 0.196} 0.171} 0.108 
'M;|—0.006} —0.021|/—0.042|—0.064|....... =O O83) kt. scene —0.096| —0.098) —0.085| —0.054 
Ri 0.979} 0.922} 0.834) 0.725) 0.664; 0.600) 0.534 0.467 0.334) 0.206) 0.093 
ey 0.026} 0.098} 0.203} 0.333)....... OLAS oiom ere 0.619} 0.755) 0.870} 0.956 
Re —0.007| —0.026|—0.050;—0.077)....... OOO Arr arants —0.115) —0.118) —0.102| —0.065 
Ra 0.002} 0.006} 0.013) 0.019)......~ 0.025). Shite 0.029 oe 0.026] 0.016 
! 


27 
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DATA SHEET NO. 7 


Three Spans—Fixed Ends (Continued) 


Concentrated load on center span as shown. A and B as before. 


PL P 
M1 =35(7A —2B) Ry = —7p (7A —2B) 
M.= — ZPuUTA —2B) R:=P(1—k) +45 (13 —8B) 
2 . P 
Ms =75Pl(2A —7B) Rs =Pk —75 (84 —13B) 
P 
M.= —1,24—7B) Ri=33(24 —7B) 


Spans, 10 ft. Load, nuity 


Values of k 

ONL 0.2 0.3 0.4 0.45 0.5 0.6 0.7 0.8 0.9 

3 % 
Mi 0.222) 0.363) 0.434) 0.448)....... 0.417; 0.352) 0.266) 0.171} 0.078 
M2 —0.444) —0.726/—0.868) —0.896/ — 0.874) —0.833)—0.704| —0.532|—0 +342) —0.156 
M3 —0.156| —0.342) —0.532| —0.704| —0.776| —0.833) —0.896) —0.868|—0.726|—0.444 
Ms 0.078} 0.171) 0.266) 0.352)....... 0.417; 0.448} 0.434) 0.363} 0.222 
Ri | 0.067 =0.109) —0.130} —0..134|—0.131 0.128 0.102) —0.080|—0.051|—0.023 
R2 0.995) 0.947} 0.864} 0.754) 0.691) 0.625) 0.486) 0.346] 0.213 0.095 
Rs 0.095} 0.213} 0.346) 0.486)....... 0.625, 0.754| 0.864; 0.947) 0.995 
Rs an | 0.023|—0.051)—0.080)—0.102)....... — 0.125) —Q.134 x2 ORwOl & O-2p08| BORNE 
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Values of (k—k3) and (2k—3k2+k3) 
Read down for B= (k—k3) 


0 1 2 3 4 5 6 7 8 9 
0.0.0.0000; 0100} 0200) 0300) 0399) 0499; 0598) 0897) 0795) 0893) 0990, 0.9 
0.1/0.0990| 1087} 1183; 1278) 13873) 1466} 1559) 1651]; 1742} 1831} 1920] 0.8 
0.2)0.1920) 2007) 2094) 2178) 2262) 2344) 2424] 2503] 2580} 2656] 2730) 0.7 
0.3/0.2730) 2802) 2872) 2941) 3007) 3071) 3134) 3193] 3251) 3307| 3360) 0.6 
0.4/0.3360) 3411] 3459) 3505) 3548] 3589] 3627) 3662] 3694] 3724| 3750) 0.5 
0.5|0.3750| 3773} 3794] 3811] 3825) 3836} 3844) 3848] 3849) 3846] 3840] 0.4 
0.6)/0.3840) 3830} 3817) 3800) 3779) 3754) 8725) 3692) 3656) 3615) 3570) 0.3 
0.7\0.3570) 3521) 3468) 3410) 3348) 3281) 3210) 3135) 3054) 2970) 2880) 0.2 
0.8)0.2880| 2786] 2686} 2582) 2473) 2359} 2239) 2115} 1985] 1850) 1710) 0.1 
0.9'0.1710| 1564) 1413) 1256) 1094) 0926} 0753} 0573) 0388] 0197) 0000) 0.0 
9 8 7 6 5 4 3 2 1 0 


Read up for A= (2k—3k2+k3) 


The equations given on the Data Sheets were all obtained by 
means of the Theorem of Three Moments. The table which 
follows the Data Sheets helps materially in solving these equa- 


© 
2 
SS 


Moment m 
Oven 2 
8 


Moment at"M” End Support 


1.000 


End Reaction 
and 
End Shear 


Fia. 289.—Influence lines for one span, fixed ends. (Spans, 10 ft. Load, 
unity.) 


tions for given values of k. To the maximum values of the 
functions determined for the live concentrated loads must be 
added the effect of the dead load (uniform load over all spans, 
Figs. 287 and 288) in order to obtain the total maximum values. 
No matter where the maximum positive moment occurs in a 
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given span of a continuous beam it is sufficiently accurate to add 
the maximum positive dead-load moment in that span. 
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Fia. 290.—Influence lines for two equal spans, supported ends. (Spans, 
10 ft. Load, unity.) 
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Fic. 291.—Influence lines for two equal spans, fixed ends. (Spans, 10 ft. 
Load, unity.) 


366 REINFORCED CONCRETE CONSTRUCTION 


£00°0 
£/0'0 
9/0°0 
2200 
72Z0'0 
920'0 
220°0 
6/0°0 
110°O 


s/0°0 
Z£0°0 
640'0 
490°0 
$40°0 
080'0 
£L0°0 
£90°0 
6£0°0 
- 0007 
946'0 
£L2°0 
§6L0 
ZOL ‘0 
0090 
0640 
£L£0 
/$2°0 
9200 


Reaction 


Support 
Intermediate. 


Moment over 
Intermediate 


Support 


Shear in 
Center Span’ at 


Intermediate 
Support 


fe 

c 
58 
5s 
ok 
ae 
Gears 
ui? 
to} 


Shear in End Span 
at intermédiate 


WZ, 0087 ---000 2-4 
Pe set | 


Fig. 292.—Influence lines for three equal spans, supported ends. (Spans, 
10 ft. . Load, unity.) 
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Fig. 293.—Influence lines for three equal spans, fixed ends. 
Load, unity.) 
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In using influence lines for concentrated loads, the section 
where maximum positive moment occurs in any span of a 
continuous beam must be determined by trial. The sections 
chosen in plotting the influence lines will cover all ordinary cases 
and are sufficiently close together to give accurate enough results 
even if the true maximum occurs between these sections. 

It should be clear to the student from ‘The Elements of 
Structures,”’ just how the maximum values of the functions may 
be obtained by means of these influence lines when the spans 
are approximately equal and 10 ft. in length—both for fixed and 
moving concentrated loads, and load systems such as locomotive 
wheel loads on bridges. In the case of a load system, if all the 
loads are a whole number of feet apart, the ordinates given may 
be employed directly to determine the values of the maximum 
functions. If this is not the case it may be necessary to lay off 
a horizontal line to represent the length of the structure to a 
larger scale than that used in the text and then erect the ordinates 
at the given points. If the loads are then plotted on the edge 
of a separate strip of paper, the distances apart of the loads. to 
the same scale as the length of the structure, then the strip can 
. be moved along the structure and the successive values of the 
function determined by scaling to the influence line. 

Suppose now the span length is other than 10 ft.—say 14 ft. 
Then it will be necessary to plot the distances apart of the loads 
only ten-fourteenths of the actual distance, and to the same 
scale as before. The influence lines—namely, length of base-lines 
and values of the ordinates—should not change. Now by moving 
the load strip as above plotted along the influence line, the true 
maximum value of the function under consideration may be de- 
termined. In case, however, the function is that of moment, 
the value as thus obtained should be multiplied by 1.4 in order 
to apply to the 14-ft. span. 

Influence lines for continuous beams are not a series of straight 
lines as in the case of simply supported structures, but consist 
of ares of curves. The value of a function should thus be 
computed for small changes in the position of the loads, but 
such computations need not be made for successive positions 
along the entire length of the structure. In each case there 
will arise limiting positions of the load beyond which it will be 
clear that no maximum can be obtained. 
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PROBLEMS 


18. Assume a continuous beam of two 15-ft. spans and with fixed ends. 
Find the moment over the center support for 10,000-lb. loads at the 
quarter points in each span. 

19. A continuous beam of three 15-ft. spans and supported ends is subject 
to a moving load of 25,000 lb. anywhere along its length. Find the 
maximum moment and maximum shear which may occur on this beam. 

20. Solve Problem 19 assuming two moving loads of 25,000 lb. each, 5 ft. 


apart. 
096 wl? 
Moment Peat. 
a we, 4 
o63we® Ry = 7p We 


Zwl 


hi 
Shear a I; a/b we 
raed 
Zwe 


Supported Ends 


2 
054 wl 2 
7 02l wl 
-./04 w : Iw s we 
owe ! Rz=L wt 
Shear a me al6 she ale 
es we 
Fixed Ends 


Fic. 294.—Moving uniform load, two equal spans. 


Movine Unirorm Loaps 


If a uniform load is considered, the influence lines indicate 
the spans which should be loaded in order to obtain the maximum 
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values of the given functions. Fig. 294 represents the variation 
in moment and shear for a uniform load on one span of a beam 
of two equal spans, both fixed and supported ends. Figs. 295, 
296, and 297 give values for various loadings with three equal 
spans. ; 

To illustrate the effect of loads on various spans upon the 
bending moments, influence lines have been drawn for six equal 
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Fig. 295.—Moving uniform load, three equal spans. 
spans (Fig. 298), for moments at the centers of span 1-2 and 3-4, 
and at supports 2 and 4. A maximum moment at the center 
of a span requires each alternate span to be loaded, and a maxi- 
mum moment at the support requires the two adjacent spans to 
be loaded and then each alternate span. The effect of loads on 


remote spans is seen to be small. Influence lines are not drawn 


1From Johnson, Bryan and Turneaure’s ‘‘ Modern Framed Structures,” Part IT, 9th 
edition, page 35, 
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for shears since, in a large number of spans, the shears do not 
differ greatly from those in simple beams. 

Maximum Moments rrom Untrorm Loaps 


if we consider now the maximum moments which may be ob- 
tained in continuous beams for uniform fixed and moving loads, 
it is quite evident from the table on page 373 (which explains 
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Fig. 296.—Moving uniform load, three equal spans. 


itself) that the maximum positive and negative moments do not 
vary greatly in the several spans, with the exception of the end 
span and the adjoining support. For the immediate spans, the 
greatest value for the several spans is given in each case. Only 
beams with supported ends are considered in the table as it is 


372 REINFORCED CONCRETE CONSTRUCTION 


clear that these values control. This is entirely on the safe side 
since we know that the ends of continuous beams in reinforced- 
concrete building construction are fixed to some extent in nearly 
all cases. Itshould benoted that, for beams of five or more spans, 
the maximum moments are but little affected by the number of 
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Fig. 297.—Moving uniform load, three equal spans. 


spans. In the case of several spans, it has been assumed in 
calculating positive moments for many of the values of the table 
that the maximum moment at the center of the span is the maxi- 
mum desired. This is sufficiently close to the truth. The two- 
span beam may well be treated as a special case. 
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a Cc jey vat 


MAXIMUM MOMENTS IN CONTINUOUS BEAMS; SUPPORTED 
ENDS; UNIFORM FIXED AND MOVING LOADS* 


Coefficients of (wi?) 


Intermediate spans and supports| End span and second support 
At center At support At center At support 
of span of span 
No. of spa 
epee (+) (-) (+) (-) 
Fixed al Fixed | Moving | Fixed Mops Fixed | Moving 
load ae load load load eae load load 
load load 
DIN ap enrert aera caren shia ot [lccares cre se lero as tues line are) a etzal|locet, sicaPakendel = 0.070} 0.096) 0.125 0.125 
MITE GL iets marcweia se OROZ os ONOMS|\rer phasic ope serene res 0.080) 0.101) 0.100 0.117 
ROOD dete ankrancas 0.036} 0.081} 0.071 0.107 0.077; 0.098| 0.107 0.120 
(0.115)1 
PR ViGearacts scraiaretot enero 0.046} 0.086) 0.079 0.111 0.078) 0.099} 0.105 0.120 
(0. 106)1 (0. 116)! 
Slee, eters riases «wine wer 0.043} 0.084} 0.086 0.116 0.078} 0.099] 0.106 0.120 
(0. 106)! (0.116) 
SOV Olinn.< «as e3i-sc.cc 0.044} 0.084) 0.085 0.114 0.078| 0.099} 0.106 0.120 
(0.106) (0.116)! 


1 Where two adjacent spans only are loaded. 
* From Turneaure and Maurer’s “Principles of Reinforced Concrete Construction,” 2nd 
edition, page 305. 
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The fixed load coefficients will apply to the dead load when 
finding the maximum coefficients due to a moving uniform load 
—the case we ordinarily have to deal with in building construc- 
tion. Inasmuch as the theoretical maximum moments in con- 
tinuous beams of five or more spans would involve unreason- 
able assumptions as to position of the live loads, the following 
values of moment coefficients may be taken: 


Intermediate spans End spans 
Nature of load 
At center At support At center At support 
Medd Tord eye vejarescce ute 0.046 0.086 0.080 0.107 
CEWOFSPADS) Serete.. os < akc [is caro ptt. nese | eeretzepetes Saber ues tare (0.070) (0.125) 
Dveoad:c.uteas naa ene 0.086 0.107 0.101 0.117 
(ER ORBIDENIES) role aycte exert cell saree teiet vs arepete o:laxe cle oheesituaten ss theas (0.096) (0. 125) 


SN 


Combining the dead and live loads into a single unit for the 
purpose of determining general moment coefficients which will 
apply to all ordinary cases, we obtain the following: 


Intermediate spans End spans 
Ratio of live to dead 
At center At support At center At support 

Three or more spans 
IM) 0.073 0.100 0.094 0.114 
bares | 0.079 0.104 0.098 0.115 
LOE 0.082 0.105 0.099 0.116 

Two spans 

RUS Neha Rasa |b OR petty ae AAs stinsiean ort bias ae 0.087 0.125 
ria Its orth sia are oq asso er ape deans rane toe aN 0.092 0.125 
LOC a wie ile Miedo coht com evel vrs, Cem ae Si Rec eae a 0.093 0.125 


In continuous-beam computations, the beam is assumed as 
freely supported at the interior supports and the assumption is 
made that the supports are of no appreciable width. For beams 
in concrete construction, therefore, the coefficients in the second 
column of the above table should be reduced, and could very 
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well be taken equal to those in the first column. The live load 
will generally range from two to five times the dead load, but 
the ratio of 10:1 is given to show the slight variation in moment 
coefficients for ratios above 5:1. 

From a study of the table, reducing the bending-moment 
coefficients at the interior supports as above proposed, it is seen 
that the bending moment at pe Bag and at the support for 


interior spans may be taken oe (0. 083 wi?), and for end spans 


wil? 
it may be taken at —~ 10 for center and adjoining support, where w 


includes both dead and live loads. In the case of two spans 


only, the bending moment at the center support may be taken 
wl? 


10° 

The shear at each support of continuous beams with fixed ends 
may be taken at one-half the span load. If the ends are simply 
supported, the shear in the end spans near the second support 
will be approximately 0.6 wi. 


awl2 
at 3° and near the middle of the span at; oe 


BraM CONCENTRATIONS 


Figs. 299 to 302 inclusive give the shears and moments caused 
by beam concentrations on continuous girders. The girder spans 
are assumed equal and the ends of the girders as simply supported. 
In girders with fixed ends and with full loading as shown in Fig. 
299, the maximum positive moment for loads at the middle points 
is the same as the maximum negative moment and equals 0.125 
Pl in every case. For loads at the third points, the maximum 
positive moment is 0.110 Pl and the maximum negative moment 
is exactly twice this value. For loads at the middle and quarter 
points, the maximum positive moment is 0.187 Pl and the maxi- 
mum negative moment is 0.313 Pl. The maximum shears in all 
cases are the same as in simple beams. 

In the following table are given the maximum positive and 
negative moments due to beam concentrations. Ends of beams 
are assumed as simply supported. 

It is quite evident that the variation of moment coefficients is 
very nearly the same as shown in the table previously given for 
uniform loads. 
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MAXIMUM MOMENTS IN CONTINUOUS GIRDERS DUE TO 
BEAM CONCENTRATIONS; SUPPORTED ENDS 


Coefficients of (Pl) 


Intermediate spans and End span and second 
supports support 
At center At support At center At support 
No. of spans of span : of span 
(+) =) (+) =) 
Fixed aes Fixed | Moving | Fixed sane Fixed | Moving 
load ng | load load load 8 | load load 
load load 
Loads at middle points 
PENWUO eres aer eve aseay sire enlidel sucsis eye eeveye S76 |Neoften es oe ltecaredel sali teneuavese ates 0.156} 0.203} 0.187) 0.187 
FD RROG secelais osciis os sed he Os LOO PORTS) i sige «ill ole eles le 0.175} 0.213] 0.150) 0.175 
EUV Gz teres wie aveietal cane avers wreteie 0.130} 0.191) 0.119) 0.156! | 0.171) 0.211} 0.158} 0.1741 
Loads at third points 
ED WG sje, fever daite wave Se Reet carl aillsuech anaigel Ricare teva al tye) ats Sb iPevateecs sete 0.222) 0.278] 0.333] 0.333 
EVO stassoci asin «esate are OR O66 ON ZOOS re ailataemisl cyatnre 0.244! 0.289) 0.267) 0.311 
PUVOUIAS  acaatecte aera eee 0.122} 0.228) 0.211) 0.2761 | 0.240) 0.286} 0.281} 0.3091 
Loads at middle and bia 
quarter points 

WLW O's aratainvopaiet ae iacsetene shelter 8 ana| Miswarie'rsiic!l ‘skoov-sss fall Paterapevaued eeaeretenace:» 0.267) 0.383) 0.465) 0.465 
PLATOON se etsisyeig have oe 0.88 OFL28 TOT STD eae erences 0.314] 0.406) 0.372) 0.4388 
HAVIOR. setae nc ee oie eee 0.204| 0.352] 0.296] 0.3891 | 0.303) 0.401| 0.394| 0.4351 


By similar reasoning to that employed in deriving moment 
coefficients for uniform loads, we obtain the following values: 


Intermediate spans End spans 
Nature of load 


At center |At support) At center | At support 


Loads at middle points 


Deaduload ak easton os heres ane Sek 0.130 0.119 0.175 0.158 
((EWO"S1) ANS) 37 ~-cvepere ohavove ere eee iy cereus sl obec oyayst|areneneraebet a) avelll ayaa teste Re tate (0.156) (0.187) 
Wiveload. nesses More ie ses oer ee 0.191 0.156 0.213 0.175 
COworspans) tir A oad BSc eee ces eralliaceews uty a iy ete a eee ee (0.203) (0.187) 


Loads at third points 


Dead load tccalas cites namie aaa Cee 0.122 0.211 0.244 0.281 
(EWOSDADS) Paro cca sleuticnste sceleeiere ao teyercle hell ces ete Cee te an Sn Remora (0. 222) (0.333) 

WAVOSLOAG Se cert cherie renee eee eee atte, hee 0.228 0.276 0.289 0.311 
(EWO SHANE) 24-8 oc ss begat rote WRENN I eee monet cee Saat ae (0. 278) (0.333) 
Loads at middle and quarter points . 

Mead loads’ zcxiasrcarAaa prensa 0.204 0.296 0.314 0.394 
GEWON SEA NB) Ficssezaretejeuste doers ses tat epes ate Mea wok sal | aastianeeana der ce dealt et erens (0. 267) (0.465) 

MAVeEOAd 6 feja sais ec tos se scarier ee tee 0.352 0.389 0.406 0.438 
CEWO-SDENIS) 55 a5. Fi5: 5's oleic alerts edhe eee renee Michavied|teltide -epeted tetae wee ie eater ome Creme (0.383) (0.465) 


1 Two adjacent spans only are loaded. 
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Loads at Middle and Quarter Points 


Fic. 299.—Moments and shears in continuous beams; supported ends; 
spans all equal; concentrated loads as shown. Coefficients of (Pl) for mo- 


ment, Coefficients of (P) for shear. 
28 
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Combining the dead and live loads into a single unit for the 
purpose of determining general moment coefficients, we obtain 
_ the following: 


Intermediate spans End spans 
Ratio of live to dead 
At center ;At support) At center /At support 
Loads at middle points 

pita § 0.171 0.143 0.200 | 0.169 
‘Bsa 0.181 0.150 0.207 0.172 

(Two spans) 
ae A nS ay Nae Henk Sp nteee NA prem at abe vey 0.187 0.187 
See Bebe ou OE oor FMR | eta eanaatnoeeee aia coon eanesaie 0.195 0.187 

Loads at third points 

ea | 0.193 0.254 0.274 0.301 
ST 0.210 0.265 0.281 0.306 

(Two spans) 
Bee ry |e = ess SBE rchamawceel ora) listens cgereeedes 0.259 0.333 
ORE es a ae pete ere Ae eae nh | aktdemn ter 0.269 0.333 
Loads at middle and quarter points : 
2M 0.303 _ 0.358 0.375 0.423 
5:1 0.327 0.374 0.391 0.431 

(Two spans) 
EDS Oe ie Jute UNA Will cee kee hemyel tone seminal eters 0.344 0.465 
te! 5 RE Aa I | CS Rearereeltcanererotntene 0.364 0.465 


Fie. 300.—Concentrated loads as shown; loads at middle points; twu 
and three equal spans; supported ends. Coefficients of (Pl) for moment. 
Coefficients of (P) for shear. 
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Fig. 301.—Concentrated loads as shown; loads at third points; two and 
three equal spans; supported ends. Coefficients of (Pl) for moment. 
Coefficients of (P) for shear. 
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Fie. 302.—Concentrated loads as shown; loads at middle and quarter 
points; two and three equal spans; supported ends. Coefficients of (Pl) for 
moment. Coefficients of (P) for shear. 
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In Art. 54 of Volume I, the statement was made that for occa- 
sional concentrated loads which act in connection with uniform 
live and dead loads, and for loads produced by beams running 
into girders, the maximum moment may be computed with suffi- 
cient accuracy by considering the beam or girder as simply sup- 
ported, and then reducing this maximum moment (and an equal 
negative moment) by the same ratio used in the distributed 
loading. This rule gives moment coefficients as follows: 


End spans and ad- 


No. of spans Intermediate spans eae 
jolning supports 


Loads at middle points 


HEDGES OF) NIOTEISDANS)\s aesices(eccasem sre as)e seve 0.167 0.208 
ELWOESD ATG Ee oe oat main arte tie teens 0 chances 0.208 0.250 
Loads at third points 
Mhreesior more spans... os6. sees ee a ee 0.222 0.278 
SRW OUSDATISan caynia hoe iee hie eae as tials 0.278 0.333 
Loads at middle and quarter points 
FEMEECELOP MOLE: SPAN? .<l veya, sversccvetelorezere jah 0.333 0.417 
Flaw OUSIDSTIS Ps fetes Yareyettic. <aetore alc setetle mueneiarere sues 0.417 0.500 


In a beam loaded at the middle points we find that the moment 
at the center of intermediate spans may have a value about 8 per 
cent greater than the recommended value for use in design. 
(This, however, is considering the beam as freely supported at 
the interior supports, and the supports of no appreciable width.) 
All other values for this loading are somewhat less than those 
recommended. In fact, the specified moment coefficient for 
the center support of a two-span beam may be reduced and 
made the same as for the center of span. In beams of three or 
more spans and for the same loading as just mentioned, the 
moment coefficient for the inner supports of end spans may be 
reduced so as to have the same value as specified for the interior 
spans. 

Now let us consider the moments in beams loaded at the 
third points. The moment at interior supports may have a 
value about 19 per cent greater than that specified, but the 
width and monolithic character of the supports will offset this 
to a considerable extent. It is preferable, however, to make 
some allowance for this in design although for simplicity this has 
not been done in this text. The same is true for the inner sup- 
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ports of the end spans although the increase in moment over 
that specified is about 10 per cent. 

The student may draw his own conclusions in regard to 
moment coefficients in beams loaded at the middle and quarter 
points. 

The recommendations for shear previously given for uniform 
loads will apply in the case of beam concentrations. 


TRIANGULAR DISTRIBUTION OF LOAD 


In Art. 56 of Volume I it was shown that where floor slabs are 
reinforced in two directions, the loads carried to the cross-beams 
and girders should be assumed to vary in accordance with the 
ordinates of a triangle. The statement was also made that the 
maximum moment on the cross-beams and girders may be com- 
puted with sufficient accuracy by considering the beam or girder 
as simply supported, and then reducing this maximum moment 
(and an equal negative moment) by the-same ratio used in the 
uniformly distributed loading. The theorem of three moments 
for this case takes the following form: 


5) 5 
Mle M s(lo+ls) + Mls = — 54 Wal? — 54 Wale? 


24 
where W.1=total load on left span. 

W2=total load on right span. 
The same method might be followed here in showing the reason 
for the above rule as was employed for uniform loading and for 
beam concentrations, but the student by this time should under- 
stand the method of procedure. 


NEGATIVE MoMENT AT THE ENDS oF ContTINUOUS BEAMS 


The amount of negative moment at the ends of continuous 
beams depends upon the manner in which the ends are restrained. 
A beam cannot be entirely fixed unless the restraint is sufficient 
to cause the neutral surface at the ends to be horizontal. (See 
Art. 53 of Volume I and the Joint Committee’s report at the end 
of this volume.) The moment coefficient must be left to the 
judgment of the designer, but the shear and moment diagrams 
shown in Figs. 294 to 297 inclusive (for beams with fixed ends) 
and in Figs. 310 and 312 will prove useful in this connection, 
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INCREASE OF Positive Moments 1n Continuous Brams DuE 
TO UNEQUAL SETTLEMENTS OF THE SUPPORTS 


Unequal settlement of supports may be caused by faulty 
foundations or by the deflection of a girder carrying the ends 
of one or more cross-beams. The first condition will not be 
considered since it is the result of poor design in the foundations. 
As regards the second se ae consideration will show that a 
relative settlement of about 75 in. may be expected under usual 
conditions. If a cross-beam of two spans is considered supported 
at the center by a girder in which a deflection of +z in. occurs, the 
negative moment in the cross-beam is reduced at the positive 
moment will be about 4 per cent. greater than the moment 
determined for supports on a level. This gives some idea of the 
increase in moment which is likely to occur due to unequal 
settlement of supports. 


BENDING UP OF Bars AND Provision FoR NeGatTivE Moment 


In Figs. 303 to 305 inclusive are given bending-moment curves 
for uniform loads on two, three and four equal spans. The 
curves for live load are not bending-moment curves for any 
single arrangement of loading. In fact, for each curve several 
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Fic. 303.—Moment curves for uniform load; two spans; right-hand half; 
supported ends. 


conditions of loading are considered and the curve is obtained 
by plotting maximum or minimum values as the case may be. 
It is necessary to plot the curves for only one-half the beam, as 
the center line shown is on the plane of symmetry. 
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The student will notice that some portions of the live-load 
curves are quite different from those shown in Figs. 287 and 294 
to 297 inclusive. For example, the part of the maximum live- 
load curve close to the center support in the beam of two spans 


Pos. L.L. Mome. 
Neg. L.L. 
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Fig. 304.—Moment curves for uniform load; three spans; right-hand half; 
supported ends. 


Values of Moment in Terms of we 
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(Fig. 303) is quite different from a similar portion in any of the 
curves shown in Figs. 287 and 294. This is due to the fact that 
for these sections maximum and minimum moments are caused 
by only partial loading, and not by having either one or both 
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Fic. 305.—Moment curves for uniform load; four spans; right-hand 
half; supported ends. 
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spans fully loaded. If influence lines were plotted for these 
sections, this point would be clearly brought out. 
In the two-span beam shown in Fig. 306, maximum and mini- 
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mum bending-moment curves are given for a 2:1 ratio of live to 
dead load. To obtain these curves from Fig. 303, points should 
be determined for each one-tenth of the span. The following 
notation will be used: 


wi=live load per unit length. 
wa=dead load per unit length. 
wt=witwa=total load per unit length. 


Referring to Fig. 308, consider a point at a distance 0.41 from 
the freely-supported end of the right-hand span. The live-load 
moment is seen to vary between +0.095 wil? and —0.025wil?. 
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Fria. 306.—Moment curves for continuous beams of two spans; supported 
ends. Ratio of live load to dead load 2:1. 


The first of these corresponds to the condition of loading in which 
the right-hand span alone is loaded, and the second value cor- 
responds to the left-hand span being loaded. In addition to 
these moments, there is that due to the dead load, which the 
curve shows to be 0.07wal? for the point in question. 
Combining these moments, we see that the moment may vary 

between 

0.07 wal?+0.095wil? 
and 

0.07 wal? —0.025wil? 


Assuming wi=2wa, the moment varies from +0.26wal? to 
+0.02wal?; that is (since wa = 3wz), from +0.0867wil? to + 0.0067 
wil. 

Curves such as shown in Fig. 306 show at a glance what moment 
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of resistance should be provided in either direction at any point 
along a two-span beam with supported ends and with wi=2wa. 
They also indicate what proportion of the steel may be bent 
up from the lower side at any point, without exceeding the safe 


Values of Moment in Terms of wh 
S 
tay) 


0. 12 


Fic. 307.—Moment curves for continuous beams of three spans; sup- 
ported ends. Ratio of live load to déad load 3:1. 


stress on the remaining rods. The curves show that a negative 
moment is likely to occur over one-half of each span. Any fixing 
of the ends, however, will reduce this length. 
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Fig. 308.—Moment curves for continuous beams of four spans; sup- 
ported ends. Ratio of live load to dead load 3:1. 


Referring to Figs. 306, 307, and 308, it is clear that negative 
moment may, under extreme conditions, occur entirely across 
the beam. For ordinary cases, then, it would seem that top rein- 
forcement should extend to at least the third point. In special 
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cases, however, it may be desirable to provide for negative- 
tension reinforcement over the entire span. If reinforcing 
frames are used, such as shown in Fig. 66, the top rods employed 
for handling and for fastening the stirrups into a unit will aid 
materially in taking care of any tensile stresses which may occur 
in the top of the beam. It is also true that in monolithic floor 
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Fig. 309.—Moment curves for continuous beams of three spans; sup- 
ported ends; loads at middle points. Ratio of live load to dead load 4:1. 


construction, the adjoining slab will help considerably in pre- 
venting top tensile stresses at the center of the span. 

In view of the above considerations, it would seem that rods 
may be bent up with sufficient accuracy (for ordinary cases where 
uniform live load is somewhat indefinite) by applying the formula 


in Terms of PL 
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Fig. 310.—Moment curves for continuous beams of three spans; fixed 
ends; loads at middle points. Ratio of live load to dead load 4:1. 


of Art. 63, Volume I. For special cases, curves should be drawn 
similar to those shown in Figs. 306 to 308 inclusive. 

Maximum and minimum moment curves for concentrated 
loads are shown in Figs. 309 to 313 inclusive. Three-span beams 
only are considered and curves are given for both supported and 
fixed ends. From a study of these curves and in view of the 
considerations presented previously in this article, it would seem 
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(assuming the usual indefinite live load) that rods in girders 
loaded at the third points may safely be bent up as explained in 
the floor-bay design of Art. 15. The curves are given for a 4:1 
ratio of live to dead load. The moment due to dead weight of 
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Fig. 811.—Moment curves for continuous beams of three spans; sup- 
ported ends; loads at third points. Ratio of livesload to dead load 4:1. 


girder stem has little effect in considerations regarding the bend- 
ing up of rods. 

The formulas given below may be of use when considering the 
variation of moment in beams of many equal spans for different 
kinds of loading. In deriving the formulas for maximum positive 
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Fic. 312.—Moment curves for continuous beams of three spans, fixed 
ends; loads at third points. Ratio of live load to dead load 4:1. 


moment, alternate spans were considered as covered with live 
load. This gives the worst condition of loading for positive 
moment. Likewise in deriving the formulas for maximum nega- 
tive moment, the worst condition of loading for negative moment 
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was assumed—that is, two adjacent spans were assumed as fully 
loaded alternating with one span unloaded. For the same load 
on each span, the formulas reduce to simple terms, and give the 
moments on continuous beams with fixed ends and with any 
number of spans. 
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Fig. 313.—Moment curves for continuous beams of three spans, sup- 
ported ends; loads at middle and quarter points. Ratio of live load to 
dead load 4:1. 


The following notation will be employed:' 


Mnaz p.=mMaximum positive moment at center of span. 

M min p.=Minimum positive moment (or maximum nega- 
tive moment) at center of span. 

M naz. n.=mMaximum negative moment at the support. 


Uniform loads: M we Me wal* 
PERE RET TD 24. 
_ wal? wil? 
Mose Ore 12 ar 24 
wl? — wal? 
ND aes Oe as 9 + 36 


Loads at middle points: 


l 
VE Ss. Pp. SiG (8P:—P) 


1 The formulas on this page and page 390 are reproduced by permission from “Reinforced 
Concrete Design,” by O. Faber and P. G. Bowie (London: Edward Arnold), 
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l 
ME rts. ~aG (3Pa—Pr) 
PEP L 
Ms Re “ertog 
Loads at third points: 
Mas. 9. = 5 (2P:—Pa) 
l 
Minin. D- a (2Pa—P:) 
_8Pd | 2Pal 


ies n.— 


Dy ame ie 


Triangular distribution of load: 


je 
Mest Be OF (11W:—5Wa) 


1 SN 
Mie ps = 06 (11Wa—5W 2) 
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69. Beams with Varying Moment of Inertia.—It is the practice 
of some designers to place more steel between the supports of 
continuous beams than the amount just sufficient to resist the 
bending moment specificd by the Joint Committee. They con- 
sider that by doing this the stresses over the supports are reduced 
and the design is more economical. They maintain, also, that 
this method of procedure is advisable in order to provide for 
imperfect continuity of the beam and to take care of unknown 
stresses caused by unequal settlements of the supports. It is 
important, therefore, to determine the actual moments which 
occur at the center and supports in such cases. 

A study of this kind, assuming uniform loads, has been made 
by Mr. R. E. Spaulding! for beams with fixed ends and for beams 
with one end fixed and one end free. The curves shown in 
Fig. 314 are the result of his investigation and apply to either 
rectangular or T-beams. Mr. Spaulding assumed a uniform 
moment of inertia for that portion of the beam over the support 
in which negative moments exist, and another moment of inertia 


1 Engineering News, Jan. 13, 1910. 
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for the central portion of the span—that is, between points of 
inflection. 

The condition of fixed ends is obtained for full loading on the 
lower floors of a building having very heavy columns. ‘The case 
of one end fixed and one end free is found in either span of a 
two-span beam with the same uniform load on both spans. 

Referring to the curves of Fig. 314 it is clear that with both 
ends fixed and with the same moment of inertia throughout, 


2 
the moment at the center is 0.042wi2 = v2 and at the end is 


wi? , 
0.083wl?=T5, as is well known. If, as is sometimes done, a 
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-M, denotes Max. Moment at Support 


M ts ff " between Supports 
l, = moment of inertia at support 
pes 2 us Z ” center of spar 


Fie, 314.—Curves of maximum bending moments in beams with different 
moments of inertia at end and centers. 


; of 
small amount of steel is placed over the supports, such that’ = 


Ri 
2 
0.20, and the full bending moment as ) is provided for at the 


center, the actual moment at the center for fixed ends will be 
2 
0.069 wil? (55 per cent of * and at the support will be 0.056 


wl?, Such a condition stresses the steel at the support to a 
value 2.2 times the working stress since provision is made at the 
support for a moment of only (0.20) ($wl?) = gywl? =0.025wl?— 
that is, of course, assuming the amount of steel used to be 
proportional to the moments of inertia. Again, suppose the 
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amount of steel at the support of a beam with fixed ends to be 
made one-half that at the center and that the center be de- 
signed for yywl?. The actual moment at the center will be 0.053 
wl? and the end bending moment will be 0.073wil?. Thus, with 
this distribution of the reinforcement, the steel at the support 
will be overstressed to an amount §~2=1.5 times the assumed 
working stress. It may be seen from the curves of Fig. 314 
(for beams with fixed ends) that if a beam is figured as simply 
supported, then about six-tenths of the amount of steel that 
is employed in the middle of the beam should be placed 
over supports in order to make as economical a design as pos- 
sible under the conditions. For example, with this distribution 
of steel, provision is made at the support for a moment of 
0.6 Ge) = 0.075 wl 

and this is exactly the actual moment caused by such an arrange- 
ment. The assumption which is made that the moments of 
inertia are proportional to the amount of.steel used makes prac- 
tically no difference in these comparative results. The student 
ean verify this statement by working out a number of designs 
considering either rectangular or T-beams. 

In the above discussion no compressive steel has been con- 
sidered at the supports. In rectangular beams, of course, there 
is none needed but in T-beams the section becomes rectangular 
at the supports and the stress in the concrete needs attention. 
Referring to Table 3 of Volume I, it may be seen that for an allow- 
able compressive stress in the concrete at the support of 750 lb. 
per square inch and 16,000 lb. in the steel, the required percentage 
of tensile steel is practically 1 per cent. It is thus possible to get 
along without any additional strengthening of the compressive 
part of the beam at the support only when the beam is reinforced 
at the center of span with less than 1 per cent + 0.6 =1.7 per cent 
of the area of the stem (including the portion of the slab directly 
above it), whether or not 1.7 per cent is less than the amount 
wi? 

38 
The question naturally arises whether it is more economical to 


determined for the full bending moment of 


: : [2 
design for the full bending moment of = and provide steel over 


supports equal in amount to six-tenths of the steel at the middle 
of beam, or, as recommended by the Joint Committee, to design 
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wl? 
for 12 both at the center of span and over supports. Con- 


sider a given case where a continuous beam designed as simply 
supported requires 3 sq. in. of steel at the center of span. Of 
this amount (0.6) (3) =1.8 sq. in. should be bent up and carried 
over the top of the support (disregarding amount of steel required 
for bond), the rest of the rods being horizontal in the bottom of 
the beam. The approximate volume of this steel may be taken 
as the area of the steel in the middle times the span in inches, or 
3 sq. in.X/=3l cu. in. The same beam designed according to 
the Joint Committee’s recommendation would require 2 sq. in. 
of steel at the center of span and 2 sq. in. over the top at the 
support, and the volume of steel may be taken as the volume of 
the long rods, the area of which amounts to 2 sq. in., plus the 
volume of steel carried over from the adjoining spans and extend- 
ing to about the one-third point of the span, or approximately 
(2 sq. in.) (0) -++(2)($1) = 231 cu. in. The student should notice in 
the above comparison that the first design is favored to the extent 
that no top steel is assumed to extend beyond the center of the 
support. Assume this steel to extend to only the one-fifth point 
of the span, then the volume of steel in the first case becomes equal 
to 31+ (1.8) (41) =3.4 sq. in. Thus it is clearly seen that a beam 


: wl? , : : 
designed for a moment “g in the center of span requires approxi- 


9 


mately 25 per cent more steel than the beam designed with ae 


for both positive and negative moments. 

Mr. Spaulding in his study of continuous beams (referred to 
above) assumed that the moment of inertia is constant between 
the points of inflection, and there changes abruptly to another 
value which is constant for the ends of the beam. This assump- 
tion neglects in all cases the value of concrete below the neutral 
axis because it is in tension and is liable to crack. * This is true, 
however, only for sections subjected to the maximum bending 
moments. In fact, the variation of the moment of inertia 
throughout the beam may be represented by a curve with maxi- 
mums at the points of inflection and minimums at the middle of 
the beam and at the supports. Mr. Sanford E. Thompson in an 
article published in the issue of Engineering News of January 13, 
1910, under the title ‘‘ Continuity in Reinforced-concrete Beams.”’ 
states that extensive studies made in his office, considering the 

29 
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moment of inertia to vary in this way, gave results which sub- 
stantially agree with those obtained by Mr. Spaulding and prove 
_ the latter’s assertion that the assumption of constant moment of 
inertia between points of inflection is sufficiently accurate for 
all practical purposes. 
Near the beginning of this article it is shown that a beam rein- 
[2 
forced for the full bending moment of oe at the center of span 
will induce a bending moment (if properly designed) of approxi- 
mately 0.075wil? over supports. Now this is only about 10 per 
2 


cent less than the moment ofa recommended by the Joint 


Committee, and it is almost self-evident from what has preceded 
and from the knowledge derived from Art. 68 as to the effect of 
unloaded panels, that no more economical and satisfactory 
arrangement of steel can be obtained for ordinary cases than that 
which the Joint Committee has specified. 


a 
PROBLEMS 


21. Construct moment and shear diagrams for a beam of three spans loaded 
on only one of the outer spans. Consider both fixed and supported 
ends. 

22. If the center of span of a continuous beam with practically fixed ends is 

wl? 

‘10 

be safely placed over the top of beam at the supports? 


reinforced for a moment , what is the least amount of steel that can 


CHAPTER XIV 
ECCENTRIC-LOAD CONSIDERATIONS IN COLUMNS 


70. Considerations in Ceneral—By means of the principles 
which were employed in the derivation of the theorem of three 
moments, it is possible to obtain formulas whereby the moments 
in any given span of a continuous beam may be determined if the 
slope of the neutral surface of the beam is known at each of the 
two adjoining supports. This is possible whether or not there is 
any load in the span in question. For no load in the span we have 
the case of an ordinary building column extending through one 
story height and eccentrically loaded—that is, by means of the 
formulas mentioned, it is possible to determine the moments in a 
column in ordinary building construction due to unsymmetrical 
floor loading if the slopes at the ends of the column are known. 
In the case of a column resting upon a footing of considerable size 
and monolithic with it, the column may usually be considered as 
fixed in direction at its lower end, and hence the neutral surface 
of the column at this point is vertical. At the first floor level, 
however (assuming there is a basement), the beam has a slope 
at the column in the case of unsymmetrical loading and this slope, 
of course, is impressed upon the upper end of the column. 

Except where the load rests upon column brackets and has 
what might be called an intentional eccentricity, the method of 
finding the stress due to bending is to calculate the slope of the 
beam at its junction to the column and from this determine the 
bending moment acting on the column itself. With the bending 
moment known, the stress in the column may be found by means 
of the general formulas of Art. 74, Volume I. When the column 
section is rectangular with the steel placed asin a double-reinforced 
beam and symmetrical about the gravity axis, then the formulas 
of Arts. 75 and 76 of Volume I may be employed. Diagrams 
13, 14, and 15 apply when the steel is imbedded in the concrete 
one-tenth of the total effective depth and when n is taken at 
15. If desired, the eccentricity of loading may be found by 
dividing the bending moment by the column reaction. 

30 395 


396 REINFORCED CONCRETE CONSTRUCTION 


Columns in ordinary construction are usually designed for full 
live load on adjacent floor bays and no attention is paid to 
eccentricity of loading except in the case of exterior columns 
where an arbitrary amount of steel is provided to take care of the 
stress due to bending. This method is undoubtedly satisfactory 
for the usual case of an indefinite live load, but more exact calcu- 
lations should be made in special cases and where the loading is 
more definitely known. 

From what has been said in regard to the method of figuring 
columns for eccentric loading, it should be clear that we need 
to find the slope of the beam at each end of the column and then 
find the maximum moment in the column which would be 
caused by these slopes. In the upper stories of a building with 
several floors the stiffness of the columns do not greatly affect 
the slope which the beams take up under various conditions of 
loading, but in the lower stories the columns are usually so 
large and so heavily reinforced that it is desirable to take their 
stiffness into account. It should be understood, however, that 
to neglect column stiffness is always on the side of safety. 

The formulas which will be given (and other more general 
formulas) are all derived in the appendix to the book on ‘“‘Rein- 
forced Concrete Design” by Faber and Bowie.! Students trained 
in the Calculus would do well to study through some of these 
proofs in order to be able to derive formulas for other cases. 

71. Formulas.—The following notation will be used: 
B=ratio of moment of inertia to length for a beam. 
C=ratio of moment of inertia to length for a column. 

« =the slope or angle made by the neutral surface at the 

end of a member with its original position. 

E=modulus of elasticity. 

K=constant in equation M=KCE « 

I>=moment of inertia of beam. 

I-=moment of inertia of column. 
The slope of the neutral surface will be considered positive when 
the member has turned through a positive angle from its neutral 
position—that is, when it has turned in a counter-clockwise 
direction. It will be assumed in all cases that the moment of 
inertia of the beams is constant throughout any particular span. 
The formulas, therefore, apply without sensible error when ap- 
proximately the same amount of steel is used over supports as 

1Tongmans, Green & Co., Publishers. 
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at the center of span. The same value of EH will be taken for 
both beams and columns. 

Bram Formutas! 


One span, uniformly loaded. Slopes at the ends of the beam 
are known. M, w peunds per foot Mp 


2 
M,= AER 1—-2HB«, 


72 
M.=—j5+2HB «1+4EB <, 
One span, uniformly loaded, monolithic with columns. 


M, _w pounds per foof _ Mp 


ie; 8 xp 
Koy kelp 
wi? (K2C.+6B) 


ay= 


7 12H (01-4 B)(KyC,+4B) S48? 
When, as is generally the case, K1C,= K2C2, 


wl? . 1 
12H (KC-2B) 


cy,= 


When the stiffness of the columns is neglected, 


we 
~ 24BE 


a,= 


Two equal spans, freely supported, each with its uniform load. 


W, oc we 
8 8 
R 
_ (wi= Wa) P 
— 48HB 
5 l 
R= aa) 


1 The formulas on this page and pages 398, 399, and 400, are reproduced by.permission a 
“Reinforced Concrete Design,’’ by O. Faber and P. G. Bowie (London: Edward Arnold). 
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Two equal spans, monolithic with the columns, each with its 
uniform load. 


Pa 


KC; ‘pla 5S 


When the two outside columns are similar, we have K3;C3= 
K,C;, and 


oS 


12H (KC, +4B) {(KiC1+4B) (K2C2+8B) — 8B?} 


ve P [ (wi — We) (K1Ci+ 6B) | 
= T2BL(K,C,+4B)(K2C2+8B) — 8B? 


When the beam is freely supported at the ends, then K,C; 
and K3C3 equal zero, and 


2S) 


ce (wy — We) [? 
~ 8E(K2C2+6B) 


Co) 


Pe 5(witwr2)l (same as for beam freely 
8 supported throughout) 


When the structure is completely monolithic but the stiff- 
ness of the columns is neglected, 


1? ; 38W1— We 
aL OD, 8B 


c,= 


When wz is considered zero, 


_wP 
32B 1 


Three equal spans, monolithic with the columns, each with its 
uniform load, the beams and columns being symmetrical about 
the center line of the center beam. 


coy,= 


o Ww) We W, a 
Bia 8 Doe site B; v 
KG feby tale KG; 
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When Bi=B; and K2C2=K,C,, we have 
oe [2 [ wi(KC+8B) —2w.B | 
12ZEL K?C?+10KCB+20B? 
When B,=B, and K.C,=2K,Ci, we have 
fe Ge ee | 


“y= 


~ 12EL(KC+2B)(KC+5B) 
When the beam is freely supported at the ends, and 
Bi=B, 
i? (1.5w1— we) 
ao= 


12E  (KC+5B) 
R=0.551(wi+we) (approximately) 


When the beam is freely supported at the ends, and B,= 
1.25Bo, 
We: l? : (1.5w;— we) 
“2 12H (KC+5.75B) 


R=0.55 [(wit+we (approximately) 


Be. 
In general, for ordinary values of By 
ae (3w,— 2we) 


» {10+7.50—24) |p, 


2 
: A (approximately) 


When the structure is completely monolithic but the stiff- 
ness of columns is neglected, 
2 ‘ Aw, — We 
128. 4-108 


When wz is considered zero, 


“,= 


iif wl? 
nooo Bn 
Beams of many equal spans, uniformly live loaded on alternate 
bays, and monolithic with the columns. 


W, Wo W) We 
B= B B © B 
R R R 
lie (w1— We) 
oe BEDI (KOS-4B) 
pa etwadl 


2 
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Beams of many equal spans, live loaded with a concentrated load 
at the center of alternate bays, and monolithic with the columns. 


2 A 2 R 
jeje X3 B ad BS B 
P R R 
ee hes (Pi—P») 
SSE ~GEC-+AB) 
P,+P, 
eo, 


Beams of many equal spans, live loaded on alternate bays with 
loads at the third points for both live and dead loads, the beam 
being monolithic with the columns. 


BiB (F/R Bi AIA 
1s Be BS B 
R R R 
patie UR Se ay 
nr OH (ROehAB) 

R=P,+P, 


Beam of many equal spans, live loaded on alternate bays with a 
triangular distribution of both live and dead loads, the beam being 
monolithic with the columns. 


51 (Wi—W2) 


Sit! agSRew (Kes) 
Ra ee 


CoLuMN ForRMULAS 


A column may take any of the positions shown on page 401 
(deflections magnified). 
The formulas given for a beam of one span, uniformly loaded, 
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may be employed to find the moments in a column when the end 
slopes are known. For columns, the lateral load w becomes zero, 


(lower-end fixed) Ge es 
and we may reduce the formulas mentioned to the following sim- 
ple terms: 


Case (a). When <1= <» 


Mi = —6HC ay 

M, =+6EC « 1 
Case (b). When a;=—X%&_e 

Wie —2EC oy 

M, =—2HC« sf 
Case (c). When «<2=0 

M,= —4HC a | 

M,=+2EC «, 
Case (d). When M,=0 

M,= —3HC ai 

The general expression for the moment at one end may be written 
M=KEC« 


in which K will vary from 2 to 6. 

72. Unintentional Eccentricity—Columns in ordinary build- 
ing construction are subject to unsymmetrical floor loading and 
such loading may be termed unintentionally eccentric. 


INTERIOR COLUMNS 


Two Spans.—Consider the case where the left-hand span has 
a uniform load of w; and the right-hand span a load of wa per 
unit of length, where 


w= total load per unit length 
wa= dead load per unit length 


If the stiffness of the columns is neglected and the beam is con- 
sidered as freely supported, we have from Art. 71 
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eae (wi— wa)? 
~ 48EB 
ede : 


(The moment diagram for this case, considering wa equal to zero, 
is given in Fig. 294.) 


Bendin B.M at 
Lower End Conf, +i oment| B.M.at Top | Bottom 
of Column ee Diagram| of Column | of Column 


Constrained Wp Lg gs 
to take upa 
lie liek Digs -6ECa | +6FCo 
Constrained . 
to take up a ae" -2LECH -2ECH 
slope= -& 5, 
se. = OC 
LLL 


-4ECo + LEC 


The center column may take any of the positions shown in Fig. 
315 depending upon the condition of the lowerend. Consider the 
lower end fixed (Case c) which is the case illustrated in Fig. 316. 
(The arrangement in the latter figure has frequently been adopted 
in factories, the beam being continuous over a central row of 
columns and supported at the ends in brick walls. The beam 
should be assumed to have free ends for the reason that it is diffi- 


Fig. 315. 
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cult to completely fill pockets in brick walls with concrete.) 
- The column design as shown is satisfactory according to the 
common method of figuring—that is, assuming both spans fully 
loaded. It becomes important to determine the stress in the 
column due to the live load on one span only. After this stress 
is found, the exact stress for full loading will be determined and 
the stresses compared. 


aSen Se LA U8 See ROE te ayy i ane 
A 20-0 * 20-0 | 4 


Assumed width of 
Slab if7 compression 


nes 8 


Section of Column 


Section of Beam 
Fic. 316. 


(12) (21.5) (150) 


wa= (69) (10) + = 960 


144 
wt= (200) (10) +960 = 2960 
Live load on one span: 


5(2960-+960) (20) 
as 8 


Taking all values in pounds and inches, 
I, (0.036) (56) (23.5) 


= 49,000 Ib. 


B= = 109 (See Fig. 317) 


yo (20) (12) 
Fa) Oa a 1835 
Pe \CASCIOO) Bi ce ate 


We have seen that if the column is considered as fixed in 
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direction at its lower end, K may be taken as 4, and hence 
the moment induced in it by this slope will be 

M=4EC« 
or 


Be ) ( 


9x12 Fr ) = 68-0 Te 


A fireproof covering of 13 in. will be assumed on the column 
and no account will be taken of this in the computations, 
although the stress due to bending will be somewhat 
greater at the outside of the column than at the edge of the 
effective area. For convenience, the steel will also be 
assumed 13 in. from the face of the column. 


M=4E ( 


* 


The stress due to bending= 
5.5 
= 68.0 I.X 7 


= 374Nb. per square inch. 


It should be clear from the above that it is not necessary 
to find the moment of inertia of the column when the col- 
umn stiffness is neglected in calculating the slope of the 


beam. 
The equivalent concrete area of the column is (assuming 
n=15), 
121+ (3.14) (14) =165.0 sq. in. 
; ; 49,000 
The stress due to direct compression = 765.07 297 lb. 


per square inch. 

.. Maximum stress =671 Ib. per square inch. 
(Note-—The minimum stress is tension and is somewhat 
above the allowable tensile stress for concrete, but 
there is no necessity here for using the more complex 
formulas which apply when the tensile strength of the 
concrete is neglected.) 

Live load on both spans: 


R=1.25 wil =1.25 (2960) (20) =74,000 lb. 
stress = a =448 lb. per Square inch (designed for 


_ 1:2:4 concrete, fc = 450) 
* See Art. 74 of Volume I. 
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It is obvious that the column should be made stronger in order 
to bring the maximum stress in the concrete to a proper working - 
value. The maximum stress occurs for only one span covered 
with live load, and this stress is considerably greater than for 
full loading, although the beams are stiff and the column rela- 
tively flexible. : 

When beams are both long and shallow, a much greater slope 
will be produced, and consequently greater eccentricity in the 
column. Greater eccentricity will also occur for columns which 
are relatively short and stiff. 


=|5 


P= Tension reinforcement? percentage 
P= Compressive o 
Ordinates give valves 


of @ in formula, T= Obd? 


Values of Q on Basis of n 


0 0004 0.008 0.0le 0.016 
Values of p. 
Curves for Computing Ratio of Moments of Inertia 
in Rectangular and T- Beams 
For different percentages of fensjor reinforcement 
and tive ratios of compressive reinforcement 


Fig. 317. 


A case that is worse than either of those investigated occurs 
when the live load extends continuously over one span and partly 
over the other. The additional live load over only part of a span 
has little influence on the slope of the beam but increases con- 
siderably the direct load on the column. 


When the columns are very stiff compared to the beam, it 
becomes necessary to take their stiffness into account in calcu- 
lating the slope. For two spans rigidly connected to a central 
column and freely supported on walls at the ends, we have from 
Art. 71 

(wi— wa)l? 


“= 88 (KC+6B) 
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This formula will be applied to a building having three floors 
and a basement, the floors and roof all being designed for the 
same live load. For convenience, the spans, height of columns, 
etc., will be taken the same as in the last example and only the 
two lower columns (b and ¢, Fig. 318) will be considered. In the 
problem which follows, the dead weight of the columns will be 
neglected... | 


Poof 
3rd Floor 
peas 274 Floor 
| | “hj an EZ 1S? Floor 
a eae 
Basement 
Typical 
Interior 
Column 


Fig. 318. 


When a column extends above and below the joint with a beam, 
KC in the formula is to be replaced by KaCa+K.Cv; Ka and Ca 
referring to the column above, and KoC> referring to the column 
below the joint at which the slope of the beam is found. This 
should be done since it is obvious that the restraining action of a 
column is increased when the column above has to be bent as 
well as that below. 

The value of K to apply to any particular column needs careful 
attention. Referring to Fig. 315 it will be seen that a value of 
6 is necessary if two adjacent floors are unequally loaded. For K, 
however, to be taken as 6 for both upper and lower columns at 
any given joint, three adjacent floors would need to be unequally 
loaded to the fullest extent. It becomes a question of judgment 
as to what conditions are likely to occur. It will be assumed in 
the building under consideration that the worst case that needs 
attention is for the floor above and below to be horizontal at the 
joint. This condition gives a value of K=4. 

The greatest stress in a column due to bending and direct load 
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will occur when the floor, at which the joint is taken, is only half 
loaded and when all the floors above are fully loaded. This direct 
load on column 6 is 


(2) (74,000) +49,000 = 197,000 lb. 

and on column c is 
197,000+-74,000 = 271,000 lb. 

Joint 1—Live load on one span: 
B=109 
_ ge(14) (14)3-4+ 126.28) (7)? _ 
(9) (12) “ 
_ #y(17) (17)8-+12(9.82) (8.5)? _ 
(9) (12) 

KaCa+ KoCs = 4(644+148) = 828 


Ca 64 


Co 143 


The moment of inertia of the columns is calculated on the 
assumption that n=12 and that the steel is placed along 
two opposite faces of the column. 


2000 : ; 
( 12 )e0 (12) 810 
“ =" 8E(828+654) ~ E 
M. 4H «x 
Stress in column b due to bending ae i aa 


_ (4)(810) (8.5) 
CO) CL) 
= 255 lb. per square inch. 


The equivalent concrete area of the column is 
(17) (17) + (9.82) (11) =397.0 sq. in. 


: ’ 197,000 
The stress due to direct compression = 3070 7 496 lb. per 


square inch. 
*, maximum stress=751 lb. per square inch. 
Joint 1—Live load on both spans: 
R = (74,000) (3) = 222,000 Ib. 
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stress = 4 = 560 lb. per square inch (designed for 


1:14:3 concrete, fc = 560) 
Joint 2—Live load on one span: 


+1y(20) (20)8+ 12(11.88) (10)? 


c= = 200 
da (9) (12) 

K.01+ KC. = 4(143 +255) = 1592 

2000 3 3 
TP )OO*AL* 554 
Sa} S FTISORT ED ey 
: 5 4H «x U1 
Stress in column c due to bending = 
(4) (534) (10) 


~~ (9) (42) 
= 198 lb. per square inch. 
The equivalent concrete area of the eolumn is 
(20) (20) + (11.88) (11) =530.7 sq. in. 
271,000 
530.7 


The stress due to direct compression =- =5101b. per = 


square inch. 
*, maximum stress =708 lb. per square inch. 
Joint 2—Live load on both spans: 
R= (74,000) (4) = 296,000 lb. 


a =557 lb. per square inch (designed for 
1:14:3 concrete, fc =560) 


2 
stress = 


If the ends of the beams were supported by concrete wall col- 
umns, the restraint at the beam ends would reduce the slope at 
the interior columns. (This would, in fact, be true for beams of 
any number of spans.) Thus, the use of formulas for ends freely 
supported will always be on the side of safety. If it is desired 
to take the reduction into account, the correct expression for the 
slope may be taken from Art. 71 for the usta case where the 
outside columns are similar. 

Three Spans.—Formulas are given in the preceding article for 
the slope at the interior columns in continuous beams of three 
spans, ends freely supported. These apply to the usual case 
where the beams and columns are symmetrical about the center 
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line of the center beam. A general expression for three-span 
beams is very complex and hence the reason for the less general 
expressions given. As in the case of two spans, the use of formu- 
las for freely supported ends are on the safe side. 

The student should also notice that the formulas given apply 
when the two end spans are fully loaded and the middle span 
unloaded except for the dead load. This loading has been found 
to give the worst condition of bending in the columns. The for- 


2 
mulas include the case where the end spans are designed foes 


10 
2 
and the center span for _ The method of finding the stress in 
the columns is similar to that explained for two-span beams. 
Four or More Spans.—In the case of beams of four or more 
spans it is sufficiently accurate to treat the first interior columns 
in the same way as the corresponding columns under beams of 
three spans. For the other interior columns, the influence of the 
end spans on the eccentricity in such columns is very small, and 
the formulas for the slope in a beam of an infinite number of 
spans may be used. 


EXTERIOR COLUMNS 


One Span.—When a building contains several floors, simulta- 
neous loading must be provided for. The value of K=6, for 
columns above the first floor, assumes that the slope at the end 
of different floors is equal. This is not accurate, as the slope 
generally diminishes in the lower floors, owing to the increased 
stiffness of the columns. Generally no great error is made by 
taking this value for K but, if desired, a process of trial and error 
may be employed to determine the exact value of K for any par- 
ticular case. The reaction is, of course, 


wl 
Poe 


and the stresses are calculated as in the previous examples. 

By using the formulas of Art. 71, it has been found that the 
size of outside columns should be determined much more by 
considerations of bending than by those of direct load. Also, 
it has been found that it is good design not to vary the outside 
columns greatly through several stories since, even for uniform 
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column section throughout, the stress in the upper portions of the 
column is approximately the same for ordinary conditions as in 


the lower portions. A smaller load usually comes upon the 


upper floors but this is offset by the smaller amount of restraint 
afforded to the shallower beams. 

Two Spans.—The value of «1 is usually about 25 per cent less 
for two spans than for one span. The greatest eccentricity on 
column 1 occurs when the left-hand span is fully loaded and the 
right-hand span has its dead load only—the same loading that 
gives maximum bending in the interior column. 

Three or More Spans.—In the case of three spans, the greatest 
eccentricity on the outside columns occurs when the end spans are 
fully loaded and the central span is unloaded. This condition is 
the same as that which gives the greatest bending in the interior 
columns. 

In the case of four spans, the worst case for column 1 occurs 
when the live load extends over spans 1 and 3, and only the dead 
load over spans 2and 4. The actual effect of the fourth span is 
to reduce the eccentricity of column 1 but the difference is ex- 
tremely small. The formulas given in Art. 71 for the case of three 
spans may be used for four or more spans without appreciable 
error. 


PROBLEM 


23. Consider the building shown in Fig. 318 to have three spans with the 
loading, spans, height of columns, sizes of beams, etc., the same as in 
the illustrative example previously given. (a) Find the stress in the 
interior columns b and c considering the ends of the beams as freely 
supported and Bi=B,. (b) Assume exterior columns of concrete with 
K2C2=K,iC;. Find the stress in outside lower column by both exact 
and. approximate methods. 


73. Intentional Eccentricity—Columns are frequently sub- 
jected to bending moments greatly in excess of any arising from 
slight unintentional eccentricity in the application of the load. 
For example, a column supporting a roof is frequently made to 
carry a traveling crane which runs on a track’ supported by side 
brackets or at one side of the column (Figs. 151A and 151B). To 
compute the maximum stress in such a column, it is necessary to 
find the maximum bending moment at whatever section it oc- 
curs, and then combine the stresses due to bending and thrust 
by the general method explained in Chapter IX of Volume I. 


——— 
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The maximum bending moment occurs af the load, and depends 
upon the height at which the load is placed and the end condi- 
tions of the column. To simplify the calculations, the depth of 
the bracket will be considered small in comparison with the length 
of the column. This is not strictly correct but the error involved 
will be on the safe side since any increase in the depth of a bracket 
reduces the maximum amount. 

The bending stress due to loads intentionally eccentric usually 
cause tension to exist over part of the section which is greater 
than the allowable tensile strength of the concrete. When Dia- 
grams 14 and 15 of Volume I cannot be employed, the quickest 
way to obtain the resulting stress (neglecting the concrete in 
tension) is to follow the method 
outlined in Art. 76 of Volume I 
and determine the position of 
the neutral axis by trial. 

Columns supporting bracket 
loads will be considered for the 
three conditions: (1) both ends 
free to turn, (2) both ends fixed, 
and (3) one end fixed and the 
other end free. Columns in 
practice will have conditions in- 
termediate to these and good judgment as tc flexibility of the 
end connections is necessary to arrive at correct results in any 
particular case. 

Column Free to Turn at Both Ends.—The bending-moment dia- 
gram for this case is shown in Fig. 319. The bending moment, 
Pzx, of the eccentric load is resisted by horizontal forces at the ends 
of the column which form a couple, the value of which is also 
Px. The maximum possible value of the bending moment is 
evidently Pz, which would occur with the load at either end of 
the column. The minimum value of the maximum bending 


Fig. 319. 


L 
moment occurs when a=b=%) and equals $Pz. 


Column Fixed at Both Ends.—Analysis shows that the least 
value of the maximum bending moment is }Px and occurs when 
b has the following values: 0211L, 0.500L, and 0.789L. The 
moment diagrams for these cases are shown in Fig. 320. The 
greatest value of the maximum moment is Px and occurs when 
the bracket is either at the top or bottom of the column. 

31 
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The following general .formulas may also be obtained: 
At A (Fig. 320), 


M4=Pry (2245) 


L 


R= 


see 


ae 


Fig. 320. 


Just above C, 
M =M,—Ra 


ex i 
2 
K 
mS i] 
g 
e oP 
Jk 
266 Px 
Fig. 321. 


Just below C, 


M=M,-R,+P, 
or : 


At 0, 
M,=Pz[(1-4(7) 43 (2 7] 
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Column Fixed at One End and Free to Turn at the Other.-—The 
minimum value of the maximum bending moment equals $Pa 
and occurs when b is equal to 0.258 or 0.605L. The bending- 
moment diagrams for these cases are shown in Fig. 321 which 
also shows the condition to make the bending moment at the 
base zero, and the particular case of b=L. 

The following general formulas apply: 


HS OLa ane 


Just above C (Fig. 321), 
M=-—Ra 
Just below C, 


M=Pz—Ra 
At 0,7 


M.=P.—%P.7(2-7) 


3Pxb ( 9 


PROBLEM 


24. Design a rectangle column 15 ft. long to have fixed ends and to support 
a 10,000-lb. load on a bracket placed at two-thirds the height of the 
column from the base. The load must be placed 4 in. out from the edge 
of the column. 


CHAPTER XV 
WIND STRESSES 


74. General Discussion.—In high and narrow buildings atten- 
tion should be given to the stresses caused by wind. This matter 
is often neglected in reinforced-concrete buildings, but the 
bending and direct stresses in columns and girders due to wind 
load are frequently considerable and should be provided for. 

Unfortunately a rigid solution for finding wind stresses, apply- 
ing the exact theory of framework with rectangular panels, 
involves equations entirely too long and cumbersome for use in 
practice. ‘There are, however, a number of approximate methods 
in current use in the design of tall steel buildings which may be 
employed for concrete buildings to give safe results. All such 
methods, of course, are open to the criticism that the assumptions 
made are not all in accordance with the facts. The method to be 
employed in this chapter seems to the writer more rational than 
any of the others. 

75. An Approximate Method.—A single bent will be consid- 
ered and for the present, it will be assumed that all columns in 
any given story are identical, that all girders of the same floor 
have exactly the same design with a constant moment of inertia 
throughout, and that the joints are perfectly rigid. It will be also 
assumed that the longitudinal deformations of the members may 
be neglected and that the points of inflection of the columns occur 
at the mid-points. 

A high narrow building subjected to wind pressure is similar to a 
cantilever beam loaded at frequent intervals. All columns on the 
windward side of the building will take a direct stress of tension 
and on the leeward side a direct stress of compression. With 
equal column spacings, what might be called a neutral axis will 
occur at the center of the building (Fig. 322), and the direct stress 
in any given column will be proportional to the distance of the 
column from this neutral axis. The shear on any horizontal 
plane will be assumed equally distributed among the columns 
cut by that plane. 

414 


ee a 
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A section or bent of a high narrow building is represented in 
Fig. 322. To be able to find the internal stresses in the bent due 
to wind loads, it is necessary to find the total horizontal shear and 
the bending moment of the building at any given line of inflection 
of the columns. The moment of the wind loads must be placed 
equal to the moment of the direct stresses in the columns about 
the neutral axis. 

The calculation of stresses and bending moments in members 
between the fourth and sixth floors will be given in detail. Let 


(4.95) \ (3.07) 


Loads and stresses are giver in thousands of 
pounds and bending moments in thousands 
of foor-pourras. Direct stresses are g/ver7 

in parernniesls (_ ). 


Fig. 322. 


8X be the direct stress in each of the fifth-story columns B and C, 
then 24X will be the direct stress in each of the fifth-story 
columns A and D. Taking moments about the line of inflection, 
EF, we have 

(4000) (42) + (6000) (30+ 18+6) = (24.X) (24+ 24) + (8X) (8+8) 
From which 8X =3075 lb., and 24X =9225 lb. 

In the same way for the fourth-story columns we have, taking 
moments about the line of inflection GH, 
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(4000) (54) + (6000) (42+30+18+6) = 
(24.X) (24+ 24) + (8X)(8+8) 


From which 8X =4950 lb., and 24X = 14,850 lb. 

The total horizontal shear on any line across the building is the 
sum of the wind loads above that line. The total shear in the 
fifth-story columns, for example, is 22,000 lb. and in the fourth- 
story columns is 28,000 lb. (Fig. 323). The total horizontal 
shear in any given story will be assumed equally distributed 
among the columns. 

Direct stresses and shears in the columns of the fourth and fifth 
stories are given in Fig. 323. Theshear in the girders AB and CD 
of the fifth floor is 14,850 — 9225 =5625 lb. Theshear in the girder 
BC is (14,850 — 9225) + (4950 —3075) =7500 lb. 
© Q K------p---- = 4---- ¢-; 6 FLOOR 
220008 $500 8 ane N 5500 £Y 5500 
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of Waeee 
Fig. 323. 


The equations for bending moments in the girders can be 
written as follows: 

M,=M.= (5500) (6) + (7000) (6) = +75,000 ft.-lb. 
M,=M;= +75,000— (14,850-9225) (16) = —15,000 ft.-lb. 
M;3=M,= —15,000+75,000 = + 60,000 ft.-lb. 

The bending moment at the fifth-floor girder of each fifth-story 
column is 5500X6=33,000 ft.-lb., and of each fourth-story 
column (assuming the girder to have no depth) is 7000X6= 
42,000 ft.-lb. 

The compression in the floor girders is 6000—1500=4500 lb. 
between columns A and B, 4500—1500=3000 lb. between B 
and C, and 3000—1500= 1500 lb. between C and D. 

If a high building is not long in proportion to its width, the 
building should be calculated for wind in a longitudinal direction 
as well as transversely. The reason for this is obvious. 

If the columns are unequally spaced or their equivalent con- 
crete areas are different, the location of the neutral axis must first 
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be found. The direct stresses in the columns will vary both as 
their distances from the neutral axis and their transformed sec- 
tional areas. The horizontal shears taken by the columns will 
vary as their moments of inertia. A proof of this statement 
regarding the horizontal shears may be found in an article by 
Prof. Clyde T. Morris in the issue of Engineering News of April 
24, 1913. 

Consider the spacing of columns as shown in Fig. 324 and 
assume the transformed sectional areas of the columns to be as 
follows: 


AG (X-b4) 0.8(50-» 
gS 6 (x-/2) ie x a eer 
ae ese ‘ng L74o-x)i% 

x 
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Fig. 324 
Oe) a uae aaa mae A sq. in 
CON ire arse te cn. ce 1.6A sq. in 
(OC Naas Se ee 1.9A sq. in 
(625) eae epi aie reas 1.7A sq in 
Se a ER a 0.8A sq. in 


The unit stress on each column will be proportional to its distance 
from the neutral axis, or distance from the neutral axis divided 
by x (Fig. 324). On each side of the neutral axis the sum of the 
loads acts as a resultant at a certain distance from the neutral 
axis. These resultants are equal and act in opposite directions. 
Since the two resultants are equal: 
1.6(c—12) , 1.9(2—24) 1.7(40—2)  0.8(50—z2) 
zx x 23 i = x a zx 
x= 24.7 ft. 

With z known, the stresses may be determined in the same man- 
ner as in the case above, where the columns are equally spaced. 
Let the total stress in Col. 1 be denoted by X and the moment at 
the line of inflection in question be denoted by M, then 


Ge parr ORE OOD 9th) OD) 0.2) + 
(0.8)(25.3)(%) 
page oot 


1.7(15.3)(X) 


54-7 —£(15.3) + 
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The stress X in Col. 1 may be found from this equation. Then 
a (X), and so on. 

76. Wind Loads and Working Stresses.—As in the design of 
steel buildings it is the custom to allow working stresses 50 per 
cent greater for wind stresses than are allowed for the customary 
live and dead loads, and to assume a horizontal wind pressure of 
30 lb. per square foot. This is equivalent to using the same work- 
ing stresses throughout and providing for a wind pressure of 20 
lb. per square foot. Some engineers neglect the wind stresses 
when the combined stresses due to live-, dead-, and wind-loads 
do not increase by 50 per cent the stresses due to live- and dead- 
loads alone. The wind-loads and working stresses, however, are 
seldom left to the choice of the designer, being generally fixed by 
the building code of the city in which the building is located. 

77. Design of Individual Members.—Columns should be de- 
signed (in connection with the live- and dead-loads) to take the 
direct stress due to wind pressure, and this*direct stress on the 
tension side of the neutral axis should not be permitted to exceed 
the compressive stress due to dead load. The bending moment 
of any column at the floor girder is found, as already explained, 
by multiplying the total amount of shear acting at the point of 
inflection of the column by its distance to the floor. Extra rods 
are usually provided to care for the bending moments in columns 
and these rods are lapped at the points of inflection—that is, 
at the mid-points of the columns. The column shears need 
to be considered in but few cases. 

The compression in the floor girder is due entirely to the wind- 
load at the floor in question. Each column takes off a portion of 
this load, thus reducing the compression in each span from wind- 
ward to leeward. This compression in the floor girders is usually 
so small as to be negligible. The shears and bending moments 
in floor girders are, however, often quite important. In order to 
design accurately for moment it is usually necessary to plot 
moment diagrams for both wind-load and floor-load and then the 
total moment at any point may be readily determined by scaling. 


the stress in Col. 2 equals 


PROBLEM 


25. Compute the moments and direct stresses in all members shown in Fig. 
322. 


CHAPTER XVI 
DESIGN OF A FACTORY BUILDING 


Plates XVI to XXIII inclusive on the design of a factory 
building are not much more than suggestive and are presented 
in order to give the student the proper start in working out the 
problems at the end of this chapter. The typical interior floor- 
bay design for this building is given in detail in Art. 17, and the 
typical roof-bay design in Art. 38. The typical interior column 
and the typical interior and wall column footings are presented in 
Arts. 43 and 47 respectively. Plate X XIII is the proposal freight- 
elevator layout, drawn especially for this book at the Chicago 
office of the Otis Elevator Co. 

The window dimensions have been taken from tables furnished 
by one of the prominent manufacturers of steel sash. Steel sash 
are made in standard units of three, four, and five lights wide 
and in any desired number of lights in height up to 15 ft. By 
using these standard units and combining them by means of 
mullions, openings of almost any desired width and height can 
be fitted. The tables above-mentioned are given below and the 
student should notice that all window openings in the building 
have been designed with the object in view of using this particular 
type of steel sash. Units designated as A are three lights wide; 
B, four lights wide; and C, five lights wide. The windows be- 
tween typical wall columns consist of four C units five lights high, 
each pane of glass 10 in. by 17 in. The masonry dimensions of 
the windows are slightly larger that the sizes of steel sash as 
given in the tables, since ample clearance must be allowed at jambs 
to take up all inaccuracies of construction. In addition to this 
allowance, at least + in. must be allowed where ventilation ex- 
tends to the jambs so that the ventilators will operate freely. 

The sizes of the I-beams for the freight elevator have been 
computed from the proposal layout, the position of the loads 
being determined by scaling. Fig. 325 shows the loads which 
come from both upper and lower sets of I-beams at the corners of 
the elevator shaft. The student should use these loads in the 


problems which follow. 
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WIDTHS OF COMBINATIONS 


Width of glass 
Combination 
as 10” a” 19" WS 14” 15” 
AA B! 44; | 5 10es” | 6 44” | 6 105%) 7 47°) 77 10%” 
BB Tho BRO 7 9," 8 5" 9’ 135” 9 93,” 10! Be! 
Ce 8’ 10%" | 9% Si | 10’ 6x” | 11’ 45%” | 12? 257113’ OF” 
AAA ee OE? ener’ 9’ 63” | 10% 33” | 11% 03” | 11’ 93/7 
ABA 8’ 113 «| 9%-93. (10% 73” || 11% 52% | 12" 34 118! 13% 
ACA 9’ 93” | 10? 82” | 117 73” | 12’ 637 | 13’ 53” | 14 43/7 
BBB 10° 83” | 11” 83” >| 12” 83” | 18” 83” | 14” 8377 | 15’ 83/” 
BCB 11’ 62” | 12’ 73” | 18’ 83” | 14” 937 | 157 103” | 16’ 113” 
CBC 12’ 53” | 18’ 732” | 14" 937 | 15/112 | 17" 13” 118 33/7 
ccc 13’ 33” | 14” 63” | 15’ 93” | 17° 02” | 18’ 33” | 19’ 63/” 
BBBB 14” 335” | 15% 73s!" | 16’ 113,” | 18 33/" | 19°. 73”"| 20' 1134-7 
BCCB 16’ Oy” | 17” 63” | 19% Os’? | 20° 637 | 22% 03,7 | 23’ 62.77 
Ccccc 17’ 93" 119" 53” | 21’ 13,” | 227 93.7 | 247 53”) 26’ 13,/” 
TABLE OF HEIGHTS 
ON 
No. of Height of glass No. of 
lights lights 
Diab ire | e7 Ot rel ag! ag GD aan aay Siege oar rod eae 
ftvin. | ft. an. [ts in. | -ft.lins its in’ | ft cine fto ine tt. me) ft.) in 
1 led 4th 8% |S 62) Tv5,| ede Sz.) 1 OF) te TOT et dele omOT 1 
2209] 2 11g 8 12 oe stl 8 ost 8 val Soe Stiga 2 
Sa Teas razz ee tO; | ese ne | 5 eae oer7 til o elon |mGwelt Hees 
A \'5 6%) 5.1036 22) 6 63/26 103,728 17 62 7 TOR) Ss coves 
Bb’ \"6.10%| 7 8t | 7 83) 8 IF |S GF) Salt) 9. 47) 97 On! 101 2% 5 
6 | 8 33] 8 92] 9 33] 9 93/10 33] 10 92/11 3%] 11 93/12 33 6 
7. 19 e774 10. 2710 OfAe11, Ay Wided1t | 12 61S 17) 138 Spiess 7 
8 |11 Of] 11 8%) 12 42/13 02/13 82/14 43/15 02115 83]|....... 8 
PIA VS est tS MO PMLA TT bane 7 sese eee | ae yey on | ete | 9 
10) 2/13: 302 | D4 o TENS, BR e nll ree elt pease cll eee) eee 10 


Steel rolling doors may be placed on the face of a wall or 
between the jambs. If placed on the face of wall, the curtain 
will need a width from 8 to 12 in. more than the door opening. 
The coil box is usually about 15 in. high and 134 in. wide. Cur- 
tains more than 10 ft. in width and 12 ft. in height should be 
operated by means of an endless chain, crank, and bevel gear. 

The typical roof bay was designed in Art. 38 as carrying 2 ft. 
of cinders. This is the maximum fill as shown on Plate XX and 
occurs over only a small portion of the roof. A less fill than this 
should properly be considered over the typical interior roof bays 
at least, but, for simplicity, the student may consider a 2-ft. fill 


—— 
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to exist over the entire roof surface. The roof slab over the 
freight elevator should be figured as simply supported and rein- 
forced in two directions. 

The span of the wall beams and wall girders should be taken as 
the net span between supports plus the total depth of the member 
which is being designed. All end spans of continuous beams and 


2 
girders should be figured for a moment of a both at the center 


of span and at the interior support. The beam depths given by 
the student in his designs should not include the 1-in. floor finish. 
The weight of windows may be taken at 7 lb. per square foot 
of window area. ‘The live load on the loading platform should be 


n 
es 
, 7,300 
9,400 


Elevator 


16,200 5,600 


Fie. 325. 


considered the same as on the floors—namely, 250 lb. per square 
foot including the cement finish. 

Roof girder g 6 at the rear of the freight elevator should be 
made a steel I-beam (surrounded by concrete) so as to provide 
properly for all diagonal-tensile stresses. It does not seem feas- 
ible to try to place reinforcing steel to take care of all such stresses 
in a girder so irregularly loaded. Beams B 11 and B 13, and gir- 
ders G 6 are likely to have negative bending moment throughout 
their entire length and negative reinforcement should be provided 
throughout to take care of the resulting stresses. Beams and 
girders such as B 8, B 9, and G 7 should be figured as simply 
supported and six-tenths as much steel should be placed over 
supports as at the center of span. The ends of bent-up rods 
should project into adjoining slabs far enough to secure good 
bond. 

Beam and girder data called for in the problems at the end of 
this chapter should be presented in the form shown on page 429: 
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PLATE XVI. 
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Factory building—Elevations, 
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PLATE XVII 
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Factory building—Foundation plan. 
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PLATE XVIII 
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Factory building—Floor framing plan. 
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Factory building—Roof framing plan. 
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PLATE XX. 
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Factory building—Elevator-shaft details and roof plan. 
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PLATE XXII 
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The data given is for the floor-bay design of Art. 17, Scheme No. 
1, and this is the scheme that should be adopted by the student 
in the designing work which follows. Column data should be 


Floors Beam and Girder Data 
Over supports 
Center|Supports} At center Bent up Extra Continued | Notes 
ae Straight Rods} straight 
at bottom 


Vir. 


A/g 1nnel 


Roof Beam and Girder Data 
| Size | Depthto Stee! | Depth to Steel Reinforcement 


Over supports 
Certer|Supports} At Center Bent Extra Continued | Notes 
up ieee Straight Rods Stratis 
at botto 


4at inner support 


presented in a somewhat similar fashion to the manner shown in 
Art. 43. Footing data should also be presented in some suitable 
form. ‘The same letters and figures should be employed to desig- 
nate the different members as is shown in the text. 
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26. 


27. 


28. 
29. 


PROBLEMS 


Submit all data for beams, girders, columns, and footings, exclusive of 
those surrounding the stair and elevator shafts. Use only plain round 
rods of medium steel and employ the working stresses recommended by 
the Joint Committee. Consider the wall beams and wall girders as rec- 
tangular in section. : 

Make complete details of elevator shaft and pent house, and submit 
drawings for approval. All beam, girder, and other data should be 
submitted in the regular forms. 

Make similar details, etc., for stair shaft. 

Send in completed drawings of entire building showing all steel rein- 
forcement, dowels, etc. All structural parts indicated in the suggested 
drawings should be carefully detailed. 


CHAPTER XVII 


-EXAMPLE OF A BUILDING DESIGN INCLUDING THE 
SPECIFICATIONS 


The building erected for the Frank E. Davis Fish Co., Glouces- 
ter, Mass., during the years 1910-1911 contains many special 
features in design. ‘The writer believes that the plans and speci- 
fications for this building are sufficiently instructive to include 


Courtesy of Densmore & LeClear. 
Fig. 326.—Front view of Frank E. Davis Fish Co.’s building, Gloucester, 
Mass. 


the greater part of them in this text. A study of the material 

presented should give the student a better grasp of the subject 

of reinforced-concrete design and construction. and the details 

incidental thereto. The floor design is, of course, very simple but 

the student should need no further instruction along this line. 
431 
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The plans and specifications are the work of Densmore and 
LeClear, Engineers and Architects, Boston, Mass., who have 
kindly permitted the use of same in this text. It was found 
impossible to include all the notes given on the original drawings 
but all those of special importance are shown. ‘The third-floor 
plan is not given as the second and third floors are similar in 
nearly every particular. The sections on “Plumbing” and “Gas 


Courtesy of Densmore & LeClear. 


Fig. 327.—Rear view of Frank E. Davis Fish Co.’s building, Gloucester, 
Mass. 


Piping’? have been omitted from the specifications. Front and 
rear views of the building are presented in Figs. 326 and 327 
respectively. A method of estimating the concrete work is shown 
in Chapter XX VII. 


SPECIFICATIONS IN GENERAL 


Materials and Labor to be Furnished by Contractor: 

1. The Contractor shall furnish all matérials and labor, in connection 
with the work included in this contract, which are mentioned, specified, 
or indicated, in the specifications or on the drawings, or which are 
necessary for the proper completion of the work. 
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Outline: 

1. The building is to be of reinforced-concrete construction through- 
out. : 

Drawings: 

1. The drawings of the work, which form a part of this contract are: 

2. Detail drawings, if necessary, will be furnished by the Engineers, 
and shall be followed in preference to general drawings. 

3. Figured dimensions shall be followed in preference to scale 
dimensions. All dimensions shall be verified at the work where possible. 

4. The Contractor shall provide working drawings of any part of 
the work, upon request by the Engineers. 

5. (a) The Engineers will provide the Contractor with two blue 
prints of each drawing and with one copy of the specifications in 
addition to the signed copy. 

(b) The Contractor is to provide at his own expense any additional 
blue prints or copies of specifications which may be required by him or 
by his sub-contractors. 

Application of Contract Form and “In General”: 

1. The Contractor is to see that all sub-contractors read the terms 
and conditions of the-Contract Form and of ‘‘In General,” all of which 
apply to all sub-contractors as well as to the Contractor. 

Specimens: 

1. The Contractor shall submit to the Engineers, upon request, for 
their approval, samples of any materials which are specified for or 
intended to be used in the performance of the work, and all materials 
furnished are to be equal in every respect to the samples approved by 
the Engineers. 

Cutting, Patching, etc.: 

1. The Contractor is to do all cutting, drilling, patching, etc., neces- 
sary for any of the work included in this contract, or is to make the 
necessary arrangements for the doing of such work by his sub-con- 
tractors. 

2. The Contractor is to do all cutting, patching, etc., for the electrical 
work, steam-fitting, sprinkler and other fire-protection work, not 
included in this contract, except that small drilling for expansion 
bolts, etc., will be done by the electrician, steamfitter, etc. 


Temporary Heat: 
1. Is not to be provided by the Contractor. 
Cleaning: Pointing: 

1. All the tools of the Contractor are to be removed from the premises 
upon completion of the work; all dirt, debris, and waste materials 
caused in the performance of the work are to be removed from the 
premises from time to time as may be necessary and when directed by 
the Engineers. 

2. All of the work is to be thoroughly cleaned and swept at com- 
pletion, and all glass is to be washed, leaving the building clear, clean, 
and ready for use. 

3. The final cleaning is to be done after all contractors, sub-con- 
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tractors, and mechanics employed upon the building have completed 
their work. 

4. The window frames are to be carefully pointed with cement 
mortar when the exterior cleaning is being done; the staff beads are to 
be removed and replaced as specified below under ‘‘Carpentry.” 

5. The spaces under the window sills are to be filled with oakum 
and, for the last inch, with cement mortar. 

Notices, City Inspection, Etc. : 

1. The Contractor is to give proper notices to inspectors of city, 
state, etc., and is to have all parts of the work inspected and approved 
by them as may be required. 

2. If the City requires a city inspector at the work continuously the 
charges of the City therefore will be borne by the Owner. 

Contractor’s House: 

1. The Contractor is to provide and maintain, during the entire 
progress of the work, a suitable house with necessary tables, racks, 
etc., for the storing, handling and inspection of the drawings and 
specifications. 

2. It is to be properly heated and lighted, at the expense of the 
Contractor, and is to be used by all sub-contractors and by all other 
mechanics employed on the building, whether or not their work is 
included in this contract. 

Protection of Public: ; 

1. The Contractor is to provide and maintain all necessary guards, 

fences, lights, signs, etc., for the proper protection of the public. 
Water: ; 

1. The Contractor is to provide abundant clean water for all parts of 
the work, making all necessary arrangements with the city, paying 
all fees, etc. 

Building Risk and Watchman: 

1. The Contractor is to assume all responsibility for damage to the 
building and to the materials to be used in its construction, and is to 
provide a watchman at night and on Sundays and holidays, when the 
condition of the building requires it. 

Lines, Levels, Batter Boards: 

1. The Contractor is to employ an experienced engineer to establish 
and from time to time to check, by instrument, all lines, levels, and 
grades of the building, and alignment of piers, columns, etc. 

2. Batter boards are to be put up at proper distances from the 
building and the lines, levels, and grades are to be plainly marked on 
them. 

3. All grades marked on the drawings refer to the mean low water 
as based on the assumption that the capping of the Davis Wharf is 
14.5 ft. above mean low water. 3 

Drains, Pipes, Wires, Etc.: 

1. All existing drains, pipes, wires, telephone and telegraph poles, 
etc., in the way of or disturbed by the progress of the work are to be 
removed, replaced, extended, or repaired, as circumstances prove de- 
sirable, 
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PLATE XXV 
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Frank E. Davis Fish Co.’s building— West elevation. 
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PLATE XXVI 
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Frank E. Davis Fish Co.’s building—Hast elevation. 
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2. Where such materials are the property of the city or of public 
service corporations the Contractor is to make all necessary arrangements 
with the city or corporations. 

Prepayment of Express and Freight Charges: 

1. The Contractor is to see to it that all materials are shipped to 
the building prepaid, as the Owner will not advance payment for any 
express, freight, or similar charges. 

Inspection of Premises: 

1. The Contractor is to visit the site of the building and make 
himself thoroughly familiar with the premises, the nature of the soil, 
and the conditions under which the work is to be performed, before 
submitting a figure; he is also to see that all sub-contractors similarly 
investigate the conditions under which the work is to be done, as may 
be necessary. 

Templates, Models, Etc.: 

1. The Contractor is to provide all templates or models which may 
be required. 

2. Models are provided for under the heading ‘‘ Allowances”’ below. 

Closing in and Protection of Work: 

1. Temporary doors or screens for all openings in the building are 
to be furnished to keep out the weather, when directed by the Engineers. 

2. The building is to be kept locked when no work is being done in 
it, beginning at the earliest time practicable and continuing until the 
work is completed. 

8. The stair treads are to be covered with temporary boards and all 
other parts of the work are to be protected from injury as may be found 
necessary}; any part of the work damaged in any manner is to be replaced 
at completion of the work at the expense of the Contractor. 

Guarantee: 

1. The Contractor is to make good any defects, settlements, shrink- 
age, injurious cracks or other faults arising from defective or improper 
workmanship or materials which appear within one year from the date 
of the completion of the work included in this contract. 

2. The Contractor is also to guarantee the roof, as specified below 
under that heading. 


EXCAVATING; REFILLING; GRADING 


Removal of Present Building: 

1. The present building entire, excepting the front basement wall 
will be removed down to grade 15.5 by the Owner. 

2. The front basement wall (which is also a retaining wall for the 
street) and all construction below grade 15.5 as necessary are to be 
removed by the Contractor. 

3. All necessary shoring is to be included by the Contractor. 

Excavating: 

1. Is to be done for the entire work to required grades, all referred 

to the “‘base”’ noted on page 434. 


aia 
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2. Excavations are to be made wide enough to permit of the proper 
installation of forms and the mopping of and filling in and around 
exterior walls. (The filling in and mopping are specified under “‘Re- 
filling” and ‘Concrete Work’? respectively.) 

3. All shoring and sheet piling, etc., necessary for completing the 
excavating or for maintaining the excavations for the proper com- 
pletion of any of the work of this contract, are to be included, and are 
to be properly protected until all refilling has been completed. 

4, All excavations are to be kept free from dirt, rubbish, or other 
materials, and all water is to be pumped from the excavations as may 
be necessary for the proper completion of the work included in this 
contract. 

5. Excavated material is to be used for refilling and grading, except 
rubbish, sticks, etc., which are to be piled on the premises where directed; 
surplus excavated material, if any, is to be piled on the premises, where 
directed. 

Refilling : 

1. All excavations are to be filled to the grades required. 

2. (a) All excavations around exterior walls are to be filled in from 
a point 1 ft. below the level of the bottom of the basement floor 
slab to finished grade for a distance not less than 18 in. from the walls. 

(b) The filling around exterior walls is to be clear gravel or crushed 
stone up to a level 18 in. below finished grade. 

(c) The filling around exterior walls from a level 18 in. below up to 
finished grade is to be good clean earth. 

8. (a) All filling is to be thoroughly rammed and watered so as to 
pack it thoroughly; (b) all filling under floors is, in addition, to be rolled 
and cross rolled in layers, made smooth and level, and carried full te 
the under side of the floor slab; this work is to be done as soon as prac- 
ticable so as to be as solid as possible when the basement floors are put 
down. 

Grading: 

1. The excavated material is to be used for grading to levels shown 
on the drawings, all rubbish, sticks, etc., being removed. 

2. No new material for grading is to be provided if the excavated 
material left over after refilling is insufficient. 


CONCRETE WORK 


In General: 

1. All construction is to be of reinforced concrete unless otherwise 
indicated or specified. : 

2. All materials and workmanship are to be of the best grade in 
accordance with the best modern practice, and all work is to be done 
under the direct superintendence of a capable foreman, experienced in 
reinforced-concrete construction. 

Materials: 


Cement: 
1. Is to be high-grade, well-seasoned, American cement. 
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2. Is to be delivered in suitable packages with the brand and name 
of the manufacturer clearly marked thereon. 

3. (a) Is to be stored in a suitable water-tight building and kept 
‘free from moisture; (b) is to be so stored that shipments will be used in 
the order of their delivery; (c) no cement of any shipment is to be 
used sooner than 12 days after delivery unless samples have first been 
tested and have passed the requirements for the “7 days’ test.” 

4. (a) Each shipment is to be tested by an expert selected by the 

Engineers; the expense is provided for under “Allowances.” 

(b) The tests are to be made in accordance with the methods 
proposed by the Committee on Uniform Tests of Cement of 
the American Society of Civil Engineers, in their report of 
January 21, 1903, with all subsequent amendments. 

(c) Samples must show results in accordance with the require- 
ments of the American Society for Testing Materials, except 
those for tensile strength, the requirements for which shall be: 


Neat Cement 


Age Tensile strength 
OA NOUNS AE OI bal Ane at yt eee acne meee 175 Ib. per square inch 
7 days (1 day in moist air, 6 days in 
NWiaibel ne Gin ences Ceertagh cess prea enor 550 lb. per square inch 
28 days (1 day in moist air, 27 days in 
aE) EE RBI SP eye Oe rere c 650 lb. per square inch 


One Part Cement, Three Parts Sand 


7 days (1 day in moist air, 6 days in 


WAtED) is oss, ven Meare ene Lien ER aR 200 lb. per square inch 
28 days (1 day in moist air, 27 days in 
WATCH) 28 SELES Peta EPEAT) Chak gee 275 lb. per square inch 


The five-hour steam test may be replaced by a four-hour boiling test. 

(d) The contractor is to provide a competent man to aid in taking 
samples, when requested by the HMngineers. 

(e) The tests shall include the determination of specific gravity, 
fineness, time of setting, tensile strength, constancy of volume, 
and percentage of sulphuric acid and magnesia, and samples 
must show results in accordance with the requirements of 
the American Society for Testing Materials. 

(f) The sand used in the tests is to be ‘‘Ottawa”’ sand. 

Sand: 

1. Is to be coarse, sharp, and clean, free from clay, dirt, loam or 

other foreign substances. 

2. Is to be furnished as required for making “‘cement-sand’”’ samples, 

for testing. 

3. Is to be tested by an expert selected by the Engineers, and when 

mixed with the cement in the proportions of one part of cement to three 


EXAMPLE OF A BUILDING DESIGN 445 


parts of sand must give tensile strength not less then 70 per cent of 
the tensile strength specified above for the cement mixed with “Ottawa” 
sand, 


4, The expense of the testing is provided for under “Allowances.” 
Stone: 

1. Is to be clean, sharp granite, without any slate, shale, or limestone, 
and free from all foreign substances. 

2. Is to be screened clear of all. dust and sand and of all stone which 
will pass through a 4-in. mesh screen, except stone for granolithic or 
for other special finish, which is to be screened of dust, but is to pass 
through 4-in. mesh or small screen, as required. 

3. Is to be of graduated size in each mixture; the maximum sizes for 
different parts of the work are specified under ‘‘ Mixtures” below. 

Cinders: ° 
1. Are to be clean, free from ashes or other foreign matter. 
Reinforcement: 

1. Is to be open hearth or Bessemer “Medium”? steel, in the form 
of plain round rods, and having the properties required by the ‘‘ Manu- 
facturers Standard Specifications.” 

2. (a) Tests are to be made by an expert selected by the Engineers; 
(b) any shipment of steel is to be rejected if the tests indicate that the 
steel is not up to the specifications; (c) the expense of testing is provided 
for under ‘‘ Allowances.” 

3. The sub-contractor furnishing the steel is to be approved by the 
engineers before the contract is signed. 

4. (a) ‘‘Deformed”’ bars, of same area as the round rods specified, 
may be substituted subject to the approval of the Engineers. 

(b) In the case of such substitution the properties of the steel must 
be approved by the Engineers and filled in below before the contract is 
signed, and the same requirements regarding tests shall hold as specified 
for round rods. 

Mixtures: 
Determination of Proportions: 

1. (a) Bottomless boxes, of dimensions approved by the Hngineers, 
are to be made for determining the proportions of sand and stone, and 
are to be carefully preserved throughout the progress of the work. 

(b) All barrows used for sand, stone, and cement are to be of the 
same type and size and are to be carefully calibrated for determining 
proportions, but must be tested from time to time by comparison with 
the boxes, when required by the Engineers. 

2. Proportions of cement are to be determined by weight, on the 
basis of 1 cu. ft. weighing 100 lb. or a standard bag of 95 lb. 
containing 95/100 cu. ft. 

3. All mixtures are to be made with a suitable mechanical mixer. 

Consistency of Mixtures: 

1. The mix is to be “‘wet,’’ the exact consistency being determined 

at the building. 
Stone Concrete: 
1. Is to be mixed in the proportions of one part of cement—2} parts 
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of sand—5 parts of stone, of graduated sizes, the maximum of which 
will pass a 23-in. mesh for 

(a) Footings. 

(b) Basement floor except for dressing. 

2. Is to be mixed in the proportions of 1 part of cement, 2 parts of 
sand, 4 parts of stone, of graduated sizes, the maximum of which will 
pass a l-in, mesh, for 

(a) All parts of the work other than specified above under (1), 
except granolithic, and except finish work specified below. 

3. Is to be mixed in the proportions specified under (2) above, but 
with stone, the maximum size of which will pass a 4-in. mesh, for all 
molded work. 

4. The exposed exterior surface of the main front entrance porch 
is to be made with concrete composed of the same mix specified under 
(2) above, except that the stone is to be pass a }-in. mesh and is to be of 
such color as to give a uniform effect. 

5. (a) A sample of the special finish concrete specified under (4) 
above, not less than 1 ft. square, is to be submitted after the contract 
is awarded. 

6. The name panel on the front elevation is to be made with very 
small stone so that the surface shall be suitable for carving. 

Cinder Concrete: 

1. Is to be mixed in the proportions of 1 part of cement, 4 parts of 

sand, 8 parts of cinders. 
_ Granolithic: 

1. Is to be mixed in the proportions of 1 part of cement, 1 part 
sand, and 1 part crushed stone, maximum size to pass through 4-in. 
mesh. 

2. Is to be laid monolithic with construction work and in the best 
manner. 

Cement Mortar and Grout: 

1. Is to be mixed in the proportion of 1 part of cement and 2 parts 

of sand. 
Forms and Molds: 

1. (a) Are to be provided for all parts of the work except for base- 
ment floor and for bottom of footings. 

(b) Where forms are not used the fill is to be made true and smooth. 

2. Are to be made of green material, free from shakes, loose knots, 
warping, splinters, etc., where adjacent to concrete. 

3. Are to be accurately put together and nicely fitted, with close 
joints. 

4, Are to be of sufficient thickness, with sufficient ties and bracing, 
to prevent all deflection either from the weight of the concrete, men, or 
machinery, or from the ramming of the concrete or from other work 
going on. 

5. Are to be securely supported at frequent intervals to prevent any 
change in form; the supports are to be carried down to solid work and 
must in no case rely on recently erected construction; the method of 
support is to be subjected to the approval of the Engineers, 
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6. Are to be installed so that columns, girders, piers, beams, slabs, 
etc., shall be plumb, level and true. 

7. Are to be nicely dressed on the sides against the concrete for all 
construction where the concrete will be exposed to view after completion, 
either interior or exterior. 

8. Are to be properly greased or oiled on the surface in contact 
with the concrete. 

9. Are to be so constructed as to be readily taken down without 
damaging the concrete. 

10. Are to be throughly cleaned and swept just before concrete is 
dumped, suitable trap doors being installed at the bottom of all column 
forms for cleaning and inspection. 

11. Are to be left in place until the concrete has set sufficiently, as 
approved by the Engineers. 

12. All right-angle corners on girders and beams and interior columns 
are to be prevented by installing triangular strips in the forms. 

13. All forms for rustications, moldings, etc., are to be carefully 
placed and secured and are to be made to detail of true and uniform 
cross-section throughout. 


Construction Work: 
Placing Concrete: 


1. The concrete is to be placed carefully, so as not to separate the 
aggregate. 

2. Each layer is to be thoroughly tamped and spaded so as to bring 
the water to the surface, to completely fill the forms and to pack 
solidly around all reinforcement. 

3. Wherever the concrete is to be exposed it is to be pried away 
from the forms before tamping so that the mortar will be brought to 
the surface. 

4. Column tops, girders, and beams are to be poured as monoliths 
with the floors they support. 

5. The columns are to be poured from the floor levels to the bottoms 
of the column tops, girders, or beams and are then to be allowed to 
take their shrinkage before the tops, girders, or beams are poured. 

6. (a) Joints due to temporary stopping of work are to be made 
where the least harm to strength and appearance will be produced by 
the lack of a perfect monolithic construction. 

(b) Joints in floor slabs, beams and girders, are to be avoided as 
far as possible, but when necessary are, in general, to be made in the 
middle of the bays. 

(c) All locations of joints are to be approved by the Engineers. 

(d) Where joints occur, the surfaces are to be made approximately 
true by stopping the concrete against temporary forms. 

(e) No concrete is to be laid in freezing weather; any work which 
has been subjected to a temperature of less than 30° F. within 48 hours 
after being placed for a sufficient time, in the opinion of the Engineers, 
to cause injury to it, is to be removed and replaced. 

7. All concrete is to be kept thoroughly wet down in warm weather 
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for one week after being placed, and, where feasible, is to be protected 
from the sun. 

8. All wooden and metal blocks, sockets, anchors, bolts, pipe sleeves, 
etc., etc., are to be built in, care being taken that the concrete is closely 
packed around them. 

9. After the forms are removed all necessary repairs are to be made 
with cement mortar to produce a smooth flush surface. 

Placing Reinforcement: 

i. All concrete work is to be reinforced with steel, as indicated on 
the drawings where details of reinforcement are given, and as directed 
by the Engineers where details of reinforcement are not given. 

2. Noreinforcing steel is to be painted or oiled; but is to be thoroughly 
cleaned and freed from rust scales before being set in place. 

8. All reinforcing steel is to be carefully and accurately bent to the 
exact shapes required and is to be accurately placed and securely tied 
in place so as to insure the preservation of its proper shape and position 
after the concrete is placed and tamped. 

4. All reinforcing steel for girders and beams is to be made up in 
“unit frames” before being placed. 

5. Rods are to have a lap of 40 diameters, as indicated on the draw- 
ings, or are to be secured to develop the strength of the rod in manner 
approved by the Engineers. are 

6. All column and pier reinforcing rods are to be properly joined 
and secured, and are to be tied together with steel wire every 12 in. in 
height. 

7. All reinforcement, except “‘temperature reinforcement,’ is to be 
so placed the it shall be covered by concrete not less than 3 in. in slabs, 
nor less than 14 in. in girders, beams, and columns. 

8. All reinforcing steel is to be inspected and approved in place by 
the Engineers before it is covered with concrete, and no concrete is to 
be placed until the approval of the reinforcement by the Engineers 
has been obtained. 


Floors: 

1. Are all to be stone concrete with granolithic finish, except where 
otherwise specified below. 

2. Are all to be lined in squares. 

3. All granolithic is to be of the highest grade of workmanship. 

4. The floors are to pitch to drain where so indicated; elsewhere they 
are to be level. 

6. The floor in the cleaning room, in the basement, is to have sani- 
tary base turned up all around the room, with 1-in. radius, ready to 
receive tiling on walls. 

7. The barrel cleaning pit in basement is to be built essentially as 
indicated. 


Roof: 


1. Is to be finished smooth as necessary for installing the roofing 
specified under ‘‘Roofing and Sheet Metal Work.” 
2. (a) Is to pitch to drain, as indicated; (b) the pitch is to be obtained 
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by pitching the roof slabs; (c) cinder concrete crickets are to be in- 
stalled as required. 
Stairs and Landings: 

1, The main stairs and landings from first to third floors, except the 
landing at floor levels, are to be of iron as specified below, all other 
stairs and landings are to be of concrete. 

2. (a) Concrete stairs are to have granolithic finish. 

(b) Are to be reinforced in accordance with details or directions to be 
provided by the Engineers. 

3. All sockets for railings, etc., are to be built in place, the sockets 
being provided as specified under ‘‘Steel and Iron Work.” 

4. The front steps and landings are to be made of concrete with a 
small percentage of hydrated lime, as specified under ‘‘ Waterproofing.” 

5. Treads and landings are to be rebated for the safety treads 
specified under “Steel and Iron Work,” and holding sockets for same 
are to be built in. 

Door Thresholds: 

1. Are to be, where so marked, of granolithic, properly reinforced. 

2. Exterior thresholds or sills are to be made with wash. 

3. Elevator door openings are to have steel thresholds securely 
anchored in place. (The steel is specified under ‘‘Steel and Iron 
Work.’’) 

Parapet Walls, Cornices, and Other Molded Work: 

1. Are to be molded in place, essentially as indicated on the drawings, 

and in strict accordance with detail drawings. 
Building in Flashing: 

1. All flashing and counterflashing are to be built in or reglets are 
to be cut to receive same. 

2. The flashing is provided for under ‘Roofing and Sheet Metal 
Work.” 

Building in Elevator Steel and Iron Work: 

1. All elevator sheave beams, guides, guide supports, beams for 
supporting machines, bolts, anchors, etc., are specified under “ Ele- 
vator.”’ 

2. The Contractor is to do all cutting and patching for the installation 
of the above beams, etc. 

W ater proofing: 

1. All curtain walls above and below grade, the entire parapet wall, 
the top of main cornice, and the front steps are to be made of concrete 
to which has been added “‘Hydrated Lime”’ in the proportions of ten 
parts of lime by weight to one hundred parts of cement by weight. 

2. The exterior walls are to be thoroughly mopped with hot tar from 
bottom of retaining wall to finished grade. 

Chimney: 

1. Is to be built of concrete as indicated with fine clay flue lining for 
its entire length. 

2. (a) Is to have holes for cleanout and entrance of smoke flue where 
indicated. 
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* (b) Thimbles and cleanout door and frame specified under “Stee} 
and Iron Work”’ are to be set in place. 

Interior Finish (Concrete): 

(For other interior finish, see ‘‘Lathing and Plastering”’ and “‘Car- 
pentry.”) (See also “Floors” and “Stairs and Landings” above.) 

1. Is to be as it comes from the molds on interior walls, columns, 
girders and ceilings, all inperfections being carefully filled with cement 
mortar and all “‘fins’”’ being removed, leaving the surfaces perfectly 
flush and true. 

2. Allsurfaces are to be made as smooth as possible without plastering 
or washing by prying the mixture away from the molds before tamping, 
bring the mortar to the surface. 

Exterior Finish: 

(See also, ‘‘Stairs and Landings” above.) 

1. All imperfections in the entire exterior of the building are to be 
carefully filled with cement mortar and all ‘‘fins’? removed. 

2. The entire concrete exterior of the building except the east 
elevation and except the front entrance porch is to be carefully rubbed 
down and washed with cement wash, made of 1 part of cement, 3 part 
of hydrated lime and 2 parts of finely screened sand, all mixed dry and 
then wetted to a proper consistency for application with a white-wash 
brush. eek 

8. (a) The front entrance porch except its cornice is to be carefully 
and uniformly picked and then thoroughly washed with acid, the 
acid being afterward washed off; draft lines, in accordance with di- 
rections at the building, are to berubbed down and washed as specified 
above. 

(b) The cornice is to be rubbed down and washed as specified above. 

Building in Sleeves: 

1. Wrought iron sleeves with caps screwed on, provided as specified 
under “‘Steel and Iron Work,” are to be built into the basement wall 
for the introduction of telephone wires, messenger wires, lighting wires, 
etc.; the exact locations are to be determined at the building. 

2. Wrought iron and galvanized iron sleeves, provided as specified 
under “‘Plumbing,”’ are to be built into the construction work for all 
plumbing pipes; the exact locations are to be determined at the building. 

3. Wrought iron and galvanized iron sleeves, provided under another 
contract, are to be built into the construction work for all steam, return, 
sprinkler, and similar pipes; the exact locations are to be determined 
at the building. 

4, The Contractor is to be responsible for the proper building in of 
all sleeves, for securing them firmly in place, and for seeing that they 
are not disturbed. 

5. The Contractor is to finish around all sleeves with cement mortar. 

6. All wall sleeves are to finish flush with the finished wall on each 
side; all floor sleeves are to be flush with the ceiling line and are to 
extend 2 in. above the floor line. 

Building in Electric Conduits: 
1. The electric conduit, outlet boxes, etc. are to be installed under 
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another contract, before the concrete is placed; the boxes are to be 
firmly bolted to the forms and the conduit secured as well as possible 
by the Electrician, but the Contractor is to take care to avoid displacing 
or injuring them. 

2. The Contractor is not to place any concrete until the electrical 
work is ready, and he is to co-operate with the Contractor for electric 
wiring for the successful completion of the work, is to notify him as 
far ahead as possible when the conduit must be ready, etc., etc. 

Sockets for Hangers: 

1. Are provided for under ‘‘Steel and Iron Work.” 

2. Are to be set in place and properly secured to forms so as to be 
strongly anchored in place for supporting shafting, etc., and so as to 
be flush with the bottom faces of the members in which they are in- 
stalled. 

3. Are to be installed as follows: (a) four in bottom of each interior 
girder spaced as directed. (b) In basement ceiling as indicated. 

Building in Miscellaneous Iron and Woodwork: 

1. All anchors, bolts, flag-pole supports, nailing strips for furring, 
for baseboards, chair rails, picture molding, etc., etc., necessary for 
the proper completion of the work are to be built in. 

2. The Contractor is to be responsible for the furnishing in time for 
building in, of all anchors, bolts, blocks, ete. for all parts of the work 
included in this contract, making whatever arrangements with the 
various sub-contractors may be necessary. 

3. Anchors, bolts, blocks, etc. will be provided under other contracts 
for supporting steam and other piping and apparatus, but are to be 
built in by the Contractor. 

Load Test: 

1. Is to be applied to two bays on the second floor, selected by the 
Engineers. 

2. The test load is to be uniform over the area tested, at 300 lb. per 
square foot. 

3. The load is to be obtained by uniform units which are to be care- 
fully weighed. 

4. The Contractor, in the presence of the Engineers, is to measure 
the deflections of slabs and girders, using suitable instruments, at the 
following periods: 

(a) Just before applying the load; 

(b) Twice during the application of the load; 
(c) Immediately after applying load; 

(d) Twenty-four hours after applying load; 
(e) Seven days after applying load. 

5. No loads are to be applied until sixty (60) days after concrete is 
placed. 


LATHING AND PLASTERING 
Partitions: 
In General: 
1. The interior partitions are to be built of channel irons with ex- 
panded metal lathing and plaster, being 2 in. or 4 in. thick as marked. 
34 
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Studding: 

1. (a) The 2-in. partitions are to have 1-in. channel studding run 
vertically, 12 in. on centers; (b) the 4-in. partitions are to be made 
with two rows of 3-in. channels 12 in. on centers; (c) all of the studding 
is to be strongly secured and braced as necessary for properly sup- 
porting the partitions, door frames, window frames, etc. 

Framing: 

1. The iron frames for tinned doors and rolling steel doors are 
specified to be provided under “‘Steel and Iron Work,’ but the Con- 
tractor is to set them in place and secure them. 

2. Wooden frames are specified to be provided and erected by the 
Carpenter, but the Contractor is to provide and erect all angle irons 
and channel irons necessary for supporting the stud frames. 

8. All doors, windows, finish, etc., are specified under ‘‘Carpentry,” 
“Sheet Metal Work,” but the Contractor is to provide and erect all 
necessary angles, braces, etc., for the support and attachment ofthe 
window frames, etc. 

4. All grounds for baseboards, chair rails, picture moldings, hook 
strips, and other attachments, are to be securely attached, the wood- 
work being specified under “Carpentry.” 

5. Metal corner beads are to be used at all external corners. 

Wire Lathing of Partitions: 

1. Is to be applied to one side of 2-in. partitions and to both sides of 
all wider partitions, and is to be firmly secured. 

2. Is to be carried around columns in plaster partitions, as siaieatedl 
with all necessary metal furring, and similarly around columns in 
cleaning room for furring in of soil pipe. 

3. Is to be Eastern Expanded Metal Co.’s B No. 27 gage, wire lath, 
or equivalent. 

Plastering Partitions: 

1. All surfaces covered with wire lathing and each side of each 
partition are to be given two coats of plaster as follows: 

(a) The scratch coat is to be made of 1 part of Portland cement 
to 4 parts of lime putty, the lime putty being made of 1 part of best 
lump lime thoroughly mixed with about 3 parts of sand and best 
long cattle hair, in as large a quantity as is practicable. | 

(b) The finish coat is to be made of 1 part of Portland cement to 
3 parts of sand with only enough best lump lime to make it work 
properly under the trowel. 

(c) The scratch coat is to be thoroughly dry before the finish coat is 
applied. 

(d) The cement for the finish coat is to be mixed in immediately 
before the mortar is to be used, and no mortar which has set or whichis 
left from the previous day’s work is to be used. 

(e) The finish coat is to be “floated.” 

2. The thickness of partitions on all floors, as:marked on the drawings, 
indicates the over-all thickness plaster to plaster; 2-in. partitions are to 
have no air spaces. Wider partitions are to have at least 2 in. of 
plaster on each side, the remainder being air space. 
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3. The necessary openings for pipes, conduits, wires, sleeves, carriers, 
etc., are to be made, and all cutting, patching, and repairing of plaster 
work are'to be included. 

Plastering of First Floor Ceilings: 

1. The entire ceilings of the hall, including the entrance vestibule, 
the reception room, entry, toilet room, and the private office are to 
be plastered as follows: A brown coat of Windsor cement with a 
finish coat composed of 1 part of plaster of Paris and 2 parts of 
lime putty, trowelled to a smooth finish. 

Lathing and Plastering of Exterior Walls and Piers: 

1. All of the exterior piers and girders in the rooms whose ceilings 
are to be plastered as specified above, are to be similarly plastered, 
where exposed. 

2. All curtain walls in the rooms whose ceilings are to be plastered 
are to be metal furred, wire lathed and plastered like the interior lath 
and plaster partitions. , 

Cornice Work: 

1. (a) Is to be made to detail of equal parts of lime, putty, and plaster 
of Paris. All furring required is to be done in metal. 

(b) Is to occur in those places for which plastered ceilings are speci- 
fied, except in toilet rooms and entry out of private office, and as 
indicated on drawings. 

Exterior Plastered Walls: 

1. The curtain walls on the east side above the level of the first floor 
and the walls of the elevator shaft above the roof are to be built up of 
metal studs with metal lath. The material for these walls is to be of 
size and arrangement, as for 4-in. partitions before specified. 

2. These walls are to be plastered inside and outside with cement 
plaster as before specified, two coat work, the outside being left with 
a little rougher finish than the inside, which will be like inside partitions. 


CARPENTRY 
Forms and Molds: 

1. Are specified for the concrete construction under the heading 
“Concrete Work.” The specifications under ‘Carpentry’ do not 
refer to forms and molds. 

Lumber: 

1. All wood is to be free from large or loose knots, and commercially 
free from sap and other defects. 

2. All wood, dimensions, quality, etc., are specified under the various 
headings below. 

Windows: 

1. Are to be provided and set where indicated, in all walls and parti- 
tions, being double hung, swing, or fixed sash, as marked. 

2. Are to be of the dimensions and designs indicated, and in accord~ 
ance with detail drawings. 

3. Are to be built of thoroughly seasoned, kiln dried, white pine, 
including frames and sash, where exterior, but of cypress in interior 
partitions. 
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4. Fixed and swing windows are to have rebated plank frames of 
dimensions indicated. 

5. Double hung windows are to have (a) full box frames, (b) hard- 
pine pulley stiles with removable sections, (c) cast iron weights, bal- 
ancing the sash so that they will run easily, (d) No. 8 Samson Spot 
Cord hanging cords, (e) bronze weight pulleys, 24 in. in diameter, with 
bronze finished face plates, (f) molded muntins and lipped and coped 
meeting rails. 

6. All windows are to be as tight-fitting as is consistent with easy 
operation. 

7. All window frames are to be thoroughly primed before leaving 
shop. (See “Painting and Glazing.’’) 

8. (a) The staff beads are to be removed for and replaced after 
pointing; (b) the pointing is specified under ‘‘Cleaning and Pointing” 
above. 

9. All windows are to be equipped with the hardware specified and 
included in the ‘‘ Hardware Allowance.” 

10. All double hung windows are to have stop blocks to prevent 
lower sash from being raised too far. 

11. Metal sash and frames are specified under ‘‘ Roofing and Sheet 
Metal Work.” 

Transoms: 
1. Are to be located over doors where so indicated on the drawings. 
2. Are to be hinged at the bottom and made like swinging windows. 
Doors: 
In General: 

1. Are to be provided and hung where indicated, being swing, 
sliding, glazed, etc., as marked. 

2. Are to be of the dimensions and designs indicated and in accordance 
with detail drawings. 

3. Doors which are not to be finished natural are to be thoroughly 
primed before leaving the shop. (See “Painting and Glazing.’’) 

4. (a) Are to be equipped with the hardware included under ‘‘Hard- 
ware Allowance’; (b) tinned doors are to be equipped with hardware, 
exclusive of the ‘‘Hardware Allowance.” 

Tinned Doors: 

1. Are to be installed where so indicated. 

2. Are to be of Victor Mfg. Co. make, Newburyport, Mass., or Co- 
burn Mfg. Co., Holyoke, Mass., in accordance with the latest rules of 
the National Board of Fire Underwriters, and bearing the “Under- 
writer’s Label.” 

3. Are to be not less than 23 in. thick before tin is applied. 

4. (a) Sliding tinned doors are to be hung on steel tracks, with 
brackets, roller hangers, binders, rope pulleys, bumpers, stay rolls, 
chafe clips, fusible links, weights, pulls, etc., complete. 

(b) Attachment to doors and walls is to be made by through 
bolts. 

5. (a) Swinging tinned doors are to be similarly equipped complete, 
except those at basement and first floor levels leading to stairs, which 
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will have fusible links and weights, only the hardware being in the 
“Hardware Allowance,” including strap hinges three-quarters across 
the doors, eye-bolts, latches operated from sides, etc. 
(b) Are to be glazed where indicated with wired glass } in. thick. 
6. Frames for swinging tinned doors are specified under “‘Steel and 
Tron Work.” 
7. All of the above hardware, except for doors to stairs at basement 
and first floor levels is exclusive of that included in the ‘‘Hardware 
Allowance.” 


Exterior Doors: 

1. Where not tinned are to be made of thoroughly kiln dried white 
pine, panelled and glazed, as indicated. 

2. Are to have rebated plank frames of kiln dried white pine. 

Interior Doors: 

1. Where not tinned, are to be of cypress, except that doors opening 
into reception room, entry between reception room and _ private 
office, toilet room adjacent, and private office are to be quartered 
oak on sides opening into these rooms. 

2. Are to have strong rough stud frames securely fastened in place. 

3. Are to have double rebated, finished frames, covering the rough 
frames completely. (See also “Standing Finish.’”’) 

4. Are to be of dimensions indicated, with cross panels, as shown. 


Water Closet Doors: 

1. Doors between toilet rooms and water closets and between coat 
room on first floor and the adjacent water closet, are to be made of 
#-ln. cypress, with stiles and rails, with simple panels. 

2. Are to be hung about 1 ft. above the floor. 

Rolling Steel Doors: 
1. Are specified under ‘‘Steel and Iron Work.” 


Builders’ Hardware: 


In General: 

1. Is to be provided and installed complete, as may be necessary for 
the proper finishing of the work, including all nails, screws, weights, 
chains, cords, pulleys, etc., and all the hardware covered by the hard- 
ware allowance specified below. 

2. Is to be of the best quality and of proper size, weight, and design, 
for the work, in accordance with the best factory practice. 

Hardware Allowance: 

1. The contractor is to make an allowance of four hundred and 
fifty dollars ($450.00) for locks, butts, hinges, kick and push plates, 
base knobs, catches, checks, springs, lifts, sockets, hooks, stop bead 
screws, etc., for windows and doors, in addition to such of these 
articles as are specified above for tinned doors. 

2. This allowance is to include the delivery of the articles at the 
building, but is not to include care of them after delivery or installation. 

3. The contractor is to receive the articles covered by the allowance 
and is to install them complete, 
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Standing Finish: 

1. Except otherwise specified, windows in interior walls or partitions 
are to have plain trim, % in. thick and 5 in. wide, with plain corner 
blocks, 1 in. thick, and simple molded stools and rebated aprons, with 
rounded edges, nosings and simple undermoldings, essentially as 
indicated, the finish being installed on both sides. 

2. (a) Window and door finish on exterior is to be as indicated on 
the drawings and as detailed. 

(b) The windows and doors in private office, toilet room, entry, 
reception room, vestibule and hall are to have j-in. molded and mitred 
architraves, with }-in. finish pieces on the mullions and at the jambs; 
the above finish together with the stools and aprons being molded 
to detail essentially as indicated. 

(c) Trim for windows and door to stairs, first floor, is to be as speci- 
fied under ‘‘Roofing and Sheet Metal Work.” 

8. Except as otherwise specified, frames for interior swing, untinned 
doors are to have plain trim, {-in. thick and 5 in. wide, with plain corner 
blocks 1 in. thick, and plinth blocks. 

4. Water closet door frames are to have simple moldings to match 
the moldings on the water closet partitions. 

5. Rail and double swing gate of cypress isto be built to detail for 
open ng between hall and general office. Rail is to have 14-in. molded 
quartered oak shelf, on top as shown. 

6. Molded base-boards, with removable grooved piece for tele- 
phone wires, chair rails, and picture moldings are to be installed in 
reception room, private office, entry, and toilet on the first floor. 

7. The molded base-board with dado of matched and grooved 
Z-1n. cypress sheathing 3 in. wide and dado cap, all as detailed, is to be 
installed in vestibule and hall. 

8. Wood panelled screen with doors and side lights and simple 
molded cornice, all of cypress, to detail, is to be built in hall as 
indicated. 

9. All necessary nailing strips, blocks, etc., are to be provided in time 
for building into the concrete and plaster partitions. 

10. All interior finish except as otherwise specified is to be cypress, 
dressed ready for painter’s finish. 

11. Finish in reception room, entry between reception room and 
Private office, in private office, in toilet room adjacent, is to be 
quartered oak. : 

Shelves and Hook Strips: 
1. (a) Are to be installed as indicated. 
(b) Hook strips are to be }-in. cypress. 
(c) Shelves are to be installed with cleats, etc., of 3-in. cypress 
of width and length indicated. 
Water Closet Partitions: 
1. Are to be of cypress, matched sheathing, planed on both sides, 
with door frames, top and bottom rails, beading, etc., as indicated on 
the drawings. 


2. Are to be supported on iron legs provided as specified under 


eS a eee eee 


a 


EXAMPLE OF A BUILDING DESIGN 457 


“Plumbing” below; all necessary braces for making the partitions 
rigid are to be installed. 
Flag Pole: 
1. There is to be a flag pole made of Nova Scotia spruce, with 6-in. 
gilded ball on top and of height and dimensions indicated on drawings. 
2. It is to be equipped with halyards. 
Backboard: 
1. Are to be provided as may be necessary for plumbing equipment. 
Shelves for Gas and Water Meters: 
1. Are to be provided and erected with brackets as directed at the 
building. 
Trench Cover: 
1. The trench cover in basement floor is to be of hard pine plank, 
2 in. thick, planed on top and edges and nicely fitted. 
Wooden Grating: 
1. There is to be a wooden grating over scupper in basement near 
clean ng room, as indicated. 
2. The grating is to be made of pine and is to be strong and rigid 
and so set as to be flush with the floor. 
3. The grating isto be removable and is to be made with 1-in. by 2-in. 
stock set on edge, 3 in. on centers, running both ways aross the grating. 
Stair Rails: 
1. Oak hand rails, of design approved by the Engineers, are to be 
provided and attached to stair rails from first floor to third floor. 


STEEL AND IRON WORK 


In General: 

1. The steel for reinforced concrete is specified under the heading 
‘Reinforced Concrete.’”’? The specifications under the heading “Steel 
and Iron Work”’ do not refer to reinforced steel for the concrete. 

Materials: 

1. Cast iron is to be free from blow holes, flaws, or other imper- 
fections, and is to be cast smooth and true. 

2. Steel shapes are to be in accordance with the standard of the 
Association of American Steel Manufacturers. 

8. All connections are to be made so as to develop the full strength 
of the pieces connected. 

4, Shop drawings are to be submitted to the Engineers for approval 
before construction is begun. 

Painting : 

1. All steel and iron work is to be thoroughly cleaned and given one 
coat of Dixon’s or Superior graphite paint before leaving the shop. 

2. All parts which are inaccessible after erection are to be given a 
second coat immediately before erection; all parts accessible after 
erection are to be given a second coat after being put in place. 

3. This painting is in addition to any painting specified under the 
heading ‘‘ Painting and Glazing. 
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Anchors, Bolts, Plates, Etc.: 

1. Are to be provided as required for all parts of the ane: 

2. All plates, knees, etc., are to be drilled and countersunk for screws 
as may be necessary. 

Steel and Iron Work in Lath and Plaster Partitions: 

1. All metal studding, ete., is specified under “‘Lathing and Plaster- 
mg? 

2. The iron door frames are specified below. 

Door Frames for Tinned Doors: 

1. The door frames for tinned doors, except in plaster partitions, 
are to be made of heavy angle irons, carried over tops as well-as up the 
sides and, for swing doors, provided with suitable rebate angles attached 
to top and sides, and all securely fastened in place. 

2. The door frames for tinned doors in plaster partitions are to be 
made of heavy channel irons, the full width of partitions, top and sides, 
and, for swing doors, provided with rebate bars. 

3. The erection of these frames is specified under ‘‘Lathing and 
Plastering.” 

4, All frames are to be drilled and tapped for all hardware for the 
doors, including (a) heavy angle iron supports on each side of partition, 
drilled and made ready for sliding door hangers; (b) provision for 
attachment of chafe clips, stops, etc., ete. (For specifications for the 
doors and their hardware, see ‘‘Carpentry.’’) 

Frames for Metal Sash: 

1. Frames of windows in stair-well walls above first floor are to be 
of channel irons, top, bottom, and sides, with rebate strips all around 
on each side of sash, all essentially as detailed. 

Rolling Doors: 

1. “Kinnear” rolling steel doors are to be installed where so indi- 
cated, with all supports, guides, raising and lowering devices, locking 
devices, etc., complete. 

2. Are to have fuse links and are to be made to close automatically 
in case of fire. 

3. Door frames with all supports and attachments are to be included. 

Iron Stairs: 

1. Are to be installed from first-floor level to roof level as indicated. 

2. Are to be strongly supported from basement floor by steel struts 
in rear corners as necessary and on concrete landings at floor levels. 

3. Stairs from first-floor level to third-floor level are to be made with 

(a) Heavy channel-iron panelled stringers, closed string, checkered 
cast-iron treads and landings and plain risers, making a closed stair. 

(b) Treads, landings, and risers strongly supported between 
stringers, with reinforcement of approved shape secured to same. 

(c) Treads and landings to have nosing and.under molding. 

(d) Are to have simple moulded piece Comat joints where plaster 
walls meet inside stringer. 

(e) Are to be built to carry a live load of 100 Ib. per square foot 
in accordance with detail drawings submitted by the Contractor for 
approval by the Engineers. 
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4. Stairs from third floor to roof are to have: 
(a) heavy channel-iron stringers, checkered cast-iron treads; 
(b) Checkered cast-iron landing; all strongly supported and framed 
together. 
Railings: 

1. Are to be installed complete for stairs and landings from basement 
to roof level and for landing in roof house at roof level. 

2. The rail for basement stairs is to be on one side only and is to be 
a single 13-in. pipe, securely fastened by supports bolted through parti- 
tion with flange on back. 

3. The hand rails on the stairs from first floor to third floor are to be 
ornamental wrought iron and cast iron, with posts, balustrades, etc. 

4. All other rails are to be “double rail’’ of 14-in. pipe, with 14-in. 
pipe stanchions, about 6 ft. on centers. 

5. All railings are to be strongly and rigidly supported, with flanges 
at all wall and floor contacts, sockets being built in where necessary. 

6. All pipe and fittings are to be standard rail pipe and fittings. 

Safety Treads: 

1. Mason safety treads are to be installed on all treads, including 
edges of landings, of all stairways and the front entrance steps, except- 
ing stairs from third floor to roof. 

2. (a) Those on concrete steps and landings are to be set flush and 
securely attached to anchors embedded in the concrete and are to be 
3} in. wide with nosing. 

(b) Those on iron stairs are to be 4 in. wide without nosing. 
(c) All are to come within 4 in. of each end of tread. 
Pressed Steel Thresholds: 

1. Are to be provided and securely anchored in place where so indi- 
cated on the drawings. 

2. Those at elevator doors are to overhang the well as shown and 
are to be provided with faces slanting back to edge of slab or girder, 
these faces to be not less than 8 in. deep, all essentially as indicated. 

Steel Framing: 

1. Is to be provided as indicated for the heavy framing of roof house, 
in addition to the steel in plaster wall previously specified. 

2. Is to be provided and securely erected outside of elevator well 
for attaching elevator guides. 

Hanger Sockets: 

1. Are to be provided for building into concrete. 

2. Are to be of socket type, drilled and tapped for 3-in. bolts, and of 
such design as to insure proper support for hanging shafting, over- 
head tracks, etc. 

3. Are to be made so that they will finish flush with the beams, 
girders or slabs in which they are installed. 

4. Samples are to be submitted to the Engineers for approval before 
selection. 

Flag-pole Supports: 

1. Heavy galvanized iron flag-pole supports and galvanized iron 

halyard belaying pin are to be provided and installed complete. 
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Protection Strips: 
1. Angle iron protection strips are to be provided and installed com- 
plete at rear basement doorways as indicated. 
Thimble and Cleanout Door: 
1. Are to be provided for installation in chimney, the thimhe being 
for 14-in. smoke pipe, the cleanout door, which is to be provided with 
heavy iron frame, being 12 in. by 14 in. 


ROOFING AND SHEET-METAL WORK 


Materials: 
Tarred Felt: 
1. Is to be “Barrett Specification Felt.” 
2. Is to weigh not less than 14 lb. per 100 sq. ft. of single thickness. 
Pitch: 
1. Is to be “‘Barrett Specification Coal-tar Pitch.” 
Gravel: 

1. Is to be of such size as to be rejected by a 4-in. mesh screen and to 
pass through a 3-in. mesh screen. 

2. Is to be ane and dry, being heated ‘ninemsn before use if 
the weather is cold. 

Roofing: 

1. The entire roof of the building is to be 5-ply, tar and gravel, 
applied in accordance with the best practice, essentially as follows: 

(a) The concrete is to be covered with pitch mopped on uni- 
formly, special care being taken that the pitch is very hot and very 
thoroughly mopped on. 

(b) Two layers of tarred felt are to be laid, each sheet lapping 
the preceding 17 in. and being mopped back with pitch the full width 
of each lap. 

(c) Pitch is to be uniformly mopped on, covering the whole surface. 

(d) Three layers of tarred felt are to be laid, each sheet lapping the 
preceding 22 in.; each layer is to be mopped back with pitch the full 
width of the 22 in. under each lap. 

(d) The entire surface is to be uniformly spread with pitch not 
less than 3°; in. thick, with gravel spread into it, while the pitch is still 
hot. 

(f) Special care is to be taken to cover and make tight around 
all supports on the roof and to finish properly around all plumbing 
pipes, vapor pipes, and similar apparatus extending through the roof. 

Flashing and Counter-flashing: 

1. Is to be done with 16-oz. copper, where indicated on the drawings 
and where necessary for the proper completion of the work, including 
(a) on parapet walls on north and west elevations, where the counter- 
flashing is to be carefully cemented into reglets; (b) on other parapet 
walls where the flashing is to be carried up and over and nicely dressed 
down, as indicated; (c) around all vapor and soil pipes extending through 
the roof, in which cases each pipe is to have expansion sleeve soldered 
on and is to be counter-flashed with inverted copper cone attached to 
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pipe; (d) around the roof house the flashing or counter- flashing is to 
be carried well up under the plaster of the walls. 

2. All flashing is to be carried under the roofing at least 23 in. and 
up high enough on walls, skylights, etc., to give lap between flashing and 
counter-flashing of at least 4 in. and more where so indicated on the 
drawings. 

Leaders: 

1. Roof drains, with 18-oz. copper boxes and copper-wire screens 
are to be installed, where indicated. 

2. Four-inch copper lcads are to be run from the roof boxes to the 
conductors with brass sleeves soldered on, ready for calking into the 
conductors, the calking being done as specified under ‘‘ Plumbing.” 

Guarantee: 

1. The Contractor is to guarantee all parts of the roofs, skylights, 
flashing, roof drains, etc., to be tight for a period of. five years from the 
date of completion of this contract. 

2. Any leaks or other defects due to improper workmanship or 
materials discovered within five years are to be made good by the con- 
tractor free of charge. 

Door and Sidelights in First Story Leading to Stairway: 

1. Are to be of metal together with the trim on both sides of the 
partition. 

2. The stiles and rails of doors are to be tinned as specified under 
“Carpentry.”” The glazed portion is to be fitted with hollow galvan- 
ized-iron sash divided into lights as shown. 

38. The sidelights are to be hollow galvanized-iron sash divided 
into lights as shown. 

4. The trim is to be of galvanized iron molded to detail. 

Interior Metal Sash: 

1. In addition to that above specified is to be installed where indicated 
of hollow galvanized iron divided into lights as shown; the frames for 
these windows are specified under ‘‘Steel and Iron Work.” 

Exterior Metal Sash: 
1. Is to be installed where indicated of hollow galvanized iron 
divided into lights as shown. 
Glazing of Metal Sash: 
1. Is to be done with wired glass + in. thick. 
Copper Ventilators: 
1. Are to be installed where indicated of the sizes shown. 
2. Are to be equipped with damper, controlling chains, etc., etc. 


ELEVATOR 
Drawings: é 
1. The drawings indicate general dimensions only, and all dimensions 
are to be verified at the building. 
2. The Contractor is to furnish all detail drawings required. 
Number, Type and Make: 
1. There is to be one, direct- connected, alternating current, electric 
freight elevator. 
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25 Vt ips. to, bevror 2) > visas, «oan eel Re ee ne 
Travel, Speed and Load: 

1. The travel is to be from the basement floor level to the third- 
floor level, about 32 ft., 6 in., the exact travel being determined at the 
building. 

2. The speed is to be 55 ft. per minute. 

3. The capacity at the above speed is to be about 3000 lb. exclusive 
of the car, but slight variations will be allowed to fit stock sizes, provided 
that said variations are approved by the Engineers before contract is 
signed, 

Car: 

1. The car is to be a standard freight platform, with heavy angle- 
iron frame and hardwood floor, thoroughly braced. 

2. The car is to be as large as the well size will permit, approximately 
5 ft. by 6 ft. | 

3. The side of the car adjacent to the weight guides is to be sheathed 
5 ft. high and strongly braced. 

Machine and Motor: 

1. Are to be installed at top of elevator well. 

2. Are to be supported on and bolted to I-beams provided and in- 
stalled by the Contractor, complete, with all bearing plates, holding 
down bolts, anchors, etc., required. 

3. Are to be of the latest and best pattern of the make selected. 

4. The motor is to be of alternating-current type, arranged for 550 
volts, three-phase, 60-cycle. 

5. The bearings are to be self-oiling. 

Sheaves and Sheave Beams: 

1. The sheaves are to be of cast iron, accurately turned and grooved, 
mounted on steel shafting turning in Babbitt boxes. 

2. The sheaves are to be supported on steel beams provided and put 
in place by the Contractor complete, with all bearing plates, holding 
down bolts, anchors, etc., required. 

3. All drilling, cutting, and patching in connection with setting of 
beams will be done as specified under “Concrete Work”’ upon demand 
of the sub-contractor for the elevator, but any cutting done by the sub- 
contractor for the elevator must be patched by him also. 

Counterweights: 

1. There are to be two counterweights, one for counterbalancing 
from the car itself, and one for counterbalancing from the drum. 

2. Both counterweights are to be of cast iron. 

Guides: 

1. Are to be of maple on hard pine posts, for both the car and the 
counterweights. 

2. Are to be strongly supported, all steel and iron work other than 
that specified above, under “Steel and Iron Work,” and all drilling and 
patching being included. 

Cables: 
1. Are to be best wire-hoisting cables of proper sizes. 


1 Not to be filled in until the contract is awarded. 
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Method of Control: 

1. The car is to be controlled by a steel wire shipping rope with ball 

stop at top and bottom of run, and with suitable lock. 
Safety Devices: 

1. The elevator is to be provided with (a) safety device for locking 
the car if it descends too fast; (b) slack safety device; (c) automatic 
stopping device for stopping the car at top and bottom of its travel. 

2. The elevator is to be equipped with safety brake, which is auto- 
matically set when the current is cut off by attendant or by operation 
of one of the safety devices. 

Gates: 

1. Each opening, of which there are seven, is to be equipped with 
semi-automatic gate. 

2. Each gate is to be double rail, strong and substantial, and is to 
operate smoothly and surely without binding or catching. 

3. Each gate is to be hung from both ends, and is to be rigid and so 
attached to its guides that it cannot be sprung from them. 

4. Counterweights are to have neat finished wood weight-boxes. 

Electric Lights and Wiring: 

1. (a) The elevator is to be provided with an electric-light fixture 
with heavy wire protecting guard, switch and wiring, and cable to out- 
let box at point half way up the well. 

(b) The outlet box in the well and the wiring as far as this box, will 
be provided under another contract. 

2. The Contractor is to provide lugs (of the proper size for receiving 
the service wires) on his controller to which electrical connection is to 
be made under another contract. 

Grafting: 

1. The contractor is to provide and erect complete over the elevator 
well an iron grating made of 14- by } in. bars, set on edge, 13 in. on centers, 
with separate bolts not more than 2 ft. apart, and with heavy channel- 
iron frames. 

2. In addition, the Contractor is to provide and erect a }-in. mesh 
galvanized-iron netting to prevent the possibility of tools or other 
objects falling through the grating and down the well. 

Painting: 

1. All structural steel and iron work, except the bearing surface 
of guides, etc., is to be given a priming coat before erection and three 
coats of lead and oil paint after erection, of color selected by the owner. 

Starting up and Testing: 

1. The contractor is to start up and put the elevator in proper 
operation. 

2. The contractor is to test the elevator for capacity, speed, proper 
operation, etc., complete, in the presence of the Owner and the Engineers. 

3. A suitable weighed load for testing will be provided by the Owner, 
but the Contractor is to load and unload the elevator car as may be 
required. 

Guarantee: 
1. The Contractor is to guarantee the elevator to be free from de- 
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fects in workmanship, material, or design for the service required, and 
is to guarantee to make good, free of charge, any such defects which may 
come to light within one year from the completion of this contract. 
Laws: : 
1. The Contractor is to fulfill all the laws, ordinances, and require- 
ments of state, city, insurance companies, etc. 
Time of Doing Work: 

1. All necessary measurements are to be taken at the building at the 
earliest possible moment, to which end the contractor for the building 
and the sub-contractor for the elevator are to co-operate. 

2. The elevator installation is then to be pushed to completion 
as rapidly as possible, so that it may be used by the Owner even before 
the contract for the building is entirely completed. 


PAINTING AND GLAZING 


Painting: 
Preparing Work and Puttying: 

1. All surfaces to be painted are to be properly cleaned and prepared 
for painting, the rust being removed from metal, and all surfaces being 
made smooth, the woodwork being sand-papered and all nail holes 
being properly puttied, the putty being colored with paint of the same 
color as the finish coat is to be. 

Lead and Oil Paint: 
1. Is to be made of pure new lead and best American linseed oil. 
Colors: 

1. Are to be subject to the approval of the Engineers, different 
shades being used on walls above and below chair rails, etc. 

2. Samples of the various colors and shades are to be submitted to 
the Engineers for approval before the painting is done, and all colors 
and shades finally used are to be in accordance with the approved 
samples. 

Priming: 

1. The priming of steel and iron work is specified under the heading 
“Steel and Iron Work.” 

2. All window and door frames are to be thoroughly primed in the 
shop before being shipped to the building. 

3. All exterior woodwork to be painted is to be given one priming 
coat before or immediately after erection, special care being taken that 
all surfaces adjacent to or set in masonry are primed before erection. 

Exterior Painting: 

1. Three coats of lead and oil paint, in addition to the priming coat, 
are to be applied to (a) all exposed exterior woodwork, including doors 
and frames, window sash and frames, flag-pole, etc.: (c) all metal-cov- 
ered window and door frames, sash, etc. 

Interior Painting: : 

1. Three coats of lead and oil paint are to be applied to (a) all ex- 
posed interior steel and iron work, including iron stairs and ladders 
and supports, steel framing, railings, elevator sheave beams and plates, 
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tinned doors, frames, gratings over elevator wells, elevator machines 
and motor, rolling steel doors and supports, casings, pipe sleeves and 
plates, not N. P.; (b) all exposed interior woodwork, except hardwood, 
including windows, frames, sash, pine plumbing tanks, backboards, 
etc.; (c) all metal and metal-covered window and door frames, sash, 
etc.; (d) all supports for w. c. partitions and for wooden sinks all iron 
sinks, angles on wooden sinks. 

2. All buried plumbing piping is to be given one coat of black asphal- 
tum. 

3. (a) All concrete and plaster walls, columns, piers, partitions, etc., 
in the vestibule, hall, private offices, reception room, entry, and office 
toilet room on the first floor are to be given one coat of a cement coat- 
ing approved by the Engineers, followed by one coat of the corre- 
sponding enamel or gloss coating, different colors being used, and above 
the chair rail, where there is one, and all colors being approved by the 
Engineers from samples submitted. 

(b) The ceilings of the above rooms are to be tinted one coat. 

4. (a) All other concrete and plaster walls, columns, piers, partitions, 
etc., except in the basement, are to be given one coat of approved cement 
coating, followed by one coat of corresponding enamel or gloss coating, 
up to a height 5 ft. 6 in. from the floor level, and onecoat of cold water 
paint, sprayed on, above. 

(b) All other concrete and plaster ceilings, girders, beams, etc., 
except in the basement, are to be given one coat of cold water paint, 
sprayed on. 

5. (a) The walls, columns, piers, and partitions in the cleaning room 
in the basement are to be painted above the tiles, as specified for the 
walls in the offices. 

(b) The ceiling girders, etc., in the cleaning room are to be given 
one coat of cold water paint. 

Bronzing: 

1. All exposed water, soil, vent, rain water and gas piping, except 
brass piping, is to be given two coats of bronze, different colors being 
used for different kinds of piping, as directed by the Engineers. 

Lettering: 

1. Each toilet room and locker room is to be nicely lettered, with 
letters 14 in. high, indicating name and use of room. 

2. Each-door opening on to elevator well is to be marked with letters 

din. high “ELEVATOR.” 

8. All wording is to be approved by the owner. 

4, All lettering is to be done by experienced sign painters, with type 
of paint and color best suited to the requirements in each case. 

Finish: 

1. One coat of oil followed by one coat of spar varnish is to be applied 
to (a) all sheathing partitions and water closet doors, (b) all hard- 
wood trim and finish, except where otherwise specified below, (c) hard- 
wood doors, (d) elevator gates. 

2. One coat of oil is to be applied to all pulley stiles. 

3. All hardwood finish, doors, etc., in vestibule, hall, private office, 
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reception room, entry and office toilet room, and the railing and shelf 
and gate at office entrance are to be finished with one coat of stain 
followed by one coat of shellac rubbed. down, followed by one coat of 
shellac and wax rubbed down. 

Glazing: 

1. Plate glass is to be used for glazing the front entrance transom 
and doors, and doors and windows in “‘screen’’ between vestibule and 
hall. 

2. Best quality factory ribbed glass is to be used for (a) all interior 
glazing except certain individual lights which are to be clear glass, such 
as between private office and main office on first floor, etc., the exact 
lights being selected at the building and except where wired glass is 
indicated. 

(b) All lower sash in windows in toilet rooms and wash rooms. 

3. Wired glass for interior glazing and for exterior glazing is included 
under ‘‘Carpentry’’ and under “‘ Roofing and Sheet Metal Work.” 

4, All other glazing is to be done with double thick, first quality, 
American glass. 

5. All glazing is to be repaired at the completion of the building. 


SECTION 2 
CONSTRUCTION 


CHAPTER XVIII 
MATERIALS 


78. Cement.—Portland cement only should be used in rein- 
forced-concrete construction. Natural and slag cements are 
available for construction purposes, but are unsuitable for use 
except in unexposed structures where mass and weight rather 
than strength are essential features. In reinforced work proper 
or in structures exposed to the action of the elements, Portland 
cement should invariably be employed because of its uniform 
quality and the high strength which it rapidly acquires. 

Portland cement is made by artificially mixing lime and clay 
in proper proportions, heating the mixture to the point of fusion, 
and then finely pulverizing the clinker. The materials from 
which Portland cement is manufactured vary with the locality, 
but Portland cement can be made anywhere by burning and 
grinding a proper mixture of carbonate of lime and a suitable 
clay. 

The basic elements of Portland cement are silica, alumina, and 
lime. Ingredients such as iron, magnesia, alkalies, sulphuric 
acid, carbonic acid, and water also occur in varying quantities 
replacing some of the basic elements. The constituents should 
approximate the following limits: 
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The essentials of Portland cement—namely: silica, alumina, 
and lime—are obtained from six different sources. 
35 467 
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(1) Cement rock and limestone. 

(2) Limestone and clay. 

(3) Marl and clay. 

(4) Chalk and clay. 

(5) Blast-furnace slag and limestone. 
(6) Alkali waste and clay. 

Cement rock (argillaceous limestone, low in magnesia) and 
limestone are chiefly used in the Lehigh district and constitute 
the raw materials used for about two-thirds of the Portland 
cement manufactured in the United States. 

In order to insure a satisfactory and uniform grade of cement, 
shipments should be tested according to rules laid down by the 
American Society of Civil Engineers and the results should 
conform to the requirements of the standard specifications pre- 
pared by the American Society for Testing Materials (Appendix, 
Section H). Copies of these publications may be obtained from 
the societies named. ue 

Results of tests depend iargely upon the method of testing and 
hence it is important that definite and uniform methods be em- 
ployed. The kinds of tests usually made are as follows: (1) 
specific gravity; (2) fineness; (3) time of setting; (4) tensile 
strength of neat cement and of sand mortar; (5) soundness, or 
constancy of volume. A chemical analysis is also desirable on 
large work. The tests for soundness and strength are called 
primary tests, while the other tests are called secondary since 
they give only additional information which is of little value in 
itself. 

Cement testing is a difficult process and should be entrusted 
only to experienced, well-qualified men. It is a well-known fact 
that the personal factor has considerable to do with the results 
obtained in cement testing and, on this account, there is a vast . 
amount of dissatisfaction with the methods specified at the pres- 
ent time. Moreover, results by utterly untrained or careless 
operators are really worse than nothing and may be positively 
misleading. The comparative results by any one experienced 
observer, however, are generally consistent. and are of value. 
From the above it should be recognized that, if cement tests are 
made, it is worth while to have them made well, even at a pos- 
sible increase of expense. 

The cement used in testing should be representative. Gener- 
ally 1 bag in every 40 is sampled, or, in case of delivery in bar- 
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rels, 1 barrel out of every 10. These small samples are usually 
mixed together to make an average sample. The whole is then 
taken to the testing laboratory, and there submitted to the stand- 
ard tests. Usually 8 or 10 1b. of cement is taken from each car 
load for testing purposes. An average sample of a package may 
be obtained by means of a sampling auger (such as is used by 
butter or sugar inspectors) inserting it from top to center in bags, 
and from side to center in barrels. When sampling from barrels, 
a hole is made for the purpose in the center of one of the barrel 
staves midway between the heads. 

_ Adulterations in Portland cement have generally been looked 
upon as detrimental to its quality, and the cement. specifications 
in common use are of a character to exclude any grinding in of 
cheap material after calcination. Recent investigations have 
shown, however, that some forms of adulteration are possible 
without injury to the cement and in many cases may produce 
a decided improvement in every desired quality. The question 
at once arises—why should not specifications for Portland cement 
be changed so as to admit of such a practice, thus materially re- 
ducing the cost? The principal reason lies in the fact that with 
what is known at the present time, specifications permitting 
adulteration would be difficult to enforce and the results obtained 
with adulterated material would be uncertain. The specific 
gravity test of cement is mainly for the purpose of detecting 
adulteration such as clay, slaked lime, sand, ashes, natural ce- 
ment, or products of natural rock-like ragstone or tufa. The 
specific gravity test, however, should be taken only as indica- 
tive and should be verified by other tests before rejecting a 
material which does not come up to standard. Chemical analy- 
sis serves as a valuable means of detecting adulteration, and 
also shows whether those elements believed to be harmful are 
present in too large quantities. 

It is well known that fine grinding has a very great influence 
on the properties of the cement. The finer the grinding, the bet- 
ter the quality, since fine particles will more easily cover the sand 
grains, making mortar much stronger and allowing the use of a 
larger percentage of sand. A Portland cement of good quality 
should be fine enough to pass at least 92 per cent by weight 
through a No. 100 sieve and 75 per cent through a No. 200 sieve. 

The time of setting of a cement may vary within wide limits 
and is no criterion of the quality, but it is important in the fact 
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that it indicates whether or not it can be used advantageously 
in ordinary construction. A cement may set so quickly that it 
is worthless for use as a building material (since handling cement 
after it commences to set weakens it and causes it to disintegrate), 
or it may set so slowly that it will greatly delay the progress of 
the work. Long-standing cements absorb moisture from the 
air and lose their hydraulic property. A moderate amount of 
seasoning in weather-tight sheds, however, is often helpful to 
secure good results. Fresh cement contains small amounts of 
free or loosely combined lime which does not slake freely like 
ordinary lime and causes expansion, endangering the structure in 
which it is used in this condition. During the time of seasoning 
the free lime is changed to carbonate of lime and in this state the 
cement does not swell. Usually cement is seasoned at the mills 
before shipping, but, with the best mills, the stock house may run 
so low in periods of rush that a chance will be taken on fresh 
material. Well-seasoned cement is generally lumpy, but the 
lumps are easily broken up. If, however, the cement has been 
subjected to excessive dampness, or has been wet, lumps will be 
formed which are hard and difficult to crush. Aside from the 
consideration of age, the conditions which accelerate the setting 
are: finely ground and lightly burned material, dry atmosphere, 
small amount of water used in gaging, and high temperature of 
both water and air. 

There are two distinct stages in setting: (1) the initial set; 
and (2) the hard set. The best cements should be slow in 
taking the initial set but after that should harden rapidly. 
Portland cement should acquire the initial set in not less than 
30 minutes, and hard set in not less than one hour nor more 
than 10 hours. 

The object of testing cement in tension is to obtain some 
measure of the strength of the material in actual construction. 
In other words, tests of tensile strength are made primarily to 
determine whether the ingredients of the cement and the process 
of its manufacture are such that a continued and uniform harden- 
ing may be expected in the work, and whether it will have such 
strength when placed in mortar or concrete that it can be 
depended upon to withstand the strain placed upon it. 

The small shapes made for testing are called briquettes and have 
& minimum cross-sectional area of 1 sq. in., that is, at the place 
where they will break when tested. Tests are made with bri- 
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quettes of neat cement and also with briquettes made of cement 
mortar (one part cement, three parts standard sand from 
Ottawa, Illinois). The neat cement tests measure directly its 
quality while the mortar tests are more nearly a true measure 
of its behavior under actual conditions. 

It is customary to store the briquettes, immediately after mak- 
ing, ina damp atmosphere for 24 hours. They are then immersed 
in water until they are tested. This is done to secure uniformity 
of setting, and to prevent the drying out too quickly of the 
cement, thereby preventing shrinkage cracks which greatly 
reduce the strength. 

Specifications for tensile strength of cement usually stipulate 
that the material must pass a minimum strength requirement at 
7 and 28 days. This is required in order to determine the gain 
in strength between different dates of testing so that some idea 
may be obtained of the ultimate strength which the cement will 
obtain. A first-class eement, when tested, should give the values 
for tensile strength stated in the specifications of the American 
Society for Testing Materials. 

W. Purves Taylor in “Practical Cement Testing” gives. the 
following rules for accepting or rejecting material on the results 
of tensile tests: 

“At 7 days: Reject on decidedly low sand strength. Hold for 28 
days on low or excessively high neat strength, or a sand strength barely 
failing to pass requirements. 

“At 28 days: Reject on failure in either neat or sand strengths. 
Reject on retrogression in sand strength, even if passing the 28-day 
requirements. 

“Reject on retrogression in neat strength, if there is any other 
indication of poor quality, or if the 7-day test is low; otherwise accept. 

“‘ Accept if failing slightly in either neat or sand at 7 days and passing 
at 28 days.” 

It must be remembered that the sand test is the true criterion 
of strength, and no cement failing to pass this test should be 
accepted, even though the neat tests are satisfactory. 

A cement to be of value must be perfectly sound; that is, it 
must remain constant in volume and not swell, disintegrate, or 
crumble. Excess of free or loosely combined lime which has not 
become sufficiently hydrated, excess of magnesia and alkalies, 
and coarse grinding, are all causes of unsoundness. Tests for 
soundness are among the most important to be made upon 
cements and should extend over considerable time to fully develop 
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possible inherent defects. The usual way is to form small pats 
of neat cement about 3 in. in diameter, + in. thick at the center, 
and tapering toa thin edge. These pats should remain a definite 
time: (1) in air; (2) in water; and (3) in an atmosphere of steam 
above boiling water. To pass the soundness tests satisfactorily, 
the pats should remain firm and hard, and show no signs of crack- 
ing, distortion, or disintegration. The steam tests are what are 
called accelerated tests and are for the purpose of developing in 
a short tine (five hours) those qualities which tend to destroy 
the strength and durability of a cement. In the present state of 
our knowledge it cannot be said that cement should necessarily 
be condemned simply for failure to pass the accelerated tests; 
nor can a cement be considered entirely satisfactory simply 
because it has passed these tests. The air and water tests are 
called normal tests and extend over a period of 28 days. 

Full specifications similar to those of the American Society 
for Testing Materials are advisable for important work whether 
large or small. When purchasing by such.specifications it may 
often be unnecessary actually to test the cement except for set, 
soundness and fineness, but the full specifications are recom- 
mended so that, if the cement does not work satisfactorily, it may 
be more carefully examined and unused portions rejected. Some 
large purchasers have apparatus for making complete cement 
tests in the field, but it is customary to have the tests made at 
some testing laboratory. In unimportant construction it is 
usually safe to use a first-class American Portland cement without 
testing. 

Cement should be stored within a tight, weather-proof building, 
at least 8 in. away from the ground and an equal distance from any 
wall, so that free circulation of air may be obtained. In case the 
floor of the building is laid directly above the ground, it would 
be well to give the cement an additional 8-in. elevation by means 
of a false floor, so as to insure ventilation underneath. The 
cement should be stored in such @ manner as to permit easy 
access for proper inspection and identification of each shipment. 
A period of at least 12 days should be allowed by the contractor 
for the inspection and necessary tests. 

Where cement in bags is stored in high piles for long periods, 
there is often a slight tendency in the lower layers to harden, 
caused by the pressure above; this is known as warehouse set. 
Cement in this condition is in every way fit for service and can 
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be re-conditioned by letting each sack drop on a solid surface 
before using the cement contained. 

Cement may be obtained in cloth or paper bags, in bulk, and 
in barrels. Cloth bags are the containers most generally used 
since manufacturers will accept the empty bags if returned in 
good condition. The consumer, however, must prepay the freight 
when returning the empty bags to the mill. The cloth bag will 
stand transportation, and its size and shape make it convenient 
to handle. If properly cared for, it may be used over and over 
again. The following is quoted from Concrete-Cement Age, May, 
1913: 


““Wooden barrels are out of the question because of increased cost 
of packing the cement into them; the large initial cost of the barrel 
itself (35 cents to 40 cents each); the inconvenience in handling a 
package weighing 400 lb., especially on large work; the increased cost 
represented by freight on weight of each barrel (approximately 25 lb.); 
and the increased cost of the cement to the dealer and the user because 
the barrel cannot be returned. It will be seen, therefore, that the use 
of the wooden barrel would entail a direct additional tax on the dealer 
or the user—all items considered—of approximately 40 cents per 
barrel. 

“Paper bags are used to a limited extent. They cost the manufac- 
turer 10 cents per barrel (4 bags to a barrel), and the additional burden 
to the dealer and the user is represented by this 10 cents per barrel, 
plus the loss resulting from breakage in transportation and handling, 
which is large (probably 5 cents per barrel), and very annoying. The 
shippers will not be responsible for damage to paper bags and, on the 
whole, paper bags which cannot be saved or returned impose an 
additional and wholly unnecessary burden of approximately 15 cents 
per barrel—all items considered—on the ultimate consumer. 

“Tf a cloth cement sack can be used eight times—as it may be if 
properly cared for and returned promptly when empty—the loss or 
burden imposed upon the ultimate consumer from the use of cloth 
sacks is 5 cents per barrel only, which is only 3 the burden imposed 
by the use of paper bags, and § the burden imposed by the use of 
wooden barrels. 

“Cloth sacks, cheaper than those now used for carrying cement, are 
out of the question, because they are too frail and weak to stand trans- 
portation and protect the heavy weight of cement.” 

Within the past year or two considerable cement has been 
shipped in bulk to cement-product factories and to construction 
jobs adjacent to railroad tracks. Much economy has resulted 
from the saving in labor, and from the elimination of package 
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losses and expense. There seems to be no difficulty in shipping 
bulk cement in tight box cars and this method will undoubtedly 
become more popular in the near future. 

79. Aggregates.—It is important that great care be exercised 
in the selection of the aggregates for concrete—and this applies 
most particularly to the fine aggregate orsand. (See Appendix, 
Section B.) 

The two most essential qualities to consider in sand are clean- 
ness (that is, freedom from impurities) and the size of grain, or 
granulometric composition. The testing of the sand, by deter- 
mining the tensile strength of mortar made from it, is the 
simplest way of proving its quality but this test should be sup- 
plemented by a sieve analysis, as explained in Art. 3 of Volume I. 

The methods of tests for concrete materials are fully described 
in the Report of Committee on Specifications and Methods of 
Tests for Concrete Materials, National Association of Cement 
Users, presented at the Annual Convention at Pittsburgh, Pa., 
Dec. 10 to 14, 1912. This report which foNows is very instructive 
and should be carefully studied. 


The present report emphasizes the necessity for more rigid require- 
ments for the acceptance of concrete materials and for routine tests of 
the materials and the concrete. 


TESTS OF CONCRETE 


Tests of the individual materials are not sufficient for determining 
the quality of the concrete made from them. A certain sand may 
give satisfactory results with one brand of cement and prove a failure 
with another. A sand of a certain granulometric composition may 
require an entirely different proportioning with one coarse aggregate 
than with another or may be unsuited for use with it because of the 
sizes of the grains. 

The Committee recommends that for all important structures, 
such as dams, conduits, and buildings, specimens of concrete be made 
up in advance of the actual work from materials which it is proposed 
to use in the work. These specimens should be made under laboratory 
conditions so as to obtain uniformity in mixing and storage, and with 
the same consistency which is to be used in the proposed structure. 
The specimens should be stored in moist atmosphere and compressive 
tests made at the age of 28 days and also at other periods if practicable. 
The final selection of the materials and the proportions to be adopted 
should be governed by the results of these tests. 
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The tests now in progress in different laboratories under the auspices 
of the Committee are expected to furnish data from which definite 
recommendations may be made as to the size and shape of the specimen. 
The Joint Committee on Concrete and Reinforced Concrete recommend 
cylinders 8 in. diameter by 16 in. high. Where it is impracticable 
to adopt this size, a 6-in. cube or a cylinder 6 in. diameter and 6 in. 
high is tentatively suggested for use with aggregates under 12 in. in 
size. It must be borne in mind that specimens of this shape may give 
from 10 to 20 per cent hiyher strength than the same materials made 
into oblong cylinders or prisms. 

Layout of Concrete Tests——In order to obtain well-defined informa- 
tion with reference to the effect of different shapes and sizes of speci- 
mens and different mixtures, the Committee has laid out in very full 
detail a number of series of tests. These specifications have been 
sent to various laboratories throughout the country and accepted by 
them as a part of their routine tests for the coming year. The results 
of these tests will be presented in the next report of this Committee. 


TESTS OF CONCRETE MATERIALS 


Tests of materials for use in mortar or concrete may be divided 
into two general classes: 

(1) Tests for acceptance. 

(2) Tests for quality. 

These two divisions frequently merge into each other because in 
many cases the special characteristics of a sand may render it unfit 
for certain work, although it may satisfactorily pass a standard test 
for acceptance. 

The most important questions to be asked in regard to a material 
are: (a) Can it be used? (6) In what proportions must it be mixed 
with the other materials to produce the required qualities in mortar 
or concrete? (c) Can another material of the same class be substituted 
with greater economy? 

For small structures and, in fact, frequently for larger ones where 
the sources of supply are limited, the all important question is a com- 
bination of the first two, namely, can a certain material—and this 
applies most frequently to the fine aggregate or sand—be used, and 
in what proportions to give the desired quality of concrete or mortar? 
For structures where the volume of the concrete is large so that the - 
economy of the proportioning is paramount, or for small structures 
subjected to special conditions—such as the effect of sea water—the 
cement and aggregates should be thoroughly studied also and special 
tests made to determine the most economical or the qualifications for 


the work proposed. 
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Taking the matter of the selection of sand alone, an illustration 
of the poor quality that is frequently used in practice is found in the 
tests in the laboratory of one of the members of the Committee. Out 
of 37 samples of sand from different parts of the country made into 
1:3 mortar, 12 were equal to or greater in strength than similar mortar 
of standard Ottawa sand; 5 were between 90 and 100 per cent of stan- 
dard sand; 6 were between 80 and 90 per cent; 4 were between 70 
and 80 per cent; 6 were between 60 and 70 per cent; 1 between 50 and 
60 per cent; 2 between 40 and 50 per cent; and 1 between 30 and 40 
per cent. Such results as these indicate the absolute necessity for 
always testing sand that is used in concrete. For large and important 
structures, such as dams, tunnels, aqueducts, buildings, and other 
reinforced concrete work, not only preliminary tests should be made 
but frequent tests at stated intervals to avoid the danger of inequalities 
in the supply. 


TESTS OF MATERIALS FOR ACCEPTANCE 


The cement shall meet the requirements of the Standard Specifica- 
tions for Portland Cement of the American Society for Testing Materials 
and adopted by this Association. 


Fine AGGREGATE 


Sand or other fine aggregate should always be tested. In ordinary 
cases where special characteristics are not required, the test for accept- 
ance is the determination of the strength of mortar made up with 
the cement and fine aggregate to be used on the work in comparison 
with the strength of identical specimens made with standard sand. 
The results of this test also are an aid to the selection of the proportions 
which should be adopted. 

Compression tests of mortar are the most reliable, but tensile tests 
may be employed when a compression machine is not available. 

Selection of Sample-—Take an average sample aggregating 20 lb. 
Ship in strong box or bag or barrel, so that laboratory will receive 
material in its natural condition. Ship in a separate package from 
the cement. 

Quartering.—Unless grains are of uniform size, separate from the 
large sample the quantity required for the test by. quartering or other 
similar means. 

Making Specimens—Mold a large enough quantity so that there 
will be at least four specimens each to test at 72 hours, 7 days, and 
28 days, in proportions 1 part cement to 3 parts sand by dry weight. 
Bank sand should not be dried, since drying may affect the quality, 
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but the percentage of moisture should be determined by test on another 
sample, and corrected for in making the weights. The consistency 
should be the same as that required for standard sand mortar. From 
10 to 40 per cent more water may be required for bank sands or arti- 
ficial aggregates than for standard Ottawa sand to produce the same 
consistency. 

Similar specimens of the same cement mixed at the same time under 
the same conditions should be made with standard Ottawa sand in 
the same proportions. 

All temperatures of mixing and storage should be maintained at 
70° F. During the first 24 hours the specimens should be stored in 
moist air and the remainder of the period in water. 

The 72-hour test is the most severe and sand failing to attain the 
requirement at this age frequently reaches it at 7 or 28 days and can 
be accepted. If, however, the 72-hour briquets break in the clips of 
the machine or if the specimens at this age show very low strength, 
say 25 per cent, or below, of the strength of standard sand mortar, 
the sand should be considered dangerous to use on any important work 
of construction. 

Requirements for Strength—The aim in concrete construction should 
be to obtain a sand which produces a 1:3 mortar equal in strength 
to a similar mortar of standard Ottawa sand. Sands producing 
mortars having a strength of less than 70 per cent of standard sand 
mortar should be rejected. 

Between these two limits the variations in strength should be taken 
into account in fixing the proportions of the mortar or concrete. 

Other Tests——For work requiring special characteristics, the fine 
aggregate must be accepted not merely on passing the tests for strength, 
but other tests, such as the test for permeability, the effect of different 
brands of cement, the effect of frost action and the effect of fire. Char- 
acteristics of yield, density, chemical composition, granulometric com- 
position, and amount of organic matter, are frequently required. 


CoARSsE AGGREGATES 


It is recommended that the quality of the coarse aggregate be de- 
termined from the preliminary tests of concrete made with the materials 
and in the proportions designed to be used in the work. Government 
tests made at the Structural Materials Laboratory in St. Louis under 
the direction of Mr. Richard L. Humphrey, clearly show that the 
hardness of the particles of coarse aggregate appreciably affect the 
strength of the aggregate, so that greater stresses may be used in 
concrete when the stone is hard than when it is soft. In certain cases 
the chemical composition of the coarse aggregate may affect the strength 
and durability of the concrete. 
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TESTS FOR QUALITY OF FINE AGGREGATE 


In addition to the tests for acceptance which have been discussed 
in the preceding paragraphs, many aggregates require special tests. 
Furthermore, various laboratories have adopted different classes of 
tests to use with aggregates which come to them for examination. 
This can be discussed best by a consideration of the practice in different 
laboratories. 

During the past year this committee has been in communication 
with all of the laboratories of which they were able to learn, in an 
effort to gather as complete data as possible relative to the various 
tests for a sand now in use. Each laboratory was requested to furnish 
a complete description of their methods of testing sands—in most 
cases such descriptions were freely furnished. In all, 28 laboratories 
were communicated with and replies were received from 24; of these, 
15 gave more or less complete descriptions of their tests. 

The data in these replies were tabulated and listed and gave some 
very interesting information. It was found that some 26 different 
steps are taken in these laboratories for the determination of the 
suitability of a sand for use in concrete or mortar. 

Listed and briefly described, these steps are as follows: 

1. Examination of Deposit to determine its uniformity, stratification, 
extent, overburden, methods of stripping, handling, screening, washing, 
etc. 

2. Preparation of Sample to eliminate stones, water, silt, and to 
insure its being representative of the bank or the quantity from which 
it was taken. 

3. Tensile Test of Mortar to determine the strength of known mixtures 
of the sand and Portland cement at various ages and to compare this 
strength with that of standard Ottawa sand. 

4. Compressive Test of Mortar to determine the strength of known 
mixtures of the sand and Portland cement at various ages and to ascer- 
tain what mixture is necessary to produce a required strength, or 
impermeability. 

5. Compressive Test of Concrete to determine the strength of known 
mixtures of the sand and a coarse aggregate and Portland cement 
at various ages and to ascertain what mixture is necessary to produce 
a required strength or impermeability, In the case of bank gravel 
or crushed stone which is not to be screened and reproportioned this 
test is used instead of No. 4 above. 

6. Percentage of Moisture is determined in oats to allow for the water 
contained in the sand in proportioning mixtures, computing freight 
rates, etc. 

7. Percentage of Voids is determined: 

(a) By determining the specific gravity of the solid particles and 
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weighing a known volume of the sand and computing therefrom the 
percentage of voids. 

(b) By filling the voids in a known volume of sand with a measured 
amount of a liquid. 

8. Yield, or Volume of Mixtures is determined by adding a known 
quantity of cement to a known quantity of the sand, wetting the 
mixture and noting the increase in the volume of the sand. This 
is repeated with various proportions of cement and sand to ascertain 
the amount of cement required to fill the voids in the sand. 

9. Density of Mortar and Concrete is determined for various mixtures 
of cement and sand and of cement, sand, and stone to ascertain that 
mixture which gives a material of the greatest weight per unit of 
volume. 

10. Specific Gravity of Solid Particles is determined by three different 
methods: 

(a) By the specific gravity apparatus such as the Jackson flask. 

(b) By pouring a known weight of sand into a known volume of 
water and noting increase of volume of liquid. 

(c) For coarse aggregate by suspending pieces by a thread on chemical 
scales and noting weight in air and weight when hanging in a jar of 
water. 

11. Specific Gravity of Sand including voids is determined by weighing 
a known volume of the sand exclusive of moisture and computing the 
specific gravity from the known weight of the same volume of water. 
Having determined the specific gravity of the solid particles (Test 10) 
and also that of the sand (including voids) the per cent of voids in the 
sand may be calculated. 

12. Weight per Cubic Foot is determined by weighing a known volume 
of the sand. This test is very closely related to Test 11. 

13. Granulometric Analysis or Mechanical Analysis is made by 
passing a known weight of the sand through a series of sieves of various 
sizes and noting the amount retained on each sieve and the amount 
passing the finest one. This test shows the distribution of the particles 
from fine to coarse. 

14. Uniformity Coefficient is determined from a curve plotted from 
the granulometric analysis by dividing the diameter of the particles 
at the point where the curve crosses the 60 per cent ordinate by the 
diameter of the particles at the point where the curve crosses the 10 
per cent ordinate. 

15. Wet Screening of a sand on the 100- and 200-mesh sieves shows 
the amount of fine material which can be washed from the sand and 
which in the case of dry screening in Test 13 often adheres to the 
larger particles and so leads to uncertain results. 

1 This method as usually practiced is very inexact on account of the air 
entrained. 
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16. Silt Suspended in Water is determined by agitating a quantity 
of the sand with a large excess of water in a tall cylindrical glass vessel 
and noting the amount of silt which becomes suspended in the water 
and later settles down on the top of the sand. 

17. Silt Washed Out is found by agitating a known quantity of the 
sand in water, allowing the coarse particles to settle and decanting or 
syphoning off the muddy water from the top. This operation is 
repeated until clear water is obtained. The amount of silt washed 
out is determined after evaporating the water. 

18. Loss on Ignition is determined by heating to a red heat a weighed 
quantity of the dried sand and again weighing after cooling. This 
test is best performed only on the silt washed from a quantity of sand 
as the silt usually contains the injurious organic constituents of the 
sand. 

19. Organic Matter is sometimes determined after the methods 
employed by the agricultural chemists. 

20. Chemical Analysis is made to determine the character of the 
sand grains. Only a few of the most common rock constituents are 
usually determined quantitatively, for the purpose of judging of the 
strength and durability of concrete made from the sand. A high silica 
content is usually desired. 

21. Microscopical Examination is made to ascertain the approximate 
size of the grains, their shape, character of surface and to detect the 
pressure of objectionable material or foreign matter such as mica or 
small roots or a coating on the grains. 

22. Absorption of Mortar and Concrete made from the sand mixed 
in varying proportions with cement or cement and stone is determined 
to ascertain its suitability and the proper proportions for the produc- 
tion of a product having a minimum of absorption. 

23. Permeability of Mortar and Concrete made from the sand is some- 
times determined for various proportions of the constituents in order 
to determine mixtures for the production of an impermeable mortar 
or concrete. 

24. Effect of Different Cements on some sands is quite variable and 
tests are sometimes made to determine with which of several available 
cements the sand will give best results. 

25. Freezing during the setting time has a more injurious effect 
on mortar and concrete made with some sands than those made by 
others and tests are made to determine the extent to which the sand 
is affected by freezing. 

26. Fire has a more disastrous effect on some sands when used in 
mortar or concrete than it has upon others and a heat test is made to 
show the ability of the sand to resist fire. 
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NoumsBer or Lasoratories Usine Eacu Test 


Number of 
Test laboratories 
PV MOXAMINAOMsOl CEpOsltceen sree ces aad. sa 4 
Ae LTEDaTAlOnOL sAluplo ate eae eet 8 
3. Lénsilettest' of mortars. 2.2200, May 2: 15 
4. Compressive test of mortar................. uf 
5. Compressive test of concrete................ 5 
Gryr ericent Ol moistureaca wane 4.1. etna 7 
Emel CON OLnV OU Stn ey terete een op cep eee 15 
8. Yield or volume of mixture... ...7....2..-. 3 
9. Density of mortar and concrete............. 2 
10. Specific gravity of solid particles............ 4 
EV OOpeciicnpravityvs Ol, Sanden, . eh veces 5 
12. Weight-percubletO0b. .ac.s. <. 2 ae wae ne Re 
13. Granulometric analysis..................... 16 
i4> Uniformity ‘coetiicient.......-2..4.-.5.0.0 0: 4 
SW etiscreeningee ns: 16s Wek SEE, Pere tae SENG 1 
LGeSiltrsuspendediin, water...) asi. con oe en os 4 
WM EUOL GAS NGONO Ub emers eicpa satus vei pene renee 8 
i SeMUOOSSLOUSIETINUIO Wty croneweeee og ewe areas hee ae eke 5 
19. Organic matter by agricultural methods...... 1 
202 Chemicalanalysise >). ene ce te eee 5 
21. Microscopical examination.:...........0.... 5 
Za PAD SOL LO tie twas sha trans a NWer Seok seals, cpap cay be 1 
2 Semele eVINEA oll Gyn mise eae gAls ape ora eae Sa suabe. Sie gs ey 3 
24. Effect of different cements.................. Zz 
eR COZIILO etter cet ee Chat el eco re. ee tunis 1 
POULIN OMI: Sree Neer eRe aotedisunscel od oeee nucle 1 


No doubt other tests of fine aggregate are in use which have not 
come to the notice of the Committee, but the very large range and lack 
of uniformity is illustrated by the outline given. No two of the labora- 
tories used the same tests, and scarcely two of them carry out their 
tests in exactly the same manner, so that at present it is difficult or 
impossible to accurately compare the results obtained in one laboratory 
with those obtained in another. 

Examination of the list shows that the popular tests for sand at 
the present time are granulometric analysis, tensile tests of mortar, 
and percentage of voids. Of these only one, the tensile test of mortar, 
belongs properly in the classification of tests for acceptance as discussed 
in preceding paragraphs of the report. 

The problem before the engineer who is interested in proper methods 
of testing materials is to select and standardize such tests as will give 
the necessary data which will determine whether or not the sand is 
suitable for a particular use and, if suitable, in what proportions it 
should be used to produce desired qualities in the resulting mortar or 
concrete. 
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Impurities in sand and stone may usually be removed by wash- 
ing. The washing for small jobs may be done in almost any type 
of batch concrete mixer by simply removing the mixer and letting 
the hose play inside without stopping. When the mixer over- 
flows, the water will carry off the foreign matter. For larger 
jobs, however, the most satisfactory plan is to wash the materials 
down a trough over screens, or against and through screens in- 
clined in the opposite direction from the trough. Screens with 
round-punched holes are better for this purpose than wire mesh. 

80. Metal Reinforcement.—The requirements and tests for 
steel are fully explained in Chapter II of Volume I and in Sections 
B and H of the Appendix. Types of reinforcement have been 
described in Chapter V. 


CHAPTER XIX 
FORMS! 


The cost of forms constitutes a large item of expense in the 
building of reinforced-concrete structures and this cost varies to a 
considerable extent with the kind of form construction adopted. — 
Form work, of course, should in every case leave the finished con- 
crete true to line and surface, but even with this to be accomplished 
a great deal can be done in so designing forms and in so planning 
the detailed methods of their construction that erection and re- 
moval will be greatly facilitated without undue waste of lumber. 
As a general rule, the most important consideration is that of 
ease in form removal as great economy may be effected by using 
form units over and over again with a minimum of repairs. 

81. General Requirements.—In order to obtain satisfactory 
concrete work the forms should be durable and rigid, and should 
be so well braced that bulging or twisting cannot occur. The 
joints, also, should be made tight enough to prevent any material 
leakage of the liquid mass, as such leakage mars the appearance 
of the finished work. 

Forms should have sufficient strength to properly support the 
loads which they are called upon to carry. Horizontal members, 
such as floor sheathing and supporting joists, should be able to 
support the weight of the concrete and the construction load. 
Vertical members, such as wall sheathing and supporting studs, 
should be designed to resist the hydrostatic pressure of wet 
concrete. 

The importance of giving careful attention to the many details 
in form design and construction so as to permit easy removal of 
forms has already been pointed out. Simplicity and symmetry 
in form work, however, should also be given consideration. 
Where possible, uniform story heights should be selected in order 
to prevent continual remaking of column forms, and frequent 
changes in column sizes should be avoided (at least in the case 


1 An excellent treatment of form design, together with costs of form construction, may be 
found in the book entitled ‘‘Concrete Costs” by Frederick W. Taylor and Sanford E, 


Thompson. 
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of light-floor construction), not only on account of the column 
forms themselves, but on account of the beam and girder forms 
which frame into them. Also, where it is feasible, beam sizes 
should be so chosen that local standard widths of lumber may be 
employed without splitting; and, at the same time, the sizes and 
spacing of the beams should be made so uniform that the con- 
tractor may use his forms a great many times, thus greatly reduc- 
ing the expense for lumber and eliminating the cost of making 
new forms. In many cases it will be found that a slight excess 
of concrete will save many times the cost of same in carpenter 
work and lumber. 

82. Lumber for Forms.—The kind of lumber to use for forms 
usually depends upon the character of the work and the available 
supply in the local yards. Spruce seems to be the best all-round 
material. It can readily be obtained in almost any locality and 
is undoubtedly an excellent lumber to use for joists, studs, and 
posts. For sheathing, however, white pine is better than spruce 
by reason of its smoothness and its resistance to warping, but 
this wood is generally too expensive (except for cornice and 
ornamental work), and spruce makes a good substitute. If 
white pine is to be used for sheathing, the fact should not be 
overlooked that this kind of lumber has little durability on ac- 
count of its extreme softness and would not give good results if 
the forms were to be used many times. 

Aside from spruce or white pine, Norway pine and southern 
pine are generally the most available and give satisfaction. 
Hemlock is not usually desirable, especially for that part of form 
work which comes in contact with the concrete, but it is sometimes 
used for ledgers, studs, and posts. This wood is too coarse 
grained to be suitable for sheathing and is liable to curl when 
exposed to the weather or to wet concrete. 

It is safe to say that lumber which is only partially seasoned 
should be the kind employed in form construction. Kiln-dried 
has a tendency to swell when soaked by the concrete, and this 
swelling causes bulging and distortion of the forms. Green lum- 
ber, on the other hand, dries out and shrinks if allowed to stand 
too long before the concrete is placed; fortunately, though, this 
tendency of the green lumber to check and warp may be prevented 
to some extent by keeping the boards thoroughly saturated with 
water. When using natural, well-seasoned lumber care should 
be taken not to drive the work up too close, since forms should 


FORMS 485 


always be left in a position to experience some slight swelling 
without any undesirable results. 

Sheathing lumber should be dressed at least on one side and 
both edges, even for non-exposed surfaces, as the removal and 
cleaning of the forms are greatly facilitated thereby. In face 
work, where a smooth and true surface is quite important, the 
lumber employed should be dressed on all four sides. Lumber 
which is dressed in this manner is easy to work up and place, 
and this fact alone usually more than offsets the cost of dressing. 

In floor and wall panels tight joints between boards may be 
obtained by using either tongue-and-grooved stock or stock cut 
with one edge beveled and the other square. Beveled-edge stuff 
is especially good where very dry lumber is used for the reason 
that buckling is prevented by the edges crushing as the boards 
swell. Tongue-and-grooved stuff, however, gives the best results 
under ordinary conditions. This stock suffers to some extent 
from breakage and costs more than beveled-edge, but it gives 
smoother surfaces after repeated use. Joints in forms for col- 
umns, beams, and girders are sometimes made tight simply by 
dressing the lumber true to edge, forming what are called square 
joints or butt joints. 

The thickness of lumber to use in form work depends to some 
extent on the number of times the forms are to be used and, in 
the case of floor and wall sheathing, on whether the boards are 
to be built into panels or nailed each time to the supporting joists 
or studs. Generally speaking, l-in. stock dressed to } in. is 
employed for floor and wall sheathing; 1 to 1}-in. stock (1j-in. 
dressed) for columns and for the sides of beam and girders; and 
14 to 2-in. stock (12-in. dressed) for beam and girder bottoms. 
The size and spacing of joists, studs, and posts depend upon the 
strength and rigidity required and will be considered under 
Design of Forms in Art. 88. 

83. Removal of Forms.—The length of time that forms should 
remain in place depends upon a number of factors, chief among 
which are (1) the temperature and humidity of the air; (2) the 
nature of stress to which the member is to be subjected; (3) the 
normal setting and hardening properties of the concrete, and (4) 
the relation of the dead to the live load. 

As is well known, the weather has a great deal to do with the 
setting and hardening of concrete. The warmer and drier the 
weather, the more rapid the hardening. Cold or wet weather, 
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on the other hand, retards hardening and the forms under such 
conditions must remain in place a much greater length of time. 
If concrete freezes, it will not continue to harden until it has 
thawed, and then it will acquire strength very slowly. 

The forms for members subjected to bending should remain 
in place longer than forms for columns or walls. In other words, 
slabs, beams, and girders which depend upon the bonding action 
between the steel and concrete for their ability to carry any mate- 
rial load should not be left unsupported as early as vertical com- 
pression members which will bear their own weight when the 
concrete is quite green. 

The normal setting and hardening properties of the concrete 
varies with the quality of the cement, the consistency and rich- 
ness of the mixture, and the freedom of the small aggregate from 
impurities. Some cements harden more rapidly than others and 
permit an earlier removal of forms. Forms may also be removed 
sooner for rich mixtures than for lean. Then again, if impurities 
are present in the sand, the concrete may set abnormally slow 
and failure will result if the concrete is not given a sufficient time 
to harden. 

The greater the proportion of dead to live load, the longer the 
forms should remain. For example, the forms for an overhanging 
cornice should remain in place longer than the forms for almost 
any other member, since the dead weight is a very large per- 
centage of the total weight which it is designed to carry. By a 
similar reasoning, long-span beams or slabs should be supported 
a longer time than short ones; roofs longer than floors; columns 
in the upper stories longer than columns in the lower stories; 
and columns in general longer than footings. 

It is becoming the practice on the best work to mold cubes of 
concrete from each day’s work and allow them to set on the job 
under the same conditions as the concrete in the building. When 
it is thought desirable to remove the forms, these cubes are tested 
for compression in order to determine whether the concrete has 
sufficient strength to carry its load. Good judgment should be 
exercised even under such conditions since the plan does not pro- 
vide for the possibility of an occasional poor batch of concrete. 

Many builders have rules for the removal of forms under 
ordinary conditions. Such rules, of course, can only be roughly 
approximate, and experience and judgment are necessary in 
using them. The following rules are suggested in ‘‘Concrete 
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Costs,”’! page 473, by Taylor and Thompson, and are intended 
to serve merely as a guide to practice: 

Walls in Mass Work.—One to three days, or until the concrete 
will bear pressure of the thumb without indentation. 

Thin Walls.—In summer, two days; in cold weather, five days. 

Columns.—In summer, two days; in cold weather, four days, 
provided the girders are shored (supported by posts or props) to 
prevent an appreciable weight reaching the columns. 

Slabs up to 7-ft. Spans.—In summer, six days; in cold weather, 
two weeks. 

Beam and Girder Sides——In summer, six days;in cold weather, 
two weeks. 

Beam and Girder Bottoms and Long-span Slabs.—In summer, 
ten days or two weeks; in cold weather, three weeks to one month. 
Time to vary with the conditions. 

Form work should be so designed that the column forms may 
be removed without in any way disturbing the supports of the 
beams and girders. This practice bares the concrete of the col- 
umn to the hardening action of the air and permits a defect to 
be detected and remedied before any load is brought to bear 

.upon the column. The beam and girder sides are next taken 
down, but this is not done until the slabs are strong enough to 
stand up without support. Sometimes, however, as a matter 
of safety, the slab supports (namely, the sheathing and joists) 
are replaced with temporary uprights bearing against a plank 
on the underside of the slab. The beam and girder bottoms and 
the posts supporting them are left in place longer than any of the 
other formwork, and should not be taken down until there is 
absolutely no doubt as to the strength of the members supported. 
Walls are usually built separately from the other parts of the 
building, and a wall form may be removed whenever the concrete 
in the wall is hard enough to bear its own weight. 

84. Number of Sets of Forms.—The number of sets of forms 
which are necessary in building work depends upon the weather, 
the variation in the shape of the members from floor to floor, 
and the floor area. Under reasonably good summer conditions 
13 sets of forms (forms for 1} stories) will serve the purpose and 
allow the work to progress at the usual rate of a story in a week 
or ten days. If the floor framing, however, is particularly com- 
plicated, one set of forms may be the more economical if the speed 

1 Taylor and Thompson’s ‘‘Concrete Costs.’’ Copyright 1912 by Frederick W. Taylor. 
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of construction is not the leading consideration. In such a case, 
of course, extra lumber must be used for beam and girder bottoms 
and for supports which must be left in place. Where the floor 
area is large and the construction is fairly uniform throughout, 
even less than one set of forms with additional beam bottoms and 
posts may be sufficient. 

85. Examples of Form Design.—To get a general idea of 
form construction, Figs. 339 to 342 inclusive should be 
carefully studied. 


Wedges Rat 


\ aoe a 4" 


Leave a smal! opening in 
form to clean out column 
before concreting 


Fig. 328. 


Column Forms.—Fig. 328 shows a typical form for a rectangular 
column. ‘Two sides of the column are held together, as shown, 
by bolts, and the two opposite sides by hard-wood wedges 
between the bolt and the form. The sheathing or lagging boards 
run the entire length of the column and are made up into panel 
units by means of the cleats, which serve also as clamps. This 
column form is also shown in Figs. 329 and 379, and a somewhat 
similar form is represented in Fig. 336. 

A common type of rectangular column form where wooden 
wedges are used to do all the clamping is illustrated in Figs. 330 
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and 348. The tightening is made possible by the use of stop 
blocks on each clamping piece. When a reduction is made in 
the size of column, these blocks must either be ripped off or 
additional blocks nailed on. Battens or cleats are generally 


Courtesy of Mr. H. F. Porter, Mfg. Editor of ‘‘ Factory.’’ 
Fic. 329.—Typical form work. 


employed to make up the panel units so that the clamps may be 


easily remade. 
It is common practice to make up the sides of column forms 


with narrow strips of sheathing in order to facilitate the reduction 
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in size of columns from floor to floor. A method of reduction 
sometimes employed by the Aberthaw Construction Co. is shown 
in Fig. 331. The column form represented here is also illustrated 
in Plate XXXVII. The use of nerrow sheathing strips applies 
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Fig. 332 and Plate XXXVI (also Fig. 365) show a method of 
bracing column forms by means of 4 in. by 4 in. ‘‘ whalers” or posts. 
The use of Henderson clips should be noted. Sometimes, how- 
ever, the bolting is done directly to the whalers. 

All square or rectangular column forms should have bevel 
strips in the corners. Sharp corners in concrete work should 
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always be avoided, not only because it is difficult to tamp con- 
crete so as to obtain perfect corners, but because the edges are 
likely to be chipped off when the forms are removed or while the 
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Courtesy of Aberthaw Conctruction Co. 
Fic. 332.—Wall column forms employed in Morrill building, Portland, Me. 


concrete is still green. The bevel strips are usually nailed to 
two opposite panel units when the forms are being made up. 
A typical wall-column detail is shown in Fig. 333, and is 
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another type of column form design. The use of horizontal 
sheathing should be noted. The sheathing is nailed to the 
vertical pieces before erection. 

Octagonal forms with wooden clamps are not susceptible of 
ready arrangement into units, and are clumsy and quite expen- 
sive to make. The problem of octagonal form design seems 
to be solved in present-day practice by the use of either iron 
bands or chains. Fig. 334 shows a form clamp manufactured 
by the Sterling Wheel-barrow Company, which can be used on 
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any type of column form. The band-iron placed around the 
form (view a) is then passed through the clamping head, and 
drawn tight. The manufacturers describe the operation as 
follows: ‘‘The operator grasps the band with one hand and . 
ratchets the lever several times. This ratcheting grips and re- 
leases the band, drawing it perfectly tight no matter how kinked 
the band was before being put around the form. When he sees 
that the band is tight enough, the operator presses the lever down 
close to the form, thus crimping the band in such a way that 
slippage is impossible (view 6), and locks the clamp by inserting 
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the lever into one of the openings in the locking device (view c). 
When knocking down the form, it is necessary simply to release 
the lever from the locking device, return the clamping head to 
position, and pull the band out.” Fig. 335 shows a method of 
constructing an octagonal form by means of chains and wedges. 

Beam and Girder Forms.—Fig. 336 is an isometric view of a 
typical floor. Joists support the slab sheathing and are carried 


Fig. 334.—Sterling form clamp. 


in turn by ledgers or joist bearers (see also Plates XX XV and 
XXXVIITI). The method of clamping the beam and girder forms. 
is shown more in detail in Figs. 337 and 338. The use of separate 
blocks instead of a joist bearer should be noted in Fig. 339. 
Plate XXXVI shows a method of supporting slab forms by 
notching out the beam cleats to receive the joists. 

A number. of different methods are employed to clamp beam 
and girder forms and prevent them from spreading due to the 
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Courtesy of Universal Portland Cement Co. 


Fic. 335.—Octagonal column form, Rogers & Hall building, 
Chicago, III. 
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pressure of wet concrete. The method referred to above is 
perhaps the most common, but bolts either above or below the 


Fig. 336. 


beam bottom are sometimes employed. Clamping by means of 
ribbands is well illustrated in Figs. 340, 341, 342, and Plates 
XXXV to XXXVIII inclusive. 


Fig. 337. 


‘Typical girder-form construction is shown in Fig. 338. Some- 
4imes the girder sides are not erected complete, the portion 
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between the beams being erected in separate sections, as shown 
in Plate XXXV. The lower part of the girder sides are made 


Fig. 338. 


of thick plank in order to provide a suitable support for the 
beams. 


A common method of bracing the outer side of a wall beam 


Courtesy of Turner Construction Co. 


Fig. 339.—G. B. Seeley Son’s factory; 15th Street, New York City. 
Note floor and girder forms and 2-in. by 6-in. joists. 


is shown in Tig. 343 and Plate XXXV. Another method of 
bracing by means of a cantilever brace is shown in Fig. 329. 


Courtesy of Universal Portland Cement Co. 


Fig. 340,—Successful Farming Publishing Co.’s building, 
Des Moines, Iowa. 


Courtesy of Universal Portland Cement Co. 
Fig. 341,—Successful Farming Publishing Co.’s building, 
Des Moines, Iowa. 
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Courtesy of Universal Portland Cement Co. 


Fig. 342,—Successful Farming Publishing Co.’s building, 
Des Moines, Iowa. 


Courtesy of Ferro-concrete Construction Co. 


Fie, 343.—Forms in American Snuff Co’s building, Clarksville, Tenn. 
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Methods shown in Fig. 332 and Plate XXXVI should also be 
noted. Fig. 344 shows a form of ordinary post in common use. 
Haunch design may be seen in Plates XXXV and XXXVIII. 


Gane 


Fia. 344. 


Slab Forms.—Two types of slab forms need to be considered 
for ordinary construction where beams and girders are employed: 
(1) the panel type (the only type of form construction so far 
treated), and (2) slab forms made up into box shape, comprising 
the joists and the sides of the beams and girders. 


Courtesy of Mr. Arthur Peabody, Supervising Architect, The University of Wisconsin. 
Fic. 345.—Box forms used at The University of Wisconsin. 


In the usual type of construction, designated above as type 1, 
the beam and girder forms are either erected complete and the 
posts set in place after the erection, or the beam and girder bot- 

37 
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toms are spiked in place to the post caps, and the sides are 
erected as separate units. After this much is accomplished by 
either method, the joists are then put in position and the panel 


Fig. 346. 


units are placed on top of them without nailing. Notching out 
of the slab panels is usually necessary at the columns. When 
the forms are to be used but once, the slab sheathing is not made 


Courtesy of Ferro-concrete Construction Co. 


Fig. 347.—Greene building, Cincinnati, Ohio, showing system of form 
work devised by Mr. Jesse E. Hodges of Cincinnati. 


up in advance into panels, but is lightly nailed to the joists after 
they are in place. 


Fig. 345 shows one method of making up slab forms into box 
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shape—the form construction being that used at the University 
of Wisconsin (Art. 17). Planks extend in two directions sup- 
porting the cells. The steel and continuous stirrups are set for 
demonstration only. 

A collapsible core box is used by at least one prominent builder 
(Fig. 346). A plank resting on cleats on the sides of the cores 
forms the bottom of the beam mold. The main girders are 


Courtesy of Ferro-concrete Construction Co. t 
Fic. 348.—Good Samaritan hospital, Cincinnati, Ohio, showing system of 
Fig. 347 applied to flat slab construction. 


molded in similar spaces between the ends of the cores in one 
panel and those in the next panel. The molds are made in two 
equal parts with a hinged joint through the longitudinal center 
line of the upper surface, and are held open by transverse struts 
between the lower edges. When the forms are to be removed, 
the transverse struts are knocked out and the boxes are collapsed. 
The use of these molds presupposes a standardized layout. 
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A new and novel system of form work has been devised by 
Mr. Jesse E. Hodges of Cincinnati. Fig. 347 shows this system 


Fig. 349. 


in connection with beam-and-girder construction. The slab 
forms consist of very light metal sheathing held on a matting 
‘usually wooden strips 2 in. X 23% in. X 4 ft. 6 in.) which is 
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Fie. 350. 


supported by stringers placed about 4 ft. on centers. The mat- 
ting is formed by connecting the small wooden strips by a light 
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metal chain near each end so as to allow an opening of about 24 
in. between the strips. The mats are made of short lengths so 
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that they can be rolled into bundles and not be too heavy for 
one or two men to carry. In building shown in Fig. 347, one 
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stringer was used half way between beams, and ledgers on the 
beam sides held the ends of the mat. Thus the stringers did not 
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have to be changed in length for different jobs as they can be used 
in long lengths and lapped. Fig. 348 shows this system on flat- 
slab construction in the Good Samaritan Hospital in Cincinnati 
and very well illustrates the system. 


Courtesy of Universal Portland Cement Co. 


Fic. 353.—The Franks building, Chicago, Il. 


Forms for flat-slab floors are much simpler than for the ordinary 
beam-and-girder construction—with the exception, of course, of 
the forms for the flaring column heads. A typical design of 
forms for flat-slab floors is shown in Fig. 349. Corrugated iron 
has been used to a considerable extent for sheathing where the 
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ceiling surface does not need to be absolutely smooth (Figs. 112, 
159, and 373). 

There are many other types of floor forms but those described 
above illustrate the main features in floor-form design. 

Column Heads.—The tops of column forms are sometimes 


Courtesy of Universal Portland Cement Co. 


Fie. 354.—Flaring column heads. Hollender Company’s warehouse, 
Chicago, Ill. 


made separate from the column forms proper. Generally this is 
done either to avoid remaking the column tops to fit varying 
sizes of beams and girders, or to facilitate the construction of 
special form heads. Fig. 350 shows an assembly of column 
heads for regular interior columns of the Larkin Co.’s building, 
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Courtesy of Blaw Steel Construction Co. 
Fira. 355.—Steel column form used in Reid-Murdock Co’s building, 
Chicago, Ill. 


Courtesy of Blaw Steel Construction Co. 
Fig, 356.—Steel column head to fit octagonal column, 
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Buffalo, N. Y., designed by the Aberthaw Construction Com- 
pany, the contractors. These heads are also shown, but not in 
detail, in Plate XX XVIII. 

The problem of the column head in flat-slab construction has 
been met practically from the first by the use of metal in some 
form. The metal mold used by the Aberthaw Construction Co. 
in the Massachusetts Cotton Mills at Lowell, Mass., is shown in 
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Courtesy of Aberthaw Coustruction Co. 
Fig. 357.—Forms for curtain wall and sill, American Hide and Leather 
Co’s building, Lowell, Mass. 


Fig. 351. Note that the head is very simple, a square where 
it leaves the column, with flaring beveled corners, which finally 
form an octagon at the ceiling level. A similar column head is 
shown in Fig. 228. 

Fig. 352 shows a type of column-head form used in construct- 
ing the Larkin warehouse at Chicago, Ill. The columns them- 
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selves were molded by steel forms and these forms were placed 
after the erection of the upper floor falsework. The column-cap 


Courtesy of Densmore & LeClear. 


Fig. 358.—Construction view. Shoe factory for Albert M. Lyon, 
Roxbury, Mass. 
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section was suspended from the floor forms and the remaining 
column sections bolted to it. A suspended column-cap section 
is shown in Fig. 353. Fig. 354 shows such a form in place. 
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Fie. 360. 


Courtesy of Turner Construction Co. 


Fig. 361.—Sugar and coffee warehouse, Brooklyn, N. Y., Arbuckle 
Brothers, 300 lb. floor load. Construction view showing the form work 
for heavy cornice. 
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Figs. 355 and 356 show adjustable column heads as manufac- 
tured by the Blaw Steel Construction Co.; conical and octagonal 
heads only are illustrated here, but this company also makes 
rectangular head molds and molds which spread from a rec- 
tangular section at the column to an octagonal shape at the floor 
slab. The conical head is in two parts; the top portion remains 
the same for all columns while the bottom is fitted to columns of 
various diameters. The octagonal mold is also adjustable at the 
lower end and may be used in connection with either octagonal 
and circular steel column forms or with wooden octagonal forms. 

Wall Forms.—Fig. 357 shows a common type of form design 
for curtain walls below windows. Curtain walls for complete 
wall panels are of similar construction. Low curtain wall forms 
may be seen in Fig. 358. 

Fig. 359 illustrates a method employed by the Aberthaw Con- 
struction Co. for building a wall of considerable height by means 
of movable forms. Wall forms of small height may be braced 
by battered posts outside. x 

Cornice Forms.—A typical form construction for a concrete 
cornice is shown in Fig. 360. The construction view in Fig. 361 
should also be noted. 

88. Design of Forms.—Although form design in most cases 
has been left entirely to the discretion of the superintendent or 
foreman on the job, it has been found by a number of engineer- 
ing contractors that it pays on large or important work to have 
the forms designed in the drafting room, provided such designing 
work is done under the direction of a man of practical ability. 
This plan is not only more economical, but also eliminates the 
possibility of an error being made in the proper size and spacing 
of supports, and makes it possible to order the lumber in 
convenient widths and lengths. 

The thickness of sheathing to use in different parts of the work, 
and many other such details of form design, depend almost 
entirely upon judgment and experience; but, on the other hand, 
the size and spacing of supports for such sheathing in slab, 
column, and wall forms and the spacing of posts for beams and 
girders are capable of being determined by scientific calculation 
and such practice results in the use of a minimum quantity of 
lumber consistent with the deflection allowed. In sheathing, 
joists, studs, and column clamps, the stress due to bending should 
not be greater than the allowable with a maximum deflection 
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of jin. Inno case, however, should the spacing of the supports 
be greater than a safe span for the sheathing. Deflection should 
always be considered in order to give sufficient stiffness and thus: 
prevent partial rupture of the concrete. 

In calculating floor forms, we must add to the weight of the 
concrete itself, a live load which may be assumed as liable to 
come upon the concrete while it is setting. This live load is 
generally taken at 75 lb. per square foot except in cases where 
the floor is made a storage for cement or sand. 

The pressure of concrete against forms depends principally 
upon the rate of filling and the temperature. The following 
table! is from tests made by Major Francis R. Shunk, Corps of 
Engineers, U.S. A., and gives the pressure of concrete in pounds 
per square foot: 


Rate of filling Temperature 
(vertical feet per 
hour) 80° 70° 60° 50° 40° 
2 530 560 600 680 790 
3 690 720 810 920 1080 
4 820 870 980 1130 1340 
5 930 990 1120 1310 1570 
6 1020 1090 1250 1480 1780 
ze 1090 1170 1350 1620 1970 
8 1130 1240 1440 1740): or tay sears 


Tests on the pressure of wet concrete poured rapidly have been 
made by the Aberthaw Construction Company, Boston, Mass. 
The table? on the following page gives the results observed in the 
pouring of two columns of small cross-sectional area. It should be 
noticed that the wet concrete exerted a pressure nearly equal to 
that of a perfect fluid before it commenced to set. 

Opinions differ as to the proper coefficient to use in the ordinary 
flexure formula when making computations for the strength of 
sheathing and the sheathing supports. Mr. A. B. MacMillan, 
Engineer of the Aberthaw Construction Co., in a letter to the 


writer, states that it is his belief that no allowance should be 
2 


l 
made for continuity and that the formula M = 4 should be 


1From Engineering Record, Jan. 15, 1910. 
2 From Concrete-Cement Age, Oct., 1913. 
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employed in making such computations. He points out that the 
span of the supporting joists is only from one beam to another 
and that, with a portable track and car distribution of concrete, 
the concentrations on a single span may be quite heavy; in fact, 
so heavy that the negative bending moments of the dead load 
will be relatively very small as compared to the positive moments. 


Hydraulic 
Pressure : 
hae Head equivalent 
Description of concrete (lb. p 
(ft.) (Ib. per 
sane ee ae 
Time of pouring, 9 min. 3.08 460 149 
Maxture,“LSd5 iS. ose. 6.08 900 148 
Stone, l-in. run-of- No. 1 9.08 1330 146 
crusher ee 12.08 1710 142 
Column 
Wt. of mixture, 152 lb. 15.08 2110 140 
per cu. ft. 
Time of pouring, 14 ) 27ers 407 148 
min. | Bate 840 146 
MOD GHVIRE UBS ee oe No. 2 8.75 1280 146 
Stone, l-in.  run-of- Coe Me 7S 1700 145 
crusher 14.75 2080 141 
Wt. of mixture, 149 Ib. | 17275 2450 138 
per cu. ft. J 


2 
Some engineers recommend the use of M = we and employ 


10 
: Ss wr : : : 
the deflection formula D = 384 ah This formula is the ordinary 


one for calculating deflection except that the coefficient is taken 


' 1 : 
as an approximate mean between 384 for a beam with fixed ends 
5 : : : 
and 384 for a beam with ends simply supported. It is probably 


1k 
true that the formula M = at may at least be employed for the 


joists and stringers in flat-slab floor construction and in special 
cases. For lumber commonly used in form construction, H 
may be assumed at 1,300,000 lb. per square inch. 

The fiber stresses allowed in form work may very well be higher 
than those it would be desirable to use in more permanent 
construction. A value of 1200 lb. per square inch might safely 
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be employed for sheathing, joists, and studs of spruce under 
ordinary conditions. The allowable stress to use for posts de- 
pends upon the unsupported length of member. If the posts are 
braced each way at least every 6 ft. in height, the allowable 
compressive stress for spruce may be taken at 800 lb. per square 
inch for either 34s or 4X4s. Posts, however, should not be 
spaced more than about 5 ft. center to center under girders 
unless bearers (Plate XX XVIII) are employed under the girder 
bottoms. The compression on side grain where girts rest on 
posts may be assumed at 300 lb. per square inch. 

The following is taken from the Engineering Record, issue of 
September 7, 1912 and shows the method of systematizing form 
work practiced by the Aberthaw Construction Company of 
Boston: 


“Tn the construction of the forms for building the 10-story warehouse 
of the Larkin Company, Buffalo, N. Y., the Aberthaw Construction 
Company of Boston employed methods which are worth notice. It 
was found that it paid to use considerable refinement in the drafting 
of forms in the offices and to systematize the receiving of lumber and 
disposing of forms from the saw mills at the job. The form lumber 
was detailed at the Boston office just as steel would have been, the 
policy of this company being to pay thinking men to think and to 
pay carpenters to saw boards. In order to understand that which 
follows it should be noted that the Larkin building is 580 ft. long by 
109 ft. wide, the floor space being over 14 acres, bounded by Van 
Rensselaer, Carrol, Exchange and Hydraulic Streets. 

‘“At the home offices of the Aberthaw Construction Company a 
location plan of all beams was drawn, in which similar beams were 
given identical numbers, irrespective of location in the building itself. 
From this location plan, form drawings in detail were made, a detail 
drawing being required for each different sized form, both for sides and 
bottoms of beams. All different varieties of column forms were also 
detailed. ; 

“Tn the system of lettering used on the Larkin job the Aberthaw 
Company suffixed letters to the beam numbers to show the exact 
location of each form in the building. As stated above, the building 
proper is bounded by four streets, and any form of a certain beam 
facing one of these streets had in its symbol the capital letter which 
stood for the name of the street. For instance, a form for beam No. 
22 might be marked BSV22, meaning beam side, Van Rensselaer being 
the name of the street, and 22 the number of the beam itself. The 
bottom form for this same beam would be designated BBV22. 

“In regard to the column forms, an additional number had to be 
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added to the symbol, as there is a variation in the height of floors. The 
figure 1 prefixed to the ordinary column symbol indicated that the 
particular form was for the first story. In a like manner the figure 2 
showed that the column form was for the second story. To illustrate, 
a column form.with symbols 2CSV25 meant second-story form column 
side Van Rensselaer street, while 25 was the number of the column 
proper as designated by the original location plan. 

‘As the height of stories varied, form details were designed complete 
for two stories, and to each form detail was given a symbol to be sten- 
ciled on this form when made up, together with the number or quantity 
required in the first two stories of the job. On this same form detail 
the width of the form was divided into the exact number of boards 
which were to make up this total width of the dimensions written on 
the drawing. Therefore, having given the exact length of form and 
the width of the different boards going to make up this form and the 
total number of forms required for the job, it is readily seen how the 
sum total of all boards was easily obtained. 

‘ Aside from these form details it was necessary to draw plans showing 
assembling of forms, the chief object of this being to show spacing 
of posts and jacks, amount of bracing and location. From this assembly 
plan, together with the layout plan of the building, the exact number 
of pieces and size of lumber constituting the centering could be scheduled. 
On this completed schedule bids were obtained from various lumber 
dealers before ordering. i 

“Inasmuch as the total number of board feet of lumber was nearly 
1,000,000, it was necessary to adopt some systematic plan of piling 
and laying out the lumber. The chief attention was given to the dressed 
stock going to make up the forms proper since this stock was taken 
to and from the mill to the benches. It was necessary so to pile it 
that when a laborer wished a certain number of boards of a certain 
size he could find them quickly. A plan was therefore drawn showing 
the lumber layout and the relative location of different piles of lumber 
according to widths and lengths. Signs were placed in front of each 
individual pile stating the dimensions. 

“On this job the Aberthaw Company found it was convenient and 
economical to build two mills since 90 per cent. of the dressed stock 
had to be cut to exact length. Both mills had practically identical 
equipment except for layout. The most used piece of machinery in 
both mills was the cutoff saw, on either side of which was a table where 
the stock to be cut was placed. In addition to: the cutoff saw each 
mill was equipped with a rip saw, boring machine, planer, and emery 
wheel. 

“A clear understanding of the methods employed to make up a 
complete form from the blueprint, as received from the Aberthaw 
Company’s Boston office, may be obtained by following in detail a single 
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Fig. 362.—Typical material sheet for standardizing form work, 
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operation. The accompanying drawing (Fig. 362) is a typical one, 
showing form details and lumber schedules. The form details, as 
previously mentioned, stated exactly the boards which would con- 
stitute a particular form and the number of fcrms required. Cards 
were made out at the route clerk’s office informing the labor foreman 
of the number of pieces of stock and sizes to be taken to one of the mills. 
The mill man in turn received orders from the route clerk stating the 
length to cut off the stock and, if ripping was required, to what width 
torip. It was the duty of the labor foreman to tag this stock according 
to the number indicated on his order card. . When all the stock required 
for a certain form had been cut and delivered to the proper bench, 
orders were issued by the route clerk to the carpenters to make the num- 
ber of forms required as indicated on the blue print. 

“Tn order that the forms should be made up in time to erect as planned 
by the office, eight benches were used with two carpenters at each bench. 
The carpenter having been given his orders by the route clerk telling 
him what Jumber would be tagged to make up a certain specific form and 
having been given blueprint of the same form, he merely laid his stock 
on the bench and nailed it together. When the forms were completed 
a laborer oiled them and stenciled the form symbols on them. If not 
required immediately the forms were piled back of the bench where they 
were made. Since it was previously determined at which point of the 
building the erection was to be started, a clerk was given the duty of 
listing forms as required for erection and seeing that labor foreman re- 
ceived orders to have these forms delivered where and when required. 

“According to Mr. Leonard C. Wason, president of the Aberthaw 
Construction Company, the labor cost on such work has been reduced 
20 per cent. in the last three years as the result of detailing the forms in 
the drafting room and a careful study of the method of routing.” 


87. Steel Forms.—The application of steel forms to building 
construction is advancing at an exceedingly rapid rate at the 
present time. Steel forms are almost universally employed for 
circular columns and for flaring column heads. Wall forms are 
also much used and have given satisfaction especially in residences 
and other structures of the foundation-wall type. 

_ Several types of floor forms are on the market but, as yet, have 
not been employed to any considerable extent. The same is true 
of forms for rectangular and octagonal columns. 

The adjustment in height of steel forms for circular columns 
is obtained by telescoping the ends. Such forms are usually 
made up of a series of panels of thin galvanized steel held rigidly 
in place, like staves in a barrel, by means of stiff steel bands. 
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The panels are somewhat flexible and are sprung in or out 
depending upon the size of the column. 

Figs. 355 and 363 show steel forms for circular columns, in 
place, and ready for the pouring of the concrete. The construc- 
tion around the column heads should be noted—the connection 
with a beam and girder floor being shown in Fig. 363 and with a 
flat-slab floor in Fig. 355. The forms illustrated are those 


Courtesy of Blaw Steel Construction Co. 
Fie. 363.—Blaw column molds in basement of International Harvester Co., 
Chicago, Ill. 


manufactured by the Blaw Steel Construction Company and 
are so designed that all variations are taken care of with a single 
set of forms. Vertical adjustment is obtained by telescoping 
one form section inside of the section below it, an adjustment of 
18 in. being permitted between each two sections. Diameter 
adjustment is provided for by the use of form panels of various 
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standard widths. The edges of the panel sheets are bent back 
to form flanges, and these flanges are slotted. The panels are 
kept to any desired curvature by segmental steel bands which 
slip through the slots in the panel flanges, and are drawn tight 


Courtesy of Blaw Steel Construction Co. 
Fig. 364.—Blaw light wall forms on foundation wall for plant of 
Hubbard & Co., Pittsburgh, Pa. 


by means of keys or wedges. The bands are not adjustable, 
and a complete set must be provided for each diameter of 
column to be built. The form panels are made in three 
standard lengths, 6 ft., 44 ft., and 3 ft. The steel column 
forms are not used to support any part of the floor, as is usually 
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the case in wood-form construction, so that the floor forms may 
be erected complete before the column molds are set up. 

Fig. 364 shows the use of Blaw light wall forms on foundation- 
wall work where wire ties are used. The standard wall-form 
panel is 2 ft. square and provided with holes in the four flanging 
angles for the passage of fasteners. Slots are also provided in the 
plate to permit of the insertion of the wire ties. The horizontal 
and vertical liners are used to keep the form straight and to con- 
nect panels together so that they may be shifted in larger units 
than single panels. This type of form is not limited to two-course 
working, but may be used in pouring any desired height of wall 
at one operation. 

88. Construction Notes.—Nails should be used sparingly in 
the construction of forms except in those sections which are to 
be used over and over again without change. Unnecessary 
nailing not only adds to the labor of wrecking but is liable to 
render the lumber unfit for continued use. Where nails must be 
used in the connection of form sections, the heads should be left 
protruding so that they may be drawn without injury to the 
lumber. A special form of double-headed nail is now on the 
market and gives satisfaction. 

The location of column forms from floor to floor should be 
determined by means of the transit, and special care should be 
given to the erection of these forms in order to make sure that 
they are set true to line and level. Column forms should be held 
in position by diagonal braces in two directions nailed to adjust- 
able or slotted blocks which are bolted to the concrete slab— 
the bolts being placed when the floor is poured. Sometimes small 
pieces of plank are employed instead of blocks, and these are 
nailed directly to the floor slab within two or three days after 
pouring and while the concrete is still green. Braces to column 
forms are shown in Figs. 342 and 358. 

Trouble in the erection of forms may usually be traced to 
inaccuracies in form measurements. If the column forms are of 
the proper widths and if the beam and girder forms are cut to 
exact lengths, no trouble of great consequence can arise. A varia- 
tion of more than 3 in. from the sizes shown on the drawings 
should not be permitted. 

One method of erecting forms for rectangular columns is to 
nail three of the sides together lightly before raising them to 
place, and then to set the remaining side afterward. This 
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enables the column reinforcement to be put in place before the 
form is set. Another method in common use is to assemble the 
column form complete before raising, in which case the form must 
be raised above the projecting reinforcement (belonging to the 
story below) and then lowered. 

All forms for concrete require a coating of some lubricant to 
prevent the concrete from adhering to the wood and making a 
rough, unpleasing appearance. Crude oil or petroline is used 
to a considerable extent and preserves the forms against damage 
by alternate wetting and drying. The forms should preferably 
be oiled before they are set in place. 

Oil should not be used on forms against surfaces which are to 
be plastered, as oil prevents the adhesion of the plaster. Wetting 
with water in such cases will be sufficient. 

Beam and girder forms should be raised slightly higher at the 
center than at the ends in order to prevent sagging. If this is - 
done, deflection and compression of the supports will finally 
leave the beams and girders in a level position. A deflection 
equal to 3 in. in every 10 ft. of length is usually provided for. 

The sides of beam and girder forms should project over the 
edges of the bottom plank. By so doing it becomes possible to 
leave the beam and girder bottoms in place after the sides have 
been dropped. 

Slab forms of the ordinary panel type should be made in sec- 
tions (usually four to a floor panel) in order to prevent binding 
and permit easy removal. A splice of 2 in. is usually allowed 
between adjacent sections, and this space is covered with a 
strip of sheet metal, thus giving some leeway in fitting the sheath- 
ing panels into place without unnecessary cutting. Some- 
times it is a good plan to provide for a loose board between two 
panels near the center of the span so that temporary uprights 
may be used to support the floor slab when the forms are stripped. 

All posts (sometimes called shores, props, uprights, struts, 
etc.) should rest on wedges, driven in pairs to an even bearing. 
Hard driving of wedges should not be permitted as it is sure to 
injure the concrete which is setting under them. 

Concrete when poured under horizontal or inclined forms (such 
as in footings) will exert an upward pressure, and such forms 
should be securely anchored. 

Forms which are to be used again should be cleaned as soon 
as they are taken down. 

38 


516h REINFORCED CONCRETE CONSTRUCTION 


In removing forms the green concrete must not be disturbed by 


prying against it. 


30. 


bl. 


32. 


33. 


PROBLEMS 


Determine the maximum spacing of 26-in. joists which are to span 
6 ft. and to support a 6-in. slab with a construction live load of 75 lb. 


(2 zi 
per square foot. Use M = and assume the maximum allowable 


fiber stress in the joists and 1-in. sheathing at 1200 Ib. per square 
inch, with deflection in each case limited to { in. 

A wall form is filled at the rate of 5 vertical feet per hour. What is 
the required spacing of studs, assuming 1}-in. sheathing and a tem- 
perature of 70°? Use same M and same unit stresses as in Problem 
30. 

Find the maximum spacing of 4 <4-in. posts to support the forms for 
10 X28-in. beams, 7 ft. center to center, with a 53-in. slab. Use 
500 lb. per square inch as the allowable stress in the posts and assume 
a construction load of 75 lb. per square foot. : 

Determine the maximum spacing of joists ‘and stringers supporting 
forms for an 8-in. flat-slab floor with a construction live load of 75 lb. 
per square foot. Assume 1}-in. sheathing and 2X8-in. joists, and 
assume the sheathing and joists as partially continuous—that is, 


1? ; ; 
use the formula J =o" Use the same with stresses as in 


Problem 30. 


CHAPTER XX 
BENDING AND PLACING OF REINFORCEMENT 


89. Checking, Assorting and Storing Steel.—Steel should be 
checked, assorted, and stored as soon as it is delivered at the site. 
It should be blocked up several inches from the ground, and 
should be stored in such a manner that those rods needed first 
may be easily reached. A steel storage is shown in the foreground 
of Fig. 365 with a bench for bending the reinforcement. 

90. Bending of Reinforcement.—Such a simple matter as 
bending of rods for concrete reinforcement might seem to be 
almost too unimportant a subject to be worthy of very much 
attention. However, when it comes to the proposition of making 
thousands of bends per day, factors of time and expense in this 
work are most important. Of course, the structural design 
should be such as to require the steel bends to be as few in num- 
ber and kind as possible, but much can be done to lessen expense 
by the manner of making these bends. In addition to econom- 
ical considerations, care should be taken to see that the bends are 
made true to line and plane, and that the steel is not injured 
during the operation. 

In general, there are three different types of bends to be made 
with reinforcing rods which may be indicated as follows: (1) 
bending of heavy beam and girder rods, (2) bending of stirrups 
and column hoops, and (3) bending of slab reinforcement. In 
making each type of bend, the work should always be so ar- 
ranged that all rods of the same size and shape are bent at the 
same time. This avoids remeasuring and resetting of templets. 

A simple method of bending heavy rods is shown in Fig. 366. 
Either steel bars or steel plugs 5 or 6 in. long are placed in holes 
in the bending table, these holes being bored at the points where 
the bends are to be made. A piece of plank is nailed to the table, 
as shown, in order to hold the rod in place while being bent. 
The rod is then placed in the position GH and bent around the 
plugs C and D, and then around the plugs B and # until the ends 


AB and FF are parallel to GH. 
39 517 
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The manner in which rods are to be bent is generally left to 
the discretion of the steel foreman. The general practice is to 
bend beam and girder reinforcement by using a heavy pipe 
slipped on the rod and then making the bends as described, 
using either steel plugs or angles bolted to the table. 

In building two large reinforced-concrete buildings for the 
General Electric Co. at Schenectady, N. Y., the Stone & Webster 
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Fig. 366. 


Engineering Corporation of Boston accomplished the bending 
of the heavy rods by means of two 3-in. steel plates mounted one 
on top of the other on a bending table, and, in these, holes were 
drilled 3 in. oncentersin both directions. Steel pegs were dropped 
in the holes the proper distance and angle apart, and the rods 
were then bent by hand using a 2-in. steam pipe. 


Fig. 367. 
(From “Concrete Costs’’ by permission of Messrs. Taylor and Thompson!) 


Several hand and power devices are on the market for the bend- 
ing of steel reinforcement. These all have their merits and have 
given satisfaction. 

Bending should be done in such a manner that the rods will 
not break or crack at the bend; that is, the bends should not be 
too sharp and the bending force should be applied gradually and 
not with a jerk. Reinforcing rods should also be bent cold ex- 


cept for the unusual sizes of 13 in. and upward, when heat may 


1 From Taylor and Thompson's ‘‘ Concrete Costs,’’ Ist edition, page 484. Copyright, 
1912, by Frederick W. Taylor. 
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be required. Warming up to a low cherry red should under all 
circumstances be the highest heat permitted. Rods to be bent 
are generally not larger than 14 in. and most hand bending 
machines on the market do not claim to bend rods of any 
greater diameter. 

Some simple bending apparatus is usually arranged for bending 
column hoops and beam stirrups of the ordinary type. Some 


Th - Stop pla 
Position of rod before bending. ---.. Paice te 


Angle irorr fastened ee fi 
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Fia. 368. 


steel men, however, bend their stirrups in practically the same 
manner as the heavier rods, 

Slab reinforcement is usually bent after it is in place on the 
floor. A tool for this purpose is shown in Fig. 367. Sometimes, 
however, slab rods are bent on a bending table by means of a 
specially-designed rod bender. This latter method seems pref- 
erable since the bends can be more accurately 
made. ‘To keep the cost of such bending as 
low as possible, the machine should be con- 
structed so that the bends may be made 
with great rapidity. Such a machine is 
shown in Fig. 368 and was employed on 

F1a. 369, the General Electric Co’s. buildings referred 
to above. 

This machine consists of two units which can be placed any 
distance apart and securely bolted down to atable. Each part 
consists of a steel plate on which is mounted two smaller plates 
having angle stops attached. Between the stops is located a 
casting, which is pivoted so that it can readily take any desired 
position between the angle stops. ‘With the steel rod in position, 
this casting can be turned by means of a long lever attached so 
as to move one of the mounted plates. On the upper side of the 
casting are four lugs, and two of these lugs are constructed so 
that adjustable collars can be slipped over them, thus making a 
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Courtesy of Turner Construction Co. 


Fria. 370.—Phelps Publishing Co’.s building, Springfield, Mass. 


Courtesy of Turner Construction Co, 

Fig. 371._Same building shown in Fig. 370. Reinforcement in place 
for girder over entrance. Note that the center wall column carrying six 
stories comes in the middle of the girder. 
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tight fit for the rods which are to be bent. The amount and the 
angle of the offset can be regulated by changing the distance 
through which the lever is turned. This machine offsets a rod 


Fig. 372.—Empire American Bank building, Seattle, Washington. 


Courtesy of Ferro-concrete Construction Co. 


parallel to itself and with one pull of a lever two bends can be 
made. 


91. Placing of Reinforcement.—Steel should be thoroughly 
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cleaned before being placed in the forms in order to obtain a posi- 
tive adhesion of the concrete to the steel. A slight film of red 
rust is not objectionable, but no rod should be set in place on 
which rust scales have formed. (See Art. 24, Volume I.) The 
advantages to be derived from placing reinforcement in frames 
has been considered in Art. 17. With steel in frames the erector 
has simply to line and level them in the forms, place braces where 
necessary, and make end connections with abutting frames. 
Spacing chairs are usually employed with slab, beam, and girder 
reinforcement to hold the bottom rods up from the form so that 
little bracing or noneis required. The chairs aresometimes blocks 


Courtesy of Turner Construction Co. 


Fig. 374.—Eastman Kodak office building, West 23d Street, New York 
City. Reinforced-concrete floors supported on cast-iron columns. Note 
wall-column reinforcement made up and laid horizontally on the floor at 
the left of the picture. 


of concrete with grooves in the top; or sometimes a thin square 
steel plate about 4 in. on a side with a hole in its center, the halves 
of which are bent to an angle of 60 to 90 degrees with each other 
to form feet for the chair, the hole forming a seat.for the rein- 
forcing rod. Another type of chair is shown in Fig. 369. 

Wall and column reinforcement should be made up into frames, 
the same as for beams and girders. In some cases, it would be 
best to assemble even slab reinforcement on the ground and place 
it in assembled units. 
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Courtesy of Ferro-concrete Construction Co. ie 


Fie. 376.—Kraus building, Memphis, Tenn. 


Courtesy of Ferro-concrete Construction Co. 


Fig. 377.—Continental Motor Car Co,’s building, Detroit, Mich, 


BENDING AND PLACING OF REINFORCEMENT 527 


All reinforcing metal should be put in place in the form and 
securely fastened in correct positions by wiring or otherwise 
before the placing of the concrete is begun. Particular atten- 
tion should be given to loose-bar reinforcement—that it is accu- 
rately and properly supported in position and that it is not dis- 
turbed until the concrete is poured. Steel in position is shown 
in Figs. 68, 141, 159, and 371 to 377, inclusive. 


CHAPTER XXI 
PROPORTIONING, MIXING, AND PLACING OF CONCRETE 


92. Proportioning of Concrete.—The following methods of 
proportioning concrete are in use:* 
(1) Arbitrary selection of proportions. 
(2) Void determination. 
(8) Proportioning by trial mixtures. 
(4) Proportioning by mechanical analysis. 

In discussing methods (8) and (4), dry aggregates only will 
be considered in the weight detérminations. If an appreciable 
amount of moisture is present in the aggregates, this should be 
determined by drying the sand and stonein an oven until there is 
no further loss of weight. 

Proportioning by Arbitrary Selection—The common rule-of- 
thumb method of proportioning concrete may cause wide dis- 
crepancies because of the variation in the character of the ingred- 
ients. In fact, arbitrary seiection should never be permitted 
except where the work is not expensive or important enough to 
warrant special proportioning of the materials and grading of 
the aggregates. 

If arbitrary proportioning is decided upon, the best method 
to follow is to proportion the cement to sand by judgment in 
accordance with the character of the construction, to adopt (as a 
trial) twice as much stone as sand by volume, and then to vary 
this proportion using as much of the coarse aggregate as possible 
without producing noticeable voids or stone pockets in the con- 
crete. In cases where the coarse material contains a great many 
small particles, the proportion of sand should be tried at somewhat 
less than one-half the volume of stone. 

Experience in the handling of concrete enables one to judge 
readily whether the mortar is deficient or not. With too little 

,sand, stone pockets are apt to occur on the surfaces, and it is 
difficult to fill all the voids in the stone; with too much sand, a 
harsh working of the concrete will be noticed or an excess of mor- 


tar will rise to the top when placing. 
1 From Taylor and Thompson’s “Concrete, Plain and Reinforced,”’ 2nd edition, page 184, 
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Proportioning by Void Determination.—There are four distinct 
methods of proportioning concrete by the determination of voids: 

(a) Finding the voids in the stone and in the sand, and then 
proportioning the materials so that the volume of sand is equiva- 
lent to the volume of voids in the stone and so that the volume of 
cement is slightly in excess of the voids in the sand. (The 
excess of cement is provided on account of inaccuracies in the 
void method of proportioning.) 

(b) Finding the voids in the stone, and, after selecting the 
proportions of cement to sand by test or by judgment, proportion- 
ing the mortar to the stone so that the volume of mortar is slightly 
in excess of the voids in the stone. 

(c) Mixing the sand and stone and providing such a proportion 
of cement that the paste will slightly more than fill the voids in the 
mixed aggregate. 

(d) Making trial mixtures of dry materials in different propor- 
tions to determine the mixture giving the smallest percentage of 
voids, and then adding an arbitrary percentage of cement, or 
one based on the voids in the mixed aggregate. 

Proportioning by the determination of voids is little (if any) 
better than the proportioning by arbitrary assignment. In the 
first place, the percentage of voids in sand is greatly affected by 
even a small percentage of moisture. When sand is moistened, a 
film of water coats each particle of sand and separates it by 
surface tension from the grains surrounding it. Fine sand, having 
a larger number of grains, and consequently, more surface area, is 
more increased in bulk by the addition of water than coarse sand. 
Again, the volume of water required in mixing actually occupies 
space in the resulting concrete and not only every cement but 
also every sand has a different and definite percentage of water 
necessary to bring it to what may be called normal consistency. 
Voids in absolutely dry sand are certainly no criterion of its 
qualities for concrete, while a moist sand will give different results 
on different days. 

Inaccuracy in proportioning by void determination is also due 
in part to the difference in the compactness of the materials under 
varied methods of handling, and to the fact that many grains of 
the sand are too coarse to enter the voids of the stone and con- 
sequently thrust apart the particles of the large aggregate. Many 
of the voids in the sand are also too small for the grains of cement 
to fit into them without expanding the volume. 
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The methods of determining voids in sand are explained in Art. 
79. Voids in stone may be found by direct water measurement. 

Proportioning by Trial Mixtures——The fact that the densest 
concrete is the strongest and most impermeable (Art. 7, Volume I) 
makes possible a convenient and accurate method of proportion- 
ing concrete and of determining the relative value of different 
aggregates. Mr. William B. Fuller describes the method as 
follows: 


“Procure a piece of steel pipe 8 to 12 in. in diameter and a foot 
long and close off one end; also obtain an accurate weighing scale. 
Weigh out any proportions selected at random, of cement, sand, and 
stone, and of such quantity as will fill the pipe about three-quarters 
full, and mix thoroughly with water on an impervious platform, such as 
a sheet of iron; then, standing the pipe on end, put all the concrete 
in the pipe, tamping it thoroughly, and when all is in, measure and 
record the depth of the concrete in the pipe. Now throw this concrete 
away, clean the pipe and tools and make up another batch with the 
total weight of cement, sand, and stone the same as before but with 
the proportions of the sand to the stone slightly different. Mix and 
place as before and measure and record the depth in the pipe, and if 
the depth in the pipe is less and the concrete still looks nice and works 
well, this is a better mixture than the first. Continue trying in this 
way until the proportion has been found which will give the least 
depth in the pipe. This simply shows that the same amount of materials 
is being compacted into a smaller space and that, consequently, 
the concrete is more dense. Of course, exactly similar materials 
must be used as are to be used on the work, and after having in this 
way decided on the proportions to be used on the work it is desirable 
to make such trials several times while the work is in progress, to 
be sure there is no great change in materials, or, if there is any change, 
to determine the corresponding change in the proportions. 

“The above-described method of obtaining proportions does not take 
very much time, is not difficult, and a little trouble taken in this way 
will often be productive of very important results over the guess method 
of deciding proportions so universally prevalent. 

““A person interested in this method of proportioning will find on 
trial that other sands and stones available in the vicinity will give 
other depths in the pipe, and it is probable that.by looking around and 
obtaining the best available materials the strength of the concrete 
obtainable will be very materially increased.” 


Proportioning by Mechanical Analysis—The most scientific 
method of proportioning concrete is by mechanical analysis. 
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This method is explained at length in Art. 8 of Volume I, to which 
the reader is referred. 

Mechanical analysis affords a means of determining the best 
proportions in which to mix the fine and the coarse aggregate, 
and shows how the aggregate may be improved by adding or 
subtracting some particular size. This method should be em- 
ployed on all large or important structures or wherever the ex- 
pense of screening and proportioning is likely to be justified by 
the better quality, or the less cost, of the concrete secured. 
The analysis should be made regularly to determine whether or 
not the sizes of the aggregate have changed, and, whenever a 
change is detected, the proportions should be varied to secure 
the most economical and densest concrete. 

An article written by Mr. L. C. Wason, President of the Aber- 
thaw Construction Co., and published in the Concrete Engineering, 
May, 1909, is of value and is quoted in part as follows: 


“In the work of the Little Falls Water Co’s. filtration plant, where 
over 8000 yd. were placed, bins were used to size the material into 
five different grades. The engineer made careful analysis of the 
material and combined these in such a way as to obtain waterproof 
concrete mixed in the proportion approximating 1 part cement, 3 parts 
sand, and 7 of stone. The actual saving in cement more than paid for 
the extra cost and trouble of sizing and testing the aggregate. This 
condition is not often possible, and therefore the ordinary precaution 
is that of using a little richer mixture than ideal conditions would 
require. This is the most usual and common factor of safety. On 
large and important work where speed as well as accurate results 
are required, the writer has erected elevated bins, fed material into 
them with an elevator which discharged into a rotary screen, sizing 
the material into three or more grades. From these bins material was 
drawn into accurate measuring hoppers and dumped directly into the 
mixer, thus speed, accuracy, and uniformity of results were obtained. 
The expense of this mechanical plant is such that unless 1500 or more 
yards of concrete are to be mixed, it is not advisable to attempt it. 

“For small work, industrial cars, wheelbarrows, or measuring frames 
are a necessity, and, in connection with measuring frames, the greatest 
inaccuracies are obtained in the usual shape used. Assume a 1: 2: 4 
mixture which makes nearly 16 cu. ft. of concrete. This is ordinarily 
measured in a frame made of 8-in. plank, enclosing an area of 4 ft. 
by 6 ft. If, as is common, the frame is laid on small stones left on the 
platform from a previous batch, increasing the depth by 4 in., an 
extra cubic foot of stone goes into the mix, whereas if a frame 3 ft. by 
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2 ft. 8 in., 2. ft deep, is used, the same volume is obtained and then an 
error of } in. in the depth would amount to only 3 ft. 

“When broken stone is used, it has been the writer’s experience 
that there has been very little variation in the voids, so that seldom 
does any change have to be made in the mix as the work progresses. 
Throughout New England the stone is always sized with a rotary screen 
before its delivery. The simplest and most effective way of testing 
if the concrete is densely proportioned for ordinary work (where the 
refinement necessary in waterproofing is not the essential feature) 
is, after the batch is mixed by hand or machine and is lying loose 
ready to be placed, to tap the surface lightly with the sole of 
the foot three times. If the surface becomes smooth, the mortar just 
filling the voids of the stone, the concrete is all right. If the surface 
is porous, there is not enough mortar, and vice versa. A little practice 
and observation of the concrete in place will soon produce a trained 
judgment. 

“In this vicinity there are large quantities of good gravel available, 
and this is frequently used in mixing concrete. The writer has never 
seen a gravel pit where the materials were rightly proportioned and 
where the run of the pit could be used without change. There is 
always an excess of sand. If the run of the pit is taken, it should be 
tested frequently to find the actual proportion of sand and stone and 
then enough extra stone added to obtain the proper mixture, and as 
the same pit varies constantly very frequent tests should be made. 
It is customary, because it is almost always necessary, to screen the sand 
from the stone and then to recombine them in the correct proportions, 
and when this is done the same method of measuring and testing the 
result can be used as with broken stone, slag, or other form of aggregate.”’ 


93. Mixing of Concrete.—All concrete for reinforced work 
should be mixed by machine. Although with careful superin- 
tendence hand-mixing will give first-class results, machine-mixed 
concrete is usually of more uniform quality than that mixed by 
hand, and is generally less expensive—except, of course, where the 
quantity of concrete is so small as to prohibit the expense of pur- 
chasing or rentingamixer. The engineer should preferably reserve 
the right to permit hand-mixing if practically unavoidable, but 
this method of mixing should be resorted to only when machinery 
is unobtainable or where it is necessary to start work on a large 
job before the machinery has arrived. 

The proper degree of mixing may be determined simply by the 
appearance. It is an indication that the operation has continued 
long enough when the mass assumes a uniform color and a dense, 
smooth appearance. Some contractors mix the materials dry 
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until a uniform color is secured and then add the water. Others 
put in the material and the water at once. Either way will 
produce good results, except for hand-mixing, where the mixing 
of the cement and the sand in the dry state is the general 
practice. 

The strength of concrete is very largely dependent upon the 
thoroughness of mixing, and much care is needed in this part of 
the work. No matter how suitable for the purpose the mater- 
ials and proportions of the same may be, insufficient mixing will 
result in inferior concrete. 

The greatest care should also be exercised to make sure that the 
specified amounts of the materials go into each batch of concrete. 
For measuring concrete aggregates, it is not good practice to use 
the common form of contractor’s wheelbarrow because the loads 
vary considerably with the variation in the heaping of the bar- 
row. Special barrows constructed with sides nearly vertical 
can be obtained which Will give the required amount when level 
full. 

The amount of water used in mixing is largely a matter of 
judgement. Sufficient water should be added to make the mixed 
concrete into a flowing paste that will flow readily around the 
reinforcing steel and requires only light tamping or puddling to 
bring the mass to a homogeneous condition. A slight excess of 
water is preferable to not enough, but there should not be any 
appreciable quantity of free water present to wash the cement off 
the stone. Concrete is mixed with an excess of water if pools 
are immediately formed on top of the concrete when deposited 
inthe forms. Although the quantity of water needed in different 
batches will vary occasionally because of the condition of the 
materials, the amount to use can be regulated best by measure- 
ment. A tank with a float fastened to an indicator on the out- 
side is easily constructed in connection with a concrete mixer. 

Concrete mixing machines may be divided into two general 
classes: (1) continuous mixers, into which the materials are fed 
constantly and from which the concrete is discharged in a steady 
stream, and (2) batch mixers, into which sufficient materials 
are placed at one time to make a convenient-sized batch of con- 
crete, the whole amount being discharged in one mass after it is 
mixed. Many machines are adapted to either continuous or 
batch mixing. Good results can be produced by either batch or 


continuous mixing but the correct proportions are more readily 
40 
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secured by mixing the concrete in batches, and this method is 
generally preferred. Many specifications prohibit the use of 
continuous mixers for reinforced-concrete work. 

The order adopted for mixing concrete materials by hand has 
little effect upon the strength of the concrete, provided the ma- 
terials are turned a sufficient number of times to insure a perfect 
and equal distribution of the cement through the entire mass. 
The usual method is to mix the cement and sand dry, shovel the 
mixture on to the stone, add the proper amount of water, and 
then turn the mass three times. 

94. Transporting and Placing of Concrete.—The method to be 
employed in conveying concrete from the mixing place to the 
work depends to a great extent on local conditions. Wheel- 
barrows, two-wheel hand carts, cars on tracks, derricks, hoists, 
cableways, and gravity chutes are variously used. 

The ordinary contractor’s wheelbarrow served fairly well for 
conveying concrete during the time that dry concrete was con- 
sidered good practice, because it could be heaped. At the present 
day, however, it is practicaily discarded for this purpose and has 
given way to special 2-wheel concrete barrows or carts which 
hold as much concrete as a man can readily handle. Such carts 
require wide runs or platforms (Figs. 376 and 377) and cannot be 
pushed up an incline. Also, turnouts should be provided oc- 
casionally to avoid delay when an empty barrow meets a full 
one. Where carts are run over floor forms with slab steel in 
place, the runs of plank should be spiked to substantial cleats so 
as to raise the planking above the forms and carry it over the 
slab steel. 

Small dump cars on tracks are frequently used where the con- 
crete is deposited at some distance from the mixing plant. These 
cars run on light rails placed on plank runs, as shown in Figs. 
159 and 373. A turnout is shown in the first figure mentioned. 
The runs are supported on timber horses so constructed that they 
may be easily taken out of the soft concrete. 

Hoists are generally employed in building construction to 
convey the concrete to the desired floor level. The concrete may 
be lifted either in barrows placed on an elevator or in a regular 
hoist bucket. The latter method is usually less expensive. Es- 
pecially is this true when a hopper is used to hold the concrete 
instead of dumping from the hoist bucket directly into the bar- 
rows. A hopper should hold at least a batch and a half of con- © 
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crete in order not to restrict the output of the mixer. A hopper 
is clearly shown in Fig. 332. 

A successful way of distributing concrete from a hopper to any 
part of the work by gravity is shown in Figs. 340, 341, and 375. 
The hoist bucket dumps into a hopper at the required elevation, 
from which it flows to a trough, or else to a galvanized iron pipe, 
which is operated by cables, booms, and swivels. The following 
general instructions for operating a spouting system, issued by 
the Chain Belt Co., Milwaukee, may be of value: 

1. Run about 10 ft. of water in skip. 

2. Charge mixers, using mostly sand with the cement and 
plenty of water. 

3. Run up skip with water and drop at once, following up as 
quickly as possible with a charge of concrete. 

4. Run the mixer so that it may have the consistency of a 
thick gravy, so that when it levels off the rock is seen held in sus- 
pension. If, when dumped inthe skip, it stands up, it is too thick; 
if it levels off and shows 1 in. of water, it is too thin. 

5. There should be a man in the tower to operate the concrete 
gate on the hopper to regulate the flow of concrete through the 
pipes. The stream should fill about one-third of the conveyor 
pipe and the charge should be so timed that the stream will be 
as nearly continuous as possible. 

6. Continuous and successful running depend upon the uni- 
form mixture. Be careful not to get it too thin. After a shut 
down of over 10 min., flush the pipe by sending up 10 ft. of water 
in the skip. 

7. At the end of the day’s run, clean up the mixers with two 
charges of water. Send these through the pipes. 

8. All pipe joints should be oiled with thick grease, so as to 
prevent sticking. 

Before starting to place concrete it is very important to see 
that the forms are plumb and properly braced; that all dirt, 
shavings, sawdust, and other rubbish have been removed; that 
the steel reinforcement is in its proper position and securely 
wired; and that the forms have been either thoroughly oiled or 
wet down with a hose, or both, as the case may be. If the con- 
crete hardens in the hoppers or in the wheelbarrows, it should not 
be used, since retempering such concrete with more water is dan- 
gerous; under such conditions the concrete hardens very slowly 
and probably never reaches the calculated strength. Concrete 
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which stiffens perceptibly in the receiving hopper or barrows 
should never be used. 

Concrete may be handled and placed in any way best suited to 
the nature of the work provided the materials are not allowed to 
separate, and provided also that the time of mixing and pouring 
a batch of concrete is not greater than the time-set of the cement. 
Concrete should be so deposited that it will not flow along the 
forms. It should either be dumped slowly, or shoveled out of 
receptacles, and the dumping should not be from great heights. 
If allowed to slide down a metal tube or enclosed trough, the tube 
should be kept continuously full. Excess of water is another 
common cause of separation and must be avoided. 

Wet concrete such as is used in reinforced-concrete construc- 
tion needs no ramming. It is sufficient to spade or thoroughly 
stir (puddle) the concrete by means of forks, spades, or other 
suitableinstruments. Thisis done in order to force the entrained 
air and surplus water to the surface, and thus prevent pockets or 
voids. Under no circumstances should” aggregate free from 
mortar be allowed to gather around the reinforcing rods and all 
stones should be carefully but judiciously spaded away from con- 
crete faces. Faces exposed to view may be made smooth by 
thrusting a square-pointed spade or a thin tool through the con- 
crete close to the form to force back the larger stones and prevent 
stone pockets. Gentle tapping of forms also helps to give smooth 
surfaces by shaking down and consolidating the concrete and 
forcing out air bubbles. 

Reinforcing rods should not be jarred after concrete begins to 
set, for obvious reasons. Also no walking should be allowed on 
green concrete for at least 12 hours after it is poured, as otherwise 
its strength may be seriously impaired. 

It may be necessary to cover green concrete against the direct 
rays of the sun in hot weather. Whether or not this is done, the 
concrete should besprinkled liberally at frequent intervals for the 
first two or three weeks to make up for the loss of water by 
evaporation and permit it to set properly. Keeping concrete 
wet also prevents to a large degree contraction in hardening and 
the setting up of initial stresses. Concrete may be kept continu- 
ously wet by employing either wet sand, sawdust, or burlap as a 
covering. 

In monolithic building construction, the columns should be 
poured at least 6 to 8 hours ahead of the beams and girders to 
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allow the concrete in the columns to settle and shrink, and the 
operation should be continuous from the base to the underside of 
the supported beam or girder. In like manner, the slab and the 
beams and girders are usually run in one continuous operation, 
but where T-beam action is not considered the slab may be poured 
separately. 

Joints in concrete work should not occur except at the end of a 
day’s work. Such joints should be straight, well-defined lines, 
where they will do the least harm in case of poor bond with the 
next day’s concrete. Where work on beams and slabs must be 
suspended, the joint should preferably be made through the center 
of the span of all slabs and beams as the concrete at this section is 
in compression, the tensile stress is all taken by the reinforcement, 
and the shear at this point in most beams is zero. Joints in con- 
crete should always be at right angles to the line of thrust and 
should not be where there is any considerable shear. 

Bonding new to old-concrete is a matter that requires the 
greatest care. The surface should be thoroughly cleaned of all 
foreign material and laitance or scum, and then rubbed with stiff 
wire or willow brooms, removing any loose stones at the surface. 
The surface should finally be washed with water from a hose to 
remove all loose chips and dust. The secret of securing a good 
bond lies largely in getting rid of the glazed skin and the slime and 
dust which forms on the surface of concrete that has set. Live 
steam at a high pressure has been used to clean concrete surfaces 
and has given complete satisfaction. The steam should be 
applied after the surface of the old concrete has been brushed as 
clean as possible with stiff brushes. Itisimportant that old con- 
crete be well soaked with water before new concrete is joined toit, 
and the bond may be improved in many cases by rubbing the 
surface with neat cement paste or with a rich cement mortar 
before concreting. Care should be taken that the paste is not 
allowed to dry out or set before the new concrete is placed. 

95. Concreting in Freezing Weather.— If proper precautions are 
taken, the results obtained by placing concrete in winter are 
practically as satisfactory as those secured in summer weather. 
The cost of winter concrete work, however, is generally from 6 to 
10 per cent greater than in summer, but this is usually offset by 
the earlier occupancy of the building. 

Since water is the element which brings about the hardening of 
concrete, it is evident that it must be kept in a fluid condition 
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and not allowed to freeze. Although authorities differ as to the 
ultimate effect of freezing upon Portland cement concrete, it is 
now generally admitted that freezing will not injure concrete 
which has had a chance to harden under favorable conditions for 
about 48 hours. If concrete is frozen before it takes its initial 
set there will be no permanent injury if upon thawing it is not 
again frozen until it has had an opportunity to harden. Alter- 
nate freezing and thawing at shortintervals seriously affects the 
strength of concrete. 

When concreting in winter, one or more of the following meth- 
ods may be employed to prevent concrete from freezing: 

(1) Lowering the freezing point of the mixing water by adding 
substances such as salt or calcium chloride. 

(2) Heating the sand, stone, and water. 

(3) Protecting the top or exposed surface by covering with 
panels of light sheathing, tarpaulins, building paper, or some 
other suitable material. 

(4) Enclosing or housing the work under construction. 

(5) Artificial heating of the enclosed space. 

The particular method or methods to be employed will depend 
largely upon the character of the work—mass work not requiring 
the same care and protection as thin walls, columns, beams, and 
floor slabs. 

Lowering the freezing point of water by the addition of ordinary 
salt is probably the simplest and cheapest of the methods above 
mentioned but salt retards the setting and, if used to excess, will 
affect the ultimate strength. Approximately 1 per cent by 
weight of salt to the weight of water is required for each degree 
below 32 °F., but more than 10 per cent of salt is not considered 
safe. Salt, therefore, is not effective for temperatures lower than 
22° F. The convenient way to add the salt is by putting it into 
the mixing water. Calcium chloride in quantities not over 2 
per cent of the weight of the cement lowers the freezing point in 
an effective manner to a value between 14° and —2° F., but a 
larger amount hastens the set to such an extent that it is difficult 
to handle. Tests tend to show that salt and calcium chloride 
cause a corrosive action on reinforcing steel, but experiments are 
needed to determine whether or not such action would continue 
until the effective strength of the steel would be dangerously 
impaired. 

The most satisfactory results of winter concrete work have been 
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- obtained where the aggregates and the water are heated and the 
concrete work protected until it has obtained sufficient strength 
_ to withstand the action of frost. Heating the materials acceler- 
ates the rate of hardening and lengthens the time before the mix- 
ture becomes cold enough to freeze. Results show, however, 
that the materials should not be heated much over 90° F. to 100° 
F., as the concrete is weakened if the set is too rapid. 

Many methods are used to heat the materials but, in any case, 
the additional equipment required is very simple. The best 
method of heating the water is to provide a suitable tank, and heat 
the water therein by a coil of pipe supplied with steam from the 
boiler running the mixer engine. The water barrel at the mixer 

‘should not be used for this purpose since in most cases the water 

in the same is used too fast to permit of its being properly heated. 
_ The method employed in heating sand and stone depends upon 
whether these materials are received by rail or wagons. Where 
material is received on railroad cars, it is good practice to runa 
steam pipe alongside the tracks with tees at frequent intervals 
from which steam hose is taken directly into the car itself. For 
heating sand perforated steam pipes are usually run through the 
pile and the pile kept covered with canvas. Half cylinders of 
sheet steel set on the groundin the form of an arch have been 
used successfully for heating sand and stone. Also metal culvert 
pipe and sections of old boilers have given satisfactory results, the 
fire being placed inside. Steam heating, however, is considered 
better than using heaters, inasmuch as the material next to the 
heating surface in the latter method may become damaged. 

In building construction the general method of procedure is 
to enclose the building with canvas (Fig. 378), floor by floor, until 
the concrete is set, and place salamanders burning coke (Fig. 379) 
directly underneath all freshly poured concrete. These salaman- 
ders should be kept burning continuously until the concreteis thor- 
oughly set. The tops of freshly poured floors are often covered 
with sawdust or with paper and about 12 in. of hay or straw, 
the latter being sometimes sprinkled with salt. In no case 
should fresh manure be placed over very green concrete 
to protect it from freezing, as it will spoil the surface of the con- 
crete. Before placing the concrete, all forms should be swept 
clean of snow and all ice present should be removed with a steam 
jet. The mixing plant should be close to the place of concreting 
so as not to give the concrete a chance to freeze while it is being 
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Courtesy of Universal Portland Cement Co. 


Fie. 378.—Concreting in winter. Wabash Screen Door Co.’s building, 


Minneapolis, Minn. 
Di 


Courtesy of Turner Construction Co. 


Fig. 379.—F actory of John F. Galvin, Long Island City. Interior during 
winter weather construction. Note salamanders burning to keep tempera- 
ture above freezing-point. Also, note column forms. 
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transported. The chuting of concrete in freezing weather should 
not be allowed. 

In the issue of Engineering News, May 23, 1912, Mr. F. E. 
Schilling, Superintendent of Construction for the Turner Con- 
struction Co. of New York City, describes winter construction on 
a seven-story reinforced-concrete building for the Barnet Leather 
Co., Little Falls, N.Y. His description is in part as follows: 


“The following plant was installed in order to keep the concrete 
from freezing, when cold weather set in. An 18h.p. boiler was rented 
and installed close to the building, as shown in Fig. 380. Three lines 
of 13-in. steam pipes were run from the boiler; the first line leading to 
the water barrel at the mixer, the second leading up to the floor which 
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was to be concreted, and the third line leading to a coil of pipes used 
for heating the sand and stone. This coil consisted of six lines of 
14-in. pipes, 36 ft. long, ee 4 ft. apart and all connected at the ends. 
All pipes were provided with 7%;-in. holes, spaced 12 in. apart. 

“The sand and stone brought in by 2-cu. yd. bottom-dump wagons 
were piled directly ‘on this coil, the area being enough to store 80 cu. 
yd. of sand and 150 cu. yd. of stone. The steam, when turned on under 
the sand and stone, escaped through the holes in the pipes and thawed 
out the material above. During very cold weather the sand and 
stone were covered over with heavy canvas and with steam turned on 
underneath, it was found that the material within ten hours was in 
good shape, the temperature ranging from 60 to 70° F. This was true 
even in the coldest weather when the sand arrived in large frosted 
lumps. With a steam pressure of from 25 to 35 lb. at the boiler, the 
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water in the barrel at the mixer would heat up to a temperature of 
85° within a few minutes, and was kept at an even temperature by means 
of a valve on the steam line. 

“The steam was carried about on the floor forms by means of 13-in. 
hose. In this way all the snow and ice on the forms or on the steel 
was melted. When concrete was poured on the floors, this hose was 
kept going at full pressure all day. The hose was lowered into each 
column form before pouring in the concrete, and kept there until 
the preceding column was filled. While filling the floor slab, the 
hose was kept in the girder or beam directly ahead of where the concrete 
was poured, and the steam instead of immediately rising would follow 
along the beam or girder, thus warming up the steel. The concrete 
when dumped from the carryalls was at a temperature of 50°, so any 
slight difference in temperature between the steel and concrete would 
adjust itself when the steel was surrounded and would not lower the 
temperature of the concrete enough to make it freeze. 

“In order to keep the concrete from freezing after it was placed 
in the forms, it was necessary to keep heat around it until it had set. 
To accomplish this, the contractor purchased enough canvas in pieces 
16 ft. square to cover two stories around the sides, and also to cover 
over one floor after it was concreted. ‘The carpenters, while building 
their exterior beam forms, nailed a 2X4-in. timber, 10 in. outside of 
the forms, and the canvas was hung from this timber. This allowed 
a space of 10 in. outside of the form for heat circulation. Coke burned 
in salamanders was used to keep the inclosed stories warm. The 
salamanders were distributed in the proportion of one to each 300 
sq. ft. of floor, and at this rate, the temperature under the floor forms 
was kept between 80 to 90°. The hardest place to heat was found 
to be the bottoms of the exterior columns and, to offset this, two stories 
instead of one were inclosed with canvas. When the story below the 
one being filled was inclosed and heated, the contractor found no 
difficulty in keeping all the columns from freezing. 

“Small boxes, 4 in. deeper than the thickness of the concrete on 
the floors, were placed on the floor forms before concrete was poured, 
and a hole was cut in the form underneath each box. As a portion of 
the floor was finished up, long 4X4-in. timbers were placed from box 
to box, old panels and plank were placed to span between the timbers, 
and the whole area covered with canvas. This left a 4-in. air space 
between the top of the concrete and the canvas and the heat rising 
through the holes cut in the forms under the boxes kept this space warm. 
The specifications for this building called for the finish on the floors 
to be put in after the windows and walls had been placed, so the 
concrete was left rough and caused no trouble in covering up. 

“The coldest day that concrete was placed on any of the floors 
was Jan. 26. 1912, when the sixth-story columns and the seventh floor 
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were filled. On this day, the temperature at 7 a. m. at time of starting 
work, was 6° below zero. At 10 a. m., the temperature was zero; at 
noon, 10° above; at 3 p.m., 12° above; and at 5 p.m., 8° above. All 
of the concrete placed on this day turned out in good condition. Coke 
was kept burning in the salamanders under the forms for all floors 
for at least six days after the concrete was placed. No shores or 
forms were removed during this time. 

“In order, therefore, to make speed and keep the men working, 
two sets of forms were necessary. Usually on the day following the 
concreting of a floor, no work was attempted on the next story. It 
was found, however, that by allowing two nights and a day heating, 
the concrete was hard enough on top to work on, so the covering over 
the top was removed and work was started on the next story. Thus 
while the second set of forms were being set up above, the forms still 
remained under the floor below, which was inclosed and heated. In 
this way, it was only necessary to stop work one day for every floor.” 


CHAPTER XXII 
FINISHING CONCRETE SURFACES 


96. Methods in General.—The treatment of concrete sur- 
faces should be determined almost wholly by the character of the 
structure. If appearance is not an important consideration and 
if the forms are tight, a suitable surface may be obtained simply by 
careful spading, making sure that the mortar flushes to the face. 
If, on the other hand, the character of a building and its location 
are such as to warrant a finish somewhat superior to that obtained 
by spading, then one or more of the following methods may be 
used: (1) rubbing the surface with a block of carborundum or 
similar substance after the forms are removed, (2) brushing, (3) 
tooling, (4) sand blasting, (5) using aggregates of the proper size 
and color and then properly finishing the surface, (6) using color- 
ing matter in the facing mixture, and (7) applying specially pre- 
pared paints or cement stains to the concrete surface. 

Plastering is still another method of surface treatment but is 
unsatisfactory in climates where the temperature in the winter 
months falls below freezing. If the form work is made very 
rough, fair results may be obtained by this method since plaster 
clings best to a rough surface; plastering, however, is an art more 
than a science so that skilled labor is undoubtedly a most essen- 
tial feature. Plastering should especially be avoided on outside 
work, as it is practically impossible to apply mortar in thin layers 
and make it adhere for any length of time. Thisis due, no doubt, 
to the shrinkage of the mortar after the shrinkage in the concrete 
itself has practically ceased. The richer the mortar, the more it 
shrinks, and the shrinkage results in leaving a hair plane between 
the plaster and the concrete work. The frost does the rest. 

97. Rubbed Finish.—If a rubbed surface finish is desired, the 
coarse aggregate should be well spaded back from the face of the 
work and the forms should be removed before the concrete has 
set hard, preferably in a day or two after the concrete is poured. 
The process of rubbing consists in grinding down the surface 
of the concrete sufficiently to remove all impressions of the timber 

544 


FINISHING CONCRETE SURFACES 545 


or other irregularities, using a brick of carborundum, emery, 
concrete, or soft natural stone. In connection with the rubbing 
(which is accomplished with a circular motion), a thin grout com- 
posed of cement and sand should be applied to the surface, well 
rubbed in, and the work afterward washed down with clean 
water. The grout is used simply to fill surface imperfections 
and care must be taken not to allow it to remain as a film on the 
surface. 

This method of treatment produces a comparatively smooth 
surface of uniform color much superior to that obtained by the all 
too prevalent method of painting with a grout, which almost 
invariably crazes, cracks, and peels off. Rubbing is a very 
acceptable, cheap way of finishing concrete surfaces. 

98. Brushed Finish.—A brushed finish is obtained by remov- 
ing with a brush the surface film of mortar which forms over the 
aggregate. This should be done while the concrete surface is 
still green. The brushing should be started just as soon as it 
is possible to do so without removing particles of aggregate. 
The time required for sufficient hardening can only be determined 
by experimenting with the particular surface. The forms should 
be so constructed that they may be taken down in sections and 
give access to the face of the concrete without taking away the 
standards which provide strength for the forms as a whole. 

The process consists of scrubbing or brushing the concrete 
surfaces with ordinary fiber (or wire) brushes and water until all 
the surface cement has been washed off, leaving the coarse aggre- 
gate exposed. The ordinary fiber brush will not answer if the 
surface is permitted to get too hard. A brush about 4 in. wide, 
made by clamping together a sufficient number of sheets of wire 
cloth, has been found to be very effective. 

The appearance of a brushed finish can be improved by washing 
with a diluted solution of acid applied with a brush. The acid 
thoroughly cleans the surface of the aggregate, thereby intensify- 
ing the color and texture of same. The treated surface can be 
made of any desired color by the proper selection of colored aggre- 
gates, but care should be taken to make sure that the materials 
used are not affected by the acid. The surface should be thor- 
oughly washed after the acid treatment as otherwise it will have 
a mottled, streaky appearance. 

99. Tooled Finish.—Concrete surfaces may be finished by 
tooling by any of the methods employed for dressing or finishing 
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natural stone. Only small-sized aggregate should be used in the 
facing material, as it is hard to dress and to obtain uniform results 
on surfaces where large angular stones are encountered. The 
concrete as a rule should be thoroughly hardened before tooling, 
especially if sharp clean surfaces are desired. 

A variety of surface effects may be obtained by tooling, as the 
effect produced in any given case depends upon the kind of tool 
used. Some variation in the appearance of the finished surface 
may also be obtained by the manner in which the tool is handled. 


Courtesy of Mr. H. F. Porter, Mjg. Editor of *' Factory.” 
Fig. 381—Bushhammering concrete exterior. Harvey Hubbell Co.’s 
building, Bridgeport, Conn.° 


By striking a perpendicular blow no lines or marks are left in the 
surface, whereas with a glancing blow, tooth marks are left which 
can be made parallel to each other or at various angles. Tooling 
cannot ordinarily be performed satisfactorily on gravel concrete, 
as the pebbles will be dislodged before being chipped. 

Bush-hammering (Fig. 381), either by hand or with a pneumatic 
tool, is the most popular method used in tooling concrete surfaces. 
The best results are obtained on surfaces which are thoroughly 
hard. The concrete should preferably be about two months old, 
although if it is allowed to stand too long the labor involved 
will be unnecessarily great. 
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Tooling is rather expensive and slow work, but an excellent 
finish can be obtained if the work is properly done. 

100. Sand-blast Finish—A sand-blast finish is very much the 
same in appearance as that obtained by brushing the concrete sur- 
face while itis green. Sand blasting produces a granulated finish 
somewhat similar to sandstone but not so uniform, because the 
aggregates are likely to be brought out irregularly. 

The concrete should be thoroughly hardened before sand blast- 
ing, especially if sharp edges and surfaces of a fine, uniform tex- 
ture are desired. All pronounced ridges should be removed by 
tooling previous to sand blasting since, in attempting to remove 
these ridges with the sand blast, the surface on either side is apt 
to be cut too deep and depressions in the surface intensified or 
made more prominent instead of being erased. All strips nailed 
to the forms to make moldings, joints, and courses should be left 
in place while the surface is being sand blasted, as otherwise the 
sharp angles and edges will be rounded off. 

The following is taker from a pamphlet on ‘‘Concrete Surfaces”’ 
issued by the Universal Portland Cement Co.: 

“Upon a smooth, dense, thoroughly hardened concrete surface a 3-in. 
nozzle may be used, but under ordinary conditions }-in. or even §-in. 
nozzles have been found to give the best results. A clean, sharp, 
thoroughly dried silica sand or crushed quartz is most effective for sand 
blasting; and for use with a ¢-in. nozzle the sand should be screened 
through a No. 8 screen, and through a No. 12 when a j-in. nozzle is 
used. The best results are apparently obtained on a thoroughly 
hardened concrete surface at least a month old, and for such work a 
nozzle pressure of from 50 to 80 lb. will be required.” 

101. Colored Concrete Surfaces.—The most satisfactory con- 
crete surface of a given color and texture can be obtained by 
properly finishing a surface faced with a mixture composed of 
cement and an aggregate of the proper size and color. The coloris 
obtained from the exposed aggregate, and not by adding coloring 
matter to the mixture. The successful production of the desired 
surface is also dependent upon the proper grading, proportioning, 
mixing, and placing of the materials and upon the method of finish- 
ing the surface. 

Where special or expensive materials must be employed to obtain 
the desired finish, they may be used only in the mixture applied 
as a facing to the exposed surface. Such a facing is usually 1 to 
14 in. thick. The best method of placing the facing material on 
vertical surfaces is by the use of a metal facing form or mold, con- 
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sisting of short lengths of iron plates 8 to 10 in. wide and about 6 
ft. long with three angle irons riveted to each plate. The upper 
end of the long plate should be provided with handles and slightly 
flared to assist in depositing the material. The metal form is 
placed against the wall form with the handles up and the out- 
standing legs of the angles tight against the wooden form. The 
space between it and the back of the wall is filled with ordinary 
concrete backing and the 1-in. or 1}-in. space between the metal 
form and the face form is filled with facing material. The metal 
form should not be permitted to remain until initial set takes 
place, but should be frequently raised to prevent the formation of 
seams between the facing and the concrete backing. 

Where aggregates of the desired color are not available, satis- 
factory results may be obtained by what might be termed body 
coloring and surface coloring. Only mineral colors should be used 
since the ingredients of cement have a strong and generally inju- 
rious chemical action upon most of the ordinary pigments. There 
is also danger in body coloring of impairing the strength of the 
mixture if very much coloring matter of any kindis used. Body 
coloring need apply only to a facing mixture. 

There are a number of specially prepared paints and cement 
stains on the market that apparently give splendid satisfaction as 
a surface coloring. The results to be obtained with ordinary oil 
paints are questionable and should not be used upon concrete 
surfaces. 


CHAPTER XXIII 
WATERPROOFING OF CONCRETE 


102. Methods Employed.—The various methods used to 
render concrete waterproof may be roughly classified as follows: 

(1) Accurate grading and proportioning of the concrete 
materials in order to secure a concrete so dense as to be water- 
proof, 

(2) Applying waterproof coatings or washes to the concrete 
after it is in place. 

(3) Mixing foreign substances (integral waterproofing com- 
pounds) with the concrete. 

(4) Surrounding the concrete structure with layers of water- 
proofing materials, such as asplalt and felt. 

It is often advisable to combine two or more of these methods. 

103. Dense or Impermeable Concrete.—The method of pro- 
portioning and grading the concrete materials in order to obtain 
an impermeable concrete has been discussed in Art. 34 in connec- 
tion with the treatment of roof surfaces. 

The subject of waterproofing concrete by this method is well 
covered in the recent report of the Bureau of Standards, Depart- 
ment of Commerce and Labor, Washington, D. C., known as 
Technologic Paper No. 3. The tests reported were made to deter- 
mine the absorptive and permeable properties of Portland cement 
mortars and concretes, and, at the same time, to determine the 
necessity for and the value of so-called damp-proofing and water- 
proofing mediums. All the waterproofing compounds tested and 
reported were such as were to be incorporated in a mortar or 
concrete and are known as integral compounds. No tests were 
made on felt papers or similar materials coated with bitumen. 
The summary to the above-mentioned report follows andindicates 
that if the work of proportioning and grading the concrete mater- 
ials is properly carried out, concrete can be made water-tight 
under ordinary conditions without the addition of waterproofing 
compounds. 

“Portland cement mortar and concrete can be made practically 


water-tight or impermeable (as defined below) to any hydrostatic head 
41 549 
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up to 40 ft. without the use of any of the so-called ‘integral’ water- 
proofing materials; but in order to obtain such impermeable mortar 
or concrete considerable care should be exercised in selecting good 
materials as aggregate and proportioning them in such a manner as 
to obtain a dense mixture. The consistency of the mixture should 
be wet enough so that it can be puddled, the particles flowing into 
position without tamping. The mixture should be well spaded against 
the forms when placed, so as to avoid the formation of pockets on the 
surface. 

“The addition of so-called ‘integral’ waterproofing compounds 
will not compensate for lean mixtures, nor for poor materials, nor 
for poor workmanship in the fabrication of the concrete. Since in 
practice the inert integral compounds (acting simply as void-filling 
material) are added in such small quantities, they have very little 
or no effect on the permeability of the concrete. If the same care 
be taken in making the concrete impermeable without the addition of 
waterproofing materials as is ordinarily taken when waterproofing 
materials are added, an impermeable concrete can be obtained. 

“The terms ‘permeability,’ ‘absorption,’ and ‘damp-proof’ should 
not be confused. A mortar or concrete is impermeable (not necessarily 
damp-proof), as defined and used throughout this report, when it does 
not permit the passage or flow of water through its pores or voids. 
The absorption of a mortar or concrete is the property of drawing in 
or engrossing water into its pores or voids by capillary action or other- 
wise. If the pores or voids between the grains or particles or in the 
individual grains are sufficiently large and connected from surface 
to surface of the wall, the concrete will be permeable to water. If 
the pores or voids are very minute, but connect one with another, 
theoretically they may act as capillary tubes, absorbing or drawing in 
and filling themselves with water; but the capillary forces will tend 
to hold the water in the pores and will prevent the passage or flow 
of water, even though one surface of the wall may be exposed to a 
considerable hydrostatic pressure. For all practical purposes a wall 
under such conditions would be considered perfectly water-tight and 
impermeable, although it may be highly absorptive. If these minute 
pores do act as capillary tubes and are never minute enough to prevent 
capillary action, the moisture either as water or water vapor would 
in time penetrate entirely through and fill a concrete wall, no matter 
what the thickness or composition. In such a case the capillary forces 
would not permit an actual flow of water, but these forces may carry 
moisture, entirely filling the wall, and, unless evaporation is retarded, 
the opposite face of the wall would appear dry. In such a case the 
concrete would be considered impermeable, but not damp-proof. 

_ “The damp-proofing tests as conducted would indicate that Portland 
cement mortars can be made not only impermeable but damp-proof as 
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well, as defined above, without the use of any damp-proofing or water- 
proofing compound. However, these tests should be interpreted with 
caution, as the evaporation may have been sufficient to care for the 
slight amount of moisture coming through the test pieces without 
indicating on the filter paper. Thusit cannot be stated that if a material 
were used which was damp-proof according to this test, if used as 
a basement wall, one surface being constantly exposed to moisture 
and the other surface in an inclosed room where there would be little 
or no circulation of air, that the interior surface would not appear 
damp and the atmosphere become saturated with moisture. The 
tests of coating materials as damp-proofing mediums can be considered 
as only preliminary, but the results, considered along with the chemical 
discussion, throw some light on their comparative merits. The mortar 
used in these test was, perhaps, too coarse and too absorptive for a 
fair test. The purpose of the rough surface was to test the flowing 
qualities of the coating, and it would seem that many of the failures 
may be due to the poor or imperfect spreading and adhesive quality. 
Several of the compounds deteriorated and proved their unfitness for 
the purpose intended. 

““Well-graded sands containing considerable graded fine material 
are preferable for making impermeable concrete, but if such is not 
to be had, fine material in the form of hydrated lime, finely ground 
clay, or an additional quantity of cement will be found of value. 

‘Where Portland cement mortar is used as a plaster coat, if sufficient 
cement be used and the sand contains sufficient fine material (or a 
fine material be added) and the mortar be placed without joints and 
well troweled (care being taken not to overtrowel, which may cause 
crazing), the coating will be effective as an impermeable medium 
without the use of any waterproofing compound. 

“As a precaution, under certain conditions, it is undoubtedly de- 
sirable to use bituminous or similar coatings, even on new work, as 
protection where cracks may occur due to settling of foundation or 
expansion and contraction caused by temperature changes. In large 
or exposed work it is practically impossible to prevent some cracks, 
but where cracks can be prevented no coating whatever is required 
to make the structure impermeable. 

“The permeability of Portland cement mortars and concretes rapidly 
decreases with age. 

“None of the integral compounds tested materially reduced the 
absorption of the mortars before they were dried by heating at 212° F. 
Thus they would have little or no practical value. But some of the 
so-called integral waterproofing compounds did decrease the absorption 
obtained after drying the mortars at 212° F., and the rate of absorption 
was much slower in these cases. The addition of hydrated lime and 
clays seemed to have little or no effect on the absorption. 
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“The addition of any of the compounds tested to a mortar in the 
quantities as used in these tests does not seriously affect the com-— 
pressive or tensile strength. The addition of the inert void fillers 
to mortars, as used in these tests, up to 20 per cent of the volume of 
cement increases the compressive strength.” 


Efflorescence is the term applied to the whitish or the yellowish 
accumulations or stains which often appear on concrete surfaces 
exposed to the action of the weather, and which are due to the 
leeching out of lime or other chemical salts. The prevention of 
efflorescence seems to lie in the direction of more impervious 
concrete. Great care should be exercised at joints and in de- 
positing materials so as to preclude superficial cracks, even of 
minute size. The more nearly waterproof the concrete, the less 
efflorescence will show on the surface. 

104. Waterproof Coatings or Washes.—Various methods of 
treating the surface of concrete have been employed to increase 
the water-tightness. The main objection to the use of any of 
these methods lies in the fact that a coating is usually rendered 
worthless by any minute crack in the concrete. 

The materials employed as surface coatings may be grouped 
in the following classes: 

(1) Alum and soap mixtures applied in alternate coats, popu- 
larly known as “‘Sylvester’’ process. 

(2) Alum, lye, and cement washes. 

(3) Cement grout, with or without the addition of water- 
repellents. 

(4) Paraffine and other mineral bases, applied cold in solution 
or prepared in melted condition. 

(5) Miscellaneous materials of unknown composition and sold 
under trade names. 

(6) Specially prepared bituminous products. 

All of the above, except the materials of class 6, are applied to 
the surfaces directly exposed to the action of water. In the case 
of class 6, however, to application is made to the inner surface 
of exposed building walls, the function of bituminous products in 
this position being not only to damp-proof but to serve as an in- 
sulating film against rapid changes in temperature and, in some 
cases, to replace furring and lathing since plaster may be directly 
applied to such coatings. 

Before applying any coating it is nortan that the surface 
be clean, free from foreign matter, and in most cases dry. The 
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surface should also be thoroughly chipped (or wire-brushed) not 
more than two days prior to the application of the waterproof 
coating. The coating should be homogeneous, continuous, sound 
and uniform; and careful connection should be made to the preced- 
ing day’s work. 

The well-known Sylvester method is probably the most effec- 
tive method of rendering set concrete waterproof by means of 
coatings or washes. The alum and soap penetrate the pores of 
the concrete forming insoluble compounds due to chemical action 
between the alum and soap solutions, and these compounds pre- 
vent percolation. The proportions generally used are three- 
quarters ($) of a pound of soap to one (1) gallon of water, and 
two (2) ounces of alum to one (1) gallon of water, both substances 
to be perfectly dissolved in water before using. The temperature 
of the air should not be less than 50° F. at the time of application 
of the washes. Both solutions should be applied with a soft, 
flat brush (one for each solution), the soap solution boiling hot, 
and the alum solution at 60° to 70° F. The soap solution is ap- 
plied first and allowed to dry—usually for 24 hours—then the 
alum solution is applied and allowed to dry for the same length 
of time. This constitutes one treatment, and as many treatments 
may be given as is necessary. The solutions should be well 
rubbed in, but care must be taken to avoid frothing in applying 
the soap wash. 

105. Introduction of Foreign Ingredients.—There are two 
methods of rendering concrete water-tight by the introduction of 
foreign ingredients: (1) adding a single inert void-filling substance; 
and (2) adding one or more substances which by action upon the 
cement or between themselves may produce a void-filling material. 
Foreign ingredients may also be designated by their capillary 
attraction for water—such as lime, puzzolan cement, and clay— 
or by their capillary repulsion for water, such as alum and soap, 
wax, and a number of proprietary compounds. 

Bulletin No. 46—Office of Public Roads, Washington, D.C.— 
explains a very simple method of damp-proofing concrete by the 
incorporation of mineral oil residuum with the ordinary concrete 
mixtures. It also describes the application of oil-mixed Port- 
land cement concrete to several much-used types of structures in 
which a damp-proofed building material would be of benefit. 

106. Layers of Waterproofing Material—The waterproofing 

‘of concrete by the use of lavers of waterproofing material is known 
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as the membrane method, and, strictly speaking, is not a method 
of rendering concrete impervious. Layers of waterproofing mate- 
rials used in this method range from ordinary tar paper laid with 
coal-tar pitch to asbestos or asphalted felt laid in asphalt. Both 
the cementing materials and the fabrics should be elastic and 
durable, and should retain these properties throughout the range 
of temperature to which they may possibly be subjected after 
being placed in the work. In this connection the student should 
read Art. 35 which treats of separate roof coverings. 

It is difficult to make a bituminous sheet adhere to a surface 
that is either too rough or too wet, or to one possessing too fine a 
glaze due to richness of cement surface. On this account all 
surfaces to be waterproofed should be as smooth as possible and 
should be clean and dry. The concrete should be allowed to set 
thoroughly, and all uneven surfaces should be leveled up with a 
coat of cement mortar. Sharp projections on the masonry 
should be removed or they will puncture the waterproofing. 
Continuity of work is extremely important. 


CHAPTER XXIV 


CONSTRUCTION PLANT 


By A. W. Ransome, 


Vice-President of the Ransome Concrete Machinery Co. 


107. General Discussion.— Positive laws cannot be laid 
down under which to select plant for any and all types of con- 
struction, yet it is possible to formulate a few general rules to guide 
in plant selection, to give examples of typical plants adapted to 
broad classes of work, and to indicate a few of the possible varia- 
tions from the plants selected as typical. This is the aim of the 
chapter. A study of the plants illustrated will give a fairly com- 
prehensive idea of what has already been done by practical and 
successful workers in the field, and should result in helpful 
suggestions. 

Inasmuch as plant is in reality but a substitute for labor, it 
would seem obvious that no more should be invested in plant 
than will yield a good return. This relation between plant and 
labor is apparently ignored in many instances, and plant charges 
are incurred out of all proportion to the volume of work to be done. 
Such a comparison, however, whether made directly or indirectly, 
between hand labor and the proposed plant, or between this and 
that plant, must ultimately be made if the selection is to stand the 
test of experience. 

The selection of plant and the purchase of machinery has to a 
large extent been more or less haphazard. Contractors and 
engineers, experienced and successful men, have been slow to 
awake to the possibilities for loss or gain afforded by plant selec: 
tion; but it is nevertheless deserving of careful study. 

There seems to be a strong tendency toward excess in plant 
expenditure, and a fact worthy of note is the tendency toward 
simplicity in plant upon the part of those engineers and contract- 
ors whose experience and success in the field entitles them to be 
considered as leaders. 

It has been stated again and again in such books and technical 


papers as treat upon the subject, that manufacturers of plant 
555 
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tend to overrate their machines, and that the careful engineer 
should purchase plant with possibly double the rating actually 
required. This practice is wasteful, and if carried out in all 
directions will spell failure. It is a simple matter to estimate the 
operating speed upon which the manufacturer bases his ratings, 
and from this to determine whether or not you can maintain 
such speed under the conditions which wil! prevail on your work. 

The advisability of machine mixing wherever practicable will 
be conceded by anyone devoting thought to the subject. There 
are, for instance, well-defined advantages of economy in labor, 
in greater uniformity of product, and in greater speed in construc- 
tion. An efficient concrete plant is also an excellent pacemaker 
and this fact alone is an important factor in making for general 
adoption of mechanical mixing. 

There are, of course, many small jobs on which the possible 
savings would be more than offset by the cost of installation of a 
concrete mixer. For our purpose, however, we may very well 
leave such jobs out of consideration, and consider only work of a 
size sufficient to warrant plant of one kind or another. 

108. The Mixing Cycle.—In considering the possibilities of 
a plant, it is best to consider the cycle of mixing as complete in 
three operations—namely: charging, mixing, and discharging— 
and for our present purpose we shall consider plant as referring to 
a mixer with a capacity of 4 cu. yd. 

In charging a mixer a limit is set by the physical laws governing 
the flow of materials from one container to another, and true 
effectiveness is more or less attained according as this limit is more 
or less nearly approached. In illustration of this principle con- 
sider a half-yard capacity machine equipped with feed chute 
(Fig. 382). To handle the full batch, proportions 1:3:6 will 
require, with the ordinary barrow (Fig. 383) containing 3 cu. ft., 
a procession of 7 men as indicated (Fig. 384); and for each man 
in the procession to wheel up, discharge his load into the machine, 
and make way for the next, will occupy on the average 6 seconds, 
making the total time for assembly of the batch 42 seconds. This 
time may be substantially cut, under favorable conditions, by the 
use of carts containing 6 cu. ft., instead of the smaller barrows; 
or by the substitution of a charging car. Similarly, where a 
fixed charging hopper (Fig. 385) is used, the controlling factor 
(since the dumping time for barrows can be overlapped on the 
mixing and discharge operations) is the time required for the flow 
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_of material from hopper to mixer, averaging 10 seconds. With 
a pivot charging hopper (Fig. 386); there must be added the time 
required for elevating the hopper, say 10 seconds. This time 
may be saved by installing slightly heavier power equipment, to 
permit overlapping this operation on the mixing and discharging 
operations. 

The foregoing discussion indicates sufficiently for our purpose 
the limiting factors affecting the charging of 
the mixer, the mixing and the discharge— 
limits set being taken from personal observa- 
tion on actual operations. The purpose of 
this short analysis will be manifest when we 
come to a consideration of co-ordination of 
plant. 

Thorough mixing of materials is quickly 
accomplished in any standard mixer, 30 sec- 
onds being ordinarily enough for the purpose. 
Modern mixers are driven 16 to 20 revolutions 
per minute, and at each revolution effect 4 
or more complete turns of materials, from 
which it will be appreciated that 30 seconds 
allowed for the mixing operations is sufficient. 
It may be thought that good results are not 
obtained in so short a period, yet the fact re- 
mains that this speed has been maintained 
day in and day out, the resultant product 
standing favorable comparison with similarly- 
proportioned concrete mixed under other 
conditions for longer periods. There is, un- 
fortunately, a tendency upon the part of 
engineers and contractors to consider their 
work done when the mixer is purchased and 

Fig. 384. installed. The purchase and installation of 

the mixer is only the beginning, and the 

organization of the mixing crew, the regulation of the propor- 

tions of water, and the order of feeding materials in the drum 

should be intelligently directed, rather than left to rule of thumb 
as applied by the ordinary operator. 

For quick and thorough mixing, water should first be fed into 
the mixer, and this water should be uniform in amount. The 
speed of the mixer drum can be varied with advantageous 
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results according to the character of material and the consistency 
of the mix. In other words, it pays to study your plant in order 
to learn its limits. The possibilities are a batch every minute, 
and one’s aim should be the closest possible approximation to the 
possible, consistent with available labor and with the available 
amount for plantage. 

To discharge a mixer requires 10 to 20 seconds, depending upon 
the consistency of the batch and the size thereof. An important 
factor in discharge is the speed of the mixing drum, as a varia- 


i < Fie. 885, 


tion of 5 to 8 revolutions of the drum. may result in a variation 
in discharge of 10 to 30 seconds. 

We have touched at some length on the above details of mixer 
operation, as they are really important guides in plant selection. 
This knowledge of plant operation should extend to and cover 
thoroughly the effect of varying drum speeds on mixing and dis- 
charge operations and the effect of varying amounts of water on 
these operations. As an indication of results possible in this di- 
rection, let us cite the following :—with batches of uniform consis- 
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tency, drum speeds of 12, 14, 16, 18, 20, 21, 22, 24 revolutions 
resulted in the discharge of the complete batches as follows, in 
seconds: 26, 22, 18, 15, 12, 10, 12, 16, indicating clearly maximum 
results at 21 seconds. Similarly with constant drum speed and 
varying quantities of water the following results were noted: 


Gals. of water per 20 cu. ft. batch...... 10 15 20 25 27 29 30 31 33 38 
Time of discharge in seconds........... 18) 22,20 151211 LO 111s) 22 


A similar series of observations were made as regards the effect 
of varying amounts of water on time of mixing and on power re- 


Fic. 386. 


quired to drive the mixer, showing acceleration of mixing process 
as more water was added up to 1} gal. to the cubic foot. The 
power consumed decreased with the addition of water to the 
amount of 4 gal. to the cubic foot, remaining stationary up to 
1 gal. to the cubic foot, and then gradually increasing as more 
water was added. 

109. Plant Economics.—Aside from first cost of plant, various 
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other elements must be carefully considered—namely: cost of in- 
stallation; cost of operation; cost of maintenance; cost of removal; 
and interest on the investment. All these items must be con- 
sidered as against the resultant saving in labor, and the salvage 
value that the plant will have when the work is completed. 

In general the plant best suited to the work is cheapest, regard- 
less of whether or not first cost is a few dollars more than some- 
thing less suited to conditions. First cost has perhaps a less 
important influence on final results than cost of operation and 
maintenance, and in many cases the higher salvage return will 
offset a higher first cost to a large degree. 

Cost of installation includes freight, cartage, and erection—all 
of these elements varying with the character of the plant, location 
of the work with respect to the source of supply, etc. 

Cost of operation depends primarily upon plant arrangement 
and organization—principally the latter. Properly handled, 
concrete plant becomes an important factor in setting the pace 
for the work. The plant should preferably be of a size and ca- 
pacity to permit of continuous operation during working hours, 
and the balance of the organization and equipment be so co- 
ordinated as to permit this result. 

110. Conditions Governing, Plant Design.—The character and 
arrangement of the plant depends, to a large extent, upon local 
conditions, such as the contour of the ground and the character 
of construction; also the manner in which the materials are to be 
delivered to the site, whether in cars, or wagons, regularly or 
irregularly, has an important bearing on the type of plant. 
Similarly, the matter of total yardage to be placed, of time limit 
set for the work, of bonus of penalty, all will have a bearing on 
plant selection. 

Other considerations, which may materially affect the selec- 
tion, are the amount of ground available for material storage, 
and the time of year during which the operation must be car- 
ried on—winter work requiring very different plant arrange- 
ment from summer work. 

Contour of the ground is principally effective in determining 
the location of the plant with respect to the work and the storage 
of materials. For example a steep slope will often make advis- 
able a system of overhead bins with gravity feed, which under 
other conditions would not be advisable. 

The general layout of the work will usually be the determining 
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factor in the adoption of means for handling mixed concrete, 
subject of course to the modifications imposed by total yardage, 
etc. It may make for the adoption of two or more separate 
installations, rather than one central plant, or it may cause the 
adoption of a portable plant, rather than a stationary one. 

Delivery of materials is principally effective in determining the 
arrangements for storage of raw materials. 

Total yardage, time limit, etc., are generally the controlling 
factors in determining the amount available for plantage. 

Having determined the amount available for plantage, the 
problem changes more or less and becomes one of proper co-or- 
dination of the various elements, a fitting of one into the other, a 
balancing as it were. Careful study of plant is well repaid in 
results, and a well-balanced plant is invariably profitable. The 
installation of mixer capacity for 40 cu. yd. per hour, in connec- 
tion with charging facilities for only 20 yd. per hour, or with 
provision for handling mixed materials at the rate of 20 yd. per 
hour, is waste. The illustration might be elaborated, as many 
such conditions occur quite often in actuak practice. 

- 111. Types of Mixers.—Considered broadly, mixers may be 
divided into drum mixers; trough mixers; gravity mixers; and 
pneumatic mixers, 

Drum mixers may again be divided into tilting mixers (Smith 
Type) and non-tilting (Ransome Type). In the former class the 
mixing drum is mounted on a swinging frame, and the discharge 
of mixed materials is accomplished by a tipping of the frame and 
drum. In the latter class mixed materials are drawn out through 
a chute inserted into the drum. 

Trough mixers, as a whole, may be designated as paddle mizers, 
though the paddles may vary inform from a broken worm through 
the various stages, to the continuous worm, and the conveyor 
flight may be single or double, of varying or uniform pitch. 

Gravity mixers are of the same general characteristics, depend- 
ing for success upon a series of deflections, chains, pegs, or conical 
hoppers, for the mixing action. They are not adapted to building 
work in any case, and do not deserve serious consideration here. 

Pneumatic mixers include the various types of penumatic 
mixers developed during the past two or three years by Wm. L. 
Canniff, A. W. Ransome, McMichael, and Eichelberger. In 
the Ransome and Canniff mixers the materials are first mixed 
by air in a container, and the mixed concrete then forced out 
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through pipes to its ultimate destination. In the McMichael 
and Hichelberger machines, the materials are assembled in a 
container and forced through pipes without permixing. These 
latter machines depend for successful results upon such mixing 
action as may take place in transit through the pipe. 

The above grouping of mixers, being largely based upon 
mechanical details fully described in advertising literature and 
current technical papers, is not one upon which we need enlarge 
here. We are interested in the general application of plant to 
construction work, rather than in any special mechanical device. 
It will be readily appreciated that for building construction (which 
is the special object of consideration here) a machine of the drum 
type is preferable, and our remarks will be mainly devoted to this 
type of machine, with a mental reservation to the effect that, 
under special conditions, mixers of other types might be advan- 
tageously substituted; and that while we use illustrations of a 
specific machine, we do so for the sake of clearness. 

112. Storage of Materials.—One of the first problems for con- 
sideration is the storage of materials. In many cases no special 
provision need be made; but, on other work, the handling of 
materials economically warrants more or less investment to this 
end. 

Storage must be provided for enough material to ensure against 
shut-downs, or operating at part capacity. If space is not 
available on the site, it should be secured elsewhere; a vacant 
lot close by will serve for a reserve against emergency. 

Whenever possible, the force of gravity should be called into 
play, and the natural advantage of the site utilized to the fullest 
extent. Since under ordinary conditions there is double the 
quantity of stone, as compared with sand, stone should be 
placed in the most favorable position as regards subsequent 
handling. Likewise, the position of the sand should have more 
consideration than that of the cement. 

Too little attention is directed to the care of materials upon 
delivery to the work. Cement is often carelessly protected 
against the weather, and stone is dumped indiscriminately on 
the site, resulting in subsequent unnecessary handling or loss 
due to the admixture of dirt and rubbish. There are very few, 
if any, jobs where it will not prove economy to carefully level 
the ground selected for storage, and to cover the ground under 
the stone pile with 1 or 2 in. of sand, the cost of which will be 
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saved in increased efficiency of the men who must subsequently 
shovel the stone. 

An excellent plan for material storage is shown in Fig. 387. 
This plant, consisting of a hopper, elevator, 5-h.p. motor, timber 
bulkheads and 6 bin gates, involved an investment of approxi- 


30 H. P. Motor 


Track 
Hopper 


Basement 


Fig. 387. 


mately $500; but all shoveling of sand and stone was elininated, 
with the result that the crew necessary for charging the mixer 
( yd. size) was cut from 12 to 6 men, and the unloading of 
materials delivered in bottom dump cars was cut from 10 to a 
little less than 5 cents per cubic yard, including cost of electric 
current and the time of the necessary attendant. 
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Fig. 388 illustrates storage arrangements and handling facili- 
ties as installed in connection with a large building for the Singer 
Manufacturing Company at Elizabethsport, New Jersey. The 
available storage space in this instance was a narrow strip 20 ft. 
wide between the railroad track and the building, of which the 
work in question formed an extension. A trench was made, 
extending the length of this available space, and this was sheathed 
and converted into a tunnel by a covering of 2-in. plank. In 
the bottom of the trench was laid a suitable track for the opera- 
tion of a skip car. On the ledger pieces were mounted two saw- 
toothed measuring hoppers, fitted with wheels. 


Plan 


‘1, No. 8 Mixer with 10 x10 Ransome Engine 
1, No, 3 Hoist Bucket 

1, No, 3 Hoist Crab 

1, 26 H.P. Hoisting Engine 

1, 50 H.-P. Vertical Boiler 

1, 30 ou, ft. Saw Tooth Measuring Hopper 

1, 2 yd. Skip Car 


Ransome 


boe--=4 Allow 12"Drop in Grade to Center 
Elevation ~ 


Fig. 388. 


Materials were unloaded from the cars and piled over the 
trench, sand and stone in alternate piles. The saw-toothed 
measuring hoppers were kept continually against the toe ofthe 
sand and stone piles to facilitate charging by breaking down of 
the face of the piles. Four men in this way handled the materials 
for about 30 cu. yd. of concrete per hour. Materials were auto- 
matically dropped from the measuring hoppers into the skip car 
as it passed below the hoppers on its way to the mixer. The A 
frame shown in Fig. 389 has been used to good advantage as a 
substitute for the trench. With this arrangement one man only 


was needed to charge the measuring hopper. 
42 
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113. Measurement of Materials.—Materials may be measured 
by volume or by weight, with practice tending strongly toward 
measurement by volume as being easier, and, with ordinary 


Fia. 390. 


precautions, equally accurate. The very common tendency, 
however, toward the use of the ordinary round or oval tray 
barrow for measurement is to be avoided, as accuracy is unat- 


Fie. 391. 


tainable by such means. In all cases, a receptacle used for 
measuring materials should have a top which is straight and 
materials should be struck off flush. 
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An excellent type of measuring barrow is shown in Fig. 390 
and a larger 6 cu. ft. capacity cart suitable for this purpose is 
shown in Fig. 391. The fixed charging hopper shown in Fig. 385 
is suitable for measurement; but, owing to the large area of the 
top, slight variations in relative height of materials and top of 
hopper produce considerable difference in the quantity of mate- 
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rials. An improved type of fixed measuring hopper is shown in 
Fig. 392. The pivot charging hopper, Fig. 386, and sliding pivot 
hopper, Fig. 405, are not suitable for measuring. Where these 
devices are used, measurement of materials should take place in 
suitable barrows, carts, or cars. Skip cars are not suitable for 


measuring, and should be used in connection with saw-toothed 
hoppers or other similar devices. 
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114. Placing of Concrete.—Inasmuch as we are considering 
plants adapted to building construction, a hoist of some sort is 
an essential part of the equipment. It will ordinarily be found 
advisable to install the hoist at the beginning of operations, 
since by so doing the mixer may readily be set so that the opera- 
tion of charging may be facilitated, principally by cutting out 
inclines, with resultant saving in labor. 
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A typical hoist is shown in Fig. 393, operating in connection 
with a mixer, the power being taken from an extension of the 
mixer shaft. The power equipment of the latter is of sufficient 
capacity to operate both mixer and hoist at one and the same 
time. A variation of this plant showing a direct-connected 
hoist is shown in Fig. 394, but for ordinary conditions the first 
described arrangement is preferable. 

At any desired height a bin or hopper is set, into which the 
material is discharged by the hoist bucket. From this point 
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Fig. 395, 
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distribution may be effected by wheelbarrow, cart, car, or spout, 
either alone or in combination. 

The addition of a platform hoist may be readily secured from 
a number of manufacturers. A platform hoist is shownin Fig. 395. 

In many instances. wheelbarrow or cart distribution is de- 
manded by the amount of materials involved, and, where either 
barrow or cart is used, substantial runways are essential and 
result in economy. The runways should be of ample width for 
barrows to pass freely, and a broad turnout should be provided 
at the concrete bin. Suitable barrows and carts are shown in 
Figs. 383 and 391. 


Fig. 396. 


Distribution by cars is largely used by the Aberthaw Con- 
struction Company, and in Fig. 396 is shown the type of car 
they have adopted for this work. Fig. 159 illustrates the system 
of operation. 

The handling of concrete through spouts or chutes is of com- 
paratively recent development, and, as in many other develop- 
ments, there has been a tendency to overdo. Spouting systems 
have been installed on many buildings where the distribution 
might have been better done by barrow or cart. The installa- 
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tion of a spouting system is expensive, and should not be under- 
taken blindly; nor with expectations of abnormal savings. 
Spouting plants may be grouped under boom plants, guy-line 
plants, and tower plants. In the former, Fig. 397, the spouting 
is mounted on a swivelled bracket at the tower end, and the 
outer end, supported by a boom, moves freely about the work. 


Tic. 397.—Boom spouting plant. 


A second length of spout ordinarily completes the unit. This 
type of plant has a greater freedom of movement than either 
guy-line or tower plants, but is not as free moving as might be 
desired. 

Many ways have been tried to facilitate ready moving of the 
free end; none of them, however, proving entirely satisfactory. 


ee 
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A suggestion has been made to counterbalance the free end; 
but this has not as yet been tried out. 

In guy-line plants, Fig. 398, the spouting is suspended by 
ordinary blocks and falls from guy lines or from special cables 
set up for the purpose. In some cases the outer end of the cable 
is mounted on a portable tower or A frame, and the blocks and 
falls are preferably arranged so that necessary adjustments in 
the line may be made from the ground. 


Frag. 398.—Guy-line spouting plant. 


In tripod plants, Fig. 399, movable towers are used to support 
the ends of various sections of spouting. 

It has been found by practical experience, that concrete 
thoroughly mixed, and of proper consistency, will flow on a 
slope of 18 degrees, with the best results obtained at 23 degrees. 
These slopes, however, are based upon a rigidly supported chute. 
Where the spouts are supported from guy lines, the slope must be 
a little steeper, preferably 27 to 30 degrees. By proper con- 
sistency is meant a mixture with approximately 1} to 14 gal. of 
water to the cubic foot of material. There should be just as 
much water as the material can carry without separation, so 
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that the stone particles will be carried in suspension in the mass. 
There should be a sliding of materials down the spout, rather 
than a rolling. 

Various types of spouting have been tried, ranging from round 
pipe to rectangular troughs. Best results have been secured 
from the use of 5-in. pipes, or 10-in. open troughs, the latter 


Fic. 399.—Tripod spouting plant. 


having the preference for flat slopes, and the former where there is 
necessity for varying pitch, with a Hiclnood of steeper pitch 
.than named above. 

With open spouting the use of remixing hoppers (Fig. 400), in 
connection with flexible spouting (Fig. 401), accomplishes satis- 
factorily the necessary changes in pitch. The greatest items of 
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expense in spouting plants are first cost, installation, and main- 
tenance.: 

Maintenance charges are particularly heavy. The ordinary 
stock spouting which is made of No. 14 gage metal will seldom _ 
handle more than 2000 yd. without renewal. This is due to the 


Fra. 400. 


abrasive action of the material, especially as affecting the rivets 
which join the various sections. 

A recent development is a spout made up of two or more 
longitudinal sections of the shape indicated in Fig. 402. The 
various sections are interchangeable, and there are no bolts or 
rivets extending through the spout, all joint bolts or rivets passing 
through the flanges, and the various longitudinal joints made 
secure by fish plates. This type of spouting has the further 
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Ita. 401, 


Fig. 403. 
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advantage of making possible renewal of worn sections severally, 
instead of renewing the length of spout as a whole. This type 
furthermore ensures a spout which is stiff in all directions, a 
point of considerable importance. 

115. Plant Layouts—Fig. 382 shows the, simplest type of 
mixer arranged with a simple chute to facilitate charging. With 
this type of machine the mixer serves for assembling the batch, 
and so far as the mixing operation is concerned, the machine is 
out of commission for just so much time as is required to assemble 
the batch. The plant is therefore adapted to the smaller class 
of work and should be used in connection with the large barrows, 
carts, or cars, in order that the delay in charging and discharging 
be reduced so far as possible. Where concrete is to be distributed 
direct by barrows, it is an excellent plan to discharge the entire 
batch upon a light wooden platform or box from which the 
material may be hoed or raked into the barrows and distributed 
while the next batch is in process of mixing. It is often possible 
to increase the daily output 20 to 25 per cent by the adoption of 
this plan. With an outfit of this sort, the writer has handled 
upward of 300 batches in 10 hours. 

Fig. 385 illustrates a fixed-batch charging hopper, which may 
be installed at a cost of $38.50 for a half-yard machine. This 
hopper is fitted with a swinging door, and is designed to hold an 
entire batch, which may be assembled in the hopper while the 
preceding batch is in process of mixing, and fed into the machine 
in 10 seconds upon the discharge therefrom of the previous batch. 

This type of hopper has the disadvantage of increased height 
from the ground level, and is therefore especially adapted for 
use in connection with overhead bins, skip cars, etc., or on work 
where the mixer may be so set that the hopper is ona level with 
the ground. Charging with the hopper so set, the writer has 
repeatedly handled 50 batches per hour, whereas 40 batches is 
an excellent record where materials have to be wheeled up an 
incline. 

Fig. 386 illustrates a machine equipped with a pivot-charging 
hopper, adapted to receive materials at the ground level. To 
discharge same into the mixer, power is applied through the 
countershaft of the mixcr to the hoist drum and cables (indicated 
in the illustration). A hopper of the type indicated costs $196 
for a half-yard machine. Elimination of inclines with resultant 
saving of time in charging make this device a desirable addition. 
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A variation of the above is shown in the sliding pivot hopper, 
Fig. 403, designed to receive material at a level considerably 


lower than the mixer. 
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Fig. 404 shows an arrangement on the work of Cramp & 
It will be noted that materials are 
delivered in bottom dump wagons upon the incline, and pass by 


Company, Philadelphia. 
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way of bucket elevator to the bins above the mixer. Once in the 
bins, it is a gravity process through measuring hopper to mixer. 
Messrs. Cramp & Company report 289 cu. yd. with this plant 
in 8% hours, with a crew of eight men, and covering all handling 
from wagons and cement storage to delivery bin on hoist tower. 
The mixer is } yd. capacity. 

Fig. 405 illustrates an arrangement adopted by the Turner 
Construction Company on the Bush Stores, South Brooklyn. 
Materials were delivered to the work in standard cars, and 


Standard Hoisting Tower 


Fia. 405. 


unloaded by shovel into special hoppers as indicated. These 
hoppers were readily portable, and each hopper had a capacity 
for approximately 1 cu. yd. Materials were drawn off as re- 
quired into carts with a capacity of 6 cu. ft., and wheeled to the 
mixer which was set at a lower level so that the fixed hopper was 
on a level with the ground. The bumping post A facilitated 
discharge of carts into the hopper. Carts were wheeled up 
against the bumper when a slight lift on the handles did the 
trick. 

Fig. 406 illustrates the plant used in the erection of the build- 
ings for Foster Armstrong Co. at Despatch, New York. ‘The 
work on these buildings was carried on through the winter 
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months and the bins indicated provided the readiest means for 
heating the materials to the desired temperature of 90 to 100° F. 
An auxiliary measuring tank took care of the salt solution used 


oa 
a 


ZZAE 


IN 


KZ 


‘Wood bucket for} |p 
hoisting gravel=_|| |i 
shown incross ff -]i 
section A 


Pivot on which 
bucket turns for 
discharging 


all ae 
= ae 
Steel Bucket for 
hoisting concrete 
' 
————— 


, Gate fordischarging 
concrete not shown_ 


Crab for 
hoisting bucket ! 


ae 
==“ 


rH 
Al 


a 


SE SS 
W4 
Eee) | 
aes 
|| 
j 
g 
i 
ol 


Platform for 


sgeriael |e | 
5 SS Saat | f . 
HL f 1 3 
NT 1 : 
IS SI Sk ' 
ee, <q | ae RK Rare sand 7 
bE ig | Ve SN snd grayel not show H 
fe 115 y 7 
Trapdoors for ff [= HA 1 | Ba ie na ; 
unloading exavel 4 a 7 Hie 7 
Se Vit ceria nae r WS cae eae 
Ny a ii! hate Sei ote eral NN Se facsont ey Reverlf de chute H “ 
NO RHE mit Xi Soosarelat LEH for fpterete ; 
SN N (Dock! Wis 4 % Limixer! + it Bfter} mixing i si 
Sol i Wij S WNostINy) it H 
eats = as toy Sey alt I } 
Itt a | ey iN f j ; 
| TRH: a tut tile ie Wy i . 
ese ee A Tue tf | 
1G ie Sn a ie) Hi t 4 
Vat bues cS Wi va yt =e Wl y 
Hoi te Wa Ea Uae de 
Ip-ttatee =a A ext 
hf: ee Se EE OC aera eas sl at 
ee iapoeatt heart 2 
othe = bed 9 i 
a 
Fia. 406. j 
in the concrete mixture. Steam coils also served to warm the Ys 
water used in mixing the concrete. When mixed, the concrete a 


was placed immediately; in no case more than 10 minutes elapsed. 
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When the concrete had been placed, it was protected against the 
action of frost by a solid wood covering, blocked up at least 6 in. 
above the surface of the floor in a manner to permit free circula- 
tion of air beneath the covering. Heat was introduced beneath 
the floor (or in the case of ground floors, beneath the board 
covering) by means oi steam-coils and salamanders, provision 
being made for the escape of sufficient steam beneath the cover- 
ing to prevent premature drying out of the concrete. Sala- 
manders were sprinkled freely with water, thus producing the 
necessary amount of moisture, and small openings were left in 
the floor slab to permit the warm air to circulate over the upper 
surface of the floor. The sides of the floor were protected by 
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Fig. 407. 


canvas curtains which extended downward to the floor next 
below. . 

There were placed beneath the floor and beneath the panels on 
top of the floor, at intervals of 10 ft., self-registering thermom- 
eters, which in no case showed lower than 32degrees. This 
temperature was maintained until the test cubes which had been 
allowed to set on the floor and beneath the top covering showed 
the strength used as a basis for the design. 

The extra plant involved in carrying on winter work involves 


considerable outlay, and work in freezing weather should not be 
43 
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undertaken without a thorough understanding of all that is 
involved. 

Fig. 407 indicates a more or less elaborate plant, designed for 
large work, or for cramped quarters. The plant consists of a 
suitable bucket elevator, designed to handle the entire aggregate. 
This elevator discharges the materials into trough screens as 
indicated. While passing through these screens, the coarse 
materials are washed by a flow of water applied at the head, and 
the sand is still more thoroughly washed by passing through the 
water boot and inclined worm. The washed materials are dis- 
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charged from the first flight of trough screens upon inclined 
troughs leading to a fixed measuring hopper at the mixer. The 
lower end of the troughs is fitted with a gate to control the flow. 
Such excess material as cannot be cared for by the measuring 
troughs falls to the ground in piles as indicated. Two belt 
conveyors operating in tunnels beneath the piles permit ready 
draft against these reserve piles, delivering materials to the 
original elevator, and therze to the measuring troughs. With 
such a plant it is a simple matter to handle upward of 50 cu. yd. 
per hour with four men. The arrangement shown has been 
covered by U.S. Letters Patent. 
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Figs. 408 and 409 illustrate two set-ups of practically the same 
plant, and illustrate forcibly the importance of proper arrange- 
ment. With the arrangement shown in Fig. 409, 17 men handled 
72 cu. yd. in 43 hours. With the arrangement shown in Fig. 408, 
15 men handled 87 cu. yd. in 43 hours, a saving of approximately 
13 cents per cubic yard. In Fig. 408 the runway and platform are 
too small, with the result that the men interfere with each other, 
and cannot work to advantage. Furthermore, the use of the feed 
chute involves assembly of the batch in the mixer drum. Water 
was fed to the machine a bucketful at a time, requiring an extra 
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man for this purpose. In Fig. 409 a charging hopper is substi- 
tuted for the feed chute, and both platform and runway are 
increased in size. Water is fed to the mixer through a pipe, 
and all operating levers are controlled by one man. Provision 
is also made to take care of any material working down beneath 
the mixer, with the result that wear and tear on journals, etc., 
is reduced. 

The difference in cost of the two arrangements amounted to 
$59.00. The illustrations are taken from actual experience, and 
indicate results secured under different superintendents. 
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PROBLEMS 


34. What items would you charge up against construction work for the 
use of the plant involved? 

35. Enumerate the various operations involved in the erection of the rein- 
forced-concrete skeleton of an office building. 

36. State your opinion in regard to the location of stock piles. 

37. What considerations should govern the actual laying out of construction 
plant? 

38. What is the sole purpose in the design and use of construction plant? 

39. What are the requirements of economic plant design? 

40. State the essentials in the proper mixing and placing of concrete under 
different conditions. » 


SECTION 3 
ESTIMATING 


By Lesuiz H. ALLEN 
Of the Aberthaw Construction Co., Boston 


The operation of estimating the cost of reinforced-concrete 
construction may be divided into two parts: (1) estimating 
quantities or taking off, and (2) estimating unit costs or pricing. 
The estimating of unit costs is by far the more important of 
these two and this part of the subject will therefore be treated 
first. 


CHAPTER XXV 
ESTIMATING UNIT COSTS 


Reinforced concrete work may be considered under the follow- 
ing four main divisions: 
(1) The concrete itself. 
(2) The forms or falsework. 
(3) The steel reinforcement. 
(4) The finish of the exposed surfaces. 
Each of these may be sub-divided into: 
(a) Materials. 
(b) Labor. 
(c) Plant. 
Each of these divisions and sub-divisions should be considered 
separately, and analyzed when making an estimate. 

In the prices mentioned in this chapter, the cost of labor is 
based upon the rates paid in the large cities at the present time 
(namely: carpenters 45 cents per hour, laborers 25 cents per 
hour, carpenter foremen $5 per day) and include the overhead 
expense of superintendent and timekeepers in charge of the work. 

116. Concrete.—With regard to the concrete itself, we shall 
take into account: (a) the cement, sand, stone, and water; (b) 
the labor of unloading, mixing, and placing of these materials; 
and (c) the plant necessary to accomplish this end. 

44 585 
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The cost of cement in carload lots is, as a rule, about 85 cents 
per barrel at the cement mill. If the cement is delivered in paper 
bags, there is an extra charge of 10 cents per barrel for bags. If 
delivered in cloth, the extra charge is 40 cents, but this 40 cents 
is refunded by the mills if the cloth bags are returned in good 
condition. If furnished in wooden barrels, there is a charge of 
40 cents, and the barrel is not returnable. It is usually con- 
sidered the most economical to buy cement in cloth bags and 
return the bags when empty. ‘The freight on a barrel of cement 
on a haul of say 500 miles would be about 40 cents, so that the 
total cost of a barrel of cement in cloth bags after returning and 
crediting the bags would be $1.25 per barrel. The cost of test- 
ing cement is from 8 to 5 cents per barrel. It is customary among 
contractors and engineers to have the whole shipment of cement 
tested at a testing laboratory, and from $5 to $6 per carload is 
about the usual charge. The cost of unloading cement and 
placing it in a storehouse close to the track is about 3 cents per 
barrel. If the railroad tracks do not run to the site of the con- 
struction work, there must also be added the cost of teaming, 
which would amount on a distance of 1 mile to about 5 cents 
per barrel. In addition to this must be figured the cost of hand- 
ling and returning empty sacks, the freight on same, and the loss 
of a few damaged or torn bags. This is usually estimated at 
about 2 cents per barrel. Tabulating the above, the cost of 
cement per barrel ready for use would appear as follows: 


Cemen tite Arie Sco cane ae eee eae $0.85 
bE o{ shea ch eRe et nee a a AEN aes 0.40 
Cloth sacks.) 3 aac Renee meee: 0.40 
Total cost of cement f.o.b. cars at job. $1.65 per barrel 
Deduct credit for empty sacks.......... 0.40 
$1.25 
Addi costrol testing a hiss oie ee 0.03 
Addicostrot unloadine one nee 0.03 
Add cost of teaming, if any............ 0.05 
Add cost of bundling and returning 
empty bags, and loss on same........ 0.02 


Net price of cement ready for use in 
concrete: S15 SUES. sila ee. oe $1.38 per barrel. 


It is usual to obtain quotations from the cement companies 
for cement for jobs on which estimates are being made. These 
quotations always include the freight and the bags, and to 
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arrive at the net cost it is necessary to deduct for the bags and 
add for the supplementary items, according to the above list. 

Sand usually costs about 30 cents per cubic yard to dig and 
load on teams or cars. If it has to be screened or washed, it 
will cost from 40 to 50 cents per yard. Teaming or freight will 
vary according to the length of haul, but will usually bring the 
cost of sand, ready for use, up to $1 per yard, f. 0. b. the job. 
If it comes by rail, there should be added to this 15 cents per 
yard for unloading from cars. 

Crushed stone can be bought at from 85 cents to $1 per ton 
at the crusher, to which must be added the cost of teaming or 
freight, which will vary according to the length of haul. Ona 
haul of moderate length it is usual to pay from 20 to 40 cents 
per ton, so that the cost of crushed stone (f. 0. b. the job ready 
for use) generally varies between $1.25 and $1.40 per ton. To 
this should be added about 20 cents per ton if it has to be un- 
loaded from railroad cars. If gravel of suitable size and quality 
is available for use, it can generally be obtained for $1.30 per 
yard, a considerable saving on the price of crushed stone. In 
comparing the price of gravel and crushed stone, 1 cu. ft. 
of crushed trap rock or granite may be considered as weighing 
100 lb. | 

The labor of mixing and placing concrete varies considerably, 
according to the conditions of the job and the nature of the work. 
It is obvious that to mix and place concrete in heavy bridge 
abutments and concrete dams would cost a great deal less than 
to place concrete in floor slabs 3 or 4 in. thick, or in beam and 
column forms, as the former would not require so much spading 
and spreading. 

Assuming a well laid-out job and a machine mixer taking four 
bags to the batch, the cost of mixing concrete should be from 
50 to 60 cents per cubic yard. The operations will consist of 
loading wheelbarrows with sand and stone and wheeling them 
up to the mixer and charging same, bringing cement from the 
cement shed and putting it into the mixer, and the work of an 
engineer in running the mixer and discharging the concrete 
into wheelbarrows. 

The cost of placing concrete will include the wheeling and 
dumping of the concrete in place, and the spreading and spading 
of the concrete in the forms of a building. This should cost 
about 75 cents per yard. In columns and thin walls, where 
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there is a lot of spading and where care has to be used to get a 
good surface on the concrete, this cost would be about doubled. 
On heavy masses of concrete, such as dams and thick retaining 
walls, these prices can be considerably reduced, especially if the 
plant is well laid out and the equipment is good. Concrete has 
been mixed and placed by mixer and derrick, or tracks and cars, 
for as low as 50 cents per cubic yard. 

The following is an approximate schedule of labor prices for 
mixing and placing concrete: 


Mixing‘and=placing inYootingsiz ey aly OY $1.50 per cu. yd. 
Mixing and placing in floor slabs not exceeding 4 in. 

thick. lone aux dibemat. aad. gee Bid beens 1.60 per cu. yd. 
Mixing and placing in floor slabs exceeding 5in. thick. 1.00 per cu. yd. 
Mixing and placing in columns and thin walls...... 1.50 per cu. yd. 
Mixing, and placing in walls exceeding 18 in. in 

Ghickiless SINS Meas Pee Ss AR UPN erate 1.00 per cu. yd. 
Mixing and placing in dams and thick retaining 

wallss., Gas.asia oidedigeactes Joep dies Laaaet 0.70 per cu. yd. 


On some jobs it is possible to unload sand and gravel direct from 
railroad cars to the wheelbarrows which charge the mixer. In 
such cases the materials would be handled once instead of twice 
before going into the mixer, and a saving of about 20 cents per 
yard would result. 

The cost of tools and plant and supplies on a job varies a good 
deal according to the nature of the work. But, assuming a job 
containing 5000 cu. yd. of concrete work carried out by a con- 
tractor of ability, it will usually be found that the cost of plant, 
tools, and supplies, temporary buildings, office, cement shed, etc., 
will amount to about $5000. Of this amount, about $700 would 
be spent on labor in setting up the plant and dismantling it; 
$300 for freight; $1500 for small tools and depreciation of mixer, 
hoisting engines, and large tools; and $2000 for coal or power, 
also small supplies and sundries. The writer’s practice is to 
estimate $1 for every yard of concrete on jobs containing between 
4000 and 10,000 yd. of concrete. On larger jobs than this, the 
proportion would be smaller, probably about 70 to 80 cents; 
and, on smaller jobs than those containing 3000 yd., the propor- 
tion would be higher—from $1 to $1.40 per yard. On jobs con- 
taining less than 600 yd. of concrete, machine mixing is not 
usually economical, and in that case it will be necessary to 
estimate for mixing by hand, which will cost about $2 per yard 
more than the above prices. 


_ ESTIMATING UNIT COSTS 589 


To summarize, the cost of 1 cu. yd. of concrete on a job con- 
taining 5000 yd. of reinforced-concrete work in floors and columns, 
etc., may be estimated as follows: 


Cement, 12 barrels at $1.38.................. $2.30 
Sand) 4h yard atl 100i nose. 1) Wea a 0.50 
Stone} le3dstonsy atrils 40.34. alsiiemac. dors x 1.89 
WealOnis Peres Aa: MN hat tetanic Vaya leis 
AO eee te ged ace en NO ala 1.00 
POSH MES Sar ipibay Bt Penh re egress HRN ad ae $7 .04 per cu. yd. 


It must be remembered that this cost does not include the cost 
of forms, steel, or finished surface. 

In Art. 9 of Volume I will be found formulas giving the quanti- 
ties of cement, sand, and stone required for 1 cu. yd. of con- 
crete. It will be noted that in the above estimate these propor- 
tions are not adhered to. It must be remembered that the pro- 
portions referred to are the net quantities of material required as 
determined by careful experiment. The conditions on con- 
struction work do not approach those of laboratory work, and 
there is always a considerable waste of cement, sand, and stone. 
It has been found in practice that, when estimating, it is not safe 
to allow less than the following amounts of cement for different 
proportions of mix: 


121433 mix) 3)... ~ 2700"barrels (per cubic yard 
1:2:4mix................ 1.66 barrels per cubic yard 
1:2%4:5mix............... 1.40 barrels per cubic yard 
Ie PSPs OeMIXe peinch pacha eases 20/barrels per cubic, yard 


The amount of sand and stone required varies considerably 
according to the percentage of voids. This variation cannot be 
taken into account in the usual methods of estimating—as it 
can only be ascertained by careful tests and varies from time 
to time, even when the source of supply is the same—and there- 
fore it is usual to allow 4 cu. yd. of sand per cubic yard of 
concrete, and 1 cu. yd. of crushed stone—figuring crushed 
stone to weigh 100 lb. per cubic foot. 

117. Forms.—Forms should be measured by the square foot of 
surface (measuring all sides that touch the concrete) and priced 
according to the labor involved in erecting, studding, bracing, 
and stripping. Strictly speaking, form work is the labor of 
supporting wet concrete, and the material—that is, the lumber 
used—is only incidental to this labor; therefore it is not correct 
to take off the amount of lumber used and price it according to 
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the number of board feet thus estimated. It is the practice of 
some firms to estimate forms by the latter method but such a 
practice is misleading, not only on the theoretical ground taken 
above, but on the practical ground that no two contractors would 
use the same amount of lumber in erecting a given piece of form 
work. Besides, it is not possible to determine beforehand just 
how much lumber will be used for the same, since careful draw- 
ings of the forms are not usually available. In the writer’s 
practice, he has always found that even though enough lumber 
to complete the work is ordered when a job is started, it is always 
necessary, on account of loss and waste of lumber, to order a 
great deal more before the job is finished. 
The forms for a building consist principally of: 

Forms to floors. 

Forms to beams and girders. 

Forms to columns. 

Forms to walls. 

Forms to footings. 
Each of these should be measured separately and priced at 
separate and different rates. 

The cost of forms to floor slabs will take into account: 

1. Making up panels. 

2. Setting up posts and bracing same. 

3. Putting girts and ledgers on tops of the posts. 

4. Laying the panels on the same. 

5. Stripping the centering after the concrete has set. 
The labor of making up form panels will average about 3 cents 
per square foot, and as these are generally used three or four 
times, 1 cent per square foot on the whole area is a good figure 
to use in estimating. ‘The labor of erecting studs and bracing 
will average about 2 cents per square foot, and the cost of putting 
on joists and girts and laying down panels will also cost about 
2 cents per square foot, giving a total labor cost of erecting forms 
of 5 cents per square foot. As there is 1 cent per square foot for 
stripping, we get a labor cost of 6 cents per square foot as a total. 
On a small and irregular building, of course this cost will be much 
higher, but for a plain, large factory a low cost such as this can 
often. be reached. Ifthe height from floor to ceiling is over 16 ft., 
this price should be increased, as the studs will have to be spliced 
and extra bracing will have to be put in. Two cents a square 
foot should therefore be added in such a case. 
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The cost of beam and girder forms includes the cost of the fol- 

lowing operations: 

1. Making beam bottoms and beam sides. 

2. Erecting same on the posts and joists which support 

the floor slab. 

3. Stripping. 
The cost of making up will be about 4 cents per square foot, and 
as beam bottoms are left in longer than the slab forms, it is not 
safe to figure on using these more than twice, giving an average 
cost of 2 cents per square foot for making beam forms. Erecting 
the same will cost about 4 cents per square foot, and stripping 
1 cent per square foot, giving a total cost of 7 cents per square 
foot for beam and girder forms. If beams and girders are 
haunched at the ends, 50 cents more should be allowed each 
time for the haunching. 

The labor of forming columns may be sub-divided into: 

1. Making up panels. 

2. Erecting panels and placing yokes. 

3. Plumbing. 

4, Bolting. 

5. Stripping. 
The cost of making up panels, which are usually of 1}-in. stock, 
will be found to average between 4 and 5 cents per square foot. 
Allowing that these will be used three times, the cost per square 
foot of form work would be about 14 cents. The erecting, plumb- 
ing, and bolting will be about 7 cents per square foot, and the 
cost of stripping about 13 cents per square foot, giving a total 
labor cost of 10 cents per square foot for labor on column forms. 

Columns less than 8 ft. high cost a good deal more per square 
foot than higher columns, owing to the fact that there is just as 
much time and labor spent in plumbing, erecting, and bolting 
up as if the column were twice as high with twice the amount of 
surface area. 

In a similar way, the cost of erecting wall forms will be found 
to be about 7 cents per square foot, and the cost of footing forms 
about the same. 

The writer’s experience, based on the cost of over fifty rein- 
forced-concrete buildings, large and small, shows that a good 
rule for estimating the cost of lumber, nails, oil, and wire used in 
the construction of forms to a factory building, is to reckon from 
$2.70 to $3.50 per 100 sq. ft. for these items, a good average being 
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$3 per 100 sq. ft. This figure is higher than that used by a good 
many estimators at the present day, but is’ based on actual 
experience of costs kept on a large number of jobs, and the writer 
is constantly proving that this figure is correct. 

To summarize, the cost of forms per square foot to a reinforced- 
concrete building may be tabulated as follows: 


Forms to floor slabs: 


HuriberwnaillsywOlls-elCme weet cate sexes ee . $0.03 
Labor aiaking panelany. N00. 924) BE, 0.01 
Labor erecting studs and bracing.............. 0.02 
Labor daying panels sc. psaan- Bootle eee 0.02 
PADOL StH pPDU Or. S8 tras Carinae ay eee ene 0.01 
DOUaL See eee et cee ree nae ae ve 0.09 
Forms to beams and girders: 
Mati bers wells am Collie een, pin ueras ean eee 0.03 
HA OL MIEKA weeks eee ae eee eet eee a 0.02 
Labor erecting...........:....< eee OE eee 0.04 
Labor stripping an anioeley. bis clawed. meee 0.01 
ARO bale iy nett cctec te mora ccayer ecaen acre tae ae 0.10 
Forms to columns: 
umber pinails= oil. et chtwscsa he mearac nana eaee te 0.03 
Labor making panels: x. ...s-ssue8 a aus pues 0.014 
Labor erecting, plumbing, and bolting......... 0.07 
TAU OLISULID PING aera tert tte eee eee ee 0.014 
Totalusneied pies. >. duis. aa. Tipe ae On1s 
Forms to footings: 
Lumber; nails} ‘and’ oil. a5 SU PRE ee 0.03 
Labor making and erecting..,........ BAS. Bz 0.06 
Labor-siuppin east see ar eeret nee 0.01 
ANOtAM anos ae ARPA ele Stig Rateles ice ite cin 0.10 


Forms to walls: 


Lumber, nails; oilete saris see eae ne: 0.03 
Labor makings!) e4o./ 001 VIG ING, SIMS, 0.02 
Labor erecting and plumbing................. 0.05 
Labor stripping pa bpaccctenc sel tree eee 0.01 

"Totalrcck can career nae ater eee Oead 


118. Steel—The cost of steel reinforcement, if ordered in 
time to wait for delivery direct from the mill, will average about 
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$1.70 per 100 lb. The freight rate on a haul of about 500 miles 
will be about 18 cents, giving a total of $1.88 per 100 Ib. for steel 
bars, f. o. b. cars at the job. The cost of steel bars varies accord- 
ing to the size of the bar. Bars of from 14-in. to 3-in. diameter 
are taken at the lowest rate, which is called the base price. 
Small bars take a higher rate as follows: 


gin. and 4 in...... 2.2... ee eet Ae Base plus 10 cents 
2m. and Grin... 1 ee WOU, Ae Base plus 20 cents 
BEIMCANC ate a hac teen «Sere Base plus 50 cents 
PVN pV acted ile aig ee ace cee cen Base plus $1.00 


This dzfferental rate is often halved in mill orders but stock 
deliveries take the full extras. This differential is an important 
factor in design as well as in estimating. For example, assume 
a floor 200 ft. X 100 ft. having a slab 6 in. thick and an area of 
steel per square foot of 0.462 sq. in. The total weight of steel 
required (allowing for laps) would be: 200106 X0.462*3.4= 
33,301 lb. 

Cost of $-in. square bars 64 in. on centers, 33,301 Ib. @ $1.90 
per 100 lb. = $632.70. : 

Cost of 3-in. round bars 3 in. on centers, 33,310 lb. @ $2.20 
per 100 lb. = $726.00. 

Thus there is a difference of $93.30 in favor of $-in. bars if 
taken from stock, or $46.65 if taken from mill deliveries. The 
price of reinforcing bars taken from stock is of course much 
higher, but it is usual in estimating on a building to figure on 
taking the steel for the footings and the lower part of the build- 
ing, enough for the first five or six weeks’ work, out of stock and 
buy the rest direct from the mill. 

The cost of unloading steel and piling it on the job is about 
40 cents per ton, and, if it has to be teamed from the freight 
‘yards to the site of the work, this will cost 20 cents per ton and 
upward. 

The cost of bending and placing steel in the building will vary 
according to the amount of work that is done.’ Thus, placing 
steel bars $-in. diameter in a floor slab will cost about $5 per ton. 
If the bars have to be bent up at the end, $2 per ton should be 
added. Bending and placing steel bars and stirrups in beams 
will cost from $8 to $10 per ton. Wiring up and placing steel 
bars in columns and placing hoops around them will cost from 
$10.00 to $12.00 perton. Placing steel of 3-in. and 3-in. diameter 
in walls will cost from $12 to $15 per ton. 
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These prices are sufficient to include the cost of wire, tools 
for bending, etc. Ten dollars per ton is a good average price for 
labor on steel reinforcement all through the job. 

119. Surface Finish—One hundred square feet of grano- 
lithic finish laid 1 in. thick in the proportion of one of cement, 
one of sand, and one of fine crushed stone, will require one barrel 
of cement, 4 cu. ft. of sand, and 4 cu. ft. of crushed stone. This 
may therefore be estimated as follows: 


I bbiicement inn. ease 2 4. ol LoS spel Dbl olos 

ANGUS 1 Us BANG. o.oo eae: @$1.00 per yd... 0.15 

400 lb. fine crushed stone..... @$2.00 per ton... 0.40 

$1.93 

babor,mixing’and: placingiyi se. 42 jorea en erie 0.60 

Finishers’ time trowelling surface............... 1.00 
Totalicostiperil00 sq: fias 8 aaeiaetaies ore $3.53 or 34 
cents per square 

foot. 


If the surface of the concrete has to be cleaned off with acid or 
sand blasting, this will cost from 2 to 8*cents per square foot 
additional. 

The exterior surfaces of concrete columns and beams are fre- 
quently rubbed smooth with carborundum stone, using a little 
water and cement. The cost of this work, including hanging 
swing stages for the finishers, will be from 4 to 6 cents per square 
foot. 

For ornamental effect, external surfaces are sometimes picked 
with a pointed tool or crandall hammer. The cost of this runs 
between 6 and 8 cents per square foot. 


CHAPTER XXVI 
ESTIMATING QUANTITIES 


The operation of estimating quantities is that of calculating 
(from plans supplied) quantities of labor and material which go 
to make up the completed building. This is usually called 
taking off or scaling. This should be done quite independently 
of the pricing or the arithmetical work of extending the quantities 
to obtain the totals of the quantities of work. The secret of 
accurate, speedy taking off is to be found in a systematic way of 
going about the work. No printed forms, tables, or special 
rules for taking off will insure against error, but the surest way 
of making an accurate’estimate is to have a good system to work 
on and a clear and easily followed way of setting down the 
items. The writer’s practice in taking off is to use plain squared 
paper 8 in. X 103 in., ruled in nine columns. Across the top of 
the sheet is written the name and description of the job, name of 
architect, etc. In the first column is placed a description of the 
items measured; the next four columns are for the number, 
length, width, and height of the members of the building; the 
next two are for arithmetical calculations and totals; and the 
last two for unit and total price. (See Fig. 410.) It is very 
important to keep length, breadth, and height in the same order 
in every item. Each can then be readily identified. In taking 
off a reinforced-concrete building, start with the structural mem- 
bers in the order in which they are built; that is, first take con- 
crete footings, then columns, then floor slabs, then beams and 
girders, then curtain walls and partitions, then cornice, and 
then stairs and landings. Take all the concrete first, one item 
at a time and complete it. When all the concrete is taken off, 
proceed to take off the forms, and after that take off the rein- 
forcement, and then the finish to the surfaces. After that take 
off excavation, windows and doors, roofing and other incidental 
items necessary to complete the cost of the building. 

In putting down the dimensions, it is well to put a note identi- 
fying each item, thus: 
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Concrete columns: 


5 elie x i0 
.. 4X13 X13 X10 
...7X13 X13 X10 
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First floor,(mark) A..... 


.5X14X14X10 
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§ hie Eee LO 


It takes a little more time to do this, but it is well worth the 
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Fig. 410. 


is the writer’s practice to put all dimensions in feet and fractions. 
Some estimators work in feet and inches and some in feet and 


decimals. 


There seems to be the least chance for error in 


using fractions, but this is a matter of individual judgment. 


120. Concrete.—The following rules should govern the meas- 


urement of concrete work: 


All concrete should be measured by the cubic foot or cubic 
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yard, and in all cases forms should be measured separately. 
All concrete should be measured net as placed or poured in the 
structure or building, and an excess measurement of concrete 
should never be taken to pay for the cost of forms or extra labor in 
placing. All openings and voids in concrete should be deducted, 
but no deduction should be made for steel reinforcement, I- 
beams, bolts, etc., embedded in the concrete, except where such 
have a sectional area of more than 1 sq. ft. No deduction should 
be made for chamfered, beveled, or splayed angles to columns, 
beams, and other work. 

For beams and girders it is usual to show on the plan the 
depth of concrete from the top of the slab. Thus, if the quantity 
of concrete for the slab has been-taken right through, it will be 
necessary to consider only the extra concrete below the slab in 
taking off beam and girder quantities. For example, in a floor 
6 in. thick having 12-in. <30-in. girders, the concrete to take off 
for the girders should be considered as 1 ft. wide by 2 ft. deep, 
since the other 6 in. is included in the slab. 

Each class of concrete having a different proportion of cement, 
sand, or aggregate should be measured and described separately. 
Concrete in the different members of a building or structure 
should be measured and described separately according to the 
accessibility, location, or purpose of the work; concrete in floor 
slabs should be measured and priced separately from columns or 
walls, and so on. Concrete with large stones and rocks em- 
bedded in same (cyclopean masonry) should be measured as one 
item and described according to the richness of the mix and the 
percentage of rock in same. Concrete in stairs should be meas- 
ured by the cubic foot, and it is usual to include surface finish 
with same in this case, as it forms such a small item in the cost. 

121. Forms.—Forms should be measured in square feet, taking 
the area of the surface of the concrete which is actually touched 
by the forms or false work. Forms should in all cases be meas- 
ured and described as a separate item and never included with 
the concrete. No deduction should be made in measurement of 
surface of concrete supported by forms because of. forms being 
taken down and re-used two or three times in the course of con- 
struction. 

It is not necessary to consider struts, posts, bracing, bolts, 
wire ties, oiling, cleaning, and repairing forms, as these should 
be covered by the price put on the square foot measurements, 
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Forms to the different parts of a building should be measured 
and described separately according to their nature; that is, forms 
to floor slabs, walls, columns, footings, etc., should be separated 
from each other. No allowance need be made for angle fillets 
or bevels to beams and columns, ete., but curved mouldings 
should be measured and described separately. 

No deduction in measurement of forms should be made for 
openings having an area of less than 25 sq. ft. as the labor in 
forming same is often greater than the cost of the omitted area. 
No deduction should be made in floor forms for heads of columns, 
or in column and girder forms for ends of girders, cross beams, 
etc. No allowance should be made for pockets in column forms 
for clearing out rubbish. 

The correct measurement of column forms is the girth of the 
four sides, or circumference, multiplied by the height from the 
floor surface to the under side of floor slab above. Forms to 


Fig. 411. 


octagonal, hexagonal, and circular columns should be measured 
and priced separately from forms to square columns. Caps and 
bases to columns and other ornamental work should be enumer- 
ated and fully described by sketches in the estimate with overall 
dimensions. 

The correct measurement of beam forms is the net length 
between columns multiplied by the sum of the breadth (b) and 
twice the depth below the slab (d), except for beams at edge of 
floor or around openings, which shall have the thickness of the 
floor (t) added to the sum of the breadth and twice the depth. 
(See Fig. 411.) 

Wall forms should be measured for both sides of concrete 
walls. 

Forms to the upper side of sloping slabs such as saw-tooth roofs 
should be measured whenever the slope of such slab with the 
horizontal exceeds an angle of 25 degrees. 

Mouldings in form work should be measured by the linear 
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foot. Forms to circular work should always be measured separ- 
ately from forms to straight work. 

No measurement or allowance should be made for construc- - 
tion joints in slabs, beams, etc., to stop the day’s concreting, but 
construction joints or expansion joints in dams and other large 
masses of concrete should be measured by the square foot as 
they occur. 

Forms to cornices should be measured by the linear foot and 
the girth stated. Plain forms to back of cornice should be 
measured separately. Forms to window sills, copings, and 
similar work should be measured by the linear foot. Forms to 
the underside of stairs should be measured by the superficial 
foot, and forms to the front edge by the linear foot. Forms to 
the ends of steps should be measured by number. 

122. Steel.—Reinforcing bars should be measured by the 
linear foot and reduced to weight in pounds for pricing. The 
net weight placed in the building should be taken and no allow 
ance made for waste and cutting, or wire ties and spacers, etc., 
but laps should be allowed for as called for by the plans or by the 
necessities of the design. Deformed bars should be measured 
separately from plain. 

The cost of bending and placing in columns and beams is 
greater than in slabs, but as the difference is not great it is not 
usual to make any distinctions but to take off the whole of the 
steel together, except in special cases. 

Pipe sleeves, turnbuckles, clamps, threaded ends, nuts, forg- 
ings, and other special items should be measured separately by 
number and size, and allowed for in addition to the weight. 
Wire cloth, expanded metal, and other steel fabrics sold in sheets 
are measured and described by the square foot. The size of 
mesh and weight per square foot of steel will govern the price, 
and should be stated. All laps should be measured and allowed 
for. 

123. Surface Finish.—Finish of concrete surfaces should be 
measured by the square foot. Finish should always be measured 
and described separately. No measurement or allowance 
should be made for going over concrete work after removal of 
forms, and patching up voids and stone pockets, removing fins, 
etc., as this is part of the labor incidental to placing the concrete 
and the cost will depend upon the care used in spading the con- 
crete into the forms. 
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Granolithic finish should be measured by the square foot and 
should include all labor and materials for the thickness specified. 
Finish laid integral with the slab should be measured separately 
from finish laid after the slab has set. No allowance should be 
made for protection of finish with sawdust, sand, or covering in 
to protect from weather. Grooved surfaces, gutters, curbing, 
etc., should be measured separately from plain granolithic and 
should be measured by the square foot or linear foot, as the case 
may require. 

Putting on cement wash, rubbing with carborundum, scrub- 
bing with wire brushes, tooling, and picking, are other surface 
labors that should each be separately measured and priced. 
The price should include the use of swing stages, tools, and 
materials required. 


CHAPTER XXVII 
EXAMPLE OF AN ESTIMATE FOR A CONCRETE BUILDING 


The sheets which follow give an actual estimate for the rein- 
forced-concrete work of the concrete building for the Davis Fish 
Company, shown on Plates XXIV to XXXIV inclusive. The 
method of taking off is sufficiently described in Chapter XXVI 
and needs no further explanation here. 

A few notes regarding local conditions are needed to make the 
pricing clear. 

An inspection of Plate XXXII will show that the building is 
on a small lot with a main street in front, a private way on one 
side, an adjacent building on the other side, and a small wharf 
and dock at the back. The contractor could figure on using the 
wharf for depositing materials, and also part of the main street, 
but could not use the private way, and as the street is the main 
street of the town he would have to be careful not to obstruct 
traffic with his materials. The railroad is a mile and a half away 
and the teaming from the railroad depot to the job is all down 
hill. 

Cement was quoted $1.65 f.o.b. cars at Gloucester, including 
bags. Deducting $0.40 for bags gives $1.25 net. Add $0.03 for 
testing, $0.07 for unloading from cars and teaming to job, and 
$0.03 for unloading from teams and placing in storehouse. Add 
also $0.02 for bundling and returning empty bags and loss on 
damaged bags. This will give a net price of $1.40 per barrel for 
Portland cement ready for use in the concrete. 

The sand was quoted at $1.50 per cubic yard by local dealers, 
delivered by water f.o.b. the dock. 

Crushed stone was quoted at $1.80 per ton f.o.b. teams at the 
job by a local quarry owner whose quarry was situated 2 
miles away, the haul being half uphill and half down hill. 

The labor cost of mixing and placing concrete was estimated to 
average $1.50 per cubic yard, as the small lot and crowded street 


would interfere with economical work. 
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The concrete plant was estimated to cost about $1250 and, as 
there are about 1000 cu. yd. of concrete in the job, this is 
carried in the estimate at $1.25 per cubic yard. 

To summarize, therefore, the cost of 1:2:4 concrete would show 
as follows: . 


be bbl cement. @: Gi40.. Pelee tee ee $2.34 
h yd. sand....... SisOteMe reat ls 0.75 
1.3 tons crushed stone @ $1.80................ 2.34 
Labor mixing and placing... 2.0)... al a) 1.50 
5d i ee tains SPL a OP Rs aeRO a CT, 1.25 

Total, per cubic yard for concrete in place..... $8.18 


1:23:5 concrete would cost the same except that 1.4 barrels 
of cement only would be required, at $1.40 =$1.96, a difference 
of $0.38 per cubic yard, making the cost of 1:23:5 concrete $7.80 
per cubic yard. 

Forms to footings.—The footing forms have sloping tops and 
would cost more than-square footing forms. These are there- 
fore priced at $0.12 per square foot. 

Forms to basement walls.—These vary in height and are done 
in small pieces and are priced, therefore, at $0.12 per square 
foot. 

Forms to front entrance.—Under this heading is included 355 
sq. ft. of form work with rustic jambs, arch, cornice, and pedi- 
ment. The cost of same is entirely a matter of judgment and is 
estimated at $140, which is equal to $0.40 per square foot. 

Forms to Columns.—These are of ordinary construction and 
are estimated at $0.13 per square foot. 

Forms to floor slabs.—It will be noted that the basement story 
is 3 in. less in height than the first and the second stories, so that 
the posts will have to be spliced or wedged when used in the 
first story. Splicing or wedging of posts will also be needed 
under the roof where the ceiling is 5 in. higher than in the second 
story. A fair average cost of forms to the floor slabs would be 
$0.10 per square foot. 

Forms to beams and girders.—These will be of the same size— 
except in the roof, where they are deeper and narrower and 
longer, and will require re-making. An average price of $0.10 
per square foot is estimated for these. 

Forms to parapet and back of cornice.—These are simple wall 
forms and are priced at $0.11 per square foot. 
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Forms to face of moulded cornice——These forms would be 
specially built up and would require some specially dressed 
stock. This form work should cost about $0.30 per square foot, 
or $0.90 per linear foot. 

Moulded caps and bases to front columns, shown on Plates 
XXIV and XXV.—These would be first cast in concrete and 
then set into the forms and the column concrete poured around. 
Counting the corners as two each, there will be thirteen of these 
caps and thirteen bases. They will require two moulds for the 
caps and two for the bases. The corner ones would be made and 
cast first and the moulds then altered to do the others—the two 
bases by the front door being cast last. The cost of this work 
should be about $125. 

Steel reinforeement.—The base price of steel bars at the mill 
at this time was $1.45 per 100 lb. Adding $0.18 freight rate 
gives $1.63 per 100 lb. for the steel f.o.b. cars at Gloucester, 
equal to $32.60 per ton. This job would require about 10 tons, 
to be taken from stock at an advance of $10 per ton. ‘The cost 
of unloading from cars and teaming to job would be $0.80 per 
ton, the cost of unloading and piling on the job $0.50 per ton. 
For bending and placing, an average price would be $9 per ton; 
the cost of wire and sundries, $0.50 per ton; giving a total of 
$10.80 per ton for labor and teaming, or say $11 per ton. 

Granolithic finish.—The full thickness of the concrete has been 
measured with the slab, so the price to be placed on the grano- 
lithic finish will be the extra value only. The cost of finish as 
per Chapter XXV is $0.033 per square foot. The cost of 1 
in. of concrete already estimated at $8.18 per cubic yard, equals 
$0.30 per cubic foot, or $0.023 per inch. Deducting this from 
the $0.03, gives $0.01 per square foot net. In the event of 
rain spoiling a new piece of finish, as frequently happens, or if 
a slab had to be poured without the finish because of danger of © 
wet weather and the finish laid afterwards, the cost of this finish 
would be more, and it is usual to allow an extra $0.01 to cover 
contingencies on granolithic finish, making the net price of 
finish $0.02 per square foot. 

Rubbing and cement wash.—The cost of this item depends on 
how good a job is wanted, and on the quality of work put into 
the forms. On this job it is estimated at $0.06 per square foot. 

Picked surface and margins, and washing with acid at front 
entrance,—This is a small job requiring care, and being around 
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the front door it would be considered the show part of the job, 
requiring extra treatment. The cost of this was estimated at 
$20, which is equal to $0.25 per square foot. If there was a 
large quantity, this could be done for $0.10 per square foot. 

Hydrated lime for waterproofing.—Ten per cent is called for 
in walls and parapet. These structural parts contain 176 cu. yd. 
of concrete, which would require 293 barrels of cement, equal to 
117,200 lb. Ten per cent of this quantity would be 11,720 lb. 
of hydrated lime, or say 6 tons. The cost of hydrated lime de- 
livered to the job in paper bags would be $15 per ton, and it 
would not cost any extra to add this waterproofing to the con- 
crete while it is being mixed. 

Cinder concrete crickets on the roof.—The estimate of cost 
would be as follows: 


Sond OFs tree) UCOY fan Glo) 0872) 04 ye a $0.70 
Sys NOI Bis A pos Belg ee aero a eae 0.75 
NEVClRCINGCES pitas Ge eee seine oe 0.30 
MEADOR eres eT eee ee ae 1.00 
JRIETAVHD 3 exredbehssA SRCE MORES gd Cana ESER DESO Loe ee 1325 
CDG taller as ceteuruere nyse taensnonetanels cee eter $4.00 per cubic yard 


Cinders can often be obtained free and the cost varies in every 
locality, running sometimes as high as $1 per cubic yard. 

This completes the estimate for the reinforced-concrete work 
in the building. It does not come within the province of this 
work to deal with the excavation, windows and doors, roofing, 
plumbing, painting, and sub-contracting work. 


PROBLEM 


41. Make a complete estimate for the building designed in Problems 26 to 
29 inclusive. 
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SECOND REPORT OF JOINT COMMITTEE ON CON- 
CRETE AND REINFORCED CONCRETE 


In 1903 and 1904 special committees were appointed by the 
American Society of Civil Engineers, American Society for 
Testing Materials, American Railway Engineering and Mainte- 
nance of Way Association, and the Association of American 
Portland Cement Manufacturers, for the purpose of studying 
and reporting upon the making and use of concrete, especially 
reinforced concrete. At a meeting of these special committees, 
held at Atlantic City, N. J., on June 17, 1904, arrangements were 
completed for collaborating the work of these several committees 
through the formation of the Joint Committee on Concrete and 
Reinforced Concrete. The Joint Committee rendered its first 
report early in 1909. Critical discussion of this report followed. 
For the past two years the Joint Committee has been con- 
sidering changes in the report, and, on Nov. 20, 1912, the revised 
or second report was adopted by the Committee. The first 
public presentation of the new report was made to the American 
Society of Civil Engineers on Jan. 15, 1913. 

Following is the report of the Joint Committee as it Ga Gn 
in the Proceedings of the American Society of Civil Engineers, 
February, 1913. The greater part of the introduction to the 
report is omitted. 


Since the appearance of the first Progress Report, many experi- 
ments have been conducted by some of the technical institutions 
and by private and corporate interests, and through these and 
through longer experience in construction by its members and 
others, the Committee is now able to make some perfecting modi- 
fications of its former report and to add some entirely new 
material. The time, therefore, seems opportune for presenting 
this second report, bringing the work up to date. 

The Committee would point out that while the report deals 
with every kind of stress to which concrete is subjected, and 
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includes all ordinary conditions of proportioning and handling, 
it does not go into all types of construction or all the applications 
to which concrete and reinforced concrete may be put. 

It is not to be assumed that the Committee in presenting this 
report wishes to imply that further improvements are not pos- 
sible. A careful reading will disclose many points on which the 
present deductions are regarded as only tentative; but it has 
been the aim of the Committee to cover as fully as possible 
recommendations based on the present state of the art. 

This report is what the word implies, and nothing more; it is 
not a “‘specification,’’ but may be used as a basis for specifica- 
tions. 

The use of concrete and reinforced concrete involves the 
exercise of good judgment to a greater degree than for any other 
building material. 

Rules cannot produce or supersede judgement; on the con- 
trary, judgment should control the interpretation and applica- 
tion of rules. 


~~” 
A. ADAPTABILITY OF CONCRETE AND REINFORCED CONCRETE 


The adaptability of concrete and reinforced concrete for 
engineering structures, or parts thereof, is now so well estab- 
lished that they may be considered the recognized materials of 
construction. They have proved satisfactory materials, when 
properly used, for those purposes for which their qualities make 
them particularly suitable. 


1. Uses 


Concrete is a material of very low tensile strength, and capable 
of sustaining but very small tensile deformations without rupture; 
its value as a structural material depends chiefly on its durability, 
its fire-resistive qualities, its strength in compression, its rela- 
tively low cost, and its adaptability to placing, especially where 
space is cramped or limited. Its strength increases generally 
with age. 

Concrete is well adapted for structures in which the principal 
stresses are compressive, such as foundations, dams, retaining 
and other walls, tunnels, piers, abutments, short columns, and, 
in many cases, arches. In the design of massive concrete, the 
tensile strength of the material in resisting principal stresses 
must generally be neglected. 
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By the use of metal reinforcement to resist the principal tensile 
stresses, concrete becomes available for general use in a great 
variety of structures and structural forms. This combination 
of concrete and metal is particularly advantageous in the beam, 
where both compression and tension exist; it is also advantageous 
in the column, where the main stresses are compressive, but 
where cross-bending may exist. In structures resisting lateral 
forces, it possesses advantages over plain concrete in that it may 
be designed so as to utilize more fully the strength rather than 
the weight of the material. Metal reinforcement may also be of 
value in distributing cracks due to shrinkage and temperature 
changes. 


2. Precautions 


Failures of reinforced concrete structures are usually due to 
any one or a combination of the following causes: defective 
design, poor material, faulty execution, and premature removal 
of forms. 

The defects in a design may be many and various. The com- 
putations and assumptions on which they were based may be 
faulty and contrary to the established principles of statics and 
mechanics; the unit stresses used may be excessive, or the details 
of the design defective. 

Articulated concrete structures designed in imitation of steel 
trusses, may be mentioned as illustrating a questionable use of 
reinforced concrete, and such structures are not recommended. 

Poor material is sometimes used for the concrete, as well as for 
the reinforcement. ‘The use of poor aggregates, especially sand, 
which have not been tested, is a common source of defect. In- 
ferior concrete is frequently due also to lack of experience on the 
part of the contractor and his superintendents, or to the absence 
of proper supervision. : 

An unsuitable quality of metal for reinforcement is sometimes 
prescribed in specifications, for the purpose of reducing the cost. 
For steel structures, a high grade of material is specified, but the 
steel used for reinforcing concrete is sometimes made of unsuit- 
able, brittle material. 

Faulty execution, careless workmanship, and too early removal 
of forms may generally be attributed to unintelligent or insuff- 
cient supervision. 
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3. Responsibility and Supervision 


The design of reinforced concrete structures should receive at 
least the same careful consideration as those of steel, and only 
engineers with sufficient experience and good judgment should be 
intrusted with such work. 

The computations should include all minor details, which are 
sometimes of the utmost importance. The design should show 
clearly the size and position of the reinforcement, and should 
provide for proper connections between the component parts, 
so that they cannot be displaced. As the connections between 
reinforced concrete members are frequently a source of weakness, 
the design should include a detailed study of such connections, 
accompanied by computations to prove their strength. 

While other engineering structures on the safety of which 
human lives depend are generally designed by engineers em- 
ployed by the owner, and the contracts let on the engineer’s 
design and specifications, in accordance with legitimate practice, 
reinforced concrete structures frequently~ are designed by con- 
tractors or by engineers commercially interested, and the con- 
tract let for a lump sum. 

The construction of buildings in large cities is regulated by 
ordinances or building laws, and the work is inspected by muni- 
cipal authorities. For reinforced concrete work, however, the 
limited supervision which municipal inspectors are able to give 
is not sufficient. Therefore, means for more adequate super- 
vision and inspection should be provided. . 

The execution of the work should not be separated from the 
design, as intelligent supervision and successful execution can be 
expected only when both functions are combined. The engineer 
who prepares the design and specifications, therefore, should 
have the supervision of the execution of the work. 

The Committee recommends the following rules for structures 
of reinforced concrete for the purpose of fixing the responsibility 
and providing for adequate supervision during construction: 

(a) Before work is commenced, complete plans shall be pre- 
pared, accompanied by specifications, stress computations, and 
descriptions showing the general arrangement and all details. 
The plans shall show the size, length, dimensions for points of 
bending, and exact position of all reinforcement, including 
stirrups, ties, hooping, and splicing. The computations shall 


APPENDIX 619 


give the loads assumed separately, such as dead and live loads, 
wind, and impact, if any, and the resulting stresses. 

(b) The specifications shall state the qualities of the materials 
to be used for making the concrete, and the manner in which 
they are to be proportioned. 

(c) The strength which the concrete is expected to attain after 
a definite period shall be stated in the specifications. 

(d) The drawings and specifications shall be signed by the 
engineer and the contractor. 

(e) Plans and specifications for all public structures should be 
approved by a legally authorized State or City official, and copies 
of such plans and specifications placed on file in his office. 

(f) The approval of plans and specifications by other authori- 
ties shall not relieve the engineer or the contractor of responsi- 
bility. 

(g) Inspection during construction shall be made by competent 
inspectors employed by and under the supervision of the engineer, 
and shall cover the following: 


1. The materials. 

2. The correct construction and erection of the forms and 
the supports. 

3. The sizes, shapes, and arrangement of the reinforce- 
ment. 

4. The proportioning, mixing, and placing of the concrete. 

5. The strength of the concrete, by tests of standard test 
pieces made on the work. 

6. Whether the concrete is sufficiently hardened before the 
forms and supports are removed. 

7. Prevention of injury to any part of the structure by and 
after the removal of the forms. 

8. Comparison of dimensions of all parts of the finished 
structure with the plans. 


(h) Load tests on portions of the finished structure shall be 
made where there is reasonable suspicion that the work has not 
been properly performed, or that, through influences of some kind, 
the strength has beenimpaired. Loading shall be carried to such 
a point that one and three-quarters times the calculated working 
stresses in critical parts are reached, and such loads shall cause no 
injurious permanent deformations. Load tests shall not be made 
until after 60 days of hardening. 
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4. Destructive Agencies 


(a) Corrosion of Metal Reinforcement—Tests and experience 
indicate that steel sufficiently embedded in good concrete is well 
protected against corrosion, no matter whether located above or 
below water level. It is recommended that such protection be 
not less than 1 in. in thickness. If the concrete is porous, so as 
to be readily permeable by water, as when the concrete is laid 
with a very dry consistency, the metal may corrode on account of 
the presence of moisture and air. 

(b) Electrolysis ——The most recent experimental data available 
on this subject seem to show that while reinforced concrete struc- 
tures may, under certain conditions, be injured by the flow of 
electric current in either direction between the reinforcing mate- 
rial and the concrete, such injury is generally to be expected only 
where voltages are considerably higher than those which usually 
occur in concrete structures in practice. If the iron be positive, 
trouble may manifest itself by corrosion of the iron accompanied 
by cracking of the concrete, and, if the iron be negative, there may 
be a softening of the concrete near the surface of the iron, resulting 
in a destruction of the bond. The former, or anode effect, 
decreases much more rapidly than the voltage, and almost if not 
quite disappears at voltages that are most likely to be encountered 
in practice. The cathode effect, on the other hand, takes place © 
even on very low voltages, and is therefore more important from 
a practical standpoint than that of the anode. 

Structures containing salt or calcium chloride, even in very 
small quantities, are very much more susceptible to the effects 
of electric currents than normal concrete, both the anode and 
cathode effects progressing much more rapidly in the presence of 
chlorine. 

There is great weight of evidence to show that normal rein- 
forced concrete structures free from salt are in very little danger 
under most practical conditions, while non-reinforced concrete 
structures are practically immune from electrolysis troubles. 

The results of experiments now in progress may yield more con- 
clusive information on this subject. 

(c) Sea Water—The data available concerning the effect of 
sea water on concrete or reinforced concrete are limited and incon- 
clusive. Sea walls out of the range of frost action have been 
standing for many years without apparent injury. In many 
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harbors where the water is brackish, through rivers discharging 
into them, serious disintegration has taken place. This has 
occurred chiefly between low and high tide levels, and is due, 
evidently, in part to frost. Chemical action also appears to be 
indicated by the softening of the mortar. To effect the best resis- 
tance to sea water, the concrete must be proportioned, mixed, and 
placed so as to prevent the penetration of sea water into the mass 
or through the joints. The cement should be of such chemical 
composition as will best resist the action of sea water; the aggre- 
gates should be carefully selected, graded, and proportioned with 
the cement so as to secure the maximum possible density; the 
concrete should be thoroughly mixed; the joints between old and 
new work should be made water-tight; and the concrete should be 
kept from exposure to sea water until it is thoroughly hard and 
impervious. 

(d) Acids—Concrete of first-class quality, thoroughly hard- 
ened, is affected appreciably only by strong acids which seriously 
injure other materials. ~ A substance like manure is injurious to 
green concrete, but after the concrete has hardened thoroughly it 
resists the action of such acid satisfactorily. 

(e) Ozls—When concrete is properly made and the surface is 
carefully finished and hardened, it resists the action of such min- 
eral oils as petroleum and ordinary engine oils. Oils which con- 
tain fatty acids produce injurious effects, forming compounds with 
the lime which result in a disintegration of the concrete in contact 
with them. 

(f) Alkalies.—The action of alkalies on concrete is problemati- 
cal. In the reclamation of arid land, where the soil is heavily 
charged with alkaline salts, it has been found that concrete, stone, 
brick, iron, and other materials are injured under certain condi- 
tions. It would seem that at the level of the ground-water, in 
an extremely dry atmosphere, such structures are disintegrated, 
through the rapid crystallization of the alkaline salts, resulting 
from the alternate wetting and drying of the surface. Such 
destructive action can be prevented by the use of a protective 
coating, and is minimized by securing a dense concrete. 


B. MatrEriays 


A knowledge of the properties of the materials entering into 
concrete and reinforced concrete is the first essential. The impor- 
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tance of the quality of the materials used cannot be overestimated, 
and not only the cement but also the aggregates should be subject 
to such definite requirements and tests as will insure concrete of 
the desired quality. 


1. Cement 


There are available for construction purposes: Portland, Nat- 
ural, and Puzzolan or Slag cements. Only Portland cement is 
suitable for reinforced concrete. 

(a) Portland Cement.—This is the finely pulverized product 
resulting from the calcination to incipient fusion of an intimate 
mixture of properly proportioned argillaceous and calcareous 
materials. It has a definite chemical composition varying within 
comparatively narrow limits. 

Portland cement should be used in reinforced concrete con- 
struction and any construction that will be subject to shocks or 
vibrations or stresses other than direct compression. 

(b) Natural Cement.—This is the fittely pulverized product 
resulting from the calcination of an argillaceous limestone at a 
temperature only sufficient to drive off the carbonic acid gas. 
Although the limestone must have a certain composition, this com- 
position may vary within much wider limits than in the case of Port- 
land cement. Natural cement does not develop its strength as 
quickly, nor is it as uniform in composition, as Portland cement. 

Natural cement may be used in massive masonry where weight 
rather than strength is the essential feature. 

Where economy is the governing factor, a comparison may be 
made between the use of natural cement and a leaner mixture of 
Portland cement that will develop the same strength. 

(c) Puzzolan or Slag Cement.—This is the finely pulverized 
product resulting from grinding a mechanical mixture of granu- 
lated basic blast furnace slag and hydrated lime. 

Puzzolan cement is not nearly as strong, uniform, or reliable 
as Portland or natural cement, is not used extensively, and never 
in important work; it should be used only for foundation work 
underground where it is not exposed to air or running water. 

(d) Specificatcons.—The cement should meet the requirements 
of the Standard Methods of Testing and Specifications for 
Cement (see Section H), or as may be hereafter amended, the 
result of the joint labors of Special Committees of the American 
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Society of Civil Engineers, American Society for Testing Mate- 
rials, American Railway Engineering Association, and others. 


2. Aggregates 


Extreme care should be exercised in selecting the aggregates for 
mortar and concrete, and careful tests made of the materials for 
the purpose of determining their qualities and the grading neces- 
sary to secure maximum density! or a minimum percentage of 
voids. 

(a) Fine Aggregate-—This should consist of sand, crushed stone, 
or gravel screenings, graded from fine to coarse, and passing when 
dry a sereen having holes } in. in diameter; it is perferable that 
it be of silicious material, and should be clean, coarse, free from 
dust, soft particles, vegetable loam, or other deleterious matter; 
and not more than 6 per cent should pass a sieve having 100 
meshes per linearinch. Fine aggregates should always be tested. 

Fine aggregate should be of such quality that mortar composed 
of one part Portland cement and three parts fine aggregate by 
weight, when made into briquettes, will show a tensile strength 
at least equal to the strength of 1: 3 mortar of the same consist- 
ency made with ‘the same cement and standard Ottawa sand.? 
If the aggregate be of poorer quality, the proportion of cement in 
the mortar should be increased to secure the desired strength. 

If the strength developed by the aggregate in the 1: 3 mortar is 
less than 70 per cent of the strength of the Ottawa sand mortar, 
the material should be rejected. To avoid the removal of any 
coating on the grains, which may affect the strength, bank sands 
should not be dried before being made into mortar, but should 
contain natural moisture. The percentage of moisture may be 
determined on a separate sample for correcting weight. From 10 
to 40 per cent more water may be required in mixing bank or 
artificial sands than for standard Ottawa sand to produce the 
same consistency. 

(b) Coarse Aggregate —This should consist of crushed stone or 
gravel which is retained on a screen having holes { in. in diameter, 


1A convenient coefficient of density is the ratio of the sum of the volumes of materials 
contained in a unit volume to the total unit volume. 

2A natural sand obtained at Ottawa, Ill., passing a screen having 20 meshes and re- 
tained on a screen having 30 meshes per lin. in., prepared and furnished by the Ottawa 
Silica Company, for 2 cents per lb,. f.0.b. cars, Ottawa, Ill.,”under the direction of the 
Special Committee on Uniform Tests of Cement of the American Society of Civil 
Engineers. 
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and graded from the smallest to the largest particles; it should be 
clean, hard, durable, and free from all deleterious matter. Aggre- 
gates containing dust, and soft, flat, or elongated particles, should 
be excluded from important structures. 

The maximum size of the coarse aggregate is governed by the 
character of the construction. 

For reinforced concrete and for small masses of unreinforced 
concrete, the aggregate must be small enough to produce with the 
mortar a homogeneous concrete of viscous consistency which will 
pass readily between and easily surround the reinforcement and 
fill all parts of the forms. 

For concrete in large masses, the size of the coarse aggregate 
may be increased, as a large aggregate produces a stronger con- 
crete than a fine one, although it should be noted that the danger 
of separation from the mortar becomes greater as the size of 
the coarse aggregate increases. 

Cinder concrete should not be used for reinforced concrete 
structures. It may be allowable in mass for very light loads or 
for fire protection purposes. The cinders used should be com- 
posed of hard, clean, vitreous clinker, free from sulphides, 
unburned coal, or ashes. 


3. Water 


The water used in mixing concrete should be free from oil, acid, 
alkalies, or organic matter. 


4. Metal Reinforcement 


The Committee recommends, as a suitable material for rein- 
forcement, steel filling the requirements for structural steel 
reinforcement of the specifications adopted by the American Rail- 
way Engineering Association (Section H). 

Where little bending or shaping is required, and also for rein- 
forcement for shrinkage and temperature stresses, material filling 
the requirements of the specifications adopted by the American 
Railway Engineering Association for high-carbon steel (Section 
H) may be used, adopting the same unit stress as hereinafter 
recommended for structural grade material. 

For the reinforcement of slabs, small beams, or minor details, or 
for reinforcement for shrinkage and temperature stresses, wire 
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drawn from bars of the grade of rivet steel may be used, with the 
unit stresses hereinafter recommended. 

The reinforcement should be free from excessive rust, scale, or 
coatings of any character which would tend to reduce or destroy 
the bond. 


C. PREPARING AND Puacinc Mortar AND CONCRETE 


1. Proportions 


The materials to be used in concrete should be carefully 
selected, of uniform quality, and proportioned with a view to 
securing as nearly as possible a maximum density. 

(a) Unit of Measure-—The unit of measure should be the cubic 
foot. A bag of cement, containing 94 lb. net, should be consid- 
ered the equivalent of 1 cu. ft. 

The measurement of the fine and coarse aggregates should be 
by loose volume. 

(b) Relation of Fine and Coarse Aggregates.—The fine and coarse 
aggregate should be used in such relative proportions as will 
insure maximum density. In unimportant work it is sufficient to 
do this by individual judgment, using correspondingly higher 
proportions of cement; for important work these proportions 
should be carefully determined by density experiments, and the 
sizing of the fine and coarse aggregates should be uniformly 
maintained or the proportions changed to meet the varying sizes. 

(c) Relation of Cement and Aggregates—For reinforced concrete 
construction, one part of cement to a total of six parts of fine and 
coarse aggregates measured separately should generally be used. 
For columns, richer mixtures are generally preferable, and in mas- 
sive masonry or rubble concrete, a mixture of 1: 9 or even 1:12 
may be used. 

These proportions should be determined by the strength of the 
wearing qualities required in the constrcution at the critical period 
of its use. Experienced judgment based on individual observa- 
tion and tests of similar conditions in similar localities is an excel- 
lent guide as to the proper proportions for any particular case. 

For all important construction, advance tests should be made 
of concrete, of the materials, proportions, and consistency to be 
used in the work. ‘These tests should be made under laboratory 
conditions to obtain uniformity in mixing, proportioning, and 
storage, and in case the results do not conform to the requirements 
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of the work, aggregates of a better quality should be chosen, or 
richer proportions used to obtain the desired results. 
2. Mixing 

The ingredients of concrete should be thoroughly mixed, and 
the mixing should continue until the cement is uniformly dis- 
tributed and the mass is uniform in color and homogeneous. As 
the maximum density and greatest strength of a given mixture 
depend largely on thorough and complete mixing, it is essential 
that the work of mixing should receive special attention and care. 

Inasmuch as it is difficult to determine, by visual inspection, 
whether the concrete is uniformly mixed, especially where lime- 
stone or aggregates having the color of cement are used, it is 
essential that the mixing should occupy a definite period of time. 
The minimum time will depend on whether the mixing is done by 
machine or hand. 

(a) Measuring Ingredients—Methods of measurement of the 
proportions of the various ingredients should be used which will 
secure separate and uniform measurements of cement, fine aggre- 
gate, coarse aggregate, and water, at all times. 

(b) Machine Mixing—When the conditions will permit, 
a machine mixer of a type which insures the uniform proportion- 
ing of the materials throughout the mass should be used, as a more 
uniform consistency can be thus obtained. The mixing should 
continue fora minimum time of at least 1 minute after all the 
ingredients are assembled in the mixer. 

(c) Hand Mixing.—When it is necessary to mix by hand, the 
mixing should be on a water-tight platform, and especial precau- 
tions should be taken to turn all the ingredients together at least 
six times and until they are homogeneous.in appearance and color 

(d) Consistency —The materials should be mixed wet enough to 
produce a concrete of such a consistency as will flow into the 
forms and about the metal reinforcement when used, and which, 
at the same time, can be conveyed from the mixer to the forms 
without separation of the coarse aggregate from the mortar. 

(e) Retempering—Mortar or concrete should not be remixed 
with water after it has partly set. 


3. Placing Concrete 


(a) Methods.—Concrete, after the completion of the mixing, 
should be handled rapidly, and in as small masses as is practicable, 
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from the place of mixing to the place of final deposit, and under no 
circumstances should concrete be used that has partly set. A 
slow-setting cement should be used when a long time is likely to 
occur between mixing and placing. 

Concrete should be deposited in such a manner as will permit 
the most thorough compacting, such as can be obtained by 
working with a straight shovel or slicing tool kept moving up and 
down until all the ingredients have settled in their proper places 
by gravity, and the surplus water has been forced to the surface. 
Special care should be exercised to prevent the formation of lait- 
ance, which hardens very slowly and forms a poor surface 
on which to deposit fresh concrete. All laitance should be 
removed. 

Before depositing concrete, the reinforcement should be care- 
fully placed in accordance with the plans, and adequate means 
provided to hold it in its proper position until the concrete has 
been deposited and compacted; care should be taken to see that 
the forms are substantial and thoroughly wetted (except in freez- 
ing weather) or oiled, and that the space to be occupied by the 
concrete is free from débris. When the placing of concrete is 
suspended, all necessary grooves for joining future work should be 
made before the concrete has had time to set. 

When work is resumed, concrete previously placed should be 
roughened, thoroughly cleansed of foreign material and laitance, 
thoroughly wetted, and then slushed with a mortar consisting of 
one part Portland cement and not more than two parts fine 
aggregate. 

The faces of concrete exposed to premature drying should be 
kept wet for a period of at least 7 days. 

(b) Freezing Weather —Concrete should not be mixed or depos- 
ited at a freezing temperature, unless special precautions are 
taken to avoid the use of materials covered with ice crystals or 
containing frost, and to provide means to prevent the concrete 
from freezing after being placed in position and until it has thor- 
oughly hardened. 

As the coarse aggregate forms the greater portion of the con- 
crete, it is particularly important that this material be heated to 
well above the freezing point. 

(c) Rubble Concrete—Where the concrete is to be deposited in 
massive work, its value may be improved and its cost materially 
reduced by the use of clean stones thoroughly embedded in the 
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concrete as near together as is possible and still entirely sur- 
rounded by concrete. 

(d) Under. Water——In placing concrete under water, it is 
essential to maintain still water at the place of deposit. The use 
of tremies, properly designed and operated, is a satisfactory 
method of placing concrete through water. The concrete should 
be mixed very wet (more so than is ordinarily permissible) so 
that it will flow readily through the tremie and into the place with 
practically a level surface. 

The coarse aggregate should be smaller than ordinarily used, 
and never more than 1 in. in diameter. The use of gravel facili- 
tates mixing and assists the flow of concrete through the tremie. 
The mouth of the tremie should be buried in the concrete so far 
that it is at all times entirely sealed and the surrounding water 
prevented from forcing itself into the tremie; the concrete will 
then discharge without coming in contact with the water. The 
tremie should be suspended so that it can be lowered quickly 
when it is necessary either to choke off or prevent too rapid flow; 
the lateral flow should preferably be not more than 15 ft. 

The flow should be continuous, in order to produce a mono- 
lithic mass and prevent the formation of laitance in the interior. 

In large structures it may be necessary to divide the mass of 
concrete into several small compartments or units, filling one at a 
time. With proper care, it is possible in this manner to obtain as 
good results under water as in the air. 


D. Forms 


Forms should be substantial and unyielding, so that the 
concrete shall conform to the designed dimensions and contours; 
and they should be tight in order to prevent the leakage of mortar. 

The time for removal of forms is one of the most important 
steps in the erection of a structure of concrete or reinforced 
concrete. Care should be taken to inspect the concrete and 
ascertain its hardness before removing the forms. 

So many conditions affect the hardening of concrete that the 
proper time for the removal of the forms should be decided by 
some competent and responsible person, especially where the 
atmospheric conditions are unfavorable. . 

It may be stated in a general way that forms should remain in 
place longer for reinforced concrete than for plain or massive 
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concrete, and that forms for floors, beams, and similar horizontal 
structures should remain in place much longer than for vertical 
walls. 

When the concrete gives a distinctive ring under the blow of a 
hammer, it is generally an indication that it has hardened suffi- 
ciently to permit the removal of the forms with safety. If, 
however, the temperature is such that there is any possibility 
that the concrete is frozen, this test is not a safe reliance, as frozen 
concrete may appear to be very hard. 


E. Detraits or ConstTRUCTION 


1. Joints 


(a) Concrete-—For concrete construction it is desirable to cast 
the entire structure at one operation, but as this is not always 
possible, especially in large structures, it is necessary to stop the 
work at some convenient point. This point should be selected 
so that the resulting joint may have the least possible effect on the 
strength of the structure. It is therefore recommended that the 
joints in columns be made flush with the lower side of the girders; 
that the joints in girders be at a point midway between supports, 
but should a beam intersect a girder at this point, the joint should 
be offset a distance equal to twice the width of the beam; that the 
joints in the members of a floor-system should in general be made 
at or near the center of the span. 

Joints in columns should be perpendicular to the axis of the 
column, and in girders, beams, and floor slabs perpendicular to 
the plane of their surfaces. 

Girders should never be constructed over freshly formed col- 
umns without permitting a period of at least 2 hours to elapse, 
thus providing for settlement or shrinkage in the columns. 

Shrinkage and contraction joints may be necessary in concrete 
subject to great fluctuations in temperature. The frequency of 
these joints will depend, first, on the range of temperature to 
which the concrete will be subjected, and second, on the quantity 
and position of the reinforcement. ‘These joints should be deter- 
mined, and provided for in the design. In massive work, such 
as retaining walls, abutments, etc., built without reinforcement, 
contraction joints should be provided at intervals of from 25 to 50 
ft. and with reinforcement from 50 to 80 ft. (the smaller the height 
and thickness, the closer the spacing) throughout the length of 
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the structure. To provide against the structure being thrown out 
of line by unequal settlement, each section of the wall should be 
tongued and grooved into the adjoining section. A groove should 
be formed in the surface of the concrete at vertical joints in walls 
or abutments. 

Shrinkage and contraction joints should be lubricated by either 
an application of petroleum residuum oil or a similar material, 
so as to permit a free movement at the joint when the concrete 
expands or contracts. 

The insertion of a sheet of copper or zinc, or even tarred paper, 
will be found advantageous in securing expansion and contraction 
at the joint. 

(b) Reinforcement.—Wherever it is necessary to splice tension 
reinforcement, the length of lap should be determined on the 
basis of the safe bond stress, the stress in the bar, and the shearing 
resistance of the concrete at the point of splice; or a connection 
should be made between the bars of sufficient strength to carry 
the stress. Splices at points of maximum stress should be 
avoided. In columns, bars more than ? insin diameter, not sub- 
ject to tension, should be properly squared and butted in a suitable 
sleeve; smaller bars may be treated as indicated for tension 
reinforcement, or the stress may be cared for by embedment in 
large masses of concrete. At foundations, bearing plates should 
be provided for supporting the bars, or the bars may be carried 
into the footing a sufficient distance to transmit the stress of the 
steel to the concrete by means of the bearing and bond resistance; 
in no case shall the ends of the bars be permitted merely to rest 
on concrete. 


2. Shrinkage and Temperature Changes 


Shrinkage of concrete, due to hardening and contraction from 
temperature changes, causes cracks the size of which depends on 
the extent of the mass. The resulting stresses are important in 
monolithic construction, and should be considered carefully by 
the designer; they cannot be counteracted successfully, but the 
effects can be minimized. 

Large cracks, produced by quick hardening or wide ranges of 
temperature, can be broken up to some extent into small cracks 
by placing reinforcement in the concrete; in long continuous 
lengths of concrete, it is better to provide shrinkage joints at points 
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in the structure where they will do little or no harm. Reinforce- 
ment is of assistance, and permits longer distances between 
shrinkage joints than when no reinforcement is used. 

Small masses or thin bodies of concrete should not be joined to 
larger or thicker masses without providing for shrinkage at such 
points. Fillets similar to those used in metal castings, but of 
larger dimensions, for gradually reducing from the thicker to the 
thinner body, are of advantage. 

Shrinkage cracks are likely to occur at points where fresh con- 
crete is joined to that which is set, and hence, in placing the con- 
crete, construction joints should be made on horizontal and verti- 
eal lines, and, if possible, at points where joints would naturally 
occur in dimension-stone masonry. 


3. Fire-proofing 


The actual fire tests of concrete and reinforced concrete have 
been limited, but experience, together with the results of tests 
thus far made, indicates that concrete, on account of its low rate of 
heat conductivity and the fact that it is incombustible, may be 
used safely for fire-proofing purposes. 

The dehydration of concrete probably begins at about 500° 
F., and is completed at about 900° F., but experience indicates 
that the volatilization of the water absorbs heat from the sur- 
rounding mass, which, together with the resistance of the air 
cells, tends to increase the heat resistance of the concrete, so 
that the process of dehydration is very much retarded. The 
concrete that is actually affected by fire remains in position and 
affords protection to the concrete beneath it. 

The thickness of the protective coating required depends on the 
probable duration of a fire which is likely to occur in the structure, 
and should be based on the rate of heat conductivity. The 
question of the conductivity of concrete is one which requires 
further study and investigation before a definite rate for different 
_ classes of concrete can be fully established. However, for ordi- 
nary conditions, it is recommended that the metal in girders and 
columns be protected by a minimum of 2 in. of concrete; that the 
metal in beams be protected by a minimum of 1} in. of concrete; 
and that the metal in floor slabs be protected by a minimum of 
1 in. of concrete. 


It is recommended that, in monolithic concrete columns, the 
49 
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concrete to a depth of 13 in. be considered as protective covering, 
and not included in the effective section. 

It is recommended that the corners of columns, girders, and 
beams be beveled or rounded, as a sharp corner is more seriously 
affected by fire than a round one. 


4, Water-proofing 


Many expedients have been used to render concrete impervious 
to water under normal conditions, and also under pressure condi- 
tions that exist in reservoirs, dams, and conduits of various kinds. 
Experience shows, however, that where mortar or concrete is 
proportioned to obtain the greatest practicable density and is 
mixed to a rather wet consistency, the resulting mortar or con- 
crete is impervious under moderate pressure. 

A concrete of dry consistency is more or less pervious to water, 
and compounds of various kinds have been mixed with the con- 
crete, or applied as a wash to the surface for the purpose of making 
it water-tight. Many of these compounds‘are of but temporary 
value, and in time lose their power of imparting impermeability 
to the concrete. 

In the case of subways, long retaining walls, and reservoirs, 
provided the concrete itself is impervious, cracks may be so 
reduced by horizontal and vertical reinforcement properly pro- 
portioned and located, that they are too minute to permit leak- 
age, or are soon closed by infiltration of silt. 

Coal-tar preparations, applied either as a mastic or as a coating 
on felt or cloth fabric, are used for water-proofing, and should be 
proof against injury by liquids or gases. 

For retaining and similar walls in direct contact with the earth, 
the application of one or two coatings of hot coal-tar pitch to the 
thoroughly dried surface of concrete is an efficient method of 
preventing the penetration of moisture from the earth. 


5. Surface Finish 


Concrete is a material of an individual type, and should not be 
used in imitation of other structural materials. * One of the impor- 
tant problems connected with its use is the character of the finish 
of exposed surfaces. The finish of the surface should be deter- 
mined before the concrete is placed, and the work should be 
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conducted so as to make possible the finish desired. For many 
forms of construction the natural surface of the concrete is unob- 
jectionable, but frequently the marks of the boards and the flat 
dead surface are displeasing, making some special treatment desir- 
able. A treatment of the surface, either by scrubbing it while 
green or by tooling it after it is hard, which removes the film of 
mortar and brings the aggregates of the concrete into relief is 
frequently used to remove the form markings, break the monoto- 
nous appearance of the surface, and make it more pleasing. The 
plastering of surfaces, as ordinarily applied, should be avoided, 
for, even if carefully done, it is likely to peel off under the action of 
frost or temperature changes. 


F. Drsian 


1. Massive Concrete 


In the design of massive or plain concrete, no account should be 
taken of the tensile strength of the material, and sections should 
usually be proportioned so as to avoid tensile stresses, except in 
slight amounts to resist indirect stresses. This will generally be 
accomplished, in the case of rectangular shapes, if the line of 
pressure is kept within the middle third of the section, but, in 
very large structures, such as high masonry dams, a more exact 
analysis may be required. Structures of massive concrete are 
able to resist unbalanced lateral forces by reason of their weight, 
hence the element of weight rather than strength often determines 
the design. A relatively cheap and weak concrete, therefore, 
will often be suitable for massive concrete structures. 

It is desirable, generally, to provide joints at intervals, to local- 
ize the effect of contraction. 

Massive concrete is suitable for dams, retaining walls, and piers 
and short columns in which the ratio of length to least width is 
relatively small. Under ordinary conditions, this ratio should not 
exceed six. It is also suitable for arches of moderate span, where 
the conditions as to foundations are favorable. 


2. Reinforced Concrete 


By the use of metal reinforcement to resist the principal tensile 
stresses, concrete becomes available for general use in a great 
variety of structures and structural forms. This combination of 
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concrete and metal is particularly advantageous in the beam, 
where both compression and tension exist; it is also advantageous 
in the column, where the main stresses are compressive, but where 
cross-bending may exist. The theory of design, therefore, will 
relate mainly to the analysis of beams and columns. 


3. General Assumptions 


(a) Loads.—The loads or forces to be resisted consist of: 

1. The Dead Load.—This includes the weight of the struc- 
ture and fixed loads and forces. 

2. The Live Load.—This consists of the loads and forces which 
are variable. The dynamic effect of the live load -will 
often require consideration. Any allowance for the dy- 
namic effect is preferably taken into account by adding the 
desired amount to the live load or to the live-load stresses. 
The working stresses hereinafter recommended are 
intended to apply to the equivalent static stresses thus 
determined. oe 

In the case of high buildings, the live load on columns 
may be reduced in accordance with the usual practice. 


(b) Lengths of Beams and Columns.—The span length for beams 
and slabs shall be taken as the distance from center to center of 
supports, but need not be taken to exceed the clear span plus the 
depth of beam or slab. Brackets shall not be considered as 
reducing the clear span in the sense here intended. 

The length of columns shall be taken as the maximum unsup- 
ported length. 

(c) Internal Stresses—As a basis for calculations relating to 
the strength of structures, the following assumptions are recom- 
mended: 


1. Calculations will be made with reference to working 
stresses and safe loads, rather than with reference to 
ultimate strength and ultimate loads. 

2. A plane section before bending remains plane after 
bending. 

3. The modulus of elasticity of concrete in compression, 
within the usual limits of working stresses, is constant. 
The distribution of compressive stresses in beams, there- 
fore, is rectilinear. 


! 
. 
' 
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4. In calculating the moment of resistance of beams, the 
tensile stresses in the concrete are neglected. 

5. Perfect adhesion is assumed between concrete and 
reinforcement. Under compressive stresses, the two 
materials, therefore, are stressed in proportion to their 
moduli of elasticity. 

6. The ratio of the modulus of elasticity of steel to the 
modulus of elasticity of concrete is taken at 15, except 
as modified in Section G. 

7. Initial stress in the reinforcement, due to contraction or 
expansion in the concrete, is neglected. 

It is recognized that some of the assumptions given herein are 
not entirely borne out by experimental data. They are given in 
the interest of simplicity and uniformity, and variations from 
exact conditions are taken into account in the selection of form- 
ulas and working stresses. 

The deflection of beams is affected by the tensile strength 
developed throughout the length of the beam. For calculations 
of deflections, a value of 8 for the ratio of the moduli will give 
results corresponding approximately with the actual conditions. 


4. T-Beams 


In beam and slab construction, an effective bond should be 
provided at the junction of the beam and slab. When the prin- 
cipal slab reinforcement is parallel to the beam, transverse 
reinforcement should be used, extending over the beam and 
well into the slab. 

Where adequate bond and shearing resistance between slab and 
web of beam is provided, the slab may be considered as an integral 
part of the beam, but its effective width shall be determined by 
the following rules: 

(a) It shall not exceed one-fourth of the span length of the 
beam; 

(b) Its overhanging width on either side of the web shall not 
exceed four times the thickness of the slab. 

In the design of T-beams acting as continuous beams, due 
consideration should be given to the compressive stresses at the 
support. 

Beams in which the tee form is used only for the purpose of 
providing additional compression area of concrete should prefer, 
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ably have a width of flange not more than three times the width of 
the stem and a thickness of flange not less than one-third of 
the depth of the beam. Both in this form and in the beam and 
slab form, the web stresses and the limitations in placing and 
spacing the longitudinal reinforcement will probably be control- 
ing factors in design. 


5. Floor Slabs’ 


Floor slabs should be designed and reinforced as continuous 
over the supports. If the length of the slab exceeds one and five- 
tenth times its width, the entire load should be carried by trans- 
verse reinforcement. Square slabs may well be reinforced in both 
directions. 

The continuous flat slab with multiple-way reinforcement is a 
type of construction used quite extensively, and has recognized 
advantages for special conditions, as in the case of warehouses 
with large, open, floorspace. At present, a considerable difference 
of opinion exists among engineers as to the formulas and constants 
which should be used, but experience and tests are accumulating 


1 The exact distribution of load on square and rectangular slabs, supported 
on four sides and reinforced in both directions, cannot readily be determined. 
The following method of calculation is recognized as faulty, but it is offered 
as a tentative method which will give results on the safe side. The dis- 
tribution of load is first to be determined by the formula: 

14 
“Tb 


in which r=proportion of load carried by the transverse reinforcement, 


io 


l=length, and b=breadth of slab. For various ratios of b the values of r 


are as follows: 


l 

5 ig 
1.0 0.50 
ihe 0.59 
1.2 0.67 
1.3 0.75 
1.4 0.80 
ile 0.83 


Using the values above specified, each set of reinforcement is to be calculated 
in the same manner as slabs having supports on two sides only, but the total 
amount of reinforcement thus determined may be reduced 25 per cent., 
by gradually increasing the rod spacing from the third point to the edge of 
the slab, 
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data which it is hoped will in the near future permit the formu- 
lation of the principles of design for this form of construction. 
The loads carried to beams by slabs which are reinforced in 
two directions will not be uniformly distributed to the supporting 
beam, and its distribution will depend on the relative stiffness 
of the slab and the supporting beam. The distribution under 
ordinary conditions of construction may be expected to be that in 
which the load on the beam varies in accordance with the ordi- 
nates of a parabola having its vertex at the middle of the span. 
For any given design, the probable distribution should be ascer- 
tained, and the moments in the beam calculated accordingly. 


6. Continuous Beams and Slabs 


When the beam or slab is continuous over its supports, rein- 
forcement should be fully provided at points of negative moment, 
and the stresses in concrete recommended in Section G, should 
not be exceeded. In computing the positive and negative mo- 
ments in beams and slabs continuous over several supports, due to 
uniformly distributed loads, the following rules are recommended: 

(a) That for floor slabs, the bending moments at center and 


at support be taken at To wat 9 for both dead and live loads, 


where w represents ne load per linear foot and / the 
the span length. 
(b) That for beams, the bending moment at center and at 


wl? 
support for interior spans be taken at 2” and for end 


wl? 
spans it be taken at — for center and adjoining support, 


10 
for both dead and live loads. 
(c) In the case of beams and slabs continuous for two spans 


only, the bending moment at the central support should 
[2 


2 
be taken at Be and near the middle of the span at i 
(d) At the ends of continuous beams, the amount of negative 
moment which will be developed will depend on the con- 
dition of restraint or fixedness, and this will depend on 
the form of construction used. There will usually be 
some restraint, and there is likely to be considerable. 
Provision should be made for the negative bending mo- 
ment, but, as its amount will depend on the form of con- 
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struction, the coefficient cannot be specified here, and 
must be left to the judgment of the designer. 

For spans of unusual length, more exact calculations should be 
made. Special consideration is also required in the case of con- 
centrated loads. 

Even if the center of the span is designed for a greater bending 
moment than is called for by a or b, the negative moment at the 
support should not be taken as less than the values there given. 

Where beams are reinforced on the compression side, the steel 
may be assumed to carry its proportion of stress, in accordance 
with the provisions of Section F, Part 3, c-6. In the case of 
cantilever and continuous beams, tensile and compressive 
reinforcement over supports must extend sufficiently beyond the 
support and beyond the point of inflection to develop the requisite 
bond strength. 

7. Bond Strength, and Spacing of Reinforcement 

Adequate bond strength should be provided. The formula 
hereinafter given for bond stresses in beams is for straight longi- 
tudinal bars. In beams in which a portion of the reinforcement is 
bent up near the end, the bond stress at places in both the straight 
bars and the bent bars will be considerably greater than for all the 
bars straight, and the stress at some point may be several times as 
much as that found by considering the stress to be uniformly 
distributed along the bar. In restrained and cantilever beams, 
full tensile stress exists in the reinforcing bars at the point of 
support, and the bars must be anchored in the support sufficiently 
to develop this stress. 

In case of anchorage of bars, an additional length of bar must 
be provided beyond that found on the assumption of uniform 
bond stress, for the reason that, before the bond resistance at 
the end of the bar can be developed, the bar may have begun to 
slip at another point, and “running”’ resistance is less than the 
resistance before slip begins. 

Where high bond resistance is required, the deformed bar is 
a suitable means of supplying the necessary strength; but it 
should be recognized that, even with a deformed bar, initial slip 
occurs at early loads, and that the ultimate loads obtained in the 
usual tests for bond resistance may be misleading. Adequate 
bond strength throughout the length of a bar is preferable to end 
anchorage, but, as an additional safeguard such anchorage may 
properly be used in special cases. Anchorage furnished by short 
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bends at a right angle is less effective than hooks consisting of 
turns through 180 degrees. 

The lateral spacing of parallel bars should not be less than three 
diameters, from center to center, nor should the distance from the 
side of the beam to the center of the nearest bar be less than two 
diameters. The clear spacing between two layers of bars should 
not be less than 1 in. The use of more than two layers is to be 
discouraged, unless the layers are tied together by adequate 
metal connections, particularly at and near points where bars 
are bent up or bent down. 


8. Diagonal Tension and Shear 


When a reinforced concrete beam is subjected to flexural action, 
diagonal tensile stresses are set up. If, in a beam not having 
web reinforcement, these stresses exceed the tensile strength of 
the concrete, failure of the beam will ensue. When web reinforce- 
ment, made up of stirrups, or of diagonal bars secured to the longi- 
tudinal reinforcement, or of longitudinal reinforcing bars bent 
up at several points, is used, new conditions prevail; but even in 
this case, at the beginning of loading, the diagonal tension de- 
veloped is taken principally by the concrete, the deformations 
which are developed in the concrete permitting but little stress 
to be taken by the web reinforcement. When the resistance of 
the concrete to the diagonal tension is overcome at any point 
in the depth of the beam, greater stress is at once set up in the 
web reinforcement. 

For homogeneous beams, the analytical treatment of diagonal 
tension is not very complex—the diagonal tensile stress is a func- 
tion of the horizontal and vertical shearing stresses and of the 
horizontal tensile stress at the point considered, and as the inten- 
sity of these three stresses varies from the neutral axis to the re- 
motest fiber, the intensity of the diagonal tension will be different 
at different points in the section, and will change with dif- 
ferent proportionate dimensions of length to depth of beam. 
For the composite structure of reinforced concrete beams, 
an analysis of the web stresses, and particularly of the diagonal 
tensile stresses is very complex; and when the variations due to 
a change from no horizontal tensile stress in the concrete at the 
remotest fiber to the presence of horizontal tensile stress at 
some point below the neutral axis are considered, the problem 
becomes more complex and indefinite. Under these circum- 
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stances, in designing, recourse is had to the use of the cal- 
culated vertical shearing stress as a means of comparing or 
measuring the diagonal tensile stresses developed, it being 
understood that the vertical shearing stress is not the numer- 
ical equivalent of the diagonal tensile stress, and even that 
there is not a constant ratio between them. It is here recom- 
mended that the maximum vertical shearing stress in a section be 
used as the means of comparison of the resistance to diagonal 
tensile stress developed in the concrete in beams not having web 
reinforcement. ; 

Even after the concrete has reached its limit of resistance to 
diagonal tension, if the beam has web reinforcement, conditions 
of beam action will continue to prevail, at least through the com- 
pression area, and the web reinforcement will be called on to 
resist only a part of the web stresses. From experiments with 
beams, it is concluded that it is safe practice to use only two- 
thirds of the external vertical shear in making calculations of the 
stresses that come on stirrups, diagonal web pieces, and bent-up 
bars, and it is here recommended for calculations in designing 
that two-thirds of the external vertical shear be taken as pro- 
ducing stresses in web reinforcement. 

Experiments bearing on the design of details of web reinforce- 
ment are not yet complete enough to allow more than general and 
tentative recommendations to be made. It is well established, 
however, that vertical members attached to or looped about hori- 
zontal members, inclined members secured to horizontal members 
in such a way as to insure against slip, and the bending of a part 
of the longitudinal reinforcement at an angle, will increase the 
strength of a beam against failure by diagonal tension, and that 
a well-designed and well-distributed web reinforcement may, 
under the best conditions, increase the total vertical shear carried 
to a value as much as three times that obtained when the bars are 
all horizontal and no web reinforcement is used. Where vertical 
stirrups are used without being secured to the longitudinal 
reinforcement, the force transmitted between longitudinal bar and 
stirrup must not be greater than can be taken through the con- 
crete, and care must be taken to provide for the larger bond stress 
developed in the longitudinal bars with this ‘construction than 
exists in the absence of stirrups. Sufficient bond resistance 
between the concrete and the stirrups or diagonals must be pro- 
vided. Where the longitudinal bars are bent up, the points of 
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_ bending of the several bars should be distributed along a portion of 
the length of the beam in such a way as to give efficient web 
reinforcement over the portion of the length of the beam in which 
it is needed. The higher resistance to diagonal tension failures 
given by unit frames having the stirrups and bent-up bars securely 
connected together both longitudinally and laterally is worthy of 
recognition. . It is necessary that a limit be placed on the amount 
of shear which may be allowed in a beam; for when web rein- 
forcement sufficiently efficient to give very high web resistance is 
used, at the higher stresses the concrete in the beam becomes 
checked and cracked in such a way as to endanger its durability 
as well as its strength. 

The section to be taken as the critical section in the calculation 
of shearing stresses will generally be the one having themaximum 
vertical shear, though experiments show that the section at which 
diagonal tension failures occur is not just at a support, even 
though the shear at the latter point be much greater. 

The longitudinal spacing of stirrups or diagonal members, or 
the distribution of the points of bending of adjacent bent-up 
bars, should not exceed three-fourths the depth of the beam. 

It is important that adequate bond strength or anchorage be 
provided to develop fully the assumed strength of all web 
reinforcement. 

It should be noted that it is on the tension side of a beam that 
diagonal tension develops in a critical way, and that the proper 
connection must always be made between stirrups or other web 
reinforcement and the longitudinal tension reinforcement, 
whether the latter is on the lower side of the beam or on its upper 
side. Where negative moment exists, as is the case near the 
supports in a continuous beam, web reinforcement, to be effective, 
must be looped over, or wrapped around, or be connected with, 
the longitudinal tension reinforcing bars at the top of the beam, in 
the same way as is necessary at the bottom of the beam at sections 
where the bending moment is positive and the tension reinforcing 
bars are at the bottom of the beam. 

Inasmuch as the smaller the longitudinal deformations in the 
horizontal reinforcement are, the less the tendency for the forma- 
tion of diagonal cracks, a beam will be strengthened against 
diagonal tension failure by arranging and proportioning the hori- 
zontal reinforcement so that the unit stresses at points of large 
shear shall be relatively low. 
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Where pure shearing stress occurs, or shearing stress combined 
with but a small amount of tensile stress in the concrete, as when 
a concentrated load rests on a slab, or other forms of punching 
shear are produced, or in the case of compression pieces, the ele- 
ment of tension will not need consideration, and the permissible 
limit of the shearing stress will be higher than the allowable 
limit when this stress is used as a means of comparing diagonal 
tensile stress. The working values recommended are given in 
Section G, Working Stresses. 


9. Columns 


By columns are meant compression members of which the ratio 
of unsupported length to least width exceeds about six, and which 
are provided with reinforcement of one of the forms hereafter 
described. : 

It is recommended that the ratio of unsupported length of 
column to its least width be limited to 15. 

The effective area of the column shall be taken as the area 
within the protective covering, as defined‘in Section E, Part 3; 
or, in the case of hooped columns or columns reinforced with 
structural shapes, it shall be taken as the area within the hooping 
or structural shapes. 

Columns may be reinforced by longitudinal bars, by bands, 
hoops, or spirals, together with longitudinal bars, or by structural 
forms which in themselves are sufficiently rigid to act as columns. 
The general effect of closely spaced hooping is greatly to increase 
the “toughness” of the column and its ultimate strength, but 
hooping has little effect on its behavior within the limit of elas- 
ticity. It thus renders the concrete a safer and more reliable 
material, and should permit the use of a somewhat higher working 
stress. The beneficial effects of “toughening” are adequately 
provided by a moderate amount of hooping, a larger amount serv- 
ing mainly to increase the ultimate strength and ‘the possible 
deformation before ultimate failure. 

Composite columns of structural steel and concrete in which 
the steel forms a column by itself, should be designed with cau- 
tion. ‘To classify this type as a concrete column reinforced with 
structural steel is hardly permissible, as the steel will generally 
take the greater part of the load. When this type of column is 
used, the concrete should not be relied on to tie the steel 
units together or to transmit stresses from one unit to another- 
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The units should be adequately tied together by tie-plates or 
lattice bars, which, together with other details, such as splices, 
etc., should be designed in conformity with standard practice 
for structural steel. The concrete may exert a beneficial effect 
im restraining the steel from lateral deflection, and also in increas- 
ing the carrying capacity of the column. The proportion of 
load to be carried by the concrete will depend on the form of the 
column and the method of construction. Generally, for high 
percentages of steel, the concrete will develop relatively low unit 
stresses, and caution should be used in placing dependence on the 
concrete. 

The following recommendations are made for the relative work- 
ing stresses in the concrete for the several types of columns: 

(a) Columns with longitudinal reinforcement only, to the 
extent of not less than 1 per cent and not more than 
4 per cent: the unit stress recommended for axial 
compression in Section G, Part 3. 

(b) Columns with reinforcement of bands, hoops, or 
spirals, as hereinafter specified: stresses 20 per cent 
higher than.given for a, provided the ratio of the 
unsupported length of the column to the diameter of 
the hooped core is not more than 8. 

(c) Columns reinforced with not less than 1 per cent and 
not more than 4 per cent of longitudinal bars, and 
with bands, hoops, or spirals, as hereinafter specified: 
stresses 45 per cent higher than given for a, provided 
the ratio of the unsupported length of the column to 
the diameter of the hooped core is not more than 8. 

The foregoing recommendations are based on the following 
conditions: 

In all cases, longitudinal reinforcement is assumed to carry its 
proportion of stress, in accordance with Part 3. The hoops or 
bands are not to be counted on directly as adding to the strength 
of the column. 

Bars composing longitudinal reinforcement shall be straight, 
and shall have sufficient lateral support to be securely held in 
place until the concrete has set. 

Where hooping is used, the total amount of such reinforcement 
shall be not less than 1 per cent of the volume of the column en- 
closed. The clear spacing of such hooping shall be not greater 
than one-sixth of the diameter of the enclosed column, and pref- 
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erably not greater than one-tenth, and in no case more than 
2} in. Hooping is to be circular, and the ends of bands must be 
united in such a way as to develop their fullstrength. Adequate 
means must be provided to hold bands or hoops in place so as 
to form a column, the core of which shall be straight and well 
centered. The strength of hooped columns depends very much 
on the ratio of length to diameter of hooped core, and the strength 
due to hooping decreases rapidly as this ratio increases beyond 
five. The working stresses recommended are for hooped columns 
with a length of not more than eight diameters of the hooped 
core. 

Bending stresses due to eccentric loads and lateral forces must 
be provided for by increasing the section until the maximum 
stress does not exceed the values above specified; and, where 
tension is possible in the longitudinal bars, adequate connection 
between the ends of the bars must be provided to take this 
tension. 

10. Reinforcing for Shrinkage and Temperature Stresses 

When areas of concrete too large to*expand and contract 
freely as a whole are exposed to atmospheric conditions, the 
changes of form due to shrinkage (resulting from hardening) and 
to action of temperature are such that cracks may occur in the 
mass, unless precautions are taken to distribute the stresses so 
as to prevent the cracks altogether, or to render them very small. 
The distance apart of the cracks, and consequently their size, 
will be directly proportional to the diameter of the reinforcement 
and to the tensile strength of the concrete, and inversely propor- 
tional to the percentage of reinforcement and also to its bond 
resistance per unit of surface area. To be most effective, there- 
fore, reinforcement (in amount generally not less than one-third 
of 1 per cent) of a form which will develop a high bond resistance 
should be placed near the exposed surface and be well distributed. 
The allowable size and spacing of cracks depends on various con- 
siderations, such as the necessity for water-tightness, the im- 
portance of appearance of the surface, and the atmospheric 
changes. 


G. WorkINnG STRESSES _ 


1. General Assumptions 


The following working stresses are recommended for static 
loads. Proper allowances for vibration and impact are to be 
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added to live loads where necessary to produce an equivalent 
static load before applying the unit stresses in proportioning 
parts. 

In selecting the permissible working stress to be allowed on 
concrete, we should be guided by the working stresses usually 
allowed for other materials of construction, so that all structures 
of the same class but composed of different materials may have 
approximately the same degree of safety. 

The following recommendations as to allowable stresses are 
given in the form of percentages of the ultimate strength of the 
particular concrete which is to be used; this ultimate strength 
is to be that developed in cylinders 8 in. in diameter and 16 in. 
long of the consistency described in Section C, Part 2 (a), made 
and stored under laboratory conditions, at an age of 28 days. 
In the absence of definite knowledge, in advance of construction, 
as to just what strength may be expected, the Committee 
submits the following values as those which should be obtained 
with materials and workmanship in accordance with the recom- 
mendations of this report. 

Although occasional tests may show higher results than those 
here given, the Committee recommends that these values should 
be the maximum used in design. 


TABLE OF STRENGTHS OF DIFFERENT MIXTURES OF 
CONCRETE 


(In pounds per square inch) 


Aggregate Le eailavie vont wee cyaoier rode Oil saoknO 
GL ArILuS ELD LOCK water sce sisiiniaie se re cle 3300 2800 2200 1800 1400 
Gravel, hard limestone-~and hard sandstone| 3000 2500 2000 1600 1300 
Soft limestone and hard sandstone....... 2200 1800 1500 1200 1000 
(CHG ENE na Pee cois Roane ae can MONOID cle wai 800 700 600 500 400 


Norr.—VFor variations in the moduli of elasticity see Section G, Part 8. 


2. Bearing 


When compression is applied to a surface of cuncrete of at 
least twice the loaded area, a stress of 32.5 per cent of the 
compressive strength may be allowed. 


646 REINFORCED CONCRETE CONSTRUCTION 


3. Axial Compression 


For concentric compression on a plain concrete column or 
pier, the length of which does not exceed 12 diameters, 22.5 
per cent of the compressive strength may be allowed. 

For other forms of columns the stresses obtained from the 
ratios given in Section F, Part 9, may govern. 


4. Compression in Extreme Fiber 


The extreme fiber stress of a beam, calculated on the assump- 
tion of a constant modulus of elasticity for concrete under work- 
ing stresses, may be allowed to reach 32.5 per cent of the com- 
pressive strength. Adjacent to the support of continuous 
beams stresses 15 per cent higher may be used. 


5. Shear and Diagonal Tension 


In calculations on beams in which the maximum shearing stress 
in a section is used as the means of measuring the resistance to 
diagonal tension stress, the following allowable values for the 
maximum vertical shearing stress are recommended: 

(a) For beams with horizontal bars only and without web 
reinforcement calculated by the method given in Section I, 
Formula (22): 2 per cent of the compressive strength. 

(b) For beams thoroughly reinforced with web reinforcement: 
the value of the shearing stress calculated as for a (that is, 
using the total external vertical shear in Formula (22) for 
shearing unit stress), must not exceed 6 per cent of the com- 
pressive strength. The web reinforcement, exclusive of bent- 
up bars, in this case, shall be proportioned to resist two-thirds 
of the external vertical shear in the formulas given in Section I, 
Formulas (24) or (25). 

(c) For beams in which part of the longitudinal reinforce- 
ment is used in the form of bent-up bars distributed over a por- 
tion of the beam in a way covering the requirements for this 
type of web reinforcement: the limit of maximum vertical shear- 
ing stress (the stress calculated as for Ea) 3 per cent of the 
compressive strength. 

(d) Where punching shear occurs, that is, shearing stress 
uncombined with compression normal to the shearing surface, 
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and with all tension normal to the shearing plane provided for 
by reinforcement: a shearing stress of 6 per cent of the com- 
pressive strength may be allowed. 


6. Bond 


The bond stress between concrete and plain reinforcing bars 
may be assumed at 4 per cent of the compressive strength, or 
2 per cent in the case of drawn wire. 


7. Reinforcement 


The tensile or compressive strength in steel should not exceed 
16,000 lb. per square inch. 

In structural steel members, the working stresses adopted by 
the American Railway Engineering Association are recom- 
mended. 


8. Modulus of Elasticity 


The value of the modulus of elasticity of concrete has a wide 
range, depending on the materials used, the age, the range of 
stresses between which it is considered, as well as other conditions. 
It is recommended that in computations for the position of the 
neutral axis and for the resisting moment of beams and for the 
compression of concrete in columns it be assumed as: 

(a) One-fifteenth of that of steel, when the strength of 
the concrete is taken as 2200 lb. per square inch or 
less. 

(b) One-twelfth of that of steel, when the strength of the 
concrete is taken as greater than 2200 lb. per square 
inch, or less than 2900 lb. per square inch, and 

(c) One-tenth of that of steel, when the strength of the 
concrete is taken as greater than 2900 lb. per square 
inch. 

Although not rigorously accurate, these assumptions will 
give safe results. For the deflection of beams which are free to 
move longitudinally at the supports, in using formulas for 
deflection which do not take into account the tensile strength 
developed in the concrete, a modulus one-eighth of that of steel is 


recommended. 
50 
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H. STANDARD SPECIFICATIONS 


(a) Cement! 


GENERAL OBSERVATIONS 


1. These remarks have been prepared with a view of pointing 
out the pertinent features of the various requirements and the 
precautions to be observed in the interpretation of the results of 
the tests. | 

2. The Committee would suggest that the acceptance or 
rejection under these specifications be based on tests made by an 
experienced person having the proper means for making the 
tests. 


SPECIFIC GRAVITY 


3. Specific gravity is useful in detecting adulteration. The 
results of tests of specific gravity are not necessarily conclusive 
as an indication of the quality of a cement,.but when in combina- 
tion with the results of other tests may afford valuable indica- 
tions. 


FINENESS 


4, The sieves should be kept thoroughly dry 


TIME OF SETTING 


5. Great care should be exercised to maintain the test pieces 
_ under as uniform conditions as possible. A sudden change or 
wide range of temperature in the room in which the tests are 
made, a very dry or humid atmosphere, and other irregularities, 
vitally affect the rate of setting. 


CONSTANCY OF VOLUME 


6. The test for constancy of volume are divided into two classes, 
the first normal, the second accelerated. The latter should be 
regarded as a precautionary test only, and not infallible. So 
many conditions enter into the making and interpreting of it 
that it should be used with extreme caré. 

1 Adopted August 16, 1909, by the American Society for Testing Materials. 
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7. In making the pats, the greatest care should be exercised 
to avoid initial strains due to molding or to too rapid drying- 
out during the first 24 hours. The pats should be preserved 
under the most uniform conditions possible, and rapid changes 
of temperature should be avoided. 

8. The failure to meet the requirements of the accelerated 
tests need not be sufficient cause for rejection. The cement, 
however, may be held for 28 days, and a retest made at the end 
of that period, using anew sample. Failure to meet the require- 
ments at this time should be considered sufficient cause for re- 
jection, although in the present state of our knowledge it cannot be 
said that such failure necessarily indicates unsoundness, nor can 
the cement be considered entirely satisfactory simply because 
it passes the tests. 


GENERAL CONDITIONS 


1. All cement shall be inspected. 

2. Cement may be inspected either at the place of manu- 
facture or on the work. 

3. In order to allow ample time for inspecting and testing, the 
cement should be stored in a suitable weather-tight building 
having the floor properly blocked or raised from the ground. 

4. The cement shall be stored in such a manner as to permit 
easy access for proper inspection and identification of each ship- 
ment. 

5. Every facility shall be provided by the contractor, and a 
period of at least 12 days allowed for the inspection and necessary 
tests. 

6. Cement shall be delivered in suitable packages, with the 
brand and name of manufacturer plainly marked thereon. 

7. A bag of cement shall contain 94 lb. of cement net. Each 
barrel of Portland cement shall contain 4 bags, and each barrel 
of natural cement shall contain 3 bags of the above net weight. 

8. Cement failing to meet the 7-day requirements may be 
held awaiting the results of the 28-day tests before rejection. 

9. All tests shall be made in accordance with the methods pro- 
posed by the Special Committee on Uniform Tests of Cement of 
the American Society of Civil Engineers, presented to the Society 
on January 17, 1912, with all subsequent amendments thereto. 

10. The acceptance or rejection shall be based on the following 
requirements: 
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NaTuRAL CEMENT 
11. Definition—This term shall be applied to the finely pul- 
verized product resulting from the calcination of an argillaceous 
limestone at a temperature only sufficient to drive off the car-_ 
bonic acid gas. 


FINENESS 


12. It shall leave by weight a residue of not more than 10 per 
cent on the No. 100, and 30 per cent on the No. 200 sieve. 


TIME OF SETTING 


13. It shall not develop initial set in less than 10 minutes, and 
shall not develop hard set in less than 30 minutes, or more than 
3 hours. 


TENSILE STRENGTH 


14. The minimum requirements for tensile strength for bri- 
quettes 1 sq. in. in cross-section shall be as follows, and the 
cement shall show no retrogression in strength within the periods 
specified: 


Age. Neat Cement. Strength. 
24 hourssin ‘moist: ales Sawyer euskal 75 |b. 
7 days (1 day in moist air, 6 days in water) 9.....<.8.0.0. 4-556 150 lb. 
28 days (1 day in moist air, 27 days in water) ................... 250 lb. 
One Part Cement, Three Parts Standard Ottawa Sand 
7 days (1 day in moist air, 6 days in water) ..................-. 50 Ib. 
28 days (1 day in moist air, 27 days in water) ................... 125 |b. 


CONSTANCY OF VOLUME 


15. Pats of neat cement about 3 in. in diameter, } in. thick at 
the center, tapering to a thin edge, shall be kept in moist air for 
a period of 24 hours. 

(a) A pat is then kept in air at normal temperature. 

(b) Another is kept in water maintained as near 70° F. as 

practicable. 

16. These pats are observed at intervals for at least 28 days, 
and, to pass the tests satisfactorily, should remain firm and hard 
and show no signs of distortion, checking, cracking, or disin- 
tegrating. 
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PorTLAND CEMENT 


17. Definition.—This term is applied to the finely pulverized 
product resulting from the calcination to incipient fusion of an 
intimate mixture of properly proportioned argillaceous and 
calcareous materials, and to which no addition greater than 3 per 
cent has been made subsequent to calcination. 


SPECIFIC GRAVITY 


18. The specific gravity of cement shall be not less than 3.10. 
Should the test of cement as received fall below this requirement, 
a second test may be made on a sample ignited at a low red heat. 
- The loss in weight of the ignited cement shall not exceed 4 per 
cent. 


FINENESS 


19. It shall leave by weight a residue of not more than 8 per 
cent on the No. 100, and not more than 25 per cent on the No. 
200 sieve. 


TIME OF SETTING 


20. It shall not develop initial set in less than 30 minutes; 
and must develop hard set in not less than 1 hour, nor more than 
10 hours. 


TENSILE STRENGTH 


21. The minimum requirements for tensile strength for bri- 
quettes 1 sq. in. in cross-section shall be as follows, and the cement 
shall show no retrogression in strength within the periods 
specified: 


Age. Neat Cement Strength. 

DADIOUL SATOMI OLS tpalinenn tne lea aisioe cesel as a) ais atavellete «ole see's 175 lb. 

7 days (1 day in moist air, 6 days in water)........... 500 lb. 

28 days (1 day in moist air, 27 days in water) ......... 600 Ib. 
One Part Cement, Three Parts Standard Ottawa Sand 

7 days (1 day in moist air, 6 days in water)........... 200 Ib. 

28 days (1 day in moist air, 27 days in water).........-. 275 Ib. 


CONSTANCY OF VOLUME 


22. Pats of neat cement about 3 in. in diameter, } in. thick at 
the center, and tapering to a thin edge, shall be kept in moist air 
for a period of 24 hours. 
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(a) A pat is then kept in air at normal temperature and ob- 
served at intervals for at least 28 days. 

(b) Another pat is kept in water maintained as near 70° Fahr. 
as practicable, and observed at intervals for at least 28 
days. 

(c) A third pat is exposed in any convenient way in an atmos- 
phere of steam, above boiling water, in a loosely closed 
vessel for 5 hours. 

23. These pats, to pass the requirements satisfactorily, shall 

remain firm and hard, and show no signs of distortion, checking, 
cracking, or disintegrating. 


SULPHURIC ACID AND MAGNESIA 


24. The cement shall not contain more than 1.75 per cent of 
anhydrous sulphuric acid (SO3), nor more than 4 per cent of 
magnesia (MgO). 


(b) Metal Reinforcement 


6. Steel shall be made by the open-hearth process. Re-rolled 
material will not be accepted. 

7. Plates and shapes used for reinforcement shall be of struc- 
tural steel only. Bars and wire may be of structural steel or high- 
carbon steel. 

8. The chemical and physical properties shall conform to the 
following limits: 


Elements considered Structural steel High-carbon steel 


Dinackenie aie Basic. erases 0.04 per cent 0.04 per cent 
P 2 ACI a oer 0.06 per cent 0.06 per cent 
Sulphur, masim ium stenoses aint eake 0.05 per cent 0.05 per cent 
Ultimate tensile strength Desired Desired 
Pounds, per square inch.............. 60,000 88,000 
5 M a, s 1,500,000 2 1,000,000 
Elong. min. percentage in 8 in., Fig. 1 = : * 
Ult. tensile strength Ult. tensile strength 
Character of fracture. ..4:....005-025 Silky Silky or finely granular. 
Cold bends without fracture.......... 180° flat 8 ' 180° d=4t4 


1 Adopted March 16, 1910, by the American Railway Engineering Association. 
2See Paragraph 15 %See Paragraphs 16 and 17. 4 ‘‘d=4t” signifies “around a pin 
having a diameter four times the thickness of the specimen.” 
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9. The yield point for bars and wire, as indicated by the drop 
of the beam, shall be not less than 60 per cent of the ultimate 
tensile strength. 

10. If the ultimate strength varies more than 4000 lb. for struc- 
tural steel or 6000 Ib. for high-carbon steel, a retest shall be made 
on the same gauge, which, to be acceptable, shall be within 5000 
Ib. for structural steel, or 8000 lb. for high-carbon steel, of the 
desired ultimate. 

11. Chemical determinations of the percentages of carbon, 
phosphorus, sulphur, and manganese shall be made by the manu- 
facturer from a test ingot taken at the time of the pouring of 
each melt of steel, and a correct copy of such analysis shall be 
furnished to the engineer or his inspector. Check analyses 
shall be made from finished material, if called for, in which case 
an excess of 25 per cent above the required limits will be allowed. 

12. Plates, Shapes, and Bars.—Specimens for tensile and bend- 
ing tests for plates and shapes shall be made by cutting, from the 
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finished product, coupons which shall have both faces rolled and 
both edges milled to the form shown by Fig. 1; or with both edges 
parallel; or they may be turned to a diameter of ? in. with en- 
larged ends. 

13. Bars shall be tested in their finished form. 

14, At least one tensile and one bending test shall be made 
from each melt of steel as rolled. In case steel differing 3 in. 
and more in thickness is rolled from one melt, a test shall be made 
from the thickest and thinnest material rolled. 

15. For material less than 3°; in. and more than # in. in thick- 
ness the following modifications will be allowed in the requirements 
for elongation: 

(a) For each +; in. in thickness below 3; in., a deduction of 24 

will be allowed from the specified percentage. 
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(b) For each # in. in thickness above ? in., a deduction of 1 

will be allowed from the specified percentage. 

16. Bending tests may be made by pressure or by blows. 
Shapes and bars less than 1 in. thick shall bend as called for in 
Paragraph 8. 

17. Test specimens 1 in. thick and greater shall bend cold 180° 
around a pin, the diameter of which, for structural steel, is twice 
the thickness of the specimen, and for high-carbon steel, is six 
times the thickness of the specimen, without fracture on the out- | 
side of the bend. 

18. Finished material shall be free from injurious seams, flaws, 
cracks, defective edges, or other defects, and have a smooth, 
uniform, and workmanlike finish. 

19. Every finished piece of steel shall have the melt number 
and the name of the manufacturer stamped or rolled. on it, ex- 
cept that bar steel and other small parts may be bundled, with 
the above marks on an attached metal tag. 

20. Material which, subsequent to the above tests at the mills, 
and its acceptance there, develops weak spots, brittleness, cracks, 
or other imperfections, or is found to have injurious defects, will 
be rejected, and shall be replaced by the manufacturer at his 
own cost. 

21. All reinforcing steel shall be free from excessive rust, loose 
scale, or other coatings of any character which would reduce or 
destroy the bond. 


' I. SUGGESTED FORMULAS FOR REINFORCED CON- 
CRETE CONSTRUCTION 


These formulas are based on the assumptions and principles 
given in the chapter on design. 


(a) Standard. Notation 


1. Rectangular Beams. 
The following notation is reeommended: 
fs = tensile unit stress in steel. 
fe =compressive unit stress in concrete. 
EL; =modulus of elasticity of steel. 
E-=modulus of elasticity of concrete. 


8 


ar. 


—_ 
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M=moment of resistance, or bending moment in general. 
A =steel area (denoted in this text by as). 
b=breadth of beam. 
d=depth of beam to center of steel. 
k=ratio of depth of neutral axis to effective depth d. 
z=depth of resultant compression below top. 
j=ratio of lever arm of resisting couple to depth d. 
jd=d—z=arm of resisting couple. - 
p=steel ratio (not percentage). 
T-Beams. 
b=width of flange. 
b’ = width of stem. 
t= thickness of flange. 
Beams Reinforced for Compression. 5 
A’=area of compressive steel (denoted in this text by a’s). 
p’ =steel ratio for compressive steel. 
f’s =compressive unit stress in steel. 
C =total compressive stress in concrete. 
C’ =total compressive stress.in steel. 
d’ =depth to center of compressive steel. 
z =depth to resultant of C and C’. 
Shear and Bond. 
V =total shear. 
v =shearing unit stress. 
u =bond stress per unit area of bar. 
o =circumference or perimeter of bar. 
+ =sum of the perimeters of all bars. 
Columns. ; 
A =total net area. 
As =area of longitudinal steel. 
A, =area of concrete. 
P =total safe load. 


(b) Formulas. 
Rectangular Beams. | 
Position of neutral axis, 
h=/2 pn-+(pn)?—pn (1) 
Arm of resisting couple, 


j=1—tk (2) 
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(For fs = 15,000 to 16,000, and f. = 600 to 650, k may be taken at §.) 
Fiber stresses, 


M M 
f= 450 pie? ee 
2M _ 2pfs a 
fo= iho i (4) 
Fig. 2. f 
Steel ratio, for balanced reinforcement, 
Pe aI Nee 
2 Se (Se (5) 
sea 


2. T-Beams. . 
Case I. When the neutral axis lies in the flange. 
Use the formulas for rectangular beams. 


Case II. When the neutral axis lies in the stem. 
The following formulas neglect the compressiox in the stem: 
Position of netural axis, 

2ndA+bt? - 


kd =F, A +201 (6) 
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Position of resultant compression, 


_3kd—2t t 
2kd—t 3 
- Arm of resisting couple, 
jd=d—z 
Fiber stresses, 
Mkd te 


ae (kd 51) a” see 
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(7) 


(8) 


- (9) 


(10) 


(For approximate results, the formulas for rectangular beams 


may be used.) 


The following formulas take into account the compression in 
the stem; they are recommended where the flange is small com- 


pared with the stem: 
Position of neutral axis, 


kd ON as ei (Aa) 2 


nA+(b—b’)t 
Heat ee 


Position of resultant compression, 


(xae— 2 ) b+ [ a—2 (145 a—0) | 


t(2kd—t)b-+ (kd —1)2b’ 


Arm of resisting couple, 
qd=d—z 
_ Fiber stresses, 


M 
ae Aga 
2Mkd 


fe= [ahd —Obt-+ (kd—1)°b lid 


3. Beams Reinforced for Compression. 
Position of neutral axis, i 


(11) 


(12) 


(13) 


(14) 


(15) 
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k as 2n (v +p'5) +n*(p+p')?—n(p+p’) (16) 
Position of resultant compression, 
Feat 2p'nd! (4) 
z oe ee (17) 
k+2p'n(k—S) 
Arm of resisting couple, 
jd=d—2 (8) 


Fiber stresses, 


ba | 3k — prem ~E™ (k ue (1-4) 


haseaae (20) 
d’ 
k= 

a (21) 


4, Shear, Bond, and Web Reinforcement. 

In the following formulas, 2’) refers only to the bars constitut- 
ing the tension reinforcement at the section in question, and jd 
is the lever arm of the resisting couple at the section. 


For rectangular beams, 
y 


C= bjd ; (22) 
V * 
U wey (23) 


(For approximate results, 7 may be taken at r) 
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The stresses in web reinforcement may be estimated by the 
following formulas: 
Vertical web reinforcement, 


Vs 
rag (24) 
Web reinforcement inclined at 45° (not bent-up bars), 
as 
P=0. Teg (25) 


in which P=stress in single reinforcing member, V = amount of 
total shear assumed as carried by the reinforcement, and s= hori- 
zontal spacing of the reinforcing members. 

The same formulas apply to beams reinforced for compression 
as regards shear and bond stress for tensile steel. 


For T-beams, 
V 


J v ~ bid (26) 
V 
Fd Zo ete 
(For approximate results, 7 may be taken at ‘) 
5. Columns. 
Total safe load, 
P=f.(ActnAs) =feA(1+(n—1)p) (28) 
Unit stresses, 
P 
= 29 
fo AGF (=p) oe 


fs — nfe (30) 


Nur} 
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RETAINING WALLS 


Back-filling and drainage, 61 
Bearing capacity of soils, 14 


Cantilever walls, 21, 26-45, 62, 63 
Coefficients of friction of concrete 
on foundation materials, 13 
Construction, back-filling and drain- 
age, 61 
forms, 61-64 
Counterforted walls, 21, 45-58, 63 


Design, cantilever type, 26-45 
counterforted type, 45-58 
general method of procedure in, 

21 : 

Drainage, 61 


Earth, angle of internal friction, 3, 
8,9 
angle of repose, 3 
coefficients of internal friction, 9 
replacing load by equivalent 
surcharge of, 10-12 
surcharge equivalent to load, 
10-12 
weight, 2, 8 
Earth pressure, active, 6, 7 
assumptions in earth-pressure 
theories, 2 
experimental data, 2 
passive, 6, 7. 
Rankine’s theory, 6-12 
theories, 2-12 
Equivalent fluid pressure for gravity 
walls, 16-20 


Factor of safety, overturning, 14, 15 
sliding, 14, 15 
Forms, 61-64 


Rankine’s earth-pressure theory, 6 


Retaining walls, back-filling and’ 

drainage, 61 

cantilever, 21, 26-45, 62, 63 

construction, 61-64 

counterforted, ‘21, 45-58, 63 

defined, 1 

design, 21-60 

drainage, 61 

factor of safety, 14 

forms, 61 

gravity section, 15, 16 

methods of determining stabil- 
ity, 12-15 

principal types of, 21 

reinforced concrete and gravity 
walls compared, 1 

special types of, 58-60 

theory of stability, 1-20 

thickness of concrete covering 
for steel, 25, 26 

types of, 21, 58-60 


Safe bearing capacity of soils, 14 

Special types of walls, 58-60 

Stability, against crushing, 13 
against overturning, 13-15 
against sliding, 13-15 
methods of determining, 12-15 
theory of, 1-20 


Theory of stability, 1-20 
Types of walls, 21, 58-60 


Walls of gravity section, design of, 
15, 16 

equivalent fluid pressure for, 
16-20 
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BuILDINGS 


; Aggregates, 474-482 


Basement, floors, 161, 162 | 

walls, 294, 295, 302, 303, 503, 
510 

Beams (see floors) 

Bearing capacity of soils, 217-219 
walls, 267-269, 510 

Bedding machinery, 155, 156 

Brick veneer, 281, 282 


Cantilever flat-slab construction, de- 
pressed head design, 121, 
122 
description of, 112-114 
design of interior floor bay, 122— 
129 
diagonal tension in, 118, 119 
forms for, 504, 505 
line of inflection in, 120 
methods of analysis, 116-118 
punching shear in, 118 
size of column capital, 118 
stresses in, 115, 116 
structural action of, 114 
Cement, 467-474 
floor finish, 140-141 
Columns, base plates, 207 
brackets, 211-215 
cinder-concrete cylinders, 211 
design of typical interior, 215, 
216 
details of design, 204-211 
eccentricity of loading in, 204, 
205, 212, 395-413 
fire-proofing, 205 
footings for (see foundations) 


Colums, longitudinal reinforcement 
in, 204 : 
plain concrete, 204 
spirals, 206 
splicing of rods in, 207 
structural steel cores, 207-210 
weather breaks in, 208, 211 — 
Concrete, dense or impermeable, 
549-552 oy 
estimating, 585-589, 596, 59 
mixing of, 5382-534 
piles, advantages of, 244, 245 
Chenoweth, 264-266 
Gilbreth, 264 
molded before driving, 255, 
258-266 ' 
in place, 251-255 
Raymond, 251, 254-257 
Simplex, 251-254 
proportioning of, 528-532 
surfaces, 544-548, 594, 599, 
600 
tests on, 474, 475 
transporting and placing of, 
534-537, 569-577 
waterproofing of, 549-552 
Concreting in freezing weather, 5387- 
543 | 
Construction, bending of reinforce- 
_ment, 517-522 
concreting in freezing weather, 
537-5438 
conditions governing plant de- 
sign, 561, 562 
finishing concrete surfaces, 544- 
548 
forms, 483-516 


forms for, 488-493, 505-510,516c-516f materials, 467-482 


hoops, 206 
loading, 211 


measurement of materials, 567, 
568 
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Construction, mixing cycle, 556-560 
mixing of concrete, 532-534 
plant, 555-584 
economics, 560, 561 
layouts, 577-584 
proportioning of concrete, 528— 
532 
storage cf materials, 563-566 
transporting and placing of 
concrete, 534-537, 569-577 
types of mixers, 562, 563 
waterproofing of concrete, 549— 
554 
Continuous beams, beam concentra- 
tions, 375-382 
bending up of bars and provi- 
sion for negative moment, 
383-390 
fixed and moving concentrated 
loads, 855-369 
increase of positive moments in 
continuous beams due ‘to 
unequal settlements of the 
supports, 383 
maximum moments from uni- 
form loads, 371-375 
moving uniform loads, 369-371 
negative moment at the ends of 
continuous beams, 382 
shear and moment considera- 
tions in, 345-394 
theorem of three moments, 349- 
354 
uniform load over all spans, 
354, 355 
uniform moment of 
345-390 
varying moment of inertia, 390- 
394 
wind = stresses 
stresses) 
Design of a factory building, 419-430 
Door openings, 290-294 


inertia, 


in (see wind 


Eccentricity of column loading, 204, 
205, 212, 395-413 
Eccentric-load considerations in col- 

umns, formulas, 396--401 
in general, 395, 396 
51 
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Kccentric-load, intentional eccen- 
tricity, 410-413 
unintentional eccentricity, 401- 
410 ; 
Economical considerations, 79, 89, 
105, 106, 110, 128, 146, 
204, 224, 483, 484 
Elevators, electric, 319-328 
examples of installations, 330- 
338 
hydraulic, 328-330 
in general, 319-338 
selection of type, 330 
Hlevator shafts, 319-341 
-shaft pits, 338-341 
Estimate for a concrete building, 
601-613 
Estimating quantities, concrete, 596, 
597 
forms, 597-599 
steel, 599 
surface finish, 599, 600 
unit costs, concrete, 585-589 
forms, 589-592 
steel, 592-594 
surface finish, 594 
Example of a building design, 431- 
466 
Expanded metal, 169, 170 


Facing, brick, 281, 282 
stone, 282, 283 
terra-cotta, 282-284 
Flat-slab floors (see cantilever flat- 
slab construction) 
Floor surfaces, 140-144 
Floors, attachment of shaft-hangers 
and sprinkler pipes, 148- 
155 
basement, 161, 162 
bedding machinery, 155, 156 
cantilever flat-slab, 112-129 
economical considerations, 79, 
89, 105, 106, 110, 128, 146 
forms for, 4938, 495-505, 516g 
general tyres of, 68 
loading, 144-146 
monolithic beam-and-girder, 
68-111 
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*Floors, openings, 147 
steel frame construction with 
concrete slabs, 137-140 
solid concrete, 68-111 
surfaces, 140-144 
tests, 156-161. 
unit construction, 129-137 
waterproof, 156 
wind stresses in 
stresses) 
Footings (see foundations) 
Forms, design of, 510—516c 
estimating, 589-592, 597-599 
examples of design, 488-510 
general requirements, 483, 484 
lumber for, 484, 485 
notes on, 516f, 516g 
number of sets of, 487 
pressure of concrete on, 511, 512 
removal of, 485-487 
steel, 516c to 516f 
Foundations, cantilever, 237-242 
combined column, 230-237 
examples of, 243, 244 
raft, 242, 243 
single column, 219-230 
types of, 219 


(see wind 


Girders (see floors) 
Granolithic floor finish, 140, 141 


Hollow tile, properties of, 69-71 
weight of, 70 
floors, construction of, 69-71 
design of, 104-111 
table for, 111 


Joint Committee on concrete and 
reinforced concrete, second 
report of (see Appendix, 
page 615) 


Loading, columns, 211 
floors, 144-146 
roofs, 189, 190 


Machinery, bedding of, 155, 156 — 
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Materials, measurement of, 567, 568 
selection of, 467-482 
storage of, 472, 563 
Mixers, types of, 562, 563 
Monolithic beam-and-girder floors, 
design of, 74-111 
forms for, 498, 495-505 
types of, 68, 69 
Mushroom floor construction (see can- 
tilever flat-slab construction) 


Notation, general, 654, 655. 
special, given where needed 


Parapet walls, 294 
RE ions brick, 308 
concrete block, 303 
metal lath and plaster, 303-306 
plaster block, 307 
solid concrete, 303, 308 
terra-cotta tile, 306, 307 
weights of, 807, 308 
Pent houses, 341 
Piles (see concrete piles) 
Plant, conditions governing desten 
561, 562 ; 
economics, 560, 561 
general discussion, 555, 556 
layouts, 577-584 
measurement of eo 567, 
568 
mixing cycle, 556-560 
storage of materials, 472, 563 
transporting and placing o/ 
concrete, 534-537, 569-577 
types of mixers, 562, 563 


Quantities, estimating of, 595-600 


Reinforcement, bending of, 517-522 
estimating, 592-594, 599 
expanded metal, 169, 170 
placing of, 522-527 
rib metal, 170, 171 
systems of, 171-178 
types of, 163-178 
wire fabric, 163-169 

Reinforcing systems, Akme, 176-178 
Columbian, 171 
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Reinforcing systems, Corr-tile, 174- 
177 
Cummings, 173 
Hennebique, 171 
Jchnson, 178 
Kahn trussed-bar, 172, 173 
Luten truss, 175, 177, 
Merrick floor, 174; 175 
Mushroom (see cantilever flat- 
slab construction) 

Pin-connected, 174, 175 
Unit, 173, 174 
Xpantrus, 176-178 

Rib metal, 170, 171 

Rocfs, concrete surfaces, 179-181 
design of roof bay, 190-198 
drainage, 184-189 
loading, 189, 190 
saw-tooth, 198, 203 
separate coverings, 181 
surfaces, 179-184 - 


-Saw-tooth roofs, 198-203 
Shaft hangers, provision for the 
. attachment of, 148-155 
Slabs (see floors) 
Soils, bearing capacity of, 217-219 
pressure on, 219 
Spandrel walls, 272, 275, 281, 507, 
510 
Sprinkler pipes, provision for the 
attachment of, 148-155 
Stairs, details, 315-318 
general design, 309-311 


methods of supporting, 311-315 | 


Steel (see reinforcement) 
frame floor construction with 
concrete slabs, 138-140 
wire gage, 163, 164 
Surface finish, brushed, 545 
colored 547, 548 
estimating cost of 594, 599, 600 
rubbed, 544, 545 
sand-blast, 547 
tooled, 545, 546 
Surfaces, concrete, 544-548 
estimating cost of finish, 594, 
599, 600 
felt-and-gravel roof, 181-183 
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Surfaces, finishing concrete, 544-548 ~ 
floor, 140-144 
roof, 179-184 
vitrified-tile roof, 183. - 


. Terra-cotta hollow tile floors (see 


hollow-tile floors) 

Tests, column bracket, 213-215. 

concrete, 474, 475 

flat-slab floor, 157-160 

method of making floor, 156, 157 

unit T-beams, 160, 161 
Theorem of three moments, 349-354 
Tile floors (see hollow-tile floors) 


Unit construction, floors, 129-137 
Ransome system, 1383, 184, 
136, 1387 
“Unit-bilt”’ system, 131-133, 135 
costs, estimating of, 585-594 
University of Wisconsin system of 
floor construction, 71-74, 
499, 500 


Veneer, brick, 281, 282 
stone, 282, 283 
terra-cotta, 282-284 


Walls, basement, 294, 295, 302, 303, 
510, 
bearing, 267-269, 510, 
brick and other veneer, 281-284 
cornices, 294, 510 
curtain, 269, 271, 281, 507, 510 
door openings, 290-294 
parapet, 294 
spandrel, 272, 275, 281, 507, 510 
window openings, 284-290 
Waterproof floors, 156 
Waterproofing of concrete, coatings 
or washes, 552, 553 
dense or impermeable concrete, 
549-552 
introduction of foreign ingre- 
dients, 553 
layers of waterproof material, 
553, 554 
methods employed, 549 
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Window openings, 284-290 Wire fabric, advantage of using, 163 
Wind stresses, design of individual lock-woven, 168 
members, 418 staple-locked, 169. 
general discussion of, 414 tie-locked, 167, 168 
method of figuring, 414-418 triangle-mesh, 165, 166 
wind loads and working stresses, welded wire, 164, 165 


418 Wood floor surfaces, 141-142 
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